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PREFACE  TO  THE  SIXTH  AMERICAN  EDITION. 


The  sale  within  a  few  years  of  the  fifth  American  edition  of 
Dr.  George  Langbein's  work,  Handbuch  der  elektrolytischen 
Metallniederschlagey  and  the  continued  demand  for  it,  may  be 
accepted  as  evidence  that  the  book  has  been  found  to  fulfill 
the  purpose  for  which  it  is  primarily  intended,  namely,  to  serve 
as  a  ready  book  of  reference  and  a  practical  guide  for  the 
workshop. 

In  this,  the  sixth  American  edition,  now  presented  to  the 
public,  the  general  scheme  and  scope  of  the  fifth  edition  have 
been  retained,  but  a  thorough  revision  has  been  made,  and  a 
good  deal  of  new  matter  has  been  inserted. 

Due  attention  has  been  paid  to  all  important  innovations, 
particularly  to  the  electrolysis  of  zinc,  in  which  considerable 
progress  has  been  made  during  the  past  few  years,  and  it  has 
been  endeavored  to  include  all  practical  methods  of  plating 
which  have  become  known  since  the  publication  of  the  fifth 
edition,  as  well  as  the  most  recent  machinery  and  apparatus. 

The  editor  is  under  obligations  to  The  Hanson  &  Van 
Winkle  Co.,  of  Newark,  N.  J.,  and  Zucker  &  Levett  &  Loeb 

Co.,  of  New  York,  the  well-known  manufachiters  of,  and  dealers 

*  '*■-  .  *  •»  * 
in,  electro-platers'  supplied 'as,  well  $i5,td  jThc  Egyptian  Lac- 
quer Manufacturing  Co.*,  of- NeW  York,  ior.  valuable  information 
and  engravings.  :  •'  -  •;;,;.,;.- 

The  publishers  have  sp^ed.iiO'ex4>eTE;$e  jn  the  proper  illus- 
tration and  the  mechanical  ^rc^vrition  of  the  work,  and,  like  the 
previous  editions,  it  has  been  provided  with  such  a  copious 
table  of  contents  and  very  full  index  as  to  render  reference  to 
any  subject  prompt  and  easy.  W.  T.  B. 

Philadelphia,  April  io,  1909. 
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The  art  of  the  electro- deposition  of  metals  has  during  recent 
years  attained  such  a  high  degree  of  development  that  it  was 
felt  that  a  comprehensive  and  complete  treatise  was  needed  to 
represent  the  present  advanced  state  of  this  important  industry* 
In  furtherance  of  this  object,  a  translation  of  Dr.  George  I-ang- 
bein's  work,  Vollsiandiges  Handbuch  der  Galvanischen  Metall- 
NUderscklage ,  is  presented  to  the  English-reading  public  with 
the  full  confidence,  that  it  will  not  only  fill  a  useful  place  in 
technical  literature,  but  will  a!so  prove  a  ready  book  of  reference 
and  a  practical  guide  for  the  workshop.  In  fact»  it  is  especially 
Intended  for  the  practical  workman,  wherein  he  can  find  advice 
and  information  regarding  the  treatment  of  the  objects  while  in 
the  bath,  as  well  as  before  and  after  eleclro  plating.  The 
author*  Dr.  George  Langbein,  is  himself  a  master  of  the  art, 
being  the  proprietor  of  an  extensive  electro-plating  establish- 
ment combined  with  a  manufactory  of  chemical  products, 
machinery  and  apparatus  used  in  the  industry. 

The  results  yielded  by  the  modern  dynamo-electric  machines^ 
to  which  the  great  advance  in  the  electro-plating  art  is  largely 
due,  are  in  every  respect  satisfactory,  and  the  more  so  since  the 
need  of  accurate,  and  at  the  same  time  handy,  measuring  in- 
struments has  also  been  supplied.  With  the  assistance  of  such 
measuring  instruments,  the  establishment  of  fixed  rules  regard- 
ing the  current-conditions  for  an  electro-plating  bath  has 
become  possible,  so  that  good  results  are  guaranteed  from  the 
start.  While  formerly  the  electro-plater  had  to  determine  the 
proper  current-strength  for  the  depositions  in  an  empirical 
manner,  by  time-consuming  experiments,  to-day.  by  duly  ob- 
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serving  the  determined  conditions,  and  provided  with  well- 
working  measuring  instrumentSr  he  can  at  once  produce  beau- 
tiful and  suitable  deposits  of  the  various  metals. 

The  data  referring  to  these  current-conditions,  according  to 
measurements  by  Dr.  Langbein,  are  given  as  completely  as  pos- 
sible, while  for  the  various  baths,  only  formulae  yielding  entirely 
reliable  results  have  been  selected*  To  most  of  the  baths  a 
brief  review  of  their  mode  of  action  and  of  their  advantages  for 
certain  uses  is  added,  thus  enabling  the  operator  to  select  the 
bath  most  suitable  for  his  special  purpose.  To  the  few  formulae 
which  have  not  been  tested,  a  note  to  that  efTect  is  in  each  case 
appended,  and  they  are  only  given  with  due  reserve. 

To  render  the  work  as  useful  as  possible,  the  most  suitable 
formula!  for  plating  by  contact  and  immersion,  as  well  as  the 
best  methods  for  coloring  the  metals,  and  the  characteristic 
properties  of  the  chemicals  used  in  the  industry,  are  given. 
However,  the  preparation  of  the  chemicals;. has  be«n  omitted, 
since  they  can  be  procured  at  much  less  expense  from  chemi- 
cal works  than  it  would  be  possible  for  the  electro-plater  to 
make  them  in  small  quantities,  even  if  he  possessed  the  neces- 
sary apparatus  and  the  required  knowledge  of  chemistry  and 
skill  in  experimenting. 

It  is  hoped  that  the  additions  made  here  and  there  by  the 
translator,  as  well  as  the  chapter  on  ••  Apparatus  and  Instru- 
ments/* and  that  of  **  Useful  Tables,"  added  by  him,  may  con- 
tribute to  the  usefulness  of  the  treatise. 

Finally,  it  remains  only  to  be  stated  that  the  publishers  have 
spared  no  expense  in  the  proper  illustration'and  the  mechanical 
production  of  the  book ;  and,  as  is  their  universal  practice,  have 
caused  it  to  be  provided  with  a  copious  table  of  contents,  and 
a  very  full  index,  which  will  add  additional  value  by  rendering 
any  subject  in  it  easy  and  prompt  of  reference. 


W.  T.  B, 
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I. 

HISTORICAL  PART. 


CHAPTER  I. 

HISTORICAL   REVIEW   OF  ELECTRO-METALLURGY. 

In  reviewing  the  history  of  the  development  of  electrolysis, 
I.  e.y  the  reduction  of  a  metal  or  a  metallic  alloy  from  the  solu- 
tion of  its  salts  by  the  electric  current,  the  simple  reduction 
which  takes  place  by  the  immersion  of  one  metal  in  the  solu- 
tion of  another,  may  be  omitted.  This  mode  of  reduction  was 
well  known  to  the  alchemist  Zozimus,  who  described  the  re- 
duction of  copper  from  its  solutions  by  means  of  iron,  while 
Paracelsus  speaks  of  coating  copper  and  iron  with  silver  by 
simple  immersion  in  a  silver  solution. 

Before  the  discovery,  in  1789,  of  contact-electricity  by  Luigi 
Galvani,  there  was  nothing  like  a  scientific  reduction  of  metals 
by  electricity;  and  only  in  1799  did  Alexander  Volta,  of  Pavia, 
succeed  in  finding  the  true  causes  of  Galvani's  discovery. 
Galvani  observed  while  dissecting  a  frog  on  a  table,  whereon 
stood  an  electric  machine,  that  the  limbs  suddenly  became  con- 
vulsed by  one  of  his  pupils  touching  the  crural  nerve  with  the 
dissecting-knife  at  the  instant  of  taking  a  spark  from  the  con- 
ductor of  the  machine.  The  experiment  was  several  times  re- 
peated, and  it  was  found  to  answer  in  all  cases  when  a  metallic 
conductor  was  connected  with  the  nerve,  but  not  otherwise.    He 
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observed  that  muscular  contractions  were  produced  by  forming 
a  connection  between  two  different  metals,  one  of  which  was 
applied  to  the  nerve,  and  the  other  to  the  muscles  of  the  leg. 
Similar  phenomena  having  been  found  to  arise  when  the  leg  of 
the  frog  was  connected  with  the  electric  machine,  it  could 
scarcely  be  doubted  that  in  both  cases  the  muscular  contrac- 
tions were  produced  by  the  same  agent.  From  a  course  of 
experiments,  Galvani  drew  the  erroneous  inference  that  these 
muscular  contractions  were  caused  by  a  fluid  having  its  seat  in 
the  neives,  which  through  the  metallic  connections  flowed  over 
upon  the  muscles.  Everywhere,  in  Germany,  England  and 
France,  eminent  scientists  hastened  to  repeat  Galvani's  experi- 
ments, in  the  hope  of  discovering  in  the  organism  a  fluid  which 
they  considered  the  vital  principle  ;  but  it  was  reserved  to  Volta 
to  throw  light  upon  the  prevailing  darkness.  In  his  repeated 
experiments  this  eminent  philosopher  observed  that  one  cir- 
cumstance had  been  entirely  overlooked,  namely,  that  in  order 
to  produce  strong  muscular  contractions  in  the  frog-leg  experi- 
ment, it  was  absolutely  necessary  for  the  metallic  connection  to 
consist  of  two  different  metals  coming  in  contact  with  each 
other.  From  this  he  drew  the  inference  that  the  agent  pro- 
ducing the  muscular  contractions  w^s  not  a  nerve-fluid,  but  was 
developed  by  the  contact  of  dissimilar  metals,  and  identical 
with  the  electricity  of  the  electric  machine. 

This  discovery  led  to  the  construction  of  what  is  known  as 
the  pile  of  Volta,  or  the  voltaic  pile.  The  same  philosopher 
found  that  the  development  of  electricity  could  be  produced  by 
building  up  in  regular  order  a  pile  of  pairs  of  plates  of  dissimi- 
lar metals,  each  pair  being  separated  on  either  side  from  the 
adjacent  pairs  by  pieces  of  moistened  card- board  or  felt.  On 
account  of  various  defects  of  the  voltaic  pile,  Cruikshank  soon 
afterwards  devised  his  well-known  trough  battery,  which  con- 
sisted of  square  plates  of  copper  and  zinc  soldered  together, 
and  so  arranged  and  fastened  in  parallel  order  in  a  wooden  box 
that  between  each  pair  of  plates  a  sort  of  trough  was  formed, 
which  was  filled  with  acidulated  water. 
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Nicholson  and  Carlisle,  on  May  2,  1800,  first  decomposed 
water  into  hydrogen  and  oxygen  by  electrolysis;  and,  in  1801, 
Wollaston  found  that  if  a  piece  of  silver  in  connection  with  a 
more  positive  metal,  for  instance,  zinc,  be  put  into  copper 
solution,  the  silver  will  be  coated  over  with  copper,  which 
coating  will  stand  the  operation  of  burnishing. 

Cruikshank,  in  1803,  investigated  the  behavior  of  solutions 
of  nitrate  of  silver,  sulphate  of  copper,  acetate  of  lead,  and  sev- 
eral other  metallic  salts,  towards  the  galvanic  current,  and  found 
that  the  metals  were  so  completely  reduced  from  their  solutions 
by  the  current  as  to  suggest  to  him  the  analysis  of  minerals  by 
means  of  the  electric  current. 

To  Brugnatelli  we  owe  the  first  practical  results  in  electro- 
gilding.  In  1805,  he  gilded  two  silver  medals  by  connecting 
them  by  means  of  copper  wire  with  the  negative  pole  of  the 
pile,  and  allowing  them  to  dip  in  a  solution  of  fulminating  gold 
in  potassium  cyanide,  while  a  piece  of  metal  was  suspended  in 
the  solution  from  the  positive  pole.  He  also  observed  that  the- 
positive  plate,  if  it  consisted  of  an  oxidizable  metal,  was  dis- 
solved. 

One  of  the  greatest  discoveries  connected  with  the  subject, 
however,  is  that  of  Sir  Humphry  Davy,  made  October  6,  1807, 
when,  by  the  decomposition  of  the  alkalies  by  means  of  the 
electric  current,  he  discovered  the  metals  potassium  and  sodium. 

Prof.  Oersted,  of  Copenhagen,  in  1820,  found  that  the  mag- 
netic needle  is  deflected  from  its  direction  by  the  electric  cur- 
rent. It  was  known  long  before  this  that  powerful  electric  dis- 
charges affect  the  magnetic  needle.  It  had,  for  instance,  been 
observed  that  the  needle  of  a  ship's  compass  struck  by  light- 
ning had  lost  its  property  of  indicating  the  North  Pole,  and 
several  physicists,  among  them  Franklin,  had  succeeded  in  pro- 
ducing the  same  phenomena  by  heavy  discharges  of  the  elec- 
trical machine,  but  they  were  satisfied  with  the  supposition  that 
the  electric  current  acted  mechanically,  like  the  blow  of  a 
hammer.  Oersted  first  perceived  that  electricity  must  be  in  a 
state  of  motion  in  order  to  act  upon  magnetism.     This  led  to 
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the  construction  of  the  galvanoscope  or  galvanometer,  an  in- 
strument which  indicates  whether  the  cells  or  other  source  of 
current  furnish  a  current  or  not,  and  by  which  the  intensity  of 
the  source  of  current  may  also  to  a  certain  degree  be  recognized. 

Ohm,  in  1827,  discovered  the  law  named  after  him,  XhdXtke 
strength  of  a  continuous  current  is  directly  proportional  to  the 
difference  of  potential  or  electro-motive  force  in  the  circuity  and 
inversely  proportional  to  the  resistance  of  the  circuit.  This  law 
will  be  more  fully  discussed  in  the  theoretical  part. 

Ohm's  discovery  was  succeeded,  in  1831,  by  the  important 
discovery  of  electric  induction  by  Faraday.  By  induction  is 
understood  the  production  of  an  electric  current  in  a  closed 
circuit  which  is  in  the  immediate  proximity  of  a  current- 
carrying  wire.  Faraday  further  found  that  the  current  induced 
in  the  contiguous  wire  is  not  constant,  because  after  a  few 
oscillations  the  magnetic  needle  returned  to  the  position  occu- 
pied by  it  before  a  current  was  passed  through  the  current- 
carrying  wire  ;  whilst,  when  the  current  was  broken,  the  needle 
deflected  in  the  opposite  direction. 

In  the  year  following  the  discovery  of  Faraday,  Pixii,  of 
Paris,  constructed  ihc  first  ciectro-viagnetic  induction  machine. 

Faraday's  electrolytic  law  of  the  proportionality  of  the  cur- 
rent strenf^th  and  its  chemical  action,  and  that  the  quantities  of 
the  various  substances  which  arc  reduced  from  their  combina- 
tions by  the  same  current  are  proportional  to  their  chemical 
equivalents,  was  laid  down  and  proved  in  1833,  and  upon  this 
Faraday  based  the  measurement  of  the  current-strength  by 
chemical  deposition,  as,  for  instance,  that  of  water,  in  the 
voltmeter. 

Of  the  practical  electro-chemical  discoveries  there  remain  to 
be  mentioned  the  production  of  iridescent  colors,  in  1826,  by 
Nobili,  and  the  production  of  the  amalgams  of  potassium  and 
sodium,  in  1S53,  by  l^ird. 

The  actual  galvanoplastic  process,  however,  dates  from  1838. 
In  the  spring  of  that  year  Prof.  Jacoby  announced  to  the 
Academy  of   Sciences  of   St.   Petersburg,  a  description  of  his 
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overy  o(  the  utility  of  galvanic  electricity  as  a  means  of  re- 
ucing  objects  of  metal.  Hence  Jacoby  must  be  considered 
the  father  of  galvanoplasty  in  as  far  as  he  was  the  first  to  utilize 
and  give  practical  form  to  the  discoveries  made  up  to  that  time. 
Though  Jacoby's  process  was  published  in  the  English  periodi- 
cal, "The  Athenaeum.*  of  May  4,  1839,  Mr.  T.  Spencer,  who 
read  a  paper  on  the  same  subject,  September  13,  1839*  before 
the  Liverpool  Polytechnic  Society ♦  claimed  priority  of  inven- 
tion»  as  was  also  done  by  Mr.  C.  J.  Jordan,  who,  on  May  22, 
1839*  sent  a  letter  to  the  **  London  Mechanical  Magazine," 
which  was  published  on  June  8,  1839. 

From  this  time  forward  the  galvanoplastic  art  made  rapid 
progress,  and  by  the  skill  and  enterprise  of  such  men  as  the 
Elkingtons.  of  Birmingham,  and  De  Ruolz,  of  Paris,  it  was 
speedily  added  to  the  industrial  arts. 

Though  copies  of  a  metallic  object  by  means  of  galvanoplasty 
could  now  be  made,  the  employment  of  the  process  was  re- 
stricted  to  metallic  objects  of  a  form  suitable  for  the  purpose, 
until,  in  1840,  Murray  succeeded  in  making  non-metallic  sur- 
faces conductive  by  the  application  of  graphite  ( black  lead, 
plumbago),  which  rendered  the  production  of  galvanoplastic 
copies  of  wood-cuts,  plaster-of- Paris  casts,  etc.,  possible. 

Dr,  Montgomery,  in  1843,  sent  to  England  samples  of  gutta- 
percha, which  was  soon  found  to  be  a  suitable  material  for  the 
production  of  negatives  of  the  original  models  to  be  reproduced 
by  galvanoplasty. 

Though  it  was  now  understood  how  to  produce  heavy  de- 
posits of  copper,  those  of  gold  and  silver  could  only  be  obtained 
in  very  thin  layers.  Scheele's  observations  on  the  solubility  of 
the  cyanide  combinations  of  gold  and  silver  in  potassiuni 
cyanide,  led  Wright,  a  co-worker  of  the  Elkingtons,  to  employ, 
in  1840,  such  solutions  fur  the  deposition  of  gold  and  silver, 
and  it  was  found  that  deposits  produced  from  these  solutions 
could  be  developed  to  any  desired  thickness.  The  use  of  solu- 
tions of  metallic  cyanides  in  potassium  cyanide  prevails  at  the 
present  time,  and  the  results  obtained  thereby  have  not  been 
surpassed  by  any  other  practice. 
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From  the  same  year  also  dates  the  patent  for  the  deposition 
of  nickel  from  solution  of  nitrate  of  nickel,  which,  however,  did 
not  attract  any  special  attention.  This  may  have  been  chiefly 
due  to  the  fact  that  the  deposition  of  nickel  from  its  nitrate 
solution  is  the  most  imperfect  and  the  least  suitable  for  the 
practice. 

To  Mr.  Alfred  Smce  we  owe  many  discoveries  in  the  deposi- 
tion of  antimony,  platinum,  gold,  silver,  iron,  lead,  copper,  and 
zinc.  In  publishing  his  experiments,  in  1841,  he  originated 
the  very  appropriate  term  **  electro-metallurgy  "  for  the  process 
of  working  in  metals  by  means  of  electrolysis. 

Prof.  Boettger,  in  1842,  pointed  out  that  dense  and  lustrous 
depositions  of  nickel  could  be  obtained  from  its  double  salt, 
sulphate  of  nickel  with  sulphate  of  ammonium,  as  well  as  from 
ammoniacal  solution  of  sulphate  of  nickel ;  and  that  such  de- 
posits, on  account  of  their  slight  oxidability,  great  hardness, 
and  elegant  appearance,  were  capable  of  many  applications. 
However,  Bouttgcr's  statements  fell  into  oblivion,  and  only  in 
later  years,  when  the  execution  of  nickeling  was  practically 
taken  up  in  the  United  States,  his  labors  in  this  department 
were  remembered  in  Germany.  To  Bci,^ttger  we  are  also  in- 
debted for  directions  for  coating  metals  with  iron,  cobalt, 
platinum,  and  various  patinas. 

In  the  same  year,  De  Ruolz  first  succeeded  in  depositing 
metallic  alloys — for  instance,  brass — from  the  solutions  of  the 
mixed  metallic  salts.  In  1 843,  the  first  use  of  thermo-electricity 
appears  to  have  been  made  by  Moses  Poole,  who  took  out  a 
patent  for  the  use  of  a  thermo-electric  pile  instead  of  a  voltaic 
battery  for  depositing  purposes. 

From  this  time  forward  innumerable  improvements  in  exist- 
ing processes  were  made  ;  and  also  the  first  endeavors  to  apply 
Faraday's  discoveries  to  practical  purposes. 

The  invention  of  depositing  metals  by  means  of  a  permanent 
current  of  electricity  obtained  from  steel  magnets  was  perfected 
and  first  successfully  worked  by  Messrs.  Prime  ^c  Son.  at  their 
large  silverware  works,  Birmingham,  Fnglnnd,  and  the  o;  iginal 
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machine  constructed  by  Woolrych  in  1844 — the  first  magnetic 
machine  that  ever  deposited  silver  on  a  practical  scale — is  still 
preserved.  It  is  now  owned  by  the  Corporation  of  Birming- 
ham, England.  The  Woolrych  machine  stands  5  feet  high,  5 
feet  long,  and  2^  feet  wide. 

As  early  as  1854,  Christofle  &  Co.  endeavored  to  replace 
their  batteries  by  magneto-electrical  machines,  and  used  the 
Holmes  type,  better  known  as  the  Alliance  machine,  which, 
however,  did  not  prove  satisfactory ;  and  besides,  the  prices  of 
these  machines  were,  in  comparison  with  their  efficiency,  exor- 
bitant. The  machine  constructed  by  Wilde  proved  objectiona- 
ble on  account  of  its  heating  while  working,  and  the  consequent 
frequent  interruptions  in  the  operations. 

In  i860  Dr.  Antonie  Pacinotti,  of  Pisa,  suggested  the  use  of 
an  iron  ring  wound  around  with  insulated  wire,  in  place  of  the 
cylinder.  This  ring,  named  after  its  inventor,  has,  with  more  or 
less  modifications,  become  typical  of  many  machines  of  modern 
construction.  In  the  construction  of  all  older  machines,  steel 
magnets  had  been  used,  and  their  magnetism  not  being  con- 
stant, the  effect  of  the  machine  was  consequently  also  not 
constant.  Furthermore,  they  generated  alternately  negative 
and  positive  currents,  which,  by  means  of  commutators,  had  to 
be  converted  into  currents  of  the  same  direction ;  and  this,  in 
consequence  of  the  vigorous  formation  of  sparks,  caused  the 
rapid  wearing-out  of  the  commutators. 

These  defects  led  to  the  employment  of  continuous  mag- 
netism in  the  iron  cores  of  the  electro-magnets,  the  first 
machine  based  upon  this  principle  being  introduced  in  1866, 
by  Siemens,  which,  in  1867,  was  succeeded  by  Wheatstone's. 

However,  the  first  useful  machine  was  introduced  in  1871, 
by  Zenobe  Gramme,  who  in  its  construction  made  use  of  Paci- 
notti's  ring.  This  machine  was,  in  1872,  succeeded  by  Hcfner- 
Alteneck's,  of  Berlin.  In  both  machines  the  poles  of  the  ckc- 
tro-magnet  exert  an  inducing  action  only  upon  the  outer  wire 
wrappings  of  the  revolving  ring,  the  other  portions  being 
scarcely  utilized,  which  increases  the  resistance  and  causes  a 
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useless  production  of  heat.  This  defect  led  to  the  construction 
of  flat- ring  machines,  m  which  the  cylindrical  ring  is  replaced 
by  one  of  a  fiat  shape,  and  of  a  larger  diameter,  thus  permitting 
the  induction  of  both  flat  sides.  Such  a  machine  was,  in  1874, 
built  by  Siemens  &  Halskc,  of  Berlin ;  and  in  the  same  year  by 
S,  Schuckert,  of  Nuremberg,  In  Schuckert's  machines  nearly 
three-quarters  of  all  the  wire  wrappings  were  under  the  induc- 
ing influence  of  both  of  the  large  pole  shoes  of  the  electro -mag- 
nets.  The  flat-ring  armature  was  later  on  replaced  by  the 
drum  armature,  and  the  more  modern  machines  are  almost 
without  exception  of  the  drum-armature  type. 

Of  European  constructions  of  dynamo-electrical  machines 
may  be  mentioned  Mather's,  Elmore's,  Fein's,  Krottlinger's 
Nagle's,  Reutlinger's*  Lahmeyer's,  Poschmann  &  Co/s,  and  Dr« 
G.  Langbein  &  Co,'s,  In  this  country  Weston's  machine  and 
the  dynamos  manufactured  by  the  Hanson  &  Van  Winkle  Co., 
of  Newark,  N.  J.»  the  Zucker  &  Levett  &  Loeb  Co.,  of  New 
York,  and  others  are  largely  used  for  electro-plating  purposes. 

For  the  sake  of  completeness,  there  may  be  mentioned  the 
investigators  and  practitioners  who  have  contributed  much  to 
the  improvement  of  the  electro-chemical  processes  and  the 
perfection  of  galvanoplasty.  Besides  those  already  named, 
they  are :  Elkington,  Bccquerel,  Heeren,  Roseleur,  Eisner, 
von  Leuchtenberg,  Meidinger,  Wei!,  Goode,  Christoflc.  Klein, 
von  Krcssj  Thompson,  Adams,  Gaiffe,  and  others. 


II. 

THEORETICAL  PART. 

CHAPTER  II. 

MAGNETISM   AND   ELECTRICITY. 

Magnetism. 

For  the  better  understanding  of  the  electrolytic  laws  it  will 
be  necessary  to  commence  with  the  phenomena  presented  by 
magnetism,  and  to  consider  them  somewhat  more  closely. 

A  particular  species  of  iron  ore  is  remarkable  for  its  property 
of  attracting  small  pieces  of  iron  and  causing  them  to  adhere  to 
its  surface.  This  iron  ore  is  a  combination  of  ferric  oxide  with 
ferrous  oxide  (Fe304),and  is  called  loadstone  or  magnetic  iron 
ore.  Its  properties  were  known  to  the  ancients,  who  called  ft 
magnesian  stone,  after  Magnesia,  a  city  in  TbeMaly,  m  the 
neighborhood  of  which  it  was  found.  If  a  natural  loadftone  be 
rubbed  over  a  bar  of  steel,  its  characteristic  propeities  trill  b^ 
communicated  to  the  bar,  which  will  then  be  fovod  to  attra/'J 
iron  filings  like  the  loadstone  itself.  The  bar  fA  !iteef  xhn\ 
treated  is  said  to  be  magnetized,  or  to  cofMtitiite  an  artif^^u^ 
magnet.  The  artificial  magnets  thus  pfodticed  waj  he  ttrai^.t. 
in  the  shape  of  a  horse-shoe,  or  Mtnnthf;  but  no  matter  v':,ac 
their  form  may  be.  there  will  alway»  he  tmo  te^/m^  wb^r'^  '^ut 
attractive  force  reaches  its  mzxhnmmh  wkik  hetm^tm  tSs^t^,  rmi 
points  there  is  a  region  which  hs»  00  altyaetvve  eUsy^f  1 
upon  iron  filings.  The  two  ends  of  tbe  maspMt,  e)%iytcW. 
the  greatest  attractive  force,  and  tiiey  are  caX^y^  rSut  ^^t 
poles,  whilst  the  line  running  around  tbe  m^\       w.c^'^ 
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sesses  no  attractive  force,  is  termed  the  neutral  line  or  neutral 
zone.  In  a  closed  magnet  the  poles  are  situated  on  the  ends  of 
one  and  the  same  diameter,  while  the  neutral  zones  are  located 
on  the  ends  of  a  diameter  standing  perpendicular  to  the  first. 

When  a  magnetized  bar  or  natural  magnet  is  suspended  at 
its  center  in  any  convenient  manner,  so  as  to  be  free  to  move 
in  a  horizontal  plane,  it  is  always  found  to  assume  a  particular 
direction  with  regard  to  the  earth,  one  end  pointing  nearly 
north  and  the  other  nearly  south.  If  the  bar  be  removed  from 
this  position  it  will  tend  to  reassume  it,  and  after  a  few  oscilla- 
tions, settle  at  rest  as  before.  The  direction  of  the  magnetic 
bar,  /.  e.,  that  of  its  longitudinal  axis,  is  called  the  magnetic 
meridian,  while  the  pole  pointing  toward  the  north  is  usually 
distinguished  as  the  north  pole  of  the  bar,  and  that  which  points 
southward  as  the  south  pole. 

A  magnet,  either  natural  or  artificial,  of  symmetrical  form, 
suspended  in  the  presence  of  a  second  magnet,  serves  to  ex- 
hibit certain  phenomena  of  attraction  and  repulsion,  which 
deserve  particular  attention.  When  a  north  pole  is  presented  to 
a  south  pole,  or  a  south  pole  to  a  north  pole,  attraction  ensues 
between  them,  the  ends  of  the  bar  approaching  each  other,  and, 
if  permitted,  adhering  with  considerable  force.  When,  on  the 
other  hand,  a  north  pole  is  brought  near  a  second  north  pole, 
or  a  south  pole  near  another  south  pole,  mutual  repulsion  is 
observed,  and  the  ends  of  the  bar  recede  from  each  other  as 
far  as  possible.  Poles  of  an  opposite  name  attract,  and  poles 
of  a  similar  name  repel  each  other. 

According  to  Ampere's  theory,  each  molecule  of  iron  or  steel 
has  a  current  of  electricity  circulating  round  it ;  previous  to 
magnetization  these  molecules — and  hence  the  currents — are 
arranged  irregularly;  during  magnetization  they  arc  made  to 
move  parallel  to  one  another,  and  as  the  magnetization  becomes 
more  perfect  they  gradually  assume  greater  parallelism. 

If  an  iron  or  steel  needle  be  suspended  free  in  proximity  to 
a  magnet  it  assumes  a  fixed  direction  according  to  its  greater 
or  smaller  distance  from  the  poles  or  from  the  neutral  zone. 
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However,  before  the  needle  assumes  this  direction,  it  swings 
rapidly  with  a  shorter  stroke,  or  slowly  with  a  longer  stroke, 
according  to  the  greater  or  smaller  attractive  force  exerted 
upon  it.  The  space  within  which  the  magnetic  action  of  a 
magnet  is  exercised  is  called  the  magnetic  fieldy  and  the  mag- 
netic, as  well  as  the  electric,  attractions  and  repulsions  are, 
according  to  Coulomb,  as  the  densities  of  the  fluids  acting  upon 
each  other,  and  inversely  as  the  square  of  their  distance. 

As  electro-magnets  act  in  exactly  the  same  manner  as  mag- 
nets, their  further  properties  will  be  discussed  in  the  next 
section. 

Electro-  Magnetism. 

When  a  wire  through  which  a  current  is  passing  is  brought 
near,  and  parallel,  to  a  magnetic  needle,  the  latter  is  deflected 
from  its  ordinary  position,  no  matter  whether  the  current- 
carrying  wire  be  placed  alongside,  above,  or  beneath  it.  The 
deflection  of  the  needle  is  always  in  the  same  direction,  i.  e.^ 
its  north  pole  is  always  deflected  in  one  and  the  same  direction. 

The  direction  of  the  deflection  is  determined  by  what  is 
known  as  Ampere's  rule,  which  is  as  follows :  Suppose  an  ob- 
server swimming  in  the  direction  of  the  current,  so  that  it 
enters  by  his  feet  and  emerges  by  his  head :  if  the  observer 
has  his  face  turned  towards  the  needle,  the  north  pole  is  always 
deflected  to  his  left. 

When  the  current-carrying  wire  is  coiled  in  many  windings 
around  the  needle,  the  action  of  the  current  is  increased,  be- 
cause every  separate  winding  deflects  the  north  pole  in  the 
same  direction.  Such  instruments  are  known  as  multipliers,  or 
galvanoscopeSy  or  galvanometers,  and  are  used  for  recognizing 
feeble  currents.  These  instruments  have  been  improved  by 
Nobili  through  the  use  of  a  very  long  coil  of  wire,  and  by  the 
addition  of  a  second  needle.  This  instrument  is  known  as  the 
astatic  galvanometer.  The  two  needles  are  of  equal  size  and 
magnetized  as  nearly  as  possible  to  the  same  extent.  They 
are  then  immovably  fixed  together  parallel  and  with  their  poles 
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opposed,  and  hung  by  a  lon^'  fiber  of  twisted  silk,  with  the 
lower  needle  in  the  coil  and  the  upper  one  above  it.  The  ad- 
vantage thus  gained  is  twofold:  The  system  is  astatic^  unaf* 
fected,  or  nearly  so,  by  the  magnetism  of  the  earth ;  and  the 
needles  being  both  acted  upon  in  the  same  manner  by  the  cur- 
rent >  are  urged  with  much  greater  force  than  one  alone  would 
be,  all  the  actions  of  every  part  of  the  coil  being  strictly  con- 
current. A  divided  circle  is  placed  below  the  upper  needle, 
by  which  the  angular  motion  can  be  measu^ed^  and  the  whole 
is  inclosed  in  glass,  to  shield  the  needles  from  the  agitation  of 
the  air. 

The  dellection  of  the  magnetic  needle  by  the  electric  current 
has  led  to  the  construction  of  instruments  which  allow  of  the 
intensity  of  the  current  being  measured  by  the  magnitude  of 
the  deflection.  Such  instruments  are.  for  instance,  the  tangent 
galvanometa\  the  jf;if  galvanometer^  etc.,  but  they  are  almost 
exclusively  used  for  scientific  measurements,  while  for  the  de- 
termination of  the  intensity  of  current  for  electro-plating  pur- 
poses other  instruments  are  employed*  which  will  be  described 
later  on.  However,  the  electric  current  exerts  not  only  a  re- 
flecting action  on  magnetic  needles,  but  is  also  capable  of  pro- 
ducing a  magnetizing  effect  on  iron  and  steel.  If  a  bar  of  iron 
be  surrounded  by  a  coil  of  wire,  covered  with  silk  or  cotton  for 
the  purpose  of  insulation,  it  becomes  magnetic  so  long  as  the 
current  is  conducted  through  the  coil.  Such  iron  bars  con- 
verted into  temporary  magnets  by  the  action  of  the  current  are 
called  electro-magnets^  and  they  will  be  the  more  highly  mag- 
netic, the  greater  the  number  of  turns  of  the  coil,  and  the  more 
intense  the  current  passing  through  the  turns. 

The  magnitude  of  the  magnetizing  force  of  the  current  is 
expressed  by  the  product  from  the  number  of  turns  and  cur- 
rent-strength passing  through  the  turns,  and  is  called  amperi' 
turn  nuviber. 

By  interrupting  the  current  passing  through  the  wire-turns, 
the  magnetism  of  the  iron  bar  disappears  to  within  a  very 
small  quantity,  its  magnitude  depending  on  the  quality  of  the 
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iron.     This  remaining  magnetism  is  called  remanent  or  residual 
magnetism. 

An  electro-magnet  possesses  the  same  properties  as  an 
ordinary  magnet,  and,  like  it,  has  a  north  pole  and  a  south  pole, 
as  well  as  a  magnetic  field,  through  which  its  influence  extends. 
Place  a  piece  of  paper  above  an  electro-magnet  and  sift  uni- 
formly iron  filings  over  it.  On  giving  the  paper  slight  taps, 
the  filings  arrange  themselves  in  regular  groups  and  lines. 
Most  of  the  filings  collect  on  the  two  poles,  while,  in  fixed 
decreasing  proportions,  lines  of  filings  are  formed  from  the 
north  pole  to  the  south  pole.     This  experiment  demonstrates 

Fig.  I. 


/        /       - 
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that  the  action  is  strongest  on  the  poles,  and  decreases  towards 
the  center.  The  entire  space  in  which  the  magnetic  action — 
the  flow  of  the  magnetic  lines  of  force — exerts  its  influence,  is 
called  the  magnetic  field.  The  lines  of  force  flow  from  the 
north  pole  to  the  south  pole,  where  they  combine,  and  flow 
back  through  the  iron  bar  to  the  north  pole,  as  shown  in  the 
accompanying  illustration,  Fig.  i. 

The  dotted  lines  actually  take  also  their  course  from  one 
pole  to  the  other,  but  by  a  more  circuitous  way.  The  direc- 
tion, as  well  as  the  magnitude,  of  the  field-force  (see  later  on) 
varies  on  all  points  of  the  magnet  or  electro-magnet,  with  the 
sole  exception  of  the  symmetrical  plane  between  the  two  poles, 


14  ELECTRO-DEPOSITION   OF  METALS. 

the  latter  being  on  all  points  struck  at  a  right  angle  by  the 
lines  of  force. 

By  placing  a  bar  of  soft  iron,  a  b,  in  the  proximity  of  a  mag- 
net or  electro-magnet  N S,  covering  both  with  a  sheet  of  paper 
and  sifting  iron  filings  upon  the  latter,  delineations,  as  shown 
in  Fig.  2,  are  obtained. 

The  lines  of  force  gravitate  in  large  numbers  towards  the 
side  where  the  iron  bar  is,  traverse,  the  iron  quite  compactly, 
and  while,  without  the  bar,  the  center  of  the  magnet  showed  a 
feeble  magnetic  field,  the  field-force  in  that  place  has  now 
become  greater.  Upon  the  opposite  side  the  density  of  the 
lines  of  force  which  pass  through  the  air  is  less.     The  prop- 
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erty  of  a  material  to  be  traversed  by  the  lines  of  force  is  called 
its  permeability. 

The  number  of  lines  of  force  which  traverses  through  i 
square  centimeter  of  cross-section  of  a  material,  is  called  the 
magnitude  of  the  magnetic  induction  of  the  material  in  question. 

Every  material  opposes  a  certain  fixed  resistance  to  the 
electrical  current,  as  well  as  to  the  magnetic  lines  of  force. 
Soft  iron  opposing  the  least  resistance  to  the  lines  of  force  ;  it  is 
most  compactly  traversed  by  them.  Air,  on  the  other  hand, 
opposes  far  greater  resistance,  and,  hence,  the  density  of  the 
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Jincs  of  force,  in  Fig.  2,  where  they  pass  through  the  air  is 
much  less. 

A  conducting  wire  through  which  passes  a  powerful  current 
also  becomes  itself  magnetic.  If  a  circular  conducting  wire, 
through  which  a  current  passes,  be  suspended  so  as  to  move 
free  around  its  vertical  axis,  its  direction  is  influenced  by  the 
terrestrial  magnetism,"  and  it  assumes  such  a  position  that  its 
plane  stands  at  a  right  angle  upon  the  plane  of  the  magnetic 
meridian.  By  now  conducting  the  current  through  a  spiral 
wire  suspended  free — a  so-called  solenoid — the  plane  of  each 
separate  turn  will  also  place  itself  at  a  right  angle  upon  the 
plane  of  the  magnetic  meridian,  or  in  other  words,  the  axis  of 
the  solenoid  will  be  brought  to  lie  in  the  magnetic  meridian. 

In  a  manner  similar  to  the  action  upon  a  magnet  by  a  con- 
ducting wire  through  which  a  current  passes,  two  conducting 
wires,  through  which  currents  pass,  exert  attracting  and  repel- 
ling influences  one  upon  the  other.  Two  currents  running 
parallel  alongside  each  other  in  the  same  direction  attract ;  but 
repel,  each  other,  when  running  in  opposite  directions. 

Induction. 

By  induction  is  understood  the  production  of  an  electric 
current  in  a  closed  conductor  which  is  in  the  immediate 
proximity  of  a  current-carrying  wire. 

Suppose  we  have  two  insulated  copper-wire  coils,  A  and  B, 
Fig.  3,  B  being  of  a  smaller  diameter  and  inserted  in  A.  When 
the  two  ends  of  B  are  connected  with  the  poles  of  a  battery,  a 
current  is  formed  in  A  the  moment  the  current  of  B  is  closed. 
This  current  is  recorded  by  the  deflection  of  the  magnetic 
needle' of  a  multiplier,  M,  which  is  connected  with  the  ends  of 
Ay  the  deflection  of  the  needle  showing  that  the  current  pro- 
duced in  A  by  the  current  in  B  moves  in  an  opposite  direction. 
The  current  in  A,  however,  is  not  lasting,  because,  after  a  few 
oscillations,  the  magnetic  needle  of  the  multiplier  returns  to  its 
previous  position  and  remains  there,  no  matter  how  long  the 
current  may  pass  through  B.     If,  however,  the  current  in  B  be 
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interrupted,  the  magnetic  needle  swings  to  the  opposite  direc- 
tion, thus  indicating  the  formation  of  a  current  in*  A,  which 
passes  through  Jt  in  the  same  direction  as  the  interrupted 
current  in  B. 

The  current  causing  this  phenomenon  is  called  the  primary^ 
inducing  or  main  current,  and  that  produced  by  it  in  the  closed 
circuit  the  secondary,  induced  or  indtiction-curr &^t.  From  what 
has  been  above  said,  it  is  clear  that  an  electric  current  at  the 
moment  of  its  formation  induces  in  a  contiguous  closed  circuit 

Fk;.  3. 


a  current  of  opposite  direction,  but  when  interrupted,  a  current 
of  the  same  direction. 

In  the  same  manner  as  closing  and  opening  the  main 
current,  its  sudden  augmentation  also  effects  the  induction  of  a 
current  of  opposite  direction  in  a  contiguous  wire,  while  its 
sudden  weakening  induces  a  current  of  the  same  direction. 
The  same  effect  is  also  produced  by  bringing  the  main  current- 
carrying  wire  closer  to,  or  removing  it  further  from,  the  contig- 
uous wire. 

It  is  supposed  that  by  closing  the  current  a  magnetic  field  is 
formed  in  the  coil  B,  which  sends  forth  its  lines  of  force  radially 
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in  an  undulating  motion.  The  lines  of  force  cut  the  turns  of 
the  coil,  A^  which  is  without  current,  and  thereby  induces  a 
current.  This  current  disappears  again  when  the  primary 
current  flows  in  equal  force,  and  re-appears  when  by  the 
strengthening  of  the  inducing  current  a  change  in  the  number 
of  lines  of  force  takes  place  by  reason  of  the  strengthening  of 
the  magnetic  field.  In  the  same  manner  induced  currents  are 
also  produced  by  a  decrease  in  the  number  of  lines  of  force, 
and  hence  it  follows  that  the  production  of  induction-currents 
is  always  conditional  on  the  change  of  proportion  between  the 
conductor  and  the  magnetic  field. 

When  a  magnet  or  electro-magnet  is  pushed  into  a  wire  coil, 


Fig.  4. 


an  electric  current  is  produced  in  the  turns  of  the  coil  so  long 
as  the  motion  of  the  magnet  is  continued ;  when  the  motion  is 
interrupted,  the  production  of  current  ceases.  If  the  magnet 
be  now  withdrawn  from  the  coil,  a  current  is  again  formed, 
which,  however,  flows  in  an  opposite  direction  to  that  formed 
by  pushing  the  magnet  into  the  coil.  The  currents  produced 
in  the  above-mentioned  manner  are  also  induction-Currents,  and 
their  formation  is  again  explained  by  the  fact  that  the  lines  of 
force  cut  the  turns  of  the  conducting  wire,  and  excite  thereby 
a  current,  the  electro-motive  force  of  which  increases  or  de- 
creases with  the  magnitude  of  the  number  of  lines  of  force. 
2 
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*rhr  induced  currents  follow  the  law  of  Ohm  (see  later  on) 
in  pfcri^dy  the  same  manner  as  the  inducing  currents.  A 
lcjn|£  induction- wire  with  a  small  cross-section  offers  greater 
rdtiitnitce  than  a  short  wire  with  a  larger  cross-section »  and 
consequently,  in  the  first  case,  the  current  will  be  of  slighter 
intennity  and  higher  electro-motive  force,  and,  in  the  other,  of 
i/rcatcr  intensity  and  less  electro-motive  force. 

[ihitro-magnetic  altcmatin^  actions  are  the  relations  which 
cxi*t  between  the  magnetic  field,  the  conductor,  and  the 
inotli»i».  I'hc  direction  of  the  induced  current  can  readily  be 
followed  by  the  hand  rule  which  is  as  follows:  Place  the  right 
band  in  tlu*  position  shown  in  Fig.  4,  so  that  the  thumb,  index 
iMH'*-*'  •'"''  middle  finger  form  right  angles  to  each  other. 
WUm  th»  mdrx  linger  of  the  right  hand  is  placed  in  the  direc- 
tum of  tlir  luu'H  of  force  and  the  thumb  in  the  direction  of  the 
OMitinn,  the  middle  finger  indicates  the  direction  of  the  induce,d 

»  UIM-Ul. 

rUf  nirxhantsm  of  the  formation  of  the  electric  current  will 
\w  tuHy  di»*i'.UHHrd  later  on,  but  tt  will  be  necessary  to  here  give 
tlir  vului^t  hi  which  the  performances  of  the  current  are  ex- 
iiH^Mntiil  \\\  orilrr  to  shape  the  succeeding  chapters  more  uni- 
fnimlyi 


tHn4^meHtal  Principles  of  Electro-Technics, 

Ht^^^'  (^«»l'/*i  h't>r  the  better  comprehension  of  the  prop- 
Iflh^H,  r(Tt^i'Ui  rthd  viduc  of  the  electric  current,  it  has  become 
lll»touiiHy  lo  *  vMnpare  it  with  a  current  of  water,  and  this  cus- 
tom will  here  hr  loIUnvcd, 

I'ljj,  J  ■hnwi  «n  tunnel  .•/  secured  in  the  stand  IK  and  con- 
<M  *  ifd  by  rt  luhr  with  the  horizontal  discharge  pipe  B. 
piv.li  lUiuith  /'  Btund**  the  vessel  C  which  serves  for  catching 
il^t  wMw  Vl  ihr  (unncl  be  placed  in  a  higher  position  and 
Hltid  \\\\\\  NV.Hn.  the  hitter  runs  oiT  more  rapidly  from  the  pipe 
//,  (luMi  whrn  iht*  funnel  occupies  a  lower  position.  If  the 
lurce  (d  thr  curtcnt  ol  waiter  is  expressed  according  to  the 
ihiuntity  «»(  wdirr  which  runs  out   in  the  time- unit,  it  follows 
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that  in  a  certain  pipe  conduit,  the  quantity  of  water  which  runs 
out  in  the  time-unit,  increases  if  there  be  an  increase  in  the 
height  of  fall. 

Suppose  it  has  been  determined  how  many  seconds  are  re- 
quired for  the  water  in  the  funnel  to  run  through  the  pipe  B. 
If  the  pipe  be  now  lengthened  by  joining  to  it  several  pipes  of 
the  same  cross-section,  it  will  be  found  that  a  greater  number 

Fig.  5; 


of  seconds  are  required  for  emptying  the  funnel  than  with  the 
use  of  only  one  pipe.  From  this  we  learn  that  with  a  deter- 
mined height  of  fall,  the  quantity  of  water  which  flows  in  the 
time-unit  through  a  pipe  of  determined  cross-section  decreases 
when  the  pipe  is  lengthened. 

If  now  the  discharge  pipes  used  in  the  last  experiment  be 
replaced  by  pipes  of  the  same  length  but  of  smaller  cross- 
sections,  it  will  be  found  that  a  greater  number  of  seconds  are 
also  required  for  emptying  the  funnel  than  with  the  use  of  pipes 
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of  larger  cross-sections.  Hence,  at  a  determined  height  of  fall, 
the  quantity  of  water  which  flows  through  a  pipe  of  fixed 
length  in  the  time-unit,  decreases  if  the  cross-section  of  the 
pipe  be  increased. 

The  height  of  fail  has  to  be  considered  as  the  motive  power 
which  effects  the  flow  of  water.  The  pipe  opposes  a  resistance 
to  the  flowing  water,  this  resistance  increasing  with  the  length 
of  the  pipe  and  the  reduction  of  the  cross-section,  and  decreas- 
ing as  the  cross-section  becomes  larger. 

If  now  these  principles  be  applied  to  the  electric  current,  by 
current' strength  has  to  be  understood  the  quantity  of  electricity 
which  passes  in  the  time-unit  through  a  conductor. 

The  unit  of  the  gtiantity  of  electricity  is  called  the  coulomb. 
Its  magnitude  results  from  the  fact  that  for  the  i  gramme 
hydrogen  96,540  coulombs  must  migrate  through  the  elec- 
trolyte. 

The  unit  of  current- strength  is  called  the  ampere,  i.  e.,  a  cur- 
rent which  every  second  canies  one  coulomb  through  the  con- 
ductor. The  magnitude  of  an  ampere  is  the  current-strength 
which  is  capable  of  separating  in  one  minute  0.01973  gramme 
of  copper,  or  in  one  hour  1.184  grammes,  from  a  cupric  sul- 
phate solution.  In  order  to  separate  from  an  electrolyte  i 
gramme  of  hydrogen,  a  current  of  i  ampere  must  accordingly 
pass  96,540  seconds,  or  26  hours  49  minutes,  through  the 
electrolyte. 

The  electro-motive  force  or  tension  of  the  electric  current 
corresponds  to  the  height  of  fall  of  water.  The  work  an  electric 
current  is  capable  of  performing  does  not  only  depend  on  the 
current-strength,  /.  e.,  the  quantity  of  current,  which  passes  in 
the  time-unit  through  a  cross-section  of  the  conductor,  but  also 
on  the  electro- motive  force.  'The  unit  of  electro- motive  force  is 
called  the  volt.  The  material  value  of  a  volt  is  about  the 
electro-motive  force  of  a  Daniell's  cell  (zinc-copper). 

In  a  water  conduit  the  difYerence  in  pressure  between  two 
points  in  the  pipe  is  measured  according  to  the  difference  in 
the  height  of  the  column  of  water.     To  this  difference  in  pres- 
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sure  corresponds  the  difference  of  electro-motive  force y  also  called 
difference  of  potential,  which  is  expressed  by  the  number  of 
volts. 

The  product  of  current-strength  in  amperes  and  electro- 
motive force  in  volts,  which,  in  so  far  as  an  ampere  is  an 
electric  unit  in  one  second,  represents  work  performed  in  one 
second,  is  called  the  volt-ampere  or  watt,  and  hence  is  the  unit 
of  electrical  work. 

The  electric  resistance  is  similar  to  the  resistance  offered  by 
a  water-pipe  to  the  flowing  water.  As  previously  stated,  the 
quantity  of  water  running  out  in  the  time-unit  decreases  when 
the  pipe  is  lengthened,  as  well  as  when  the  cross-section  is 
smaller,  and,  in  both  cases,  the  resistance  opposed  to  the  water 
by  friction  increases.  On  the  other  hand,  the  quantity  of 
water  flowing  out  in  the  time-unit  increases,  when  the  length 
of  pipe  is  shortened  and  the  cross-section  increased,  because 
there  is  less  resistance.  The  same  takes  place  with  the  electric 
current.  The  quantity  of  current  which  can  pass  through  a 
conductor  becomes  smaller  when  the  length  of  the  conductor 
is  increased  and  its  cross-section  reduced,  because  the  resist- 
ance  becomes  thereby  correspondingly  greater.  It  has  further 
been  seen  that  the  quantity  of  flowing  water  in  a  certain  con- 
duit increases  as  the  height  of  fall  becomes  greater.  If  now 
the  electro-motive  force  of  the  electric  current  be  substituted 
for  the  height  of  fall,  the  current-strength  which  passes  through 
a  conductor  will  be  increased  in  keeping  with  the  changing 
electro-motive  force.  From  this  results  the  following  propo- 
sition : 

In  a  determined  circuit  the  current- strength  increases  at  the 
same  ratio  as  the  electro-motive  force  which  acts  upon  the  circuit. 

If  now  the  current-strength  increases  proportionally  to  the 
electro- motive  force,  the  expression, 

E(=  electro- motive  force  in  the  circuit) 
J  (  =  current-strength  in  the  circuit), 
must  be  a  fixed  value  dependent  on  the   magnitude  of   the 
electro-motive  force  and  the  current-strength,  and  this  value  is 
called  the  electric  resistance  of  the  circuit. 
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The  unit  of  electric  resistance  is  called  the  ohm,  it  having  thus 
been  named  after  the  physicist  Ohm,  who  laid  down  the  rules 
known  as  the  laws  of  Ohm.  The  value  of  the  ohm  is  equal  to 
the  resistance  at  O*^  C.  of  a  column  of  mercury  of  one  square 
millimeter  section  and  one  meter  long.  A  volt  is  the  electro- 
motive force  which  is  capable  of  sending  a  current-strength  of 
one  ampere  through  the  resistance  of  one  ohm. 

Law  of  Ohm.     It  has  above  been  seen  that  the  fraction 

E 
(i)  vv    =  resistance  (W), 

whereby  under  E  is  understood  the  electro-motive  force  which 
is  at  disposal  in  the  entire  circuit.  The  current- strength  J  is 
throughout  in  all  places  of  the  same  magnitude,  and  W  indi- 
cates the  total  resistance  of  the  circuit. 

From  the  preceding  equation  are  deduced  the  following 
further  equations : 

(2)  w.  y^E, 

that  is,  the  electro-motive  force  is  equal  to  the  product  of 
current-strength  and  resistance ; 

(3)  ^=5^. 

that  is,  the  current-strength  is  equal  to  the  electro-motive  force 

divided  by  the  resistance. 

Example  to  equation  i.  If  through  a  circuit  closed  by  a  long 

wire  and  a  current-meter,  a  current  of  4  volts  and  2  amperes  is 

conducted,  the  resistance  of  the  circuit  is 

4  volts 

X    -   =  2  ohms. 
2  amperes 

Example  to  equation  2.  5  amperes  are  to  be  conducted 
through  a  circuit  of  i  ohm  resistance,  what  electro-motive  force 
is  required  for  the  purpose  ? 

I  ohm  >:  5  amperes  =  i  volt. 

Example  to  equation  3.  A  current  of  10  volts  electro- motive 
force  is  to  be  conducted  through  a  circuit  with  2  ohms  resist- 
ance;  what  current-strength  may  be  looked  for? 

10  volts 

=  c  amperes. 
2   ohms        -^        ' 
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The  total  resistance,  W,  is  composed  of  the  internal  resist- 
ance of  the  current-source  and  the  external  resistance  which  the 
current  in  its  progression  has  to  overcome.  This  external  re- 
sistance is  composed  of  the  resistance  of  the  conducting  wire, 
the  electrol)rte,  etc.  If  the  internal  resistance  be  designated  W 
and  the  external  resistances  wi  and  w2,  equation  3  assumes 
the  following  aspect: 

^"^^  W  +  WI  H-  w2  ""  ^" 

Hence,  the  current- strength  is  equal  to  the  total  electro- 
motive force  divided  by  the  sum  of  the  internal  and  external 
resistances. 

Example  to  equation  4.  A  cell  possesses  an  internal  resistance 
of  0.3  ohm  and  an  electro- motive  force  of  1.8  volts,  and  the  resist- 
ance of  the  conducting  wire,  wi /is  i  ohm  and  that  of  the  electro- 
lyte 0.5  ohm.     The  current-strength  then  amounts  to  i  ampere 


L- 


^•8_  =1 


.3+14-    0.5 

If  a  determined  current-strength  flows  through  a  resistance, 
a  decrease  of  electro-motive  force  results  in  the  resistance, 
exactly  as  in  a  water-conduit  the  pressure  of  the  column  of 
water  is  decreased  with  the  length  of  the  pipe,  a  decrease  in 
pressuie  taking  place.  It  might  be  said  that  the  resistance 
consumes  the  pressure,  and  the  greater  the  resistance  of  a  con- 
ductor is,  the  less  the  current-strength  will  be.  since,  if  in  the 
equation  3  the  divisor  grows,  the  current-strength,  y,  must  be- 
come less.  According  to  the  law  of  Ohm,  the  following  prop- 
osition here  holds  good : 

The  current' strength  is  inversely  proportional  to  the  sum  of 
the  resistance  of  the  circuit,  or,  in  other  words,  the  current- 
strength  decreases  in  the  proportion  as,  with  the  same  electro- 
motive force,  the  resistances  increase. 

The  resistance  of  a  wire  or  of  a  body  increases  in  proportion 
to  its  increase  in  length,  and  decreases  in  proportion  to  the  in- 
crease of  its  cross-section.  If  the  resistance  of  a  conductor  be 
designated  W,  its  length  L,  and  its  cross-section  Q,  then 
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(  5  )  W  =    ^ 
Q 

The  decreasing  electro- motive  force,  according  to  the  law  of 
Ohm,  is  calculated  by  the  following  equation,  in  which  a  de- 
notes the  decrease  in  electro-motive  force,  J  the  current- 
strength,  Wi  the  internal  resistance. 

(6)  a=J  X  VVi. 

In  the  example  to  equation  4,  the  current-strength  amounted 
to  I,  and  the  internal  resistance  of  the  element  to  0.3  ohm; 
this  gives  a  decrease  of  electro-motive  force  of  i  x  0.3  =  0.3 
volt;  hence  the  actual  electro-motive  force  of  the  current  flow- 
ing from  the  cell  will  only  be:  E  —  a  =  1.8  —  0.3  =  1.5  volts, 
and  this  effective  electro-motive  force  is  called  the  impressed 
electro- motive  force  of  the  cell  or  other  source  of  current. 

If  now  the  preceding  separate  propositions  of  the  law  of  Ohm 
be  collected,  the  latter  reads  as  follows : 

The  current'Strcngth  is  directly  proportional  to  the  sum  of  the 
electro-motive  force Sy  and  inversely  proportional  to  the  resistance 
of  the  circuit ;  however,  the  resistance  of  each  part  of  the  circuit 
is  proportional  to  its  length,  and  inversely  proportional  to  its 
cross-section. 

Specific  resistances.  The  resistance  of  a  wire  of  the  same 
material  is  consequently  proportional  to  its  length  and  in- 
versely proportional  to  its  cross-section.  If  now,  one  after  the 
other,  wires  of  equal  length  and  equal  cross-section,  but  of 
different  materials,  be  placed  between  the  binding  posts  of  a 
source  of  current,  different  current-strengths  are  obtained  in 
the  wires.  From  this  it  follows  that  every  material  possesses 
a  definite  capacity  of  its  own  to  conduct  the  current.  Hence, 
if  the  resistance  is  to  be  calculated  from  the  length  of  the  wire 
and  its  cross-section,  the  magnitude,  called  the  specific  resist- 
ance of  the  material,  has  to  be  taken  into  consideration.  By 
the  specific  resistance  is  to  be  understood  for  conductors  of 
the  first  class,  the  resistance  of  a  material  i  meter  in  length 
and  I  square  millimeter  cross-section,  and  for  conductors  of 
the  second  class,  the  resistance  of  a  cube  of  fluid  of  10  centi- 
meters =  I  decimeter  side  length. 
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If  the  specific  resistance  be  denoted  c^  the  resistance  of  a 
wire  of  L  meters  length  and  a  cross-section  of  Q  square  milli- 
meters cross-section  is  found  from  the  equation : 

(7)  W  =  -^-.  c. 

The  specific  resistance  c  of  the  metals  at  59°  F.  and  the  co- 
eflicient  of  temperature  a  (see  later  on)  amount  for: 

c.  a. 

Aluminium 0.029  0.0039 

AntimoDy 0.475  0.0041 

Bismuth 1.250  0.C037 

Brass o.io    to  0.071  0.0016 

Copper o.oi  7  0.0041 

German  siWer 0.30    to  0.18  0.0003 

Gold 0.024  0.0040 

Iron   0.1 20  to  0.10  0.C048 

Lead 0.207  0.0039 

Manganin   o«455  0.00002 

Mercury o«953  0.0009 

Nickel 0.15  0.0036 

Nickeiin 0-435  *^  0'340  0.000025 

Platinum    0.15    to  0.094  0.0024 

Silver 0.016  0.0038 

Steel 0.50    to  0.168  0.0040 

Tin 0.10  0.0042 

Zinc   0.065  0.0040 

From  the  above  table  it  will  bd  seen  that  silver  is  the  best 
conductor,  then  copper,  the  specific  resistance  of  which  is 
slightly  greater,  next  gold,  aluminium,  and  so  on.  The  great- 
est specific  resistance  in  descending  series  have  mercury,  man- 
ganin, nickeiin,  German  silver,  these  metals  or  metallic  alloys 
showing  at  the  same  time  the  slightest  change  in  resistance  at 
a  higher  temperature. 

Coefficient  of  temperature.  One  and  the  same  material  has 
the  same  specific  resistance  only  at  the  same  temperature.  In 
conductors  of  the  first  class — the  metals — the  resistance  in- 
creases»  though  even  only  in  a  slight  degree,  as  the  tempera- 
ture increases.     The  formula  for  this  is : 

(8)  Wt.  =  Wt/.-f  a(t,  — t,)]. 
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in  which  Wt,  is  the  resistance  at  the  higher  temperature  t«,  and 
Wtp  the  resistance  at  the  lower  temperature  ti,  and  the  magni- 
tude ay  the  number  of  ohms  the  resistance  increases  by  a  rise 
of  1°  C.  in  the  temperature. 

In  the  conductors  of  the  second  class — the  electrolytes — the 
resistance  decreases,  as  a  rule  quite  considerably  with  a  rise 
in  the  temperature,  and  is  calculated  from  the  following 
equation : 

(9»Wt,  =  Wt.[i-a(t,-iO]. 

The  magnitude  a  is  called  the  coefficient  of  temperature  of 
a  materia],  and  these  coefficients  are  given  in  the  second 
column  of  the  above  table. 

Fin.  6. 


+— rl 


?F^ 


Law  of  Kirchhoff.  From  a  water- conduit,  the  water  may 
by  means  of  branch-pipes  be  conducted  to  diflferent  points. 
In  the  same  manner,  the  electric  current  may  be  conducted 
from  the  main  wire  by  means  of  different  wires  to  different 
places.  This  is  called  branching  or  distributing  the  current. 
The  wire  from  the  source  of  current  up  to  the  point  of  branch- 
ing is  known  as  the  main  wire  and  the  wires  branching  off  as 
branch  wires. 

The  heavy  lines  in  Fig.  6  represent  the  main  wires ;  a  is  the 
junction  from  which  three  wires,  i,  2,  and  3,  branch  off,  and  ^, 
the  junction  at  which  they  meet.  If  a  current-meter  (see  later 
on)  be  placed  in  the  main  wire,  and  one  in  each  of  the  branch 
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pires,  it  will  be  found  that  the  sum  of  the  current-quantities 

lowing  through  the  separate  branch  wires  is  equal  to  the  cur- 

^nt-quantity    in    the    main    wire.     If,   however,   the    current- 

[uantities  which  flow  through  the  separate  branch  wires  of  the 

line  cross-section,  r,  2,  3,  are  examined,  it  will  be  seen  that 

icse  current-quantities  arc  not  the  same,  but  vary  one  from 

le  other,  the  current-quantity   flowing   in    the   branch   wire    i 

being  greater  than  that  in  2  or  3»  while  that  in  2  is  greater  than 

lat  in  3.     These  variations  are  due  to  the  fact  that  the  branch 

fire  I  is  shorter  than  2  or  3,  and   hence  possesses  less  resist- 

mce.     Suppose  that  the  longest  branch-wire,  3,  had  a  much 

irger  cross-section  than  the  branch-wires  i  and  2.     By  reason 

A  its  slighter  resistance  more  current  would  flow  through   it, 

^^notwithstanding  its  length,  than  through  i  and  2. 

Hence  the  law  of  KirchhofT  may  be  summed  up  as  follows : 
I.    Ii7u'ff  the  current  is  branched,  the  sum  of  the  current- 
strengths  in  the  separate  branch-wires  is  exactly  as  grcaf 
as  the  current' strength  be/ore  and  after  branching  off 
\.    The  current- strengths  in  the  separate  branch-wires  dis- 
tribute themselves  in   inverse  proportion  to  their  resist- 
ances. 
In  the  practical  part  of  this  work  the  further  conclusions  re- 
sulting from  the  law  of  Kirchhoff  will  be  referred  to. 
^^     Law  of  Joule.     1(  a  current  flows  through  a  conductor  which 
^Bossesses  not  too  slight  a  resistance,  the  latter  becomes  heated, 
^Hind,  hence,  electric  energy  is  converted  into  heat.     It  has  been 
^fthown  by  experiments  that  the  quantity  of  heat,  which  is  pro- 
^pquced  by  the  passage  of  a  determined  current-strength  through 
a  determined  resistance,  increases  in  the  same  ratio  as  the  dur- 
ation of  the  passage  of  the  current.     It  has  also  been  shown 
^^that  by  the  passage  of  a  determined  current-strength  through  a 
^wesistance,  the  heat  produced  in  the  latter  in  a  determined  time 
b  proportional  to  the  magnitude  of  the  resistance,  and,  hence, 
that  the  quantity  of   heat  becomes  larger  as  the  resistance  in- 
creases.    It  has  further  been  established  that  the  quantity  of 
heat  produced  in  a  determined  resistance  during  a  determined 
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space  of  time  by  the  current  flowing  through  it,  is  proportional 
to  the  square  of  the  current  strength. 

From  these  propositions  determined  by  cxpcriinents,  the  law 
of  Joule  may  be  brought  into  the  formula : 

(lO)  Q==C.  p.  W,  t. 

If  Q  is  the  quantity  of  heat  developed  in  calories,  J  is  th< 
current-strength  in  amperes  which  flows  through  the  resistance, 
W  the  resistance  through  which  J  flows,  and  t  the  space  of  time 
in  seconds  of  the  passage  of  the  current;  C  is  a  constant  which 
by  experiments  has  been  ascertained  350,0002392.  In  words, 
Joule's  law,  therefore,  reads :  The  quantity  of  heat  produced  in 
t  seconds  by  the  passage  of  a  current- strength  J  through  the 
resistance  W  is  proportional  to  the  expression  "f"  Wt. 

Frictional  Electricity . 
In  an  ordinary  state  solid  bodies  exhibit  no  attractive  effect 
upon  such  light  particles  as  strips  of  paper,  balls  of  elderpith, 
etc.,  but  by  being  rubbed  with  a  dry  cloth  or  fur,  many  solid 
bodies  acquire  the  property  of  attracting  such  light  bodies  as 
mentioned  above.  The  cause  of  this  phenomenon  is  called 
electricity,  and  the  bodies  which  possess  this  property  of  be- 
coming electric  by  friction  are  termed  idio-electricSi  and  those 
which  do  not  appear  to  possess  it,  non-electrics.  Gray,  in  1727, 
found  that  all  non-electric  bodies  conduct  electricity,  and  hence 
are  conductors,  while  those  which  become  electric  by  friction 
are  non-conductors  of  electricity.  Strictly  speaking,  there  are 
no  non-conductors,  because  the  resins,  silk,  glass,  etc.,  conduct 
electricity,  though  only  very  badly.  It  is  therefore  better  to 
distinguish  good  and  bad  conductors.  To  test  whether  a  body 
belongs  to  the  idio- electrics,  the  so-called  electroscope  is  used, 
which  in  its  simplest  form  consists  of  a  glass  rod  mounted  on  a 
stand,  and  bent  at  the  top  into  a  hook,  from  which  hangs  by  a 
silken  thread  or  hair  a  pitch  ball.  If,  on  bringing  the  rubbed 
body  near  the  pith  ball,  the  latter  is  attracted,  the  body  is 
electric;  whilst  if  the  ball  is  not  attracted,  the  body  is  either 
non-electric,  or  its  electricity  is  too  slight  to  produce  an  attrac- 
tive effect. 
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From  the  following  experiments  it  was  found  that  there  exist 

fo  kinds  of  electricity :   When  a  rubbed  rod  of  glass  or  shellac 

brought  near  the  ball  of  e!der-p»th  suspended  to  a  silk  thread. 

le  bail  is  attracted,  touches  the  rod,  adheres  for  a  few  moments. 

id  is  then  repelled,     This  repulsion  is  due  to  the  fact  that  the 

►all  by  coming  in  contact  with  the  rod  becomes  itself  electric. 

id  Its  electricity  must  first  be  withdrawn  by  touching  with  the 

ind  before  it  can  again  be  attracted   by  the   rod.     By  now 

iking  two  such  balls,  one  of  which  has  been  made  electric  by 

uching  with  a  glass   rod,  which   had  been   rubbed  with  silk, 

id  the  other  by  touching  with  a  shellac  rod  rubbed  with  clolh, 

will  be  observed  that  the  ball,  which  is  repelled  by  the  glass 

»d.  is  attracted  by  the  shellac  rod,  and  vice  versa.     These  two 

[inds  of  electricity  are  called  vitreous  or  positive,  and  resinous 

ir  negative  electricity,  and  it  has  been  found  that  electricities  of 

similar  name  attract,  and  ekctticitics  of  an  opposite  name  re- 

r/  each  other. 

Contact-  Electricity. 

However,  a  current  of  electricity  is  generated  not  only  by 

'iclion,  but  also  by  the  contact  of  various  metals.     In  the  same 

manner  as  the  copper  and   iron  in  Galvani's  experiments  with 

^■he  frog-leg,  other  metals  and  conductors  of  electricity  also  be- 

^Kome  electric  by  contact,  the  electric  charges,  being,  however, 

^Ktronger  or  weaker,  according  to  the  nature  of  the  metals.     If 

^ftsnc   be  brought  in  contact  with  platinum,  it  becomes  more 

^Ktrongly  positively  electric  than  when  in  contact  with  copper; 

^Hrhilst,  however,  copper  in  contact  with   zinc  is  negatively  ex- 

^Kitcd,  in  contact  with  platinum  it  becomes  positively  electric. 

^H    The  metal   which  has   become  positively  electric  is  said  to 

^Biave  the  higher  pvicntial,  i.  t\,  it  possesses  a  larger  measure  of 

^Helectricity  than  the  metal  which  has  become  negatively  electric, 

and  as  the  flow*  of  water  from  higher  to  lower  points  takes  place 

^Kn  a  larger  degree  the  greater  the  difference  in  altitude  is,  the 

^^elcctric  current   flows  also  the  more  rapidly  from  a  positively 

charged  body — the  positive  pole — to   the   negatively  charged 

body — the  negative  pole — the  greater  the  difference   in  their 
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chftrgCM  in,  and  this  difference  in  the  charges  of  two  bodies  is 

illcd  difference  of  polentiaL 

1 1  w^n^  Ihc  metals  be  arranged  in  a  series  so  that  each  pre- 
ceding;  metal  becomes  positively  electric  in  contact  with  the 
Hucccedini;  one,  a  series  of  elccrro-motive  force  is  obtained  in 
which  the  metals  or  conductors  of  electricity  stand  as  follows : 
i\)tnssinm,  sodium^  tnagnesium,  aluminiumy  sine,  cadmium^ 
iran,  nickel,  lead,  tin,  copper^  silver,  mercury,  gold,  platinum, 
ttntitPtonv,  graphite. 

While  two  metals  of  the  series  of  electro -motive  force  touch- 
ing each  other  become  electrically  excited  in  such  a  manner 
that  one  becomes  positively  and  the  othernegatively  electric,  an 
exchan^rc  of  the  opposite  electricities  takes  place  by  introducing 
a  contlucrmj^  tluid  between  the  metals.  Thus,  if  a  plate  of  zinc 
and  a  plate  of  copper  connected  by  a  metallic  wire  are  immersed 
in  a  eiinthiclin^  fluid,  for  instance,  dilute  sulphuric  acid,  the 
clwctncily  t)(  the  positive  zinc  passes  through  the  fluid  to  the 
negative  copper,  and  returns  through  the  wire — the  closed  circuit 
— to  the  xinc.  However,  in  the  same  degree  with  which  the 
elect riciticH  equalize  themselves,  new  quantities  of  them  arc 
coni^tantly  fortiied  on  the  points  of  contact  of  the  metals  with 
the  conducting  Ihiid  ;  and,  hence,  the  flow  of  electricity  is  con- 
tinuous, This  electric  current  generated  by  the  contact  of 
mcttilH  and  fluids  is  called  the  galvanic  current ;  or.  since  it  is 
((cncratcd  by  Ihe  intervention  of  fluid  conductors,  hydro- electric 
rurrcnt, 

A  rinnli»n*«lion  of  conductors  which  yield  such  a  galvanic 
rurrcnt  is  called  a  galvanic  or  voltaic  cell  or  battery,  and  the 
prtjdiiction  of  current  from  the  above-mentioned  differences  of 
potential  of  the  metals  was  formerly  explained  by  the  supposi- 
tion that  chemical  processes  take  place  in  the  solutions  in 
which  tlie  rnrial  plate  is  immersed,  flowever.  as  will  be  seen 
later  on,  the  production  of  the  current  is  at  present  reduced, 
according  to  Ncni*t*s  theory,  to  the  solution -pressure  and  the 
osmotic  pressure.  Tt  is  first  of  all  necessary  to  explain  the 
fundamental  principles  of  chemistry,  since  without  a  knowledge 
<j|  thrru,  the  subsequent  sections  could  not  be  understood. 


'ISM   AND    ELECTRICITY 


31 


Fundamental  PrincipUs  of  Chemistry. 
le  phenomena  presented  by  magnetism  and  electricity 
have,  so  far  as  required  for  our  purposes,  been  briefly  discussed 
in  the  preceding  sections.  All  these  phenomena,  no  matter 
how  much  they  may  vary  in  their  nature,  have  this  in  com- 
mon, that  the  bodies  in  which  they  appear  undergo  no  change 
in  substance  and  weight,  notwithstanding  that  they  acquire  the 
most  diverse  properties.  If.  for  instance,  steel  by  being  rubbed 
with  a  magnet  has  acquired  the  power  of  attracting  iron  articles, 
and  hence  has  become  a  magnet  itseif,  no  other  changes  can 
be  noticed  in  it,  even  by  the  most  minute  examination;  it  re- 
mains the  same  steel  which  had  been  originally  used,  it  having 
solely  acquired  the  property  of  being  capable  of  acting  as  a 
magnet. 

The  phenomena  to  be  treated  of  in  this  section  devoted  to 
the  fundamental  principles  of  chemistry,  are  of  an  entirely 
different  nature,  we  having  constantly  to  deal  with  changes  in 
substance,  as  may  be  shown  by  the  following  examples. 

When  bright  iron  or  steel  is  exposed  to  the  action  of  moist 
air,  it  becomes  gradually  coated  with  a  brown-red  powder 
known  as  rust,  which  is  formed  by  the  iron  combining  with 
the  oxygen  of  the  air,  On  examining  this  brown-red  sub- 
stance it  will  be  found  to  possess  entirely  difTerent  properties 
from  iron,  and  that  the  latter  has  undergone  a  material  change. 
By  the  absorption  of  oxygen  the  iron  has  been  converted  into 
an  oxide  of  iron,  and  a  process  known  as  a  chemical  process 
has  taken  place,  whereby  from  two  different  substances  a  third 
one  is  formed  which  possesses  other  properties,  and  is  of  a 
difTerent  composition. 

The  phenomena  which  appear  in  subjecting  the  well-known 
red  oxide  of  mercury  or  red  precipitate  to  the  action  of  heat. 
furnish  another  example  of  a  chemical  process.  If  red  oxide 
of  mercur>'  be  heated  in  a  test-tube,  its  red  color  soon  dis- 
appears, its  bulk  decreases,  and,  if  heating  be  for  some  time 
continued,  it  disappears  entirely.  On  the  other  hand,  there 
will  be  found  deposited  upon  the  upper,  cooler  portions  of  the 


32 


ELECTRO-DEPOSmON   OF   METALS. 


tube,  metallic  mercury  in  its  characteristic  form  of  globules. 
If  the  gaseous  products  evolved  during  the  process  be  also 
caught*  a  gasj  dififcrent  in  its  nature  from  air.  is  obtained,  which 
will  inflame  a  mere  spark  on  wood.  This  gas  is  the  well-known 
oxygen,  which  plays  such  an  important  part  in  the  respiratory 
process  of  human  beings  and  animals. 

While  by  the  formation  of  a  new  body  in  consequence  of 
the  combination  of  different  substances,  the  first  example 
presents  a  chemical  process  of  a  synthetic,  i,  e.,  building-up, 
nature,  the  second  one,  shows  a  process  of  an  analytical^  /,  r., 
resolving,  nature.  We  have  thus  learned  the  nature  of  the 
chemical  processes  in  general,  which,  no  matter  how  diverse 
the  separate  processes  may  be,  consist  in  that  an  alteration  in 
the  material  nature  of  the  bodies  takes  place.  If  the  quantities 
by  weight  of  a  substance  entering  into  a  chemical  change  be 
determined,  it  will  be  noticed  that  in  all  transpositions,  in  the 
decomposition  of  a  compound  into  ifs  constituents,  and  in  the 
union  of  the  elements  to  form  compound  bodies^  loss  in  weight 
never  occurs.  The  weight  of  the  resulting  compound  is  in- 
variably  equal  to  the  sum  of  the  weight  of  the  bodies  entering  into 
the  reaction.  This  furnishes  proof  that  the  most  important  law 
of  the  indestructibility  and  non-creation  of  weighable  substance 
in  nature,  which  is  known  as  the  law  of  the  conservatian  of 
matter^  is  also  valid  as  regards  chemical  processes. 

Moreover,  we  fmd  the  further  conformity  to  law  that  the 
quantities  by  weight  of  the  substances  formed  by  their  mutual 
action  in  a  chemical  process,  stand  one  to  the  other  in  a  fixed, 
unchangeable  proportion.  Thus,  for  instance,  a  given  quantity 
by  weight  of  iron  can  only  combine,  under  the  co-operation  of 
water,  with  an  unchangeable  quantity  of  oxygen,  to  ferric 
hydroxide  (rust);  and  the  quantities  by  weight  of  mercury 
and  oxygen  formed  from  red  oxide  of  mercury,  must  always 
stand  one  to  the  other  in  an  unchangeable  proportion. 

If  now  in  a  similar  manner  as  in  the  second  example,  all  the 
bodies  ofTered  by  nature  be  decomposed  by  means  of  the 
auxiliary  agents  at  our  command,  into  such  constituents  as  do 
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t  allow  of  a  division  into  further  substances,  it  will  be  found 
at  there  are  altogether  comparatively  few  substances  which 
mpose  the  bodies  of  nature.  Such  substances  are  called 
tmical  ehments :  they  cannot  be  converted  into  each  other, 
ut  constitute,  as  it  were,  the  limit  of  chemical  change.  At 
resent  79  such  elements  are  known. 

The  smallest  portion  of  an  element,  or  of  a  chemical  com- 
pound, which  can  exist  in  a  free  state,  is  called  a  molecule.  If, 
for  instance,  common  salt  be  triturated  to  such  a  fine  powder 
that  further  reduction  by  mechanical  means  is  impossible,  such 
finest  particle  represents  the  molecule.  However,  common 
salt  consists  of  two  elements,   namely,  sodium  and  chlorine. 

ELIonsequcntly  both  these  elements  must  be  present  in  the  mole- 
Etile,  and  these  smallest  particles  of  the  elements,  which  are 
■Dntained  in  the  molecule,  are  called  atoms.  Hence  the  atom 
5f  an  element  is  the  smallest  quantity  of  it  which  takes  part  in 
chemical  combinations.  As  a  rule,  the  atom  is  equal  to  half 
■le  molecule.  Hence,  for  the  formation  of  a  molecule  at  least 
\^o  atoms  of  an  element  arc  required. 

The  atoms  of  the  elements  aggregate  according  to  fixed  pro- 
portions by  weight,  and  the  smallest  quantities  by  weight  of 
the  elements  which  enter  into  combinations  with  each  other 
arc  called  their  atomic  weights,  the  weight  of  hydrogen,  which 
is  the  lightest  of  all  the  elements,  being  taken  as  the  unit.  It 
must,  however,  be  stated  that  a  series  of  elements  may  unite 

fbot  only  in  a  single  proportion  of  weight,  but  also  in  several 
mffcrent  ones,  forming  thereby  combinations  of  entirely  dif- 
ferent properties'.  If,  however,  these  different  proportions  by 
weight  are  more  closely  compared,  they  will  be  found  to  stand 
jtt  quite  simple  relations  to  each  other,  the  higher  being  always 
^simple  multiple  of  the  lowest. 
In  the  table  below  are  given  the  roost  important  chemical 
elements,  together  with  their  atomic  weights.  In  addition  the 
tabic  contains  the  symbols  used  for  designating  the  elements. 
These  symbols  are  formed  from  the  first  letters  of  their  names* 
derived  cither  from  the  Latin  or  Greek.  Hydrogen  is,  for  in- 
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stance,  represented  by  the  letter  H»  from  the  word  hydrog*:nium  : 
Oxygen  by  O,  from  oxyg^cninm  ;  Silver  by  A g,  from  argent um. 
If  Latin  or  Greek  names  of  several  elements  have  the  same  first 
letters,  the  latter  serves  only  for  the  desfKnatfon  of  one  of  these 
elements,  while  for  the  other  elements,  the  first  letter  is  fur- 
nished with  an  additional  characteristic  letter.  Thus,  for  in- 
stance, boron  is  represented  by  the  letter  B;  barium  byBa; 
bismuth  by  Bi ;   bromine  by  Br. 


Kmme  of  Elemetit. 


Syni" 
bol. 


Alummiuis Al 

Antimony Sb 

Arsenic As 

l^laiTium Ba 

Uisinuth Bt 

Uoron   B 

Bronime i   Br 


Catlmium 
Cakium  . 
Carbon  * . . 
Chlorine  . . 
Cbrotuium . 
Cobalt  ... 
Copper  , . 
Fluorine  . 

Gold 

I  {ydlrogen 
Iodine  .. 
Iron       ...< 


I   Cd 
Ct 

c 

a 

Cr 
Co 
Cu 

F 

Au 

H 

1 


Atomic 
Weight. 


27.04 

1 19.6 

74*9 

136.9 

207.5 
10.9 
79.76 

1 1 1.7 
J9-9 
11.97 
35-4 
52-4 
5S.6 
63.18 
19.06 

196,2 

1.000 
126.54 


Name  of  Element. 


Lead Pb 

Mai^nesium    ......,.,  Mg 

Manganese Mn 

M  ercury ,  \\g 

Nickel  .,,.....»    ..*.  I  Ni 

Nitrogen 1  N 

iHmium - "\^ 

Oxygen  .,...........'  O 


Syna- 
boL 


Phosphorus 
Platinun!  . 
T'otassimn 
Selenium  . 
Silicium  • 
Silver .... 
Sodium  .. 
Suipbiir    . 

Tin 

Zinc   .   .. 


P 
Pt 
K 

Se 

Si 

Ag 

Nft 

S 

Sn 

Zn 


Atomic 
Weigbl. 


306.4 
23.94 

% 

14.01 
191.0 
>5'96 
30.96 

J94.31 
39-03 
78.87 
28,0 

107.66 
23.00 
31.98 


The  symbols  not  uiily  represent  the  elementary  bodies,  but 
also  their  fixed  quantities  by  weight,  namely,  their  atomic 
weights,  so  that,  for  instance,  the  symbol  Ni  means  58.6  parts 
by  weight  of  nickel. 

Compounds  produced  by  the  union  of  the  elements  arc 
represented  by  placing  their  corresponding  symbols  together, 
and  designating  them  chemical  formulas.  As  previously  men- 
tioned, common  salt  consists  of  one  atom  sodium  (Na)  and 
one  atom  chlorine  (CI),  and  hence  its  formula  has  to  be 
written  NaCL     The  latter  shows  that  one  molecule  of  common 
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tit  consists  of  2^  parts  by  weight  of  sodium  and  35.4  parts  by 

reight  of  chlorine,  which  together  form  58.4  parts  by  weight  of 

iotnmon  salt.     If  several  atoms  of  an  clement  are  present  in  a 

tTnpound.   this   is   denoted    by   numbers  which  are  attached 

the  symbol  of  the  atom.     Water  consists  of  2  atoms  hydro- 

n  (  H)  and  one  atom  oxygen  (O),  and  hence  its  formula  is 

!.0,  which  shows  that  2  parts  by  weight  of  hydrogen,  together 

with    15.96  parts  by  weight  of  oxygen   form    17.96  parts  by 

reight  of  water. 

By  means  of  the  symbols  and  formulas  it  is  also  made  pos- 
llible  to  express  in  the  most  simple  manner,  the  chemical  pro- 
jsses  by  equations,  which  not  only  denote  the  manner  of  the 
chemical  transposition,  but  also  allow  of  the  calculation  of  the 
[uantities  by  weight  which  have  entered  into  reaction  in  the 
^nsposition  of  the  different  substances.  If,  according  to  this, 
mr  former  examples,  by  means  of  which  it  has  been  en- 
leavored  to  explain  the  nature  of  a  chemical  process,  be  trans- 
ited into  this  chemical  language,  the  equations  read  as 
dlows : 

K  2Fe,+  30,  +  6H,0=4Fe,(OH).. 

Iron.     Oicygen.       Water.     Ferric  hydroxi^le.  ^ 

2.  2HKO=Hg,  +  0,. 

Merciiric  oxide.  Mercury.  Oxyijen. 

Valence  0/  the  elements.  If  the  combinations  into  which  the 
elements  enter  one  with  the  other  are  more  closely  examined, 
and  their  formulas  compared,  it  will  be  seen  that  entire  groups 
of  combinations  are  composed  in  an  analogous  manner.  This 
analogy  of  composition  appears  very  plainly  in  the  compounds 
to  which  a  scries  of  elements  enters  with  hydrogen,  and  we 
us  come  across  four  different  groups  of  compounds.  The 
lements  of  the  first  group,  namely,  of  the  halogens,  chlorine, 
bromine*  iodine  and  fluorine,  combine  with  one  atom  of  hydro- 
n ;  those  of  the  second  group,  to  which  belong  oxygen  and 
ulphur.  are  capable  of  saturating  two  atoms  of  hydrogen; 
those  of  the  third  group,  which  embraces  nitrogen,  phosphorus, 
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arsenic  and  antimony,  ftx  three  atoms  of  hydrogen,  and  finally, 
the  elements  of  the  fourth  group,  carbon  and  silicium,  may  com- 
bine with  four  atoms  of  hydrogen.  Hence,  vvc  must  ascribe  a 
particular  function  of  affinity  to  each  element  in  its  relation  to 
hydrogen,  and  this  property  is  called  vaiena. 

Now,  according  as  the  elements  are  capable  of  combining 
with  one,  two,  three  or  four  atoms  of  hydrogen,  they  are 
designated  as  univalent,  bivalent,  trivalent,  or  quadrivalent ;  and 
all  elements,  which  possess  the  same  valence,  are  called  chemi- 
cally equivalent.  In  chemical  compounds,  such  equivalent 
elements  may  replace  each  other  atom  for  atom,  such  substitu- 
tion being  also  possible  in  elements  of  dissimilar  valence,  but 
it  must  take  place  in  such  a  manner  that  a  bivalent  atom  re- 
places two  hydrogen  atoms,  a  trivalent  atom  three  hydrogen 
atoms,  so  that  an  equal  number  of  valences  is  always  ex- 
changed. Thus,  in  accordance  with  this,  one  atom  of  chlorine 
is  equivalent  to  one  atom  of  hydrogen  and  hence,  when  a 
substitution  of  hydrogen  by  chlorine  results,  it  can  only  be 
by  one  atom  of  chlorine  taking  the  place  of  one  atom  of 
hydrogen.  Hence  it  follows  that  35.4  parts  by  weight  of 
chlorine  are  equivalent  to  one  part  by  weight  of  hydrogen.  On 
the  "other  hand,  one  atom  of  oxygen  is  equivalent  to  two  atoms 
of  hydrogen,  or  15.96  parts  by  weight  of  the  former  are 
equivalent  to  2  parts  by  weight  of  the  latter.  A  mutual  sub- 
stitution of  these  two  elements  must,  therefore,  always  take 
place  in  the  proportion  of  15.96  to  2.  Since  the  elements, 
nitrogen,  phosphorus,  etc.,  are  capable  of  fixing  3  hydrogen 
atoms,  mutual  substitution  must  also  take  place  in  such  a  man- 
ner that    I    nitrogen-atom  replaces  3  hydrogen-atoms  or  that 

-   *       -^  4.67  parts  by  weight  of  nitrogen  arc  substituted  for  I 

part  by  weight  of  hydrogen.  Finally,  one  atom  of  carbon  or 
of  silicium  is  equivalent  to  4  parts  by  weight  of  hydrogen,  or 
I  part  by  weight  of  hydrogen  is  replaced  by  3  parts  by  weight 
of  carbon.  These  quantities  by  weight  determined  for  some 
of  the  elements,  which  are  equivalent  to  one  part  by  weight  of 
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hydrogen,  or,  in  general,  to  one  part  by  weight  of  a  univalent 
element,  are  called  equivalent  tveigkts  or'  eomb'ming  weights^  and 
are  in  a  similar  manner  deduced  for  all  the  other  elements. 

While  the  elements  preserve  a  constant  valence  towards 
hydrogen,  many  of  them  show  a  varying  valence,  which  differs 
also  from  the  hydrogen-valence  towards  other  elements,  so  that^ 
for  instance,  the  same  element  may  appear  opposite  to  a  second 
one,  trivalenl  in  one  combination  and  quinquivalent  in  another. 
Combinations  of  phosphorus  with  chlorine  may  serve  as  an 
example.  Together  they  form  a  combination,  PCla,  as  well  as 
one  PCI^;  in  the  first  case  3  atoms  of  chlorine  or  3  X  35.4  parts 
by  weight  are  equivalent  to  i  atom  of  phosphorus  or  30.96 
parts  by  weight.  This  capacity  of  different  elements  of  being 
endowed  with  totally  unequal  valence,  forces  us  to  the  assump- 
tion that  valence  is  not  a  characteristic  property  of  the 
elements,  but  is  dependent  on  the  nature  of  the  elements  com- 
bining with  each  other,  and  is  also  influenced  by  the  conditions 
under  which  the  formation  of  the  chemical  combination  takes 
place. 

By  arranging  the  most  important  elements  according  to  their 
valence,  we  obtain  the  following  groups: 

Univalent  elements:  Hydrogen,  chlorine,  bromine,  iodine, 

fluorine,  potassium,  sodium,  silver. 
Bivalent  elements  :  Oxygen,   sulphur,  barium,  strontium, 
calcium,  magnesium,  cadmium,  zinc,  lead,  copper,  mer- 
cury. 
Bivalent  and  trivalent  elements  :  Iron,  cobalt,  nickel,  man- 
ganese. 
Trtvalent  elements  :  Boron,  aluminium,  gold. 
Trivalent  and   quinquivalent   elements :    Oxygen,    phos- 
phorus, arsenic,  antimony,  bismuth. 
Quadrivalent  elements  :  Carbon,  silicium,  tin,  platinum. 
Later  on,  in  the  section  on  the  fundamental  principles  of 
electro-chemistry,  in  speaking  of  the  development  of  the  laws 
of  Faraday,  we  will  have  to  refer  to  these  groups,  and  their  im- 
rrtance  will  then  become  evident. 
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Metals,  metalloids.  In  accordance  with  the  greater  or  less 
conformity  of  their  physical  properties,  the  elements  have,  for 
the  sake  of  expediency^  been  for  a  long  time  divided  into  two 
classes,  namely,  metals  and  non-metals,  the  latter  being  also 
called  metalloids.  In  the  first  class  arc  placed  the  elements  of 
the  known  metallic  luster,  which  are  opaque  or  at  the  utmost 
translucent  in  thin  laminae,  and  are  good  conductors  of  heat 
and  electricity.  All  the  other  elements  which  have  not  such 
physical  properties  in  common  are  classed  as  metalloids.  The 
two  groups  of  bodies  obtained  by  this  mode  of  division  also 
show  in  a  chemical  respect  such  similarities  as  to  justify  this 
classification,  the  metalloids  forming  with  hydrogen  readily 
volatile,  mostly  gaseous,  combinations,  while  the  metals  unite 
more  rarely  with  hydrogen,  and.  at  any  rate,  do  not  form 
volatile  combinations  with  it.  The  combinations  which  the 
metalloids  form  with  oxygen  also  show,  in  their  behavior 
towards  water,  very  characteristic  phenomena,  entirely  different 
from  those  presented  by  compounds  of  the  metals  with  oxygen. 
These  differences  will  later  on  be  referred  to  in  detail.  A  very 
remarkable  difference,  of  ihc  utmost  importance^  especially  for 
our  purpose,  is  in  the  action  of  the  electric  current  upon  the 
combinations  between  metals  and  metalloids,  the  metals  being 
always  deposited  on  the  electro-negative  pole,  and  the  metal- 
loids on  the  electro- positive  pole. 

However,  notwithstanding  these  properties,  differing  on  the 
one  hand  and  corresponding  on  the  other,  a  sharp  separation 
of  the  elements  based  upon  the  above-mentioned  consideration!* 
cannot  be  reached,  and  the  classification  as  regards  some  ele- 
ments turns  out  different  according  to  whether  one  or  the  other 
behavior  is  first  taken  into  cunsidcration. 

On  the  other  hand,  a  classification  free  from  ambiguity  re- 
sults from  adhering,  as  is  now  also  done  in  scieticei  to  the  be- 
havior of  the  elements  towards  salts  as  the  distinctive  principle* 
In  this  manner  two  sharply  defined  groups  are  obtainable,  one 
comprising  the  elements — the  metals — capable  of  evolving 
hydrogen  with  the  acids,  while  the  elements  of  the  other  group 
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not  possess  this  power,  and  arc  classed  among  the  metal- 
►ids.     From  this  results  the  following  classification  : 

Metalloids, :  Chlorine,  bromine,  iodine,  fluorine,  oxygen, 
sulphur,  nitrogen,  phosphorus,  boron,  carbon*  silicium. 
Metals:  Potassium,  sodium,  lithium,  magnesium,  calcium, 
barium,  strontium,  aluminium,  zinc,  iron,  manganese, 
chromium,  nickel,  cobalt,  copper,  cadmium,  arsenic, 
antimony,  tin,  lead,  bismuth,  mercury,  silver,  gold, 
platinum. 
ids^  bases,  salts.  Attention  has  previously  been  drawn  to 
the  difference  in  behavior  towards  water  of  combinations  of  the 
metalloids,  and  of  the  metals  with  oxygen^  and  this  behavior 
will  have  to  be  somewhat  more  closely  considered,  because  we 
are  thereby  directed  to  extremely  important  classes  of  chemi- 
cal combinations. 

Oxygen  is  the  most  widely  distributed  element,  it  forming, 
together  with  nitrogen,  air,  and  with  hydrogen,  water.  All  the 
elements,  with  the  exception  of  fluorine  and  a  few  more  rare 
ones,  show  great  affinity  for  it  and  enter  readily  into  reaction 
rith  it.  In  the  processes  enacted  thereby,  the  large  class  of 
rides  is  formed,  and  the  chemical  process  \w  which  an  absorp- 
m  of  oxygen  takes  place  is  generally  called  oxidation,  while 
ic  term  rt-duction  is  applied  to  the  opposite  process  by  which 
withdrawal  of  oxygen  from  a  substance  is  effected. 
II  these  oxides,  with  the  exception  of  a  few  so-called  indif- 
'ent  oxides,  be  brought  together  with  water,  they  impart  to 
either  an  acid  taste,  as  well  as  the  power  to  redden  blue 
;mus  and  to  evolve  hydrogen  with  metals,  or  they  give  to  the 
Iter  a  lyc-like  taste  and  the  power  of  restoring  the  blue  color 
"o  the  previously  reddened  litmus.  Tlie  oxides  of  the  first  kind 
rc  chiefly  formed  with  the  co-operation  of  the  elements  be- 
^nging  to  the  metalloids,  while  those  of  the  second  class  con- 
tain exclusively  metals  in  addition  to  oxygen. 

These  two  classes  of  bodies,  which  possess  entirely  diflerent^ 
even  directly  opposite,  properties,  are  the  acids  and  bases,  and 
will  have  to  be  separately  discussed. 
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Acids,  As  characteristic  properties  o(  the  acids  have  been 
mentioned,  their  acid  taste,  their  power  o(  reddening  blue 
litmus,  and  to  evolve  hydrogen  with  metals,  magnesium  being 
especially  suitable  for  the  latter  purpose.  If  now  the  chemical 
compositions  of  all  the  compounds  which  possess  the  above- 
mentioned  properties  be  more  closely  examined »  they  will  be 
found  to  contain,  without  exception  and  without  regard  to 
iheir  own  constituents,  hydrogen  which  can  be  displaced  by 
metals.  This  hydrogen  may  be  present  in  the  combinations 
in  one  or  more  atoms,  and  according  to  the  number  of  the 
hydrogen-atoms  present,  a  distinction  is  made  between  mono- 
basic, dibasic,  tribasic,  etc.,  acids, 

A  further  distinction  is  made  between  acids  containing  no 
oxygen,  to  which  belong  the  haloid  acids,  for  instance,  hydro- 
chloric acid,  and  acids  containing  oxygen,  which  are  therefore 
called  0xy  acids.  The  latter  group  comprises  the  majority  of 
acids,  the  well-known  sulphuric  and  nitric  acids  belonging  to 
it.  However,  the  characteristic  feature  of  the  acids  consists 
solely  in  that  they  contain  hydrogen  which  can  be  displaced  by 
metals. 

Bases.  The  second  group  of  oxides  imparts  to  water,  as 
previously  mentioned,  a  lye-like  taste  and  the  power  to  restore 
the  blue  color  of  litmus  reddened  by  acid,  and  these  properties 
are  utilized  as  valuable  agents  for  the  characterization  of  the 
substances  as  bases.  Nevertheless,  by  the  above-mentioned 
definitions  the  meaning  of  bases  is  not  unequivocally  estab- 
lished, and  for  a  thorough  investigation  of  their  material  nature, 
their  exact  composition  has  to  be  determined  with  the  assist* 
ance  of  analysis,  as  was  done  with  the  acids.  From  this  it  results 
that,  in  addition  to  metals  or  metal-like  groups  of  atoms,  all 
basic  compounds  contain  oxygen  and  hydrogen,  the  latter 
elements  being  always  present  in  the  same  number  of  atoms, 
namely,  in  the  form  of  hydroxyl  groups,  OH.  According  to 
their  valence  the  metals  combine  witli  one  or  more  hydroxyl 
groups  to  bases. 

Salts.     The  groups  of  chemical  combinations  above  referred 
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to,  show  a  very  remarkable  behavior  in  so  far  that  by  their 

iutual  action  they  are  capable  of  equalizing  or  saturating  their 

;haractenstic  features,  so  that  by  means  of  a  basic  combination 

le  specific  properties  of  an  acid  can  be  removed ^  and  by  means 

if  an  acid  the  specific  properties  of  a  base. 

An  example  will  explain  this  process.  If  to  a  certain  quan- 
tity of  hydrochloric  acid  a  few  drops  of  blue  litmus  be  added, 
the  fluid  in  consequence  of  its  acid  properties  will  change  the 
>lue  coloring  matter,  the  latter  acquiring  a  red  color.  By  now 
idding  drop  by  drop  dilute  soda  lye.  which  is  a  basic  combi* 
lation,  it  will  be  noticed  that  on  the  spot  where  the  lye  falls 
ipon  the  acid,  the  red  color  disappears  momentarily,  and  gives 
vay  to  3  blue  one.  If  the  addition  of  lye  be  carefully  continued 
and  the  fluid  constantly  stirred,  a  point  is  suddenly  reached 

then  by  a  single  drop  of  the  lye  the  red  color  of  the  entire 
uid  is  removed  and  converted  into  pale  blue.  If  no  more  lye 
lan  exactly  necessary  !or  the  sudden  change  in  color  has  been 
brought  into  the  fluid,  the  latter  now  possesses  neither  the 
iropcrties  of  an  acid  nor  of  a  base,  but  has  become  what  is 
called  neutral.  A  process  of  the  kind  above  described,  by 
hich  the  acid  character  of  a  combination  is  equalized  by  the 
>asic  character  of  another,  or  vice  versa,  is  in  chemistry  called 
uutraiization. 

This  example  shows,  that  it  is  frequently  of  importance  to 
enow  whether  a  fluid  possesses  acid,  basic  or  neutral  prop- 
jrties,  t>r  as  it  also  expressed,  whether  it  shows  an  acid,  basic, 

I  or  neutral  reaction.  For  the  determination  of  these  properties 
k>-called  reagent-papers  are  used.  They  consist  of  unsized 
paper  dyed  with  various  organic  coloring  matters,  preferably 
blue  litmus  tincture,  or  the  latter  slightly  reddened  by  acids. 
I^'hen  small  strips  of  such  papers  are  dipped  in  the  fluid  to  be 
examined,  blue  litmus  paper  will  be  colored  red  if  the  fluid  has 
an  acid  reaction,  and  red  litmus  paper,  blue,  if  it  shows  an 
alkaline  or  basic  reaction.  Finally,  fluids  which  change  neither 
blue  nor  red  litmus  paper  react  neutral,  or  they  show  a  neutral 
reaction.     If  we  now  return  to  our  example  by  which  the  pro- 
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cess  of  neutralizatton  between  acid  and  base  has  been  described, 
it  will  above  all  be  of  interest  to  learn  whether  this  equalization 
of  the  mutual  properties  runs  its  course  according  to  fixed  laws, 
and  what  the  nature  of  the  latter  is.  It  will  be  further  desir- 
able to  gain  an  insight  into  the  chemical  transformations  which 
have  taken  place  in  the  process,  and  to  learn  the  products 
which  have  been  newly  formed. 

For  the  elucidation  of  these  questions,  let  us  take  a  deter- 
mined quantity  of  acid  and,  in  the  same  manner  as  in  the  above- 
described  example,  add  to  it  lye  until  the  acid  is  just  neutral, 
this  being  shown  by  the  sudden  change  in  color  of  the  litmus. 
If  we  now  take  another  quantity  of  the  same  acid  and  proceed 
with  it  in  the  same  manner,  it  will  be  found  that  the  consumed 
quantities  of  bases  stand  in  the  same  proportion  to  each  other 
as  the  quantities  of  acid  used,  so  that  if,  in  one  case,  for  50 
ccm.  of  acid  30  ccm,  of  lye  were  used  for  ncutralijjation,  in  the 
other,  with  the  use  of  the  same  acid  and  the  same  lye,  for  75 
ccm.  of  acid  45  ccm,  of  lye  were  required  to  obtain  a  neutral 
solution.  By  repeating  these  experiments  with  any  other  acids 
and  bases,  the  same  conformity  to  law  will  always  be  found, 
and  it  will  thus  be  seen  that  neutralization  between  acids  and 
bases  runs  its  course  in  positively  fixed  quantities,  and  that  for 
the  neutralization  of  a  certain  quantity  of  an  acid,  a  positively 
fixed  quantity  of  a  base  is  required,  and  vice  versa. 

Of  this  conformity  to  law  much  use  is  made  in  analytical 
chemistry  by  volumetric  methods  for  the  determination  of  the 
content  of  an  acid  by  means  of  a  base  of  known  content,  and 
vice  versa. 

In  order  to  learn  what  new  products  are  formed  by  the 
neutralization  between  acids  and  bases,  the  neutral  solution 
obtained »  according  to  our  example,  is  concentrated  by  evapo- 
ration, and  it  will  be  found  that  from  the  fluid  separates  a  white 
substance  in  small  crystals  which,  according  to  analysis,  con- 
sists of  sodium  (Na)  and  chlorine  (CI),  and  hence  constitutes 
the  well-known  common  salt  (NaCl).  However,  in  addition  to 
the  common  salt,  water  (H.O)  has  also  been  formed  by  the 
chemical  process^  as  shown  by  analysis. 


in 
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n  now,  as  another  example,  we  take  as  an  acid,  sulphuric 

:id    (HjSOi),    neutralize   it  with    caustic  soda    (KOH),  and 

igain  determine  the  products  formed,  we  arrive  at  a  substance, 

le   composition   of    which,   according   to   analysis,    is   KjSO*, 

lencc  represents  potassium  sulphate,  water  being  again  formed 

an  additional  product.     The  process  of  neutralizalton  takes 

course  in  an  analogous  manner  with  any  kinds  of  acids  and 

^ases,  and   it  will  be  seen   that  every  neutralization  of  an  acid 

\nd    a   base   is   accompanied   by   the   formation  of  water,  and 

irther,  that  after  the  withdrawal    of  the  hydrogen   from  the 

:id,  the  metal  of  the  bases  forms  with  the  remainder  a  new 

neutral  combination,  which  is  called  a  sa/t. 

These  processes  are   more  distinctly  presented  by  bringing 
them  into  chemical  formulas,  and  for  our  example  we  have  to 
rrite 

HCI         4  NaOH     -  H.O     -f     NaCl. 

lydrochloric  acid.         Sodiimi  hydrate.      Water.      Sodium  chloride  (common  salt;, 

H,SO,       +         2KOH  =   H,0     -f     K.SO,. 

ihuiic  add.         Potasaiunt  hydrate.       Water.      Neutral  potassium  iulphate. 

hese  formulas  show  plainly  the  connection  which  exists  be- 
een  the  acids,  bases  and  salts. 

The  formation  of  salts  from  the  acids  is,  therefore,  as  we 
ave  seen,  brought  about  by  the  replacement  of  the  hydrogen- 
itoms  of  the  acids  by  metals.  However,  this  replacement  of 
he  hydrogen  can  only  take  place  in  accordance  with  the  va- 

I fence  of  the  metal,  so  that  a  univalent  metal  can  take  the  place 
only  one  hydrogen-atom,  a  bivalent  metal  of  only  two 
ydrogen-atoms,  and  so  on.  With  the  use  of  a  monobasic 
cid,  t\  r,  one  in  which  only  one  hydrogen- atom  is  contained 
in  the  molecule,  salts  can  only  be  prepared  which,  besides 
etal,  contain  no  free  hydrogen-atoms,  and  salts  of  the  above 
entjoned  kind,  namely  neutral  salts,  are  exclusively  obtained. 
y  taking,  on  the  other  hand,  an  acid  with  several  bases,  its 
hydrogen-atoms  can  be  either  partly  or  entirely  replaced  by 
metals.     In   the   first  case,  salts   result  which  still    possess  an 
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acid  character,  they  containing  hydrogen  besides  a  metal,  and 
are  called  acid  salts,  while  in  the  latter  case  ntntral  salts  ^i^ 
formed,  with  which  we  are  already  acquainted.  Sulphuric  acid 
is  a  dibasic  acid  and,  hence,  contains  two  hydrogen-atoms  in 
the  molecule.  Let  us  take,  as  an  example,  the  salts  which 
sulphuric  acid  is  capable  of  formings  and  hrst  saturate  in  it 
only  one  hydrogen-atom  by  a  univalent  metal*  for  instance, 
sodium,  by  adding  just  enough  soda  lye  to  the  soda  to  half 
saturate  it.  This  solution  still  shows  a  strong  acid  reaction* 
and  by  sufficiently  concentrating  it,  a  salt  is  separated  which 
throughout  possesses  acid  properties  and,  as  shown  by  analysis* 
has  the  chemical  formula  NaHSO*.  It  is  different  from  the 
neutral  sodium  sulphate,  which  is  obtained  by  completely  satu- 
rating the  sulphuric  acid  with  caustic  soda,  i.  r.,  by  compound- 
ing  the  sulphuric  acid  with  caustic  soda  up  to  the  neutral  re- 
action. The  two  processes  just  described  are  explained  by  the 
following  equations,  which  also  show  distinctly  the  difference 
between  neutral  and  acid  salts  : 


1 .  H30,  +  NaOH  =  NaHSO,  +  H.O. 

Sulphuric  acid.     Sodium         Acid  sodium     Water. 
hydrate.  salphait. 

2.  H,SO*  +  2NaOH  =  NajSO*  H-  H-iO. 

Sulphuric  acid.     .Sodium     Neutral  sodiuin     Water, 
hydrate.  sulphate. 

In  an  analogous  manner,  as  a  dibasic  acid  is  capable  of  form- 
ing two  series  of  salts,  three  series  of  salts  may  be  derived  from 
a  tribasic  acid,  for  instance,  phosphoric  acid,  so  that  in  general 
an  acid  of  several  bases  can  form  as  many  series  of  acids  as  it 
contains  hydrogen-atoms  in  the  molecule. 

NomcHclatun  of  salts.  In  conformity  with  the  definition  of 
salts  given  above,  according  to  which  they  are  derived  from  the 
acids  by  the  replacement  of  the  hydrogen  by  metals,  they  are 
classified  according  to  the  acids  they  have  in  common,  the 
salts  derived  from  sulphuric  acid  being  thus  designated  sul- 
phates.    For  the  sake  of  distinguishing  the  various  metallic 
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salts  ol  the  same  acid,  the  names  of  the  metals  are  added. 
Thus,  lor  instance,  the  scientific  term  for  white  vitriol,  formed 
by  the  action  of  sulphuric  acid  upon  zinc,  is  zinc  sulphate. 
The  designations  for  the  salts  of  the  other  acids  are  formed  in 
the  same  manner;  those  derived  from  nitric  acid  being  called 
nitrates,  from  phosphoric  acid,  phosphates,  etc.  Salts  in  which 
all  the  hydrogen-atoms  of  the  acids  from  which  they  are  de- 
rived, have  been  replaced  by  metal-atoms  are  called  neutral, 
normal,  or  primary  salts  in  contradistinction  to  the  acid  or 
secondary  salts  which,  besides  metal-atoms,  also  contain 
hydrogen- atoms  in  the  molecule.  Finally,  the  salts  are  also 
designated  by  indicating  with  the  assistance  of  the  Greek 
numerals,  mono-,  di-,  etc,  the  number  of  metal-atoms  con- 
tained in  one  acid- molecule.  With  the  use  of  the  latter  mode 
of  designation,  the  scientific  term  for  the  acid  sodium  sulphate 
is  sodium  mono-sulphate,  and  for  the  neutral  sodium  sulphate, 
sodium  disuiphate. 

Fundamental  Principles  of  Electro-  Chemistry, 

Electrolytes,  Solutions  of  chemical  compounds  which  can 
be  decomposed  by  the  current,  are  called  electrolytes. 

A  distinction  is  made  between  conductors  and  non-conductors 
of  electricity,  and,  as  previously  mentioned,  the  metals  are  con- 
ductors, while  most  of  the  metalloids,  for  instance,  sulphur,  do 
not  transmit  the  electric  current. 

The  conductors  are  divided  into  conductors  of  the  first  class, 
\o  which  belong  the  metals,  and  conductors  of  the  second  class, 
the  latter  being  chiefly  the  aqueous  solutions  of  metallic  salts 
and  certain  other  substances. 

The  conductors  of  the  first  class  do  not  experience  a  per- 
ceptible material  change  by  the  passage  of  the  current,  they 
being  at  the  utmost  heated  thereby.  On  the  other  hand,  the 
conductors  of  the  second  class  undergo,  by  the  passage  of  the 
current,  a  chemical  change  in  so  far  as  that  on  the  places  where 
the  current-carrying  metallic  conductor  enters  the  solution,  the 
constituents  of  the  latter  are  decomposed  and  separated. 
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This  phenomenon  of  the  chemical  decomposition  of  sub- 
stances or  compounds  by  means  of  an  electric  current  is  called 
electrolysis,  and  the  conductors  o(  the  second  class  which 
undergo  such  decomposition,  are  termed  electrolytes. 

The  metal  plates  through  which  the  current  passes  in  and 
out  of  the  solution  are  called  electrodes,  the  positive  electrode 
through  which  the  current  enters  being  termed  anode,  and  the 
uegative  electrode  through  which  it  leaves  the  electrolyte, 
cathode, 

lotts.  This  term  is  appHed  to  the  constituents  into  which  the 
combinations  present  in  the  solution  are  decomposed  by  the 
current,  and  carried  to  the  cathodes  and  anodes. 

If  a  sodium  chloride  solution  be  subjected  to  electrolysis, 
the  sodium  chloride  is  decomposed,  chlorine  being  separated 
on  the  positive  electrode,  and  sodium  on  the  negative  electrode. 
Thus  chlorine  and  sodium  are  the  ions  of  sodium  chloride.  If 
an  acid  be  decomposed  by  the  electric  current,  hydrogen  is 
always  separated  on  the  negative  electrode,  and  the  other  con- 
stituent of  the  acid  on  the  positive  electrode. 

The  ions  separated  on  the  negative  electrodes  are  called 
katkions  and,  hencCt  in  the  above-mentioned  examples,  sodium 
and  hydrogen  are  the  kathions  of  sodium  chloride,  or  of  the 
acid.  The  kathions  migrate  from  the  positive  to  the  negative 
electrode. 

The  remaining  ions  of  the  combinations  migrate  from  the 
negative  to  the  positive  electrode  (anode),  and  are  there  sep- 
arated. These  ions  separated  on  the  anode  arc  called  anions. 
Thus,  chlorine  is  the  anion  of  sodium  chloride^  as  well  as  of 
hydrochloric  acid  and  of  other  chlorine  compounds. 

The  ions  exhibit,  partly,  properties  entirely  different  from  thF 
elements  the  names  of  which  they  bear.  The  hydrogen-ion  of 
the  acids»  for  instance,  is  not  known  as  a  gas.  but  only  in  solu- 
tion, while  the  element  hydrogen  is  gaseous  and  but  very 
slightly  soluble  in  water.  Further,  while  the  hydrogen-ion  de- 
termines the  characteristic  properties  of  the  acids,  hydrogen 
gas  exhibits  none  oi  these  properties,  and   the  hydrogen-ion 
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can  only  be  met  with  in  agueous  solutions  of  acids  in  which 
are  at  the  same  time  present  the  other  constituents  of  the  acids 
possessing  ion-properties. 

If  in  hydrochloric  acid,  hydrogen  exists  as  ion,  chlorine  must 
be  the  other  ion,  because  this  acid  contains  no  other  constitu- 
ents, and  this  chlorine-ion  possesses  the  same  properties  ex- 
hibited by  the  chlorine-ions  of  other  combinations  in  which  it 
is  contained^  hence,  in  all  soluble  metallic  chlorides.  These 
properties  of  the  chlorine- ion,  however,  differ  entirely  from 
those  of  chlorine  in  the  ordinary  elementary  state,  it  possessing 
neither  its  odor  nor  color;  it  exists  only  in  solution  and  has 
not  the  bleaching  effect  of  chlorine  gas. 

These  totally  different  properties  thus  clearly  indicate  that 
the  ions  have  to  be  considered  as  modifications  of  the  eUments 
dtsignated  by  ike  same  name^  or  that  the  ions  have  to  be 
thought  of  as  existing  in  a  condition  different  from  the  elemen- 
tary one;  and  the  reason  for  these  different  conditions  and 
properties  will  be  more  accurately  known  after  we  have  to 
some  extent  become  acquainted  with  the 

Theory  of  solutions,  A  solution  is  not  a  mere  mechanical 
mixture  of  an  invisible,  finely  divided  solid  body  with  the 
solvent,  but  by  solution  in  a  solvent  a  body  partially  loses  its 
characteristic  properties  and  acquires  new  ones,  and  the  dis- 
solving process  may  be  viewed  as  a  chemical  process  in  so  far 
as  changes  of  energy  (see  later  on),  for  instance,  fixation  or 
disengagement  of  heat,  are  connected  with  it. 

There  are  not  only  solutions  of  solid  substances  in  liquids, 
but  also  solutions  of  liquids  in  liquids,  of  gases  in  liquids,  and 
of  gases  in  gases.  However,  the  last-mentioned  solutions  are 
of  interest  to  us  only  in  so  far  as  it  has  been  shown  that  the 
laws  which  they  follow  are  also  valid  for  solutions  of  solid 
bodies  in  liquids.  For  the  proof  of  this  we  are  indebted  to 
van't  Hoff. 

If  a  layer  of  a  dilute,  pale  blue  cupric  sulphate  solution  be 
carefully  brought,  so  as  to  avoid  mixing,  upon  a  concentrated 
cupric  sulphate  solution  of  a  vivid  blue  color,  and  the  vessel 
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containing  the  solutions  be  allowed  to  stand  quietly*  it  will  be 
noticed  that  the  pale  bloe  solution  gradually  acquires  a  more 
intense  blue  color^  while  the  concentrated  solution  becomes 
paler.  The  molecules  of  the  cupric  sulphate  diffuse  from  the 
stronger,  into  the  weaker,  solution  until  the  liquid  has  acquired 
a  uniform  concentration. 

This  phenomenon  is  based  upon  the  same  law  followed  by 
the  gases.  A  gas  endeavors,  when  occasion  is  oflfered,  to 
occupy  a  larger  space;  the  energy  of  motion  (kinetic  energy) 
inherent  in  the  individual  gas  molecules  propels  them  until 
their  motion  is  stopped  by  the  walls  of  the  enlarged  space. 
The  molecules  in  the  cupric  sulphate  solution  possess  a  similar 
energy  of  motion  and  by  it,  as  we  have  seen,  are  forced  from 
the  concentrated,  into  the  weak,  solution.  This  force,  which 
corresponds  to  the  gas  pressure,  is  called 

Osmotic  pressure.  Its  presence  can  readily  be  demonstrated 
by  the  following  experiment.  Fill  a  glass-cylinder  with  satur- 
ated sugar  solution,  close  the  cylinder  air-tight  with  a  semi- 
permeable bladder,  and  place  it  upright  in  a  vessel  filled  with 
water  so  that  the  latter  stands  a  few  centimeters  above  the 
bladder;  the  bladder  bulges  up  in  a  short  time.  This  pheno- 
menon is  caused  by  the  effort  of  the  sugar  molecules  to  diffuse 
into  the  surrounding  water,  being,  however,  prevented  from 
doing  so  by  the  bladder,  while  water  molecules  penetrate  through 
the  bladder  into  the  cylinder.  If  the  cylinder  be  removed  from 
the  water  and  the  bladder  be  punctured  with  a  pin,  the  pressure 
which  had  existed  becomes  plainly  perceptible  by  a  jet  of  fluid 
being  forced  upward.  By  exact  investigations  of  the  magnitude 
of  osmotic  pressure  it  has  been  ascertained  that  it  is  propor- 
tioned to  the  number  of  molecules  dissolved  in  the  unit  volume, 
and  that  the  temperature  has  the  same  effect  upon  osmotic 
pressure  as  upon  gases,  conformity  with  the  laws  valid  for  gases 
being  thus  proved.  According  to  Avogadro  equal  volumes  of 
gaseous  substances  have  under  the  same  conditions  of  tempera- 
ture the  same  number  of  molecules,  and  the  weights  of  equal 
volumes  of  gaseous  substances,  i.  e,,  their  vapor  densities,  have 
the  same  ratio  to  each  other  as  their  molecular  weights. 
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Solutions,  as  has  been  proved  by  van't  Hoff,  follow  the  same 
law  and,  according  to  van't  Hoflf,  the  law  applied  to  them  is 
expressed  as  follows  :  Solutions  which  contain  an  equal  number 
of  dissolved  molecules  in  the  same  volume  of  solvent  (equimol* 
ecular  solutions)  exert,  under  the  same  conditions  of  tempera- 
ture, the  same  osmotic  pressure  which  has  the  same  value  as  the 
gas-pressure  these  bodies,  if  in  a  gaseous  state,  would  under  the 
same  conditions  of  temperature  exert  in  a  volume  of  gas  equal 
to  the  volume  of  solvent. 

It  should,  however,  be  borne  in  mind  that  the  osmotic  laws 
are  valid  only  for  dilute  solutions,  just  as  the  gas-laws  hold 
good  only  for  dilute  gases. 

Electrolytic  dissociation,  Clausius  originated  the  idea  that 
the  molecules  of  an  electrolyte  are  dissociated  to  molecular 
particles  corresponding  to  our  ions.  He  supposed  that  the 
molecules  are  in  constant  motion  whereby  they  are  partially 
decomposed,  and  that  molecular  particles  formed  again  attract 
the  molecular  particles  of  opposite  names  of  the  non-decom- 
posed aggregate  molecules,  and  thus  effect  the  dissociation 
of  the  latter.  On  the  other  hand  molecular  particles  of  op- 
posite names  will  again  form,  under  favorable  conditions, 
aggregate  molecules.  However,  as  soon  as  a  current  passes 
through  the  electrolyte,  the  irregular  and  changing  movements 
of  the  molecular  particles  will  cease,  and  they  will  take  the 
direction  presented  by  the  action  of  the  current,  i.  e.y  the  posi- 
tive molecular  particles  will  wander  with  the  direction  of 'the 
current  to  the  cathode,  and  the  negative  ones  to  the  anode. 

The  method,  discovered  by  Raoult,  of  determining  the  mole- 
cular weights  of  dissolved  bodies  from  the  elevation  of  the 
boiling  point  and  the  depression  of  the  freezing  point,  caused, 
in  connection  with  van*t  Hoff's  osmotic  laws,  a  further  investi- 
gation of  the  dissociation  of  electrolytes.  It  was  known  that 
salt  solutions  possess  a  higher  boiling  point  than  the  pure 
solvent.  Further  investigations  proved  the  elevation  of  the 
boiling  point  to  be  proportional  to  the  number  of  the  dissolved 
molecules,  and  that  equimolecular  solutions,  i.  e.^  solutions 
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which  contain  an  equal  number  of  dissolved  molecules  in  the 
same  volume  of  solvent,  show  the  same  elevation  of  the  boiling: 
poinL  On  the  other  hand,  the  freezing  point  of  solutions  is 
lowered  in  proportion  to  the  dissolved  molecules,  and  equi- 
molccular  solutions  show  the  same  depression  of  the  freezing 
point. 

However,  not  all  substances  furnished,  in  equimolecular  solu- 
tions at  the  same  temperature,  the  same  osmotic  pressure  as 
sugar  solutions  or  solutions  of  other  organic  bodies.  "Ilius. 
solutions  of  acids,  bases,  and  salts  yielded  too  high  an  osmotic 
pressure,  and  also  showed  deviations  in  so  far  that,  as  compared 
with  equimolecular  solutions  of  many  organic  substances,  they 
caused  under  entirely  equal  conditions,  a  higher  elevation  of 
the  boiling  point  or  of  the  freezing  point.  Since,  as  regardt 
gas-pressure,  some  gases  also  do  not  follow  Avogadro's  law, 
and  these  exceptions  were  explained  by  assuming  that  the 
molecules  decompose  to  molecular  particles,  the  same  assump- 
tion was  made  for  solutions  of  acids,  bases,  and  salts. 

S.  Arrhenius,  in  1887,  found  that  all  the  solutions  which 
formed  exceptions  to  the  osmotic  law  and  showed  deviating  re- 
sults as  regards  elevation  of  the  boiling  point  and  depression 
of  the  freezing  point,  possessed  the  common  property  0/  con- 
ducting the  electric  current^  while  solutions  of  organic  bodies 
which,  as  above  mentioned,  followed  the  laws  referred  to.  were 
non-conductors  of  the  electric  current,  Arrhcnius  ascertained 
that  very  considerable  exceptions  appear  for  water  as  solvent, 
since  the  pressuic  is  greater  than  van't  Hoff's  law  requires,  and 
it  would  therefore  be  but  natural  to  suppose  that  substances 
which  give  too  large  pressures  in  aqueous  solutions  are  dis- 
sociated. He  further  found  that  dissociation  increases  with 
increasing  dilution,  and  he  established  the  law  that  for  every 
dilute  solution  the  ratio  of  dissociation  is  equal  to  the  ratio  of 
molecular  conductivity  present  to  the  conductivity  of  infinite 
dilution,  1.  r.  to  the  maximum  of  molecular  conductivity.  The 
independent  particles  of  the  molecules  formed  arc  the  ions. 

It  further  follows  that  it  is  the  ions  which  take  charge  of  the 
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progressive  motion  of  the  current  because  only  ion-forming 
solutions  are  capable  of  conducting  the  current.  The  ions  are 
supposed  to  be  charged  with  a  certain  quantity  of  electricity — 
the  kathions  with  positive,  the  anions  with  negative,  electricity 
— and  so  long  as  no  current  passes  through  the  electrolyte, 
they  move  free  in  the  latter.  However,  when  a  current  is  con- 
ducted through  the  electrolyte,  the  ions  are  attracted  by  the 
electrodes,  the  positively  charged  kathions  by  the  negatively 
charged  cathode,  and  the  negatively  charged  anions  by  the 
positively  charged  anode.  By  reason  of  the  movements  of  the 
ions  to  the  electrodes  this  phenomenon  is  called  migration  of 
the  ions. 

The  ions  on  reaching  the  electrodes  are  freed  of  their  charge, 
i.  e.,  they  yield  their  electricity  to  the  electrodes,  but  they  lose 
thereby  their  ion-nature  and  are  changed  into  their  respective 
elementary  atoms ;  they  show  no  longer  the  properties  of  ions 
but  those  of  the  ordinary  elements.  As  is  well-known  the  var- 
ious modifications  of  carbon  (diamond,  graphite)  are  chem- 
ically alike,  namely  in  all  Cases  carbon,  but  they  have  entirely 
different  properties,  the  latter  being  conditional  on  an  entirely 
different  content  of  energy. 

Energy.  By  energy  is  understood  the  work  and  everything 
which  can  be  the  result  from  work,  and  be  again  converted  into 
work.  A  distinction  is  made  between  various  kinds  of  work. 
The  effect  of  mechanical  work  expresses  itself  through  the  pro- 
duct of  force  and  motion,  /.  e.,  the  force  required  to  convey  a 
body  a  certain  distance.  If  we  push  a  wagon,  the  force  with 
which  we  push  against  the  wagon  multiplied  by  the  motion, 
i.  e.y  the  distance  the  wagon  has  been  pushed,  is  the  value  of 
the  work. 

Now  a  distinction  has  to  be  made  between  the  force  with 
which  a  man  in  pushing  presses  against  the  wagon,  and  that 
with  which  the  wagon  presses  against  the  man,  who  docs  the 
pushing.  In  comparison  we  speak  of  both  forces  SiS,  force  and 
counter-force,  and  physics  teaches  us  that  force  and  counter- 
force  are,  in  all  cases,  of  the  same  magnitude,  but  exerted  in 


S2 


ELECTRO-DEPOSmON  Of  METALS, 


opposite  directiotis.  Both  these  propositions  may  be  com- 
bined to  the  proposition  of  the  amsfnaiioft  of  force  a  ftd  work, 
which  reads;  No  quantity  of  force  and  no  quantUy  of  work  arc 
last;  the  force  and  work  consumed  are  alufays  again  met  with 
in  another  definite  form. 

When  a  wagon  has  been  pushed  to  a  higher  point  of  an 
oblique  plane,  it  has  taken  up  a  certain  quantity  of  work  cor- 
responding to  the  vahie  from  force  multiplied  by  motion  in  the 
direction  of  the  force.  It  possesses  a  certain  energy  yxWxch  it 
can  and  does  ^ive  up  when  it  is  released  ;  the  wagon  runs 
down  the  oblique  plane,  and  the  velocity  with  which  it  runs 
down  is  also  a  form  of  energy. 

If  an  article  be  jijround  upon  an  emery  wheel,  a  certain  fric- 
tional  work  is  performed  ;  the  article  becomes  warm  by  friclion. 
Hence  the  hc.it  which  is  developed  is  another  form  of  energy 
of  the  frictiouiil  work,  since  according  to  ihe  law  of  the  conser- 
vation of  work  no  quantity  of  work  is  lost  in  nature. 

If  carbon  (C)  be  burnt  in  tl:e  air,  carbonic  oxide  (COa)  is 
formed.  The  law  of  the  conservation  of  mntter  teaches  us  that 
no  substance  is  lost,  and  hence  the  quantity  of  carbonic  acid 
which  has  been  formed  by  combustion  must  be  exactly  as  large 
as  the  quantities  of  carbon  and  oxygen  of  the  air  which  existed 
previous  to  combustion.  The  carbon  and  oxygen  of  the  air 
prior  to  their  union  to  carbonic  acid  possess  a  quantity  of  work 
or  energy  differing  from  that  after  union,  the  heat  generated  by 
the  combustion  being  a  manifestation  of  energy  produced  in  a 
chemical  way. 

Every  element  has  to  be  thought  of  as  possessing  a  definite, 
inherent  content  of  energy  which*  when  the  element  enters  into 
combination  with  other  elements,  may,  and  generally  does, 
undergo  a  change.  Thus  in  entering  into  a  combination  the 
elements  yield  a  portion  of  their  content  of  energy,  generally 
in  the  form  of  heat,  though  sometimes  also  with  luminous 
phenomena,  so  that  the  content  of  energy  in  the  combination 
is  less  than  the  content  of  energy  of  the  elements  before  their 
union.     If  now  a  solution  of  the  combination  in  water  be  pre- 
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pared,  a  change  in  the  content  of  energy  again  takes  place  by 
dissociation,  the  content  of  energy  present  in  the  combination 
being  partially  converted  into  electrical  energy.  The  ions 
appearing  thereby  receive  electrical  charges — the  metal-ions 
positive  charges  and  the  other  ions  negative  charges — and  the 
nature  of  ions  may  be  characterized  by  saying,  they  differ  from 
the  elementary  atoms  of  similar  names  in  having  a  different 
content  of  energy. 

Processes  on  the  electrodes.  As  previously  mentioned  in  the 
salts  all  the  metal- ions  are  positive  and  the  other  ions  of  the 
metal  combination — the  acid  residue — negative. 

The  ions  arriving  at  the  electrodes  possess  the  power  of  en- 
tering into  chemical  processes  with  the  constituents  of  the 
electrolyte  or  with  the  electrodes,  as  may  be  shown  by  the  fol- 
lowing examples : 

When  a  solution  of  potassium  disulphate  (KaSO/;  is  electro- 
lyzed  between  unassailable  platinum  electrodes,  the  following 
event  takes  place.  The  potassium-ions  migrate  to  the  cathode 
and  separate  metallic  potassium, 


Potassium  disulphate. 


+ 


which,  however,  as  is  well  known,  cannot  exist  in  water,  but 
immediately  forms  with  the  solvent  potassium  hydroxide 
(caustic  potash)  according  to  the  following  equation: 

2K  +  2H,0  =  2KOH     +     H, 
Potassium.     Water.    Caustic  potash.     Hydrogen. 

That  this  transposition  takes  place  in  the  manner  described, 
is  shown  by  the  abundance  of  hydrogen  *  which  escapes  in  the 
electrolysis  of  the  potassium  disulphate.  On  the  other  hand, 
the  acid  residue  SO4  migrates  to  the  anode,  which,  as  it  con- 
sists of  insoluble  platinum,  cannot  saturate  the  acid    residue, 

•  This  explanation  is  here  retained,  though  based  upon  potential  measurements,  it 
may,  according  to  Le  Blanc,  be  supposed  that  the  hydrogen  separates  primarily  and 
nriginates  from  the  hydrogen-ions  of  the  dissociated  water  of  the  sf>lution. 
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and  the  latter  is  also  transposed  with  water  according  to  the 
following  equation : 

SO,      -f      H,0  =  H,SO,    +    O 

Sulphuric  acid  residue.      Water.    Sulphuric  acid.    Oxygen. 

The  oxygen  escapes,  and  the  sulphuric  acid  formed  combines 
again  to  potassium  disulphate  with  the  caustic  soda  formed  on 
the  cathode. 

A  like  liberation  of  oxygen  takes  place  when  very  dilute 
hydrochloric  acid  *  is  electrolyzed  with  platinum  anodes. 
Hydrogen  escapes  on  the  cathode,  but  no  chlorine  appears  on 
the  anode,  an  equivalent  quantity  of  oxygen  being,  however, 
liberated.  The  water  is  decomposed  by  the  chlorine,  hydrogen 
chloride  and  oxygen  being  formed  according  to  the  following 
equation : 

CI,  -f-  2H,     =     4HCI      +      O, 

Chlorine.     Water.     Hydrogen  chloride.    Oxygen. 

The  oxygen  appearing  in  both  cases,  as  well  as  the  hydrogen 
appearing  in  the  first-mentioned  example,  are  called  secondary 
products  of  electrolysis,  because  the  products  first  separated 
under  the  given  conditions  could  not  exist  and,  in  being  de- 
composed or  transposed,  formed  together  with  the  solvent  the 
above-mentioned  products. 

When  sodium  hydroxide  (caustic  soda)  is  electrolyzed, 
hydrogen  appears  on  the  cathode,  because  sodium,  like  potas- 
sium in  the  former  example,  cannot  exist  with  water,  and 
sodium  hydroxide  is  again  formed,  hydrogen  being  at  the  same 
time  liberated.  The  hydrogen-ion  which  also  cannot  exist  by 
itself,  is  discharged  on  the  anode,  water  and  oxygen  being 
formed  according  to  the  following  equation : 

4OH  =  2H,0  +  O, 

Hydroxide.     Water.     Oxygen. 

*  The  process  does  not  pass  off  as  smoothly  as  represented  by  the  formula,  but 
the  example  is  given  as  an  illustration  according  to  Ostwald's  "Grundlinien  der 
Chemie,"  I.  p.  203. 


54  Kl.ECTRO-DEPOSITION  OF  METALS. 

a\\k\  the  Kittcr  is  also  transposed  with  water  according  to  the 
loUv>wing  equation : 

SO.      4-      H,0  =  H.SO,    +    O 

Sul|«huric  acid  residue.      Water.    Sulphuric  acid.    Oxygen. 

rho  oxygen  escapes,  and  the  sulphuric  acid  formed  combines 
a^aiu  tv>  potassium  disulphate  with  the  caustic  soda  formed  on 
the  V  atlu>de, 

A  like  liboration  of  oxygen  takes  place  when  very  dilute 
hyvluH  hlv>rio  acid  *  is  electrolyzed  with  platinum  anodes. 
nvvlu>i:eu  escapes  on  the  cathode,  but  no  chlorine  appears  on 
the  %u\vhK\  an  equivalent  quantity  of  oxygen  being,  however, 
UbeKUv*vl  The  water  is  decomposed  by  the  chlorine,  hydrogen 
vhloiivle  ami  v^xyj^^n  being  formed  according  to  the  following 
eqv»»Uiv^a 

01,  -f-  2H,     =     4HCI      -h      O, 

V  hK^iiM^*     Water.     Hydrogen  chloride.    Oxygen. 

{  Uk  vAViieu  Ai^pettrinjj  in  both  cases,  as  well  as  the  hydrogen 
,^^|s>uu^^  u\  the  rtist-mentioned  example,  are  called  secondary 
Y\\^\\\\\\^  <A  v^Uvtu^lynis,  because  the  products  first  separated 
vM\vivv  ths^  ^\vvi\  eoiuiitions  could  not  exist  and,  in  being  de- 
\        vvvu»|^^4vsl  v^  tu*^W^|H»sed»  formed  together  with  the  solvent  the 

\\  Kn  m  hn^Uvuu  hydroxide  (caustic  soda)  is  electrolyzed, 
l\vsl»vvv,>o  A^^^^NM^  on  the  cathode,  because  sodium,  like  potas- 
^\\^\\\  \\\  \\\\  \\^\\\\\^x  example,  cannot  exist  with  water,  and 
M^KvM^\  hs  >lu»v^sle  »>*  4<^A\\\  formed,  hydrogen  being  at  the  same 
ua^  Uts  usus»  The  hydrogen-ion  which  also  cannot  exist  by 
u-vh  I.  siwshvM^iv^r  on  the  anode,  water  and  oxygen  being 
ivM  u^y  vl   vs  N  n^^nUm^  to  the  following  equation  : 

^on«2H,o-^o, 

M\>li\^xid«.     Waler.    Oxygen. 

\\\y  pu^^»*  xKhv*  h*»t  |HiM  ofl  at  amoothly  as  represented  by  the  formula,  but 
Om    NNVi^«|^K    \%  ji^wi*  »^«  *\\  lUwMration  according  to  Oslwald's  "  Grundlinien  der 
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Let  us  now  turn  to  the  other  cases  tn  which  the  ions,  sepa- 
rated on  the  electrodes,  enter  with  the  latter  into  chemical 
processes. 

A  solution  of  cupric  sulphate  (blue  vitriol  )  CuSO^  is  to  be 
electrolyzed.     The  copper  tons  migrate  to  the  cathode 

^Cu  I  SO,-$ 

Cupric  sulphftte. 

and  deposit  their  copper  in  the  form  of  a  galvanic  deposit,  the 
acid  residue — the  anion — migrating  to  the  anode.  If  the  latter 
consists  of  a  soluble  metaK  for  instance,  copper,  the  acid  resi- 
due becomes  saturated  with  copper,  dissolving  approximately 
the  same  quantity  of  it  as  has  been  deposited  upon  the  cathode. 
Theoretically  the  quantity  dissolved  from  the  anode  by  the 
acid  residue  should  exactly  correspond  to  the  quantity  of  metal 
separated  on  the  cathode.  However*  in  practice,  such  is  not 
the  case,  because  the  acid  residue  is  partly  subject  to  other 
decompositions,  especially  the  formation  of  HSO,,  oxygen 
being  at  the  same  time  separated. 

All  other  processes  in  which  metallic  anodes  capable  of  solu- 
tion by  the  acid  residue  are  used,  run  their  course  in  a  manner 
similar  to  the  electrolysis  of  blue  vitriol. 

As  previously  mentioned,  secondary  products  may  be  liber- 
ated by  electrolysis.  The  separation  of  metal  on  the  cathode 
may  also  be  ctTectcd  in  a  secondary  manner,  and  in  galvanic 
processes  this  is  mostly  brought  about  on  purpose.  Referring 
to  the  previously- mentioned  example  of  the  electrolysis  of  blue 
vitriol,  the  copper  could  only  be  separated  in  a  primary  man- 
net;  by  adding,  however,  a  small  quantity  of  sulphuric  acid  to 
the  blue  vitriol  solution,  separation  of  copper  in  a  secondary 
manner  takes  place.  The  sulphuric  acid  being  in  a  diluted 
state  IS  more  strongly  dissociated  than  the  blue  vitriol  solution. 
the  ions  of  sulphuric  acid — ^hydrogen  and  acid  residue  SO* — 
first  of  all  taking  charge  of  the  conduction  of  the  current,  and 
the  hydrogen-ions  separate  the  copper  on  the  cathode  accord- 
ing to  the  following  equation  : 
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CuSO^     -f     H,    =    Cu    +    H,SO, 

Cupric  sulphate.     Hydrogen.    Copper.    Sulphuric^acid. 

In  the  electrolysis  of  a  silver  bath  containing  potassium-sil- 
ver cyanide  (KAgCN^j,  potassium-ions  and  silver  cyanide- ions 
(AgCNj*)  appear: 

(a)  —  I  <e-K  I  AgCN,~>  I  -f 

From  the  solution  of  potassium  silver  cyanide,  the  potas- 
sium-ions separate  secondarily  metallic  silver  on  the  cathode, 
potassium  cyanide  being  formed  according  to  the  following 
equation : 

(d)     K  +  KAgCN,         =         Ag  +  2KCN. 

Potassium-ion.  Potassium  silver  cyanide.  Silver  potassium  cyanide. 

The  anions  AgCNj  migrate  to  the  anode,  are  there  decom- 
posed to  silver  cyanide  (AgCN)  and  cyanogen  (CN),  the 
cyanogen  ions  dissolve  from  the  anode  silver,  silver  cyanide 
being  formed,  and  2  silver  cyanide  atoms  combine  with  the 
above  (in  d)  liberated  2  potassium  cyanide,  to  2  potassium 
silver  cyanide,  atoms : 

(c)  Ag       -f       CN       =       AgCN 

Silver.  Cyanogen.  Silver  cyanide. 

{^)  2 AgCN       +       2KCN         =         2KAgCN, 

Silver  cyanide.  Potassiunr  cyanide.  Potassium  silver  cyanide. 

The  quantities  of  substances  separated  from  the  electrolytes 
by  the  electric  current  are  subject  to  fixed  laws,  which,  after 
their  discoverer,  are  named 

Laws  of  Faraday.  These  laws  arc  followed  by  both  the 
primary,  as  well  as  secondary^  products  of  electrolysis,  because 
the  latter  are  produced  by  primary  separations,  the  secondary 
being  proportional  and  chemically  equivalent  to  them.  The 
first  of  these  laws  is  as  follows : 

♦  Hittorf,  Ostwald's  Klassiker,  23,  §  45. 
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The  quantity  of  substances  which  is  separated  on  the  electrodes 
is  directly  proportional  to  the  strength  of  the  electric  current  which 
has  been  conducted  through  the  electrolytes,  and  the  time. 

By  conducting  the  current  through  a  closed  decomposing 
cellr  Fig.  7r  filled' with  acidulated  water  and  furnished  with  two 
platinum  electrodes  which  are  con- 
nected with  the  poles  of  a  source  of 
current,  oxygen  is  evolved  on  the 
positive  electrode,  and  hydrogen  on 
the  negative  electrode.  If  the  gas- 
mixture  (oxy hydrogen  gas)  which 
IS  evolved  be  caught  under  water  in 
a  graduated  tube,  the  quantity  of 
oxyhydrogcn  gas  produced  by  a 
current  of  fixed  strength  within  a 
determined  time  can  be  readily  ascer- 
tained. If  now  a  current  of  double 
the  strength  be  for  the  same  length 
of  time  passed  through  the  decom- 
ing  cell,  the  quantity  of  oxy- 
rogen  gas  produced  will  be  found 

ice  as  large  as  in  the  first  case. 

Faraday  allowed  the  same  quantity  of  current  to  pass  through 
a  series  of  decomposing  cells,  coupled  one  after  another,  which 
contained  electrolytes  of  different  compositions,  and  determined 
quantitatively  the  separations  of  kathions  effected  tn  the  various 
cells  by  an  equal  quantity  of  current.  Suppose  the  first  cell  to 
be  a  water-decomposing  cell  like  Fig.  7,  let  the  second  cell 
contain  potassium  silver  cyanide  solution  with  a  slight  excess 
of  potassium  cyanide,  the  third  cell  an  acidulated  solution  of 
cupric  sulphate,  and  the  fourth  cell  a  solution  of  cuprous 
chloride  in  hydrochloric  acid. 

When  electrolysis  has  been  carried  on  for  half  an  hour,  the 
current  is  interrupted,  and  the  quantity  of  hydrogen  calculated 
from  the  measured  quantit}'  of  ox)hydrogen  gas  produced. 
The  platinum  cathodes,  the  weight  of  which  has  been  deter- 
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mined  previous  to  electrolysis,  are  rinsed  in  water,  next  in  alca- 
hol,  and  finally  in  ether.  They  are  then  thoroughly  dried  and 
again  weighed  to  determine  the  quantities  oi  metal  separated 
in  the  individual  cells.     The  following  quantities  were  found: 


^Electrolyte. 


(juaiitity  of   sepa- f 
ralcd  kalhions.*  \ 

For    I    ma,,    H    are 
teparatcd 

Atomic  weights  .... 


h  II. 

Dilute  Fotaasium 

sulphuric  acid 
1:15. 


67  ccm.  H  — 
6.00  mg.  H 


I  mg.  H 
I 


III. 
Cupric 
silver  cyanide         sulphate 


KAgLyv 


650  rag.  Ag. 

108.33  mg.  Ag. 
loS 


tuSO^. 


IV. 

Cuprous 

chloride 

CuC 


190  mg.  Co    I    j8o  mg.  Ca 

31.66  mg.  Cu  I   63.3  mg,  Cu 
63-3         I  63.3 


From  this  it  follows  that  the  separated  quantities  of  kathions, 
referred  to  one  part  by  weight  of  hydrogen »  represent  almost 
exactly  the  quantities  of  metals  which  correspond  to  a  single 
valence  of  their  atomic  weights.  In  the  electrolytes  II  and  IV, 
the  silver  atoms  and  copper  atoms  are  univalent,  and  in  elec- 
trolyte!  Ill,  bivalent.  Hence,  in  II  and  IV  were  separated  the 
quantities  of  mctal»  108.33  mg.  silver  (error  in  per  cent.  0.33) 
and  63.3  mg.  copper,  which  corresponds  to  the  univalencc  of 
the  atoms,  and  in  III  only  a  valence  amounting  to  31.56  mg. 
copper  which  corresponds  to  the  bivalence  of  the  copper  atoms 
in  cupric  sulphate. 

Hence  the  st-roprd  Islw  of  Faraday,  as  expressed  by  v.  Helm- 
holtx,  reads  as  follows  :  T/te  same  quantity  of  current  it/ft  rates 
in  the  different  electrolytes  an  equal  number  of  valences  or  con- 
V4ris  (hem  into  other  combinations. 

It  h.iH  previously  been  mentioned  that  for  the  development 
ol  I  g.  hydrogen,  96540  coulombs  must  pass  through  the  dec- 
trolytCt  According  to  determinations  by  F.  and  W.  Kohl- 
ravi^ch,  0*3290  mg.  copper  is  liberated  from  cupric  salts  by  a 
quantity  ol  I  coulomb,  or  3165  g-  hy  96540  coulombs.  This 
qurtUliiy  of  current  is  the 
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Electro-chemical  equivalent^  i.  ^,,  the   number  of  coulombs 

hich  split  off  in  one  second  the  portion  of  atomic  weights  of 

e   kathions  (metals)  or  of  the  anions  referred  to  a  valence 

d    expressed    in    grammes*    /.    £•.,    the    gramme'CquivaUnt. 

encc,  for  the  separation  of  i  gramme-equivalent  of  copper  = 

1.65,  or  of  I  gramme-equivalent  of  silver  ^=  108,  96540  coul- 

bs  are  always  required. 

From  the  laws  of  Faraday  results  the  view  previously  re- 

rrcd  to,  that  the  passage  of  the  current  through  the  electro- 

te  is  confined  to  the  simultaneous  movement  of  the  ions,  and 

at  no  current  can  pass  through  the  electrolyte  if  the  ions  be 

anting.     Hence  the  ions  of  the   electrolyte   are  charged  or 

mbined  with  specified  quantities  of  electricity,  and  one  por- 

n   of   Faraday's   law  may,   according   to   Ostwald,   be  thus 

pressed :    The  quantities  of  the  different  ions  combined  with 

ual  quantities  of  electricity  arc  proportional  to  the  combining 

eights  of  these  ions,  and  the  entire  law  may  be  summed  up  as 

Hows:    ///  the  electrolytes  the  electricity  moves  only  simulta- 

014 sly  with  the  constituents  of  the  electrolytes  which  are  the 

ns.      The  moved  quantities  of  electricity  are  proportional  to  the 

antities  of  ions ^  and  amount  to  g6j4o  coulojfihs,  or  a  multiple 

them ^  for  one  molecule  of  any  one  ion. 

Below  is  given  a  table  of  the  electro-chemical  equivalents, 

and  from  them  will  be  calculated,  in  the  practical  part  of  the 

work,  the  time  required  for  the  formation  of  deposits  of  a  cer- 
in  specified  weight,  the  current-strength  required  for  the 
urpose,  etc.     The  specific  gravities  of  metals,  which  arc  also 

required  for  the  above-mentioned  calculations,  have  been  added 

to  the  table. 
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Hydrogen 

Antimony 

Arsenic 

Cobalt 

Copper  from  cupric  salts  . 
Copper  from  cuprous  salts 

Gold  from  auric  salts 

Gold  from  aurous  salts  . . . 

Iron  from  ferric  salts 

Iron  from  ferrous  salts  • .  • 

Lead 

Nickel 

Platinum 

Silver 

Tin  from  stannic  salts  *  • . . 
Tin  from  stannous  salts. . . 
Zinc 


Electfo-chemical 

Deposit  in 

SpeciBc 

Equivalent. 

I  Ampere-hour. 

Gravity. 

0.104 

0-0375 

0.COC09 

0415 
0.258 

1.4940 

6.8 

0.9322 

i:? 

0.305 

I.ICOI 

0.329 

1. 1858  '^ 

8.8 

o:6§? 

2.37 '7 

8.8 

2.4513 

19.2 

2.043 

7.3560 

19.2 

0.193 

0.6950 

7f 

0.289 

1.0423 

7.8 

1.071 

3.8580 

'i'l 

0.304 

1.0945 

86 

0.504 

1.8160 

214 

1. 118 

4.0248 

10.5 

0.308 

1. 1094 

7.3 

o.bi6 

2.2180 

7.3 

0.339 

1.2200 

7.2 

Solution-pressure  of  metals.  A  fluid  evaporates  on  its  surface 
until  the  vapor-pressure  produced  is  equal  to  the  evaporation- 
pressure  of  the  fluid.  Analogous  to  this  process  a  salt  dissolves 
in  water  until  the  osmotic  pressure  of  the  solution  balances  the 
efi"ort  of  the  salt  to  pass  into  solution,  /.  e  ,  its  solution-pressure. 
According  to  Ncrnst,  every  metal,  when  immersed  in  an  elec- 
trolyte, also  possesses  the  power  conditional  to  its  chemical 
nature  to  send  metal  atoms  as  ions  (kathions)  into  solution, 
and  this  power  is  called  solution-pressure. 

The  solution-pressure  is  the  greater  the  smaller  the  number 
of  kathions  which  are  already  present  in  the  electrolyte;  if,  on 
the  other  hand,  the  electrolyte  contains  a  great  number  of 
kathions  derived  from  the  dissociation  of  the  salt,  the  osmotic 
pressure  may  overbalance  the  solution-pressure,  or  the  osmotic 
pressure  may  be  equal  to  the  solution  pressure. 

In  the  first  case,  when  the  solution-pressure  preponderates, 
the  metal  will  send  into  solution  kathions  charged  with  positive 
electricity,  while  an  equally  large  quantity  of  negative  electricity 
remains  in  the  metal.  Suppose  zinc  dipping  in  water,  then  the 
zinc-ions  passing  into  solution  will   be  charged  with   positive 
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electricity,  while  the  metal  is  charged  with  an  equally  large 

quantity  of  negative  electricity. 
If  the  water  be  replaced  by  a  solution  of  zinc  sulphate  (white 

vitriol)  which,  in  consequence  of  dissociation,  already  contains 
a  larger  number  of  positive  zinc-ions  and  negative  acid- residue- 
ions,  additional  positive  zinc-ions  will  be  sent  into  solution  by 
the  zinc  so  long  as  the  solution-pressure  of  the  zinc  over- 
balances the  osmotic  pressure  of  the  dissolved  zinc-ions.  When 
an  equilibrium  between  osmotic  pressure  and  solution-pressure 
is  reached,  the  further  formation  of  zinc-ions  ceases. 

If  the  more  electro-negative  copper  be  dipped  m  water  it 
also  makes  an  effort  to  ionize,  i.  e.,  to  send  into  solution  copper- 
ions  charged  with  positive  electricity.  If,  however,  the  water 
be  replaced  by  cupric  sulphate  solution,  it  happens  that  the 
osmotic  pressure  of  copper-ions  formed  by  dissociation  of  the 
electrolyte  is  greater  than  the  solution-pressure  of  the  copper, 
and  hence  not  only  counteracts  the  formation  of  new  copper- 
ions,  but  carries  positive  copper- ions  from  the  electrolyte  to 
the  copper,  the  latter  receiving  thereby  a  positive  charge,  while 
the  fluid  surrounding  the  copper  becomes  negative. 

iflowever,  no  matter  whether  the  solution-pressure  may 
considerably  overbalance  the  osmotic  pressure,  by  the  mere 
dipping  of  the  metal  in  the  electrolyte  the  quantity  of  ions 
which  are  newly  formed  will  always  be  small,  because  by  rea- 
son of  the  electrostatic  attraction  of  the  kathions  by  the  nega- 
tively-charged metal,  there  will  take  place  on  the  contact- 
surface  between  the  metal  and  the  electrolyte  an  accumulation 
of  kathions,  the  osmotic  pressure  of  which  will  consequently  be 
jj  increased,  and  counteract  the  solution-pressure.  The  latter 
'  can  only  become  again  active,  when  the  free  electricities  are 
conducted  away  by  a  closed  circuit,  as  will  be  explained  in  the 
next  section. 

Osmotic  theory  of  the  production  of  the  current,  according  to 
Nernst,  The  behavior  of  zinc  in  a  zinc  sulphate  solution,  and 
that  of  copper  in  a  cupric  sulphate  solution,  has  above  been 
referred  to.     If  a  cell  be  put  together  of  zinc  dipping  in  zinc 


kulphatc  solution »  and  copper  in  cupric  sulphate  solution,  such 
S  ai  Daniel  cclL  in  which  the   two  solutions  are  separated  by 
porous  partition »  called  a  diaphragm,  the  following  processes 
take  place : 
^^      l'"rom  the  zinc,  positive  zinc-ions  pass  into  solution  so  long 
^■ns  the,    at   first,   slighter  osmotic*  pressure   of  the  electrolyte 
balances  the   solution-pressure ;   the   zinc  becomes  negatively 

lectric  and  the  electrolyte  positively  electric  on  the  contact- 
surface.  By  the  preponderance  of  the  osmotic  pressure  of  the 
copper    sulphate    solution    over    the   solution-pressure  of    the 

cipper,  positive  copper-ions  are  separated  on  the  copper,  and 
yichi  Ihrir  ptisitivc  charges  to  the  latter.  They  themselves  arc 
tr.insftHUied  from  the  ion  state  into  the  molecular  stale,  thus 
lK*Ci>miu^  non-electric,  while  on  the  contact-surface  the  cupric 
MUlphutc  solution  becomes  negatively  electric.  Hence  a  state 
ni  ir«»!  supervenes,  in  which  the  zinc  is  charged  with  negative, 
M\\\  the  Oi*[)|>cr  with  positive,  electricity,  while  the  zinc  solution 
1^  chUfKcd  positively  and  the  copper  solution  negatively.  I( 
now  by  nu*anH  of  a  metallic  wire  the  zinc  be  outside  of  the  solu- 
tjnnn  cfHiiU'eted  with  the  copper,  thus,  establishing  a  closed  cir- 
rutl,  the  Itillowing  process  takes  place:  The  positive  electricity 
ill  the  copper  migrates  through  the  wire  to  the  zinc,  and  neu- 
l» alif rn  the  quantity  of  negative  electricity  present  in  the  latter. 
\\\  the  How  ol  positive  electricity  from  the  copper  the  state  of 
«**iulUbrlum,  which  existed  between  copper  and  cupric  sulphate, 
i»  ili^lmbed,  and  the  osmotic  power  being  now  predominant, 
iHp  •ohilion  again  sends  copper- ions  to  the  copper,  whereby 
the  Itttter  in  again  charged  with  positive  electricity.  On  the 
other  haufh  alter  the  exchange  of  electricities  in  the  zinc  by  the 
•olution-preH'^urc,  fresh  zinc-ions  can  be  brought  into  solution. 
I  hu»  a  current  flows  continuously  from  copper  to  zinc  until 
cithtif  ao  mofr  copper-ions  are  conveyed  from  the  cupric  sul- 
phate ^ohition  to  the  copper,  or  until  all  the  zinc  is  ionized, 

•  .(  Uisi!«i>lvcd, 

Norust*H  conception  of  the  solution-pressure  of  the  metals  is 
iinaloKUUi  to  that  ol  the  osmotic  pressure,  the  impelling  force 
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of  a  Daniell  battery  having  the  character  of  a  pressure,  and  for 
tiiat  reason  Ostwald  designates  a  galvanic  battery  as  a  machine 
driven  by  osmotic  pressure,  eventually  by  electrolytic  solu- 
tion-pressure. 

The  clcctro-motive  (orce  oi  such  a  cell  is  mainly  determined 
by  the*  magnitude  of  the  solution-pressure  of  the  metals.     In 
the   closed   cell    the   metal    sends  with    greater   solution-pres- 
sure its  atoms  as  ions  into  the  electrolyte  in  which   it  is  con- 
fined, while  the  kathions  of  the  other  electrolyte  are  discharged 
n  the  metal  contiguous  to  it  and  pass  into  the  molecule  state, 
this,  the  dissolving  metal,  to  which  the  anions  of  the  other 
ctrolyte — the    acid    residue — migrate,   becomes    the   anode, 
d  the  other  metal  on  which  the  kathions  of  its  electrolyte 
parate  non-clectrically,  the  cathode.     Since  the  kathions  arc 
charged  on  the  cathode,  the  latter  is  also  called  the  conduct- 
g  electrode,  and  the  anode  which  dissolves,  the  dissolving 
ectrode. 

From  what  has  been  said,  it  might  appear  that  the  current 
a  Daniell  cell  owes  its  existence  to  purely  physical  forces, 
e  solution-pressure  of  the  metals  depends,  however,  on  their 
emical    affinity,  and  the  currerit  is  actually  electric  energy 
which  has  been  formed  from  chemical  energy.     The  solution 
^Bf  the  anode-metal  is  a  chemical  process,  whereby  the  kathions 
^Kc   forced    from   the  electrolyte  surrounding  the   anode;   the 
^Hbode-metal    endeavors   to   expand,   and    hence  the   mode   of 
^Bttion  of  chemical  affinity  in  converting  chemical  into  electric 
^^nergy  may  be  designated  as  the  effect  of  pressure. 
t         However,  additional   chemical    processes   take   place  in   the 
^Baniell  cell;   the  zinc  dissolves  to  zinc  sulphate  because  the 
anions  of  the  cupric  sulphate  solution  migrate  to  the  zinc,  while 
from   this  solution  a  quantity  of  copper  equivalent  lu  the  dis- 
solved zinc  is  deposited  on  the  cathode.     By  the  anion  SCX  of 
the  cupric   sulphate  solution   an   oxidation  of  the  zinc   takes 
place,  the   latter  acting  therefore  as   a  reducing  agent.     The 
cupric   sulphate   solution,   on   the  other  hand,   is  reduced   to 
pper,  and  the  acid-residue  SO*  being  liberated  thereby  acts 
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as  an  oxidizing  agent,  while  the  copper  of  the  cathode  rem! 
chemically  unchanged,  Since,  according  to  Ostvvald,  in  every 
hcmical  process  which  takes  place  between  an  oxidizing  and 
reducing  agent,  variations  appear  in  the  ion  charges  by 
;i«ion  of  the  varying  capacities  of  the  ions  to  absorb  or  dis- 
argc  more  qimntities  of  electricity,  such  cells  are  also  called 
idhing  and  reducing  cells.  Concentration  cells  will  later  on 
c  referred  to. 
Polarisation,  By  polarization  is  understood  the  appearance 
ol  a  counter-current  passing  in  a  direction  opposite  that  of  the 
urrent  conducted  into  an  electrolyte;  the  main  current  is 
thrrefore  weakened  by  this  counter- current.  Polarization  takes 
place  when  the  current  produces  substantial  changes  in  the 
cli'ttrolytcs  or  on  the  electrodes*  no  matter  whether  such 
^fc)i{mge»  consi^^t  in  a  difference  of  the  nascent  concentrations 
r^  Of  the  electrolyte,  or  in  the  formation  of  gas  cells  by  the  separa- 
tion ol  layers  of  gas  on  the  electrodes,  etc. 

If  i\  wcnk  current  be  conducted  into  a  cell  filled  with  stand- 
artl  CUpric  sulphate  solution,  both  electrodes  of  which  consist 
ul  copper*  m\k\  \\  galvanometer  be  placed  in  the  circuit,  it  will 
he  nutii  cd  that  an  electrolytic  decomposition  takes  place.  The 
t-o|iper-lon»  discharj^ed  from  the  copper  solution  on  the  elec> 
tjihte  ecMtnected  with  the  negative  pole  of  the  source  of  current, 
p,r  '.  inio  the  molecular  state,  and  metallic  copper  separates 
M|)on  thin  electrode,  while  the  anions  of  the  acid-residue  SO* 
nn  I  \W  to  the  electrode  connected  with  the  positive  pole, 
iviiue  Ihey  dl->olve  copper,  thus  sending  fresh  copper-ions 
into  the  «olutu»u  Hence  the  concentration  of  the  electrolyte 
iuiumIuii  cnnstant,  provided  electrolysis  lasts  not  too  long,  and 
^^(!  cttnrnt  introduced  is  not  stronger  than  just  necessary  for 
^Hp  dccom[)osition  ol  the  cupric  sulphate  solution ;  the  nature 
^H[  Ihe  electrodes  themselves  remains  unchanged.  The  needle 
\ti{  the  ^;idvanon>eter  makes  one  deflection  and  when  the  cur- 
rent ih  Mitt  nuptcd  returns  to  the  O  point,  thus  indicating  the 
ftb^cuco  of  %  counter-current ;  the  electrodes  have  proved  them- 
(|vc»  ai  non*poliirix»blc. 
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However,  the  case  is  diflferent  when  an  electrolyte  is  clectro- 
lyzed  between  insoluble  electrodes.  If  a  powerful  current  be 
conducted  through  a  plalinum  anode  into  standard  sulphuric 
acid  (HjSO^),  the  latter  is  decomposed  into  hydrogen-ions 
which  go  to  the  platinum  cathode  while  the  SO*- ions  migrate 
to  the  anode.  As  previously  mentioned ^  the  SO«-ions  cannot 
exist  in  a  free  stale,  neither  can  they  dissolve  platinum  and, 
while  water  is  decomposed,  sulphuric  acid  and  oxygen-gas  are 
again  formed,  the  latter  being  separated  on  the  platinum  anode. 
The  hydrogen  separated  on  the  cathode  is  electro-positive 
towards  the  oxygen  separated  on  the  anode,  the  consequence 
being  that  from  the  hydrogen  of  the  cathode  a  counter-current 
Bows  to  the  oxygen  of  the  anode,  which  is  indicated  when  the 
primary  current  is  interrupted  by  the  needle  of  the  galvano- 
meter, instead  of  merely  returning  to  the  O  point,  deflecting  in 
a  direction  opposite  to  that  of  the  previous  deflection,  and  re- 
turning to  the  O  point  only  after  the  equalization  of  the  charges 
in  the  electrodes. 

The  counter-current  or  polarization-current  appears  also 
when  two  different  metals  dip  in  one  electrolyte.  In  a  VoUa 
cup  cell,  a  zinc  plate  and  a  copper  plate  connected  by  a  metal- 
lic wire  dip  in  dilute  sulphuric  acid.  A  current  flows  from  the 
copper  through  the  wire  to  the  zinc,  and  returns  from  the  zinc 
through  the  acid  to  the  copper,  decomposing  thereby  the  acid 
into  hydrogen  and  SO4.  The  hydrogen  separates  on  the  cop- 
per, the  acid- residue  SO,  on  the  zinc,  and  dissolves  the  latter, 
zinc  sulphate  being  formed.  The  separated  hydrogen  being 
electro- positive  towards  the  separated  acid-residue,  a  current 
in  the  direction  from  the  copper  to  the  zinc  is  generated,  and 
consequently  flows  in  a  direction  opposite  to  that  of  the  main 
current,  which  passes  from  the  zinc  to  the  copper.  The  elec- 
tro-motive force  of  the  main  current  is  thus  decreased  by  the 
magnitude  corresponding  to  the  electro-motive  force  of  this 
counter  current. 

If  a  zinc  chloride  solution  be  clectrolyzed  between  two  plati- 
num electrodes,  zinc  separates  on  the  cathode  while  chlorine 
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appears  on  the  anode.  If  the  current  be  interrupted,  a  galvano- 
??cope  placed  on  the  electrodes  indicates  a  vigorous  counter- 
current  which  turns  from  the  zinc  deposit — hence  the  cathode 
—to  the  anode,  therefore  opposite  to  the  current  at  first  sup- 
plied. This  counter-current  originates  from  the  tendency  of 
the  substances  separated  on  the  electrodes  to  return,  in  conse- 
quence of  the  solution-pressure*  to  the  ion  state,  and  this  ten- 
dency exists  during  the  entire  process  of  the  electrolysis. 

The  farther  the  metals  in  the  series  of  electro-motive  force 
arc  distant  from  each  other*  the  greater  the  electro-motive 
force  which  the  polarization- current  possesses,  as  will  be  more 
particularly  shown  in  the  practical  part  of  this  work. 

Decomposjtioft'pressure.  An  electric  current  can  only  pass 
through  an  electrolyte  and  decompose  it,  when  its  electro- 
motive force  possesses  a  certain  minimiim  magnitude.  The 
characteristic  values  at  which  the  electrolytes  are  perma- 
nently decomposed  are  designated,  according  to  Le  Blanc, 
as  ihw  decomposition^values  ;  the  decomposition-pressure  being 
the  electro-motive  force  required  for  the  separation  of  the 
electric  charge  of  the  ions.  The  decomposition-values  of  solu- 
tions which  separate  metals  vary.  Le  Blanc  found  as  decom- 
position-values of  solutions  which  contained  per  liter  one  com- 
bining weight  of  the  metallic  salts,  for 

Zinc  sulphate,  2.35  volt;    Cadmium  sulphate,  2,03  volt. 

Nickel  sulphate,  2.09  volt;    Cadmium  chioride.  t,?8  volt. 

Nickel  chloride,  1.85  volt;   Coballous  sulphate,  L92  volt. 

Silver  nitrate,  0.70  volt;    Cobaltous  chloride,  1.78  volt. 

The  difTerence  in  the  decomposing  values  of  metallic  salt 
solutions  explains  the  feasibility  of  separating  from  a  solution 
which  contains  diflfcrent  melats,  the  individual  metals,  one  after 
the  other,  free  from  other  admixtures. 

Vihcity  of  ions.  It  has  previously  been  shown  that  no 
polarization-current  is  generated  when  a  cupric  sulphate  solu- 
tion is  for  a  short  time  clectrolyzcd  between  copper- electrodes. 
If,  however,  not  too  strong  a  current  be  for  a  longer  time 
passed   through  the  solution,  a   polarization-current  appears. 


*hc  origin  of  which  must  be  due  to  another  cause  than  the 

formation  of  a  gas  cell,  because  no  gases  are  separated  with 

not  too  strong  a  current.     It  has  been  shown  that  changes  of 

concentration  take  place  in  the  solution,  concentration  becom- 

I       '"g  greater  on   the  cathode  and   less  on   the  anode.     These 

j       changes  in  concentration   hav^e  been  subjected  to  a  thorough 

'      invTSttgation  by  Hittorf,  and  it  was  found  that  the  former  view, 

according  to  which  the  number  of  positive  and  negative  ions 

I  which  migrate  in  opposite  directions  through  an  electrolyte, 
must  be  equal*  was  an  erroneous  one.  The  mobiUty  of  the 
pns  varies,  and  depends  on  their  nature.  If,  for  instance, 
iydrochloric  acid  be  electrolyzed,  the  hydrogen-ion  migrates 
Ibout  five  times  as  rapidly  to  the  cathode  as  the  chlorine-ion 
b  the  anode.  The  kathions  and  anions  of  the  metallic  salts 
act  in  a  similar  manner,  and  consequently  a  greater  concen- 

KLtjon  will  take  place  on  the  cathode  and  a  reduction  in  the 
ntent  of  metal  on  the  anode^  when  the  anions  migrate  more 
slowly  than  the  kathions ;  and  'vice  versat  concentration  will 
increase  on  the  anode  when  the  anions  migrate  more  rapidly 
than  the  kathions. 

The  middle  layer  oi  the  electrolyte  always  remains  un- 
changed and  of  the  same  concentration,  the  changes  in  concen- 
tration being  shown  in  the  layers  of  fluid  surrounding  the 
electrodes,  and  these  differences  in  concentration  also  effect 
the  formation  of  a  current,  which,  according  to  the  nature  of 
the  electrodes  may  flow  in  the  sense  of  the  main  current  or  in. 
that  of  the  counter-current. 

The  quotients  obtained  by  dividing  the  distances,  which  the 
kathions  and  anions  perform  in  the  same  time,  by  the  total  dis- 
tance of  the  road  traveled  by  the  two  ions,  Hittorf  designates 
as  the  transport-values  of  the  respective  ions. 

We  herewith  conclude  the  theoretical  considerations,  and 
will  later  on  have  occasion  to  touch  upon  other  fundamental 
electrolytical  principles  of  less  importance. 
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VOLTAIC   CELLS.  THERMO-PILES,    DVN  A  MO-ELECTRIC 
MACHINES,  ACCUMULATORS. 

The  sources  of  current  which  are  used  for  the  electro- 
deposition  of  metals  are  :  Voltaic  cells,  thermo-piles,  dynanio- 
electric  machines,  and  accumulators. 

A.  Voltaic  Cells* 

It  is  not  within  the  province  of  this  work  to  enter  into  a  de- 
tailed description  of*  all  the  forms  of  voltaic  cells,  because  the 
number  of  such  constructions  is  very  large,  and  the  number  of 
those  which  have  been  successfully  and  permanently  intro- 
duced for  practical  work  is  comparatively  small. 

In  the  iheoretical  part,  we  have  learned  the  origin  of  the 
current  and  the  explanation  of  its  origin  by  the  solution-pres- 
sure of  the  metals  or  the  osmotic  pressure  of  the  solutions,  and 
wc  know  further  that  in  a  voltaic  cell  clumicai  energy  \^  con- 
verted into  electrical  energy.  In  speaking  of  polarization  which 
is  formed  when  two  different  metals  dip  in  one  fluid,  we  have 
seen  that  the  hydrogen  separated  on  the  copper  in  a  Volta  cup 
cell  generates  a  counter-current  which  weakens  the  principal 
current.  This  hydrogen  appearing  on  the  positive  pole  is  the 
cause  of  a  rapid  decrease  in  the  efBciency  of  the  cell,  and  all  cells 
in  which  the  hydrogen  on  the  cathode  is  not  neutralized  by 
suitable  means,  are  called  inconUatU  cells,  while  cells  in  which 
the  hydrogen  is  removed  in  a  physical  way  or  by  chemical 
agents  which  oxidize  it,  are  called  constant  cells. 

(  68  ) 
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The  original  form  of  voltaic  cells,  the  voltaic  pile»  consisting 
of  zinc  and  copper  plates  separated  from  one  another  by  moist 
pieces  of  cloth,  has  already  been  mentioned  on  p.  2,  as  well  as 
its  disadvantages,  which  led  to  the  construction  of  the  so-called 
trough  battery.  The  separate  elements  of  this  battery  are 
square  plates  of  copper  and  zinc,  soldered  together,  and 
parallel,  fixed  into  water-light  grooves  in  the  sides  of  a  wooden 

I  trough  so  as  to  constitute  water-tight  partitions,  which  are  filled 
Urith  acidulated   water.     The  layer  of  w^ater  serves   here   as  a 
lubstitute  for  the  moist  pieces  of  cloth  in  the  voltaic  pile. 
i    In  other  constructions  the  fluid   is  in  different  vessels,  each 
vessel  containing  a  zinc  and  a  copper  plate  which  do  not  touch 
Ine   another,  the  copper  plate  of  the  one  vessel  being  con- 
nected with  the  zinc  plate  of  the  next,  and  so  on. 
In  all  cells  with  one  exciting  fluid,  the  current  is  quite  strong 
first,  but  decreases  rapidly  for  the  reasons  given  above.     On 
c  one  hand,  during  the   interruption  of  the  current  a  change 
kes  place  in  the  fluid   by  the   local  effect  in  the  cell,  and,  on 
e  other,  the  zinc  forms  with  the  impurities  contained  in  it, 
all  voltaic  piles  with  a  closed  circuit,  in  consequence  of  which 
e  cell  performs  a  certain  chemical  work  even  when  the  current 
is  interrupted.     The  local  action  can  be  reduced  to  a  minimum 
■by  amalgamating  the  zinc.     Such  amalgamation  is  also  a  pro- 
^^eclion  against  the  above-mentioned  chemical  work  of  the  cell, 
the  hydrogen   bubbles  adhering  so   firmly  during  the  intcrrup- 
n  of  the  current  to  the  amalgamated  homogeneous  surface 
Is  to  form  a  layer  of  gas  around  the  zinc  surface  by  which  its 
^jontact  with  the  fluid  is  prevented. 

^H  Amalgamation  may  be  effected  in  various  ways.  The  zinc  is 
either  scoured  with  coarse  sand  moistened  with  dilute  sulphuric 
^^r  hydrochloric  acid,  or  pickled  in  a  vessel  containing  either  of 
^Bie  dilute  acids.  The  mercury  may  be  either  mixed  with  moist 
^Blnd  and  a  lew  drops  of  dilute  sulphuric  acid,  and  the  zinc  be 
amalgamated  by  applying  the  mixture  by  means  of  a  wisp  of 
traw  or  a  piece  of  cloth;  or  the  mercury  may  be  applied  by 
elf  by  means  of  a  steel  wire  brush,  the  brush  being  dipped  in 
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the  mercury,  and  what  adheres  is  quickly  distributed  upon  the 
zinc  by  brushing  until  the  entire  surface  acquires  a  mirror-like 
appearance.  The  most  convenient  mode  of  amalgamation  is 
to  dip  the  zinc  in  a  suitable  solution  of  mercury  salt  and  rub 
with  a  woolen  rag.  A  suitable  solution  is  prepared  by  dissolv- 
ing 10  parts  by  weight  of  mercurous  nitrate  in  lOO  parts  of 
warm  water,  to  which  pure  nitric  acid  is  added  until  the  milky 
turbidity  disappears.  Another  solution,  which  is  also  highly 
recommended,  is  obtained  by  dissolving  lo  parts  by  weight  of 
mercuric  chloride  (corrosive  sublimate)  in  12  parts  of  hydro- 
chloric acid  and  lOO  of  water,  or  by  dissolving  10  parts  by 
weight  of  potassium  mercuric  cyanide  and  2  parts  potassium 
cyanide  in  lOO  parts  of  water.  In  order  to  preserve  as  much 
as  possible  the  coating  of  mercury  upon  the  zinc,  sulphuric 
acid  saturated  with  neutral  mercuric  sulphate  is  used  for  the 
cells.  For  this  purpose  frequently  shake  the  concentrated 
sulphuric  acid  (before  diluting  with  water)  with  the  mercury 
salt.  As  much  mercuric  sulphate  or  mercuric  chloride  as  will 
lie  upon  the  point  of  a  knife  may  also  be  added  in  the  cells  to 
the  zinc. 

Instead  of  the  addition  of  mercuric  sulphate,  Bouant  recom- 
mends to  compound  the  dilute  sulphuric  acid  with  2  per  cent 
of  a  solution  obtained  as  follows:  Boil  a  solution  of  3»<j  ozs.  of 
nitrate  of  mercury  in  i  quart  of  water,  together  vi-itli  an  excess 
of  a  mixture  of  equal  parts  of  mercuric  sulphate  and  mercuric 
chloride,  and,  after  coolings  61ter  and  use  the  clear  solution. 

Smee  cell.  Proceeding  from  the  conviction  that  rough  surfaces 
allow  the  bubbles  of  hydrogen  to  pass  otT  much  more  freely  thao 
smooth  surfaces,  Smee  constructed  the  cell  named  after  him.  It 
consists  of  a  zinc  plate  and  a  platinized  silver  plate  dipping  into 
dilute  acid.  It  may  be  formed  of  two  zinc  plates  mounted  with 
the  platinized  silver  between  them  in  a  wooden  frame,  which 
being  a  very  feeble  conductor  may  cany  away  a  minute  fracltoii 
of  the  current,  but  serves  to  hold  the  metals  in  ji      '  'hat 

quite  a  thin  sheet  of  silver  may  be  employed  witi  1  its 

bending  out  of  shape  and  making  a  short  circuit.     Tlie  plattnU* 
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ing  is  effected  by  sttspeoding  the  silver  plates  in  a  vessel  filled 
witii  addolated  water,  adding  some  chloride  of  platinum,  and 
pladDf  the  vessel  in  a  porous  clay  cell  filled  with  acidulated 
water  and  cotitammg  a  piece  of  zinc,  the  latter  being  connected 
with  the  sitver  plates  by  copper  wire.  The  platinum  coating 
obtamed  m  tbts  manner  is  a  black  powder  which  roughens  the 
surfaces,  m  cooscqnence  of  which  the  bubbles  oi  hydrogen 
betooc  readSf  detached,  and  polarization  is  less  than  with 
silver  plates  not  platinized.  The  use  of  electrolytically-pre- 
pared  copper  plates,  which  are  first  strongly  silvered  and  then 
platimMd.  h  sdU  more  advantageous  on  account  of  their 
greater  roogbness.  To  increase  the  constancy  of  the  cell,  it  is 
advisable  to  add  some  chloride  of  platinum  to  the  dilute  acid 
of  the  clemcat. 

The  Smee  cell  is  still  frequently  used  in  England  and  in  the 

United  Slates,  especially  in  processes  for  which  at  first  a  higher 

cuffcnt-streogth    is   required,   whilst   later  one  of   less   inten- 

ity  suffices,  or  ts  even  necessary,  as,  for  instance,  in  silvering. 

electro-motfve  force  is  about  0.4S  volt.    « 

As  pfcviously  mentioned,  polarization  can 

eotirdy  avoided  only  by  allowing   the 

cctro- negative  pole-plate  to  dtp  in  a  fluid 

hich,  by  combustion,  reduces  the  hydro* 

:cn  e\olved  to  water,  or,  in  other  words, 

hich  immediately  oxidizes  the  hydrogen 

water.     From  this  conviction  originated 

e  so-caJled  ccttstamt  cells  with  two  fiuids, 

e  first  of  these  cells  being,  in  1829,  con* 

cted  by  Becquerel,  which,  in  1836,  was 

succeeded  by  the  more  effective  one  of  Daniell. 

Dantfll  cell.     In  its  most  usual  form  Daniell's  cell  (Fig.  8) 

consists  ol  a  glass  vessel,  a  copper  cylinder,  a  porous  clay  cup 
nd  a  zinc  rod  suspended  in  the  latter.  The  glass  vessel  is  filled 
ith  concentrated  blue  vitriol  solution,  a  small  piece  oi  blue 
itriol   being   added,  and   the    porous   clay   cup   with    dilute 

sulphuric  acid.     The  acid  residue  SO4  migrates  to  the  clectro- 


Ftcx. 


72 


ELECTRO-DEPOSITION   OF   METALS. 


Fig.  9. 


positive  zinc,  and  there  forms  zinc  sulphate^  while  the  hydrogen, 
which  separates  on  the  electro- negative  copper,  reduces  from 
the  blue  vitriol  solution  an  equivalent  quantity  of  copper,  which 
is  deposited  upon  the  electro-negative  plate  according  to  the 

following  equation : 

CuSO,     +     2H     =     Cu     H-     H,SO. 

Cupric  sulphate.       Hydrogen.     Copper.         Sulphuric  add. 

Thus  the  hydrogen  is  removed  by  its  combining  with  the 
acid-residue  SO4  to  sulphuric  acid.  A  drawback  of  the  Daniell 
cell  is  that  the  blue  vitriol  sokition  dtfifuses  into  the  porous 
cup,  where  it  is  decomposed  by  the  zinc  on  coming  in  contact 
with  it,  and  the  copper  is  separated  upon  the  zinc,  the  cflFiciency 
being  thus  destroyed ^  or  at  least  very  much  weakened.  The 
electro-motive  force  of  the  Daniell  cell  is  quite  exactly  1,1  volt. 
Meidinger  cell.  This  may  be  considered  a  modified  Daniell 
cell.  Like  the  Callaud  cell,  it  has  no  por- 
ous partition,  the  mixture  of  the  two  fluids 
being  retarded  by  their  diiTcrent  specific 
gravities.  The  shape  of  the  Meidinger 
cell,  as  most  generally  used,  is  shown  in 
Fig.  9. 

Upon  the  bottom  of  a  glass  vessel.  A, 
provided  at  b  with  a  shoulder^  stands  a 
small  glass  cylinder,  A',  which  contains  the 
electro-negative  copper  cylinder  D:  from 
the  latter  a  conducting  wire  leads  to  the 
exterior.  Upon  the  shoulder,  at  b^  rests 
the  zinc  cylinder  if,  which  is  also  provided 
with  a  conducting  wire  leading  to  the  ex- 
terior. The  balloon  C  closes  the  vessel 
by  being  placed  upon  it.  The  balloon  is  filled  with  pieces  of 
blue  vitriol  and  Epsom  salt  solution*  The  entire  cell  is  also 
filled  with  Epsom  salt  solution  (  i  part  Epsom  salt  to  5  water.) 
In  the  balloon  ^concentrated  solution  of  blue  vitriol  is  formed 
which  flows  into  the  glass  clyinder  A'.     If  the  battery  is  not 
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closed,  the  concentrated  copper  solution  remains  quietly  stand- 
ing in  A",  its  greater  specific  gravity  preventing  it  from  rising 
higher  and  reaching  the  zinc.  If,  however,  the  current  be 
closed,  zinc  is  dissolved,  while  metallic  copper  is  separated 
from  the  blue  vitriol  solution,  and  concentrated  solution  flows 
from  the  balloon  C  to  the  same  extent  as  the  blue  vitriol  solu- 
tion in  D  becomes  dilute  by  the  separation  of  copper.  Hence 
the  action  of  the  cell  remains  constant  for  quite  a  long  time, 
and  of  all  the  modified  forms  of  Daniell's  cell  consumes  the 
least  blue  vitriol  for  a  determined  quantity  of  current.  How- 
ever, in  consequence  of  its  great  internal  resistance  (3  to  5 
ohms,  according  to  its  size)  its  current-strength  is  small.  The 
electro-motive  force  of  the  Meidinger  cell  is  0.95  volt. 

Grove  cclL  Grove,  in  1839^  substituted  platinum  for  copper. 
The  platinum  dips  in  concentrated  nitric  acid,  while  the  zinc 
cylinder  stands  in  dilute  sulphuric  acid.  The  hydrogen  liber- 
ated on  the  platinum  is  oxidised  to  water  by  the  nitric  acid, 
hyponitrous  acid  escaping  in  the  form  of  gas.  The  electro- 
motive force  of  the  Grove  cell  is  at  first  double  that  of  the 
Daniell  cell,  but  it  soon  abates  on  account  of  the  dilution  of  the 
nitric  acid  by  water.  To  prevent  this  weakening,  concentrated 
sulphuric  acid,  which  absorbs  the  water  formed  by  the  oxida- 
tion of  the  hydrogen,  may  be  added  to  the  nitric  acid.  Though 
the  resistance  of  the  Grove  cell  is  small  (0.5  ohm),  and  its 
electro-motive  force  1.70  to  1.90  volts,  according  to  the  con- 
centration of  the  solutions,  it  is  but  seldom  used  on  account  of 
its  costliness. 

Burtsen  cclL  Hunsen,  in  1841,  replaced  the  expensive  plati- 
num by  prisms  cut  from  gas-carbon,  which  is  still  less  electro- 
negative than  platinum,  and  very  hard  and  solid,  so  that  it  per- 
fectly resists  the  action  of  the  nitric  acid.  In  place  of  the 
gas-carbon  an  artificial  carbon  may  be  prepared  by  kneading 
a  mixture  of  pulverized  coal  and  coke  with  sugar  solution  or 
syrup,  bringing  the  mass  under  pressure  into  suitable  iron 
moulds  and  heating  it  red-hot,  the  air  being  excluded.  After 
cooling  the  carbon  is  again  saturated  with  sugar  solution  (others 
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use  lar,  or  a  mixture  of  tar  and  glycerine)  and  again  heated, 
the  air  being  excluded.  These  operations  are,  if  necessary, 
repeated  once  more,  especially  when  great  demands  are  made 
on  the  electro-motive  force  and  solidity  of  the  artificial  carbons. 
In  the  Hunsen  cell  the  zinc  electrode  dips  in  dilute  sulphuric 
acitl  and  the  carbon  in  concentrated  nitric  acid.  Independent 
of  the  fact  that  by  reason  of  its  rough  surface,  the  carbon  has 
by  itseU  the  tendency  to  repel  the  hydrogen-bubbles  and  thus 
actn  to  a  certain  degree  as  a  depolarizer,  depolarization,  i,  e., 
the  removal  of  the  hydrogen-bubbles  which  produce  polariza- 
tion, in  mo»t  effectively  assisted  by  the  nitric  acid,  the  hydrogen 
being  oxidi/ed  to  water  according  to  the  following  equation, 
while  the  nitric  acid  is  reduced  to  nitric  oxide  \ 


+ 


2NO 

Nitric  oxide. 


-f 


4H,0 
Watcn 


6H 
HydTogen* 

The  |)roceiise»  which  take  place  in  the  Bunsen  cell  are  as 
kllow*  :  From  the  positive  carbon  a  current  passes  through  the 
\i\x^  to  the  line  and  returns  from  the  latter  through  the  dilute 
ttulphuric  acid  to  the  carbon.  The  sulphuric  acid  (H.SO,) 
it  Ihrreby  decon^jjoscd  to  hydrogen  and  sulphuric  acid  residue 
SO.  the  hydro4»cn  migrating  to  the  carbon  and  is  oxidized  to 
.^  *u  k  by  tbc  nilric  acid,  while  the  sulphuric  acid  residue  mi- 
UMlVA  to  the  t\\\c  and  combines  with  it  to  zinc  sulphate  (ZnSOj 
^'i  HUmtiAt^l  by  the  following  scheme: 


Carbon 


{^  )c 


^  ^\^  (/luv  •tt1i»H«le>  aW  NO,  (Nitric  ac;d)  H,  (HydroRcn; 


MiUogcn  tetroxid( 
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To  prevent  the  two  fluids  from  mixing,  the  use  of  a  porous 
Ipartition  is  required,  the  same  as  in  Danieirs  cell. 

Figs.  lO,  II  and  12  show  three  forms  of  Bunscn's  cell  gen- 
ferally  used. 

Fig.  II  is  the  most  convenient  and  practical  form.  It  con- 
'sists  of  an  outer  vessel  of  glass  or  earthenware.  In  this  is 
placed  a  cylinder  of  zinc  in  which  stands  a  porous  clay  cup, 
and  in  the  latter  the  prism  of  gas-carbon.  This  substance  is 
the  graphite  of  the  gas  retorts.  It  is  not  coke.  It  is  easily 
procurable  in  lump  at  a  small  price,  but  costs  much  more  when 
cut  into  plates,  as,  when  the  material  is  good,  it  is  exceedingly 
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difficult  to  work.  It  is  generally  cut  with  a  thin  strip  of  iron 
and  watered  silver-sand.  Blocks  for  Bunsen  cells  cost  less  be- 
cause they  are  more  easily  produced.  Rods  for,  Bunsen  cells 
should  be  a  few  inches  longer  than  the  pots  to  protect  the  top 
from  contact  with  the  acid.  A  good  carbon  is  of  a  clear  gray 
appearance,  has  a  finely  granulated  surface,  and  is  very  hard. 
A  band  of  copper  is  soldered  or  secured  by  means  of  a  binding- 
^screw  to  the  zinc  cylinder,  while  the  prism  of  gas  carbon  carries 
the  binding- screw  (armature),  as  seen  in  Fig.  10  in  the  upper 
part  of  which  a  copper  sheet  or  wire  is  fixed  for  the  transmis- 
sion of  the  current.  The  other  vessel  is  filled  with  dilute  sul- 
phuric acid  ( I  part  by  weight  of  sulphuric  acid  of  66°  BC\ — 
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free  from  arsenic — and  15  parts  by  weight  of  water),  and  the 
porous  cup  with  concentrated  nitric  actd  of  at  least  36°  B/*,,  or 
still  better  40^  B6.,  care  being  had  that  both  fluids  have  the 
same  level. 

In  Fig.  1 1  the  cylinder  of  artificial  carbon  is  in  the  glass 
vessel,  while  the  zinc,  which,  in  order  to  increase  its  surface, 
has  a  star-shaped  cross-section,  is  placed  in  the  porous  clay  cup. 
In  this  case  the  outer  vessel  is  filled  with  concentrated  nitric 
acid,  and  the  clay  cell  with  dilute  sulphuric  acid. 

The  form  of  the  Bunsen  cell  shown  in  Fig.  10  is  more  ad- 
vantageous, because  its  effective  zinc  surface  can  be  kept  larger. 

Fig.  12  shows  a  plate  cell  such  as  is  chiefly  used  for  plunge 
batteries. 

Fig.  13  shows  an  itnpfoved  Bunsen  cell  of  great  power  for 
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nickel  and  electro- plalinjj,  electro-motors,  etc.  It  has  an  elec^ 
tro-motive  force  of  1.8  vohs.  When  the  absence  of  power  pre- 
vents the  use  of  a  dynamo,  a  batter>'  of  these  cells  ts  very  $ai^ 
able  for  nickel  plating.  It  is  an  easy  battery  to  set  up  and 
keep  in  working  order.  The  batteries  arc  set  up  by  Mfeil 
amalgamating,  inside  and  outside,  the  zinc,  and  placing  it  ]n 
the  jar.     Inside  the  zinc,  place  the  porous  cnp^  and  withui  the 
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porous  cup  the  carbon^  and  then  pour  nitric  acid  in  the  porous 
cup.  In  the  outer  jar  pour  a  mixture  of  I  part  sulphuric  acid 
to  12  of  water  (previously  mixed  and  allowed  to  cool).*  This 
acid  mixture  should  cover  the  zinc  or  be  on  a  level  with  the 
liquid  in  the  porous  cup.  When  the  liquid  in  the  outer  jar 
becomes  milky,  withdraw  it  with  a  syringe  or  siphon,  and  refill, 
adding  occasionally  small  quantities  of  nitric  acid  to  the  porous 
cup,  and  keeping  the  zinc  thoroughly  amalgamated  by  one  of 
the  methods  given  on  page  69.  A  very  good  plan  of  amal- 
gamating zinc  is  as  follows :  Dip  in  lye  to  remove  grease, 
rinse,  next  dip  in  the  dilute  acid  m  the  glass  jar,  and  then  brush 
over  with  about  2  ozs.  of  mercury  contained  in  a  little  flannel 
bag. 

EUctropoion  may  be  substituted  for  the  nitric  acid  in  the  por- 
ous cup.  This  battery  liquid  consists  of  i  Ih,  of  bichromate  of 
potash  dissolved  in  10  lbs.  of  water,  to  which  zyi  lbs.  of  com- 
mercial sulphuric  acid  have  been  gradually  added. 

The  Bunsen  cells  arc  much  used  for  electro-deposition,  since 
they  possess  a  high  electro- motivc«force  ( 1.88  volis),  and,  on 
account  of  slight  resistance  (05  to  0.25  ohm,  according  to 
their  size),  develop  considerable  current-strength.  Like  the 
Grove  cells,  they  have  the  inconvenience  of  evolving  vapors  of 
nitrogen  tetroxide,  which  arc  not  only  injurious  to  health,  but 
also  attack  the  metallic* articles  in  the  workshop,  Wherever 
possible  they  should  be  placed  in  a  box  at  such  a  height  that 
they  may  be  readily  manipulated.  This  box  should  have 
means  of  ventilation  in  such  a  way  that  the  air  coming  in  at 
the  lower  part  will  escape  at  the  top  through  a  flue,  and  carry 
away  with  it  the  acid  fumes  disengaged.  It-is  stitl  better  to 
keep  the  cells  in  a  room  se|;arate  from  that  where  the  baths 
and  metals  are  located.  Furihermore,  as  the  nitric  acid  be- 
comes diluted  by  the  oxidation  of  ihe  hydrogen,  and  the  sul- 
phuric acid  is  consumed  in  the  formation  of  sulphate  of  zinc, 
the  acids  have  to  be  frequently  renewed. 

*  The  iii1i>hiiric  acid  should  be  poured  into  the  wster;  not  the  wtter  into  the  add* 
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To  get  ricf  of  the  acid  vapors,  as  well  as  to  render  the  cells 
more  constant,  A  Dupro  has  proposed  the  use  of  a  30  per  cent 
solution  of  bisulphate  of  potash  in  water,  in  place  of  the  dilute 
sulphuric  acid,  and  a  mixture  of  water  600  parts,  concentrated 
sulphuric  acid  400,  sodium  nitrate  500,  and  bichromate  of 
potash  60,  in  place  of  the  nitric  acid. 

The  following  method  can  be  recommended:  The  outer 
vessel  which  contains  the  zinc  cylinder  is  filled  with  a  mode- 
rately concentrated  (about  30  per  cent.)  solution  of  bisulphate 
of  potash  or  soda,  and  the  clay  cup  with  solution  of  chromic 
acid — I  part  chromic  acid  to  5  parts  water.  As  soon  as  the 
electro- motive  force  of  the  cell  abates,  it  is  strengthened  by 
the  addition  of  a  few  spoonfuls  of  pulverized  chromic  acid  to 
the  chromic  acid  solution.  It  is  preferable  to  use  the  chromic 
acid  in  the  form  of  a  powder  especially  prepared  for  this  pur* 
pose  than  a  chromic  acid  solution  produced  by  mixing  potas- 
sium dichromate  solution  with  sulphuric  acid,  such  a  solution 
having  a  great  tendency  to  form  crystals  which  exerts  a  dis- 
turbing efTect.  Solution  of  sodium  dichromate  compounded 
wilh  sulphuric  acid  docs  not  show  this  drawback. 

The  efficiency  of  the  chromic  acid  solution  rapidly  abates  in 
a  comparatively  short  time,  the  electro-motive  force  of  tlic  cell 
decreasing  in  a  few  hours  and  chromic  acid  has  frequently  to 
be  added,  or  the  cell  eventually  refilled. 

Dr.  Langbein  has  succeeded  in  preparing  a  soluble  chrcmtium 
combination  which  depolarizes  rapidly  and  for  a  longer  time 
maintains  the  efficiency  of  the  cell  constant.  With  a  single 
filling  of  this  solution,  the  battery  has  been  kept  working  for  six 
days,  from  morning  to  evening,  without  refilling  being  required. 
During  the  night  the  battery  remained  filled,  but  inactive.  The 
solution  is  obtained  by  treating  Langbein's  chromic  iron  pow- 
der with  concentrated  sulphuric  acid  and  carefully  diluting  wtth 
water. 

The  electro- motive  force  ol  a  cell  filled  with  this  solution  is 
1.8  volts.  Considering  the  lasting  quality  and  great  constanc)% 
and  consequent  cheapness,  as  well  as  freedom  from  odor  of 
this  solutitin    it  would  appear  to  be  the  mtwf  '^itit.-tblc 
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If  nitric  acid   is  used   for   filling  the  cells  it  is  advisable  in 
order  to  decrease  the  vapors,  to  cover  the  acid  with  a  layer  of 
l^oil  ^  to  %  inch  deep. 

H  The  binding-screws  which  effect  the  metallic  contacts  niust 
^Mf  course  be  frequently  inspected  and  cleaned,  the  latter  being 
^best  done  by  means  of  a  file  or  emery  paper.  It  is  advisable  to 
place  a  piece  of  platinum  sheet  between  the  binding  surface  of 
the  carbon  armature  and  the  carbon,  in  order  to  prevent  the 
acid,  rising  through  the  capillarity  of  the  carbon*  from  acting 
directly  upon  the  armature  (generally  brass  or  copper).  To 
prevent  the  acid  from  rising;  the  upper  portions  of  the  carbons 
may  be  impregnated  with  paraffine.  For  this  purpose  the  car- 
bons are  placed  3_j^  to  I  mch  deep  in  melted  paraflfine  and 
allowed  to  remain  lo  minutes,  On  the  sides  where  the  arma- 
ture comes  in  contact  with  the  carbon,  an  excess  of  paraffine 
is  removed  by  scraping  with  a  knife-blade  or  rasp. 

TreatnuHt  t*/  Btfftscn  iiiis.  Before  use  the  zincs  should  be 
carefully  amalgamated  according  to  one  of  the  methods  given 
on  page  69.     The  nitric  acid  need  not  be  pure,  the  crude  com- 

Imercial  article  answering  very  well,  but  it  should  be  as  conccn- 
bated  as  possible  and  show  at  least  30^  B^.  Carbons  of  hard 
letort-carbon  are  to  be  preferred,  although  those  cut  from 
larbon  produced  in  gas-liouse§,  gasifying  coal  without  an 
addition  of  lignite,  may  also  be  used.  Artificial  carbon,  if 
employed,  should  be  examined  as  to  its  suitability,  the  non* 
success  of  the  plating  process  being  frequently  attributed  to  the 
composition  of  the  bath,  when  in  fact  it  is  due  tu  the  defective 
carbons  of  the  cells.  In  order  to  avoid  an  unnecessary  con- 
sumption of  zinc  and  acid,  the  cells  are  taken  apart  when  not 
in  use,  for  instance,  over  night.  Detach  the  brass  armature 
of  the  carbon  and  lay  it  in  water  to  which  some  chalk  has 
been  added.  Lift  the  carbon  from  the  clay  cylinder  and  place 
it  in  a  porcelain  dish  or  earthenware  pot;  empty  the  nitric  acid 
^_of  the  clay  cup  into  a  bottle  provided  with  a  glass  stopper; 
Iplace  the  clay  cup  in  a  vessel  of  water,  and  finally  take  the 
Einc   from   the  dilute   sulphuric   acid   and    place   it   upon   two 
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iticks  oC  wood  laid  across  the  glass  vessel  to  drain  off.  In  put- 
rtng  the  cell  together  the  reverse  order  is  followed,  the  zinc 
beinis  first  placed  in  the  glass  vessel  and  then  the  carbon  in  the 
porous  clay  cup.  The  latter  is  then  filled  about  lhree*quarters 
full  with  U!vcd  nitric  acid,  and  fresh  acid  is  added  until  the  fluid 
in  the  clay  cup  stands  at  a  level  with  that  in  the  outer  vessel 
The  cleansed  brass  armature  is  then  screwed  upon  the  carbon 
l''inall>',  mUI  to  the  dilute  sulphuric  acid  in  the  outer  vessel  a 
tmall  quantity  of  concentrated  sulphuric  acid  saturated  with 
mercury  !*alt. 

It  la  advisable  to  have  at  least  a  duplicate  set  of  porous  clay 
cupH,  and,  in  putting  the  cells  together,  to  use  only  cups  which 
h^vc  been  thoroughly  soaked  in  water.  The  reason  for  this 
i»  OH  follows :  The  nitric  acid  fills  the  pores  of  the  cup,  and, 
finally  reaching  the  2inc  of  the  outer  vessel,  causes  strong  local 
•clion  and  a  correspondingly  rapid  destruction  of  the  zinc.  It 
iH,  therefore,  best  to  change  the  clay  cups  every  day,  allowing 
lho»e  which  have  been  in  use  to  lie  in  water  the  next  day  with 
frequent  renewal  of  the  water.  For  the  same  reason  the  nitric 
iiciti  in  tin*  clay  cup  should  not  be  at  a  higher  level  than  the 
sulphuric  acid  in  the  outer  vessel. 

W'ltcn  the  Bunsen  cells  are  in  steady  use  from  morning 
till  ni^jht,  the  acids  will  have  tp  be  entirely  renewed  every  third 
or  fourth  day.  The  solution  of  sulphate  of  zinc  in  the  outer 
vessel,  being  of  no  value,  is  thrown  away,  while  the  acid  of  the 
clav  cclU  may  be  mixed  with  an  equal  volume  of  concentrated 
sulphut  ic  acid,  and  this  mixture  can  be  used  as  a  preliminary 
picklo  for  brass  and  other  copper  alloys. 

I  he  Leciafuht  cell  (zinc  and  carbon  in  sal  ammoniac  solu- 
\\m\  wiih  miingancsc  peroxide  as  a  depolarizer)  need  not  be 
fiirthrr  dcncribcd,  it  not  being  adapted  for  regular  u«c  in  electro- 
plating* It  is  in  very  general  use  for  electric  bells,  its  great 
recommendation  being  that,  when  once  charged,  it  retains  its 
power  wtthnut  attention  for  a  long  time. 

Cupric  oxide  cdL  Lallande  and  Chaperon  have  introduced 
a  cupric  oxide  cell  shown  in  Fig.  14  which  possesses  certain 
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advantages.  It  consists  of  the  outer  vessel  G,  of  cast-iron  or 
copper,  which  forms  the  negative  pole-surface,  and  to  which  the 
wire  leading  to  the  anodes  is  attached*  and  a  strip  of  zinc,  Z, 
coiled  in  the  form  of  a  spiral,  which  is  suspended  from  ao 
ebonite  cover  carrying  a  terminal  connected  with  the  zinc.  The 
hermetica!  closing  of  the  vessel  G  by  the  ebonite  cover  is 
effected  by  means  of  three  screws  and  an  intermediate  rubber 
plate.  Upon  the  bottom  of  the  vessel  G  is  placed  a  3  to  4  inch 
deep  layer  of  cupric  oxide,  C7,  and  the  vessel  is  filled  with  a 
solution  of  50  parts  of  caustic  potash  in  100  of  water.     When 
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c  ceil  is  closed,  decomposition  of  water  takes  place,  the  oxy- 
gen which  appears  on  the  zmc  forming  with  the  latter  zinc 
oxide,  which  readily  dissolves  in  the  caustic  potash  solution, 
while  the  hydrogen  is  oxidized,  and  cupric  oxide  at  the  same 
e  reduced  to  copper.  When  the  cell  is  open,  i.  e,,  the 
circuit  not  closed,  neither  the  zinc  nor  the  cupric  oxide  is 
attacked,  and  hence  no  local  action  nor  any  consumption  of 
material  takes  place.  The  electro-motive  force  of  this  cell 
is  0.98  volt,  and  its  internal  resistance  very  low.  It  is  remark- 
6 
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My  constant,  and  is  well  adapted  for  electro-plating  purpose- 
by  Msin^  two  of  them  for  one  Bunsen  cell.  The  following 
rules  have  to  be  observed  in  its  use :  It  is  absolutely  necessar) 
that  the  ebonite  cover  sh'ould  hermetically  close  the  vessel  G 
,\s  otherwi^ie  the  caustic  potash  solution  would  absorb  carbonic 
m'\k\  Uo\\\  the  air,  whereby  carbonate  of  potash  would  b< 
Kunu'd,  which  would  weaken  the  exciting  action  of  the  solu- 
lii»n.  I'lirther,  the  vessels  G  which  form  one  of  the  poles  musi 
he  insulated  one  from  the  other  as  well  as  from  the  ground,  a« 
\»therwisc  a  loss  of  current  or  defective  working  would  be  the 
K  onsiquence. 

The  regeneration  of  the  cuprous  oxide  or  metallic  coppei 
loimeil  by  reduction  from  the  cupric  oxide  to  cuprous  oxide 
lenuiies  it  to  be  subjected  to  calcination  in  a  special  furnace 
The  expensr  connected  with  this  operation  is,  however,  aboul 
I  he  Hiuue  as  that  of  procuring  a  fresh  supply  of  cupric  oxide 
l.JKuule  himself,  as  well  as  Edison,  endeavored  to  bring  the 
pulverulent  cupric  oxide  into  compact  plates,  but  the  regenera- 
tion i»l  ihese  plates  was  still  more  troublesome.  By  treatment 
wUh  vanous  chemical  agents,  Dr.  Bottcher,  of  Leipsic,  has  suc- 
UTilril  \\\  producing  porous  plates  of  cupric  oxide  which,  after 
lub  .ttiuint  reduction  by  absorption  of  oxygen  from  the  air, 
»  an  Im-  ie*ulily  re-oxidized  to  cupric  oxide,  but  as  far  as  wc 
Know  nl,  t  I'lls  with  these  plates  have  not  been  introduced  into 
I  nnun*  1 1 1*. 

(  ///•/('//  m7/.  The  cell  brought  into  commerce  under  thi^ 
nanu  hy  lUuhreit  &  Matthes  is  a  modification  of  the  Lallandc 
and  (IhipiTon  tell,  it  being  furnished  with  a  cuprous  oxide 
pliitr  A  Mpiare  glass  vessel  or  vat,  furnished  with  a  hard 
iiil.litM  cover,  contains  two  zinc  platrs  anci  between  them  the 
porous  enproiis  oxide  plate.  The  <^lass  vessel  is  filled  with  2C 
per  eent.  eaustic  sotia  solution,  and  the  current  is  delivered  by 
nuans  o(  two  binding  screws  on  the  outside  of  the  cover.  The 
zinc  tlissolves,  zinc-oxide-soda  being  formed  according  to  the 
l«>llosving  scheme,  while  the  cuprous  oxide  is  reduced  to  copper: 
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Cuprous  oxide 


Zinc  hydroxide  Soda  lye 

Zpi{  ONa)^ 
Zinc  oxide  scxla. 

The  reduced  positive  pole  plates  are  regenerated  by  rinsing 
in  water  and  keeping  them  in  a  warm  place  for  20  to  24  hours, 
it  being  only  necessary  to  replace  the  caustic  soda  solution 
which  has  become  saturated  with  zinc  oxidt.  The  electro- 
motive force  of  the  cell  is  0.8  volt;  the  standard  current- 
strength,  according  to  the  size  of  the  cells,  i,  2,  4,  and  8  am- 
peres. Like  the  Lallande  and  Chaperon  cell,  this  cell  works 
without  giving  off  any  odor  and  the  remarks  regarding  hermeti- 
<^al  closing  of  the  former  also  apply  to  the  latter.  An  addition 
0^  sodium  hyposulphite  to  the  caustic  soda  solution  is  recom- 
mended as  being  productive  of  uniform  wear  and  greater 
durability  of  the  zinc  plates. 

According  to  Jordis'  investigations  *  the  use  of  potash  lye 
with  15  per  cent,  potassium  hydrate  is  more  advantageous,  as 
well  to  heat  the  plates  for  the  purpose  of  regeneration  to  302°  F. 
The  elements  of  Marie,  Davy,  Naudet,  Duchemin,  Sturgeon, 
Trouville,  and  others,  being  of  little  practical  value  may  be 
passed  over. 

Plunge  batteries.  For  constructive  reasons  only  one  fluid  is 
used  into  which  the  zinc  plates  as  well  as  the  carbon  plates 
dip,  a  solution  of  chromic  acid  prepared  by  dissolving  10  parts 
of  potassium  dichromatc,  or  better  sodium  dichromate,  and  Vo 
part  of  mercuric  sulphate  in  100  parts  of  water,  and  adding  38 
parts  of  pure  concentrated  sulphuric  acid,  being  employed. 

Fig.  15  shows  a  plunge  battery  as  constructed  by  Fein. 
The  wooden  box  M  contains  in  two  rows  six  vessels  into  which 

♦  Zeitschrift  fiir  Elektrocheniie,  vii,  469. 
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dip  the  zinc  and  carbon  plates.  The  latter  arc  secured  to 
wooden  cross-pieces  furnished  with  handles,  and  may  be  main- 
tained at  any  height  desired  by  the  notches  t  in  the  standard 
G.  According  to  the  current-strength  required,  the  plates  arc 
allowed  to  dip  in  more  or  less  deeply. 

Fic  15. 


Fig,  16  shows  a  plunge  battery  as  constructed  by  Reiser  & 
Schmidt. 

In  using  the  above-mentioned  chromic  acid  solution  origin- 
ally recommended  by  Bunsen,  the  cells  first  develop  a  S'cry 
strong  current,  which,  however,  in  a  comparatively  short  time 
becomes  weaker  and  weaker.  The  current-strength  can  ht  itt* 
creased  by  adding  at  intervals  a  few  spoonJuh  of  pulverized 
chromic  acid  to  the  chromic  acid  solution,  which,  however, 
finally  remains  without  effect,  when  the  battery  has  to  be  freshly 
filled.  Hence  these  batteries  are  not  suitable  for  cIcclrcK 
plating  operations  requiring  a  constant  curr< nf  U 
but  they  may  be  employed  for  temporary  us 
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For  temporary  use,  for  instance  by  gold -workers  and  others, 
foT  gilding  or  silvering  small  articles,  the  bottle- form  of  the 
bichromate  cell  (Fig.  17)  may  be  advantageously  employed. 
In  the  bottle  A  two  long  strips  of  carbon  united  above 
by  a  metallic  connection  are  fastened,  parallel  to  one  another, 
to  a  vulcanite  stopper,  and  are  there  connected  with  the  bind- 
ing-screw ;  these  form  the  negative  clement,  and  pass  to  the 
bottom  of  the  bottle.     Between  them  is  a  short,  thick  strip  of 
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zinc  attached  to  a  brass  rod  passing  stiffly  through  the  center 
of  the  vulcanite  cork,  and  connected  with  the  binding-screw. 
The  zinc  is  entirely  insulated  from  the  carbon  by  the  vulcanite, 
and  may  be  drawn  out  of  the  solution  by  means  of  the  brass 
rod  as  soon  as  the  ser\'ices  of  the  cell  arc  no  longer  required. 

If  plunge  batteries  are  to  be  used  (or  constant  work  in  electro- 
plating, it  is  preferable  to  use  batteries  with  two  acids,  namely, 
dilute  sulphuric  acid  and  concentrated  nitric  acid»  or  chromic 
acid. 

In  Stoehrer's  construction  (Fig.  18)  the  porous  clay  cup  is 
omitted,  the  massive  carbon  cylinders  A',  K,  etc.,  being  each 
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provided  with  a  cavity  reaching  almost  to  the  bottom,  which  i 
filled  with  sand  and  nitric  acid.     The  contact  of  the  carbon  and 
t'lnc  cylinders   is  prevented  by  glass  beads   imbedded   in  the 
carbon  cylinders. 

V\g,    \g  shows   a  plunge  batter>'    manufactured   by    Dr.   G. 
Langbein  &  Co.,  the  details  of  which  will  be  readily  understood 
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without  further  description.  The  zinc  plates  dip  in  the  dia- 
pliragms,  which  are  filled  with  a  mixture  of  26  lbs.  of  water  and 
2  lbs.  of  sulphuric  acid  free  from  arsenic  in  which  2  JJ  ozs.  of 
amalgamating  salt  have  previously  been  dissolved.  The  car- 
bon plates  dip  into  the  glass  vessels,  which  contain  a  solution 
of  commercial  crystallized  chromic  acid  in  water  in  the  propor- 
tion of  I  part  acid  to  5  water.  In  place  of  this  pure  chromic 
acid  solution  the  following  mixture  may  also  be  used : 
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Water  10  parts  by  weight,  sodium  dichromale  1.5  parts  by 
weight,  pure  sulphuric  acid  of  66°  Be.  5  parts  by  weight. 

This  solution  shows  no  inclination  towards  crystallization. 
In  the  illustration  only  two  cells  are  combined  to  a  battery, 
but  in  the  same  manner  a  plunge  battery  of  four  or  eight 
cells  may  be  constructed,  the  separate  cells  of  which  may 
all  be  coupled  parallel,  as  well  as  one  after  the  other,  and  in 
mixed  groups. 

Coupling  cells.  According  to  the  laws  of  Ohm,  previously 
discussed,  the  current-strength  J  of  a  cell  is  equal  to  its  electro- 
motive force  E  divided  by  the  sum  of  the  internal  resistance  w 
and  the  external  resistance  wi : 

j=    ^- 

W  +  WI 

By  now  combining  several  such  cells,  say  n  cells,  to  a  battery, 
the  electro-motive  force  of  the  latter  will  become  n.E,  but  the 
internal  resistance  n.w,  and  with  the  same  closed  circuit  as  the 
single  cell  had,  the  external  resistance  wi  will  not  increase. 
Hence  the  current-strength  of  these  n  elements  has  to  be 
written 

,  n.E 

n.w  4- wi. 

Now  it  is  evident  that,  if  a  definite  closed  circuit  with  a 
resistance  of  wi  be  given,  the  current- strength  cannot  be 
indefinitely  raised  by  increasing  the  number  of  n  elements. 
While  with  an  increase  in  the  number  of  n  elements,  the  electro- 
motive force  to  be  sure  grows  as  many  n  times,  the  internal 
resistance,  w,  also  grows,  so  that  finally  the  value  wi  which 
remains  the  same  disappears  for  the  resistance  nw  which 
increases  n-times.  Thus  the  current-strength  approaches  more 
and  more  the  limit  of  value 

nE   _    E 
nw  w 

On  the  other  hand,  the  eflfect  can  neither  be  increased  at  will 
by  enlarging  the  surface  of  the  pair  of  plates  or  decreasing  the 
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conducting  resistance  of  the  fluid  in  a  given  number  of  cells. 
Because  if  \vi — the  external  resistance — is  large  enough  so  that 
the  internai  resistance   nw  may  be  disregarded,  the  current- 

E  ^1 

strength  approaches  more  and  more  the  value  ^B 

vv  I 
Hence,  it  follows  that  the  enlargement  of  the  surface  of  the  ex- 
citing pair  of  plates  produces  an  increase  in  the  current- strength 
only  when  the  external  resistance  in  the  closed  circuit  is  sfnalimU 
in  proportion  to  the  internal  resistance  of  the  battery,  ~ 

If  we  now  apply  the  results  of  the  above  explanations  to 
practice,  we  find  that  the  cells  may  be  coupled  in  various  ways 
according  to  requirement. 

I.  If,  for  instance,  four  Bunsen  cells  (carbon-zinc)  are 
coupled  one  after  another  in  such  a  manner  that  the  zinc  of  one 
cell  is  connected  with  the  carbon  of  the  next,  and  so  on  (Fig, 
20),  the   current   passes  four   times  in  succession  through   an 


Fig.  20. 


[ually  large  iayer  of  fluid,  in  consequence  of  which  the  in- 
ternal resistance  (4w),  is  four  times  greater  than  that  of  a 
single  cell,  while  the  resistance  of  the  closed  circuit  (wi),  re- 
matins  the  same*  Hence,  while  the  current-strength  is  thereby 
not  increased,  the  electro-motive  force  is,  and  for  this  reason 
thU  mode  of  coupling  is  called  the  union  or  coupling  of  the 
Htmtmts  for  electro-motive  force  or  tension. 


^  ^tMnecting  four  cells  alongside  of  each  other,  i,  e., 
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tlic  zinc  plates  and  all  the  carbon  plates  one  with  another 
(Fig,  21),  the  current  simultaneously  passes  through  the  same 
layer  of  fluid  in  four  places  ;  the  internal 
resistance  of  the  battery  is  therefore  the  ^ 
same  as  that  of  a  single  celU  and  since 
the  surface  of  the  plates  is  four  times 
as  large  as  that  of  a  single  cell,  the 
quantity  of  current  is  increased  by  this 
oiode  of  coupling.  This  is  called  caup- 
^f»i  for  quantity  of  current,  or  parallel 
mfling. 
I  3-  Two  cells  may,  however,  be  con- 

^B  nected  for  electro-motive  force  or  ten- 
^1  sion,  and  several  such  groups  coupled 
^P  alongside  of  each  other,  as  shown  in  Fig.  22,  whereby,  accord- 
^  mg  to  what  has  above  been  said,  the  electro -motive  force,  as 
^'cll  as  the  current-strength,  is  increased.  This  mode  of  con- 
nection is  called  mixed  couplings  or  group  coupling. 

According  to  the  resistance  of  the  bath  as  the  exterior  closed 
circuit,  and  according  to  the  surfaces  to  be  plated,  the  electro- 
plater  may  couple  his  cells  in  either  way.     We  will  here  only 
mention  the  proposition  deduced  from  Ohm's  law,  that  a  number 
of  voltaic  cells  yield  the  maximum  of  current-quantity  when  they 
^^re  so  arranged  that  the  internal  resistance  of  the   battery  is 
^mqual  to  the  resistance  in  the  closed  circuit.     Hence,  when  oper- 
ating with  baths  of  good  conductivity  and  slight  resistance^  for 
instance,  acid  copper  baths,  silver  cyanide  baths,  etc.,  \v\Xh.  a 
slight  distance  between  the  anodes  and  the  objects,  and  with  a 
large  anode-surface»  it  will  be  advantageous  to  couple  the  ele- 
ments alongside  of  each  other  for  quantity.     However,  for  baths 
with  greater  resistance  and  with  a  greater  distance  of  the  anodes 
from  the  objects,  and  with  a  smaller  anode  surface,  it  is  best  to 
couple  the  elements  ^«^  after  the  other  for  electro-motive  force 
tension  ^ 
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11  Thermo4£lectkic  Piles. 

Though  thermo-electric  piles  are  only  used  in  isolated  cases 
for  electro-plating  operations,  for  the  sake  of  completeness 
their  nature  and  best-known  forms  will  be  briefly  mentioned. 

In  the  year  1822,  Professor  Seebeck,  of  Berlin,  discovered  a 
new  source  of  electricity,  namely,  inequality  of  temperature 
and  conducting  power  in  different  metals,  or  in  the  same  metal 
in  diflercnt  states  of  compression  and  density.  When  two 
pieces  of  different  metals,  connected  together  at  each  end,  have 
one  of  their  joints  more  heated  than  the  other,  an  electric  cur- 
rent is  immediately  set  up.  Of  all  the  metals  tried^  bismuth 
and  antimony  form  the  most  powerful  combination. 

In  Fig.  23  Bm  represents  a  bar  of  bismuth,  and  mS  a  bar  of 
antimony  soklered  to  the  bismuth  bar.  By  carrying  wires  from 
H  and  5  to  a  galvanometer,  G,  and  heating  the  point  of  junc- 
tion w,  the  needle  of  the  galvanometer  is  deflected.  From  this 
it  may  be  concluded  that  an  electric  current  circulates  in  the 
:l08ed  circuit  GBntSG.  By  a  closer  examination  the  direction 
the  current  may  be  recognized,  it  flowing  on  the  heated 
point  of  junction  from  the  bismuth  to  the  an- 
timony, and  in  the  connecting  wire  of  the 
*A^o»  ends  of  the  rods  which  remain  cold,  from  the 

/y\  antimony  to  the  bismuth.     The  current  is  the 

//    \  stronger    the    greater    the    difference    in    the 

/ /  ^  temperature  of  the  point  of  junction  and  the 
free  ends  of  the  bars.  Hence  the  electric 
current  will  be  especially  strong  when  the 
place  of  junction  is  heated  and  the  ends  B  and 
.V  arc  at  the  same  time  cooled  off.  A  combi- 
nation as  above  described  is  called  a  thermo- 
iitctric  (OHpU\  and  the  electricity  obtained  in 
lhi»  manner  thermo  electricity.  By  a  suitable 
CimibiiuKon  ol  ncvcru!  or  many  of  such  couples,  a  thermo- 
yx  '  ■'  ;Mrd. 

♦  »f*<V  pile  (Fig.  24)  consists   of   a  series   of 
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small  cylinders,  composed  of  an  alloy  of  l6}4  parts  of  zinc  and 
62  j4  parts  of  antimony  for  the  positive  element,  and  stout 
German  silver  as  the  negative  element.     The  junctions  of  the 


Fig.  24. 


elements  are  heated  by  small  gas-jets,  and  the  alternate  junc- 
tions are  cooled  by  the  heat  being  conducted  away  by  large 


!tackened  sheets  of  thin   coppen     A  pile  of  twenty  pairs  has 
an  electro-motive  force  of  1.9  volts. 


92 


ELECTRO-DEPOSITION   OF  METALS, 


Clamond's  thtrmo'tlectric pile  (Fig.  25)  consists  of  an  alloy 
of  2  parts  antimony  and  i  of  zinc  for  the  negative  metal,  while 
for  the  positive  element  ordinarily  tinned  sheet-iron  is  em- 
ployed, the  current  flowing  through  the  hot  junction  from  the 
iron  to  the  alloy.  To  insure  a  good  contact  between  the  two 
metals,  a  strip  of  tin-plate  is  bent  into  a  narrow  loop  at  one  end. 
This  portion  is  then  placed  in  a  mould  and  the  melted  alloy 
poured  around  it,  so  that  it  is  actually  imbedded  in  the  casting. 
The  pile  shown  in  the  illustration  consists  of  five  series,  one 
placed  above  the  other.  Each  series  has  ten  elements  grouped 
in  a  circle,  and  is  insulated  from  the  succeeding  series  by  a 
layer  of  cement,  composed  of  powdered  asbestos  moistened 
with  a  solution  of  potassium  silicate.     With  the  consumption 

Fig.  26. 


of  about  654  cubic  feet  of  gas  per  hour,  such  a  pile  precipitates 
0.7  02,  of  copper,  which  corresponds  to  an  electro- motive  force 
of  about  1 7  amperes. 
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Hauck*s  thermo-eUctric  pile . — An  essential  defect  of  Clamond's 
crmo-clectric  pile  consists  in  that  the  junctions  of  the  dissimilar 
etals  arc  subjected  to  ready  destruction  by  being  exposed  to 
the  direct  action  of  the  flame.     Further,  it  is  very  difficult,  or 
least  inconvenient,  to  make  repairs,  since  in  such  a  case  it 
ay  become  necessary  to  take  the  entire  pile  apart.     Hauck 
s  successfully  overcome  these  defects  by  adopting  the  princi- 
le  of  indirect  heating,  as  well  as  by  giving  the  couples  a  more 
itabie  form  and  by  improving  the  alloy.     The  couples  form 
ur-sided  wedges,  to  which  are  attached  cast-iron  pieces  that 
nsfer  the  heat  of  the  gas  burner  to  the  couples.    The  electro- 
otive  force  of  a  single   couple  is   ^^  that  of  a  Daniell  cell. 
ig.  26  shows  a  combination  of  two  piles  standing  upon  a  com- 
on  plate,  one  of  the  piles  being  given  in  cross-section.     The 
ass  vessel,  Hy  with  the  tube,  B,  G,  R,  /,  serves  as  a  regulator 
for  the  gas- pressure.     The  pile  shown  in  the  illustration  serves 
for  the  production  of  metallic  deposits  an  a  small  scale,  especi- 
ly  for  analytical   examinations.     Hauck,  however,  also   fur- 
nishes combinations  of  three  larger  piles. 

Guk/ters  the nno-eiectric  piic,  \nv^n\c6  in    1890,13  shown  in 


Fig.  27. 


Ig.  27.  It  is  arranged  for  gas-heating,  and  with  a  constant 
supply   of    gas  requires    a    pressure-regulator.     The    negative 

ectrodes  consist  of  nickel,  and  the  positive  electrodes  of  an 
antimony  alloy,  the  composition  of  which  is  kept  secret.  The 
negative  nickel  electrodes  have  the  form  of  thin  tubes  and  are 
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secured  in  two  rows  in  a  slate  plate,  which  forms  the  termina 
tion  of  a  gas  conduit  with  a  U-shaped  cross-seclion  beneath  it. 
Corresponding  openings  in  the  sJate  plate  connect  the  nickel 
tubes  with  the  gas  conduit,  the  latter  being  connected  by  means 
o(  a  rubber  tube  with  the  pipe  supplying  the  gas.  Thus  the 
gas  first  passes  into  the  conduits,  next  into  the  nickel  tubes,  and 
leaves  the  latter  through  six  small  holes  in  a  soapstone  socket 
screwed  in  the  end  of  each  tube.  On  leaving  these  sockets  the 
gas  is  ignited  and  the  small  blue  flames  heat  the  connecting 
piece  of  the  two  electrodes.  This  connecting  piece  consists  of 
a  circular  brass  plate  placed  directly  over  the  soapstone  socket 
One  end  o(  it  is  soldered  to  the  nickel  tube,  while  the  other 
end,  towards  the  top,  is  in  a  socket  in  which  arc  cast  the  posi- 
tive electrodes.  The  latter  have  the  form  of  cylindrical  rods  with 
lateral  angular  prolongations.  To  the  ends  of  these  prolonga- 
tions arc  soldered  long  copper  strips  secured  in  notches  in  the 
slate  plate.  The)*  serve  partially  for  cooling  ofl  and  partially 
for  connecting  the  couples.  For  the  latter  purpose  each  cop- 
per strip  is  connected  by  a  short  wire  with  the  lower  end  of  the 
nickel  tube  belonging  to  the  next  couple.  VV^hen  the  pile  is  to 
be  used,  the  gas  is  ignited  in  one  place,  the  ignition  spreading 
rapidly  through  the  entire  scries  of  couples.  In  about  lO  min- 
utes the  junctions  of  the  metals  have  attained  their  highest 
temperature  and  the  pile  its  greatest  power,  which,  wiih  a  con- 
stant supply  of  gas,  remains  unchanged  for  days  or  weeks. 

In  view  of  the  conversion  of  the  heat  produced  by  the  com- 
bustion of  the  gas  into  electricity,  the  useful  effect  of* the 
thermo-electric  pile  can  be  considered  only  a  very  slight  one. 
One  cubic  meter  of  ordinary  coal-gas  produces  on  an  average 
5200  heat-units,  hence  200  litres  per  hour  referred  to  one 
second  IrJ-o^k-  5200^0.20  heat-unit.  These  correspond  to 
t208  volt-amperes,  1  volt-ampere  being  equal  to  0.OO024  heat* 
unit.  Hence,  in  Gnlcher's  thermo-electric  pile,  which  of  all 
known  thermo-piles  produces  the  greatest  useful  effect,  not 
much  more  than  i  per  cent,  of  heat  is  utilized  in  the  entire 
circuit,  and  about  yi  per  cent,  in  the  outer  circuil. 
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Although  thermo-electric  piles  may  be,  and  are  occasionally, 
used  for  electro-plating  operations,  they  cannot  compete  with 
dynamo-electric  machines  driven  by  steam,  which  as  regards 
the  consumption  of  heat  are  at  least  five  times  more  effective. 
They  can  only  be  used  in  place  of  voltaic  batteries,  having  the 
advantage  of  being  more  convenient  to  put  in  operation,  more 
simple,  cleanly,  odorless,  and  requiring  less  time  for  attendance'. 
But,  on  the  other  hand,  their  original  cost  is  comparatively  large, 
it  being  ten  to  twenty  times  that  of  Bunsen  cells. 

C.  Dynamo- Eleciric  Machines. 
While  in  the  voltaic  cells,  chemical  energy  is  converted  into 
electric  energy,  and  in  the  thermo-piles,  heat  into  electricity,  in 
the  dynamo-electric  machine  a  conversion  of  mechanical  energy 
into  electrical  energy  takes  place. 

Fig.  28. 


Fun.damental  principle  of  dynamo-cUciric  machines.  In  the 
dynamo-electric  machines  the  generation  of  the  current  results 
from  induction,  and  the  fundamental  principle  of  such  a 
machine  is  as  follows : 
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Suppose   an  iron  magnet   frame  M,  formed  of   a  powerful 
horse-shoe  magnet,  which  is  provided  with  two  cylindrically- 
turned    planes,   and    concentrically    fixed    to    these    planes,   ai 
cylinder,  A^  built  up  of  discs  of  soft  iron  as  shown  in  Fig.  28.    | 
Lines  of  force  running  in  the  direction  from  the  north  pole  to 
the  south  pole  permeate  the  soft-iron  cylinder.     If  in  the  air- 
space between  the  north  pole  of  the  magnet  and  the  cylinder,  a; 
copper  wire,  indicated  in  the  illustration  by  a  small  circle,  be| 
introduced,  and  moved  in  such  a  manner  that  it  cuts  the  lines i 
of  force  flowing  from  the  north  pole  through  the  air-space  to ! 
the  cylinder,  a  current  is  induced,  and  a  certain  electro-motive ' 
force   appears  at  the  ends  of  the  wire.     By  moving  the  left- 
hand  wire  in  the  direction  indicated  by  the  arrow,  the  current, 
according  to  the  hand  rule  illustrated  by  Fig.  4  will  flow  away  ' 
from  the  observer   into  the  plane  of  the   illustration,  and  by 
moving  the  right-hand  wire  in  the  direction  of  the  arrow,  out 
from  the  plane  of  the  illustration  towards  the  observer. 

Instead  of  moving  the  wire  in  the  air-space,  it  may  also  be 
insulated  from  the  soft- iron  cylinder  and  secured  to  it.     If  now 
thtf  cylinder  be  moved  around  its  axis,  the  wire  cuts  the  lines 
of  force  in  exactly  the  same  manner  as  in  its  motion  in  the  air- 
space, the  effect   remaining   the  same.     If  several   wires,  one 
alongside  the  other,  be  secured   upon  the  cylinder,  a  corre- 
sponding electro-motive  force  will  be  produced  on  the  ends  of 
each  wire,  the  positive  poles  of  the  wires  being  then  on  one  side, 
say  the  front,  of  the  pole  pieces^  while  the  negative  poles  of  ail 
the  wires  lie  upon  the  other,  the  rear,  side.     If  now  the  wires 
be  connected  one  with  the  other,  so  that,  when  the  cylinder 
is   revolved,  a  positive  pole  is  always  attached  to  a  negative  ! 
pole,  the  electro- motive  force  is  raised  in  the  same  degree  as  | 
the  number  of  wires  coupled  one  after  the  other  (in  series)   I 
increases.  I 

These  wires  fastened  upon  the  iron  body  are  called  windings^  ! 
and  the  term  armature  is  applied   to  an  iron  body  furnished 
with  such  windings. 

The  electro -motive  force  generated  in  the  windings  is  the  1 


greater,  the  greater  the  v^elocity  with  which  the  wires,  or  con- 
ductor forming  the  windings,  are  moved  through  the  magnetic 
field.  If  the  length  of  the  conductors  be  increased  by  enlarg- 
ing the  windings,  and  the  velocity  with  which  the  armature 
moves  remains  the  same,  the  electro-motive  force  generated  in 
the  conductor  is  proportional  to  the  length  of  the  latter.     If, 

the  other  hand,  the  magnetic  field  be  strengthened,  thus 
increasing  the  lines  of  force  cut  by  the  conductor  during  its 
motion,  and  the  velocity  with  which  the  conductor  moves,  as 
[l^ell  as  its  length,  remains  the  same,  the  electro  motive  force 

proportional  to  the  number  of  lines  of  force,  reaching  Its 
;st  value  when  the  lines  of  force  are  perpendicularly  cut 
conductor. 

Stfaraff  f^arts  of  the  dynamo-electric  machine.     The  frame 
The  production  of  the  magnetic  field   has  for  a  long  time  been 


Fig.  29. 


Fiu.  30. 


f 

^■fiected  by  electro- magnets.     The  field  magnets  of  gray  cast- 
^Von  or  cast*steel  are  cast  in  one  piece  with  the  gray  cast-iron 
Or  cast-steel  frame,  or  screwed  to  it.     These  field  magnets  are 
wrapped  with  wire  through  which  the  current,  by  which  they 
^^e  magnetically  excited,  is  conducted.     This  winding  is  called 
^p0/yi//  winding  or  field  ivinding.     According  to  the  number 
of  field  magnets,  a  distinction  is  made  between  two-polar,  four- 
polar,  six-polar  and  multipolar  machines. 

; 
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Fig.  29  shows  a  two  polar,  and  Fig.  30  a  four-polar  t>'pc  of 
dynamo  of  the  firm  of  Dr.  G.  Langbein  &  Co..  Lcipsic,  Gcr 
many.  The  frame  and  foundation  plate  of  soft  cast-iron  arc 
cast  in  one  single  casting  ;  only  in  larger  types  is  the  frame 
secured  to  the  foundation- [>lates  by  screws. 

For  the  production  of  the  magnetic  field,  the  current  was 
formerly  conducted  from  another  source  of  electricity  into  the 
magnet  windings,  but  since  the  discovery  of  the  dynamo- 
electric  principle  by  W.  v.  Siemens,  the  electric  current  gener- 
ated in  the  armature  is  utilized  for  the  excitation  of  the  mag- 
netic field.  The  basis  of  the  dynamo-electric  principle  is  as 
follows:  In  every  frame  of  a  magnet  there  is  present,  from  a 
I>revious  excitation*  a  small  number  of  lines  of  force,  and  this 
is  called  rftnanent  magnetism  (sec  p.  13).  In  revolving  the 
armature,  the  exi^itence  of  this  small  quantity  of  lines  of  force 
suffices  for  the  induction  of  a  weak  current,  which  is  partly 
conducted  through  the  magnet-winding,  the  magnetic  field  be- 
ing thereby  intensified  The  effect  of  this  is  the  generation  of 
currents  of  considerably  greater  power  in  the  armature,  whicli 
again  bring  about  an  increase  in  the  current-strength  in  the 
inagnet-winding,  until  the  frame  is  saturated  with  lines  of  force- 
This  process  is  called  self-excttatiim,  while  the  term  foreign  or 
separate  exciiaihu  has  been  applied  to  it,  when  the  magnetic 
field  is  excited  by  another  source  of  electricity. 

Armature  or  inductor.  It  has  already  been  mentioned  that 
the  armature  consists  of  a  cylindrical  iron  body  and  the  wind- 
ings wrapped  around  it.  The  iron  body  cannot  be  made  ol  one 
piece  because  rotatory  currents  would  be  formed  in  it,  which 
heat  the  iion  very  much,  and  cause  a  loss  of  current.  Hence 
the  body  of  the  armature  is  built  up  of  thin,  soft  sheet-iron  discs 
insulated  one  from  the  other  by  discs  of  paper,  The  discs  arc 
firmly  pressed  upon  the  core  of  the  armature  and  secured  by 
screws,  while  the  core  of  the  armature  itself  is  wedged  upon 
the  shaft  by  means  of  a  wedge. 

According  to  the  manner  in  which  the  wire  windings  are  bid 
around  the  armature  core,  a  distinction  is  made  bctweei 
\t  mature  and  a  lirtim  arw.^tytr,- 
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In  the  ring  armature  the  wire  windings  are  wrapped  in  a 
continuous  spiral  around  the  armature-core,  it  being  necessary 
for  the  latter  to  have  a  wide  bore  in  the  center  through  which, 
in  wrapping,  the  conducting  wire  may  be  carried.  Fig.  31 
represents  a  scheme  of  such  ring-winding.  N  and  5  are  the 
two  field  magnets  of  the  frame.     Every  two  of  the  continuous 

Fig.  31. 


/«. 


wire  windings  represent  a  coil,  and  from  the  point  where  the 
end  of  one  coil  is  connected  with  the  commencement  of  the 
next  coil  a  conducting  wire  branches  off  to  the  collector. 
According  to  what  has  above  been  said,  induction  is  greatest 
when  the  windings  of  the  wire  cut  th&  lines  of  force  at  a  right 
angle,  this  being  the  case  when  the  windings  are  directly  under 
the  poles.     In   revolving   the  armature  from   0°   to   90°,  the 


lOO 


ELECTRO-DFFOSTTfON    OF   METALS. 


generation  o(  current  increases,  from  90°  to  180°  it  decreases, 
from  180*^  to  270*-*  it  increases  in  a  contrary  sense,  and  from 
270°  to  360*^  it  again  decreases.  Thus,  currents  flowing 
alternately  in  opposite  directions,  the  so-called  aifernatin^  cur- 
rents are  generated,  and  their  conversion  into  constant  currents 
of  uniform  direction  is  effected  by  the  commutator.  At  o"^  and 
at  180^,  the  generator  of  current  is  equal  to  o.  and  at  these 
points  the  current  changes  its  direction  ;  the  line  o^  to  |80'  is 
called  the  neutral  t:one. 

Fh;.  32. 


In  the  drum  armaiure  the  conducting  wires  are  wound  upon 
the  armature-core  parallel  to  its  axis»  carried  on  the  faces  of 
the  core  around  the  core-shaft,  and  the  ends  of  every  two  coils 
lying  alongside  each  other  on  a  face  are  connected,  one  with 
the  other,  and  with  a  segment  of  the  commutator. 
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Fig.  32  shows  the  drunn  winding  viewed  from  the  side  of  the 
commutator.  Each  coil  is  only  indicated  by  a  single  wire 
winding,  and  therefore  8  coils  are  shown.  The  full  lines  indi- 
cate the  connection  of  the  coils  upon  the  commutator-side  and 
Mith  the  commutator^  and  the  dotted  lines,  the  coil-connections 
upon  the  opposite  face. 

What  has  been  said  in  regard  to  the  intensity  of  induction  in 
nng-armatures  applies  also  to  drum*armatures. 

The  chief  difference  between  the  modes  of  winding  consists 
tn  more  wire  being  required  for  ring  winding,  because  wires 
nin  on  the  faces  as  well  as  in  the  interior  of  the  the  bore,  which 
■are  of  no  importance  as  regards  the  generation  of  the  current 


ky  induction,  but,  on   the   one   hand,  materially  increase   the 
eight  of  the  armature,  and,  on  the  other,  enlarge  the  resist- 
ance.    As  regards  these  points,  drum-winding  has  much  in  its 
^avor.  and  it  has  the  further  advantage  that  the  armature- core 
can  be  provided,  parallel   to  its  axis,  with  grooves  or  slots  for 
the  reception  of  the  windinj^s.  they  being  thus  better  protected 
^^om  injury,  and  the  effect  of  centrifugal  force  can  in  a  suitable 
^manner    be    prevented    by   bands.     In    such    armatures,  even 
when  equipped  with  thick  copper  wires  or  f!at  copper  bands, 
scarcely  any  rotatory  currents  are   generated,  because  the  slots 
are  but  slightly  permeated  with  lines  of  force,  the  latter  running 
rather  around  the  copper  wires  ihroiif^h  I  he  iron.     However, 
chief  advantage  of  such   an   artnaiuri'  consists  in  that  the 
Ir-space  between  armature  and   magnct-fjolc  can  be  less  tlirtil 
armatures  with   windings   not  placed    in  nlots,  becauv   iju' 
>ace  occupied  by  the  winding  of  such  so-called  smooth  ;-mh 
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tures  has  to  be  considered  as  an  air-space  and  offers  the 
greater  magnetic  resistance.  Hence  for  armatures  furnished 
with  slots,  the  number  of  ampere- windings  may  be  less  than 
for  smooth  armatures.  Fig.  33  shows  a  slotted  armature  of  a 
dynamo  constructed  by  the  firm  of  Dr.  G.  Langbcin  &  Co.,  iit 
which  the  conductors  consist  of  flat  copper  rod-^,  connected  on 
the  faces  by  beiU  copper  bands  called  tvo/veftts. 

ContfHutator,  This  is  a  cylindrical  body  biitU  up  of  segments 
and  fastened  to  the  armature-shaft.  It  is  insulated  with  mica. 
The  segments  consist  of  copper,  tombac,  or  brass,  and  are  in- 
sulated from  each  other  as  well  as  from  the  commutator  frame, 
/,  €,,  the  iron  body.  The  commutator  has  as  many  segments 
as  the  armature  has  coils,  and  every  point  of  junction  of  two 
coils  is  intimately  connected  by  means  of  copper  with  a  seg- 
ment. The  function  of  the  commutator  consists  in  converting 
the  alternating  currents  of  the  windings  generated  by  induc- 
tion, into  constant  currents  of  uniform  direction.  As  seeni 
from  Fig.  31,  currents  of  opposite  directions  flow  in  each  half 
of  the  windings  of  the  ring-armature.  If  now  sliding  contacts 
be  placed  on  the  commutator  on  the  points  of  the  neutral  zone^I 
the  current  of  one-half  of  the  windings  is  carried  along  as  posi- 
tive current  by  one  of  the  sliding  contacts,  and  the  negative 
current  of  the  other  half  by  the  other  sliding  contact.  The; 
armature  winding  is  divided  into  two  halves  by  the  brushes 
which  are  coupled  parallel  to  each  other.  The  induction  of 
each  separate  coil  corresponds  to  its  position  for  the  time 
being  in  the  magnetic  field,  the  sum  of  the  induction  of  all  the 
coils  in  one- half  of  the  armature  being  equal  to  that  of  all  the 
coils  in  the  other  half,  but  as  previously  shown,  the  direction 
of  the  current  in  both  halves  is  different.  , 

Bntshes.  The  function  of  the  brushes  is  to  take  otT  the  cur- 
rent from  the  commutator.  For  such  dynamo-electric  machines 
as  here  come  into  question,  the  brushes  are  of  tine  copper  or 
brass  wire-gauze,  or  of  very  thin  metal-plate.  Carbon  brushes 
are  often  used  for  dynamo-electric  motors. 

The  choice  of  material  for  the  brushes  depends  on  the  proi 
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erties  of  the  material  o(  the  commutator.  As  there  should  be 
as  little  wear  as  possible  of  the  commutator  by  the  brushes, 
the  material  used  for  the  latter  should  be  somewhat  softer  than 
that  for  the  former.  Copper  and  brass  gauze  brushes  produce 
by  their  wear  considerable  metallic  dust,  which  settles  on  all 
parts  of  the  machine,  as  well  as  on  the  armature  and.  if  not  re- 
moved by  frequent  blowing  out  with  a  pair  of  bellows,  or  a 
similar  instrument,  may  readily  cause  short-circuiting.  Brushes 
of  twisted,  thin  metal-plates  (Boudrcaux  brushes)  do  not  show 
this  disagreeable  formation  of  dust,  and  cause  but  little  wear 
of  the  commutator,  rather  polishing  it.  They  have,  howcvt  r» 
'he  drawback  of  the  portions  bearing  on  the  commutator  oxi- 
flizing  readily,  in  consequence  of  becoming  heated  by  the  large 
quantities  of  current.  This  oxidation  is  not  removed  by  the 
Iriction.  and  greater  resistance  is  thereby  opposed  to  the  pits- 
^age  of  the  current  from  the  commutator  to  the  brushes.  This^ 
on  the  one  hand,  results  in  the  comniiitator  and  brushes  be- 
coming strongly  heated  and,  on  the  uthcr,  causes  a  decrease  in 
taking  off  the  current. 
The  bearing  surfaces  of  the  brushes  should  be  so  large  that 

I  Ho  heating  is  caused  by  the  passage  of  the  current,  which 
I'DUJd  increase  to  a  considerable  extent  the  quantity  of  heat 
llnavoidably  formed  by  the  friction,  and  be  a  disadvantage  as 
"Cgards  the  useful  efiect  of  the  dynamo. 
I  Brush-kaUers.  These  serve  for  securing  the  brushes  and 
pould  hold  them  so  as  to  bear  with  an  even  pressure  upon  the 
tommutator.  I'his  is  effected  by  metal  springs  by  means  of 
^hich  the  brush  frame,  which  carries  the  brush,  is  elastically 
connected  with  the  portion  of  the  brush- holder  screwed  to  the 
^^It  of  the  brush-rocker. 

H[  Bnis/t-rocker,    This  serves  for  carr>  ing  the  brush-holder,  and 

^fcr  this  purpose  is  furnished  with  two  thick  copper  bolts  having 

^■f  cross- sect  ion  corresponding  in  size  to  the  quantity  of  current 

^5c5  be  conducted.     In    multi-polar  dynamos,  the  rockers  are 

equipped  with   as  many  bolts  as  there  are  poles.     These   bolts 

are  insulated    from  the   rocker  by  cases  of   a  good    insulating 

*  material,  and  secured  to  the  rocker  by  insulated  nuts. 
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The  rocker  is  mounted  upon  the  turned  end  of  a  bearings 
and  is  concentrically  movable  to  its  axis,  so  that  by  turning  it, 
the  brushes  may  be  shifted  into  a  position  at  which  the  d)'namo 
runs  with  the  least  sparking.  In  this  position  the  brush  holder 
is  kept  by  means  of  an  adjusting  screw. 

The  rocker  should  also  be  kept  free  from  metal  dust»  other- 
wise short-circuiting  may  readily  result* 

The  other  parts  of  a  dynamo,  such  as  bearings,  cable,  etc.. 
need  not  be  especially  referred  to»  and  it  only  remains  to  dis- 
cuss the  various  types  of 

Continuous- cutrcnt  wound  dynamos.  If  the  whole  of  the  cur- 
rent traverses  the  coil  of  the  field  magnet*  the  dynamo  is  said  to 
be  senes-ivound ;  or  if  a  portion  of  the  current  be  i hunted  we 
have  a  shunt-wound  dynamo,  or  finally  there  may  be  a  com- 
bination of  the  two,  in  which  case  the  machine  is  a  compound 
dynamo.  Whatever  be  the  arrangement,  provided  the  volume 
of  the  copper  and  the  density  of  the  current  are  the  same,  the 
same  field  is  always  produced. 

Nearly  all  the  early  types  of  electric  dynamos  were  what  is 
known  as  *' series-wound  "  machines,  where  the  full  current  of 
the  armature  passed  through  the  field  coils.  These  machines 
had  the  very  serious  disadvantage  of  possessing  poor  regula* 
tion  and  being  subject  to  frequent  reversal  of  current  direction. 
I  he  plating  dynamos  on  the  market  to-day  arc  what  is  tech- 
nically known  as  **  shunt-wound  **  machines  and  ''compound 
wound  *'  machines. 

In  a  shunt-wound  dynamo  the  field  magnet  coils  are  placed 
in  a  shunt  to  the  armature  circuit  so  that  only  a  portion  of  the 
current  generated  passes  through  the  field  magnet  coils,  but  all 
the  dtflference  of  potential  of  the  armature  acts  at  the  lermtnab 
ol  the  field  circuit. 

In  a  shunt-wound  dynamo,  an  increase  in  the  resistance  of 
the  external  circuit  increases  the  electro-motive  force,  and  a 
decrease  in  the  resistance  of  the  external  circuit  decreases  the 
electro-motive  force.  This  is  just  the  reverse  of  the  series- 
wound  dynamo. 
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In  3  shunt-wound   dynamo  a  continuous   balancing  oi  the 

current  occurs.     The  current  di\iding  at  the  brushes  between 

»the  field  and  the  external  circuit  in  the  inverse  proportion  to 
the  resistance  of  these  circuits,  if  the  resistance  of  the  external 
circuit  becomes  greater,  a  proportionately  greater  current 
passes  through  the  field  magnets,  and  so  causes  the  electro- 
motive force  to  become  greater.  If,  on  the  contrary^  the  rc- 
B  sistance  of  the  external  circuit  decreases,  less  current  passes 
through  the  field,  and  the  electro-motive  force  is  proportion- 
ately decreased.  Thus,  up  to  a  certain  degree,  a  shunt-wound 
dynamo  regulates  itself. 

A  compound  wound  dynamo  has  two  distinct  windings  on 

its  field   magnet — one  of  the  ver>*  many  turns   of  fine  wire, 

called  the   shunt  winding,  and   another   known    as   the   series 

•winding,  which  latter  consists  of  a  number  of  turns  of  heavier 

gauge  wire.     The  series  winding  is  in  series  with   the  vats  or 

|CXlenial  circuit.     The  current  that  is  used   in  the  vats,  passing 

^through  this  winding,  increases  the  magnetism  of  the  field  as 

Ibc  load  increases,  and  thus  the  drop  in  voltage,  which  would 

rwise  occur  by  reason  of  the   increased  drop   in  the  arma- 

winding  and    increased   magnetic  reaction   caused   by  the 

rmature  current  is  provided  for. 

Fig.  34  illustrates  a  two-pole  shunt-wound  dynamo,  and  I""'ig. 

[5  a  two-pole  shunt- wound  dynamo  for  high  current- strengths. 

In  Fig.  34  the  frame  is  of  cast-steel  and  the  bearing  plates 

arc  screwed  to  it.     In   Fig.  35  the  pillow-blocks  and  frame  are 

mounted  upon  a  common  cast-iron  plate. 

The  armature   is   of  the   slotted    drum    type    described    on 

Hf.    102.      It   is   encompassed    by    two   strong    field    magnets 

Arranged  in  vertical  position,  radially  opposite  one  to  the  other. 

TUe  ends  of  the  field  magnets  are  concentrically  turned  to  the 

armature  and  their  oblique  tapering  shape  prevents  the  jerky 

formation  or  interruption  of  the  current,  thus  rendering  possi- 

le  a  sparkless  taking-olT  of  current  on  the  commutator.     The 

ids  of  the  armature  coils  are  soldered  to  the  copper  segments 

the  commutator,  loosening  of  the  connecting  points  being 
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thus  exchidGd,  as  is  invariably  the  case  with  wires  secured  bv 
means  of  screws  to  the  commutator.  An  abundance  of  copper 
cross    sections    beintJ    used,    the    deforce    of    t  flFiciency   of   the 


dynamo  is  an  excellent  one.  To  decrease  friction  the  portun's 
of  the  steel  armature  shatl  which  run  in  the  journal  boxes  of 
phosphor-bronze,  as  well  as  the  latter  themselves,  are  highly 

Fig.  3y 


pohshed,      1  he    bcarinj^'r    .irc    nirnishcd    wnh    aiitoiiiaiic    itfij 
lubrication.     By  reason  of  the  use  of  large  cross  sections  ol 
copper  upon  the  armature  and  magnet  winding,  the  number  ol 
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rtvoluiions  is  a  moderate  one,  ami  consequently  the  consump- 
tion o\  power  and  wear  of  the  bearings  arc  slight. 

Dynamos  which  yield  high  citrrent  strengths  arc  turni«^hcd 
with  two  commutators  to  avoid  overloading  and  consequent 
excessive   healing  oj    a   single   commutator     Customers    fre- 
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lently    demand    that    dynamos    for   slight    currcntstren:-;ths 
loiild  also  be  fiimishcil  with  two  cominutator^.      This  is,  how- 
ler, entirely  unwarranted,  as  it  makes  the  niachine  unncccs- 
*ily  more  expensive  and  no  advantage  Is  i^ained.     Of  course 
le  single  commurator  must  be  of  such   dimensions   that  the 
laximum   current-strength    which   can    be   generated    by    the 
'namo.  is  taken  off  by  the  brushes  without  excessive  he;iting. 
Fig.  ^6  shows   a  dynamo  nf  the  shunt* A'ound  type   manu- 
:tured  by  Ziickcr  &  Levett  &  !.oeb  Co.,  New  York.      It  is  a 
§'ampcre  machine,  which  is  designed   (or  smaller  size  plat- 
Ig  rooms, 
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The  armature  wires  of  this  dynamo  as  well  as  of  all  the  other 
machines  manufactured  by  this  firm  are  soldered  directly  to  the 
commutator,  thus  insuring  a  perfect  electrical  contact,  which 
cannot  be  obtained  by  means  of  screws.  Thout^h  this  may 
nccesbitate  the  return  of  the  armature  for  putting  on  a  new 
commutator,  this  is  more  than  offset  by  the  increased  efficiency 
obtained  through  the  prevention  of  poor  contact  in  a  part  of  a 
dynamo  where  good  contact  is  absolutely  necessary. 

Km.  S7' 
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Among  the  changce  made  in  the  nen  type  plating  dyn^imoi. 
manufactured  by  tlie  above  mentioned  firm,  to  i  '  a 
machine  that  would   give  the  larj^cst  (y////>w/ with  tin  ,r- 

pendUure  in  first  cost,  co^ts  of  repairs  and  powtr^  the  followiog 
may  be  noted  : 

Increase  in  the  size  of  bearint;s.  Substitution  o\  st<«l  lor 
cast-iron  in  the  magnet  circuit,  with  the  result  that  a  more 
powerful     field    is   obtained,  and     better     rr^julation     secured. 


SOURCES   OK   rrRRKNT. 


TO9 


Adoption  of  the  toothed  form  of  -irmature  as  being  superior 
for  plating  dynamos  to  the  smooth  core,  thus  obtaining  a  field 
practically  free  from  distortion  and  insuring  sparkless  com* 
mutation.  Increase  in  the  brush  surface  and  the  size  of  the 
K  commutators — ample  brush  surface  bcin<T  of  prime  importance 
^Un  plating  machines,  as  it  not  only  increases  the  output  o\  the 
^Hlachjne.  bnt  also  insures  cooler  rnnning,  longer  life  for  both 
^Bcommutator  and  brushes,  and  constuquently  less  expense  for 
^^n-pairs. 

Fig.  57  shows  a  somev\  hat  different  design  of  a  500-ampere 
machine  with  double  commutator  and   brushes  on  each  end, 
mantifaclured  by  Zuckcr  &  l.cvctt  &  Locb  Co.     Thts  machine 
more  symmetrical  in  shape  nnd  better  balanced,  and  rendcr^^ 
sible  the  use  of  a  very  large  brush  surface. 


Kir;.  38. 


Fig.  ^8  shows  a  separately  excited  dynamo  of  the  multipolar 

^pe  manufactured  by  The  Hanson  &  Van  Winkle  Co. /Newark, 

J.     It  is  a  very  popular  form  of  generator,  the  field  being 
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exciicd  from  an  external  circuit*  usually  i  ro  or  220  volts  D.  C 
The  capacity  i>  4CXX)  amperes  at  6  volts.  The  commercial  effi- 
ciency is  high,  So  per  cent. — ihe  electrical  efficiency  averages 
93  per  cent.  This  form  of  dynamo  is  furnished  for  both  two 
and  three  wire  system  of  current  distribution.  The  frame  and 
pole  pieces  are  of  steel.  For  the  frame  a  special,  soft  grade  is 
itsed,  having  a  high  magnetic  permeability.  The  field  coils 
arc  made  of  insulated  ♦copper  wire  wound  compactly  by 
machinery,  insuring  the  maximum  am[>cre-lurns  without  great 
bulk.  The  whole  coil  h  properly  insulated  and  protected  from 
mechanical  injury. 


I  he  great  iidvance  which  has  in  modern  limes  been  made  in 
the  art  of  electro-plating  is  largely  due  to  the  important  im- 
provements that  have  been  made  in  the  construction  of 
dynamo-electric  machines,  by  which  mechanical  encrg)*  gener- 
ated by  the  steam-engine  or  other  convenient  source  of  powcf 
may  be  directly  converted  into  electrical  energy.  Without 
dynamos  it  would  be  impossible  to  electro-plate  large  parts  of 
machines,  architectural  ornaments,  etc.,  which  are  thus  pro- 
ti  ctcd  from  the  influence  of  the  weather.  They  may  safely  be 
credited  with  having  called  into  existence  an  important  brand) 
of  the  electro-plating  art*  viz,,  nickel-plating,  and  especially  the 
nickel-plating  of  zinc  sheets^  as  well  as  sheets  of  copper,  bras$» 
steel,  and  tin,  which  would  have  been  impossible  if  ihc  manu- 
facturer had  to  rely  upon  the  generation  of  the  electric  current 
b\  batteries.  The  latter,  at  the  very  best,  arc  troublesome  to 
manage:  they  only  giv^e  out  their  full  power  when  ircshly 
charged,  and  as  the  chemical  actions  upon  which  they  rely  for 
their  power  progress,  they  deteriorate  in  strength  and  require 
frequent  additions  of  acids  and  salts  to  be  freshly  charged,  and 
their  use  demands  constant  vigilance  and  attention.  Even 
when  working  on  a  small  scale,  it  is  cheapest  to  procure  a^moll 
gas  or  other  motor  for  driving  a  small  dynamo,  the  lathes,  ami 
grinding  and  polishing  machines. 

M'St  cities  and   towns  are  now  supplied  with  electric  light 
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from  central  stations,  and  thus  the  means  are  himishcd  to 
smaller  plants  to  avail  themselves  of  the  use  of  electricity  with- 
out the  necessity  of  installing  their  own  source  of  power.  From 
such  central  stations  the  conductors  are  fed  with  currents  of 
1 10  or  220  volt*^.  Hence  the  wires  from  the  power  circuit  can 
be  directly  connected  with  a  motor-generator,  which  is  con- 
structcd  for  the  respective  voltage  and  converts  the  supply  of 
current  into  power,  driving,  for  instance,  a  connecting  gear, 
(rom  which  the  grinding  and  polishing  machines,  as  well  as  a 
dvnatno  of  low  voltage,  are  impelled.  The  dynamo  may  be 
directly  connected  by  means  of  a  flexible  or  rigid  coupling  to 


the  motor-generator.     The  armaiure  oi  the  latter  may  also  be 

I  directly  placed  upon  the  grinding  and  polishing  shafts,  and  the 
Inagnets  arranged  around  it,  so  that  every  working  machine 
bt;comcs  a  motor-generator. 
Fig.  39  shows  a  i  50-anipcre  motor  generator  set,  and  Fig. 
|0,  a  4000-ampere  motor  generator  set,  manufactured  by  The 
H.tnson   &   Van   Winkle   Co,,  Newark,  N.  J,     A   low   voltage 

Eynamo   is  directly  connected  to  a  motor  of  suitable  size,  the 
hole  outfit  being  mounted  on  a  substantial  iron  base.     There 
I  no  loss  of  power  as  in  the  case  when  bells  are  used,  so  the 
full  capacity  of  the  generator  is  available.     In  many  instances 
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\hv  |>l9iting  ilynamo  is  installetJ  some  distance  from  the  tank, 
aihI  conduclcirs  of  larj^e  cross-sections  must  be  used  in  order 
that  there  may  be  no  drop  in  voltage  at  the  tanks.  This,  of 
coiirACt  increases   the  cost   of   installation.     With   the   motor- 

FlC.  40. 


l»encriitor  sri,  wires  itonn  the  power  circuit  can  be  brought  to 
the  jiUtitij;  room  and  the  outfu  can  be  set  up  near  the  tanloi* 
Thrviv  iti»iftt!i  arc  made  in  all  sizes,  both  bipolar  jjcncrators,  as 
nhMwn   in   the  dhistration,  or  generators  o(  the  multipolar  type 

h\^^>  41  ant!  42  shtivv  tvfKs  of  directly  connected  motor  and 
^encnitor  manulacturcd  by  Zucktr  &  Lcvctt  &  Loeb  Co. 
rhent  muchincH  are  designated  to  be  put  in  places  where 
IjictorlcB  arc  electrically  driven  and  are  made  with  both  self 
and  Hcparatc  excitation.  They  are  manufactured  in  sizes  from 
tio  \o  6500  amperes.  Fig.  41  shows  a  60-ampcTc  directly  con- 
nected motor  and  jjencrator.  and  Fig.  42  a  600-ampcre  machine. 

Tn  enable  tin*  m.inufacturcr  of  dynamos  to  suggest  the  most 
wuitiiM'  ni.nlinii  iVir  fiJlouinp^  data  <houU!  be  submitted  to 
him 
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I.  Variety,  size,  and  number  of  the  baths  which  are  to  be 
fed  by  the  machine. 

Fl«».  41. 


le  average  surtace  of  the  articles   in  the  bath,  or  their 
droum  surface,  and  the  metals  of  which  they  consist. 
1»  Whether  at  one  time  many,  and  at  another  time  few,  arti- 
arc  suspended  in  the  bath. 

Fui.  42. 


4.  The  distance  at  which  the  machine  can  be  placed  from 
le  baths. 

5.  The  power  at  disposal. 

If  the  establishment  is  to  be  electrically  driven  by  a  motor- 
8 
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generator,  the  oiachmes  which  in  addition  to  the  dynamo,  are 
to  be  driven  by  the  motor- generator  should  be  mentioned,  as 
well  as  the  voltage  of  the  power  circuit  which  is  to  be  used  as 
a  supply  of  electricity. 

D.  Secondakv  Cells  (Accumulators). 

In  the  theoretical  part  of  this  treatise,  the  polarization-current 
has  been  referred  to.  Although  the  polarization  of  metal  plates 
tor  the  production  of  secondary  currents  had  previously  been 
employed  by  Ritter,  the  construction  of  practically  useful 
accumulators  was  first  accomplished  by  Plante,  He  found 
that  lead  plates  dipping  in  dilute  sulphuric  acid  were  specially 
well  adapted  for  the  production  of  secondary  currents,  and  he 
arranged  the  accumulators  as  follows:  In  a  square  glass  vessel 
filled  with  lo  per  cent,  sulphuric  acid  solution,  a  large  number 
of  lead  plates  were  suspended  in  such  a  way  that  all  plates 
with  even  numbers,  2,  4,  6,  and  so  on,  were  electrically  con- 
nected one  with  the  other,  while  the  plates  with  uneven  num- 
bers, hence,  i,  3,  5,  and  so  on,  were  also  in  contact  with  each 
other>  Between  the  separate  plates  dipping  in  the  acid  w*as 
sufficient  space  to  prevent  them  from  touching  one  another. 
One  scries  of  the  plates  served  as  positive,  and  the  other  as 
negative^  electrodes.  Now  by  conducting  an  electric  current 
through  the  plates,  lead  peroxide  is  formed  upon  the  positive 
electrodes,  and  by  Interrupting  the  current  and  combining  the 
series  of  electrodes  with  each  other,  the  peroxide  is  reduced  to 
metallic  lead,  and  the  negative  lead  plates  arc  oxidized,  whereby 
an  electric  discharge  takes  place»  the  secondary  or  accumulator- 
current  passing  through  the  metallic  connection  of  the  series  of 
plates  from  the  peroxide  to  the  lead  plates. 

Hence,  in  charging,  a  conversion  of  electrical  energy  into 
chemical  energy  takes  place  and.  in  discharging,  a  reconversion 
of  the  chemical  energy  into  electric  energy.  A  large  quantity 
of  the  latter  can  therefore  accumulate  in  the  cells,  whence  the 
term  accumulator  is  derived. 

For  the  production,  in  the  above-described  manner,  of  cur- 
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rents  o(  high  power  and  longer  duration^  the  plates  have  to  be 
suspended  as  closely  together  as   possible  without   danger  of 

I  contact*  in  order  to  decrease  the  internal  resistance  of  the 
element  as  far  as  practicable,  and  also  to  increase  the  quantity 
pi  lead  peroxide. 
However,  the  formation  of  the  layer  of  lead  peroxide  upon 
the  lead  plates  of  Plante's  accumulator  was  a  slow  process,  and 
for  this  reason  Faure  used  lead  grids.     The  square  openings  in 

•the  negative  plates  are  filled  with  a  paste  of  litharge  and  sul- 
phuric acid,  and  the  positive  plates  with  one  of  minium  and 
sulphuric  acid.     The  current  reduces  the  litharge  and  peroxi- 

Idizes  the  minium 
Plante  showed  that  accumulators  form  by  usage — ^that  is  to 
say,  that   up  to  a  certain  point   their   capacity  is   greater   the 
more  frequently  they  have  been  charged  and  discharged.     By 

(repeated  oxidation  and  deoxidation  the  lead  acquires  a  spongy 
structure,  and  gradually  a  large  mass  of  metal  takes  part  in  the 
reaction.     The  formation  is  accelerated  by  immersing  the  fresh 
plate  for  a   day   or   two    in    nitric   acid    diluted    with   its   own 
volume  of  water. 
Ckcmical  professes  in  the  accumulator.     Regarding  these  pro- 
cesses, several   theories  have  been   advanced,  for  instance,  by 
K  Elbs,  Liebenow,  and   others,  but  it  has  not  yet  been  definitely 
^  settled  which  of  these  views   is  correct.     There  can,  however, 
be  no  doubt  that  the  lead  sulphate  which   is  formed   by  the 
action  of  the  sulphuric  acid  upon  the  lead,  plays  the  principal 
role,  in  so  far  as  Ihe  charging  and  discharging  of  the  accumu- 
lator are  effected  only  by  the  decomposition  and   subsequent 
Preformation  of  the  lead  sulphate, 

H     EIb*s  theory  is  as  follows  :    As  lead    is  bivalent  and   quadri- 
Kvalent,  after  the  decomposition  of  the  lead  sulphate  to  lead  and 
Hsulphuric  acid,  the  latter  combines  with  the  lead  sulphate,  which 
Hremains  undccomposed,  to  lead  disulphate.     This  formation  of 
"lead  disulphate  must  chiefly  take   place  on  the   positive  elec- 
trodes, since  the  anion  (the  sulphuric  acid  residue )  migrates  to 
the  positive  pole,  and  by  the  action  of  the  water  the  lead  disul- 
phate is  decomposed  to  lead   peroxide  and  free  sulphuric  acid. 
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If,  therefore*  the  current  taken  from  a  dynamo  be  conducted 
into  the  electrodes  of  an  accumulator,  so  that  the  positive  plates 
are  connected  with  the  -j-  pole  of  the  dynamo  and  the  negative 
plate  with  the  —  pole,  decomposition  of  sulphuric  acid  takes 
place,  the  hydrogen  migrating  to  the  negative  electrode,  and 
the  sulphuric  acid  residue  to  the  positive  electrode.  On  the 
latter,  the  sulphuric  acid  residue  forms  first  of  all  with  the  lead, 
lead  sulphate  according  to  the  following  equation: 


so,    -\- 

Sulphuric  acfd  residue. 


By  the  influx  of  additional  SO^-ions 
converted  into  lead  disulphate  : 


Pb     =     PbSO, 

Lead.         Lead  sulphate. 

this  lead  sulphate 


SO.     + 

Sulphuric  acid  residue. 


PbSO,     =     Pb(SOJ, 

Lead  sulphate.       Lead  disulphate. 


However,  since  the  formation  of  the  lead  disulphate  docs 
not  take  place  quantitatively,  SO^-ioos  arc  simultaneously  con- 
verted into  sulphuric  acid,  H^SO^,  oxygen  being  separated  in 
the  form  of  gas. 

According  to  Elbs,  lead  disulphate  decomposes  with  water 
to  lead  peroxide  and  sulphuric  acid  according  to  the  following 
equation : 


Pb(SO,),    + 

Lead  distilphale. 


2H,0  =  PbO,2     ^     H,SO, 

Water^     Lead  perojridCt     Sidphuiic  acid. 
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Thus,  if  the  current  be  interrupted,  we  have  lead  peroxide 
on  the  positive  electrode,  and  spongy  lead  reduced  by  hydro- 
gen, on  the  negative  electrode.  If  now  the  positive  electrodes 
be  connected  with  the  negative  electrodes  by  a  closed  wire,  a 
current  passes  through  this  wire  from  the  positive  lead  peroxide 
electrodes  to  the  negative  lead  electrodes,  and  from  the  latter, 
through  the  electrolyte,  back  to  the  positive  electrodes. 

Thus  during  the  discharge,  the  spongy  lead  plate  becomes 
the  positive  electrode  and  the  lead  peroxide  plate,  the  negative 
electrode,  in  consequence  of  which,  by  the  decomposition  of 
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the  sulphuric  acid,  the  anion  SO^  migrates  to  the  positive  lead 
electrode,  and  forms  lead  sulphate,  while  the  hydrogen  sep- 
arated on  the  negative  electrode  reduces  the  lead  peroxide  to 
lead  oxide  or  to  metallic  lead. 

These  processes  take  place  according  to  the  following  equa- 
tions : 


On  the  —  electrode 


On  the  -|-  electrode 


Fb 
Lead, 


-h         SO.         - 

SuJphuric  add  residae. 


PbSO, 

Lead  sulphate. 


PbO,     + 

l^ead  peroxide. 


2H       = 

Hydrogen. 


PbO  -h   H,0 

Lead  okide.   Water. 


I     This  lead  oxide  formed  on   the  -h  electrode  also  forms  lead 
sulphate  with  sulphuric  acid,  and  when  all  the  lead  peroxide  is 
reduced,  the  generation  of  current  ceases,  ihe  accumulator  is 
exhausted,  and  has  to  be  recharged,  whereby  a  repetition  of 
the  processes  above  described   takes  place.     On  the  spongy 
^vlead  plate  which  has  now  again  become  the  negative  electrode, 
^Kthe  lead  sulphate  formed  is  reduced  by  the  hydrogen  to  spongy 
Blead  and  sulphuric  acid : 

whilst  on  the  positive  electrode  lead  peroxide  is  formed  accord- 
ing to  the  above-described  transpositions. 

From  these  processes  it  follows  that  by  the  discharge  of  the 
accumulator^  sulphuric  acid  for  the  formation  of  lead  sulphate 

fixed  on  the  negative,  as  well  as  on  the  positive,  electrode. 
'he  electrolyte  must  therefore  contain  less  free  sulphuric  acid 
than  at  the  time  of  charging,  during  which  the  lead  sulphate  at 

ibe  negative  electrode  is  reduced  to  lead,  and  oxidized  to  lead 
leroxide  on  the  positive  electrode,  the  sulphuric  acid  of  the 
ulphate  being  thus  again  present  in  the  electrolyte  in  the  form 
f  free  sulphuric  acid.  The  specific  gravity  of  the  electrolyte 
fill  be  the  higher,  the  more  free  sulphuric  acid  is  present,  and 
y  determining  it  by  means  of  a  hydrometer,  it  can  be  seen 
when  charging  is  finished,  the  latter  being  the  case  when  no 


PbSO,    -h     2H   - 

Lead  aitlphatc.     Hydrogen, 


Pb   +    H,SO* 

I^ftd.     Sulphuric  acid. 
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further  increase  in  the  specific  gravity  is  noticed.  The  com- 
pletion of  charging  is  further  indicated  by  a  copious  escape  of 
oxygen  on  the  positive  pole  plates,  which  is  due  to  the  sul- 
phuric acid  residue  finding  no  more  material  for  the  formation 
of  lead  sulphate*  therefore  forms  sulphuric  acid,  water  being 
decomposed,  while  oxygen  in  the  form  of  gas  is  hberatcd. 

Liebenow  assumes  that  in  charging  there  are  formed  by  the 
decomposition  of  the  lead  sulphate,  sulphuric-acid-ions,  lead- 
ions«  and,  by  the  co-operation  of  water,  lead-pcroxide-ions  and 
hydrogen-ions,  according  to  the  following  equation : 

-f-f  ^ 

2PSO.  +  2H,0  =  Fb  -f-  4H  -h  PbO,  -f  2SO,- 

The  anions  sulphuric  acid  and  lead  peroxide  migrate  to  the 
positive  pole  and  the  kathions  lead  and  hydrogen  to  the  nega- 
tive pole.  However,  on  both  the  poles  only  those  ions  arc 
separated  for  the  precipitation  of  which  the  least  work  is  rc- 
quired»  or,  in  other  words,  whose  decomposition-point  is  low- 
est, which  in  this  case  are  lead  peroxide  and  lead.  Since, 
however,  on  account  of  the  slight  solubility  and  dissociation  of 
lead  salts,  the  ions  in  the  immediate  proximity  of  the  electrodes 
would  soon  be  exhausted,  further  charging  can  only  take  place 
when  from  the  lead  sulphate  formed  on  the  electrodes,  fresh 
molecules  are  brought  into  solution,  by  the  dissociation  of 
which  the  precipitated  ions  are  replaced,  and  charging  is  only 
finished  when  all  the  lead  sulphate  is  dissolved  and  separated 
as  lead  peroxide  and  lead-sponge.  With  a  further  passage 
hydrogen-ions,  which  possess  the  next  highest  decomposition- 
point,  arc  separated.  The  above-described  process  which  in 
charging  takes  place  by  the  action  of  the  current,  progresses  in 
a  reverse  sense  when,  by  connecting  the  positive  and  negative 
electrodes,  the  discharge  is  rendered  possible,  whereby  the 
accumulator  current  becomes  available  for  exterior  work.  The 
lead  peroxide  is  reduced  and  lead  and  lead  sulphate  are  formed, 
while  on  the  negative  electrode  the  lead-sponge  is  oxiducit, 
sulphate  of  lead  being  also  formed  at  the  same  lime. 
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According  to  Licbcnow's  theory  the  electrolytic  process  is 
'teversible  without  loss  of  energy,  while,  according  to  Elbs's,  the 
process  is  irreversible  and  connected  with  a  loss  of  energy.  In 
most  recent  times,  Dolezalek^  Nernst,  Loeb.  and  others  have 
expressed  themselves  in  favor  of  Liebenow's  view,  while  Le 
Blanc  has  discussed  the  possibility  of  the  formation  of  lead 
peroxide-ions  alongside  of  quadrivalent  lead-ions.  He  assumes 
that  at  the  moment  of  discharge,  the  latter  are  converted  into 
bivalent  lead-Ions,  the  dissolving  lead  peroxide  furnishing  ad- 
ditional quadrivalent  lead-ions,  while  at  the  moment  of  charg- 
ing  the  bivalent  lead-ions  are  converted  into  quadrivalent  ones, 

¥ui,  43. 


^rm  lead  peroxide.  The  view,  that  instead  ol  one  process 
in  the  accumulator,  several  processes  are  jointly  enacted,  may 
prove  to  be  the  correct  one. 

Fig.  43  shows  a  common  form  of  an  accumulator.  The 
separate  electrodes  arc  insulated  from  each  other  by  glass 
tubes,  the  entire  system  being  secured  by  lead  springs  which 
press  the  electrodes  against  the  glass  tubes.  Small  accumu- 
lator cells  arc  of  glass,  hard  rubber  or  celluloid,  and  larger  ones 
oi  wood  lined  with  lead. 


The  sulphi 


id    used    for  fiUi 


should  be  Irec  from 
chlorine  and  metallic  impurities,  and  have  a  specific  gravity  ol 
1. 1 8.  In  a  charged  state  of  the  accumulator,  the  specific 
gravity  rises  to  about  1.2 1. 

Maintenance  of  accnmtdators.  An  accumulator  should  never 
be  allowed  to  stand  without  being  charged,  since,  in  such  a  case, 
crystals  of  lead  sulphate  arc  formed  upon  the  electrodes,  which 
can  only  be  removed  with  difficulty,  and  by  this  formation  of 
crystals  the  accumulator  acquires  a  very  great  resistance. 
When  not  in  use  an  accumulator  should  be  freshly  charged 
every  two  weeks,  because  it  gradually  discharges  itself. 

The  acid  should  be  put  in  the  cells  to  such  a  height  that  the 
electrodes  are  covered  about  5  millimeters  deep  and,  since  by 
the  evaporation  of  water  and,  especially  by  the  so-called  **  boil- 
ing *'  of  the  accumulator,  /.  t'.,  by  the  escaping  gases  of  oxygen 
and  hydrogen,  sulphuric  acid  is  carried  along,  the  fluid  has  to 
be  brought  to  its  original  level  by  the  addition  of  dilute  sul- 
phuric acid  of  K05  specific  gravity. 

By  the  formation  of  lead  peroxide  and  its  subsequent  reduc- 
t4on,  the  positive  electrodes  readily  undergo  changes  in  volume, 
they  being  liable  to  buckling  and  the  scaling  off  of  active  mass; 
lead-crystals  of  considerable  length  may  deposit  on  the  nega- 
tive electrodes,  both  these  occurrences  giving  rise  to  short- 
circuiting.  Hence,  the  accumulator  should  be  Irequently  in- 
spected, and  the  mass  collecting  on  the  bottom,  as  well  as  the 
lead-crystals,  be  removed. 

Charging  of  a  cell  should  always  be  effected  with  a  higher 
voltage  than  that  of  the  cell,  and  the  dynamo  should  only  be 
coupled  with  the  accumulator  when  it  furnishes  a  current  of 
sufficiently  good  electro-motive  force.  For  a  single  cell,  charg- 
ing is  commenced  with  an  electro-motive  force  of  2  volts. 
Towards  the  completion  of  charging,  the  electro-motive  force 
of  the  charging  current  should  be  2.6  to  2.7  v'olts,  After  in- 
terrupting the  charging  current  the  clcctro-motive  force  of  each 
celt  falls  off  to  about  2.25  volts. 

During  the  discharge,  the  cicctro-motivc  force  of  the  cells 
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rapidly  falls  to  about  2  volts  each,  remaining  constant  at  this 
value  for  quite  a  long  time,  when  it  falls  slowly  to  1.8  volts,  and 
rapidly  from  that  point  on.  The  appearance  of  the  last-men- 
tioned occurrence  should  by  all  means  be  avoided  and,  when 
the  electro-motive  force  falls  to  1.8  volts,  discharge  of  current 
should  be  discontinued,  as  otherwise  the  electrodes  would  be 
subject  to  rapid  destruction. 

Coupling  accumulators.  Like  the  voltaic  cells,  the  individ- 
ual accumulators  may,  according  to  requirement,  be  coupled 
alongside  one  another  (in  parallel),  or  one  after  the  other  (in 
series). 

For  the  production  of  electrolytic  depositions,  cells  of  great 
capacity  have  to  be  taken  exclusively  into  account,  that  is, 
celb  capable  of  yielding  a  great  strength  of  current  for  a  cer- 
tain number  oi  hours.  This  value,  current-strength  X  time,  is 
called  ampere  hours  capacity. 

If  for  an  electrolytic  process  a  maximum  electro-motive  force 
of  1.8  volts  is  required,  one  cell  may  be  coupled  to  the  bath,  or 
H  its  capacity  be  insufficient,  several  such  cells  in  parallel.  If. 
on  the  other  hand,  the  bath  requires  a  greater  electro- motive 
force,  two  or  three  cells  will  have  to  be  coupled  one  after  the 
other,  and  an  excess  of  electro-motive  force  has  to  be  destroyed 
by  a  resistance.  The  cells  may  be  charged  and  discharged  in 
parallel,  or  they  may  be  discharged  in  series  by  means  of  a 
transformer,  and  vice  versa,  they  may  be  charged  in  series  add 
discharged  in  parallel,  further  details  of  which  will  be  given  in 
the  Practical  Part. 


IV. 
PRACTICAL  PART. 


CHAPTER  IV. 

IK  NT   Hi'    KI.KCTRO-rLATING  ESTABLISHMENTS    IN 
TtENERAL- 


i!cs  valid 


all 


»s  cannot  be  given,  becaul 
lificalious  will  be  necessary  according  to  the  size  and  extent 
i^  the  CHUhlishnicnt,  the  nature  of  the  articles  to  be  electro- 
rllUlrili  and  \\\c  method  of  the  process  itself^  there  arc,  never- 

kclcM«  certain  main  features  which  must  be  taken  into  consid- 

mtiou  in  *irr«in)^in^  every  establishment,  be  it  large  or  small. 
A^pl#  Ml  ^t^titg  rooms.     Only  rooms  with  sufficient  light 
l^hrudd  he  vintnl,  since  the  eye  of  the  operator  is  severely  taxed 
ll>  iMti|;in^  whether  the  articles  have  been  thoroughly  freed  from 
lilt,  in  itcuijniting  the  different  tones  of  color,  etc,    A  northern 

ix|>i»^uvc  IH  cHpccially  suitable,  since  otherwise  the  reflection 

^<iu)4cd  li>  the  rays  of  the  sun  may  exert  a  disturbing  influence. 

'Mr  bluer  csktubllshments  the  room  containing  the  baths  should, 
in  HildiUuil  lo  liidc  lights,  be  provided  with  a  sky-light,  which, 

kC<!orilin|{  to  the  location,  is  to  be  protected  by  curtains  from 

19  i^y>i  vil  (he  M\%\, 
\\ntiUH**H.     Due  consideration  must  be  given  to  the  frc- 

\\w\\X  fiuiewjil  of  the  air  in  the  rooms.  Often  it  cannot  be 
^tvuulrd  thi^t  the  operations  of  pickling,  etc.,  must  be  carried 
\\\\  ill  Ihc  »dme  room  in  which  the  baths  are  located.     Espe- 

|UI(y  unfuvorAble  in  this  respect  are  smaller  establishments 
^orkUtR  with  batteries,  in  which  the  vapors  evolved  from  the 

(  \22  ) 
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latter  are  added  to  the  other  vapors,  and  render  the  atmos- 
phere injurious  to  health.  Hence,  if  possible,  rooms  should  be 
selected  having  windows  on  both  sides,  so  that  by  opening 
them  the  air  can  at  any  time  be  renewed,  or  the  baths  and  bat- 
teries should  be  placed  in  rooms  provided  with  chimneys.  By 
j  cutting  holes  of  sufficient  size  in  the  chimneys  near  the  ceilings 
I  of  the  rooms^  the  discharge  of  injurious  vapors  will  in  most 
cases  be  satisfactorily  effected. 

To  those  working  with  Bunsen  cells,  it  is  recommended  to 
place  them  in  a  closet  varnished  with  asphalt  or  ebonite  lac- 
quer, and  provided  with  lock  and  key.     The  upper  portion  of 
I      the  closet  should  communicate  by  means  of  a  tight  wooden 
I      flue  with  a  chimney  or  the  open  air. 

Heating  the  plaiing  rooms.     Since    the    baths    work    with 
greater  difficulty,  more  slowly  and  more  irregularly  below  a 
^rCertain  temperature,  provision  for  the  sufficient  heating  of  the 
^Blating  rooms  must  be  made.     Except  baths  for  hot  gilding, 
^blatiniztng,  etc..  the  average  temperature  of  the  plating  solu- 
tions should  be  from  64.5"^  to  68°  F.»  at  which  they  work  best; 
Pit  should   never  be  below  59-  F".,  for  reasons  to  be  explained 
hter  on.     Hence,   for   large   operating   rooms   such    heating 
anangements  must  be  made  that  the  temperature  of  the  baths 
cannot  fall  below  the  minimum  even  during  the  night»  other- 
wise provision  for  the  ready  restoration  of  the  normal  tempera- 
lure  at  the  commencement  of  the  work  in  the  morning  has  to 
made.     Rooms  heated  during  the  day  with  waste  steam  from 
le  engine,  generally  so  keep  the  baths  during  the  winter — the 
lly  season  of  the  year  under  consideration — that  they  show  in 
le  evening  a  temperature  of  64,5"  to  68^  F.,  and  if  the  room 
not  too  much  exposed,  the  temperature,  especially  of  large 
Hhs,  will   only  in   rare  cases  fall   below  yjP  V.     Vor  greater 
;unty  the  heating  pipes  may  be  placed  in  the  vicinity  of  the 
►aths,  but  if  this  should  not  suffice  to  protect  the  baths  from 
cooling  off  too  much,  it  is  advisable  to  locate  in  the  plating 
room  a  steam  conduit  of  small  cross-section  fed  from  the  boiler, 
o  pass  steam  for  a  few  minutes  through  a  coil  of  a  metal 
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indifferent  to  the  plating  solution  suspended  in  the  bath, 
this  manner  baths  of   looo  quarts,  which  on  account  of  several 
days*  interruption  in  the  operation,  had  cooled  to  36^  F.,  were 
in  10  minutes  heated  10  68°  F. 

It  has  also  been  tried  to  heat  large  baths,  for  instance,  nickel 
baths,  by  electrically  heated  boilers.  The  consumption  of  cur- 
rent is,  however,  very  great,  and  the  boilers  of  nickel  sheet 
thus  far  do  not  answer  all  rational  demands,  especially  as  re- 
gards durability. 

For  smaller  baths  it  is  advisable  to  bring  a  small  portion  of 
them  in  a  suitable  vessel  to  the  boiling-point  over  a  gas  flame, 
and  add  it  to  the  cold  bath.  If,  after  mixing,  the  temperature 
is  still  too  low,  repeat  the  operation. 

Renewal  of  water.  Another  important  factor  for  the  rooms 
is  the  convenient  renewal  of  the  waters  required  for  rinsing  and 
cleansing.  Without  water  the  electro- deposition  of  metals  is 
impossible;  the  success  of  the  process  depending  in  the  first 
place  on  the  careful  cleansing  of  the  metallic  articles  to  be 
clectro'plated,  and  for  that  purpose  water,  nay,  much  water, 
hot  and  cold,  is  required,  as  will  be  seen  in  the  section  treating 
on  the  "  Preparation  of  the  Articles,*'  Large  establishments 
should,  therefore,  be  provided  with  pipes  for  the  admission  and 
discharge  of  water,  one  conduit  terminating  as  a  rose  over  the 
table  where  the  articles  are  freed  from  grease.  In  smaller 
cftlabltshmcnts,  where  the  introduction  of  a  system  of  water- 
pipes  would  be  too  expensive,  provision  must  be  made  for  the 
(re(]ucnt  renewal  of  the  cleansing  water  in  the  various  vats. 

Floors  of  the  plating  rooms.  In  consequence  of  rinsing  and 
transporting  the  wet  articles  to  the  baths  much  moisture  col- 
lects upon  the  floors  of  the  plating  rooms.  The  best  material 
for  floors  of  large  rooms  is  asphalt,  it  being,  when  moist,  less 
slippery  than  cement,  A  pavement  of  brick  or  mosaic  laid  in 
cement  is  also  suitable,  but  has  the  disadvantage  of  cooling 
very  much.  The  pavement  of  asphalt  oc  cement  should  have 
a  slight  inclination,  a  collecting  basin  being  located  at  the  low- 
est  point,  which  also  serves  for  the  reception  of  the  rinsing 
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water.  Wood  floors  cannot  be  recommended,  at  least  for  large 
esUblishments,  since  the  constant  moisture  causes  the  wood  to 
rot.  However*  where  their  use  cannot  be  avoided,  the  places 
where  water  is  most  likely  to  collect  should  be  strewn  with  sand 
or  sawdust,  frequently  renewed,  or  the  articles  when  taken  from 
tlie  nnsing  water  or  bath  be  conveyed  to  the  next  operation  in 
small  wooden  buckets  or  other  suitable  vessels. 

Sis€  of  plating  room.  The  plating  room  should  be  of  such  a 
size  as  to  permit  the  convenient  execution  of  the  necessary 
manipulations.  Of  course,  no  general  rule  can  be  laid  down  in 
this  respect,  as  the  size  of  the  room  required  depends  on  the 
number  of  the  processes  to  be  executed  in  it,  the  size  and  num- 
ber of  articles  to  be  electroplated  daily  or  within  a  certain  time, 
etc.  However,  there  must  be  sufficient  room  for  the  batteries 
or  dynamo,  for  the  various  baths,  between  which  there  should 
be  a  passageway  at  least  twenty  inches  wide  for  the  table  where 
the  articles  are  freed  from  grease,  for  the  lye  kettle,  hot-water 
reservoir,  sawdust  receptacle,  tables  for  tying  the  articles  to 
hooks,  etc. 

Grinding  and  polishing  rooms.  The  rooms  used  for  grinding, 
polishing,  etc.,  also  require  a  good  light  in  order  to  enable  the 
grinder  to  see  whether  the  article  is  ground  perfectly  clean, 
and  all  the  scratches  from  the  first  grinding  are  removed. 
Where  iron  or  other  hard  metals  are  ground  with  emery  it  is 
advisable  to  do  the  polishing  in  a  room  separated  from  the 
grinding  shop  by  a  close  board  partition ;  because  in  the  pre- 
paratory- grinding  with  emery,  which  is  done  dry,  without  the 
use  of  oil  or  tallow,  the  air  is  impregnated  with  tine  particles  of 
cracry,  which  settle  upon  the  polishing  wheels  and  materials,  and 
in  polishing  soft  metals  cause  fine  scratches  and  fissures  which 
^spoil  the  appearance  of  the  articles,  and  can  be  removed  only 
Nth  difficulty  by  polishing.  Hence  all  operations  requiring 
use  of  emery,  or  coarse  grinding  powders,  should  be  pcr- 
rmed  in  the  actual  grinding  room,  as  well  as  the  grinding 
(On  stones  and  scratch-brushing  by  means  of  rapidly  rcvolv- 
steel    scratch-brushes.      Articles    already    plated    are,    of 
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course,  scratch-brushed  in  the  plating  room  itself,  either  on  the 
table  used  for  freeing  the  articles  from  grease,  or  on  a  bench 
especially  provided  for  the  purpose.  In  the  polishing  room 
arc  only  placed  the  actual  polishing  machines,  which  by  means 
of  rapidly  revolving  wheels  of  felt»  flannel,  etc,  and  the  use  of 
polishing  powders,  or  polishing  compositions,  impart  to  the 
articles  the  final  luster  before  and  after  electro-plating.  The 
formation  of  dust  in  the  polishing  rooms  is  generally  overesti- 
mated ;  it  is.  however,  sufficiently  serious  to  render  necessary 
the  separation  by  a  close  partition  of  the  polishing  rooms  from 
the  electro-plating  room,  otherwise  the  polishing  dust  might 
settle  upon  the*  baths  and  give  rise  to  various  disturbing  phe- 
nomena. In  rooms  in  which  large  surfaces  are  polished  with 
Vienna  lime,  as,  for  instance,  nickeled  sheets,  the  dust  often 
sriously  afTects  the  health  of  the  polishers,  especially  in  badly 
ventilated  rooms,  and  in  such  cases  it  is  advisable  to  provide 
.10  effective  ventilator.  If  this  cannot  be  done,  wooden  frames 
covered  with  packing-cloth,  placed  opposite  the  polishing 
wheels,  render  good  ser\ncc ;  the  packing-cloth,  by  being  fre- 
quently moistened,  retaining  a  large  portion  of  the  polishing 
dust. 

Distance  bitwten  machims.  Care  should  be  taken  to  have 
suiTicient  room  between  the  separate  machines  to  prevent  the 
grinders  and  polishers,  when  manipulating  larger  pieces  of 
metal,  from  inconveniencing  each  other.  Tables  for  putting 
down  the  articles  should  also  be  provided. 

Iratnmissium.  For  grinding  lathes  requiring  the  belt  to  be 
thrown  ofT  In  order  to  change  the  grinding,  it  is  best  to  place 
ihr  trainstmission  carrying  the  belt  pulleys  at  a  distance  of  about 
three  feet  from  the  floor,  while  for  lathes  with  spindles  outside 
the  bearings  the  transmission  may  be  on  the  ceiling  or  wall. 
Ihe  revolving  direction  of  the  principal  transmission  should  be 
Wch  as  to  render  the  crossing  of  the  belts  to  the  grinding  and 
'polishing  machines  unnecessary,  otherwise  the  belts  on  account 
ol  the  great  speed  will  rapidly  wear  out. 

The  more  modern  electrically-driven  grinding  and  polishing 
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machines  are  briefly  called  gritidiftg  and  polishing  mot&rs^  and 
rave  decided  advantages  over  machines  driven  by  belts.  They 
be  referred  to  later  on  in  the  section  **  Mechanical  Treat- 


Elecirn^platiHg  Arrangements  in  Particular, 

The  actual  electro-plating  plant  consists  of  the  following 
larts:  r.  The  sources  of  ct$rrent  {bikiicncs  or  dynamo-electric 
lachines)  tvith  atixiliary  apparatus.  2.  Tfu  current'Conductors, 
|,  The  baths^  consisting  of  the  vats,  the  plating  solution^  the 
modes,  and  the  conducting  rods  with  their  binding-screws. 
4-  The  apparatus  for  cleansing,  rinsing*  and  drying. 

Before  entering  into  the  discyssion  of  these  separate  parts  of 
an  electro-plating  plant,  it  will  first  be  necessary  to  speak  of 
[the  electric  conditions  in  the  electrolyte,  since  what  will  here 
be  ^id  applies  to  all  electro-plating  processes,  and  will  serve 
[lor  a  better  comprehension  of  the  succeeding  sections. 

Current-density,     For  the  result  of  the  electrolytic  process, 
>e  requisite  to  be  taken  first  of  all  into  consideration  is,  that  a 
luflicient  quantity  of  current  acts  upon  the  surfaces  of  the  ob- 
^jects  to  be  electro-plated,  and  next  that  the  current  possesses 
sufficient   electro-motive  force  for  the  decomposition   of   the 
bath.     The  quantity  of  current  which  is  necessary  for  the  nor- 
mal formation  of  an  electro-deposit  upon  i  square  decimeter 
^  10  X  lo  centimeters  ( lOO  square  centimeters)  is  now  desig- 
nated as  the  current-density.     In  the  electro- plating  processes 
to  be  described  later  on,  the  suitable  current*density  is  always 
given.     If,  for  instance,  this   normal   current-density  is   for   a 
nickel  bath,  0,4  ampere  per  square  decimeter,  the  electro- motive 
force  2.5  volts,  and  the  largest  object-surface  to  be  nickeled  in 
the  bath,  30  cm,  x  20  cm.  =  1000  square  centimeters,  a  cur- 
rent strength  of  at  least  0,4  x  10  =  4  amperes  is  required.     A 
Bunsen  cell,  which  furnishes  4  amperes,  would  therefore  suffice 
if  the  electro-motive  force  required   lor  the  decomposition  of 
the  electrolyte  did   not  amount  to  2.5  volts.     As  previously 
mentioned,   a  Bunsen   cell   furnishes  about    i  .8   volts,  and   to 
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attain  the  greater  electro-motive  force  two  cells  have  to  be 
coupled  one  after  the  other.  The  performance  of  the  battery 
would  then  amount  to  4  amperes  and  3,6  volts,  and  the  excess 
of  electro-motive  force,  which  would  be  an  impediment  to  ■ 
deposition  proceeding  in  a  normal  manner,  has  to  be  destroyed 
by  a  current-regulator  to  be  described  later  on,  in  case  it  is  not 
preferred  to  increase  the  object-surface  in  the  bath. 

For  silvering  the  current-density  amounts  to  0.25,  and  a 
silver  bath  with  a  slight  excess  of  potassium  cyanide  requires 
I  volt.  If  now,  for  instance,  an  object-surface  of  55  square 
decimeters,  about  equal  to  50  large  soup  spoons,  is  to  be 
silvered,  55  x  0.25  =  13.75  amperes  and  i  volt  are  required. 
Hence  three  cells  of  5  amperes  each  have  to  be  coupled  along- 
side each  other  to  obtain  15-ampcres  current-quantity. 

The  abbreviation  of  ND  icx)  is  used  to  designate  the  norma] 
current-density.  By  multiplying  it  with  the  number  of  square 
decimeters  which  the  object-surface  represents,  the  current- 
strength  required  for  the  object-surface  is  found. 

When  the  current- density  with  which  deposition  is  made  is 
known,  the  quantity  by  weight  of  the  deposit  effected  in  a 
definite  time  can  be  readily  calculated.  The  cUctro-chemit^ 
equivaieni  has  been  referred  to  on  p.  59,  and  it  has  been 
established  that  it  represents  the  number  of  coulombs  which 
separate  i  gramme-equivalent  of  metal  per  second.  When  by 
S  coulomb,  r.  e.y  by  i  ampere,  0.3290  mg.  copper  per  second  is 
separated  from  cupric  oxide  salts,  1.184  gr.  copper  arc  scpa* 
rated  in  the  ampere-hour  (3600  seconds). 

For  practical  purposes  the  quantities  of  a  metal  separated  in 
I  ampere-hour  are  designated  as  the  electro-chemical  equivalent 
of  the  ampere-hour,  and  the  quantities  of  metal  sepamted  with 
a  known  current-strength  in  a  definite  time  are  obtained  by 
multiplying  the  electrochemical  equivalent  with  the  current* 
strength  in  amperes  and  the  number  of  hours. 

For  calculating  the  time  in  which  with  a  known  curreDl- 
strength,  a  certain  quantity  by  weight  is  obtained,  the  latter  is 
simply  divided  by  the  weight  of  the  ampere-hours  deposit  X 
the  current-strength. 
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Another  problem  may  be  to  calculate  the  current-strength 

hicli   is  required  for  furnishing  in  a  certain  time  a  definite 

quantity  by  weight  of  deposit.     For  this  purpose,  divide  the 

quantity  by  weight  by  the  product  of  ampere-hours  deposit 

ind  number  of  hours. 

Wc  will  first  of  all  illustrate  these  calculations  by  two  ex* 
amples  without  regard  to  the  current-output.  Suppose  the 
time  is  to  be  determined  during  which  a  square  decimeter  of 
surface  has  to  remain  in  the  nickel  bath  in  order  to  acquire  a 
deposit  of  ^  millimeter  thickness  with  a  current-density  of  0.4 
ampere.  First  calculate  the  weight  of  the  deposit  by  multiply- 
ing the  surface  in  square  millimeters  with  the  thickness  and 
specific  gravity.  One  square  decimeter  i?  equal  to  io,cxx) 
square  millimeters,  which,  multiplied  by  yVi  millimeter,  gives  as 
a  product  1000,  which  multiplied  by  the  specific  gravity  of 
nickel — 8.6 — gives  8600  milligrammes  ^  8.6  grammes.  Hence 
a  deposit  of  ^  milligramme  thickness  upon  a  surface  of  I 
square  decimeter  represents  a  weight  of  8.6  grammes.  Since, 
lor  the  normal  deposit  per  square  decimeter,  a  current-density 
of  0,4  ampore  is  required,  and  i  ampere  deposits,  according 
I  to  the  table  given  on  p.  60,  1.1094  grammes  in  i  hour,  ^J^^_^ 
^^hnpcre  deposits  0.4437  gramme  in  1  hour,  and,  therefore, 
^^P>out  19^  hours  will  be  required  for  the  deposition  of  8.6 
P^ammes, 

For  calculating  the  time  which  one,  two  or  more  dozen  of 
knives  and  forks  or  spoons,  which  are  to  have  a  deposit  ot  silver 
of  a  determined  weight,  must  remain  in  the  bath  when  the 
current  density  is  known,  proceed  as  follows:  Suppose  50 
grammes  of  silver  are  to  be  deposited  upon  I  dozen  of  spoons, 
and  the  most  suitable  current-density  is  0.2  ampere  per  square 
decimeter;  if  the  surface  of  i  spoon  represents  i.io  square 
decimeters,  the  surface  of  i  dozen  spoons  of  equal  size  is  13.2 
square  decimeters.  Hence,  they  require  13.2  X  0.2  =  2,64 
amperes;  now,  since  1  ampere  deposits  in  1  hour  4.025 
grammes  of  silver,  2.64  amperes  deposit  in  the  same  time  10.62 
grammes  of  silver,  and  with  this  current,  the  dozen  spoons  must 
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remain  about  4j^  hours  in  the  bath  for  the  deposition  of  50 
grammes  of  silver  upon  this  surface. 

However,  the  figures  obtained  are  correct  or  approximately 
correct  only  when  the  current-output  amounts  to  1 00  per  cent,, 
or  to  approximately  this  value,  as  in  the  case  with  acid  copper 
baths.  Sliver,  gold,  zinc  and  tin  baths;  with  a  smaller  current- 
output  as  yielded  by  potassium  cyanide  copper  and  brass 
baths,  and  nickel  baths,  a  suitable  correction  has  to  be  made. 

The  current-output  of  a  bath  is  best  determined  as  follows: 
Deposit  upon  an  accurately  weighed  plate  (sheet)  of  metal  for 
several  hours  with  the  normal  current-density,  and  note  the 
exact  time  of  deposition  and  the  quantity  of  current  measured 
by  a  voltmeter  inserted  in  the  circuit.  Rinse  the  plate  first 
with  water  and  then  with  alcohol  ?.nd  ether,  and  dry  thoroughly, 
Weigh  it  and  by  deducting  the  previous  weight,  the  weight  of 
the  deposit  is  found.  Now  calculate  from  the  table  of  electro- 
chemical equivalents  (p.  60)  how  much  metal  should  have 
been  precipitated  in  the  time  consumed  by  the  cur  rent*  strength 
used,  the  result  being  the  theoretical  current-output.  The 
practical  current-output  in  per  cent,  is  found  by  mulliplj'ing 
the  weight  of  the  deposit  found  by  100  and  dividing  by  the 
calculated  weight  of  the  theoretical  current-output. 

Suppose  the  plate  weighs  12.00  grammes  and  after  having 
deposited  upon  it  nickel  for  3  hours  with  1.5  ampere,  it 
weighs  16.45  grammes,  which  corresponds  to  a  deposit  of  nickel 
of  16.45 — 12.00  =  4.45  grammes.  Theoretically,  1 .5  ampere 
should  separate  in  3  hours  {  t.1094  ;<  1.5  X  3}  4923  grammes 
of  nickel     Hence,  the  practical  current-output  attained  is 


4,925:4.45  =  100:  X 
X  =90.35  per  cent. 

In  calculating  the  quantity  by  weight,  the  product  obtained 
from  electro-chemical  equivalent  X  current-strength  X  num- 
ber of   hours,   would   have   to   be   multiplied   by   the  fraction 

Current*output  in  per  cent.     .         1     1  i-       ..l     *.•         -.i. 

—  ^        -^-^^ ;   m  calculating  the  time,  the  re- 

100 
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suit  obtained  above  would  have  to  be  multiplied  by  the  fraction 

I CX) 

— : -,   and    for   calculating   the   current- 

current-output  in  per  cent, 

strength  the  quotient  is  likewise  to  be  multiplied  by  the  fraction 

_  lOO  

current-output  in  per  cent 

EUctrO' motive  forte  in  the  bath.  It  has  previously  been  seen 
sthat  for  the  permanent  decomposition  of  an  electrolyte,  an 
cleclro-motivc  force  is  required  which  must  be  large  enough 
to  overcome  the  resistance  of  the  electrolyte,  as  well  as  the 
polarization-current  flowing  counter  to  the  main  current. 

The  resistance  of  the  electrolyte  is  found  by  multiplying  its 
specific  resistance,  /.  e.,  the  resistance  of  a  fluid  cube  of  I  deci- 

icier  side-length  by  the  electrode  distance  in  decimeters,  and 
f^dividing  by  the  object-surface  expressed  in  square  decimeters, 

lus, 

SpeciAc  resistance  %  dm.  electrode-distance 
dm.  object-surface. 


Resistance  ol  the  electrolyte 


According  to  p.  20,  the  electro-motive  force  required  for 
rnding  a  certain  current-strength  through  a  conductor  is  equal 

the  product  of  current  strength  and  resistance.  To  calculate 
lis  electro-motive  force,  the  resistance  of  the  electrolyte,  /.  e.^ 

the  bath,  as  found  above*  has  to  be  multiplied  by  the  current- 
lensity. 

For  the  better  understanding,  an  example  may  here  be  given, 
le  problem  being  to  copper  in  an  acid  copper-bath  an  object- 
irface  of  lOO  square  decimeters. 

Let  the  specific  resistance  of  the  acid  copper-bath  of  a  given 
imposition  be  0.92  ohm,  the  electrode-distance  1.2  decimeters, 
le  normal  current-density  i  ,25  ampures.  The  required  currcnt- 
rength,  J,  is  found  by  multiplying  the  normal  density  by  the 
»ject*surface  in  square  decimeters,  thus, 

J  =  100  X  1.25  =  125  amperes. 

From  what  has  above  been  said,  the  resistance,  W,  of  the 
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electrolyte  is  obtained  by  multiplying  the  specific  resistance  by 
the  electrode-distance  in  decimeters,  and  dividing  the  product 
by  the  object-surface  in  square  decimeters : 


...        O.Q2  X  1,2  , 

VV  =     ^    ^"         =  o.oi  104  ohm. 
100 


From  this  the  electro-motive  force.  E^  required  to  send  the 
current-strength,  J,  through  the  bath  is  calculated. 

K  =  J  X  W  =  125  X  0,01 104  =  f  .38  volt- 

However,  this  is  valid  only  for  the  normal  temperature  of 
18°  C.  (64.40°  F,).  If  the  electro- motive  force  has  to  be 
calculated,  which  is  required  at  a  higher  temperature,  for  send- 
ing the  current-strength  of  125  amperes  through  the  bath,  wc 
have  to  fall  back  upon  the  temperature- coefficients  and  die 
formulas  given  for  them  on  p,  25,  whereby,  if  the  temperature 
oi  the  bath  is  24^  C.  (75. 2*^  F.)»  the  equation  assumes  the  fol- 
lowing form : 

Specific  resistance  —  0.92  (i  — 0.01  13  X  6)  =  0.858  ohm. 

Hence  the  temperature-coefficient  0.0113  has  to  be  multi- 
plied by  the  number  of  degrees  C,  the  bath  is  warmer  than 
r8°  C,  the  product  subtracted  from  1,  and  the  remaindci 
multiplied  by  the  specific  resistance  at  18^  C,  0,92  ohm.  It 
will  be  seen  that  the  specific  resistance  {Sp.  R.l,  which  amounts 
at  18°  C.  to  0.92  ohm,  amounts  at  24^  C.  only  to  0.858  ohtn. 
The  resistance,  W^  of  the  electrolyte  at  24*^  C.  is  therefore 

,,,       0.858  X  1.2       ^«.^,     u 
W  =  — - — =  0.0103  ohm. 

!00 

and  the  electro-motive  force,  E,  which  is  capable  of  forcing  125 
amperes  through  the  resistance  of  0.0103  ohm: 

E  =  J  X  W  =  125  X  0.0103  =  i.287  volt 

If  the  electrolyte  is  6°  C.  colder  than  18^  C„  the  formula  is 
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SO  changed  that  the  temperature-coefficient  O.0113  has  to  be 

multiplied  by  6,  the  product  added  to  i.  and  the  sum  multi- 
plied by  the  specific  resistance  (Sp.  R.). 


^  piiec 


Sp.  R.  =  0,92  (1  +  o.oi  13    -'  6)  =  0,9824  ohm ; 
the  resistance  of  the  bath  is  then  : 


W  =  o^^JA^J^  _  ^.or  178  ohm. 
100 


the  electro- motive  force  required  being  therefore: 

^1  E  =  J  X  W  —  125  X  0.0 1  178  =  1.472  volL 

^B     Eiectra-motive  counterforce  of  polarization.     In   addition   to 
^|this  resistance  of  the  electrolyte,  the  electro-motive  countcr- 
» force  of  the  polarization-current  has  to  be  taken  into  considera- 
K  tion»    The  causes  of  polarization  have  been  explained  on  p. 
^■^4;  it  being  partly  due  to  the  formation  of  gas-cells  during 
■^electrolysis  with  insoluble  electrodes,  especially  anodes,  partly 
"   to  changes  in  concentration  in  the  vicinity  of  the  electrodes,  or 
^0  oxidizing  or  reducing  processes  in  the  electrolyte.     In  most 
*^es  of   electrolysis   coming    here   in   question,  the  dilution 
'ormed  on  the  cathodes  by  the  separation  of  metal  will  send  a 
polarization-current  towards  the  more  concentrated  layers  of 
^i^td  formed   by  the  solution  of  the   anode-metal,  to  which  is 
^J*dded  the  counter-current  formed  by  the  contiguity  of  fluids 
^V/ith  salts  of  a  lower  degree  of  oxidation  to  fluids  with  salts  of 
3  higher  degree  of  oxidation.     The  magnitudt'  of  polarisaiioti 
is  materially  influenced  by  the  nature  of  the  metals  of  which 
the  electrodes  consist;  the  more  electro-positive  the  cathode- 
metal    and    the    more    electro-negative    the   anode-metal,    the 
greater   the    electro-motive   force  of    the    polarization-current 
which  flows  from   the  more  positive  cathode  to  the  negative 
anode,  hence   in   an   opposite  direction   to   the   main   current, 
which  enters  at  the  anode  and  passes  out  at  the  cathode.    This 
explains  why  in  nickeling  iron   less  electro-motive  force  is  re- 
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quired  than  in  nickeling  zinc,  iron  being  only  to  a  slight  degree 
more  positive  than  the  nickel-metal  of  the  anode,  and  hence 
less  electro-motive  counterforce  appears.  Zinc,  on  the  other 
hand»  is  far  more  positive  than  iron,  and  the  electro-motive 
torce  of  the  polarization-current  is  consequently  essentially 
stronger. 

The  determination  of  this  electro-motive  counterforce  is  in 
the  most  simple  manner  efllected  by  experiment.  If  a  volt- 
meter of  great  resistance  be  placed  at  the  bath,  and  the  main 
current  which  had  been  passed  into  the  bath  be  suddenly  in- 
terrupted by  means  oi  a  switch,  the  needle  of  the  voltmeter 
does  not  at  once  return  to  the  O-point,  but  remains  for  some 
time  in  a  position  above  that  point,  and  then  gradually  returns 
to  it.  The  electro-motive  force  indicated  by  the  needle  for  the 
short  time  after  the  interruption  of  the  current  gives  the  electro- 
motive force  of  the  polarization-current. 

The  electro- motive  counterforce  is  influenced  by  the  magni- 
tude of  the  current-density,  growing  and  falling  with  the  latter. 
When  the  magnitude  of  the  counterforce  has  been  determined 
by  experiment  as  above  described ^  the  electro-motive  force  of 
he  main  current  required  for  the  electrolytic  process  is  made 
up  of  the  electro- motive  force  found  by  multiplying  the  current- 
stren^^th  by  the  resistance  of  the  electrolyte  plus  the  electro- 
mntivc  counlcrlorcc  of  polarization  found  by  experiment. 

Proceeding  from  the  opinion  that  the  electric  current-lines 
arc  subject  to  scattering  similar  to  the  magnetic  lines  of  force, 
Ffanhauser  has  taken  Into  account  the  magnitude  of  this  scatter- 
ing of  the  current-lines  for  the  calculation  of  the  resistance  of 
the  electrolyte,  When  such  scattering  takes  place,  the  current- 
lines  will  not  collectively  migrate  by  the  shortest  road  from  the 
anode  to  the  cathode,  but  describe  greater  or  smaller  curves, 
the  cross-section  of  the  fluid  which  takes  part  in  the  conduc- 
tion of  the  current,  becoming  thereby  greater  than  if  the  cur- 
rent would  pass,  without  deviation  whatever,  between  the  elec- 
trodes, and  the  resistance  of  the  electro!}te  consequently  be- 
comes smaller.     The  least  scattering  was  found  with  electrodes 
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of  the  same  size,  it  increasing  with  the  greater  distance  of  the 
electrodes  from  each  other.  In  electro-plating  processes  run- 
ning a  normal  course,  the  decrease  in  the  resistance  of  the  balh 
by  the  scattering  of  current-lines  may  practically  be  disre- 
garded,  and  it  will  later  on  only  be  referred  to  in  so  far  as 
various  phenomena  which  appear  in  electro- plating  have  been 
explained  by  this  scattering. 

Wcwiil  now  turn  to  the  discussion  of  electro-plating  installa- 
tions with  the  different  sources  of  current,  and  the  arrangement 
with  cells  will  first  be  described.  It  will  be  necessary  to  specify 
in  this  section  all  the  laws  and  rules  which  are  also  valid  for 
installations  with  other  sources  of  current,  and  the  reader  is 
requested  thoroughly  to  study  this  section  as  repetition  in  sub- 
sequent sections  is  not  feasible. 

A.    Installations  with  Cells. 

Coupling  of  cells.     Trior  to  the  time  when  it  became  possible 
to  calculate  the  normal  current-strength  lor  a  definite  object 
surface,  because  the  magnitude  to   which  the   term  current- 
density  has  been  applied  was  not  known,  the  transmission  of  the 
quantity  of  current  required  for  the  electro-plating  processes 
»was  effected  in  a  purely  empirical  manner.     The  effective  zinc 
surface  of  the  cells  was  taken  as  the  basis,  and  it  was  held  that 
with  baths  of  medium  resistance  a  good  deposit  is  generally 
effected  when  the  effective  zinc-surface  of  the  cells  is  of  the 
same  size  as  the  object- surface  which  is  to  be  plated,  and  as 
large  as  the  anode-surfaces.    The  electro-motive  force  required 
was  obtained  by  coupling  a  larger  or  smaller  number  of  cells 
one  after  the  other.     Suppose  we  have  a  nickel  bath  which  re- 
quires for  its  decomposition  a  current  of  2.5  volts  of  electro- 
emotive  force.     Now  since,  according  to  p.  t"},  a  Bunsen  cell 
^vclops  a  current  of   i.S8  volts,  the  reduction  of  the  nickel 
cannot  be  effected  with  one  such  cell  alone,  but  two  cells  will 
have  to  be  coupled  for  electro-motive  force  one  after  the  other, 
whereby,  leaving  the  conducting  resistance  of  the  wires  out  of 
msideration»  an  electro-motive  force  of  2   ■    \,%%  ™  3.76  volts 
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is  abtained,  with  which  the  decomposition  of  the  solutu 
be  effected. 

If,  on  the  other  hand,  we  have  a  silver  bath  which 
only  I  volt  for  its  decomposition,  we  do  not  couple 
one  after  the  other,  because  the  electro-motive  force  of 
cell  suflfices  for  the  reduction  of  the  silver.  On  p.  87] 
been  seen  that  by  coupling  the  elements  one  after  th| 
(coupling  for  electro-motive  force)  the  electro-motive 
the  battery  is  increased,  but  the  quantity  of  current  is 
creased,  and  that  to  attain  the  latter,  the  cells  must  be 
alongside  of  one  another  (coupled  for  quantity).  Hence 
group  of»  for  instance,  three  cells  coupled  one  after  ano 
only  one  single  zinc  surface  of  the  cells  can  be  cons^ 
effective  in  regard  to  the  quantity  of  current.  Now,  the^ 
the  area  of  articles  at  the  same  time  suspended  in  the  bat 
the  greater  the  number  of  such  effective  zinc  surfaces, 

Fig,  44. 


group  of  cells  to  be  brought  into  action  must  be ;  aix 
baths  with  medium  resistance,  it  may  be  laid  down  as 
that  the  effective  zinc  surface  must  be  at  least  as  large' 
sirrface  of  the  articles,  provided  the  surface  of  the  anodi 
least  equal  to  the  latter,  the  approximate  number  of 
their  coupling  for  a  bath  can  be  readily  found. 

Let  us  take  the  nickel  bath  of  medium  resistance  wl 
above  mentioned,  requires  a  current  o<  2.5  volt^»  and 
decomposition  of  which  two  cells  must,  therefore,  be 
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one  after  the  other,  and  suppose  that  the  zinc  surface  of  the 

Bunsen  cells  is  500  square  centimeters,  then  the  effective  zinc 

surface  of  the  two  cells  coupled  one  after  the  other  will  also  be 

500  square  centimeters;    hence  a  brass  sheet  20  >    25  =  500 

centimeters  can    be  conveniently   nickeled  on   one  side   with 

these  two  cells,  or  a  sheet  10  X  25  =  250  centimeters  on  both 

sides.     Now  suppose  the  surface  to  be  nickeled  were  twice  as 

large,  then  the  two  cells  would  not  sufBce,  and  a  second  group 

f  two  cells,  coupled   one  after  the  other,  would   have  to  be 

ined  to  the  first  group  for  quantity,  as  shown  in  Fig.  22,  or 

erspectively  in  Fig.  44.     Three  times  the  object-surface  would 

require  three  groups  of  elements,  and  so  on. 

In  giving  these  illustrations  it  is  supposed  the  objects  are  to 
^^have  a  thick,  solid  plating.  For  rapid  plating  and  a  thin  deposit 
^H  different  course  has  to  be  followed.  Only  a  slight  excess  of 
^^klectro-motivc  force  in  proportion  to  the  resistance  of  the  bath 
^Bi>eing  in  the  above-mentioned  case  present,  reduction  takes 
place  slowly  and  uniformly  without  violent  evolution  of  gas  on 
the  objects,  and  by  the  process  thus  conducted,  the  deposit 
rmed  is  sure  to  be  homogeneous  and  dense,  since  it  absorbs 
ut  slight  quantities  of  hydrogen,  and  in  most  cases  it  can  be 
obtained  of  such  thickness  as  to  be  thoroughly  resistant. 

For  rapid  plating,  without  regard  to  great  solidity  and  thick- 
ess  of  the  deposit,  the  ceils,  however,  have  to  be  coupled  so 
at   the  electro-motive   force  is  large   as  compared  with  the 
sistance  of  the  bath,  so  that  the  current  can  readily  overcome 
c  resistance.     This  is  accomplished  by  coupling  three,  four, 
more  cells  one  after  the  other,  as  shown  in  the  scheme,  Fig, 
20.     However,  special  attention  has  to  be  drawn  to  the  fact 
that  deposits  produced  with  a  large  excess  of  electro-motive 
force  can    neither    be   dense    nor    homogeneous,    because,   in 
accordance  with  the  generally-accepted  view,  the  deposits  con- 
dense and  retain  relatively  large  quantities  of  hydrogen  gas.  the 
term  vcciusion  being  applied  to  this  property. 

Curren:  regulation.     Only  in  very  rare  cases  will  it  be  possi^ 
e  to  always  charge  a  bath  or  several   baths  with  the  same 
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object-surface ;  and  according  to  the  amount  of  business,  or  the 
preparation  of  the  objects  by  grinding,  polishing  and  pickling, 
at  one  time  large  and  at  another  small,  surfaces  will  be  sus- 
pended in  the  bath.  Now,  suppose  a  battery  suitable  for  a 
correct  deposit  upon  a  surface  of,  say  five  square  feet,  has  been 
grouped  together;  and.  after  taking  the  articles  from  the  bath, 
a  charge  of  objects  only  half  as  large  as  before  is  introduced, 
the  current  of  the  battery  will,  of  course,  be  too  strong  for  this 
reduced  surface*  and  there  will  be  danger  of  the  deposit  not 
being  homogeneous  and  dense,  but  forming  with  a  crystalline 
structure,  the  consequence  of  which,  in  most  cases,  will  be 
slight  adhesiveness,  if  not  absolute  uselessness.  With  sufficient 
attention  the  total  spoiling  of  the  articles  might  be  prevented 
by  removing  the  objects  more  quickly  from  the  bath.  But  this 
is  groping  in  the  dark,  the  objects  being  either  taken  too  soon 
from  the  bath,  when  not  sufficiently  plated,  or  too  late,  when 
the  deposit  already  shows  the  consequences  of  loo  strong  a 
current 

For  the  control  of  the  current  an  instrument  called  a  current- 
regulatory  re  si  Stan  €c  board  or  rheostat  has  been  devised »  which 
allows  of  the  current-strength  of  a  battery  being  reduced  with- 
out the  necessity  of  uncoupling  cells.  It  is  obvious  that  the 
current  of  a  batlery,  if  too  strong,  can  be  weakened  by  decreas- 
ing the  number  of  cells  forming  the  battery,  and  also  by  de- 
creasing the  surface  of  the  anodes,  because  the  external  resist- 
ance is  thereby  increased.  This  coupling  and  uncoupling  of 
cells  is,  however,  not  only  a  time-consuming,  but  also  a  dis- 
agreeable, labor ;  and  it  is  best  to  use  a  resistance  board  with 
which,  by  the  turn  of  a  lever,  the  desired  end  is  attained.  Figs. 
45  and  46  show  this  instrument. 

Its  action  is  based  upon  the  following  conditions:  As  previ- 
ously explained,  the  maximum  performance  of  a  battery  takes 
place  when  the  external  resistance  is  equal  to  the  internal  re- 
sistance of  the  battery.  By  increasing  the  external  resistance, 
the  performance  is  decreased,  and  a  current  of  less  intensity 
will   pass   into   the   bath   when   resistances   are  placed   in  the 
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circuit.  The  longer  and  thinner  the  conducting  wire  is,  and 
tlic  less  conducting  power  it  possesses,  the  greater  will  be  the 

t resistance  which  it  opposes  to  the  current.  Hence,  the  resist- 
iuice  board  consists  of  metallic  spirals  which  lengthen  the 
circtiitf  contract  it  by  a  smaller  cross-section,  and  by  the  nature 
iol  the  metallic  wire,  has  a  resistance-producing  effect.  For  a 
Slight  reduction  of  the  current,  copper  spirals  of  various  cross- 
sections  are  taken,  which  are  succeeded  by  brass  spirals,  and 
finally  by  German-silver  spirals,  whose  resistance  is  eleven 
times  greater  than  that  of  copper  spirals  of  the  same  length 
and  cross-section.     In   Fig.   45   the  conducting   wire   coming 
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fom  the   battery  goes  to  the  screw  on  the  left  side  of  the  re- 
sistance board,  which  is  connected  by  stout  copper  wire  with 
first  contact-button   on  the   left;    hence    by   placing   the 
letallic  lever  upon  the  button  furthest  to  the  left*  the  current 
Masses  the  lever  without  being  reduced,  and   flows  off  through 
the  conducting  wire  secured   to  the  setting-screw  of  the  lever. 
By  placing  the  lever  upon  the  next  contact  button  to  the  right, 
^o  copper  spirals  are  brought  into  the  circuit;   by  turning  the 
rcT  to   the   next   button,   four   spirals   are   brought    into   the 
rcuit*  and  so  on.     By  a  proper  choice  of  the  cross- sections  of 
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the  spirals,  their  length,  and  the  metal  of  which  they  are  made, 

the  current  may  be  more  or  less  reduced  as  desired. 

In  case  great  current-strengths  must  flow  through  the  resist- 
ance boards  it  is  more  advantageous  to  couple  the  spirals  in 
parallel,  and  not  one  after  the  other,  as  in  Figs.  47  and  48. 

The  resisting  boards  may  be  placed  in  the  circuit  itself  in  two 
different  ways.  If  the  resistance  board  is  to  maintain  the 
electro-motive  force  of  the  current  at  the  bath  constant  at  a 
certain  height,  it  is  coupled  in  series.  In  this  case  the  same 
current-strength  which  is  consumed  at  the  bath  flows  through 
the  resistance.  This  coupling  in  series,  or  one  after  the  other. 
ol  the  resistance  board  is  shown  in  Fig.  47. 


Fifi.  47- 


SAT^ 


BATrettr 


In  the  other  mode  of  coupling,  Fig.  48,  the  resistance  lies  in 
shunt  to  the  circuit,  it  being  coupled  parallel  to  it.  According 
to  Kirchoff's  law,  if  there  be  a  branch ing-off  of  the  current, 
the  sum  of  the  current-strengths  in  the  separate  branches  is 
just  as  great  as  the  current-strength  prior  to  and  after  branch- 
ing off,  and  the  current-strengths  in  the  separate  branches  arc 
inversely  proportional  to  the  resistances  of  the  separate 
branches. 

In  the  case  in  question  the  coupling  of  the  resistance-board 
(Fig.  48)  represents  such  a  branching-off  of  the  current;   the 
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greater  the  resistance  of  the  resistance- board,  the  less  the 
current-strength  will  be  which  flows  through  it;  otherwise,  a 
greater  resistance  in  the  main  circuit,  hence  in  this  case  in  the 
bath,  will  cause  a  portion  of  the  current- strength  to  flow  through 
the  resistance  board,  where  it  is  destroyed. 

This  parallel  coupling  of  the  resistance  board  with  the  bath 
is  utilized  to  remove  differencea  in  the  operating  electro-motive 
force  of  baths  coupled  in  series,  which  may  appear  by  electrode- 
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surfaces  of  uneven  size,  or  by  changes  in  the  resistances  of  the 
<^iectrolytes. 

Current  indicator.  In  order  to  be  able  to  control  the  change 
*n  the  current  conditions  which  is  effected  in  a  circuit  by  the 
resistance  board,  a  galvanometer  is  coupled  behind  the  latter. 
T'his  instrument  consists  of  a  magnetic  needle  oscillating  upon 
3  pin,  below  which  the  current  is  conducted  through  a  strip  of 
copper,  or,  with  weaker  currents,  through  several  coils  of  wire. 
The  electric  current  deflects  the  magnetic  needle  from  its  north- 
iole  position,  and  the   more  so  the  stronger  the  current  is; 

tnce  the  current-strength  of  the  battery  can  be  determined  by 
the  greater  or  smaller  deflection. 

For  a  weak  current,  such  as,  for  instance^  that  yielded  by 
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two  cells,  it  is  of  advantage  to  use  a  honzontal  galvanometer 
(Fig,  49).  It  is  screwed  lo  a  table  by 
means  of  a  few  brass  screws  in  such  a  po- 
sition that  the  needle  in  the  north  position, 
which  it  occupies,  points  lo  o*^  when  no 
current  passes  through  the  instrument. 
Articles  of  iron  and  steel  must^  of  course, 
be  kept  away  from  the  instrument.  For 
stronger  currents  it  is  better  to  combine  a  vertical  galvanometer 
with  the  s\vitch*board  and  fasten  it  to  the  same  frame,  as  shown 
in  Fig.  46.  The  screw  of  the  lever  of  the  switch- board  is  con- 
nected with  one  end  of  the  copper  strip  of  the  vertical  galvanom- 
eter, while  the  other  is  connected  with  the  screw  on  the  right 
side  of  the  switch-board,  in  which  is  secured  the  wire  leading 


Fig.  50, 
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to  the  bath.  The  switch- board  and  galvanometer  are  placed 
in  one  conducting  wire  only,  either  in  that  of  the  anodes  or  of 
the  objects;  one  of  these  wires  being  simply  cut,  and  the  end 
connected  to  the  battery,  is  secured  in  the  binding-screw  on 

the  side  of  the  resistance  board   marked  "  strong,"  while  the 
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thcr  end,  which  is  in  connection  with  the  bath,  is  secured  in 
le  bmding'screw  on  the  opposite  side  marked  *'  weak."     The 
jntire  arrangement  will  be  perfectly  understood  from  Figs*  50 
Ids.. 

Fio.  51. 


tg,  52  shows  the  Hanson  &  Van  Winkle  Patent  Under- 
writer's Rheostat.  U  has  twice  the  carrying  capacity  of  any 
resistance  board  ever  made  for  this  purpose,  it  having  sufficient 
Ikngth  of  wire  to  allow  of  turning  down  the  highest  clectro- 
niotivc  force  used  in  plating,  to  the  lowest  figure  called  for, 
without  showing  heat  or  any  unfavorable  symptoms.  By  the 
lise  of  this  rheostat  the  output  from  a  plating  room  using  two 
more  tanks  can  be  doubled,  providing  the  dynamo  has  the 
Current  capacity. 

Fig,  53  shows  a  special  rheostat  constructed  by  the  Hanson 
k  Van  Winkle  Co.  for  use  on  nickel,  copper  or  brass  solutions 
^ftequiring  heavy  ampcreage.  For  the  reason  that  so  large  an 
^Bmpcre  current  is  used  the  instrument  is  especially  constructed 
^M  withstand  any  excessive  heating  to  which  it  may  be  sub- 
^Bcted.  This  rheostat  may  also  be  used  in  the  main  line  to 
control  the  voltage  of  several  tanks.     It  is  suitable  for  solutions 
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.oiiuiumj:  175  to  200  square  feet  of  ntckel  work,  or  on  copper 
v*r  br^ss  baths  of  lOO  to  125  square  feet,  or  for  zinc  solution 
cuotJLtniog  75  feet  of  work  surface. 

The  advantages  derived  from  the  use  of  a  resistance  board 
having  been  referred  to,  it  remains  to  add  a  few  words  regard- 
ing the  indications  made  by  the  galvanometer.  Since  the 
^♦Teater  deticction  of  the  needle  depends,  on  the  one  hand,  on 
Ihc  greater  current-strength,  and  on  the  other,  on  the  slighter 

Fn;.  52. 


IT^nHliinci'  of  ihr  rxtcrior  closed  circuit  ( conduciing-wires, 
buthw  and  anodes),  it  is  evident  that  a  bath  with  slighter  resist- 
MilCr,  when  worked  with  the  same  battery  and  containing  the 
luimc  Hurfacc  of  anodes  and  objects,  will  cause  the  needle  to 
deflect  more  than  a  bath  of  greater  resistance  under  otherwise 
rqwjil  conditinnn. 

Hence,  ihc  deductions  drawn  from  the  position  of  the  needle 
lor  ihc  electro- plating  process  are  valid  only  for  definite  baths 
MU\  ilciniile  cquid  conditions*  but,  with  due  consideration  of 
these  coditions,  arc  of  great  value. 

Suppoftc  a  nickel  bath  to  work  always  with  the  same  surfaces 
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of  objects  and  anodes,  and  experiments  have  shown  that  the 
suitable  current-strength  for  this  surface  of  objects  is  that  at 
which  the  needle  stands  at  15^  ;  and  suppose,  further,  that  the 
battery  has  been  freshly  filled  and  causes  the  needle  to  deflect 
1025*^,  then  the  lever  of  the  resistance  board  will  have  to  be 
turned  so  far  to  the  right  that  the  needle  in  consequence  of  the 
interposed  resistances  returns  to   15°.     Now  if,  after  working 
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>r  some  time,  the  battery  yields  a  weaker  current,  the  needle, 
^J>y  reason  of  the  resistance  remaining  the  same,  will  constantly 
^■ctrograde,  and  has  to  be  brought  back  to  15°  by  turning  the 
^Kver  to  the  left*  when  a  current  of  equal  strength  to  the  former 
^^ill  again  flow  into  the  bath.  This  manipulation  is  repeated 
until  finally  the  lever  rests  upon  the  button  furthest  to  the  left, 
at  which  position  the  current  flows  directly  into  the  bath  with- 
10 
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out  being  influenced  by  the  resistances  of  the  resistance  board. 
If  now  the  needle  retrogrades  below  15"^,  it  is  an  indication  to 
the  operator  that  he  must  renew  the  filling  of  the  battery  if  he 
does  not  prefer  suspending  fewer  objects  in  the  bath.  For  this 
reduced  object-surface  it  is  no  longer  required  for  the  needle 
to  stand  at  15°  in  order  to  warrant  a  correct  progress  of  the 
electric  process,  since  the  resistance  being  in  this  case  greater, 
a  deflection  to  10^,  or  still  less,  may  suffice.  This  example 
will  make  it  sufficiently  clear  that  the  current-indication  by  the 
galvanometer  is  not  and  cannot  be  absolute,  but  that  the  de- 
ductions must  always  be  drawn  with  due  consideration  to  the 
Conditions,  namelyi  surfaces  of  objects  and  anodes,  and  dis- 
tance between  them. 

It  frequently  happens  that  in  consequence  of  defective  con* 
tracts  with  the  binding-screws  of  the  battery,  or  by  the  conduc- 
tors of  the  objects  and  of  the  anodes  touching  one  another 
(short  circuit  with  non-insulated  conducting  wires),  no  current 
whatever  flows  into  the  bath.  Such  an  occurrence  b  immedi- 
ately indicated  by  the  galvanometer,  the  needle  being  not  at  all 
deflected  in  the  first  case,  while  in  the  latter  the  deflection  will 
be  much  greater  than  the  usual  one. 

The  needle  of  the  galvanometer  also  furnishes  a  means  of 
recognizing  the  polarity  of  the  current.  If  the  galvanometer 
be  placed  in  the  positive  (anode)  conductor  by  securing  the 
wire  coming  from  the  battery  in  the  binding-screw  on  the 
south  pole  of  the  galvanometer,  and  the  wire  leading  to  the 
bath  in  the  binding-screw  on  the  north  pole  of  the  needle*  the 
needle,  according  to  Ampere's  law,  will  be  deflected  in  the 
direction  of  the  hands  of  a  watch,  i.  e.,  to  the  right  if  the  ob- 
server stands  so  in  front  of  the  galvanometer  as  to  look  from 
the  south  pole  towards  the  north  pole,  because  the  battery* 
current  flows  out  from  the  positive  pole  through  the  conducting 
wire,  anodes,  and  fluid  to  the  objects,  and  from  these  back 
through  the  object  wire  to  the  negative  pole  of  the  battery.  If 
now  in  consequence  of  the  counter- current  formed  in  the  bath 
by  the  metallic  surfaces  of  dissimilar  nature  or  other  causes,  and 
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(lowing  in  an  opposite  direclion  to  tliat  of  the  battery-current, 
b^c  latter  is  weakened,  the  needle  will  constantly  further  retro- 
^Hrade  from  the  zero  point,  and  when  the  counter-  or  polariza-^ 
^^on-current  becomes  stronger  than  the  battery-current,  it  will 
be  deflected  in  an  opposite  direction  as  before.  Hence,  by 
observing  the  galvanometer,  the  operator  can  avoid  the  annoy- 
ig  consequences  of  polarization*  which  will  be  further  discusscdl 
\ndcr  nickeling. 

Measuring  instruments.     It  may  here  be  stated  that  the  use 

»f  the  galvanometer  has  been  to  a  great  extent  abandoned,  and 

teasuring  instruments  are  at  present  generally  employed. 

For  measuring  the  current-strength,  the  ampcrc-metcr  or  am- 

lettris  employed,  and  for  measuring  the  cleclro-motive  force  of 

le  current,  l,he    I'olt- meter,  these  instruments   allowing  of  the 

direct  reading  off  of  the  current-strength  in  amperes  and  of  the 

electro-motive  force  in  volts. 

Space  will  not  permit  us  to  enter  into  the  different  con- 
structions of  these  measuring  instruments,  and  only  the  principle 
►f  their  construction  will  here  in  a  few  words  be  explained* 

It  has  previously  been  seen  that  with  a  given  object-  and 
tnode-surface,  the  deposit  in  the  plating  bath  depends  chiefly 
m  the  current-strength  and  electro-motive  force  ol  the  current, 
ic  deposit  will  turn  out  most  beautiful  anrl  most  homogeneous; 
mly  with  a  definite  current-strength,  and  though  the  skilled 
►perator  may  succeed  by  empirical  experiments  in  obtaining  a 
tauliful  deposit  without  a  knowledge  of  the  current-conditions^ 
this  mode  of  working  requires  far  more  attention  than  when  by 
simply  reading  off  the  deflection  of  the  needle  on  the  measur- 
Pping  instruments,  it  can  be  ascertained  that  the  bath  works  in 
the  most  rational  manner,  without  having  first  to  inspect  the 
objects  and  the  bath  itself,  Such  instruments  are  a  great  con- 
venience, especially  with  a  varying  size  of  the  object-surface, 
particularly   if  each   bath    is  provided   with   one,  because   the 

Rlectro-motive  force  at  the  bath  changes  every  time  the  object- 
urface  is  changed.     Hence,  as  previously  stated,  the  current 
as  every  time  to  be  regulated  before  it  is  allowed  to  pass  into 
ihe  bath,  if  the  deposit  is  to  be  always  of  the  same  quality. 
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While  voltmeters  allow  of  a  reliable  controi  of  the  electro- 
niolive  force  in  the  bath,  ammeters  serve  the  purpose  of  recog- 
niztag,  on  the  one  hand*  whether  the  current-strength  required 
for  a  certain  object-surface  passes  into  the  balh»  tf  the  calcula- 
tion of  the  total  current-strength  is  based  upon  the  normal 
current-density.  On  the  other  hand,  they  allow  of  the  deter- 
mination of  the  quantities  by  weight  of  metal  deposited,  the 
weight  of  the  deposit  depending  solely  on  the  current- strength* 
Although  it  is  not  always  necessary  to  know  this,  yet  it  is  fre- 
quently desirable  to  ascertain  how  great  the  current-strength  is, 
in  order  to  determine  what  demands  are  made  on  the  battery 
or  the  dynamo. 

Notwithstanding  their  extraordinary  simplicity,  the  instru- 
ments constructed  according  to 
Hummel's  patent,  are  very  sen- 
sitive, and  do  not  change  in  the 
course  of  time  as  is  the  case  with 
many  other  constructions.  Their 
mode  of  action  is  based  upon  the 
phenomenon  that  soft  iron  is  at- 
tracted by  a  current-condiictor. 
In  the  scheme.  Fig,  54,  5  is  a  cir- 
cular current-conductor,  consist- 
ing of  a  greater  or  smaller  number 
of  copper-wire  coils.  In  the  in- 
terior is  a  piece  of  thin  sheet-iron, 
E,  connected  with  an  axis  of  rev- 
olution, a,  G  is  a  weight  which 
is  to  be  lifted  by  the  attractive 
Toice  of  the  current  5  upon  the  iron  E.  The  stronger  the 
current,  the  greater  the  attraction  of  the  coils  lying  next  to 
the  sheet-iron,  and.  hence,  the  greater  the  elevation  of  the 
weight,  G,  will  be,  and  the  further  the  indicator,  Z,  connected 
with  the  axis  of  revolution,  and  below  which  a  scale  is  fixed^ 
w  ill  deflect. 

As   regards   construction,    the   voltmeter  and    ammeter  arc 
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llike,  with   the  exception  of  the  coil  5.     In  the   voltmeter,  it 
insists  of  many  windings  of  thin  copper  wire,  and  in  the  am- 

Fic  SS* 


le  voltmeter,  Fig.  55,  manufactured  by  the  Hanson  &  Van 
.Winkle  Co.,  is  arranged    with   fifteen  negative  points^     By  its 
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use  the  current  generated  by  the  dynamo  can  be  determined, 
and  by  moving  the  lever  to  the  point  corresponding  to  the 
tank  number,  the  voltage  of  any  one  of  the  fifteen  tanks  can 
instantly  determined. 

Fig.  56  shows  the  Weston  ammeter.  The  ammeter  is  placed 
in  one  conductor  only,  either  in  that  of  the  objects  or  the 
anode,  and  thus  the  whole  of  the  current  must  pass  through  it. 
The  voltmeter,  however,  is  connected  with   both   conductors. 


Fig.  57. 


On  the  points  where  the  electro-motive  force  is  to  be  measuied, 
one  of  the  binding  screws  of  the  voltmeter  is  connected  by 
means  of  a  copper  wire  with  the  object-conductor,  and 
other,  with  the  anode-conductor. 

Fig.  ^J  illustrates  the  arrangement  of  the  switch-board  and 
ammeter  with  a  bath  operated  by  means  of  a  battery. 

Volfwefer  swikh.     If    many   baths   are   in   operation   in   an 
electro-plating  plant,  it  would  be  quite  a  task  to  furnish  each 
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bath  with  a  special  voltmeter.  However,  this  is  unnecessary, 
one  voltmeter  being  sufficient  for  three  or  four  baths.  In 
order  to  be  able  to  read  off  conveniently  on  the  voltmeter  the 
electro- motive  force  passing  into  one  of  these  baths,  a  switch  is 
required,  the  construction  of  whtch  will  be  seen  from  Figs.  58 
and  59. 

SoWf  if  there  arc  a  number  of  baths  in  operation,  the  expense 
of  providing  a  special  voltmeter  for  each  bath  would  be  quite 
considerable.     However,  this  is  not  necessary,  one  voltmeter 
for  three  or  four  baths  being  sufficient.     To  conveniently  read 
off  at  any  time  on   the  voltmeter  the  voltage  of  the  current 
passing  into  one  of  these  baths,  a  switch  is  required,  the  con- 
struction of  which  is  seen  in  Figs.  58  and  59. 
Fig,  38  shows  the  coupling  of  the  main  object-wire  ( — )  and 
f  the  main  anode-wire  l-f),  which  will  be  referred  to  later  on, 
gether  with  the  resistance  boards  -^1  and  ^.,  the  volt-meter 
,  switch  i\  and   the   two  baths.      In   Fig.  59  the  coupling  is 
larged.  and  upon  this  illustration  the  following  description  is 
d:    Suppose  the  main  object-wire  and  anode-wire  to  be 
nnected  with  the  corresponding  poles  of  a  dynamo-machine 
a  battery,  which  for  the  sake  of  a  clearer  view  is  omitted  in 
e  illustration^     The  switch  6' consists  of  a  brass  lever,  mounted 
th  a  brass  foot,  upon  a  board.     In  the  foot  is  a  screw,  with 
hich  IS  connected  by  a  o.03g-inch  thick  copper  wire  one  of 
the  pole-screws  of  the  volt-meter.    The  brass  handle  slides  with 
pring  pressure  upon  contact  buttons  connected  by  copper  wire 
ith  the  binding-screws,  1,  2,  3,  4,  5  (upon  the  switch),  which 
serve  for  the  reception  of  the  0.039  ^"ch  thick  insulated  wires 
,  2,  3,  4,  for  measuring  the  eleclro-motive  force,  which  branch 
fT  from   the  various   tanks  or  resistance  boards.     The  other 
olc-screw  of  the  volt-meter  is  directly  connected  with  the  main 
ode-wire.     From  the  main  object- wire,  a  wire,  whose  cross- 
ection  depends^ on  the  strength  of  the  working  current,  passes 
the  screw  marked  "  strong  "  oi  the  resistance  board  iV, ;  the 
crew  marked  "  weak  '*  of  the  resistance  board  R%  is  connected 
y  a  wire  of  corresponding  thickness  with  the  object-wire  of 
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bath  I.  and  at  the  same  time  with  the  binding-screw  I  of  the 
switch.  The  resistance  board  /?j,  of  the  bath  IL  is  in  the  same 
manner  connected  with  the  main  object-wire,  the  bath,  and  the 


Fig.  58. 


binding-screw  2  of  the  switch ;  also  the  resistance  boards  /?i  and 
Ri  of  the  baths  III  and  IV,  which  are  not  shown  in  the  illustra- 
tion. With  the  main  anode-wire  each  bath  is  directly  con- 
nected by  conducting  the  current  to  an  anode-rod  of  the  balh 
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by  means  of  binding-screws  and  a  stout  copper  wire,  and  estab- 
lishing a  metallic  connection  between  this  anode-rod  and  the 
next  one.  However,  instead  of  connecting  both,  the  current 
may  also  be  conducted  from  the  main  anode-wire  to  each 
anode-rod. 

In  the  illustration,  the  handle  of  the  switch  rests  upon  the 
second  contact-button  to  the  left,  which  is  connected  with  the 
binding-screw  2  of  the  switch.  In  the  latter  is  secured  the  wire 
lor  measuring  the  electro-motive  force  which  leads  from  the 
resistance  board  ^. ;  hence  the  voltmeter  l'  will  indicate  the 


Fig.  59. 


eiectro*motive  force  of  the  current  at  bath  11,  Suppose  that 
bath  II  is  full  of  objects  and»  with  the  position  of  the  lever  of 
\e  resistance  board  at  "  weak/*  as  shown  in  the  illustration,  the 
>ltmeter  indicates  1,5  volts,  while  the  most  suitable  electro- 
lotive  force  for  the  bath  is  2,5  volts,  the  handle  of  the  switch 
turned  to  the  left  until  the  needle  of  the  voltmeter  indicates 
le  desired  2,5  volts. 

If  the  handle  of  the  switch  ('  be  turned  to  the  left  so  that  it 
»ts  upon  the  contact-button  1,  the  measuring  wire  of  bath  II 
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%  ttofvwii  KHtt.  and  th<  voltmeter  indicates  the  electro-motive 
1;  if  the  lever  rests  upon  contact-button  3,  the 
loccc  in  bath  HI  is  indicated,  and  so  on. 
<r/  tke  cHrrent'density  on  the  eUctra-motive  force. 
H  «  C%ifTCttf  of  known  strength  be  at  the  outset  conducted 
electrodes  of  a  certain  size  into  a  bath  of  determined 
and  the  electrode-surfaces  be  then  doubled,  the 
CUtteot- strength  must  also  be  doubled  in  order  to  maintain  the 
!Ukme  ciirrenl-dcnsity  as  before.  By  increasing  the  electrode- 
5UirtaceH  to  twice  their  size,  the  resistance  of  the  bath  is,  how- 
ever, reduced  one-half  the  value  it  amounted  to  with  electrodes 
t»l  hall  the  site,  the  increased  electrode-surfaces  corresponding 
to  a  cro5S'Section  of  the  bath-fluid  enlarged  in  the  same  pro- 
|>oTtion, 

Suppose  the  resistance  of  the  bath  with  an  electrode-surface 
i*l  i  M|uarc  decimeter  amounted  to  24  ohms,  and  the  current- 
strength,  which  in  this  case  also  represents  the  current-density, 
h«d  been  04  ampere,  an  increase  of  the  electrode-surface  to  2 
M|U3irc  decimeters  will  require  a  current-strenth  o(  0.8  ampere, 
in  orxier  to  maintain  a  current-density  oif  0.4  ampere  per  square 
lecimetcr.  The  resistance  of  the  bath  then  declines  from  2.4 
ohms  to  1.2  ohm.  According  to  the  laws  of  Ohm,  the  rcsist- 
^Hn\:c  of  i.4  ohms  required  an  electro- motive  force  of  current- 
ktf€ni;lh  \  resistance,  hence  of  0.4  •  2.4  =  0.96  volt.  After 
incifii!(in|;  the  electrode-surfaces  to  2  square  decimeters  and 
iiMnu  the  current-strength  to  0,8  ampere,  the  resistance  dc- 
^lilUnl  lo  1,3  ohm.  The  electro-motive  force  then  amounts  to. 
ivH  \  1.9  —  OM(y  volt,  hence  to  exactly  the  same  as  in  the  first 


Imoiu  Uh's  ii  lullov\s,  that  with  an  unaltered  electrode- 
ll^«lanic,  the  current-density  remains  unchanged  with  varying 
inuie'itirtttcc*,  if  the  electro-motive  force  at  the  bath  be 

\\\\  coiulttnt  at  the  *ame  height. 

Il  U  mUo  obvious  that  with  an  increasing  electro-motive  force 
III  Ow  buth,  the  current-density  must  also  increase,  because, 
ACCtmHliit  t»*  il\c  \a\\  of  Ohm,  the  current-strength  is  equal  to 
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the  electro- motive  force  divided  by  the  resistance.  Since  the 
latter  is  not  changed  when  the  electrode-distance  remains  the 
same,  the  quotient  will  be  adequately  larger  if  the  divisor  re- 
mains the  same  and  the  dividend  be  increased.  Hence  the 
current-density  becomes  greater. 

rNow,  as  for  the  production  of  a  useful  deposit,  a  certain  cur- 
rent^density  should  not  be  exceeded,  the  voltmeter  furnishes 
IIS  the  means  to  insure  against  failure  by  keeping  the  electro- 
motive force  at  the  bath  constant  with  a  varying  charge  of  the 
latter,  and  such  an  instrument  should  not  be  wanting  in  an 
lectro-plating  establishment. 

Conductors.  The  most  suitable  material  tor  conducting  the 
urrent  is  chemically  pure  copper,  its  conducting  power  being 
cxt  to  that  of  silver*  but  the  use  of  the  latter  noble  metal  for 
is  purpose  is  of  course  excluded  by  reason  of  its  costliness. 
The  laws  of  Ohm  have  shown  us  that  the  current-strength 
epends  on  the  magnitude  of  the  electro- motive  force  and  the 
sistance  in  the  circuit;  the  greater  the  resistance,  the  less  the 
current-strength  which  can  flow  through  the  conductor.  From 
this  it  follows  that  in  order  to  reduce  losses  of  electro-motive 
force  to  a  minimum,  conductors  of  adequate  cross-sections 
should  be  selected. 

Conductors  which  cause  a  loss  of  more  than  lo  per  cent,  of 
^^he  electro-motive  force  have  to  be  considered   insufficient  as 
^^egards  dimensions,  and  it  is  recommended  to  entrust  the  in- 
stallation of  such  constructions  only  to  competent  hands  capa- 
^^le  of  making  the  calculations  required  for  the  purpose. 
^P    In  addition  to  the  correct  dimensions  of  the  conductors,  the 
mode  of  mounting  them  also  deserves  the  greatest  attention. 
All  the  connections  of  the  conductors,  which  are  called  contacts^ 
must  be  made  in  the  most  careful  manner,  since  bad  contacts 
cause  a  transition-resistance,  and,  in  such  a  case,  a  large  de- 
crease in  electro-motive  force  could  not  be  prevented  even  by 
conductors  of  ample  dimensions. 

A  distinction  is  made  between  main  conciuctors  and  branch 
onductors,  the  former  effecting  the  transmission  ol  the  current 
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from  the  source  of  current  to  the  baths,  while  the  latter  branch 
off  from  them  U*  the  separate  baths. 

The  positive  main  conductor  or  anode  conductor  is  con- 
necled  with  the  -f  pole  of  ihe  source  oJ  current,  and  the  nega- 
tive main  conductor  or  object-conductor  with  the  —  pole. 

Both  bare  and  insulated  conductors  are  used.  For  con- 
ductors of  larger  cross-sections,  bright  electrolytic  copper  in 
the  form  of  round  bars  or  flat  rails  is  employed,  while  for 
conductors  of  smaller  cross-sections,  copper  wire  covered  with 
an  insulating  materiaU  such  as  hemp  or  jute  coated  with 
asphalt  or  varntsh,  suffices.  For  connecting  certain  movable  * 
parts  with  the  rigid  main  conductor,  flexible  cables  of  copper 
wire,  either  bare  or  insulated,  are  very  convenient. 

Bare  conductors  must  be  fixed  in  such  a  manner  that  they 
do  not  touch  each  other,  which  would  cause  short-circuiting, 
and  possibly  danger  of  fire,  nor  come  in  contact  with  damp 
brick-work.  This  is  effected  by  placing  the  conductors  upon 
porcelain  insulators,  to  which  they  are  secured  by  wire. 

It  is  also  advisable  not  to  allow  even  thoroughly  insulated 
conductors  to  lie  directly  one  upon  the  other,  as  the  insulation 
may  happen  to  be  damaged,  and  short-circutting  would  result. 


Fig.  6o. 


Fig.  6i, 


F\r.,  62. 


As  regards  the  dimensions  of  the  conductors,  it  should,  in 
view  of  the  slight  electro-motive  force  of  the  current  used  for 
electrolysis,  be  made  a  rule  to  calculate  for  every  ampere  cur- 
rent-strength one  square  millimeter  of  copper  cross-section,  if 
the  entire  circuit  is  not  over  20  meters  long. 

Conttcction  0/  maifi  condticiors  and  branch  conductors  is 
effected  by  inserting  the  ends  of  two  round  conductors  in  coup- 
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lings,  Fig.  6o»  securing  them  by  means  of  screws,  and  filling 
any  intermediate  space  with  solder.  If  the  round  main  con- 
ductors are  to  be  run  at  an  angle,  the  coupling,  Fig.  61 ,  is  used, 
and  the  T-coupling,  Fig.  62,  is  employed  on  the  points  from 
which  branches  are  to  be  run  at  a  right  angle  from  the  main 
conductor. 

Flat  copper  rails  are  connected  in  the  most  simple  manner 
by  means  of  a  piece  of  copper-sheet  and  screws*  the  contact 

I  surfaces  having  been  first  tinned  to  prevent  oxidation. 
Tanks,  The  choice  of  material  for  the  construction  of  tanks 
to  bold  the  plating  solutions  depends  on  the  nature  and  prop- 
erties of  the  latter- 
Solutions  containing  potassium  cyanide  require  tanks  of 
Stoneware,  enameled  cast-iron  or  impregnated  wood.  Nickel 
baths  and  other  baths  which  do  aot  attack  pitch  and  wood  may 
be  kept  in  wooden  tanks  lined  with  pilch.  The  best  material 
for  wooden  tanks  wiihout  pitch  lining  is  pitch-pine,  it  containing 
least  tannic  acid.  Larch  may  also  be  used,  but  is  inferior  to 
Hpitch*pine.  Wood  which  contains  tannic  acid  spoils  every 
^■flickel  bath,  causing  dark  nickeling,  so  that,  for  instance,  an 
oak  tank  cannot  be  used.  For  smaller  baths,  up  to  3CX>  quarts, 
the  most  advantageous  tank  is  one  of  stoneware  or  enameled 
iron. 

Wooden  tanks  must  be  carefully  constructed,  and  should  be 
securely  clamped  together  with  strong  iron  bars,  riveted  and 
bolted,  as  shown  in  Fig.  63.  The  tank  is  then  coated  with  a 
mixture  of  equal  parts  of  pitch  and  rosin  boiled  with  a  small 
quantity  of  Hnseed  oil.  Another  mixture,  which  has  been 
H^ound  to  afford  a  good  protective  covering  to  wood,  consists  of 
10  parts  of  gutta-percha,  3  of  pitch,  and  i^  each  of  stearine 
and  linseed  oil,  melted  together  and  incorporated, 
^p  For  large  acid  copper  and  nickel  baths  wooden  tanks  lined 
%vith  chemically  pure  sheet-lead  about  o.i  18-inch  thick,  and  the 
seams  soldered  with  pure  lead,  are  quite  suitable.  Care  must, 
of  course,  be  taken  that  neither  the  conducting  rods  nor  the 
articles  suspended  in  the  bath  and  the  anodes  come  in  contact 
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with  the  lead  lining,  and  therefore  the  conducting  rods  should 
not  be  laid  directly  upon  the  tanks,  but  placed  upon  a  few  thick 
strips  of  dry  wood.  Further,  the  anodes  should  be  suspended 
al  a  sufficient  distance  from  the  lead  lining,  because  with  too 
small  a  distance,  metal  from  the  solution  is  precipitated  upon  the 
lead  lining.  The  latter  always  becomes  electric,  which,  how- 
ever, does  not  matter,  and  if  the  anodes  are  at  a  greater  dis- 
tance from  it  than  the  objects  no  metal  is  precipitated  upon  it. 
If  for  the  better  exhaustion  of  the  baths  the  anodes  are  sus» 
pended  at  a  slight   distance  from  the  sides,  it  is  advisable  to 
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protect  the  lead  lining  with  thin  wooden  boards,  or  to  insulate  it 
by  giving  it  two  coats  of  asphalt-lacquer.  However,  for  this 
purpose  asphalt-lacquer  prepared  from  the  residues  of  the  tar 
industry  is  not  available,  and  a  solution  of  Syrian  asphalt,  with 
a  small  quantity  of  Venice  turpentine  in  benzine  should  be 
employed. 

Based  upon  careful  investigations,  such  lead-lined  tanks  have 
been  used  for  large  copper  and  brass  baths  containing  potassium 
cyanide  without  the  slightest  injury  to  the  baths.  If  even  a 
fHm  of  lead  cyanide  is  formed  upon  the  lead,  it  is  insoluble  in 
excess  of  potassium  cyanide,  and  hence  is  entirely  indifferent 
as   regards  the   bath.     However,  for   nickel   baths   containing 
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large  quantities  of  acetates,  citrates  and  tartrates,  these  lead- 
lined  tanks  cannot  be  recommended,  since  these  salts  possess  a 
certain  power  of  dissolving  lead  oxide.     However,  the  use  of 
such  baths  has  been  almost  entirely  abandoned,  and  the  small 
Quantities  of  organic  acid  which  occasionally  serve  for  correct- 
ing the  reaction  of  a  nickel  bath  need  not  be  taken  into  con- 
sideration.    The  lead  lining  might  be  dispensed  with  if  it  were 
not  for  the  difficulty  of  keeping  wooden  tanks  tight.     Many 
plating  solutions  impatr  the  swelling  power  of  the  wood,  and 
even  a  slight  change  in  the  temperature  the  tanks  become 
ious»  the  evil  in  time  increasing.     Tanks  lined  with  lead, 
on  the  other  hand,  remain  light,  and  have  the  advantage  that 
the  baths  can  be  boiled  In  them  by  means  of  steam  introduced 
I       through  a  lead  coil  in  the  tanks, 
^p      For  large  baths  containing  potassium  cyanide,  holders  of  brick 
^   laid  in  cement  may  also  be  used,  or  holders  of  boiler-plate  lined 
with  a  layer  of  cement.     For  nickel  baths  cement-lined  tanks 
cannot  be  recommended.     If  a  tank  of  that  kind  is  to  be  used, 
direct  contact  of  the   nickel   solution  with  the  cement  lining 
I       should  be  prevented  by  applying  to  the  latter  at  least  two  coat*^ 
I       of  asphalt-lacquer.     Stoneware  tanks  do  not  bear  heating. 
^fe     Conducting  fixtures.     These    include   the    conducting    rods 
^B  which  serve  for  suspending  the  objects  and  anodes,  and  arc  laid 
^» across  the  tanks,  as  well  as  the  binding-posts  and  screws  and 
^.      copper-connections  used  for  connecting  the  conducting  rods. 
H^   The  cross-sections  of  the  conducting  rods  are,  on  the  one 
^^and,  dependent  on  the  maximum  current-strength  which  with- 
out greater   resistance   is   to   pass  through  them,  and,  on   the 
other,  on  the  weight  of  the  objects  and  anodes  to  be  suspended 

Ri  the  bath.     The  conducting  rods  may  be  drawn  of  hard  cop- 
er, or  for  not  considerable  currentstrengths  may  be  made  of 
brass  or  copper  tubing  with  insertions  of  iron  rods.     Bi-metal, 
^KL  f,,  iron  rods  upon  which  has  been  deposited  by  electrolytic 
^^ethods  a  coat  of  copper  adequate  to  the  currentstrength,  may 
be  highly  recommended.     By  reason  of  the  intimate  union  of 
the  copper  with  the  iron,  the  latter  takes  part  in  the  conduc- 
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tion,  which  is,  as  a  rule,  not  the  case  with  copper  tubes  with 
insertions  of  iron  rods,  in  consequence  of  the  formation  of  oxide 
and  defective  contacts. 

It  is  advantageous  to  provide  the  narrow  sides  of  the  tanks 
with  semicircular  notches  for  the  conducting  rods  to  rest  in,  to 
prevent  their  roiling  away.  When  using  stoneware  tanks  the 
conducting  rods  are  laid  directly  upon  the  tanks.  Tanks  of  other 
material  must  be  provided  with  an  insulated  rim  of  wood,  or 
the  rods  are  insulated  by  pushing  pieces  of  rubber  tubing  over 
their  ends.  According  to  the  size  of  the  bath,  3,  5,  7,  or  more 
conducting  rods,  best  of  pure  massive  copper,  or  if  this  is  loo 
expensive,  of  strong  brass  tubing  with  iron  rods  inside,  are 
used. 

The  rods  carrying  the  anodes,  as  well  as  those  carrying  the 
objects,  must  be  well  connected  with  each  other.  This  is  ef- 
fected by  means  of  binding- po.sts  and  screws  of  the  improved 
forms  shown  in  Fig.  6^^,  Nos.  i  and  2  being  rod  connections 
for  tanks.  No.  4,  or  double  connection,  is  a  veiy  convenient 
form,  as  it  can  be  adapted  to  so  very  many  changes.  The 
three-way  connection,  No.  3,  is  so  well  known  that  it  hardly 
needs  an  explanation. 

Arrang*:nfeftt  of  objects  and  anodes  in  ike  bath.  To  secure 
the  uniform  coating  of  the  objects  with  metal  they  must  be  sur- 
rounded as  much  as  possible  by  anodes,  ;.  e,,  the  positive-pole 
plates  of  the  metal  which  is  to  be  deposited.  For  flat  objects, 
it  suffices  to  suspend  them  between  two  parallel  rows  of  anodes, 
the  most  common  arrangement  being  to  place  three  rods  across 
the  bath,  the  two  outermost  of  which  carry  the  anodes,  while 
the  objects  are  secured  to  the  center  rod.  For  wide  baths  five 
conducting  rods  are  frequently  used,  but  they  should  always  be 
so  arranged  that  a  row  of  objects  is  between  two  rows  of  anodes. 
The  arrangement  frequently  seen  with  four  rods  across  the 
baths,  of  which  the  outermost  carry  anodes,  and  the  other  two, 
objects,  is  irrational  if  the  objects  are  to  be  uniformly  plated  on 
all  sides,  because  the  sides  turned  towards  the  anodes  arc 
coated  more  heavily  than  those  suspended  opposite  to  the  other 
row  of  objects. 
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For  large  round  objects  it  is  better  to  entirely  surround  them 
with  anodes»  if  it  be  not  preferred  to  turn  them  frequently,  so 
that  all  sides  and  portions  gradually  feel  the  eflect  of  the  imme- 
diate vicinity  of  the  anodes.     (See  "  Nickeling.*' ) 

For  objects  to  be  plated  on  one  side  only  the  center  rod  aiay 
be  used  for  the  anodes  and  the  two  outer  ones  for  the  objects; 
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surface  to  be  plated  being,  of  coursCj  turned  towards  the 
modes. 

There  should  be  an  ample  supply  of  anodes  in  the  bath.     In 
mths  of  base  metals  the  anode*surface  should  at  least  be  equal 
size  to  the  surface  to  be  plated  ;  an  exception  being  permis- 
sible in  gold  and  silver  baths. 

The  anodes  should  not  be  too  thin,  because  the  thinner  they 
1 1 
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are,  the  greater  the  resistance.  Copper,  brass  and  nickel 
anodes  should  not  be  less  than  3  millimeters  thick,  and  the 
hooks  by  which  they  are  suspended 
should  be  correspondingly  thick  and 
numerous. 

The  anodes  are  suspended  from  the 
[— -i  cross-rods  by  strong  hooks  ol  the  same 
metal,  so  that  they  ean  be  entirely  im- 
mersed in  the  bath  (Fig.  65).  Hooks  of 
another  soluble  metal  would  contaminate 
the  bath  by  dissolving  in  it.  and  this 
must  be  strictly  avoided,  as  it  would 
cause  all  sorts  of  disturbances  in  the 
correct  working  of  the  bath.  In  case 
hooks  of  another  metal,  except  platinum,  are  used,  the  anodes 
must  be  suspended  so  that  they  project  above  the  surface  of 
the  liquid,  and  the  hooks  not  being  immersed  are,  therefore, 
not  liable  to  corrosion ;  but  the  anodes  are  then  not  com- 
pletely used  up,  the  portion  dipping  in  the  solution  being 
gradually  dissolved,  whilst  the  portion  projecting  above  the 
fluid  remains  intact.  Instead  of  wire  hooks,  strips  of  the 
same  metal  as  the  anodes  and  fastened  to  them  by  a  rivet  may 
also  be  used  (Fig-  66). 

For  suspending  the  objects,  lengths  of  soft,  pure  copper  wirc» 
technically  called  sUnging  wires t  are  used.  They  are  simply 
suitable  lengths  of  copper  wire  of  a  gauge  to  suit  the  work  in 
hand,  wire  No.  20  Birmingham  wire  gauge  being  generally 
employed  for  such  light  work  as  spoons,  forks  and  table  uten- 
sils. Wire  of  a  larger  diameter  should  be  employed  for  large 
and  heavy  goods.  The  immersed  ends  of  these  wires  becoming 
coated  with  the  metal  which  is  being  deposited,  they  should  be 
carefully  set  aside  each  time  after  use,  and  when  the  deposit 
gets  thick  it  should  be  stripped  off  in  stripping  acid,  and  the 
wire  afterwards  annealed  and  straightened  for  future  use. 

To  keep  the  rods  clean  and  to  protect  them  from  the  fluid 
draining  off  from  the  articles  when  taken  from  the  bath,  it  is  ad- 
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vbablc  to  cover  them  with  a  roof  of  strips  of  wood  (  A>,  or  a 
serai-circular  strip  of  zinc  coated  with  ebonite  lacquer ;  by  this 
means  the  frequent  scouring  of  the  rods,  which  otherwise  is 
necessary  in  order  to  secure  a  good  contact  with  the  hooks  of 

fthc  anodes,  is  done  away  with. 
It  need  scarcely  be  mentioned  that  the  anodes  and  the  ob- 
jects to  be  plated  must  not  touch  each  other,  as  short  circuiting 
would  take  place  on  the  point  of  contact. 
The  plating  solutions,  briefly  called  baths  or  electrolytes, 
will  be  especially  discussed  in  speaking  of  the  various  electro- 
plating processes,  Other  rules  for  suspending  the  objects  will 
ii  be  mentioned  under  "  Nickeling/*  and  are  valid  for  all  other 
^electro-plating  processes 

"      Apparatus  for  cUansiftg  ami  nnsing>      It  remains  to  consider 

I       the  cleansing  and  rinsing  contrivances,  without  which  it  would 

^■be  impossible   to  carry  on   electro-plating  operations.     Every 

H electro-plating  establishment,  no  matter  how  small,  requires  at 

^1  least  one   tub  or  vat  in  which    the   objects  can   be  robbed   or 

Bbrushed  with  a  suitable  agent  in  order  to  free  them  from  grease. 

This  is  generally  done  by  placing  a  small   kettle  or  stoneware 

^^pot  containing  the  cleansing  material  at  the  right-hand  side  of 

Wthe  operator  alongside  the  vat  or  tub.     Across  the  latter,  which 

is  half  filled  with  water,  is  laid  a  board  of  soft  wood  covered 

with    cloth,  which  serves  as  a  rest    for  the  objects  previously 

tied  to  wires.     The  objects  are  then  scrubbed  with  a  brush,  or 

rubbed  with  a  piece  of  cloth  dipped  in  the  cleansing  agent.    The 

Hbtter  is  then  removed  by  rinsing  the  objects  in  the  water  in  the 

^Bub  and   drawing  them  through  water  in  another  tub.     By  this 

^Heansing  process  a  thin  film  of  oxide  is  formed  upon  the  metals, 

^■rhicb  would    be  an   impediment  to  the  intimate  union  of   the 

electro-deposit  with  the  basis-metal.     This  film  of  oxide  has  to 

^|be  removed  by  dipping  or  pickling,  for  which  purpose  another 

|fat  or   tub   containing   the  pickle,  the    composition    of   which 

varies  according  to  the  nature  of  the  metal,  has  to  be  provided. 

After  dipping,  the  objects  have  to  be  again  thoroughly  rinsed 

ater  to   free  them    from    adhering   pickle^  so  that    for  the 
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preparatory  cleansing  processes  three  vessels  with  water,  which 
has  to  be  frequently  renewed,  as  well  as  the  necessary  pots  for 
pickling  solutions,  have  to  be  provided- 
Larger  plants  require  a  special  table  lor  freeing  the  objects 
from  grease.     Such  a  table  h  shown  in  Fig.  6y,     It  consists  of 


a  box  furnished  with  legs,  and  is  divided  by  four  partitions  into 
two  larger  and  three  smaller  compartment?.  Boards  covered 
with  cloth  arc  laid  over  the  larger  compartments,  upon  which 
the  objects  are  brushed  with  lime- paste  for  the  final  thorough 
freeing  from  grease.  Over  each  of  these  compartments  is  a 
rose  provided  with  a  cock,  under  which  the  objects  are  rinsed 
with  water.  The  outlets  for  the  waste  water  from  the  large 
compartments  are  in  the  bottom  of  the  box  and  arc  provided 
with  valves.  Of  the  smaller  compartments,  the  one  in  the 
center  serves  for  the  reception  of  the  lime  paste  (see  '•  Chemi- 
cal Treatment'*),  while  the  others  contain  each  two  pots  or 
small  stoneware  tanks  with  pickling  fluid.     In  Fig.  70  these  tanks 
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are  Indicated  by  11  and  12.  The  two  marked  11  contain 
dilute  sulphuric  acid  for  pickling  iron  and  steel  articles,  while 
those  marked  12  contain  dilute  potassium  cyanide  solution  for 
pickling  copper  and  its  alloys,  and  Britannia*  etc.  For  cleans- 
ing smaller  articles,  four  men  can  at  one  time  work  on  such  a 
table;  but  for  cleansing  larger  articles  only  two.  For  an 
establishment  which  does  not  require  such  a  large  table,  one 
with  a  larger  and  two  smaller  compartments  may  be  used. 
The  advantages  of  such  a  box-table  are  that  everything  is 
handy  together ;  that  the  pickle,  in  case  a  pot  should  break, 
cannot  run  over  the  floor  of  the  workshop ;  and  that  the  latter 
is  not  ruined  by  pickle  dropping  from  the  objects.  The  small 
^box  on  the  side  of  the  table  serves  for  the  reception  of  the 
Various  scratch-brushes. 
After  having  received  the  electro-deposit,  the  objects  have  to 
rain  rinsed  In  cold  water,  which  can  be  done  in  one  of  the 
tanks  or  with  the  rose-jet,  and  finally  have  to  be  immersed 
hot  water  until  they  have  acquired  the  temperature  of  the 
ttter*  How  the  water  is  heated  makes  no  difference,  and 
lepends  on  the  size  of  the  establishment.  The  heated  objects 
ire  then  immediately  dried  in  a  box  filled  with  dry,  fine  saw- 
dust— that  of  maple,  poplar,  or  other  wood  free  from  tannin 
being  suitable  for  the  purpose. 

tB.  Installations  with  Dynamo- Electric  Machines, 
Setting^  up   and  running  a  dynamo.     Most  of   the   troubles 
ith  plating-dynamos  are  caused  by  neglecting  one  or  more  of 
the  conditions   necessary  for  their   proper  operation,  and   are 

t>t  due  to  any  defects  in  the  machines  themselves.  The 
oublcs  most  frequently  encountered  are,  in  order  of  their 
frequency,  as  follows:  First,  insufficient  or  variable  speed. 
Second,  improper  setting  of  the  brushes,  and  the  use  of  im- 
(roper  lubricants  and  cleaning  material  on  the  commutator. 
fhird.  poor  oil.  or  an  insufficient,  or  too  great,  an  amount  of 
11  in  the  bearings.  Fourth,  overloading  the  machine. 
It  is  important  that  the  dynamo  be  properly  placed,  and  the 
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following  considerations  should  govern  the  choice  of  location  : 
The  dynamo  should  not  be  exposed  to  moisture  nor  to  the  dirt 
and  dust  of  the  polishing  room.  Cleanliness  is  a  necessity. 
A  cool,  well-ventilated  room  should  be  chosen.  This  is  im- 
portant,  for  a  well -ventilated  machine  will  do  more  work  with 
less  wear  on  parts  than  one  unfavorably  placed.  The  machine 
should  not  be  boxed  in»  as  this  will  make  it  run  hotter  than  it 
otherwise  would-  Not  only  this,  the  mere  fact  of  having  it 
totally  boxed  in  precludes  the  probability  of  receiving  the 
proper  amount  of  attention. 

Except  on  the  larger  sizes  of  machines  a  special  foundation 
is  not  mechanically  necessary,  providing  the  fioor  is  fairly  solid. 
On  account,  however,  of  dirt  getting  into  the  running  parts 
when  the  floor  is  cleaned,  it  is  always  well  to  raise  the  machine 
from  six  to  twelve  inches  above  the  floor.  For  a  small  dynamo 
a  well-made  box  of  two-inch  lumber  will  afford  an  ample  foun- 
dation. For  the  larger  sizes  two  or  three  strips  of  6-inch  x  6- 
inch  yellow  pine  may  be  used.  In  either  case  the  box  or 
strips  should  be  solidly  nailed  or  boiled  to  the  floor  and  the 
machine  secured  to  its  base  with  four  lag  screws  of  the  proper 
size. 

The  direction  of  rotation  may  be  ascertained  by  an  inspec- 
tion of  the  brushes,  the  commutator  running  away  from  the 
brushes.  One  of  the  troubles  mentioned  above,  namely,  vari- 
able speed,  may  be  remedied  to  a  large  extent  by  a  suitable 
belt,  run  in  the  proper  manner.  The  counter-shaft  should  never 
be  run  directly  over  the  dynamo,  but  should  be  placed  far 
enough  to  one  side  so  that  the  belt  will  run  diagonally  and  In 
such  a  direction  that  the  under  side  of  the  belt  does  the  work. 
This  is  on  account  of  the  fact  that  when  the  belt  is  running  ver- 
tically or  diagonally  with  the  upper  side  doing  the  work  it 
stretches  and  sags  away  from  the  pulley  when  a  heavy  load  is 
thrown  on  the  dynamo,  thus  given  less  pull  as  the  necessity  for 
a  greater  pull  increases,  Use  good,  pliable,  single  belting  with 
the  hair  side  of  the  belt  to  the  pulley  on  smaller  and  medium- 
size  machines.  For  the  larger  sizes  a  thin,  double  belt  maybe 
used. 
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After  the  machine  has  been  properly  set  and  belted,  it  re- 
mains to  start  it  up.  Before  starting,  remove  the  bearing  caps 
and  pour  a  small  quantity  of  oil  on  the  bearings ;  loosen  the 
screw  holding  the  rocker-arm  in  position,  and  be  prepared  to 
shift  the  rocker-arm  backward  or  forward,  so  as  to  get  the 
brushes  on  the  neutral  or  non-sparking  line,  as  it  often  happens 
that  the  rocker-arm  has  been  shifted  from  its  proper  position 
in  transportation. 

The  proper  position  for  the  tips  of  the  brushes  on  all  ma- 
chines of  either  the  bipolar  or  multipolar  type  is  about  opposite 
the  center  of  the  poles.  The  tips  of  the  brushes  should  also  be 
spaced  at  even  intervals,  this  being,  on  the  two-pole  machine, 
diametrically  opposite  to  each  other;  on  the  four*pole  machine, 
one-quarter  of  the  circumference  from  each  other;  on  the  six- 
)ole  machine,  one-sixth  of  the  circumference,  and  so  on.  The 
Jxact  position  of  the  brushes  (that  is,  where  they  run  spark- 
Icssly )  can  only  be  ascertained  by  trial.  This  adjustment  should 
>e  made,  in  case  it  \a  necessary,  as  soon  as  the  machine  starts 
ip,  for  if  it  is  allowed  to  run  any  length  of  time  while  sparking, 
the  commutator  will  be  cut  badly,  and  may  necessitate  taking 
mt  the  armature  and  truing  up  the  commutator     In  case  this 

necessary,  a  sharp  diamond-point  tool  should  be  used  with  a 
moderate  speed,  and  the  commutator  should  be  finished  with  a 

I  fine  second-cut  file,  and  then  with  No.  o  sandpaper  and  oiL 
After  the  proper  adjustment  of  the  brushes  has  been  made» 
lake  an  oil-can,  and  while  the  machine  is  running,  pour  oil 
tiowly  into  the  oil-well  until  the  oil- rings  take  it  up  properly 
and  carry  it  to  the  top  of  the  bearings,  where  it  enters  the  dis- 
tributing slot.  If  (00  little  oil  is  in  the  well  and  the  rings  do 
not  dip  into  it  sufficiently  deep,  they  will  rattle  around  and 
spatter  oil,  whereas  if  too  much  oil  is  put  in,  it  will  run  out  at 
^Bhe  ends  of  the  'bearings  and  get  into  the  belt,  winding  and 
^■commutator  of  the  machine. 

^"     While  the  commutator  should  never  be  allowed  to  become 
greasy  or  dirty,  it  is  equally  important  that  it  should  not  be 
in  pertectly  dry,  so  that  the  brushes  cut.     When  it  becomes 
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dirty,  after  cleaning  with  No,  o  sandpaper  (emery  should  never 
be  used)  it  should  be  re-oiled  by  rubbing  tt  with  a  woolen 
cloth  moistened  with  kerosene  oil,  or  with  the  very  smallest 
amount  of  lubricating  oil  The  quality  and  kind  of  oil  used  for 
the  bearings  is  important,  and  a  regular  dynamo  oil  should  be 
used.  Under  no  circumstances  should  vegetabie  or  animal  oil 
(such  as  castor  or  sperm  oil)  be  used,  but  a  light  grade  o£  , 
mineral  dynamo  oiL 

The  brushes  should  not  only  be  properly  set  as  regards  their 
position  around  the  commutator,  but  they  should  have  careful 
individual  setting.     They  should  have  a  fair  and  even  bedding 
on  the  commutator,  and  not  touch  on  the  heel  or  toe  or  on- 
either  edge,  as  the  object  is  to  get  full  contact  surface  between, 
the  brushes  and  the  commutator.     If  the  commutator  is  kept 
in  proper  shape  and  the  brushes  once  properly  set,  it  will  not- 
be  necessary  to  adjust  them  often.      As  it  is  practically  impos-» 
sible  to  make  a  perfectly  accurate  setting  of  the  brushes,  and  it 
takes  them  some  few  days  to  get  worn  down  to  a  good  con- 
tact, it  will  be  seen  that  it  does  more  harm  than  good  to  be* 
continually  re-setting  them.     If  the  ends  of  the  brushes  getj 
very  ragged,  they  should,  in  the  case  of  wire-gauze  brushes^  . 
be  carefully  trimmed  with  a  pair  of  shears,  and   in  the  case  of 
strip- copper  brushes,  filed   with    a   fine  second-cut  file.     The  ^ 
tension  spring  on  the  brush  holder  should  be  adjusted  to  make 
a  light  but  positive  contact,  for  if  there  is  too  much  pressure,. 
the  brushes  will  cut  the  commutator,  causing  it  to  wear  away^ 
rapidly. 

If  there  is  any  doubt  about  which  is  the  positive  and.  which 
is  the  negative  pole  of  the  dynamo,  the  polarity  may  be  readily 
determined  after  starting  up,  by  running  two  small  wires  from 
the  dynamo  and  placing  the  ends  in  a  glass  of  acidulated  water. 
Around  one  of  these  wires  more  bubbles  of  g^  will  be  thrown 
off  than  around  the  other,  the  one  evolving  the  greater  amount 
of  gas  being  the  negative  pole,  to  wliich  the  work  should  be 
attached. 

Choice  0/  a  dynamo.     For    electrolytic    processes, .  as    pre- 
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viously  mentioned,  shunt-wound  dynamos  are  at  present  largely 
used.  Their  construction  has  already  been  explained,  and 
there  remains  now  only  the  question  what  size  dynamo,  /.  e., 
of  what  capacity  as  regards  current-strength  and  electro -motive 
force,  is  to  be  selected  for  a  plant. 

We  have  learned  that  a  certain  object-surface  requires  a 
certain  current- strength.  Hence  for  plants  with  diflferent  baths, 
it  is  only  necessary  to  fix  the  largest  object-surface  in  square 
decimeters  which  is  to  be  suspended  in  the  separate  baths  and 
to  multiply  this  number  of  square  decimeters  by  the  current- 
density  in  amperes,  in  order  to  find  the  supply  of  current  re- 
quired for  each  bath.  The  sum  of  the  current  required  for  the 
separate  bath,  with  an  allowance  of  20  to  25  per  cent,  for  an 
eventual  enlargement,  gives  the  current-strength  the  dynamo 
must  ftimish.  It  must  of  course  be  taken  into  consideration 
whether  all  the  baths  are  to  be  in  constant  operation  at  the 
same  time  or  not.  In  the  latter  case  a  smaller  current-strength 
will  of  course-suffice,  and  a  smaller  type  of  dynamo  answer  the 
purpose. 

The  impressed  electro-motive  force  of  the  dynamo  should  be 
such  that,  taking  into  consideration  the  decline  of  the  electro- 
motive' force  in  the  conductor^,  it  is,  at  the  greatest  current- 
capjicity,  about  %  io  }4  volt  greater  than  the  highest  electro- 
motive force  of  a  bath  required. 

For  the  purpose  of  explaining  by  an  example  the  choice  of 
a  suitable  dynamo,  let  us  suppose  that  a  nickel  bath  with  an 
object  surface  of  50  sq.  decimeters ;  a  potassium  cyanide  copper 
bath  with  an  object  surface  of  30  sq.  decimeters ;  a  brass  bath 
with  an  object  surface  of  40  sq.  decimeters ;  a  silver  bath  with 
an  object  surface  of  10  sq.  decimeters,  are  to  be  fed  with 
current. 

The  standard  current-densities  and  electro-motive  forces 
required  for  the  separate  baths  are  given  later  on  when  speaking 
of  them.  It  will  there  be  found  that  the  current- density  for 
nickeling  brass  amounts  to  about  0.4  ampere,  the  electro^ 
motive  force  being  2.5  volts;   for  coppering,  0.35  ampere  and 
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5.0  to  3.$  volts  are  required ;    for  brassing  also  0.35  ampere 
3,0  to  3.25  volts;   while  for  silvering  0.2  ampere  and  l  volt  are 
on  an  average  used.     This  amounts  to 


For  nickH  hath  50  sq.  decimeters  X  0.4  ampere  -^  20  ampxires. 
For  copper  balh  30  sq.  decimeters  x  0.35  ampere  ■=  10.5  amperes. 
For  brass  bath  40  sq.  decimeters  X  0.35  ampere  =  14  amperes. 
For  silver   balh  10  sq,  decimeters  X  o.a    ampere  —    2     ftmp^rea. 

46.5  anipfcrea. 


Hience  46.5  amperes  are  required  for  the  simultaneous 
operation  of  these  four  baths»  and  a  dynamo  of  50  amperes 
current-strength  and  4  volts  impressed  electro* motive  force 
would  have  to  be  selected,  since,  taking  into  consideration  a 
permissible  decline  of  electro-motive  force  of  10  per  cent,  == 
0.4  volt  in  the  conductors,  there  are  still  at  disposal  3.6  volts, 
while  the  greatest  electro- motive  force  required  amounts  to  3.5 
volts. 

Since  the  various  baths  of  a  larger  establishment  possess 
different  resistances  and  cannot  always  be  charged  with  tho 
same  object-surfaces,  they  have  to  be  operated  in  parallel - 
This  renders  it  necessary  that  for  each  separate  bath  workin^i 
with  a  lower  electro-motive  force,  the  excess  of  electro-motive 
force  as  existing  in  the  main  conductor  has  to  be  destroyed  by 
a  resistance,  called  the  main-current  regulator  or  bath^currcnt 
regulator.  Hence  as  many  main-current  regulators  must  He 
provided  as  there  are  baths,  and  the  regulators  have  to  \»c 
exactly  calculated  and  constructed  for  the  required  effect. 
Thus  in  the  above-mentioned  example,  the  bath-current  regu- 
lators, with  an  electro-motive  force  of  3.6  volts  in  the  main 
conductor,  must  let  pass  for  a  nickel  balh  20  amperes  artd 
destroy  i.i  volts;  let  pass  for  a  copper  bath  [0.5  aniperes  zad 
destroy  0.6  to  0.35  volt:  let  pass  for  a  brass  bath  14  amperes 
and  destroy  0.6  to  0.35  volt ;  let  pass  for  a  silver  bath  2  amperes 
and  destroy  2.6  volts. 

Since  every  destruction  of  electro-motive  force  means  an  ceo- 
nomic  loss*  it  follows  that  the  impressed  electro-motive  force  0/ 
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the  dynamo  should  not  be  greater  than  absolutely  necessary,  so 
that  it  can  be  reduced  by  a  regulator  to  the  lowest  permissible 
limit,  and  this  limit  should  be  constantly  maintained.  Thus, 
when  the  electrode  surfaces  in  the  bath  are  changed,  and  there 
is  consequently  also  a  change  in  the  impressed  electro-motive 
lorce,  the  latter  can  be  properly  adjusted  by  the  regulator.  If 
this  were  not  done,  ami  the  impressed  electro-motive  force 
would  become  considerably  greater,  the  bath-current  regulators 
calculated  for  the  destruction  of  a  fixed  electro-motive  force 
Would  no  longer  be  capable  of  fulfilling  their  object.  From 
vhat  has  be^ii  said,  it  will  be  seen  that  voltmeters  are  indis- 
pensable for  electro-plating  plants  in  order  to  be  constantly 
informed  as  to  the  electro-motive  force  prevailing  at  the  baths, 
and,  if  necessary,  to  correct  it. 

By  reason  of  the  economic  loss  connected  with  the  destruc- 
tion of  an  excess  of  electro-motive  force,  it  may  also  have  to  be 
l^iken  into  consideration  whether  in  larger  plants  it  would  not 
l>e  better  to  use  several  dynamos  with  different  impressed 
electro-motive  forces  than  a  single  dynamo  with  an  impressed 
^B  electro- motive  force  required  for  the  greatest  electro-motive 
^B^rcc  for  the  baths.  Suppose,  for  instance,  there  are  present  in 
^Bk  larger  plant,  in  addition  to  nickel ^  brass  and  copper  cyanide 
"oatfis,  which  require  a  voltage  of  up  to  3  Vi  volts,  a  large  num- 

K^cr  of  silver  and  tin  baths  and  acid  copper  baths  for  galvano- 
'^sty  (with   the  exception  of  those  for  rapid  galvanoplasty), 
*"  which  an  impressed  electro-motive  force  of  2  volts  is  quite 
flElcient,  it  would   by  all   means  be  more  judicious  to  use  for 
'"^    first-named    baths   a   special    dynamo    with   an   impressed 
^'^ctromotive  force  of  4  volts,  and  for  the  last-mentioned  baths 
^  *^>namo  with  a  voltage  of  2  volts. 

Another  question  to  be  considered  in  the  choice  of  a  dynamo 
'*•  whether  one  or  several  accumulator  cells  arc  to  be  charged 
^^tii  it.     This  will  be  later  on  referred  to, 

\Vhile,  when  baths  are  coupled  in  parallel,  each  bath  receives 
*^  supply  of  current  from  the  main  conductor,  and  such  parallel 
^Pupling  is  always  required  when  baths  of  different  nature,  with 
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unequal  resistances  and  unequal  electrode  surfaces^  are  con- 
nected, baths  requiring  an  equal,  or  approximately  equals 
current-strength  may  be  coupled  one  after  the  other,  /.  ^.»  in 
series.  This  principle  of  series-coupling  of  baths  is  illustrated 
by  Fig.  68, 

The  current  passes  through  the  anodes  of  the  first  bath  into 
the  electrolyte,  flows  through  the  latter  and  passes  out  through 
the  object-wire.  From  there  it  goes  through  the  anodes  of  the 
next  bath  to  the  objects  contained  in  it,  and  so  on,  until  it 
returns  through  the  object-wjre  of  the  last  bath  to  the  source 
of  current. 

Thu?   for  series   coupling  of   the   baths,  a   dynamo   with  a 
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greater  impressed  electro- motive  force  than  the  sum  of  the 
electro- motive  forces  of  all  the  baths  coupled  one  after  the 
other  has  to  be  selected.  On  the  other  hand,  baths  coupled 
one  after  the  other  do  not  require  a  greater  current-strength 
than  a  single  bath.  Suppose  four  baths,  each  charged  with 
loo  square  decimeters  of  cathode-  and  anode-surfaces  are 
coupled  one  after  the  other,  and  the  electro-molive  force  of  one 
bath  amounts  to  1.25  volts  and  the  current-density  to  2  amperes. 
Then  there  will  be  required  for  one  bath  100  X  2  =  200 
amperes  and  1. 2 5  volts»  and  for  four  baths  coupled  one  after 
another,  200  amperes  and  1. 25  >.  4  ==  5  volts. 

The  connection  of  the  baths,  resistance  boards  and  measur- 
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ts  to  a  shunt-wound  dynamo  is  shown  in  Fig.  69, 
tnd  requires  no  further  explanation.  The  resistance  board  at 
the  right  is  the  field  resistance  board,  the  other  two  belonging 
to  the  two  baths  which  are  coupled  in  parallel, 

P^ralUl  C9upliHg  and  series  coupling  of  dy name*  machines . 

lo  establishing  a  lai^er  electro-plating  plant,  the  question  may 

arise  whether  it  would  not  be  advisable  to  install  two  smaller 

^^fwuaos  instead  of  a  single  larger  one  capable  of  filling  all 

,  even  at  the  busiest  season.     The  installation  of  two 

ruamos  allows    of   the   business    being    carried   on   without 

ous    interruption    in    case  one  of    the    machines    requires 

repairing,  and  in  dull  times  one  dynamo  would,  as  a  rule,  be 

fBcient.  In  case  two  dynamos  are  installed,  the  main  con- 
<luctors  must  of  course  have  the  required  cross-sections  corre- 
pooding  to  the  total  current-strength  of  both  machines. 

It,  however,  happens  very  frequently  that  as  the  plant  be- 
<omes  larger  by  reason  of  an  increase  in  the  number  of  baths, 
a  larger  supply  of  current  will  in  time  be  required.  The  ques- 
tion then  arises  w  hethcr  to  sell  the  old  dynamo,  which  may  be 
difficult,  especially  if  it  is  of  an  obsolete  pattern,  or  whether  lo 

•  supply  tlie  deficit  of  current  by  installing  an  additional  dynamo. 
In  such  case,  if  the  baths  are  not  to  be  divided  into  groups, 
one  of  them  being  furnished  with  current  from  one  dynamo  and 
the  other  from  the  second  machine,  but  both  the  dynamos  are 
to  be  connected   to  a  common  main   conductor,  the  cross- 

Kection  of  the  latter  must  first  of  all  be  increased  so  as  to  be 
apable  of  carrying  the  total  current-strength  of  both  dynamos 
'ithout  material  decrease  in  electro-motive  force.    Whether  for 
this  purpose  a  new  conductor  of  larger  cross-section  is  to  be 

E«d,  or  whether  a  supplementary  conductor  is  in  a  suitable 
anner  to  be  connected  with   the  old  one,  is  best  left  to  the 
dgment  of  the  {KTson  entrusted  with  the  installation. 
In  coupling  several  dynamos  in   parallel  to  a  common  con- 
^^uctor,  care  must  in  all  cases  be  taken  to  connect  a  dynamo  to 
■^ne  already  in  operation  only  after  it  has  been  excited  to  the 
same  voltage.     If  this  were  not  done,  the  current  of  greater 
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cicclro-motivc  force  of  the  dynamo  in  operation  would   flow 
(rom  the  main  conductor  to   the  other  dynamo,  and  the  first 
fjynamo  would   thus  be  short-circuited   by  the  brushes,  com- 
mulator  and  armature  ol   the  second  one.     No  current  would 
[pass  into  the  baths,  but  the  second   dynamo  would  run  as  a 
I'for.     To  prevent   this,  a  switch  has  to  be  placed   between 
LVLis'    dynamo    and    the   main    conductor.      If    one   dynamo 
alrcgidy  furnishes  current,  the  second  dynamo  has  at  first  to  be 
'^ti  in  operation  with  the  switch  open,  until  its  voltmeter  shows 
the   same  voltage   as   possessed    by  the   other   dynamo.     The 
switch    is   then  closed,  and   the  desired  current  strength    gen- 
erated by  means  of  the  shunt-regulator.     It  is  obvious  that  for 
coupling    in    parallel,    only    dynamos    which    yield    the   same 
voltage  are  suitable,  while  a  difference  in  capacity  as  regards 
current-strength  is  no  obstacle. 

IL  The  poles  of  a  similar  name  of  the  various  machines  must  of 
lourse  be  connected  to  one  and  the  same  circuit, 
I  Coupling  of  dynamos  in  series  may  become  necessary  when 
[^atris  require  a  greater  electro-motive  force  than  can  be  fur- 
nished by  a  single  machine,  for  instance,  in  case  baths  are 
coupled  one  after  the  other.  For  coupling  in  series  only 
dynamos  which  furnish  with  the  same  voltage  the  same  current- 
strength  are  suitable.  Coupling  is  effected  so  that  the  -f  pole 
one  dynamo  is  connected  with  the  —  pole  of  the  other  one* 
nee  in  the  same  manner  as  cells  and  accumulators  are 
upled. 

Coupling  in  series  of  dynamos  may  also  be  used  if  there  arc 

aths    requiring    great   clcctro-motivc   force,  for   instance,   for 

lating   ffi   masse  in  the  mechanical  apparatus  (see  later  on), 

hile  baths  requiring  a  considerably  lower  electro-motive  force 

e  to  be  fed  from  the  same  source  of  current. 

In    such    case,  it   is  advisable   to   construct   the   conductors 

according  to  the  three-conductor  system.     One  conductor  is 

branched  off  from  the  -f  pole  of  one  dynamo,  the  second  from 

he  —  pole  of   the   other  dynamo,   and    the   third,  called    the 

tcrmediary  conductor,    from    the   junction    of   the   dynamos 
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coupled  in  series.  Between  the  last-mentioned  intermediaiy 
conductor  and  an  outside  conductor  is  the  lower  electro- 
motive force  as  furnished  by  one  dynamo,  but  between  the  two 
outside  conductors,  the  sum  of  the  electro-motive  forces  oi 
both  dynamos.  Hence  the  baths  requiring  a  large  electro- 
motive force  are  to  be  coupled  between  the  outside  conductor*, 
and  the  baths  requiring  a  low  electro-motive  force  between  an 
outside  and  the  intermediary  conductor, 

Ground  plan  of  an  i'U'c(ro-plating  plant  with  dynamo.  This 
in  the  most  simple  form  is  shown  in  Fig*  70,  In  order  to  make 
the  sketch  more  distinct,  the  measuring  instruments  have  been 
omitted.  Their  arrangement  will  be  understood  from  what 
has  been  previously  said,  and  from  Fig.  70. 

NN^  is  a  dynamo-electric  machine  of  older  construction. 
The  resistance-board  belonging  to  the  machine,  which  Is  placed 
in  the  conductor,  is  indicated  by  No.  i.  and  is  screwed  to  the 
wall  The  main  conductors,  marked  —  and  +,  run  along  the 
wall,  from  which  they  are  separated  by  wood,  and  consist 
rods  of  pure  copper  0.59  inch  in  diameter.  The  rods  are  con- 
nected with  each  other  by  brass  coupling-boxes  with  screvfs. 
From  the  negative  pole  and  the  positive  pole  of  the  machine  to 
the  object-wire  and  anode-wire  lead  two  wires,  each  0.27  inch 
in  diameter;  one  end  of  each  is  bent  to  a  flat  loop  and  secured 
under  the  pole-screws  of  the  machine,  while  the  other  ends  arc 
screwed  into  the  second  bore  of  the  binding-screws  screwed 
upon  each  conductor.  To  the  right  and  left  of  the  machine  the 
baths  are  placed  ;  Zn,  indicating  zinc  bath  ;  Ni  Ni,  nickel  baths; 
Ku^  copper  cyanide  bath;  Mg,  brass  bath;  ^'  A',  acid  copper 
bath;  5i,  silver  bath;  and  Cr0,  gold  bath.  Each  of  the  first- 
named  five  baths  has  its  own  resistance- board, designated  by  2, 
3,  4,  5,  6.  However,  before  reaching  the  acid  copper  bath,  and 
the  silver  and  gold  baths,  the  current  is  conducted  through  two 
resistance-boards,  7  and  8.  Since  these  baths  require  a  current 
of  only  slight  electro-motive  force,  it  is  necessary*  to  place  two, 
and  in  many  cases  even  three  or  four  resistance- boards,  one 
after  another*  unless  it  be  preferred  to  feed  these  baths  with  a 
special  machine  of  less  voltage. 


\ 


ELECTRO-PLATING   ESTABLISHMENTS. 


177 


From  Fig.  70  it  will  be  seen  that  the  current  weakened  by 
the  resistance-boards  7  and  8  serves  for  conjointly  feeding  the 
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acid  copper,  silver,  and  gold  baths.  Hence,  practically,  only 
one  bath  can  be  allowed  to  work  at  one  time»  as  otherwise  each 
bath  would  have  to  be  provided  with  as  many  resistance-boards 
as  would  be  required  for  the  reduction  of  the  electro- motive 
force.  For  want  of  space  the  gold  bath  is  placed  in  the  sketch 
behind  the  silver  bath ;  but  as  their  resistances  are  not  the 
same,  they  must  also  be  placed  parallel. 

L  is  the  lye-kettle.  It  serves  for  cleansing  the  object*  by 
means  of  hot  caustic  potash  or  soda  lye,  from  grinding  and 
polishing  dirt  and  oil.  For  larger  plants  the  use  of  a  jacket- 
kettle  is  advisable.  By  the  introduction  of  steam  in  \\\t.  jacket 
the  lye  is  heated  without  being  diluted.  The  same  object  is 
attained  by  placing  a  steam  coil  upon  the  bottom  of  the  kettle. 
Of  course,  heating  may  also  be  effected  by  a  direct  fire* 
Instead  of  the  preparatory  cleansing  with  hot  lye,  which 
saponifies  the  oil,  the  objects  may  be  brushed  ofT  with  benzine, 
oil  of  turpentine  or  petroleum,  the  principal  thing  being  the 
removal  of  the  greater  portion  of  the  grease  and  dirt,  so  that 
the  final  cleansing,  which  is  effected  with  lime  paste,  may  not 
require  too  much  time  and  labor.  It  is  also  advisable  to  cleanse 
the  objects,  in  one  way  or  the  other,  immediately  after  grinding, 
as  the  dirt,  which  forms  a  sort  of  solid  crust  with  the  oil,  u 
difficult  to  soften  and  to  remove  when  once  hard. 

The  table  which  serves  for  the  further  cleansing  of  the 
objects  has  already  been  described  on  p.  164,  and  illustrated 
by  Fig.  6-^. 

Referring  again  to  Fig.  70,  between  the  lye-kettle  L  and  the 
box-table,  is  a  frame,  14,  for  the  reception  of  brass  and  copper 
wire  hooks  of  various  sizes  and  shapes  suitable  for  suspending 
the  objects  in  the  bath. 

The  reservoir  W,  filled  with  water,  standing  in  front  of  the 
machine,  serves  for  the  reception  of  the  cleansed  and  pickled 
objects,  if  for  some  reason  or  other  they  cannot  be  imme- 
dtately  brought  into  the  bath. 

H  W  \%  the  hot-water  reservoir  in  which  the  plated  object^j 
arc  heated  to  the  temperature  of  the  hot  water,  so  that  ihcy 
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may  quickly  dry  in  the  subsequent  nibbing  in  the  saw-dust  box 
5/,  Before  polishing  the  deposits^  iron  and  steel  objects  are 
thoroughly  dried  in  the  drying  chamber  7' (Fig.  70),  heated 
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either  by  steam  or  direct  fire.     By  finally  adding  to  the  appli- 
ances a  large  table,  13,  for  sorting  and  tying  the  objects  on  the 
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Figs.  71a  and  71b  show  a  plating-room  recently  fitted  up  by 
the  Hanson  &  Van  Winkle  Co.,  of  Newark,  N,  J.    The  arrange- 
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iDcnt  will  be  readily  understood  from  the  illustrations,  so  that  a 

detailed  description  is  not  necessary. 

Switch-boards,     In  the  sketch,  Fig.  70,  the  resistance-board 

belonging  to  each  bath  is  secured  to  the  wall  in  the  immediate 

ighborhood  of  the  bath.     This  arrangement  has  the  advan- 

ige  that  the  operator  can,  directly  after  suspending  the  objects, 

inveniently  effect  regulation  from  the  bath  itself.     The  resist- 

iccs  and  measuring  instruments,  as  well  as  the  switches,  may, 

iowever,  be  also  arranged  alongside  each  other  on  a  switch- 
yard.    Where   a    large    number  of   baths    are   in   operation, 


Fta  7a, 


such  switch-boards  will,  of  course,  have  to  be  provided 
avoid  the  necessity  of  the  operator  having  to  walk  too  great 

distance  from  the  bath  to  the  switch-board. 

Fig.  72  shows  such  a  switch-board,  upon  which  are  mounted 

ic  dynamo  resistance,  the  resistance  for  the  accumulator,  two 

Kesistances  for  two  baths*  three  amperemeters,  a  voltmeter  with 
witch,  current  indicator,  as  well  as  switches  for  engaging  and 
HkOgaging  the  machine  as  well  as  the  accumulator.  For  the 
5Ke  oi  neatness  the  conductors  and  connections  are  on  the 
back  of  the  switch -board, 

A  marble  slab  with  a  wood  rim  is  the  best  material  lor  a 
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switch-board.  Marble  or  slate  is  absokitery  required  if  the 
arrangements  for  starting  the  electro- mo  tors  of  the  aggregates 
or  transformers  are  mounted  upon  the  switch-board.  If,  in 
such  a  case,  the  latter  were  of  wood,  there  would  be  danger  of 
ignition  by  reason  of  the  heating  of  the  spirals^  etc.  Wooden 
switch-boards  may,  however,  be  used  for  measuring  instru- 
ments and  resistances  not  especially  subject  to  heating. 

The  suggestions  and  directions  given  in  the  section  "  Installa- 
tion with  Cells"  as  regards  regulation  of  current,  measuring 
instruments,  conductors,  tanks  for  solutions,  etc,  apply  also  to 
installations  with  dynamos,  and  the  reader  is  referred  to  that 
section 

C.      INSTALIJ^TIONS   AND   ACCUMULATORS, 

Only  in  rare  cases  will  an  electroplating  plant  be  operated 
by  an  accumulator  alone. 

For  larger  establishments,  where  deposits  requiring  many 
hours  for  finishing  are  made,  for  instance,  in  copper  and  nickel 
galvanoplasty,  silvering  by  weight,  etc.,  the  use  of  an  accumu- 
lator, in  addition  to  a  dynamo,  is  of  great  advantage,  since  the 
process  of  depositing  need  not  be  interrupted  during  the  noon 
intermission  or,  in  case  it  is  not  finished  in  the  evening,  during 
the  night,  such  interruptions  affecting  in  various  ways  the 
quality  of  the  deposit. 

However,  even  for  depositing  processes  requiring  a  shorter 
time,  for  instance  nickeling,  an  accumulator  gives  the  oppor- 
tunity of  turning  the  working  power  to  better  advantage.  Sup- 
pose, for  instance,  that  bicycle  parts  which  are  to  be  solidly 
nickeled  have  to  remain  in  the  bath  for  i  yi  hours.  However, 
the  steam  engine,  and  consequently  the  dynamo,  are  stopped 
at  12  M,  (noon),  and  hence  no  objects  can  be  brought  into  the 
bath  after  10:30  a.  m.*  as  otherwise  they  would  not  be  finiihed 
by  noon,  and  an  interruption  in  the  nickeling  process  has  to  be 
avoided.  If.  however,  an  accumulator  can  during  the  noon 
tour  be  used  for  feeding  the  baths,  objects  can  be  suspended 
up  to  that  time  in  the  baths  and  taken  from  Uiem  finished 
when  the  noon-hour  expires  and  operations  arc  recommenced. 
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The  same  can  be  done  in  the  evening,  and  thus  by  the  .use  of 
an  accumulator  the  producing  power  of  an  electro-plating  plant 
can  be  materially  increased. 

If  an  accumulator  is  thus  to  be  made  use  of,  a  dynamo  oi  an 
adequately  larger  size  has  to  be  selected  so  that  in  addition  to 
the  depositing  work,  the  accumulator  can  at  the  same  time  be 
charged  by  direct  current  from  the  dynamo. 

In  establishments  where  the  current  is  generated  by  a  motor- 
generator  or  transformer  fed  from  a  central  station,  an  accumu- 
lator is  a  good  investment,  since  in  this  case  the  operating 
current  is  constantly  at  disposal  and  the  motor- generators  and 
transformers  can  consequently  run  day  and  night. 

Instead  of  feeding  the  baths  and  the  accumulator  simultane- 
ously with  current  from  a  larger  dynamo,  two  dynamos  may, 
of  course,  also  be  used,  one  of  them  supplying  the  baths  and 
the  other  the  accumulator. 

The  magnitude  of  the  performance  of  an  accumulator  de- 
pends on  the  current-strength  which  it  is  to  yield  for  a  certain 
time.  As  previously  stated,  the  value  ampere-strength  X  hours 
is  called  the  ampere-hour  capacity  of  an  accumulator.  Hence 
the  question  arises  for  how  long  the  accumulator  is  to  do  the 
work  of  the  dynamo  while  the  latter  is  not  running,  and  what 
current-strength  is  during  this  time  to  be  transmitted  from  the 
accumulator  to  the  bath.  If,  now  this  ampere-hour  capacity  is 
known,  as  well  as  the  maximum  current-strength  required  for 
feeding  the  bath  from  the  dynamo,  we  also  know  the  current- 
strength  which  the  dynamo  must  have. 

To  explain  this  by  an  example,  we  will  suppose  that  the  bath 
requires  at  a  maximum  200  amperes,  and  that  the  dynamo  has 
to  directly  feed  the  bath  for  four  hours  and  at  the  same  time 
charge  a  cell,  which,  when  the  dynamo  stops,  is  to  discharge 
for  two  hours  with  200  amperes  to  the  bath.  The  cell  must 
therefore  have  a  capacity  of  400  ampere-hours,  and  taking  into 
consideration  the  fact  that  for  charging  at  least  10  per  cent, 
more  charging  current  is  necessary  than  corresponds  to  the 
discharging  current,  440  amperes  will  have  to  be  used  for  one 


1 84 


ELECTRO-DEPOSITlOl 


METALS. 


hour  in  order  to  charge  the  cell,  or  220  amperes  for  two  hours, 
T40  amperes  for  four  hours.  Since  the  dynamo,  previous  to 
being  stopped,  has  directly  to  yield  for  four  hours  to  the  bath, 
200  amperes,  there  are  four  hours  at  disposal  for  charging  the 
cell,  and  the  dynamo  must  therefore  have  a  capacity  of 
200  4-  1 10  =  310  amperes. 

The  diagram  Fig.  73  shows  the  connection  of  a  plant  as 
installed  by  the  Electro-Chemical  Storage  Battery  Co.,  of  New 
York. 

By  suitable  manipulation  of  the  switches  and  rheostats  it  is 
possible  to  make  the  following  connections:  i.  The  dynamo 
alone  can  be  used  on  the  baths.  2.  The  batteries  alone  can 
be  used  on  the  baths.  3.  The  dynamo  can  be  used  on  the 
baths  and  the  batteries  charged  with  the  excess-current,  while 
at  the  same  time  steadying  the  dynamo  current.  4.  The 
dynamo  and  batteries  can  be  used  in  multiple  on  the  baths, 
giving  a  greatly  increased  capacity. 
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CHAPTER  V. 


PREPARATION   OF  THE   METALIJC    OBJECTS. 

''%S  previously  stated,  the  metallic  objects  to  be  plated  have 
to  undergo  both  a  MechaNtcai  and  chemical  preparation^  and 
each  of  these  processes  will  be  considered  separately. 

A.    Mechanical  Treatment  Previous  to  Electro- Plating. 

If  the  objects  are  not  to  be  plated  while  in  a  crude  state, 
which  ts  but  rarely  feasible,  the  mechanical  treatment  consists 
in  imparting  to  them  a  cleaner  surface  by  scratch-brushing,  or  a 
smoother  and  more  lustrous  one  by  grinding  and  polishing.  It 
may  here  be  exph'citly  stated  that  scratch-brushing  of  plated 
objects  is  not  to  be  considered  a  part  of  their  preparation, 
since  such  scratch-brushing  is  executed  in  the  midst  of,  or  after 
the  plating  process,  its  object  being  to  effect  an  alteration  of 
the  electro- deposits  in  more  than  one  direction,  and  not  the 
cleansing  of  the  surface  of  the  metallic  base.  The  following 
directions,  therefore,  apply  only  to  scratch-brushing  of  objects 
not  yet  plated.  The  scratch-brushing  of  electro- deposits  will 
be  considered  later  on.  In  regard  to  grinding,  wc  have  to  deal 
with  the  subject  only  in  so  far  as  it  relates  to  smoothing  rough 
surfaces  by  the  use  of  grinding  powders  possessing  greater 
hardness  than  the  metal  to  be  ground.  With  grinding  in  the 
sense  of  instrument-grinding,  the  primary  object  of  which  is  to 
provide  the  instrument  with  a  cutting  edge,  we  have  nothing 
to  do. 

As  some  platers  seem  to  have  wrong  ideas  regarding  the 
electro- plating  process,  it  may  here  be  mentioned  that  the  de- 
posit is  formed  exactly  in  correspondence  with  the  surface  of 
the  basis-mctah  If  the  latter  has  been  made  perfectly  smooth 
by  grinding  and  polishing,  the  deposit  will  be  of  the  same 

(  i»6) 
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nature;  but  if  the  basis  surface  is  rough,  the  deposits  also  will 
be  rough.  Hence  it  is  wrong  to  suppose  that  by  electro-plat- 
ing a  rough  surface  can  be  converted  into  a  lustrous  one.  and 
that  pores,  holes  or  scratches  in  the  basis-metal  can  be  filled 
by  plating.  In  order  to  obtain  a  deposit  which  is  to  acquire 
high  luster  by  polishing,  it  is  absolutely  necessary  to  bring  the 
basis  into  a  polished  state  by  mechanical  treatment.  In  doing 
this  it  is  not  necessary  to  go  so  far  as  to  produce  high  luster, 
but  fine  scratches^  which  would  be  an  impediment  to  attaining 
high  luster  after  plating,  must  be  removed. 


¥m2,  76. 


Fig.  77. 


Scraich-trushini^  may  be  effected  either  by  hand  or  by  a 
iratch-brush  lathe.      For  hand-work,  scratch-brushes  of  more 

less  hard  brass  or  steel  wire,  according  to  the  hardness  of  the 

rtal  to  be  manipulated,  are  used.  Various  forms  of  brushes 
are  employed,  the  most  common  ones  being  shown  in  the 
accompanying  illustrations  (  Figs.  74  to  82 ). 

Fig.  8i  shows  a  whip  brush  for  frosting  or  satin  finish,  and 

J.  82  the  plater's  lathe  goblet  scratch-brush. 
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ir  scratch-brushes  which  are  attached 

These  circular  brushes  consist  ol 

in  which,  according  to  requirement*  I  to 

bundles  (sec  Fig.  S3)  are  inserted. 
len  cases  are»  however,  more  suitable  for 
deposits  than  for  cleaiising  the  metallic  base, 
purpose  a  more  energetic  pressure  is  usually 
loence  of  which  the  bundles  bend  and  even 
rirc  is  anyways  brittle.  For  cleansing  purposes 
;h*brush,  which  the  workman  can  readily  re- 
Uew  bundles  of  wire,  deserves  the  preference.  It 
as  follows:  A  round  iron  disk  about  0,11  inch 
►m  5  J^  to  73^  inches  in  diameter,  is  provided  in  the 
th  a  hole  so  that  it  can  be  conveniently  placed  upon 
le  of  the  lathe.     At  a  distance  of   from  O.19  to  0.31 

Fig.  83. 


:h  from  the  periphery  of  the  disk,  holes  0.079  to  0.1 1  inch  in 

^'Bmeter  are  drilled,  so  that  between  each  two  holes  is  a  distance 

>fo.i5  inch.     Draw  through  these  holes  bundles  of  wire  about 

'393  inches  lonj^»  so  that   they  project  an  equal   distance  on 

both  sides.     Then  bend    the   bunrlles  towards  the  periphery, 

and  on  each  side  of  the  iron  disk  place  a  wooden  disk  0,31  to 

O  39  inch  thick.     The  periphery  of  the  wooden  disk,  on  the  side 

next  to  the  iron  disk,  should  be  turned  scmi-annular,  so  that 

the  wooden  disks  when  secured  to  the  spindle  press  very  lightly 

upon  the   wire   bundles,  and   the   latter   remain   very   mobile. 

When  a  circular  scratch-brush  constructed  in  this  manner  and 

secured   to  the  lathe  is  allowed  to  make  from    1800  to  2000 

revolutions  per  minute,  the  bundles  of  wire,  in  consequence  of 
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the  centrifugal  force,  stand  very  rigid,  but  being  mobile  will 
give  way  under  too  strong  a  pressure  without  breaking  off,  and 
can  thus  be  utilized  to  the  utmost.  When  required,  the  iron 
disk  can  be  refurnished  with  wires  in  less  than  half  an  hour. 
An  error  frequently  committed  is  that  the  objects  to  be  cleansed 
are  pressed  with  too  heavy  a  pressure  against  the  wire  brushes. 
This  is  useless,  since  only  the  sharp  points  of  the  wire  are 
effective,  the  lateral  surfaces  of  the  bundles  removing  next  to 
nothing  from  the  articles. 

Brushes.  A  definition  of  these  instruments  is  unnecessary, 
and  we  shall  simply  indicate  the  various  kinds  suitable  to  the 
difiTcrcnt  operations. 

The  fire-gilder  employs,  for  equalizing  the  coating  of  amal- 
gam, a  long-handled   brush,  the  bristles  of  which  are  long  and 
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|Vcry  stiff.     The  electro-gilder  uses  a  brush  (Fig.  84)  with  long 
»nd  flexible  bristles. 

For  scouring  with  sand  and  p»mice-stone  alloys  containing 
nickel,  such  as  German  silver,  which  are  difficult  to  cleanse  in 
atitls,  the  preceding  brush*  with  smaller  and  stiffer  bristles,  is 
used. 

The  gilder  of  watch-works  has  an  oval  brush  t  Fig.  85),  with 
stiff  find  short  bristles  for  graining  the  silver. 

I  he  galvanoplastic  operator,  for  coating  moulds  with  black- 
lead,  besides  a  number  of  pencils,  uses  also  three  kinds  of 
brushes— the  watchmaker's  (Fig.  86),  a  hat  brush,  and  a 
blacking-brush.     The  bronzer  uses  all  kinds  of  brushes. 

Brushes  are  perfectly  freed  from  adherent  grease  by  washing 
with  benzine  or  carbon  disulphidc. 

In  large  establishments  engaged  in  electro-plating  cast-iron 
without  previous  grinding,  the  use  of  the  sand-blast,  in  place  of 
the  circular  wire  brush,  has  been  introduced  with  great  advan- 
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Objects  with  deep  depressions,  which  cannot  be  reached 
the  scratch-brush,  as  well  as  small  objects,  which  cannot 
be  conveniently  held  in  the  hand  and  pressed  against  the  re- 
volving scratch- brush,  can  be  brought  by  the  sand-blast  into  a 
state  of  sufficient  metallic  purity  for  the  electro-plating  process* 

However,  while  circular  scratch-brushes  impart  to  the  objects 
a  certain,  though  not  very  great  luster,  the  metal  portions  are 
matted  by  the  sand-blast,  and  the  latter  is  frequently  employed 
formatting  entire  lustrous  surfaces  or  for  producing  contrasts, 
for  instance,  mat  designs  upon  lustrous  grounds,  or  vice  versa. 

Fig.  87  shows  such  a  sand-blasl.     The  compressed  air,  the 
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pressure  of  which  should  be  at  least  equal  to  that  of  a  column 
of  water  18)^  inches  high,  passes  through  the  blast-pipe  A  into 
a  nozzle  running  horizontally  through  the  machine,  carries 
along  a  jet  of  sand,  and  hurls  the  latter  upon  the  objects  placed 
underneath  the  nozzle.  The  objects  are  placed  upon  sheet-iron 
plates  or  in  sheet-iron  boxes  and  very  slowly  passed  below  the 
nozzle,  the  motion  being  effected  by  the  shaJts  BB  with  the  use 
of  rubber  bells.     To  avoid  dust,  the  machine  is  provided  with 
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a  jacket   of  sheet-iron   or  wood ;    a   few  windows   enable    the 
operator  to  watch  the  progress  of  the  operation. 

Figs.  88  and  89  show  a  complete  portable  sand-blast  outfit, 
which  has  been  designed  and  placed  on  the  market  by  Leiman 
Bros.,  Newark,  N,  J.  The  outfit  is  all  mounted  upon  a  small 
platform  truck,  which  can  be  readily  moved  from  place  to  place 
to  suit  the  demands  of  the  work.  At  one  end  of  the  platform 
is  located  the  electric  motor,  which  receives  current  from  the 
nearest  circuit.  This  drives  the  pressure-blower  from  which 
the  air,  after  passing  through  the  oil  separator,  enters  the  pipe 
which  delivers  the  air  at  the  nozzle, 

'J'hc  nozzle  of  the  machine  is  a  long,  straight  piece  of  ordi- 
nary iron  pipe  without  the  tapered  hole  usually  used,  and  there 

is  therefore  very  little  wear. 
The  air  goes  directly  from  the 
compressor  to  the  mixing  cham- 
ber at  the  base  of  the  nozzle,  the 
vacuum  created  there  drawing 
the  sand  through  the  sand  feed- 

/^■nf) V  i,  ^^H  I^^P^    from    the    tank.      As    the 

Bff  imw*  ^^M  sand  reaches  the  mixing  cham- 

ber it  receives  the  full  pressure 
of  the  air,  driving  it  through  the 
nozzle  without  the  necessity  of 
making  the  nozzle  tapered  in 
order  to  increase  the  pressure. 
In  this  way  not  only  can  a 
larger  nozzle  be  used,  thereby 
covering  a  much  larger  surface 
with  a  given  pressure  of  air,  but 
it  may  be  longer,  even  to  the 
extent  of  several  feet,  enabling 
the  operator  to  stand  at  a  dis- 
tance from  his  work  with  just  as 
satisfactory  results.  The  fact 
lh<ll  the  air  does  not  go  through  the  machine  itself  does  away 
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Of  sand  oi  any  qtnurt>\  s  veil  as  the  varkms  grades  ol  fltfit  or 
cifboroMiiini.  aa^  be  oscd,  dqmidiiig  oo  tbc  cfoss  of  work  to 
be  sand-hlasted — whctber  tbe  vcty  roughest  of  sled  or  ircm  or 
the  very  finest  of  finished  brass  or  bronxe.  This  material  b 
fiist  thoroughly  dried  and  thrown  into  the  sieve  at  the  top  of 
the  machine  where  it  is  sifted,  dropping  into  the  bottom  of  the 
ittachioe  ready  for  use. 

The  uses  to  which  a  s^nd-blast  can  be  put  are  ver>'  numerous. 

The  (rosttog  Of  satin-finishing  of  silverware  and  other  artick9« 

tagraviflg  or  stenciling  oi  metal  or  glass,  inlaying,  rrmoviag 
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scale,  etc,  the  nature  o(  the  work  being  governed  by  the  fine- 
ness of  the  sand  used  as  well  as  the  pressure. 

If  a  clean  metallic  surface  is  at  one  time  to  be  given  to  a  large 
number  ol  small  articles,  such  as  buckles,  steel  beads,  metal 
buttons,  steel  watch  chains,  ferrules,  etc.,  a  tftmhiing  barrel  or 
drum  is  frequently  used  (Fig.  90).  It  generally  consists  of  a 
cylindrical  or  polygonal  box  having  a  side  door  for  the  intro> 
ductton  of  the  work,  together  with  sharp  sand  or  emery,  and  ts 
mounted  horizontally  on  an  axis  furnished  with  a  winch  or 
pulley,  so  as  to  be  revolved  either  by  hand  or  power,  as  may 
be  desired.  In  order  to  prevent  certain  objects,  like  hooks  for 
ladies'  dresses  and  the  like,  from  catching  each  other  and  com- 

V\r„  90. 


bining  mto  a  mass,  a  number  of  naiU  ur  wooucn  pegs  arc  i\\ 
in  the  interior  of  the  drum. 

For  ordinary  polishing  the  articles  are  brought  into  thcj 
tumbling  barrel  together  with  small  pieces  of  leather  waste 
(leather  shavings),  and  taken  out  in  one  or  two  days.  How- 
ever,  to  produce  an  actually  good  polish  a  somewhat  more 
complicated  method  has  to  be  pursued.  The  articles  arc  first 
freed  from  adhering  scale  by  washing  in  water  containing  5  pcrj 
cent,  of  sulphuric  acid,  then  rinsed  and  dried  in  a  drying  chain* 
her,  or  in  a  pan  over  a  fire.  They  are  next  brought  into  the 
tumbling  barrel  together  with  sharp  sand,  such  as  is  used  in 
glass-making,  and  revolved  lor  about  12  hours,  when  they  arc 
taken  from  the  barrel  and  freed  from  the  admixed  sand  by  sift- 
ing.    They  arc  then  returned  to  the  barrel,  together  wilii  »oft, 
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fibrous  sawdust,  to  free  them  from  adhering  sand,  and  at  the 
^ame  time  to  give  them  a  smoother  surface.  They  are  now 
again  taken  from  the  barrel,  freed  from  sawdust,  and  returned 
to  the  barrel,  together  with  leather  shavings.  They  now  re- 
main in  the  barrel  until  they  have  acquired  the  desired  polish,, 
which,  according  to  the  size  and  shape  of  the  articles  and  the 
degree  of  polish  required,  may  frequently  take  two  weeks  or 
more.  Articles  of  different  shapes  and  sizes  are  best  treated 
together,  time  being  thereby  saved.  The  process  is  also  accel- 
erated by  adding  some  fat  oil  to  the  leather  shavings,  which, 
of  course,  must  be  omttted  when,  after  long  use,  the  shavings 
have  become  quite  greasy.  The  barrel  should  be  filled  about 
hall  lull,  otherwise  the  articles  do  not  roll  freely,  and  polishing 
is  retarded.  On  the  other  hand,  when  the  barrel  is  less  than 
i^alffuU  there  is  danger  of  the  articles  bending,  or  in  case  they 
are  hardened,  for  instance  buckles,  of  breaking. 

For  many  purposes  polishing  in  the  tumbling  barrel  is  of 
great  advantage,  since,  independent  of  its  cheapness,  the  sharp 
edges  of  the  articles  arc  at  the  same  time  rounded  off.  How- 
ever, with  articles  the  edges  of  which  have  to  remain  sharp,  the 
process  cannot  be  employed. 

The  tumbling  barrel  in  which  the  articles  are  treated  with 
sand  cannot  be  used  for  polishing  with  leather  shavings,  it 
being  next  to  impossible  to  free  it  entirely  from  sand.  The 
barrels  should  make  from  50  to  70  revolutions  per  minute;  if 
allowed  to  revolve  more  rapidly,  the  articles  take  part,  in  the 
revolutions  without  rolling  together,  which,  of  course,  would 
prevent  polishing. 

The  brightening  of  articles  of  iron  and  steel  may  be  simpli- 
fied by  using  water  to  which  i  per  cent,  of  sulphuric  acid  has 
been  added.  The  barrel  used  for  the  purpose  must,  of  course, 
be  water-tight.  By  the  addition  of  sand  the  process  is  acceler- 
ated. Nickel  and  copper  blanks  for  coins  are  also  cleansed  in 
this  manner.  They  are  brought  into  the  tumbling  barrel,  to- 
gether with  a  pickling  fluid,  and,  when  sufficiently  treated,  arc 
taken  out,  rinsed,  dried  in  sawdust,  and  finally  stamped. 
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Fig.  91    shows  a  form   of  an  adjustable,  oblique   tumbling 

barrel,  adapted  to  clean,  smooth, 
brighten,  and  polish  nearly  every 
variety  of  iron  and  brass  goods.  The 
simplicity  and  durability  oi  the  con- 
struction and  the  rapidity  with  which 
the  work  is  done  are  distinct  advan* 
tages.  The  machine  can  be  used 
wet  or  dry.  It  is  adjustable  by  screw 
and  wheel  to  any  working  elevation 
up  to  50^.  The  machine  shown  in 
the  illustration  is  designed  to  carry 
a  barrel  24  inches  in  diameter,  but 
larger  or  smaller  barrels  can  be  used. 
Grinding,  Wooden  wheels  cov- 
ered with  leather  coated  with  emery  of  various  degrees  of  fine- 
ness are  almost  exclusively  used  for  grinding  metallic  objects 
preparatory  to  the  plating  process.  The 
wooden  wheels  are  made  of  thoroughly- 
seasoned  poplar,  in  the  manner  shown  in 
Fig.  92,  The  separate  pieces  are  radi- 
ally  glued  together,  and  upon  each  side  in 
the  center  a  strengthening  piece  is  glued 
and  secured  with  screws »  so  that  each 
segment  of  the  wheel  is  connected  with 
the  strengthening  piece.  The  center  of 
the  wheel  is  then  provided  with  a  hole  corresponding  10  ihc 
diameter  of  the  spindle  of  the  grinding  lathe,  to  which  it  is 
secured  by  means  of  wedges.  The  periphery,  as  well  as  the 
sides,  is  then  turned  smooth.  A  good  quality  of  leather,  previ- 
ously soaked  in  water  and  cut  into  strips  corresponding  to  the 
width  of  the  wheel  is  then  glued  to  the  periphery*  and  still  fur 
ther  secured  by  pins  of  soft  wood.  When  the  glue  is  dry  the 
wheel  is  again  wedged  upon  the  spindle  and  the  leather  care 
fully  turned  ;   it  is  then  ready  for  coating  with  emery. 

With  the  use  of  grinding  wheels  of  oak  or  walnut,  covering 
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with  leather  may  be  omitted,  and  the  emery  can  be  applied 
directly  to  the  wheels.  However,  leather-covered  wheeis  are  to 
be  preferred  since,  by  reason  of  their  elasticity,  better  results 
iQ  grinding  are  obtained  than  with  uncovered  wheels  of  the 
above-mentioned  varieties  of  wood. 

For  grinding  soft  metaJs,  hard^  impregnated  felt  wheels  •*set 
up"  with  glue  and  emery  are  also  employed. 

For  grinding  profiled  articles  preference  should  be  given  to 
wheels  without  leather  covering,  and  the  grinding  surface 
should  be  fitted  to  the  profile  of  the  article  to  be  ground  by 
cutting  with  a  turning  tool. 

Grinding  wheels  of  paste-board  and  of  cork  waste  have  re- 
cently been  introduced.  The  former  are  made  by  coating  on 
both  sides  thin»  round  disks  of  paste-board  with  glue  mixed 
with  emery,  and  then  gluing  a  sufficient  number  of  such  disks 
one  upon  the  other  to  form  a  wheel  of  the  desired  width.  The 
wheel  is  finally  subjected  to  strong  pressure  under  a  hydraulic 
press,  and  dried.  However,  as  these  wheels  have  disappeared 
irom  commerce,  it  may  be  assumed  that  they  have  not  stood 
the  test  in  practice.  The  same  may 
be  said  of  cork  wheels.  The  so- 
called  clastic  wheel  has  also  not  an- 
wcred  the  demands  made  in  prac- 
tice. The  cementing  material  in  the 
case  consisted  of  a  gum  or  rubber- 
likcmass,  which  to  be  sure  imparted 
great  elasticity  to  the  wheel,  but  when 
the  latter  became  hot  during  grind- 
ing, the  mass  softened  and  smeared. 

The  so-called  reform  whetl.  Fig. 
93,  has  a  better  prospect  of  general 
introduction.  The  leather  covering 
docs  not  consist  of  a  single  strap,  but 

pieceji  of  leather.  3  to  5  millimeters  thick,  are  placed  alongside 
each  other  and  secured  by  means  of  a  sort  of  dove-tailing  to  an 
iron  rim,  which  is  screwed  upon  the  wooden  disk*     According 
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to  the  length  uf  the  pieces  of  leather  a  greater  or  smaller 
degree  of  elasticity  is  attained.  One  covering  lasts  at  least 
five  to  eight  times  as  long  as  the  covering  with  leather  straps, 
and  leather-waste,  otherwise  of  scarcely  any  value,  may  be 
employed  for  the  covering. 

For  grinding  soft  metals,  hard  impregnated  felt  wheels  coated 
by  means  of  glue  with  emery  are  also  used. 

For  gluing  with  emery  three  different  kinds  of  emery  are 
used,  a  coarse  quality  ( Nos.  6o  to  80)  lor  preparatory  grind- 
ing, a  finer  quality  (No.  oo)  for  fine  grinding,  and  the  finest 
quality  (No.  oooo)  for  imparting  luster.  The  wheels  thus 
coated  are  termed  respectively  "  roughing  wheel,"  '•  medium 
wheel,"  and  *'  fine  wheel."  With  the  first  the  surface  of  the 
objects  are  freed  from  the  rough  crust.  The  coarse-grained 
emery  used  for  this  purpose,  however,  leaves  scratches,  which 
have  to  be  removed  by  grinding  upon  the  medium  wheel  until 
the  surfaces  of  the  objects  show  only  the  marks  due  to  the 
finer  quality  of  emery,  which  are  in  their  turn  removed  by  the 
fine  wheel. 

In  most  cases  brushing  with  a  circular  bristle  brush  may  be 
substituted  for  the  last  grinding,  the  articles  being  moistened 
with  a  mixture  of  oil  and  emery  No.  cxxx>.     Care  must  be  had  ■ 
not  to  execute  the  brushing  nor  the  grinding  with   the   finer  ™ 
quality  of  emery  in  the  same  direction  as  the  preceding  grind- 
ing, but  in  a  right  angle  to  it. 

Treatmtnt  of  (he  grinding  wheels. — The  coating  ol  the 
roughing  wheels  with  emery  is  effected  by  applying  to  them  a 
good  quality  of  glue  and  rolling  them  in  dry,  coarse  cmef>* 
powder.  For  the  medium  and  fine  wheels,  however,  the  emery 
is  mixed  with  the  glue  and  the  mixture  applied  to  the  leather 
When  the  first  coat  is  dry,  a  second  is  applied,  and  finally  a 
third.  The  whole  is  then  thoroughly  dried  in  a  warm  place. 
Before  use,  a  piece  of  tallow  is  held  to  the  revolving  disk  lor 
the  purpose  of  imparting  a  certain  greasiness  to  it,  and  in  order 
to  remove  any  roughness  due  to  an  unequal  application  of  the 
emery,  it  is  smoothed  by  pressing  a  smooth  stone  against  it. 
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While  the  preparatory  grinding  upon  the  roughing  wheel  is 
executed  dry,  i.  ^.,  without  the  use  oi  oil  or  fat,  in  tine  grinding, 
the  objects  are  frequently  moistened  with  a  mixture  of  oil  and 
the  corresponding  No.  of  emery.  When  the  layer  of  emery  is 
used  up,  the  remainder  is  soaked  with  warm  water  and  scraped 
off  with  a  dull  knife.  The  leather  ^f  the  disks  on  which  oil  or 
tallow  has  been  used  is  then  thoroughly  rubbed  with  caustic 
Hme  or  Vienna  lime*  to  remove  the  greasiness.  which  would 
prevent   the  adherence  of  the  layer  of  glue  and  emery  to  be 

Ku..  94. 


applied  later  on.     When  the  leather  is  thoroughly  dry  a  fresh 
layer  o<  emery  may  at  once  be  applied. 

To  prevent  the  leather  from  absorbing  an  excess  of  water 
when  moistening  the  old  layer  of  glue  and  emery  for  the  ptir- 
pose  of  softening  it,  it  is  advisable  to  apply  moderately  wet  clay 


•  Vi«nnA  Uroe  t»  prepared  trom  a  viricly  of  dolomite  which  is  hrsl  burned»  then 
«Uked,  and  finally  igritled  (or  a  lew  hours.  It  cuniii&ls  of  lime  and  magnesia,  ami 
thuutd  be  kept  in  well-closed  conSt  as  otherwise  it  j»hsurbE  carUunic  acid  and  ntti^* 
tdre  InMB  the  Air«  and  t>ecoroes  useless. 
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to  the  layer  and  allow  it  to  remain   for  a  few  hours  when  the 
scraping-oflf  of  the  emery  can  be  readily  effected. 

Grinding  lathes.  For  use,  (he  grinding  wheels  arc  wedged 
upon  a  conical  cast-steel  spindle  provided  with  a  pulley  and 
running  in  bearings,  as  plainly  shown  in  Fig.  94.  The  cast-iron 
standards  are  screwed  to  the  floor ;  the  wooden  bearings  can 
be  shifted  forward  and  backward  by  wedges  and  secured  m  a 
determined  position  by  a  set  screw,  thus  facilitating  the  removal 

Fig.  95, 


[Jjihe  spindle  after  throwing  off  the  belt.  The  wheels  being 
wedged  upon  a  conical  spindle,  they  always  run  centrically. 
Changing  of  the  wheels  requires  but  a  few  seconds,  and  on  ac- 
count of  the  slight  friction  of  the  points  of  the  spindle  in  the 
wooden  bearings,  the  consumption  of  power  is  very  slight 

To  avoid  the  necessity  of  throwing  oft'  the  belt  while  chang- 
ing the  grinding  wheels*  double  machines  (Fig*  95)  arc  used, 
the  principle  of  conical  spindles  being,  however,  preserved. 
The  shaft  is  provided  with  loose  and  fast  pulley  and  coupling 
lever. 

Fig.  96  illustrates  a  similar  machine  with  ring*oiliag. 
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Fig,  97  represents  a  belt-attachment  combined  with  a  double 
grinding  lathe»  as  constructed  by  the  firm  of  Dr.  G,  Langbetn 
h  Co.  The  apparatus  can  be  readily  secured  by  means  of 
screws  to  the  lathe,  and  is  readily  removed.  It  allows  of 
grindifig-wheels,  brushes,  etc.,  being  attached  to  both  ends  of 
the  shaft,  while  the  belt  can  at  the  same  time  be  used. 
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Klectrically- driven  grinding*  motors  have  been  previously  re* 
fcrred  to.  Fig.  98  shows  a  j^rinder  of  this  type  manufactured 
by  the  Hanson  &  Van  Winkle  Co.,  Newark,  N.  J.  It  is  of  the 
ribbed  type,  and  is  furnished  in  various  sizes.  The  switch, 
starting  box  and  regulator  arc  contained  within  the  stand*  with 
the  operating  handles  extending  through  a  suitable  opening. 
An  important  feature  of  this  machine  is  the  ability  of  the  oper- 
ator to  regulate  the  speed  of  the  wheels,  running  them  at  the 
speeds  most  suitable  for  the  work  in  hand.  This  regulation  of 
the  speed  is  accomplished  by  the  simple  movement  of  a  handle, 
the  speed  remaining  practically  constant  at  any  point. 

A  smaller  type  of  the  same  machine  is  very  suitable  for  use 
by  manufacturers,  jewelers,  dentists,  instrument  makers,  etc. 
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These  grinding  motors,  as  well  as  the  polishing  motors  to  be 
described  later  on,  have  ihe  advantage  of  occupying  no  more 
space  than  that  is  usually  required  by  a  bell-driven  lathe,  while 
the  full  motive  power  is  applied,  without  loss,  directly  to  the 
grinding  wheels.     They  also  possess  the  advantage  of  being 

He  97, 


>ortablc,  and   in   a  few   moments*  time  can  be  moved  to  anj 
part  of  the  factory  that  may  be  best  suited  for  the  purpose  re- 
quired,  making  it  possible  to  take  the  motor  to  the  work  when 
jsired,'  instead  of  bringing  the  work  to  the  motor. 
Execution  of  gnndifig  a$id  brushing. — Grinding  \%  execul 
by  pressing  the  surfaces  to  the  ground  against  the  face  of  the 
wheel,  moving  the  objects  constantly  to  and  fro.     The  opera- 


T*kEPARAT10N   OK  T!TF    METAILfC    OBJKCTS, 


20.^ 


tion  requires  a  certain  manual  skill,  since,  without  good  reason, 
no  more  should  be  ground  away  on  one  place  than  on  another. 
Special  care  and  skill  are  required  for  grinding  large  round 
surfaces. 

If  the  objects  are  not  to  be  treated  with  the  tine  wheel,  fine 
grinding  is  succeeded  by  brushing  with  oil  and  emery  by  means 
ol  circular  brushes  formed  of  bristles  set  in  disks  of  wood. 
Genuine  bristles  being  at  present  very  expensive,  vegetable 
fiber,  so-called  fibers,   has    been    successfully   substituted    for 
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them*  the  wooden  wheel  being  replaced  by  an  iron  case,  in  the 
bell-shaped  checks  of  which  the  fiber-bundles  are  secured  by 
cans  of  strong  nuts.     Before  use  it  is  advisable  to  saturate 

he  fiber-bundles  with  oil  in  order  to  deprive  them  of  their 
brittleness,  and  thus  improve  their  lasting  quality. 

The  grinding  lathe   (Fig.  99)   is   provided  with  a  tampico 

rush,  this  fiber  being  particularly  adapted  for  rough,  quick 
work.  It  can,  of  course,  be  just  as  well  placed  upon  the  con- 
ical spindles  of  double  machines.  The  iron  case  is  provided 
with  a  conical  hole  corresponding  exactly  to  the  conical  spin- 
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die,  the  large  frictional  surface  preventing  the  turning  of  the 
brush  upon  the  spindle,  or  its  running  off. 

In  regard  to  grinding  the  various  metals,  the  procedure, 
according  to  the  hardness  of  the  metal,  is  as  follows: 

Iron  and  steel  articles  are  first  ground  upon  the  roughing 
wheel,  then  fine-ground  upon  the  medium  wheel,  and  5nally 
upon  the  fine  wheel,  or  brushed  with  emery  with  the  circular 
brush.     Very  rough   iron  surfaces  may  first  be  ground  upon 
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Fig.  100. 


solid  emery  wheels  before  being  worked  upon  the  roughing 
wheel. 

For  depressed  surfaces  which  cannot  be  reached  with  the 
large  emery  wheels,  small  walrus-hide  wheels  coated  with  glue 
and  emery  arc  placed  upon  the  point  of  the  spindle  af  a 
polishing  lathe. 

Brass  and  copper  castings  are  first  ground  upon  roughing 
wheels  which   have  lost  part  ol   their  sharpness  and  will  no 
longer  attnck  iron.     They  are  then  ground  fine  upon  Ihif  medium 
wheel,  and  finally  polished  upon  clolh  or  (cit  wheels  (bobs) 
(Sec  below,  under  ''Polishing.   ) 

Sheets  0/  brass,  German  silver  and  copper,  as  furnished  by 
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rolling-mills »  are  only  brushed  with  emery  and   then  polished 
with  Vienna  fime  or  rouge  upon  bobs. 

Zinc  castings,  as,  for  instance,  those  produced  in  lamp  fac- 
tories, are  first  thoroughly  brushed  by  means  o(  circular 
brashes  and  emery,  and  then  polished  upon  cloth  bobs. 

Sheet  sine  is  only  polished  with  Vienna  lime  and  oil  upon 
<^Ioth  bobs  secured  to  the  spindle  shown  in  Fig.  106. 

Pclishing. — As   will  be  seen   from  the   foregoing,  polishing 
serves  for  making  the  articles  ready,  /.  c,  the  final  luster  is  im- 
parted to  them  upon  soft  polishing  wheels  wilh  the  use  of  fine 
polishing  powders.     The  polishing  wheels  or  bobs  of  fine  felt, 
shirting,  or  cloth,  are  secured  to  the  polishing  lathe,  and,  ac- 
cording to  the  hardness  of  the  metal  lo  be  polished,  make  2000 
,       £02500  revolutions  per  minute.     A  foot-lathe,  such  as  is  shown 
^■in  Fig.  100,  makes  generally  not  over  1800  revolutions  per 
minute.     Cloth   bobs  are  made  by  placing  pieces  of  cloth  one 
upon   another  in   the  manner  described   under  "  Nickeling  of 
sheet  zinc/*  cutting  out  the  center  so  as  to  correspond  to  the 
diameter  of  the  spindle,  and   securing   the  disks  of  cloth   by 
itm  means  of  nuts  between  two  wooden  checks  upon  the  spindle  of 
^nhe  polishing  lathe.     In  place  of  cloth  bobs,  solid  wheels  of 
^■elt  or  wooden  wheels  covered  wilh  a  layer  of  felt  may  be  used, 
especially  for   polishing   smooth   objects  without  depressions, 
the  fineness  and  softness  of  the  felt  depending  on  the  degree  of 
polish  to  be  imparted  and  the  hardness  of  the  metal   to  be 
manipulated. 

Fig.  1 01  shows  the  patented  triplex  buff  manufactured  by 
Zucker  &  Levctt  &  Loeb  Co.,  New  York.  It  is  made  of  standard 
grades  of  muslins,  and  can  be  luiniahed  stitched  or  not,  as 
desired. 

The  secret  of  the  great  wearing  qualities  of  the  triplex  buff  is 
in  the  fold,  the  prime  object  of  which  is  lo  produce  a  cross- 
cutting  or  diagonal  surface  on  the  cutting  face  of  the  buff,  the 
buff  being  made  of  a  succession  of  folds  so  formed  as  to  offer 
a  greater  surface  to  the  work  and,  at  the  same  time,  to  save 
composition.     The  mesh  of  the  fabric  crossing  as  described 
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mcvcnls  inv  nuHcrial  from  pulling  out  or  frayin^^  on  the  work- 
An  excellent  polishing-wheel  is 
the  Union  canvas  wheel,  made  by 
the  Hanson  &  Van  Winkle  Co.,  o( 
Newark,  N.  J.  It  h  shown  in  Fig. 
102.  It  is  not  glued,  but  by  a  spe- 
cial process  the  weight  is  reduced, 
the  elasticity  and  flexibility  arc  in- 
creased, and  a  cloth  face  is  obtained, 
which  combined  with  the  glue,  pre- 
sents a  surface  that  will  hold  emery 
better  than  any  other  wheel.  Being 
oi  a  flexible  nature,  it  easily  adjusts 
itself  to  the  irregularities  o<  the 
work.     No  special  skill   is  required 

U>  UJMf  Vl<  4oU  three  »  Icis  tendency  to  "  gouge  *'   the  work  or 
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spoil  design.  The  wheel  will  do  more  work  with  one  **  setting- 
up  "than  any  other.  It  is  durable  and  easily  kept  in  balance. 
Another  wheel  of  great  flexibility  and  elasticity  is  the  wai- 
rint  wheel  manufactured  by  the  same  firm.  On  account  of 
its  flexibility  and  elasticity,  combined  with  its  hardness,  it  is 
recommended  for  hard  grinding,  and  the  fact  that  its  face  can 


J  u,,  103. 


^. 


be  turned  to  any  shape — at  the  same  time  preserving  all  the 
characteristics  of  hide  wheels^will  place  it  before  sea-horse 
or  walrus  on  its  merits.  One  advantage  of  this  wheel  is  its 
liability,  which  allows  it  to  adjust  itself  to  any  inequalities  in 
ihc  coat  of  emery,  and  consequently  it  wears  evenly,  and  being 
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lighter  than  any  other  serviceable  wheel,  it  is  much  less  liable 
to  injure  lathe  bearings.  • 


Fig.  103  shows  a  substantial  foot-power  grinding  and  polish 
ing  lathe.     It  is  noiseless,  and  with  friction-clutch  attachment  a 
speed  of  2500  to  3000  revolutions  per  minute  can  be  maintained 

Fig.  ios- 


without  effort.     There  is  nothing  better  for  gunsmiths^  black- 
smiths, skate-grinders,  loclcsmiihs,  bicycle  repair  shops,  jewelers. 
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ft  is  so  constructed  as  to  be  very  rigid  and  strong  to  prevent 
vibration.     It  is  furnished  by  the  Hanson  &  Van  Winkle  Co. 

Double  polishing  lathes  according  to  American  patterns, 
Figs.  104  and  105,  arc  used  for  polishing  objects  of  not  too 
large  dimensions.  These  polishing  lathes  are  manufactured  in 
several  sizes,  the  largest  capable  of  using  wheels  15  inches 
diameter  and  5  inches  face.  Fig.  104  shows  a  lo-inch  polish- 
ing head  to  be  screwed  to  a  bench. 

Fig,  105  illustrates  a  14-inch  ring-oiling  polishing  machine. 
The  head  is  constructed  so  as  to  give  plenty  of  room  between 
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the  wheels  and  the  column,  thus  making  the  machine  of  special 
advantage  where  awkward  pieces  are  to  be  handled,  as  bicycle, 
chandelier,  and  similar  classes  of  work.  The  bearings  provided 
are  pccuh*ar  to  the  machine,  the  boxes  being  so  constructed 
that  the  spindle  has  four  bearings,  thus  afifording  a  good  sup- 
port and  making  the  machine  a  stiff  and  durable  one. 

The  polishing  lathe  shown  in  Fig.  106  serves  chiefly  for  pol- 
ishing large  sheets,  the  latter  being  placed  upon  a  smooth, 
wooden  support  which  rests  upon  the  knees  of  the  workman, 

will  be  described  later  on  in  speaking  of  nickeling  sheet-zinc. 

Fig.  107  shows  an  independent  spindle  polishing  and  bufl^ng 
14 
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lathe  manufactured  by  the  Hanson  &  Van  Winkle  Co.,  Newat 
N»  J»  In  designing  this  lathe  further  demands  for  economy, 
xtis,,  power,  shafting  and  belting  have  been  anticipated. 
Countershafts,  loose  pulleys  and  incidental  belting  are  dis- 
pensed with.  To  accomplish  this,  a  single  driving  pulley  and 
double  friction  cones,  securely  housed  in  the  lathe  head,  a& 
shown  in  the  illustration,  arc  used  on  the  lathe. 

Fi<;.  107. 


The  forged  steel  clutches  are  operated  by  small  hand  levers 
Above  the  casing.  A  study  of  the  illustration  will  show  the 
great  strength  and  large  provision  for  wear  in  the  double  fric- 
lii>n  cones,  as  well  as  the  spindle  bearings,  and  the  means  for 
oihivg. 

The  lathe  spindle  is  of  large  diameter,  carefully  ground  and 
po)i»hed  ;  it  runs  smoothly  and  noiselessly  and  without  end  play. 
Throwing  off  the  clutch  brings  a  brake  into  action  and  stops  the 
•pindic  instantly,  while  the  reverse  motion  releases  the  brake 
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and  starts  the  spindle  immediately.  This  is  done  at  either  end 
without  interference  or  waiting:  as  a  result  there  is  no  lost  time 
iof  cither  operator,  which  means  a  saving  of  from  one  to  three 
hours  per  day. 

The  pedestal  flares  at  the  back  so  that  the  lathe  can  be  belted 
from  below,  a  method  now  used  in  many  shops,  and  always  to 
bt  preferred,  as  it  gives  a  room  entirely  clear  of  belts. 

Electrically-driven  polishing  and  buffing  lathes  are  now  in 
Ircquent  use.  The  high  speed  at  which  emery  and  polishing 
wheels  are  run  necessitate  tight  belts,  heated  bearings,  and  the 


Km;.  inS, 
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irt  carried  by  the  belt.  All  this  is  overcome  in  these  ma- 
hines.  They  can  be  placed  so  as  to  secure  the  best  light,  the 
speed  ts  constant,  and  no  power  is  used  in  driving  the  counter- 
shaft when  not  in  use.  The  machines  are  furnished  with  and 
without  stand. 

Fig.  io8  shows  a  type  of  polisher  manufactured  by  the  Han- 
on  &  Van  Winkle  Co.     It   has   all   the   good    points   of  the 
grinder  (Fig.  99)  manufactured  by  the  same  firm. 

The  de/i  strapping  attachment  or  endless  belt  machine  shown 
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>?«  109  IS  tnanuJactured  by  the  Hanson  &  Van  Winkle  Co.^ 
of  Newark,  N.  J.  The  demand  for  machines  of  this  character 
lor  polishing  bicycle  parts  has  greatly  increased,  and  improve- 
ments have  from  time  to  time  been  made,  culminating  in  the 
prciiciU  construction,  which  is  much  more  solid  and  the  adjust- 
ment of  the  tension  of  the  belt  can  be  done  without  interfering 
with  the  operator.  There  are  fewer  parts  used  than  in  previous 
machines,  and  with  the  flanged  wheels  that  are  supplied  to  go 

FiG»  109. 


%m  the  pulley  lathe,  and  with  the  rubber  endless  belts  from  1  to 
I  inchctt  wide  and  up  to  12  feet  in  length,  make  this  machine 
MVnkhlhlc  for  nil  purposes.  It  is  equally  available  to  manufac- 
\\{H^i%  lit  ttjiddlery  and  carriage  hardware,  and  on  irregularly 
ilnptnl  Ailuicft  that  cannot  be  conveniently  polished  on  a  circu- 
lar wheel. 

No  ihop  i«  now  complete  without  one  or  more  flexible  shafts 
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for  grinding*  polishing  and  buff- 
ing,   In  many  ways  it    will  be 
found  a  profitable  and  econom- 
ical device.     For  cleaning  and 
grinding  heavy  castings,  for  pol- 
ishing and   buffing  all  metal  and 
glass,  it  is  a  most  indispensable 
tool  where  power  is  or  can  be 
used  to  advantage.    These  shafts. 
Fig.  no,  are   made   in   standard 
sizes,    from     Ji(-inch     diameter 
:ofe,    suitable     for    very     light 
'work,  to  I  »^-inch  core,  capable 

Ipf  driving  a  3-inch  drill  in  iron 
br  steel. 
Fig.  Ill  shows  the  flexible 
shaft  with  part  of  case  and  core 
cut  away  to  show  the  method  of 
construction. 

Ftc.  in, 


Fig.  110. 


Fig,  I  shows  complete  shaft  with  drill  on  one  end.     Fig.  2 
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allows  manner  of  'Maying  up*'  the  shaft,  and  the  construction 
ol  case.  Fig,  3,  section  showing  hand  piece,  shaft  case,  and 
cud  niik»  to  which  are  attached  the  tools  to  be  used.  Fig.  4* 
section  of  puUcy  end. 

Letter  references:  AA,  shaft  case;  B,  section  of  shaft  and 
case ;  C,  cord  to  draw  pulley  to  any  desired  direction ;  D. 
driving  belt. 

This  mode  of  construction  insures  stability  and  great  tor- 
itonal  strength,  iind,  at  the  same  time,  entire  flexibility  at  right 
unities  to  the  axis. 

A»/iJtAiN/r  fftai^als. — According  to  the  hardness  of  the 
nutcrinl  to  be  polished,  rouge  (ferric  oxide,  colcothar)  tripoli, 
Vienna  lime,  etc.,  in  the  state  of  an  impalpable  powder,  and 
i;encroUy  mixed  with  oil,  or  sometimes  with  alcohol,  are  used 
AH  polishing  agents.  For  hard  metals,  an  impalpable  rouge  of 
greM  hardness  (No,  F  of  commerce)  is  employed,  for  softer 
metalft.  «  softer  rouge  (No.  FFF),  or  Vienna  lime,  tripoli,  etc 
It  it  ol  advantage  to  melt  the  rouge  with  stearine  and  a  small 
quantity  of  tallow,  and  cast  the  mixture  in  moulds  with  the  aid 
ot  strong  pressure.  The  sticks  thus  formed  are  sufficiently 
itreasy  to  render  the  use  of  oil  superfluous.  In  order  to  im* 
pregnale  the  surface  of  the  polishing  bob  with  the  polishing 
miiterial,  hold  t>ne  of  the  sticks  for  a  second  against  the  rcvolir- 
tn^  wheel,  and  then  polish  the  objects  by  pressing  them  against 
the  wheel,  diligently  moving  them  to  and  fro.  The  polishing 
bob  nuisl  not  be  too  heavily  impregnated  with  rouge,  since  a 
surplus  lit  the  latter  smears  instead  ot   cutting  well. 

In  pt»liMhing  with  Vienna  lime  it  is  expedient  to  moisten  the 
oblc^^l*  l^^  ^^  polished  with  stearine  oil,  and  saturate  the  polish- 
(III        '      Is  by  pressing  a  piece  of  Vienna  lime  against  them. 
\\  ',   this  causes  a  great  deal   of  dust,  which   not  only 

tncoinmodej  the  workman,  but  is  also  injurious  to  the  respira- 
Uuy  nns^n'i.  It  is  therefore  recommended  to  remove  the  dust 
\%y  mi^ans  of  an  exhauster. 

Another  process  of  polishing,  called  burnishing^  is  executed 
hy  nwani  of  tools  usually  made  of  steel  for  the  first  or  ground- 


PREPARATION  OF  THE   METALLIC   OBJECTS.  21  5 

ing  process,  or  of  a  very  hard  stone,  such  as  agate  or  blood- 
stone, for  finishing.  Burnishing  is  applied  to  the  6nal  polish- 
ing of  deposits  of  the  noble  metals,  and  will  be  referred  to 
later  on. 

B.   Mechanical  Treatment  During  and  After  ELEcrRO- plating. 

In  this  connection,  scratch-brushing  the  deposits  will  be  first 
considered,  the  object  of  this  operation  being,  on  the  one  hand 
to  promote  the  regular  formation  of  certain  deposits,  and,  on 
the  other,  to  affect  the  physical  properties  of  the  deposits,  and 
finally  to  ascertain  whether  the  deposit  adheres  to  the  basis- 
metal. 

If  it  is  noticed  by  the  irregular  formation  of  the  deposit  that 
the  basis- metal  has  not  been  cleaned  with  sufficient  care  by  the 
preparatory  scratch-brushing,  the  object  has  to  be  taken  from 
the  bath  and  the  defective  places  again  scratch- brushed  with 
the  application  of  water  and  sand,  or  pumice-stone,  when  the 
object  is  again  pickled  and  replaced  in  the  bath. 

On  the  other  hand,  the  deposits  always  form  more  or  less 
porous,  they  having,  so  to  say,  a  net-like  structure,  though  it 
may  not  be  visible  to  the  naked  eye.     By  scratch-brushing, 
the  meshes  of  the  net  are  made  closer  by  particles  of  metals 
being  forced  into  them  by  the  brush,  and   the  deposit  is  thus 
rendered    capable    of    receiving    additional   layers    of    metal. 
Furthermore,    by    scratch-brushing,    dull    deposits    acquire    a 
certain  luster,  which  is  enhanced  by  the  subsequent  polishing 
process.     Finally,  by  an  unsparing  application  of  the  scratch- 
brush,  it  will  be  best  seen  whether  the  union  of  the  deposit  with 
the  basis-metal  is  sufficiently  intimate  to  stand,  without  becom- 
ing detached,  the  subsequent  mechanical  treatment  in  polishing. 
According  to  the  object  in  view,  and  the  hardness  of  the  de- 
posit to  be  manipulated,  scratch-brushes  of  steel  or  brass  wire 
are  chosen.     For  nickcly  which,  as   a   rule,  requires   scratch- 
brushing  least,  and  chiefly  only  for  the  production  of  very  thick 
deposits,  steel  wire  of  0.2   millimeter  thickness  is  taken ;   for 
deposits  of  copper ^  brass^  and  zincy  brass  wire  of  0.2  millimeter; 
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for  nlver,  brass  wire  of  0.15  millimeter;  and  for  gold^  brass 
wire  of  0.07  to  o.i  millimeter.  Scratch-brushing  is  seldom 
done  dry.  The  tool  as  well  as  the  pieces  should  be  constantly 
kept  wet  with  liquids,  especially  such  as  produce  a  lather  in 
brushing,  (or  instance,  water  and  vinegar*  or  sour  wine,  or  solu- 
tions of  cream  of  tartar  or  alum,  when  it  is  desired  to  brighten 
a  gold  deposit  which  is  too  dark.  However,  the  liquid  most 
generally  used  is  a  decoction  of  licorice- root,  of  horse-chestnut, 
of  marshmallow,  of  soap-wort,  or  of  the  bark  of  Panama-wood, 
all  of  which,  being  slightly  mucilaginous,  allow  of  a  gentle 
scouring  with  the  scratch-brush,  with  the  production  of  ao 
abundant  lather.  A  good  adjunct  for  scratch-brushing  is  a 
shallow  wooden  tub  containing  the  liquid  employed,  with  a 
board  laid  across  it  nearly  level  with  the  edges,  which,  how- 
ever, project  a  little  above.  This  board  serves  as  a  rest  for  the 
pieces. 

The  hand  scratch-brush*  when  operating  upon  small  objects, 
is  held  by  the  workman  in  the  same  manner  as  a  paint  brush* 
and  is  moved  over  the  object  with  a  back  and  forward  motion 
imparted  by  the  wrist  only,  the  forearm  resting  on  the  edge  of 
the  tub.  For  larger  objects,  the  workman  holds  his  extended 
fingers  close  to  the  lower  part  of  the  scratch-brush,  so  as  to 
give  the  wires  a  certain  support,  and,  with  raiiicd  elbow,  strikes 
the  pieces  repeatedly,  at  the  same  time  giving  the  tool  a  sliding 
motion.  When  a  hollow  is  met  with,  which  cannot  be  scoured 
longitudinally,  a  twisting  motion  is  imparted  to  the  tool. 

Scratch- brushing  by  means  of  circular  scratch-brushes  is 
effected  in  a  lathe.  The  lathe-brush  is  mounted  upon  a  spindle 
and  is  provided  above  with  a  small  reservoir  to  contain  the  lub- 
ricating fluid,  a  small  pipe  with  a  tap  serving  to  conduct  the 
solution  from  this  to  a  point  immediately  above  the  revolving 
brush.  The  top  of  the  brush  revolves  towards  the  operator^ 
who  presents  the  object  to  be  scratch-brushed  to  the  bottom. 
The  brush  is  surrounded  by  a  wooden  cage  or  screen  to  prevent 
splashing.  To  protect  the  operator  against  the  water  projected 
by  the  rapid  motion,  there  is  fixed  to  the  top  o(  the  frame  a 
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small  inclined  board,  which  reaches  a  little  lower  than  the  axis 
ol  the  brush  without  touching  it.  This  board  receives  the  pro- 
jected liquid,  and  lets  it  fall  into  a  zinc  trough,  which  forms 
the  bottom  of  the  box.  Through  an  outlet  provided  in  one  of 
the  angles  of  the  trough,  a  rubber  tube  conveys  the  waste 
liquid  to  a  reservoir  below.  After  scratch-brushing  every  trace 
of  the  lubricating  liquid  must  be  washed  away  before  placing 
or  replacing  the  objects  in  the  bath. 

Drying. — The  finished  plated  objects  are  first  rinsed  in  clean 
water  to  remove  the  solution  constituting  the  bath  adhering  to 
them.    They  are  next  immersed  in  hot  water,  where  they  re- 
gain until  they  have  acquired  the  temperature  of  the  water,  and 
^re  then  quickly  rubbed  with  dry,  hot  sawdust.     It  is  best  to 
use  sawdust  of  soft  wood,  free  from  tannin,  such  as  maple, 
poplar,  or  pine.     Oak  sawdust  is  not  suitable  for  the  purpose 
on  account  of  its  content  of  tannin,  which    imparts  a  dirty 
coloration  to  the  deposits.      Boxwood  sawdust,  though  much 
used,  is  not  sufficiently  absorbent,   and    sticks    to    the    moist 
objects.     The  sawdust  used  must  be  freed  from  coarser  particles 
of  wood  by  sifting.     For  holding  the  sawdust,  a  zinc  box  with 
double  bottom   is  frequently  used,  which  is  heated  by  waste 
steam  or  some  other  process.     In  order  to  remove  all  moisture 
from  the  pores  it  is  advisable  to  place  plated  objects  of  iron 
and  steel  for  a  few  hours  in  an  oven  heated  to  between  140^ 
and  175°  F. 

For  drying  small  work  centrifugal  dryers  have  been  de- 
signed. Time,  heat,  and  sawdust  are  saved  by  their  use,  a 
much  greater  bulk  of  work  can  be  handled  in  a  day,  and  the 
staining  of  work  which  has  been  nickeled  greatly  reduced. 
The  work  is  dried  in  i  to  3  minutes.  Such  a  machine  is  a  very 
useful  adjunct  where  a  mechanical  plating  apparatus  (see 
Chapter  VI,  Deposition  of  Nickel)  is  installed.  A  very  good 
method  of  freeing  nickeled  objects  from  all  moisture  which 
may  have  collected  in  the  pores  is  to  immerse  them  for  about 
ten  minutes  in  boiling  linseed  oil,  and,  after  allowing  them  to 
drain  off,  to  remove  the  adhering  oil  by  rubbing  with  sawdust. 
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According  to  some  electro~platers»  the  deposit  of  nickel  thus 
treated  loses  its  brittlcness  and  will  stand  bending  several 
times,  for  instance,  wire,  sheets,  etc.,  without  breaking.  Ex- 
periments made  by  Dr,  George  Langbcin  did  not  confirm  these 
statements,  but  the  security  against  rust  of  nickcled-iron  objects 
is  found  to  be  considerably  enhanced  by  boiling  in  linseed  oil. 

Production  of  hi^s^h  luster.  When  dry.  the  plated  objects  are 
highly  polished,  this  being  effected  by  means  of  polishing  bobs 
of  fine  felt,  cloth  or  flannel,  with  the  use  of  polishing  composi- 
tions, Vienna  lime,  etc.,  or  by  burnishing  with  tools  of  steel  and 
of  agate  or  blood-stone. 

Nickel  deposits  are  almost  without  exception  polished  upon 
cloth  or  felt  bobs  with  rouge  or  Vienna  lime.  An  excellent 
material  for  nickel  finishing  also  is  the  Victor  white  polish 
prepared  by  Zucker  &  Levett  &  Loeb  Co.,  New  York,  It  is 
very  efficient  and  economical  and  made  in  two  grades — regular 
and  greasy. 

Copper  and  brass  deposits  are  polished  with  fine  flannel  bobs, 
the  polishing  powder  being  applied  very  sparingly.  Deposits 
of  tin  are  generally  only  scratch-brushed,  it  being  impossible 
to  impart  great  luster  to  this  metal  by  polishing  with  bobs. 
After  drying,  the  deposit  is  polished  with  whiting.  Deposits 
of  gold  and  silver  as  well  as  of  platinum  are  polished  by  burn- 
ishing, the  steel  burnisher  being  used  for  the  gtounding  pro- 
cess, and  an  agate  or  bloodstone  burnisher  for  finishing.  The 
operation  of  burnishing  is  carried  on  as  follows:  Keep  the  tool 
continually  moistened  with  soap-suds.  Take  hold  of  the  tool 
very  near  to  the  end,  and  lean  very  hard  with  it  on  those  parts 
which  are  to  be  burnished,  causing  it  to  glide  by  a  backward 
and  forward  motion  without  taking  it  off  the  piece.  When  it  is 
requisite  that  the  hand  should  pass  over  a  large  surface  at  once 
without  losing  its  point  of  support  on  the  work  bench,  be  care- 
ful  in  taking  hold  of  the  burnisher  to  place  it  just  underneath 
ihe  little  finger.  By  these  means  tJic  work  is  done  ntore 
quickly,  and  the  tool  is  more  solidly  fixed  in  the  hand.  Tb^ 
burnishers  are  of  various  shapes  to  suit  the  requirements  of 
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c  first  rough  burnishing  being  often 

comparatively  sharp  edges,  while  the 

accomplished  with  rounded  ones.    Fig. 

t  common  forms  of  burnishers  of  steel 

liil  be  free  from  cracks  and  highly  polished. 

Tom  blemishes  they  are  from  time  to  time 

ly  rubbing  them  with  fine  tin  putty,  rouge, 

<on  a  strip  of  leather  fastened  upon  a  piece 

bK..  112. 


^ood  which  is  placed  in  a  convenient  position  upon  the 
^rk  bench. 

CUansing  the  polished  objects.  The  objects  to  which  high 
'lister  has  been  given  by  means  of  Vienna  lime  and  oil,  or  rouge 
*^ve  to  be  freed  from  adhering  polishing  dirt.  With  flat, 
•flJOoth  objects,  this  is  effected  by  wiping  with  a  flannel  rag 
*od  Vienna  lime,  and  with  those  having  depressions  or  matted 
Surfaces,  by  brushing  with  a  soft  brush  and  soap  water,  and 
then  diying  in  sawdust. 
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Cleansing  is  very  much  facilitated  by  brushing  the  polished 


articles  upon  a  small  cloth  or  flannel  bob. 


J 


Chemical  Treatment. 

While  it  is  the  aim  of  the  mechanical  treatment  to  preparfl 
on  the  one  hand,  a  pure  metallic  surface,  and  on  the  other,  a 
smooth  one,  the  chemical  preparation  of  the  objects  serves  the 
puipose  of  facilitating  the  mechanical  treatment  by  softening 
and  dissolving  the  impurities  of  the  surface,  and  o(  freeing  the 
mechanically  treated  objects  Irom  adhering  oil,  grease,  dirt,  rtc^ 
so  as  to  bring  them  into  the  state  of  absolute  purity  required  lor 
the  electro-plating  process. 

Pickling  and  dipping.  The  composition  of  the  pickling 
liquor  varies  according  to  the  nature  of  the  metal  to  be  treated. 

Cast-iron  and  wrougkt-iron  articles  are  pickled  in  a  mixture 
of  1  part  by  weight  of  sulphuric  acid  of  66^  W^.  and  i  5  parts 
by  weight  of  water.* 

To  cleanse  badly  rusted  iron  articles  without  attacking  tiie 
iron  itself»  it  is  recommended  to  pickle  them  in  a  concentrated 
solution  of  chloride  af  tin,  which,  however,  should  not  contain 
too  much  free  acid,  otherwise  the  iron  is  attacked,  Buchcr 
recommends  a  pickle  composed  as  follows;  Dissolve  3)^  oxa, 
of  chloride  of  tin  in  l  quart  of  water,  and  l  %  drachms  of  tar- 
taric acid  in  I  quart  of  water.  Pour  the  former  solution  into 
the  latter,  and  add  20  cubic  centimeters  of  indigo  sotudoci 
diluted  with  2  quarts  of  water.  The  object  of  the  addition  of 
indigo  is  not  intelligible. 

An  excellent  pickle  for  iron  is  also  obtained  by  mixing  I 
quarts  of  water  with  28  ozs.  of  concentrated  sulphuric  acid,  dis 
solving  2  ozs.  of  zinc  in   the  mixture,  and  adding   \Z  ozs.  of 
nitric  acid.     This  mixture  makes  the  iron  objects  bright,  while 
in  dilute  sulphuric  or  hydrochloric  acid  they  become  black. 

For  many  cases  pickling  may  ad^      '  t     '       "'■     ^    \  in 

the  electrolytic  way.     Suspend  the  .^  vtK 

(hydrochloric  or  sulphuric  acid),  connect  them  with  tl 
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tive  pole  of  a  source  of  currenti  and  suspend  opposite  to  them 
a  sheet  of  metal  (copper  or  brass),  which  is  connected  .with 
the  negative  pole. 

According  to  a  patent  of  the  Vereinigten  Elektrischen  Gesell- 
schaften,  Vienna  and  Buda-Pest,  a  20- per  cent,  alkaline  solution 
of  common  salt  or  of  Glauber's  salt  is  used  for  electrolytic 
picidiDg,  the  metal  to  be  pickled  serving  as  anode.  By  the 
passage  of  the,current,  the  electrolyte  is  broken  up  into  sodium- 
ions,  which  are  separated  on  the  cathodes,  and  SO,  and 
chlorine- ions,  which  are  separated  on  the  anodes,  the  pickling 
effect  being  produced  by  the  latter  ions. 

This  electrolyte  may  also  be  used  for  freeing  sheet  metal,  for 

instance,  sheet-iron,  which  is  to  be  zincked,  from   grease,  and 

at  the  same  time  pickling  it.     For  this  purpose  the  sheet-iron 

is  suspended  to  the  anode  and  object-rods  of  the  bath,  and  a 

current  allowed  to  enter  through  the  anodes,  the  sheets  serving 

is  cathodes,  being  thereby  freed  from  grease  by  the  secondarily 

formed  caustic  soda.     When  this  has  been  done,  the  direction 

<rf  the  current  is  reversed,  the  termer  cathodes  becoming  now 

the  anodes,  and  the  former  anodes,  the  cathodes.     The  first 

liaving  been  previously  freed  from  grease  are  now  pickled  by  the 

^parated  anions,  while  the  latter  are  freed  from  grease.    When 

pckling  is  finished,  the  sheets  which  have  served  last  as  anodes, 

^'c  taken  from  the  bath  and  replaced  by  fresh  sheets,  and  the 

^U'ection  of  the  current  having  been  changed,  the  operation  is 

"■^peated,  a  continuous  process  of   freeing    from   grease   and 

P'ckling  being  thus  possible.     With  about  90  amperes  and  4 

^^Its  per  square  meter,  pickling,  according  to  the  "  Metallar- 

^iter,"  requires  about  half  an  hour. 

To  render  possible  the  removal  in  the  electrolytic  way  of  the 

^Ver  of  hard  solder  remaining  after  soldering  bicycle  frames 

f-^d  thus  to  allow  of  perfect  enameling,  the  following  method 

*^»  according  to  Burgess,*  generally  adopted  in  this  country. 

-•^^ke  parts  to  be  soldered  together  were  simply  dipped  in  hard 

*  Electro-chemical  Industry,  1904,  No.  i. 
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in  sawdust.  In  order  to  neutralize  the  acid  rejaaaining  in  the 
pores,  it  is  advisable  to  make  the  rinsing  water  alkaline  by  the 
addition  of  caustic  potash  or  soda.  etc. 

Zinc  objects  are  only  pickled  when  they  show  a  thick  layer 
of  oxide,  in  which  case  pickling  is  also  effected  in  dilute  sul- 
phuric or  hydrochloric  acid,  and  brushing  with  fine  pumice. 
A  very  useful  pickle  for  zinc  consists  of  sulphuric  acid  lOO  parts 
by  weight,  nitric  acid   lOO.  and  common  salt  i.     The  zinc  ob- 
jects are  immersed  in  the  mixture  for  one  second,  and  then 
quickly  rinsed  off  in  water  which  should  be  frequently  changed. 
Copper^  and  its  alloys  brass,  bronze,  tombac  and  German  st'hvr. 
Sire  cleansed  and  brightened  by  dipping  in  a  mixture  of  nitric 
acid,  sulphuric  acid,  and  lampblack,  a  suitable  pickle  consisting 
oi  sulphuric  acid  of  66^  Bj..  50  parts  by  weight,  nitric  acid  of 
S6^  Be.,  100,  common  salt  i.  and  lampblack    i.     In  order  to 
remove  the  brown  coating,  due  to  cuprous  oxide,  the  objects 
are  first  pickled  in  dilute  sulphuric  acid,  and  then  dipped  for  a 
lew  seconds,  with  constant  agitation,  in  the  above-mentioned 
pickle  until  they  show  a  bright  appearance.     They  are  then 
immediately  rinsed  in  water  to  check  any  further  action  of  the 
pickle. 

If  objects  of  copper  or  its  alloys  are  not  to  be  subjected,  after 
pickling  to  further  mechanical  treatment,  or  are  to  be  at  once 
placed  in  the  electro-plating  bath,  it  is  best  to  execute  the  pick- 
ling process  in  two  operations  by  treating  them  in  a  preliminary 
pickle  and  brightening  them  in  the  bright-dipping  bath.  The 
preliminary  pickle  consists  of  nitric  acid  of  36°  Br.,  200  parts 
by  weight,  common  salt  i,  lampblack  2.  In  this  preliminary 
pickle  the  articles  are  allowed  to  remain  until  all  impurities  are 
removed,  when  they  are  rinsed  in  a  large  volume  of  water, 
dipped  in  boiling  water,  so  that  they  quickly  dry,  and  plunged 
into  the  brigkt-^iipping  balkJviYixch  consists  of  nitric  acid  of  40^ 
Be.,  75  parts  by  weight,  sulphuric  a^id  of  66^  Be.,  ioo,  and 
common  salt  l.  It  is  not  advisable  to  bring  the  objects  which 
have  passed  through  the  preliminary  pickle  and  rinsing  water 
directly,  while  still  moist,  into  the  bright-dipping  bath,  since 
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for  the  production  of  a  beautrful,  pure  luster  the  introduction  ol 
water  into  the  bright-dipping  bath  must  be  absolutely  avoided. 

Hence  the  objects  treated  in  the  preliminary  pickle  should 
first  be  dried  by  heating  in  hot  water,  shaking  the  latter  off. 

Potassium  cyanide,  dissolved  in  ten  times  its  weight  of  water, 
is  often  used  instead  of  the  acid  pickle  for  brass,  especially  when 
it  is  essential  that  the  ori^naJ  polish  upon  the  objects  should 
not  be  destroyed,  as  in  the  preparation  of  articles  for  nickel- 
plating.  The  objects  should  remain  in  this  liquid  longer  than 
in  the  acid  pickle,  because  the  metallic  oxides  arc  far  less 
soluble  in  this  than  tn  the  latter.  In  all  cases  the  final  clean- 
ing in  water  must  be  observed. 

All  acid  pickles  used  for  different  kinds  of  work  should  be 
kept  distinct  from  each  other,  so  that  one  metaJ  may  not  be 
dipped  into  a  solution  containing  a  more  electro-negative  metalt 
which  would  deposit  upon  it  by  chemical  exchange. 

The  pickled  objects  must  not  be  unnecessarily  exposed  lo  the 
air,  and  should  be  transferred  as  quickly  as  possible  from  the 
pickle  to  the  wash-waters»  and  then  to  the  electro-plating  bath, 
or«  if  this  is  not  feasible,  kept  under  pure  water.  Pickled  ob- 
jects which  arc  not  to  be  plated  are  carefully  washed  in  wittcrr. 
which  should  be  frequently  changed,  then  rinsed,  drawn 
through  a  solution  of  tartar,  and  dried  by  dipping  in  IjoI  uatcr 
and  rubbing  with  sawdust. 

Places  soldered  with  soft  solder,  as  well  as  parts  of  iron,  be- 
come black  by  pickling,  and  have  to  be  brightened  by  scour- 
ing with  pumice,  or  by  scratch-brushing. 

Matt-dipping,  Objects  of  brass  or  other  alloys  of  copper 
arc  frequently  to  be  given  a  dead  surface  so  that  after  plating 
they  show  a  beautiful  matt  luster.  Very  tine  effects  may  by 
this  means  be  obtained,  especially  in  the  bronze-ware  industry. 
Matting  may  be  effected  in  various  ways.  Ever)*  bright  dip 
acts  as  a  matt  dip  if  the  objects  are  exposed  to  its  effect  for  a 
longer  time  and  at  a  higher  temperature.  Matting  is,  howeirer« 
more  elective  by  adding  zinc  sulphate  to  the  dip,  the  malting 
being  the  more  pronounced,  the  more  »nc  sulphate  has  beep 
added. 
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A  good  matt  dip  is  prepared  by  pouring  a  solution  of  0.35 

oz,  of  zinc  sulphate  in  }}4  ozs.  of  water  in  a  cold   mixture  of 

6>^  lbs.  of  nitric  acid  of  36'^  Be.,  4.4  lbs.  of  sulphuric  acid  of 

66°  Be,,  and  ^  oz.  of  common  salt.     According  to  the  shade 

I  tnatt  desired,  the  objects  are  allowed  to  remain  in  the  dip 

r  2  to  10  minutes,     The  objects,  which  on  coming  from  the 

att-dip  show  a  faded,  earthy  appearance,  are  rapidly  drawn 

through  a  clean   bright   dip,  whereby  they  acquire  the  matt 

iuster,  and  are  then  quickly  rinsed  in  a  large  volume  of  water. 

For  the  production  of  a  matt-grained  surface  by  pickling, 
the  following  mixture  may  be  recommended :  Saturated  solu- 
tion of  potassium  dichromatc  i  part  by  volume,  and  concen- 
trated hydrochloric  acid  2  parts  by  volume.  In  this  mixture 
Ethc  brass  articles  are  allowed  to  remain  several  hours.  They 
■re  then  rapidly  drawn  through  the  bright*dipping  bath  and 
Rnsed  in  a  larger  volume  of  water  frequently  renewed. 
r  A  delicate  matted  surface  may  be  produced  by  electrolytic 
pickhng  or  etching.  The  process  is  the  same  as  described 
above  under  iron. 
-  Other  methods  of  matting  will  be  given  under  **  Gilding." 
P  Generally  speaking,  it  may  be  said  that  less  depends  on  the 
•composition  of  the  pickle  than  on  quick  and  skilful  manipula- 
tion ;  and  as  good  results  have  always  been  obtained  with  the 
above-mentioned  mixture,  there  is  no  reason  for  repeating  the 
innumerable  receipts  given  for  pickles.  The  main  points  are  to 
have  the  acid  mixture  as  free  from  water  as  possible,  further  to 

f  develop  hyponilric  acid  which  is  effected  by  the  reduction  of 
tiitric  acid  in  consequence  of  the  addition  of  organic  substances 
(lampblack,  sawdust,  etc. ).  and  of  chlorine,  which  is  formed  by 
|ltc  action  of  the  sulphuric  acid  upon  the  common  salt.  The 
Kolumc  of  the  dipping  bath  should  not  be  /*<?<?  small,  since  in 
pickling  the  acid  mixture  becomes  heated  and  the  increased 
erature  shows  a  very  rapid,  frequently  not  controllable, 
.....un,  so  that  a  corrosion  of  small  articles  may  readily  take 
place.  It  is  therefore  necessary  to  allow  the  acid  mixture. 
after  its  preparation,  to  thoroughly  cool  off.  Pour  the  sulphuric 
•5 
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acid  into  the  nitric  acid  {never  the  reiferse!)^  and  allow  the 
mixture,  which  thereby  becomes  strongly  heated,  to  cool  off  to 
at  least  the  ordinary  temperature. 

In  order  to  be  sure  of  the  uniform  action  of  the  pickle  upon 
all  parts,  it  is,  in  all  cases,  advisable  previous  to  pickling  to  free 
the  articles  from  grease  by  one  of  the  methods  given  later  on. 

In  pickling  abundant  vapors  are  evolved  which  have  an  in- 
jurious effect  upon  the  health  of  the  workmen,  and  corrode 
metallic    articles    exposed    to    them.     The    operation    should, 


Fig.  ii3» 


^^4* 


therefore,  be  conducted  in  the  open  air,  or  under  a  well- 
drawing  vapor-flue. 

In  large  establishments  it  may  happen  that  the  quantity  of 
escaping  acid  vapors  is  so  large  as  to  become  a  nuisance  to  the 
neighborhood,  which  the  propietors  may  be  ordered  by  the 
authorities  to  abate.  The  evil  is  best  remedied  by  a  small 
absorbing  plant,  as  follows : 

Connect  the  highest  point  of  the  vapor-flue  D  (Fig.  113)  by 
a  wide  clay  pipe  R  with  a  brick  reservoir,  A,  laid  in  cement^  so 
that  R  enters  A  a  few  centimeters  above  the  level  of  the  fluid, 
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kept  constantly  at  the  same  height  by  the  discharge  pipe  b. 
Above,  the  reservoir  is  closed  by  an  arch  through  which  the 
water  conduit  W  is  introduced.  Below  the  sieve  5,  which  is 
made  of  wood  and  coated  with  lacquer,  a  wide  clay  pipe  R 
leads  to  the  chimney  of  the  steam  boiler ;  or  the  suction  pipe  of 
an  injector  is  introduced  in  this  pl^ce,  into  which  the  air  from 
the  vapor-flue  is  sucked  through  the  reservoir  and  allowed  to 
escape  into  the  open  air  or  into  a  chimney.  Through  the  man- 
hole i/,  the  sieve-bottom  5  of  the  reservoir  is  filled  with  large 
pieces  of  chalk  or  limestone.  The  manner  of  operating  is  now 
as  follows:  A  thin  jet  of  water  falls  upon  5,  where  it  is  dis- 
tributed and  runs  over  the  layer  of  chalk.  The  air  of  the  pick- 
ling room  saturated  with  acid  vapor  moves  upward  in  conse- 
quence of  the  draught  of  the  chimney  of  the  steam  boiler,  the 
injector,  or  the  ventilator,  and  yields  its  content  of  acid  to  the 
layer  of  chalk,  while  the  neutral  solution  of  calcium  nitrate  and 
calcium  chloride,  which  is  thus  formed,  runs  off  through  b. 

The  absorption  of  the  acid  vapors  may,  of  course,  be  effected 
by  apparatus  of  different  construction,  but  the  one  above  de- 
scribed may  be  recommended  as  being  simple,  cheap,  and 
effective. 

The  considerable  consumption  of  acid  for  pickling  purposes 
in  large  establishments  makes  it  desirable  to  regain  the  acid 
and  metal  contained  in  the  exhausted  dipping  baths.  The 
following  process  has  proved  very  successful  for  this  purpose: 
Mix  the  old  dipping  baths  with  ^y^  their  volume  of  concentrated 
sulphuric  acid,  and  bring  the  mixture  into  a  nitric  acid  distill- 
ing apparatus.  Distil  the  nitric  acid  off  at  a  moderate  temper- 
ature, condense  it  in  cooled  clay  coils,  and  collect  it  in  glass 
J>alloons.  To  the  residue  in  the  still  add  water,  precipitate 
^rom  the  blue  solution,  which  contains  sulphate  of  copper  and 
zinc,  the  copper  with  zinc  waste,  and  add  zinc  until  evolution 
of  hydrogen  no  longer  takes  place.  Filter  off  the  precipitated 
copper  through  a  linen  bag,  wash,  and  dry.  The  fluid  running 
off,  which  contains  zinc  sulphate,  is  evaporated  to  crystalliza- 
tion and  yields  quite  pure  zinc  sulphate,  which  ma}-  be  sold  to 
dye-works,  or  for  the  manufacture  of  zinc-white. 
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According  to  local  conditions^  Tor  instance^  if  the  zinc  sul- 
phate cannot  be  profitably  sold  in  the  neighborhood,  or  xinc 
waste  cannot  be  obtained,  it  may  be  more  advantageous  to  omit 
the  regaining  of  zinc  from  the  dipping  baths.  In  this  case  the 
fluid  which  is  obtained  by  mixing  the  contents  of  the  still  with 
water  is  compounded  with  milk  of  lime  until  it  shows  a  slightly 
acid  reaction.  The  gypsum  formed  is  allowed  to  settle,  and 
after  bringing  the  supernatant  clear  fluid  into  another  reservoir, 
the  copper  is  precipitated  by  the  introduction  of  old  iron.  The 
first  rinsing  waters  in  which  the  pickled  objects  are  washed  are 
treated  in  the  same  manner.  The  precipitated  copper  is 
washed  and  dried. 

Removal  of  grease  and  cleansing.  These  two  operations 
must  be  executed  with  most  painstaking  exactness  because  on 
them  chiefly  depends  the  success  of  the  electro-plating  process. 
Their  object  is  to  remove  every  trace  of  impurity,  be  it  due  to 
the  touching  with  the  hands  or  to  the  manipulation  in  grind* 
ing  and  polishing,  and  to  get  rid  of  the  layer  of  oxide  which  is 
formed  in  removing  the  grease  with  lyes  and  other  agents. 

According  to  the  preparatory  treatment  of  the  articles,  the 
removal  of  grease  is  a  more  or  less  complicated  operatiofi. 
Large  quantities  of  oily  or  greasy  matter  should  be  removed 
by  washing  with  benzine  or  petroleum,  it  being  advisable  to 
execute  this  operation  immediately  after  grinding  and  polish- 
ing, so  that  the  oil  used  in  these  operations  has  no  chance  of 
hardening,  as  is  frequently  the  case  with  articles  prcparativ«1y 
polished  with  Vienna  lime  and  ^learine  oil.  Instead  of  clean- 
ing with  benzine  or  petroleum,  the  articles,  as  far  as  their 
nature  allows,  may  be  boiled  in  a  hot  lye  consisting  of  i  part  Of 
caustic  potash  or  soda  in  10  of  water,  until  all  the  grease  is 
saponified,  when  the  dirt,  consisting  of  grinding  powder^  caii  be 
jadily  removed  by  brushing.  In  place  of  solution  of  caustic 
alkalies,  hat  solution  of  soda  or  potash  may  be  used,  btit  its 
action  i^  much  slow*,' r  and  ofiTers  no  adv;intages,  ^  '  'of 
tin,  lead  and   Britannia  must  be  left  in  contact  with  '  ir 

a  short  time  only,  as  otherwise  they  arc  attacked  by 
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The  articles  thus  freed  from  the  larger  portion  of  j^rease  are 
first  rinsed  in  water,  and  then,  for  the  removal  of  the  last  traces 
of  grease,  are  brushed  with  a  bristle  brush  and  a  mixture  of 
water,  quicklime  and  whiting  until,  when  rinsed  in  water,  all 
portions  appear  equally  moistened  and  no  dry  spots  are  visible. 

The  lime  mixture  or  paste  is  prepared  by  slaking  freshly- 
burnt  lime,  free  from  sand,  with  water  to  an  impalpable  pow- 
der, mixing  i  part  of  this  with  i  part  of  fine  whiting,  and  adding 
water,  stirring  constantly,  until  a  paste  of  the  consistency  of 
syrup  is  formed. 

The  shape  of  many  objects  presents  certain  difficulties  in  the 
removal  of  grease,  as  the  deeper  portions  cannot  be  reached 
with  the  brush,  as,  for  instance,  in  skates,  which  often  are  to 
be  nickeled  in  a  finished  state.  In  this  case  the  objects  are 
drawn  in  succession  through  three  different  benzine  vessels.  In 
the  first  benzine  most  of  the  grease  is  dissolved,  the  rest  in 
the  second,  while  the  third  serves  for  rinsing  off.  When  the 
benzine  in  the  first  vessel  contains  too  much  grease,  it  is  emp- 
tied and  filled  with  fresh  benzine,  and  then  serves  as  the  third 
vessel,  while  that  which  was  formerly  the  second  becomes  the 
first,  and  the  third  the  second.  After  rinsing  in  the  third  ben- 
zine vessel,  the  objects  are  plunged  in  hot  water,  then  for  a  few 
seconds  dipped  in  thin  milk  of  lime,  and  finally  thoroughly 
rinsed  in  water.  It  is  recommended  not  to  omit  the  treatment 
with  milk  of  lime  of  objects  freed  from  grease  with  benzine. 

Electro- chemical  cleaning.  It  has  been  found  that  alkaline 
substances,  such  as  sodium  carbonate,  potassium  carbonate, 
potassium  hydroxide  and  sodium  hydroxide  in  solution,  in 
varying  degrees  of  concentration  and  with  small  proportions  of 
potassium  cyanide  added,  will  with  a  sufficiently  strong  electric 
current  of  from  4  to  8  volts,  and  at  a  temperature  nearly  boil- 
ing, develop  sufficient  hydrogen  to  remove  entirely  all  organic 
substances  from  the  surface  of  the  metal,  thereby  leaving  it 
chemically  clean. 

This  method  has  brought  into  the  market  several  new  com- 
binations which  are  sold  under  the  name  of  electro  chemical 
cleaning  salts,  and  have  given  very  satisfactory  results. 
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In  a  paper  read  at  the  convention  of  the  American  Bra^s^ 
Founders'  Association,  at  Toronto,  Canada,  1908.  Charles  H, 
I'roctor.  in  speaking  of  electro-chemical  cleaning  baths  and 
their  application,  says:' 

**  The  action  of  an  electro-cleanser  is  similar  to  the  action  ol 
an  electro-plating  bath.  The  only  difference  as  far  as  the  de- 
velopment of  gases  is  concerned,  is  that  no  metal  being  in  solu- 
tion and  the  anode  being  insoluble,  no  metal  is  deposited.  But 
with  a  strong  current  a  copious  evolution  of  oxyhydrogen  gas 
is  developed  upon  the  articles,  which  attacks  the  organic  mat- 
ter  upon  the  surface,  practically  lifting  it  off  and  by  rapid  evo- 
lution of  the  gases  carries  it  to  the  surface.  The  small  quan- 
tity of  potassium  cyanide  contained  in  solution  absorbs  the 
slight  oxidation  that  might  be  upon  the  surface,  and  by  the 
combined  action  produces  a  surface  clean  enough,  after  wash- 
ing in  clear  water,  for  any  deposits. 

**  The  arrangement  of  an  electro-cleaning  bath  is  very  simple. 
Prepare  a  wrought-iron  tank  of  proportions  best  adapted  to  the 
amount  of  work  to  be  cleansed.  This  should  be  heated  with 
steam  coils  of  iron.  Across  the  top  of  the  tank  an  insulated 
frame  should  be  constructed.  Upon  this  frame  place  three 
conducting  poles,  as  on  the  regular  plating  bath.  To  the  two 
outside  poles  the  positive  current  should  be  carried  direct. 
This  can  best  be  accomplished  with  at  least  *4-inch  copper- 
wire  flexible  cables.  To  the  center  pole  the  negative  current 
is  connected  with  cables  of  the  same  dimensions;  no  rheostats 
are  necessary.  The  stronger  the  current  the  greater  the  evolu- 
tion of  gases  and  the  quicker  the  cleansing  operation  is  accom- 
plished. 

*•  Although  direct  contact  can  be  made  with  the  po^u»vc  cur- 
rent to  the  tank  itself,  in  practice  better  results  have  been  ob- 
tained with  anodes  of  sheet-iron  not  more  than  6  inches  wide 
and  of  a  length  in  proportion  to  the  depth  of  the  tank. 

'  The  tlectro-clcanin^  soln^Icn   'l*mi1if   .  iMwtst  Uf^r  nri1u»-i«^ 

*  The  Melfti  Utiu^rjf,  Jufke^  (90^ 
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purposes)  of  3  to  4  ozs.  caustic  potash  to  each  gallon  of  water, 
and  to  every  100  gallons  of  solution  8  ozs.  cyanide  of  potas- 
sium. This  can  be  varied  according  to  conditions.  It  is  ad- 
visable to  add  at  least  ^  lb.  cyanide  each  week.  Where  the 
articles,  such  as  iron  or  steel,  contain  much  oil  or  grease  upon 
the  surface,  the  density  of  the  solution  can  be  increased.  For 
articles  of  brass,  copper  or  bronze  that  have  been  polished, 
use  a  solution  of  carbonate  of  soda  in  the  proportion  of  2  ozs. 
soda  and  yi  oz.  caustic  potash  to  each  gallon  of  water,  with 
the  addition  of  4  ozs.  of  cyanide  to  every  100  gallons  of  solu- 
tion. If  much  organic  matter  is  upon  the  surface  of  the  articles 
to  be  cleansed,  it  is  advisable  where  an  air  pressure  can  be 
obtained  from  an  ordinary  blower,  to  arrange  a  pipe  so  that 
the  current  of  air  can  be  deflected  upon  the  surface  of  the  solu- 
tion, thus  keeping  the  center  of  the  solution  clear  of  the  in- 
soluble substances  that  arise  to  the  surface.  When  the 
cleanser  is  at  rest,  as  much  of  this  matter  should  be  removed 
as  possible. 

"  It  should  be  the  aim  of  the  operator  to  use  the  same 
methods  of  avoiding  all  unnecessary  contamination  as  he  would 
in  eiectrodepositing  baths.  It  is  obvious  even  to  those  who 
have  not  practiced  this  method  of  cleansing  metallic  articles 
that  large  quantities  of  work  can  be  treated  very  rapidly,  and 
this  is  the  case  especially  where  frames  or  racks  are  used  in  the 
plating  operations.  On  occount  of  the  rapidity  of  operation 
and  the  efficiency  of  the  bath,  this  method  of  cleansing  should 
be  a  part  of  the  labor-saving  devices  used  in  all  great  com- 
mercial establishments  engaged  in  the  electroplating  of  metals." 

To  avoid  subsequent  touching  with  the  hands  the  objects, 
before  freeing  them  from  grease,  must  of  course  be  tied  to  the 
metallic  wires  (of  soft  copper)  by  which  they  are  suspended 
in  the  electro-plating  bath.  In  removing  the  grease  by  the 
wet  method  a  layer  of  oxide  scarcely  perceptible  to  the  eye  is 
frequently  formed  upon  the  metals.  This  layer  of  oxide  has  to 
be  removed,  the  liquid  used  for  the  purpose  varying,  of  course, 
with  the  nature  of  the  layer. 
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Objects  of  iron  and  sie^i,  as  well  as  of  siftCf  are  momentarily 
plunged  in  a  mixture  of  sulphuric  acid  i  part  by  weight  and 
water  20  parts,  and  quickly  rinsed  off  in  clean  water.  Highly 
polished  objects  of  iron  and  steel,  after  being  treated  with  this 
mixture,  are  best  again  rapidly  brushed  with  lime  paste,  and, 
after  rinsing  off  quickly,  immediately  brought  into  the  electro- 
plating bath. 

Copper,  brass,  bronze,  German  silver,  and  tombac  are  best 
cleaned  with  a  dilute  solution  of  potassium  cyanide,  i  part  of 
60  per  cent,  potassium  cyanide  in  15  to  20  of  water.  The 
objects  are  then  quickly  rinsed  off  and  placed  in  the  electro- 
plating bath. 

Lead  and  Britannia  may  be  treated  with  water  slightly 
acidulated  with  nitric  acid. 

The  difficult  and  dangerous  operation  of  tilting  heavy  carboys 


Fw.  114. 


Fjg.  J15 


containing  aci9  is  overcome  by  the  use  of  the  Hanson  &  Van 
Winkle  acid  pump  shown  in  Figs,  1  14  and  115.  In  using  this 
pump  it  is  not  necessary  for  two  men  to  handle  a  carboy.  A 
workman  carries  the  acid  pitcher  or  receptacle  to  the  carboy ; 
one  end  of  the  pump  tube  is  placed  in  the  acid,  the  rubber- 
cork  making  an  air-tight  joint  in  the  neck  of  the  carboy,  and 
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the   other  end   of    the  pump   fs   carried   to  the   pitcher.     On 
pumping  a  steady  flow  of  acid  is  obtained. 

Electro-plating  Solutions  (Electrolytes,  Baths). 

Next  to  the  proper  mechanical  and  chemical  preparations  of 
he  objects,  the  success  of  the  process  of  electro-deposition  de- 
ends  on  the  suitable  composition  of  the  electro-plating  solu- 
ons,  electrolytes,  or  baths,  and  the  proper  current-strength 
hich  is  conducted  into  the  *baths  for  the  precipitation  of  the 
etals.     In  regard  to  the  latter  the  most  essential  conditions 
ve  already  been   discussed   in  Chap.   IV.,  **  Electro-plating 
Plants  in  General,"  and  will  be  further  referred  to  in  speaking 
f  the  several   electro-plating  processes.     Hence,  the  general 
les  which  have  to  be  observed  in  the  preparation  of  the  baths 
will  first  be  considered. 

Solvents. — With   the   exception  of  the  baths  prepared  with 
lycerin  according  to  the  patent  oi  Marino,  water  is  the  solvent 
used  in  the  preparation  of  all  baths,  and  its  constitution  is  by 
o  means  of  such  slight  importance  as  is  frequently  supposed. 
Spring  and  well   water  often  contain  considerable  quantities 
of  lime,  magnesia,  common  salt,  iron,  etc.,  the  presence  of  which 
ay  cause  various  kinds  of  separations  in  the  baths.     On  the 
ther  hand,  river  water  is  frequently  impregnated  to  such  an 
xtent  with  organic   substances  that  its  employment  without 
revious  purification  cannot  be  recommended.     No  doubt,  dis- 
led  water,  or  in  want  of  that  rain  water,  is  the  most  suitable 
r  the  preparation  of  baths.     However,  rain  water  collected 
om  metal  roofs  should  not  be  used»  nor  that  running  off  from 
ther  roofs,  it  being  contaminated  with  dust.     When  used,  it 
ould  be  caught  in  vessels  of  glass,  earthenware,  or  wood,  free 
om  tannin  and  filtered.     Where  river  or  well  water  has  to  be 
employed,  thorough  boiling  and  filtering  before  use  are  abso- 
lutely necessary  in  order  to  separate  the  carbonates  of  the  alka- 
ine  earths  held  in  solution.     By  boiling,  a  possible  content  of 
ulphuretted  hydrogen  is  also  driven  off. 
Purity  of  chemicals.     Another  important  factor  is  the  purity 


234 


ELECTRO-DEPOSITION   OF  METALS. 


of  the  chemicals  used  for  the  baths,  the  premature  failure  of  the 
latter  being  in  most  cases  caused  by  the  unsuitable  nature  o4 
the  chemicals,  which  also  frequently  give  rise  to  abnormal 
phenomena  inexplicable  to  the  operator.  Chloride  of  zinc,  for 
instance,  may  serve  as  an  example.  It  is  found  in  commerce 
in  very  varying  qualities,  it  being  prepared  for  dyeing  purposes 
with  about  70  per  cent,  actual  content  of  chloride  of  zinc,  for 
pharmaceutical  purposes  with  about  90  per  cent.,  and  for 
'electro-plating  purposes  with  98  *or  99  per  cent  Now  it  will 
readily  be  seen  that  if  an  operator  who  is  preparing  a  brass 
bath  according  to  a  formula  which  calls  for  pure  chloride  of 
zinc  uses  a  preparation  intended  for  dyeing  purposes,  there  will 
be  a  deficiency  of  metallic  zinc  in  the  bath,  and  the  content  of 
copper  in  the  bath  being  too  large  in  proportion  to  the  rme 
present,  will  cause  reddish  shades  in  the  deposit: 

Likewise,  in  case  the  operator  uses  potassium  cyamuL  (k  i'iw 
content,  when  the  formula  calls  for  a  pure  article  with  98  per 
cent.,  he  will  not  be  able  to  effect  the  solution  of  copper  or 
zinc  salts  with  the  quantity  prescribed.  Furthermore,  potas 
stum  cyanide,  in  the  preparation  of  which  prussiate  of  potash 
containing  potassium  sulphate  is  used,  will  cause,  by  reason  of 
the  formation  of  potassium  sulpho-cyanide,  various  disturbing 
influences  (formation  of  bubbles  in  the  deposit),  the  explana- 
tion of  which  is  difficult  to  the  operator,  who,  trusting  to  the 
purity  of  the  chemicals«  seeks  elsewhere  for  the  causes  of  the 
abnormal  phenomena. 

Sodium  suphite  may  in  similar  manner  cause  great  annoy' 
ance  if  the  suitable  preparation  is  not  used.  There  is  a  crystal^ 
lized  neutral  salt  which  is  employed  for  many  gold  baths,  and 
also  the  bisulphate  of  soda  in  the  form  of  powder  which  serves 
for  the  preparation  of  copper  and  brass  baths.  If  the  latter 
should  be  used  in  the  preparation  of  gold  baths,  the  gold 
would  be  reduced  from  the  solution  of  its  sails  and  precipitated 
as  a  brown  powder. 

Or,  a  in  preparing  nickel  baths,  a  salt  containing  copper  i% 
used,  the  nickeling  will  never  be  of  a  pure  white  color,  but 
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show  shades  having  not  even  a  distant  resemblance  fo  the  color 
of  nickcL 

The  above-mentioned  examples  will  suffice  to  show  how 
careful  the  operator  must  be  In  the  selection  of  the  sources 
from  which  he  obtains  his  supplies.  It  may  be  here  mentioned 
that  all  the  directions  given  in  the  following  pages  refer  to 
chemically  pure  products ;  where  products  of  a  lower  standard 
maybe  used  their  strength  is  especially  given. 

Conantration  of  baths. — For  the  concentration  of  the  various 

baths  no  general  rules  can  be  laid  down;   neither  can  the  dc- 

Icrmination  of  the  density  of  the  baths  by  the  hydrometer  be 

relied  on.     If  electro*plating  solutions  consisted  of  nothing  but 

the  pure  metallic  salt^,  the  specific  gravity,  which   is  indicated 

L     ^by  the  hydrometer- degrees,  might  serve  for  an  estimation  of 

^■|heir  value.     But  such  an  estimation  is  often  apt  to  prove  de- 

^^kttive,  since,  to  decrease  the  resistance,  the  baths  also  require 

PHmbucting  salts,  and  by  the  addition  of  a  larger  quantity  of 

them,  the  specific  gravity  of  a  bath  may  be  increased  to  any 

extent  without  the  content  of  the  more  valuable  metal  being 

^^reater  than  in  a  bath  showing  fewer  hydrometer-degrees. 

^f  When  the  operator  is  acquainted  with  the  composition  of  the 

baths,  and  knows  how  many  degrees  Be,  a  fresh  bath  should 

thow  when  correctly  prepared,  he  can  draw  a  conclusion  as  to 
be  condition  of  the  bath  by  changes  in  the  specific  gravity. 
t  for  instance,  a  nickel  bath  when  freshly  prepared  shows  the 
kandard  specific  gravity — 70°  Be. — for  nickel  baths,  and  it 
hows  later  on  90°  Be,,  the  greater  specific  gravity  is  due  either 
to  evaporation  of  water  or  to  excessive  refreshing  or  strengthen- 
ing of  the  bath.  Such  a  bath  generally  yields  dark  or  spotted 
nickeling,  the  deposit  is  formed  in  a  sluggish  manner,  and 
readily  scales  off  with  a  stronger  current.  The  operator  in 
this  case  may  recognize  from  the  hydrometer  that  the  cause  of 
these  phenomena  is  not  due  to  a  contamination  of  the  bath^  but 
to  its  over-concentration.  Baths,  when  too  concentrated, 
readily  deposit  salts  in  crystals  on  the  anodes  and  the  sides  of 
the  tanks,  which  should  by  no  means  take  place,  and  there  is 


t^ti 


ELECTRO-DEPOSITION  OF  METALS, 


even  danger  of  microscopic  crystals  depositing  upon  the 
articles  and  causing  holes  in  the  deposit. 

A  plating  bath  should  never  be  poor  in  metal,  as  otherwise 
it  soon  becomes  exhausted,  and  besides  the  deposits  form  more 
slowly  and  with  less  density  than  in  baths  with  a  correct  con- 
tent of  metal. 

Hence  in  summer  when  the  temperature  of  the  bath,  is  nat- 
urally higher^  they  can  be  made  more  concentrated  than  in 
winter.  If  crystals  are  separated,  even  when  a  bath  shows  a 
temperature  of  58°  F.,  they  should  be  removed  and  dissolved 
in  hot  water.  The  solution  is  returned  to  the  bath  and  water 
ia  added  to  the  latter  until  the  formation  of  cr>^stals  ceases. 

Agitation  of  the  baths.  In  order  that  all  the  strata  of  the 
bath  may  show  an  equal  content  of  metal,  it  is  advisable  in  the 
evening,  after  the  day's  work  Is  done,  to  thoroughly  stir  up  the 
solution  with  a  wooden  crutch.  For  practical  reasons  the  baths 
are  generally  made  one-quarter  to  one-third  deeper  than  corre- 
sponds to  the  lengths  of  the  objects  to  be  plated.  In  conse- 
quence of  this,  the  strata  of  fluid  between  the  anodes  and  the 
objects  become  poorer  in  metal  than  those  on  the  bottom,  and 
the  object  of  stirring  up  is  to  restore  the  same  concentration  to 
all  portions  of  the  bath. 

While  stirring  up  the  bath,  it  is  also  advisable  to  see  whether 
ixny  metallic  articles  have  become  detached  from  the  shngs  and 
dropped  to  the  bottom  of  the  vat.  Such  articles  must  be  taken 
out,  since  they  are  dissolved  by  some  baths,  the  latter  being 
thereby  spoiled.  This  examination  must  be  especially  thor- 
ough with  nickel  baths. 

The  strata  of  fluid  which  come  in  contact  with  the  anodes 
become,  by  the  absorption  of  metal,  specifically  heavier  than 
the  other  strata  and  sink  to  the  bottom  of  the  tank,  while,  on 
the  other  hand,  the  strata  of  fluid  which  yield  metal  to  the 
arliclcH  become  specifically  lighter  and  rise  to  the  top.  A 
partial  compensation,  of  course,  takes  place  by  diffusion,  but 
not  a  complete  one,  and  from  this  cause  arise  several  annoy- 
ances.    The  heavier  and  more  saturated  fluid  offering  greater 
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tesistance  to  the  current,  the  anodes  are  attacked  chiefly  on 
the  upper  portions  where  the  specifically  lighter 
layer  of  fluid  is;  practically  this  is  proved  by  the 
appearance  of  the  anodes,  which,  at  first  square, 
after  being  for  some  time  used  assume  the  shape 
shown  in  Fig.  1 16. 

On  the  other  hand,  the  portions  of  the  cathodes 

(objects)  which  come  in  contact,  near  the  surface, 

with  strata  of  fluid  poor  in  metal,  acquire  a  deposit 

of  less  thickness  than  the  lower  portions  which  dip 

into  the  bath  where  it  is  richer  in  metal     Now  if 

the  bath  also  contains  free  acid,  and  if  there  is  a  considerable 

difference  in  the  specific  gravity  of  the  lower  and  upper  strata 

of  fluid,  the  electrode,  which  touches  both  strata,  produces  a 

current,  the  effect  of  which   is  that  metal  dissolves  from  the 

Hupper  portions  and  deposits  upon  the  lower.     This  explains 

^Bhe   phenomenon   that  a  deposit  on   the  upper  portions  of  the 

^Kkbjects  may  be  redissolved,  even  when  a  current,  which,  how- 

^ftver,  must  be  very  weak,  is  conducted  into  the  bath  from  an 

external  source. 

Many  authors,  therefore,  go  so  far  as  to  demand  that  during 
the  electro-plating  process  the  baths  should  be  kept  in  con- 
stant agitation  by  mechanical  means.  This,  however,  is 
scarcely  necessary,  because  a  homogeneity  of  the  solution  is 
to  a  certain  extent  cfifccted  by  the  agitation  of  the  fluid  in 
suspending  and  taking  out  the  objects.  Hence  as  long  as 
objects  are  put  in  and  taken  out,  an  agitation  naturally  takes 
place  in  which  all  the  strata  of  fluid  between  the  objects  and 
anodes  take  part,  while  only  the  deepest  strata,  which  do  not 
come  into  contact  with  the  objects  and  the  anodes,  remain  in  a 
^-$tate  of  stagnation. 

^P    Constant  agitation  of  the  plating  solution  is  of  advantage  in 
^bilvering,  and  iri  galvanoplastic  reproduction  in  the  acid  copper 
^'^bath,  in  which  the  articles  have  to  remain  four  to  five,  and  eight 
to  ten  hours.     With  constant  agitation  of  the  bath  it  is  possi- 
ble to  work  with  a  greater  electro  motive  force,  whereby  the 


238 


ELECTRO-UEPOSITION   OF   METALS. 


deposits  are  finished  in  a  shorter  time ;  and  in  silvering,  the 
formation  of  current-streaks  is,  to  a  certain  extent,  avoided  ;  and 
in  galvanoplastic  reproduction,  the  formation  of  so-called 
blooms.  In  nickeling,  with  constant  agitation  of  the  bath. 
heavier  deposits  can,  without  doubt,  be  obtained  in  a  shorter 
time  and  without  premature  deadening  of  the  deposit, 

Henry  Sand  '  draws  attention  to  the  fact  that,  according  to 
all  known  experience,  the  greater  current  densities  which  arc 
permissible  in  the  electrolysis  of  given  metal  salt  solutions,  de* 
pend  solely  on  the  rapidity  of  the  renewal  of  the  fluid  on  the 
electrode.  In  his  opinion  it  is  very  probable  that,  in  the  depo- 
sition of  metals,  the  cathode  potential  in  itself  is  independent 
of  the  current-density,  further  that  the  quality  of  the  metal*dc- 
posits  is  but  slightly  influenced  by  the  currenl-dcnsity,  and 
that  the  great  variations  in  the  nature  of  the  deposits  with 
difTerent  current- densities  is  almost  exclusively  due  to  local 
changes  in  concentration. 

These  changes  in  concentration — the  impoverishment  in 
metaJ  ions  of  the  electrolyte  on  the  place  where  it  comes  in 
contact  with  the  cathode — is,  according  to  Daneelf  caused,  on 
the  one  hand,  by  the  separation  of  metal  ions  on  the  cathode; 
further,  in  complex  salt  solutions,  by  the  accumulation  of  ions 
of  the  salt  which  with  the  metal  salt  forms  the  complex  com- 
bination, and  by  the  conveyance  by  the  current  of  the  metal  in 
those  complex  salt  solutions  which  form  complex  anions  con* 
taining  the  metal  to  be  separated,  and  migrate  away  from  the 
cathode  to  the  anode. 

The  impoverishment  in  metal  ions  would  proceed  still  more 
rapidly  but  for  the  counter-action  of  certain  forces.  First  of 
all,  diffusion  has  to  be  taken  into  consideration  ;  it  causes  the 
entrance  of  strata  of  fluid  richer  in  metal  into  those  poorer  in 
metal,  and  it  is  greatest  on  the  sides  where  impoverishment  has 
progressed  furthest.     Further,  fresh   ions  arc  constantly  sup- 


*ZeitKbrift  fiir  Elecktiocheraie,  1904,  S.  452. 
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plied  by  dissociation,  and  by  solutions  of  the  simple  as  well  as 
le   complex   salts  which   contain    the   metal    in   the   kathion, 
Impoverishment  is  counteracted  by  the  conveyance  of  metal  by 
the  current. 

When  working  with  low  current- densities  in  an  electrolyte, 

'en  when  the  latter  is  at  rest,  the  slighter  concentration  of 

»ns  appearing  on  the  cathode  is  to  a  certain  extent  obviated 

diffusion  of  fluid   richer  in  metal;  hence  under  such  condi- 

ions  good  deposits  are  obtained  without  agitation  of  the  elec- 

olyte. 

The  case,  however,  is  different  when   in  the  same  electrolyte 
lepositions  are  made  with   high  current-densities,  serviceable 
leposits  being  only  obtained  so  long  as  sufficient  concentration 
if  metal  ions  is  present  on  the  points  of  contact  of  the  electro- 
^te  with  the   cathode.     However,   as   diffusion   is   no   longer 
'sufficiently  great  to  replace  the  content  of  metal  separated, 
hydrogen  ions  are  next  separated » together  with  the  metal  ions 
supplied  by  diffusion,  which  causes,  almost  without  exception, 
the  formation  of  spongy  deposits.     Hence  in  rapid  electrolysis 
>r  which   high  current-densities  are  employed,  the  local  ex* 
laustion  of  the  layers  on  the  cathode  has  to  be  prevented  by 
vigorous  agitation  of  the  electrolyte. 

Constant  agitation  effects  also  the  more  rapid  removal  of  the 
^^lydrogen-bubbles  which  form  on  the  articles,  but  the  same  end 
^■s  attained  without  complicated  contrivances  by  the  operator 
^fcccustoming  himself  to  strike  the  object-rod  a  slight  blow  with 
^^he  finger  each  time  he  suspends  an  object. 

Temperature  of  the  baths.  The  temperature  required  for  the 
electro-plating  solutions  has  already  been  referred  to  on  p.  123, 
where  also  the  means  have  been  given  lor  bringing  baths  which 
have  cooled  down  too  much  to  the  proper  degree  of  temper- 
ature. Baths  which  are  to  be  used  cold  should  under  no  cir- 
cumstances show  a  temperature  below  59°  F.,  it  being  best  to 
maintain  them  at  between  64,5°  and  68^  F. 

The  warmer  a  bath  is,  the  less  its  specific  resistance  and  the 
greater  its  conducting  power,  because  the  salts  dissolved  in  the 
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bath  are  more  dissociated  than  when  the  electrolyte  is  cold. 
In  warm  solutions  the  hydrogen-bubbles  separated  by  the 
cathodes  escape  much  more  rapidly  than  in  cold  electrolytes, 
and  consequently  there  is  less  chance  of  hydrogen  occlusion 
which,  according  to  general  opinion,  is  the  principal  cause  ol 
the  deposit  peeling  off. 

Boiling  the  baths.  Boiling  is  required  in  the  preparation  of 
many  baths,  if,  after  cooling,  they  are  to  yield  good  and  certain 
results.  The  kettles  and  boiling-pans  used  for  the  purpose  are 
of  various  shapes,  hemispherical  or  with  flat  bottom,  and  are 
made  of  different  materials,  those  of  enameled  iron*  or.  for 
small  baths,  of  porcelain  or  earthenware,  being  best.  The 
enamel  of  the  iron  kettles  must  be  of  a  composition  which  is 
not  attacked  by  the  bath.  Notwithstanding  their  enamel  these 
vessels  become  gradually  impregnated  with  the  solutions  they 
have  held,  and  it  is  risky  to  employ  them  for  different  kinds  of 
baths.  Thus,  an  enameled  kettle  which  has  been  used  for  sil- 
vering will  not  be  suitable,  even  after  the  most  thorough  wash- 
ing, for  a  gold  bath,  as  the  gilding  wilJ  certainly  be  white  or 
green,  according  to  the  quantity  of  silver  retained  by  the  ves- 
sel. The  use  of  metal  vessels  should  be  avoided.  Copper  and 
brass  baths  may,  however,  be  boiled  in  strong  copper  kettles, 
though  they  are  somewhat  attacked.  A  copper  kettle,  after 
being  freed  from  grease  and  scoured  bright,  may  be  provided 
with  a  thick  deposit  of  nickel,  by  filling  it  with  a  nickel  bath. 
connecting  it  with  the  negative  pole  of  a  strong  battery  or 
dynamo  machinCj  and  suspending  in  it  a  number  of  nickel  an- 
odes connected  with  the  positive  pole.  Such  nickeled  kettle 
may  be  used  for  boiling  nickel  baths,  but  enameled  kettles  or 
large  dishes  of  nickel-sheet,  or  vessels  lined  with  lead,  deserve 
the  preference.  Generally  speaking,  nickel  baths  do  not  require 
actual  boiling,  but  the  nickel  salts  and  certain  conducting  salts 
which  constitute  the  baths,  dissolve  with  difficulty  in  cold  water, 
and  hence  solution  is  effected  in  hot  water. 

When,  for  the  preparation  of  nickel  baths,  nickel  salts  soluble 
with  difficulty  have  to  be  dissolved  with  the  assistance  of  heat. 
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d  no  suitable  vessel  is  available  for  the  purpose,  solution  may 
e  effected  as  follows:  Bring  pure  water  in  a  bright  copper 
ettle  to  the  boiling-point.  Pour  the  hot  water  into  a  clean 
ooden  bucket  holding  from  8  to  10  quarts,  and  add  the  quan- 
ty  of  nickel  salt  corresponding  to  the  quantity  of  water.  Stir 
ith  a  wooden  crutch  until  solution  is  complete.  Repeat  the 
peration  until  all  the  salt  required  is  dissolved. 

For  very  large  baths  this  process  would,  however,  require 
;oo  much  time,  and  it  is,  therefore,  advisable  to  use  a  large 
und  or  oval  wooden  tank,  or  a  tank  lined  with  pure  sheet 
ad.  The  contents  of  the  tank  arc  heated  by  means  of  a  lead 
oil  through  which  steam  is  introduced. 
Working  the  baths  with  the  current.  In  case  boiling  of  large 
quantities  of  fluid  is  not  feasible,  the  same  object  may  be  at- 
iocd  by  working  the  bath  for  some  lime  with  the  electric  cur- 
nt.  The  anode  rods  arc  hung  full  of  anodes  and,  a  few  plates 
of  the  same  kind  of  metal  having  been  secured  to  the  object- 
rods,  a  current  of  medium  strength  is  conducted  into  the  bath 
until  an  object,  from  time  to  time  suspended  in  the  bath,  is 
properly  covered  with  a  deposit.  This  process  is  frequently 
used  with  great  success  for  large  brass  baths. 

Objections  have  been  made  to  the  process  because  it  is  some- 
times carried  too  far.  the  solution  becoming  thereby  demetal- 
lized(?)*  However,  there  is  no  reason  for  objecting  to  a  pre- 
ss because  some  operators  carry  it  out  in  a  bungling  manner, 
nd  in  our  opinion  a  bath  which  cannot  stand  working  for  sev- 
eral days  with  the  current  without  becoming  poor  in  metal,  is 
not  of  the  proper  composition. 

Filtering  the  baths.  Should  the  solutions  after  their  prepara- 
tion, and,  if  necessary,  boiling,  not  be  perfectly  clear,  they  have 
to  be  filtered.  For  large  baths  this  is  best  effected  by  means 
of  felt  filter  bags,  and  for  smaller  baths,  especially  those  of  the 
noble  metals,  with  filtering  paper.  This  removal  of  the  parti- 
cles held  in  suspension  is  necessary  to  prevent  their  deposition 
upon  the  objects,  which  might  cause  small  holes  in  the  deposit, 
as  well  as  roughness  and  other  defects.  It  is  still  better  to 
16 
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allow  the  baths  to  clarify  by  standing  quietly,  and  to  draw  ol 
the  clear  solution   by  means  oi  a  siphon.     The  turbid  residue 
is  then  filtered. 

Pre%>etitfon  of  impurities.  To  secure  lasting  qualities  to  the 
baths  they  must  be  carefully  protected  from  every  possible 
contamination.  When  not  in  use  for  plating  they  should  be 
covered  to  keep  out  dust.  The  objects  before  being  placed  in 
the  baths  should  be  free  from  adhering  scouring  material  or 
dipping  fluid,  which  otherwise  might,  in  time,  spoil  the  bath. 
The  cleansing  of  the  anode  and  object  rods  by  means  of  sand- 
paper, or  emery-paper,  should  never  be  done  over  the  bath» 
so  as  to  avoid  the  danger  of  the  latter  being  contaminated  by 
the  oxides  of  the  metal  constituting  the  rods  falling  into  it. 
When  a  visible  layer  of  dust  has  collected  upon  the  bath,  it 
must  be  removed,  as  otherwise  particles  of  dust  might  deposit 
upon  the  objects  and  prevent  an  intimate  union  of  the  deposit 
with  the  basis-metal.  With  large  baths  the  removal  of  the 
layer  of  dust  is  readily  effected  by  drawing  a  large  piece  ol 
filtering  or  tissue  paper  over  the  surface,  and  repeating  the 
operation  with  fresh  sheets  of  clean  paper  until  all  the  dust  is 
removed-     Small  baths  should  be  filtered. 

The  choice  of  anodes  is  also  an  important  factor  for  keeping 
the  baths  in  good  condition,  as  well  as  for  obtaining  good 
results.  The  anodes  should  always  consist  of  the  metal  which 
is  deposited  from  the  solution  ;  and  the  metal  used  for  them 
must  be  pure  and  free  from  all  admixtures.  To  replace  as 
much  as  possible  the  metal  withdrawn  from  the  bath  by  the 
electro-plating  process,  the  anodes  must  be  soluble;  and  it  is 
wrong  if.  for  instance,  nickel  baths  are  charged  with  insoluble 
anodes  of  carbon  ;  or  for  smaller  baths,  of  sheet  platinum,  pro- 
vided  the  chemical  composition  of  the  bath  does  not  in  part 
demand  insoluble  anodes.  Insoluble  anodes  cause  a  steady 
and  rapid  declination  in  the  content  of  metal,  an  excessive  for- 
mation of  acid  in  the  bath,  and,  by  the  detachment  of  particles 
of  -carbon,  a  contamination  of  the  solution.  Further  particulars 
in  regard  to  anodes  will  be  given  in  discussing  the  separate 
baths. 
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Absorption  of  the  deposit.  When  upon  a  pure  metallic  sur- 
face another  metal  is  electro-deposited,  the  first  portion  of  the 
deposit  penetrates  into  the  basis-metal,  thus  forming  an  alloy. 
This  may  be  readily  proved  by  repeating  Gore's  experiments. 
If  a  thick  layer  of  copper  be  precipitated  upon  a  platinum 
sheet,  and  then  heated  to  a  dark-red  heat,  the  deposit  can  be 
entirely  peeled  off.  By  then  heating  the  platinum  sheet  with 
nitric  acid,  and  thoroughly  washing  with  water,  it  appears,  after 
drying,  entirely  white  and  pure.  By  reheating  the  sheet,  the 
surface  becomes  again  blackened  by  cupric  oxide,  and  by  fre- 
quently repeating  the  same  operation,  a  fresh  film  of  cupric 
oxide  will  always  be  obtained. 

This  penetration  of  the  deposit  into  the  basis-metal,  however, 
does  not  merely  take  place  during  electro-plating,  but  also  later 
on;  and  it  may  frequently  be  observed  that,  for  instance,  zinc 
objects  only  slightly  coppered  or  brassed,  after  some  time  be- 
come again  white.  Since  this  also  happens  when  the  deposits 
are  protected  by  a  coat  of  lacquer  against  atmospheric  influ- 
ences, the  only  explanation  of  the  phenomenon  can  be  that  the 
deposit  is  absorbed  by  the  basis-metal,  which  is  also  confirmed 
by  analysis.  This  fact  must  be  taken  into  consideration  if  dur- 
able deposits  are  to  be  produced. 

Ejfect  of  the  current-density.  A  greater  or  smaller  current- 
density  used  in  operating  is  not  without  influence  upon  the 
electrolytes.  The  greater  the  current-density  is,  the  more 
metal  will  be  deposited  on  the  cathode,  while  on  the  anode, 
the  oxidation  of  the  metal  and  its  solution  into  acid  residues 
cannot  take  place  in  the  same  measure,  the  result  being  further 
decompositions,  oxygen  gas  being  liberated.  In  conseq-jence 
of  this  there  appear  also  greater  diflfercnces  in  concentration 
than  when  depositing  with  less  current-den«;ity  and.  as  regards 
concentration,  the  electrolyte  will  remain  most  constant  when 
working  with  a  smaller  current- density. 

For  depositions  upon  strongly  profiled  objects  a  medi-jrr. 
current-strength  will  prove  most  suitable.     iJanee!  *   pictures 

•ZdUcbrih  fir  ElektrrKhemif.  IX.  76 1. 


244 


ELECTRO-DKPOSmON   OF   METALS. 


the  process  as  follows:  If  a  deposit  is  made  upon  an  article 
with  elevations  and  depressions,  the  current-lines  will  croud 
tog^ether  towards  the  elevated  points,  /\  e.,  those  nearer  to  the 
anodes,  since  the  current  always  chooses  the  most  convenient 
way.  Now  owing  to  the  deposit  an  impoverishment  in  metal 
in  the  electrolyte  takes  place  on  the  elevated  portions,  and  the 
consequence  is  that  on  these  portions  the  separation-tension  is 
increased.  However  when  the  latter  is  increased  tiie  current- 
lines  will  turn  towards  more  favorable  portions  richer  in  metal 
ions,  I.  e,t  those  lying  deeper,  until  an  impoverishment  in  metal 
ions  there  also  takes  place.  From  this  it  follows  that  with  a 
medium  current-strength  the  current  lines  cannot  permanently 
favor  any  particular  portions  of  the  cathodes,  and  the  deposit 
must  become  uniform.  Should  an  unequal  impoverishment 
take  place  on  the  electrode  it  would  be  overcome  by  short- 
closed  circuits  formed  there,  which  means  that  they  cannot 
distribute  themselves  unequally  over  the  surface  of  the  cathode^ 

With  very  small  current-densities  the  process  would  be  dif- 
ferent. When  the  current-density  is  so  small  that  an  im- 
poverishment in  metal  ions  on  the  entire  electrode  can  be 
prevented  by  diffusion^  the  current  lines  will  permanently 
crowd  together  upon  the  more  elevated  portions,  and  the  de- 
posit will  grow  there,  while  less  metal  deposits  in  the  de- 
pressions. 

In  practice  it  has  been  found  that  a  great  distance  of  the 
anodes  from  the  profiled  cathodes,  thorough  agitation  of  the 
electrolyte,  not  too  great  a  conductivity  of  the  latter,  and  a 
normal  current-density,  are  the  best  auxiliaries  for  obtaining 
deposits  of  uniform  thickness,  and  where  these  do  not  suffice 
recourse  may  be  had  for  depressions  to  the  hand  anode  (see 
later  on). 

Current-output.  In  the  theoretical  part  it  has  already  been 
stated  that  the  separation-products  of  electrolysis  are  fre- 
quently subject  to  secondary  decomposition.  Thus,  the  hydro- 
gen Escaping  on  the  cathodes  means  a  loss  of  electrolyziog 
effect  of  the  current,  and  it  is  obvious  that  the  quantity  of  the 


PREPARATION   OF   THE    METALLIC    OBJECTS. 


245 


i 


deposit  obtained  docs  thereby  not  come  up  to  the  values  which* 
according  to  the  laws  of  Faraday,  should   be  obtaine^.     The 
quantities  of  deposit  produced   in  practice  referred  to  the  theo 
retically  calculated  quantities,  are  called  the  current-output. 

Reaction  of  the  baths.     A  distinction  is  made  between  acidt 

alkaline^  neutral,  and  potassium  cyanide  baths.     The  reaction 

of  a  bath  is  determined  by  means  of  suitable  reagent  papers. 

bus.  blue  litmus  paper,  for  instance,  indicates  the  acid  nature 

f  a  bath  when  by  being  dipped  in  it,  it  acquires  a  red  color, 

II  acids  redden  blue  litmus  paper,  though  many  metallic  salts 

\  a  perfectly  neutral  character  produce  the  same  change  in 

lor,  and  it  is  therefore  necessary  to  make  additional  tests. 

ropaeolin  paper,  for  instance,  which  possesses  a  yellow  color, 

only  changed  by  mineral  acids,  the  yellow  color  being  con- 

rted  into  violet.     A  bath,  which  reddens  blue  litmus  paper 

,nd   colors  tropaeolin   paper  violet,  contains   without  doubt,  a 

ce  inorganic  acid,  while  a  bath  which  only  reddens  blue  lit- 

us  paper,  but  does  not  change   tropaeolin   paper  docs   not 

ntain    a   free    inorganic   acid,   but    an    organic    acid  (citriCj 

rtaric  acids),  and  with  a  content  of  certain  inorganic  salts 

ay  also  be  free  from  organic  acid. 

An  alkaJine  reaction  of  the  bath  is  indicated  by  red  litmus 
paper  acquiring  a  blue  color,  while  neither  blue  or  red  litmus 
paper  is  changed  when  the  electrolyte  is  neutral 

In  a  normal  state,  potassium  cyanide  baths  always  show  an 
alkaline  reaction ;  deviations  from  this  condition  will  be  later 
on  referred  to. 

'Wxt^  general  qualifications  which  an  electro- plating  batli  should 
possess  are  as  follows : 

1.  It  should  possess  good  conducting  power. 

2.  It  must  exert  a  sufBcient  dissolving  effect  upon  the  anodes. 

3.  It  must  reduce  the  metal  in  abundance  and  in  a  reguline 
state, 

4.  It  must  not  be  chemically  decomposed  by  the  metals  to 
be  plated,  hence  not  by  simple  immersion ;  the  adherence  of 
the  deposit  to  the  basis*metal  being  in  this  case  impaired. 

5.  It  must  not  be  essentially  decomposed  by  air  and  light. 
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1.  Deposition  off  Nickel, 


.  Although  nickel-plating  is  of  comparatively  recent  o 
it  shall  be  first  described,  since  chiefly  by  reason  of  the  devel- 
opment of  the  dynamo-electrical  machine  it  has  steadily  grown 
in  popularity  and  become  an  industry  of  great  magnitude  and 
importance.  The  great  popularity  which  nickel-plating  enjoys 
is  due  to  the  excellent  properties  of  the  nickel  itself — the 
alniost  silvery  whiteness  of  the  metal,  its  cheapness  as  com- 
pared with  silver,  and  the  hardness  of  the  electro-deposited 
metai»  which  give  the  coating  great  power  to  resist  wear  and 
abrasion ;  its  capability  of  taking  a  high  polish ;  the  fact  that 
it  is  not  blackened  by  the  action  of  sulphurous  vapors  which 
rapidly  tarnish  silver*  and  finally  the  fact  that  it  exhibits  but 
little  tendency  to  oxidize  even  in  the  presence  of  moisture. 

Properties  of  nickel. — ^Pure  nickel  is  a  lustrous,  silvery-white 
metal  with  a  slight  steel-gray  tinge.  It  is  hard,  malleable  and 
ductile.  Its  specific  gravity  varies  from  8.3  (cast  nickel  plates) 
to  9.3  {wrought  or  rolled  plates).  It  melts  at  about  the  same 
temperature  as  iron,  but  is  more  fusible  when  combined  with 
carbon.  It  is  slightly  magnetic  at  ordinary  temperatures,  but 
loses  this  property  on  heating  to  680*^  F. 

The  metat  is  soluble  in  dilute  nitric  acid,  concentrated  nitric 
acid  rendering  it  passive,  /.  «.,  insoluble.  In  hydrochloric  and 
sulphuric  acids  it  dissolves  very  slowly,  especially  when  in  a 
compact  state. 

Certain  articles,  for  instance,  hot  fats»  strongly  attack  nickel, 
while  vinegar,  beer,  mustard,  tea  and  other  infusions  produce 
stains;   hence,  the  nickeling  of  culinary  utensils  or  the  use  of 
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nickel-plated  sheet- iron  lor  that  purpose  cannot  be  recom- 
mended. 

The  chemical  equivalent  oi  nickel  is  29.3. 

Nickel  salts.  The  first  requisite  in  preparing  nickel  baths  is 
the  use  of  absolutely  pure  chemicals,  and  in  choosing  the  nickel 
^alts  to  be  especially  careful  that  they  are  free  from  salts  of  iron, 
copper  and  other  metals.  Furthermore,  it  is  not  indifferent 
what  kind  of  nickel  salt  is  used,  whether  nickel  chloride,  nickel 
sulphate,  the  double  sulphate  of  nickel  and  ammonium,  etc.,  but 
the  choice  of  the  salt  depends  chiefly  on  the  nature  of  the  metal 
which  is  to  be  nickeled.  There  are  a  large  number  of  general 
directions  for  nickel  baths,  of  which  nickel  chloride,  ammonio- 
nickel  chloride,  nickel  nitrate,  etc.,  form  the  aclive  constituents, 
and  yet  it  would  be  a  grave  mistake  to  use  these  salts  for  nick- 
eling iron,  because  the  liberated  acid  if  not  immediately  and 
completely  fixed  by  the  anodes  in  dissolving,  imparts  to  the  iron 
objects  a  great  tendency  to  the  formation  of  rusL  Iron  objects 
nickeled  in  such  a  bath,  to  be  sure,  come  out  faultless,  but  in  a 
short  time,  even  if  stored  in  a  dry  place,  portions  of  the  nickel 
layer  will  be  observed  to  peel  off,  and  by  closely  examining 
them  it  will  be  seen  that  under  the  deposit  a  layer  of  rust  has 
formed  which  actually  tears  the  nickel  off.  The  use  of  nickel 
f.ulphates  or  of  the  salts  with  organic  acids  is,  therefore,  consid- 
ered best.  It  might  be  objected  that  the  liberated  sulphuric 
acid  produces  in  like  manner  a  formation  of  rust  upon  the  iron 
objects ;  but  according  to  long  experience  and  many  thorough 
examinations,  such  is  not  the  case,  the  tendency  to  the  forma- 
tion of  rust  being  only  imparted  by  the  use  of  the  chloride  and 
nitrate. 

Of  the  nickel  salts  with  organic  acids,  the  citrate  and  tartrate, 
have  been  frequently  employed.  Nickel  citrate  in  watery  solu- 
tion is  not  particularly  well  dissociated,  requires  a  greater  elec- 
tro-motive force  and  is  quite  indifTerent  towards  variations  in 
the  latter,  this  being  the  chief  reason  for  its  use  in  nickeling 
sharp  ground  instruments.  Nickel  lactate,  according  to  Jordis's 
patent,*  yields,  to  be  sure,  beautiful,  lustrous  deposits  in  thin 

*Jordt9,  Elektrolyse  witisriger  Metallsakldstingen,  S,  78. 
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layers^  but  is  not  serviceable  for  heavy  nickeling  since,  as  the 
inventor  himself  admits,  deposits  in  thicker  layers  tear.  Of 
materially  greater  advantaf:je  is  the  use  of  the  combinations  of 
nickel  with  the  ethyl  sulphates  *  and  their  derivatives.  Accord- 
ing to  experiments  made  in  Dr.  Langbein's  laboratory,  the 
ethyl  sulphate  solutions  of  metals  are  very  energetically  dissoci- 
ated and  permit  the  production  of  very  thick  deposits  without 
peeling  off  or  tearing,  such  as  cannot  be  obtained  in  the  cold 
bath  in  any  other  nickel  solution ;  they  are  distinguished  by 
great  homogeneity  and  toughness. 

Conducting  saits. — To  decrease  the  resistance  of  the  nickel 
solutions,  conducting  salts  are  added  to  them,  which  are  abo 
partially  decomposed  by  the  current.  Like  the  use  of  nickel 
chloride  in  nickeling  iron,  an  addition  of  ammonium  chloride, 
which  is  much  liked,  cannot  be  recommended,  though  the 
subsequent  easy  deposition  of  nickel  with  a  comparatively 
weak  current  invites  its  employment. 

For  copper  and  its  alloys,  zinc,  etc.,  the  chlorine  combina- 
tions may  be  used,  but  for  nickeling  iron  they  must  be  avoided 
as  the  source  of  future  evils. 

The  use  of  sodium  acetate,  barium  oxalate,  ammonium 
nitrate,  ammonium-alum,  etc.,  we  consider  unsuitable,  and 
partially  injurious,  and  are  of  the  opinion  that  with  few  excep- 
tions, which  will  be  referred  to  later  on,  potassium,  sodium, 
ammonia  or  magnesia  are  best  for  bases  of  the  conducting  salt*. 

The  effect  of  the  ions  separated  from  the  different  conduct- 
ing salts  varies  very  much ;  the  potassium  ion  acts  different 
from  the  sodium  ion,  and  the  latter  different  from  the  mag- 
nesium ion,  and  an  idea  of  this  difference  in  action  of  the 
various  ions  can  be  formed  by  preparing,  according  to  formula 
VI 11,  one  nickel  bath  with  potassium  citrate  and  another  with 
sodium  citrate.  While  the  bath  prepared  with  the  potassium 
salt  works  quite  well  in  the  deeper  portions  on  zinc,  that  pre- 
pared* with   the  sodium  salt   ts   far  less  effective,  and  several 


*  G«nnati  pulent,  No,  134.756. 
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other  proofs  derived   irom  practice  could  be  mentioned.     An 

tttempt  to  explain  these  facts  must  at  present  be  abstained 

rom  as  this  suggestion  cannot  yet  be  proved  by  experiment  so 

lat  no  objection  to  it  could  be  raised. 

Other  additions. — Some  other  additions  to  the  nickeling  bath 

'hich  are  claimed    to  eflfect  a  pure  silver-white  deposit   have 

jen   recommended   by  various  experts.     Thus,  the   presence 

\i  small   quantities  of  organic   acid   has   been   proposed ;   for 

istance,  boric  acid  by  Weston,  benzoic  acid  by  Powell,  and 

atric  acid  or  acetic  acid   by  others.     The  presence  of  small 

[uantities  of  free  acid  effects  without  doubt  the  reduction  ol  a 

fhit€r  nickel  than  is  the  case  with  a  neutral  or  alkaline  solu* 

ion.     Hence  a  siightly  ^c\d  reaction  of  the  nickeling  bath,  due 

the  presence  of  citric  acid,  etc.,  with  the  exclusion  of  'the 

:rong  acids  of  the   metalloids,  can  be  highly  recommended. 

The  quantity  of  free  acid,  however,  must  not  be  too  large,  as 

this  would  cause  the  deposit  to  peel  off. 
Boric  acid,  recommended  by  Weston  as  an  addition  to  nickel- 
ng  and  ail  other  baths,  has  a  favorable  effect  upon  the  pure 
rhite  reduction  of  the  nickel,  especially  in  nickeling  rough 
lastings,  /.  /.,  surfaces  not  ground,  Weston  claims  that  boric 
icid  prevents  the  formation  of  basic  nickel  combinations  on  the 
objects,  and  that  it  makes  the  deposit  of  nickel  more  adherent, 
softer,  and  more  flexible.  Whether  with  a  correct  current- 
j»trength,  basic  nickel  salts,  to  which  the  yellowish  tone  of  the 
Mckeling  is  said  to  be  due,  are  separated  on  the  cathode,  is  not 
^ct  proved,  and  would  seem  more  than  doubtful.  The  action 
of  the  boric  acid  has  not  yet  been  scienttficany  explained,  but 
numerous  experiments  have  shown  that  the  deposition  of  nickel 
from  nickel  solution  containing  boric  acid  is  neither  more  ad- 
herent nor  softer  and  more  flexible  than  that  from  a  solution 
containing  small  quantities  of  a  free  organic  acid.  Just  the 
reverse,  the  deposition  is  harder  and  more  brittle  in  the  pres- 
ence of  boric  acid,  and  different  results  may  very  likely  he  due 
to  the  employment  of  varying  currcnt*densities. 

In  view  of  the  fact  that  in  the  electrolysis  of  watery  solutions, 
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water  also  takes  part  in  the  processes  enacted  on  the  electrodes, 
and  that  the  hydrogen  appearing  on  the  cathode  promotes  the 
formation  of  spongy,  pulverulent  and  dull  deposits,  Marino  • 
wants  to  substitute  glycerin  for  water.  Since  many  metallic 
salts  dissolve  only  to  a  slight  degree  in  glycerin,  the  content  of 
metal  in  a  glycerin  bath  is  very  low,  and  the  resistance  of  the 
cold  bath  so  great  that  enormous  voltages  are  needed  for  the 
separation  of  metals,  nickeli  for  instance*  requiring  more  than 
20  volts,  and  with  an  electro-motive  force  of  3  to  4  volts  de- 
posits can  only  be  produced  when  the  baths  have  been  heated 
to  quite  a  high  temperature.  However,  according  to  Foerster 
and  Langbein's  experiments,  the  deposits  do  not  possess  the 
good  qualities  claimed  by  the  patent^  and  cannot  be  forced  to 
such  thickness  as»  for  instance*  is  with  the  greatest  case  attained 
in  nickel  ethyl-sulphate  baths. 

The  owners  of  the  Marino  patent  have  apparently  themselves 
recognized  the  disadvantages  of  the  glycerin  electrolyte,  and 
have  applied  for  a  patent,  according  to  which,  15  to  50  per 
cent,  of  glycerin  is  to  be  added  to  solutions  of  metallic  salts  in 
water.  The  glycerin  is  claimed  to  act  as  depolarizer,  and  allow 
of  the  production  of  lustrous  nickel  deposits  of  great  homo- 
geneousness.  However,  the  correctness  of  these  statements 
may  be  doubted,  since  by  experiments  made  in  this  direction, 
it  was  found  impossible  to  produce  a  better  technical  effect 
with  such  an  addition  of  glycerin  than  without  it,  in  properly- 
prepared  baths. 

It  may  here  again  be  emphasized  that  the  compositions  of 
the  electrolyte  must  vary  according  to  the  results  desired,  and 
that  it  is  impossible  to  attain  with  one  electrolyte  all  the  pos- 
sible properties  of  the  deposit. 

Moreover,  the  addition  of  glycerin  to  aqueous  electrolytes 
has  for  a  long  time  been  known  through  the  KngUsh  patents 
5300  and  22855,  ^^^  ^^  might  be  supposed  that  if  such  an  ad- 
dition were  of  special  advantage  it  would  have  long  ago  come 
into  general  use. 

*G«rmAO  pttent,  Xo.  104111. 
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Effect  of  currcftt-density,  A  slighter  current-density  always 
and  under  all  conditions  causes  the  deposition  of  a  harder  and 
more  brittle  nickel  than  a  current  of  medium  strength^  while 
with  too  great  a  current-density,  the  metal  is  separated  in  pul- 
verulent form.  However,  as  will  be  shown  later  on,  nickel  can 
also  be  deposited  with  a  high  current-density  provided  the 
baths  are  of  proper  composition,  and  agitated. 

Electro-motive  force.  The  electro-motive  force  given  for  all 
the  baths  is  valid  for  the  normal  temperature  of  59**  to  64.4*'  F. 
and  an  electrode-distance  of  10  cm.  ft  has  previously  been 
mentioned,  that  with  an  increasing  temperature  of  the  electro- 
lyte its  specific  resistance  becomes  less,  but  grows  as  the  tem- 
perature decreases,  less  electro-motive  force  being  required  in 
the  first  case,  and  more  in  the  latter* 

The  greater  the  electrode-distance  in  a  bath  is,  the  higher  the 
electro- motive  force  which  is  required,  A  statement  in  figures 
of  the  changes  in  electro-motive  force  for  the  various  electrode- 
distances  will  not  be  given  because,  on  the  one  hand,  the  nec- 
essary electro-motive  force  is  readily  determined  by  a  practical 
experiment,  and,  on  the  other,  a  calculation  in  advance  of  the 
electro-motive  force  might  lead  to  wrong  conclusions  in  so  far 
as  the  specific  resistance  of  the  electrolyte  is  subject  to  change, 
and  the  value  of  the  electro-motive  force  of  the  counter  current 
varies  very  much  for  the  objects  suspended  as  cathodes,  accord- 
ing to  the  nature  of  the  basis- metal  of  which  they  are  composed. 
For  this  reason  a  statement  of  the  specific  resistances  of  the 
bath  prepared  according  to  the  directions  given  below  is  also 
omitted,  because  such  statements  would  be  valid  only  lor 
freshly-prepared  baths. 

Reaction  of  nickel  baths.  All  nickel  baths  work  best  when 
they  possess  a  neutral  or  slightly  acid  reaction.  Hence  blue 
litmus-paper  should  be  only  slightly  reddened,  and  red  congo 
paper  must  not  be  changed  at  alL  Baths  prepared  with  boric 
acid  form  an  exception,  as  they  may  show  quite  a  strong  acid 
reaction.  An  alkaline  reaction  of  nickel  baths  is  absolutely 
detrimental,  such  baths  depositing  the  metal  dull  and  with  a 
yellowish  color,  and  do  not  yield  thick  deposits. 
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Formulas  for  nickel  baths.     I.  The  most  simple  nickel  bath 

consists  of  a  solution  of  8  parts  by  weight  of  pure  nickel  ammo- 
nium sulphate  in  too  parts  by  weight  of  distilled  water. 

Electro- motive  farce  at  lo  cm.  electrode-distance,  3.0  volts. 

Current-density,  0.3  ampere. 

The  solution  is  prepared  by  boiling  the  salt  with  the  corr 
ponding  quantity  of  water,  using  in  summer  lO  parts  of  nickel 
salt  to  JOG  of  water,  but  in  winter  only  8  parts,  to  prevent  the 
nickel  salt  from  crystallizing  out.  This  bath  which  is  fre- 
quently  used,  possesses,  however,  a  considerable  degree  of  re- 
sistance to  conduction,  and  hence  requires  a  strong  current 
for  the  deposition  of  ihe  nickel.  It  also  requires  cast-nickel 
anodes,  since  with  the  use  of  rolled  anodes  nickeling  proceeds 
in  a  very  sluggish  manner.  However,  the  cast  anodes  rapidly 
render  the  bath  alkaline,  necessitating  a  frequent  correction  of 
the  reaction. 

To  decrease  the  resistance,  recourse  has  been  had  to  certain 
conducting  salts ^  and.  below,  the  more  common  nickel  baths 
will  be  discussed,  together  with  iheir  mode  of  preparation  and 
action,  as  well  as  their  availability  for  certain  purposes, 

II.  Nickel  ammonium  sulphate  17  ozs.,  ammonium  sulphate 
17  OZS-,  distilled  water  10  quarts. 

Electro  motive  force  at  10  cm.  electrode-distance,  k8  to  2 
volts. 

Current-density,  0.35  ampere. 

Boil  the  salts  with  the  water,  and,  if  the  solution  is  too  acid, 
restore  its  neutrality  by  ammonia;  then  gradually  add  solution 
of  citric  acid  until  blue  litmus-paper  is  slowly  but  perceptibly 
reddened.  The  bath  deposits  rapidly,  it  possessing  but  little 
resistance,  and  all  metals  (zinc,  lead,  tin  and  Britannia,  after 
previous  coppering)  can  be  nickeled  in  it.  However,  upon 
rough  castings  and  iron,  a  pure  white  deposit  is  difficult  to 
obtain,  frequent  scratch-brushing  with  a  medium  hard-steel 
brush  being  required.  On  account  of  the  great  content  of  sul- 
phate of  ammonium  in  the  bath,  the  nickel  deposit  piles  up 
especially  on  the  lower  portions  of  the  objects,  which,  in  conse- 


DEPOSITION  OF  NICKEL   AND  COBALT.  253 

•quencc,  readily  become  dull  {burn  or  over-nickel,  for  which  see 
later  on),  while  the  upper  portions  are  not  sufficiently  nickeled. 
For  this  reason  the  objects  must  be  frequently  turned  in  the 
bath  so  that  the  lower  portions  come  uppermost.  This  piling- 
up  of  the  deposit  also  frequently  prevents  the  latter  from  ac- 
quiring a  uniform  thickness. 

III.  Nickel  ammonium  sulphate  25^  ozs.,  ammonium  sul- 
phate 8  ozs.,  crystallized  citric  acid  1%  ozs.,  water  10  to  12 
quarts. 

Electro-motive  force  at  10  cm.  electrode- distance,  2.0  to  2.2 
volts. 

Current' density,  0.34  ampere.  * 

The  bath  is  prepared  in  the  same  manner  as  the  preceding, 
the  salts  being  dissolved  in  boiling  water,  and  ammonia  added 
until  blue  litmus  paper  is  only  slightly  reddened. 

This  bath  was  formerly  in  general  use  in  this  country  and  is 
to  some  extent  at  present  employed,  especially  for  nickeling 
ground  articles.  It  has  the  drawback  of  requiring  very  careful 
regulation  of  the  current  to  avoid  peeling  oflf.  According  to 
experiments  made  byX)r.  Langbein  it  would  be  better  to  de- 
crease the  content  of  ammonium  sulphate  to  0.8  oz. 

The  reaction  of  this  bath  should  be  kept  only  very  slightly 
acid  or  still  better,  neutral,  and  it  is  best  to  use  an  equal  num- 
ber of  cast  and  rolled  nickel  anodes. 

If,  after  working  for  some  time,  the  objects  nickel  dark  an 
addition  of  nickel  sulphate  is  advisable,  if  the  reaction  is  cor- 
rect and  perhaps  not  alkaline. 

IV.  Nickel-ammonium  sulphate  23  ozs.,  ammonium  chloride 
(crystallized)  ii)4  ozs.,  water  to  to  12  quarts. 

Electro-motive  force  at  10  cm.  electrode-distance,  1.5  volts. 

Current- density,  0.55  ampere.  • 

•  The  bath  is  prepared  in  the  same  manner  as  given  for  II. 
and  III.  It  nickels  very  rapidly  and  quite  white,  but  the  de- 
posit IS  soft,  and  hence  care  must  be  had  in  polishing  upon 
cloth  or  felt  bobs,  the  corners  and  edges  of  the  objects  espec- 
ially requiring  careful  handling.     On  account  of  the  danger  of 
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peeling  off,  a  heavy  deposit  of  nickel  cannot  be  obtained  in  this 
bath,  since,  in  consequence  of  the  rapid  precipitation,  the  de- 
posit condenses  and  absorbs  hydrogen,  is  formed  with  a  coarser 
structure,  and  turns  out  less  uniform  and  dense.  These  phe- 
nomena are  a  hindrance  to  a  heavy  deposit^  which,  if  it  is  to 
adhere*  must  be  homogeneous  and  dense. 

As  previously  mentioned,  baths  with  the  addition  of  chlorides^ 
as  weii  as  those  prepared  with  nickel  chloride  and  nickel  nitrate t, 
are  not  suitable  for  the  solid  nickeling  of  iron.  They  are,  how- 
ever, well  adapted  to  the  rapid  light  nickeling  of  cheap  brass 
articles.  To  obtain  nickeling  of  a  whiter  color»  only  7  ozs,  in 
place  of  113/2  ozs.  of  ammonium  chloride  and  3 )4  ozs.  of  boric 
acid  may  be  dissolved  with  the  assistance  of  heat.  The  bath 
then  requires  [.8  to  2  volts. 

V,  Nickel  chloride  (crystallized  1  17J4  ozs.,  ammonium 
chloride  (crystallized)  \y^  ozs.,  water  12  to  15  quarts. 

Electromotive  force  at  10  cm.  electrode-distance,  1.75  to  2 
volts;   for  zinc,  2.8  to  3  volts. 

Curremt'density^  0.5  ampere. 

This  bath  is  prepared  by  dissolving^  the  salts  in  luke-warm 
water  and  adding  ammonia  until  the  bath  shows  a  very  slightly 
acid,  or  a  neutral,  reaction.  The  bath  deposits  readily  and  is 
especially  liked  for  nickeling  zinc  castings. 

All  the  drawbacks  of  the  preceding  bath  as  regards  the 
nickeling  of  iron  apply  also  to  this  bath,  only  to  a  still  greater 
extent.      Rolled  nickel  anodes  have  to  be  exclusively  used. 

Nickel  Baths  Containing  Boric  Acid. 

VI,  Weston  recommends  the  following  composition  for 
nickel  baths:  Nickel  chloride  \J]^  ozs.,  boric  acid  7  ozs.,  water 
20  quarts;  or  nickel-ammonium  sulphate  35  ozs.,  boric  acid 
\7^  ozs.,  water  25  to  30  quarts.  Both  solutions  are  said  to 
be  improved  by  adding  caustic  potash  or  caustic  soda  so  long 
as  the  precipitate  formed  by  the  addition  dissolves. 

These  compositions,  however,  cannot  be  recommended,  be- 
cause the  baths  work  faultlessly  for  a  comparatively  short  time 
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t>niy.    All   kinds   of   disturbing  phenomena  very   soon   made 
their  appearance,  the  deposit  being  no  longer  white  but  black- 
ish, and  the  baths  soon  failing  entirely.     Kaselowsky's  formula 
yields  similar  results.     This  bath   is   prepared   by  dissolvings 
|i       with  the  assistance  of  heat,  35  J^  ozs.  of  nickel-ammonium  sul- 
phate and  17J8  02s.  of  boric  acid  in  20  quarts  of  water.     This 
baih  also  generally  fails  after  two  or  three  months*  use.     The 
cause  of  this  has  to  be  primarily  sought  for  in  the  fact  that  baths 
L^  prepared  with  boric  acid  require,  according  to  their  composi- 
^ption,  a  definite  proportion  between  rolled  and  cast  nickel  anodes. 
If  rolled  anodes  are  exclusively  used,  free  sulphuric  acid  is 
soon  formed,  which  causes  energetic  evolution  of  hydrogen  on 
the  articles,  but  prevents  a  vigorous  deposit  and  imparts  to  the 
Utter  a  tendency  to  peel  off.     The  same  thing  happens  when 

Ii  nickel  salt  not  entirely  neutral  has  been  used  in  the  prepara- 
tion of  the  bath.  If,  on  the  other  hand,  cast  nickel  anodes 
Monc  are  employed,  the  bath  soon  becomes  alkaline,  with  tur- 
hdity  and  the  formation  of  slime,  and  the  deposit  turns  out 
kay  and  dull  before  it  possesses  sufficient  thickness. 
From  the  foregoing  it  will  be  readily  understood  that  the 
nickel  salt  used  must  be  neutral,  and  that  the  proportion  of 
rolled  to  cast  anodes  must  be  so  chosen  that  the  free  sulphuric 
acid  formed  on  the  cast  anodes  is  neutralized,  but  that  the 
acidity  of  the  bath  dependent  on  the  free  boric  acid  is  con- 
stantly maintained, 

A   recent  author  argues  in  support  of  Haber's  proposition 
that   the  cfTect   produced   by  the   use   of   mixed  anodes,  1.  e., 
^AHed  and  cast  anodes,  might  be  attained   by  regulating  the 
^Hiode  current-density  by  the  use  of  definite  dimensions  of  the 
^wiodes  in  such  a  way  that  the  electrolyte,  as  regards  its  com- 
position, remains  constant.     For  practical  purposes  this  would 
only  be   feasible  without  trouble,  if    approximately  the  same 
object- surface  is  always  present  in  the  bath,  otherwise  the  main- 
tenance of  the  adequate  anode  current-density  must  be  managed 
by  taking  out  or  suspending  anodes  according  to  the  varying 
object-surfaces.     However,  this  is  far  more  troublesome,  and 
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the  use  of  mixed  anodes  is  decidedly  to  be  preferred,  it  having 
been  shown  in  the  Galvanic  Institute  of  Dr  George  Langbein, 
that  by  this  means  the  reaction  of  a  bath  can  for  years  be  kept 
constant  even  with  considerable  variations  in  the  size  of  the 
object-surface. 

Such  a  bath  containing  boric  acid  may  advantageously  be 
prepared  as  follows: 

VII.  Nickel-ammonium  sulphate  2i  ozs.,  chemically  pure 
nickel  carbonate  i  J4  ozs.,  chemically  pure  boric  acid  (crys- 
tallized) loj^  ozs.,  water  lo  quarts. 

EUctro-motwe  force  at  lo  cm.  electrode-distance,  2.25  to 
volts* 

Current-density^  0.35  ampere. 

Boil  the  nickel-ammonium  sulphate  and  the  nickel  carbon- 
ate* in  the  water  until  the  evolution  of  bubbles  of  carbonic 
acid  ceases  and  blue  litmus-paper  is  no  longer  reddened. 
After  allowing  sufficient  time  for  settling,  decant  the  solution 
from  any  undissolved  nickel  carbonate,  and  add  the  boric  acid- 
Boil  the  whole  a  few  minutes  longer,  and  allow  to  cool.  If  the 
nickel  salt  contains  no  free  acid,  boiling  with  the  nickel  car- 
bonate may  be  omitted.  The  solution  shows  a  strongly  acid 
reaction,  which  must  not  be  removed  by  alkaline  additions. 

The  proportion  of  cast  to  rolled  anodes  used  in  this  bath  is 
dependent  on  the  quality  of  the  anodes.  The  use  of  readily- 
soluble  cast  anodes  requires  the  suspension  in  the  balh  of  more 
rolled  anodes  than  when  cast  anodes  dissolving  with  difficulty 
are  employed,  since  the  surfaces  of  the  latter,  in  consequence 
of  rapid  cooling,  are  not  readily  attacked.  The  proportion  has 
likewise  to  be  changed,  with  the  use  of  soft-  or  hard-rolled 
anodes.  Hence  the  proper  proportion  will  have  to  be  estab- 
lished by  frequently  testing  the  reaction  of  the  bath.  For  this 
purpose  the  following  rules  may  be  laid  down :  Blue  litmus- 
paper  must  always  be  perceptibly  and  intensely  reddened,  but 
congo-paper  should  not  change  its  red  color,  for  if  the  latter 
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turns  blue  it  is  an  indication  of  the  presence  of  free  sulphuric 
acid  in  the  bath,  which  has  to  be  neutralized  by  the  careful 
addition  of  solution  of  soda  or  potash  until  a  fresh  piece  of 
congo-paper  dipped  in  the  bath  remains  red.  Ammonia  can- 
not be  recommended  for  neutralizing  free  sulphuric  acid  in 
this  bath.  Red  litmus-paper  must  retain  its  color,  for  if  it 
turns  blue,  the  bath  has  become  alkaline,  and  fresh  boric  acid 
has  to  be  dissolved  in  the  previously  heated  bath  until  a  fresh 
piece  of  blue  litmus-paper  acquires  an  intense  red  color,  or 
pure  dilute  sulphuric  acid  has  to  be  added  to  the  bath,  stirring 
constantly,  until  blue  litmus-paper  is  reddened,  avoiding,  how- 
ever, an  excess  which  is  indicated  by  red  congo-paper  turning 
blue. 

This  bath  is  equally  well  adapted  for  nickeling  ground  ob- 
jects, as  well  as  for  rough  castings,  the  latter  acquiring  a  pure 
white  coating  of  nickel  if  thoroughly  scratch-brushed,  and  the 
bath  shows  a  normal  acid  reaction. 

Below  are  given  a  few  other  formulae  for  nickel  baths  which 
may  be  advantageously  used  for  special  purposes,  but  not  for 
nickeling  all  kinds  of  metals  with  equally  good  results. 

VIII.  Nickel  sulphate  10^  ozs.,  potassium  citrate  7  ozs., 
ammonium  chloride  7  ozs.,  water  10  to  12  quarts. 

For  copper  and  copper- alloys:  Electro-motive  force  at  10  cm. 
electrode-distance,  1.5  to  1.7  volts. 

Current-density,  0.45  to  0.5  ampere. 

For  zinc  :  Electro-motive  force  at  10  cm.  electrode-distance, 
2  to  2.5  volts. 

Current-density,  0.8  to  i  ampere. 

To  prepare  the  bath  dissolve  10}^  ounces  of  nickel  sulphate 
and  3^  ounces  of  pure  crystallized  citric  acid  in  the  water; 
neutralize  accurately  with  caustic  potash,  and  then  add  the 
ammonium  chloride.  This  bath  is  especially  adapted  for  the 
rapid  nickeling  of  polished,  slightly  coppered  zinc  articles. 
Deposition  is  effected  with  a  very  feeble  current,  without  the 
formation  of  black  streaks,  such  as  are  otherwise  apt  to  appear 
in  nickeling  with  a  weak  current.  The  deposit  itself  is  dull 
17 
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and  somewhat  gray,  but  acquires  a  very  fine  polish  and  pure 
nthile  color  by  slight  manipulation  upon  the  polishing  wheels. 
With  a  stronger  current  the  bath  is  also  suitable  for  the  direct 
nickeling  of  zinc  articles ;  it  must,  however,  be  kept  strictly 
ncutrait.  The  bath  works  with  rolled  anodes,  and  when  it  has 
become  alkaline,  requires  a  correction  of  the  reaction  by  citric 

IX.  Nickel  phosphate,  6^  ozs.,  sodium  pyrophosphate,  26}4 
ots.,  water,  lo  quarts. 

Fer  ci»fftr  and  its  alloys:  Electro-motive  force ^  at  lO  cm» 
electrode-distance,  3,5  volts. 

Cuf rent' density.  0.5  ampere. 

For  the  preparation  of  the  nickel  phosphate  dissolve  12  oxs. 
of  nkkc!  sulphate  in  3  quarts  of  warm  water  and  10  ozs.  of 
sodium  phosphate  in  another  3  quarts  of  warm  water.  Mix  the 
.t^o  solutions,  stirring  constantly,  and  filter  off  the  precipitated 
•ickd  phosphate. 

Dissolve  the  sodium  pyrophosphate  in  8  quarts  of  warm 
water,  add  the  nickel  phosphate,  which  soon  dissolves  by  thor- 
ough siirriiiiT^  and  make  up  the  bath  to  10  quarts  by  adding 
wati 

Thisk  bath  yields  a  very  fine  dark  nickeling  upon  iron,  brass, 
and  coffer^  as  well  as  directly,  without  previous  coppering 
upon  sheet  sine  and  zinc  castings,  and  may  be  advantageously 
u*ed  lor  decorative  purposes  where  darker  tones  of  nickel  are 
fcquifcd.     For  line,  work  with  3,8  volts  and  0,5$  ampere. 

For  ihc  same  purpose  a  nickel  solution  compounded  with  a 
luri^  quantity  of  ammonia,  hence  an  ammoniacal  nickel  solu- 
tion han  been  recommended.  However,  experiment  with  this 
•olution  always  yielded  lighter  tones  than  bath  IX. 

A  ^atk  nickel  bath  of  the  following  composition  has  been 
recommended  by  Blauet:  Water  95  gallons,  nickel-ammonium 
H   ■   '  I   oz.  and   3  drachms,  potassium  sulphocyanide  4J^ 

.    copper   carbonate    3    drachms,    arsenious    acid    3 

NKhttU 

l>Hi«olvc  the  nickel  salt  in  the  water  and  add  the  potassium 
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sulphocyanide.  Then  dissolve,  at  about  176°  F.,  the  copper 
carbonate  by  treatment  with  ammonium  carbonate  or  potas- 
sium cyanide,  and  add  the  solution,  while  lukewarm  to  the 
bath.  Finally  add  the  arsenious  acid.  The  latter  seems  not 
to  be  consumed.  If  in  time  a  gray  sediment  is  formed,  some 
potassium  sulphocyanide  and  copper  carbonate  have  to  be 
added. 

Prepared  black  nickeling  salt  is  furnished  by  the  Hanson  & 
Van  Winkle  Co. 

X.  A  fairly  good  nickel-bath  for  electro-platers  having  but  a 
feeble  current  at  their  disposal  is  obtained  from  a  solution  of 
nickel-ammonium  sulphate  22^  ozs.,  magnesium  sulphate 
1 1  J^  ozs.,  water  10  to  12  quarts. 

Por  iron  and  copper  alloys:  Electro  motive  force  at  10  cm. 
electrode-distance,  4  volts. 

Current-density^  0.2  ampere. 

This  bath  deposits  with  ease,  and  a  heavy  coating  can  be 
produced  on  iron  without  fear  of  the  disagreeable  conse- 
quences of  bath  IV.  Even  zinc  may  be  directly  nickeled  in  it 
with  a  comparatively  feeble  current.  The  deposit,  however, 
turns  out  rather  soft,  with  a  yellowish  tinge,  and  the  bath  does 
not  remain  constant,  but  fails  after  working  at  the  utmost  three 
or  four  months,  even  cast  anodes  being  but  little  attacked. 

Below  are  given  the  compositions  of  a  few  nickel  baths 
which  have  been  highly  recommended: — 

XI.  Pure  nickel  sulphate  35^  ozs.,  neutral  ammonium  tar- 
trate 26j^  ozs.,  tannin  TJ  grains,  water  20  quarts.  Neutral 
ammonium  tartrate  is  obtained  by  saturating  a  solution  of  tar- 
taric acid  with  ammonia.  The  nickel  salt  must  also  be  neutral. 
For  this  purpose  dissolve  the  above-mentioned  ingredients  in  3 
or  4  quarts  of  water  and  boil  the  solution  for  J^  hour,  then  add 
enough  water  to  make  20  quarts  of  fluid,  and  filter.  The  bath 
is  said  to  yield  a  very  white,  soft,  and  homogeneous  deposit  of 
any  desired  thickness,  without  roughness  or  danger  of  peeling 
off.  On  rough  or  polished  castings  thick  deposits  may  be  ob- 
tained at  a  cost  scarcely  exceeding  that  of  coppering.     Gal- 
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vanoplastic  reproduction  may  also  be  effected  in  this  bath. 
For  those  who  wish  to  try  the  bath  It  may  be  mentioned  that 
the  most  suitable  eiecira-miflive  force  is  3.5  volts;  current- 
density  x  0.3  ampere. 

XII,  An  English  formula  is  as  toUows:  Dissolve  17^  02s. 
of  nickel  sulphate,  ^%  02s.  of  tartaric  acid,  and  2%  ozs.  of 
caustic  potash  in  10  quarts  of  water. 

XIIL  For  nickeling  small  articles  the  following  bath  is 
claimed  to  yield  excellent  results:  Nickel-ammonium  sulphate 
64  ozs.,  ammonium  sulphate  2oy^  ozs.»  crystallized  citric  acid 
4j4  02s. 

For  the  production  of  very  thick  deposits,  the  following  bath 
has  been  recommended:  Nickel  sulphate  16  ozs.^  sodium 
citrate  10  02s.,  water  lo  quarts.  This  bath  is  said  to  be 
especially  useful  in  preparing  nickel  cliches.  However,  numer- 
ous experiments  proved  it  to  possess  the  disadvantages  of  all 
nickel  baths  prepared  with  large  quantities  of  organic  com- 
binations, and,  for  the  special  purpose  for  which  it  is  recom- 
mended, no  better  results  were  obtained  than  with  any  other 
nickel  bath  rationally  composed  for  heavy  deposits.  However, 
for  nickeling  articles  with  sharp  edges  and  points,  for  instance, 
knives,  scissors,  etc.,  this  bath  is  very  suitable,  it  being  quite 
indifferent  towards  current  conditions,  so  that  even  with  a 
higher  electro- motive  force  than  the  normal  one  and  greater 
current-density,  the  articles  do  not  readily  over-nickel.  The 
deposit  is  quite  soft,  and  in  grinding  such  nickeled  instruments, 
pecling-off  of  the  nickel  layer  happens  less  frequently  than  with 
instruments  nickeled  in  other  baths.  Electru-motive  force  at 
ID  cm.  electrode-distance,  3.0  volts.  Cttrrettt-density,  0.33 
ampere. 

We  herewith  conclude  the  formulas  for  nickel  baths,  because 
no  belter  results  were  obtained  from  other  receipts  which  have 
been  published  and  which  have  been  thoroughly  tested,  than 
from  those  given  above.  In  most  cases  success  with  them  fell 
far  short  of  expectation. 

Some  authors  have  lecommendcd  for  nickeling  a  solution  oi 
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nickel  cyanide  in  potassium  cyanide,  but  experiments  failed  to 
obtain  a  proper  deposition  of  nickel. 

The  addition  of  carbon  disulphide  to  nickel  baths,  which  has 
been  recommended  by  Bruce,  is  not  advisable.  According  to 
Bruce,  such  an  addition  prevents  the  nickel  deposit  from  be- 
coming dull  when  reachinji  a  certain  thickness,  but  repeated 
experiments  made  strictly  in  accordance  with  the  directions 
given  did  not  confirm  this  statement. 

The  general  remark  may  here  be  added  \.\\?it  freshly-prepared 
nickel  baths  mostly  work  correctly  from  the  start,  though  it 
may  sometimes  happen  that  the  articles  first  nickeled  come 
from  the  bath  with  a  somewhat  darker  tone.  In  this  case  sus- 
pend a  few  strips  of  iron  or  brass- sheet  to  the  object-rod ;  allow 
the  bath  to  work  for  one  or  two  hours,  when  nickeling  will 
proceed  faultlessly.  If,  however,  such  should  not  be  the  case, 
ascertain  by  a  test  with  the  hydrometer  whether  the  specific 
gravity  of  the  bath  is  too  high.  If  the  deposit  does  not  turn 
out  light,  even  after  dilution,  it  is  ver>'  likely  that  the  nickel  salt 
contains  more  than  traces  of  copper,  or,  with  black-streaked 
nickeling,  zinc. 

It  has  also  been  observed  that  the  deposit  frequently  peels 
off  when,  for  the  purpose  of  neutralization,  additions  have  been 
made  to  the  nickel  baths.  This  phenomenon  disappears  in  a 
few  days,  but  it  demonstrates  that,  instead  of  correcting  the 
reaction  of  the  bath  by  the  addition  of  acids  or  alkalies,  it 
should  be  done  by  increasing  the  rolled  anodes  In  case  the 
bath  shows  a  tendency  to  become  alkaline,  or  to  increase  the 
cast  anodes  in  case  the  bath  becomes  too  acid, 

A  few  w^ords  may  here  be  said  in  regard  to  what  may  be 
termed  a  nickel  bath  without  nickel  salt.  It  simply  consists  of 
a  15  to  20  per  cent,  solution  of  ammonium  chloride,  which 
transfers  the  nickel  from  the  anodes  to  the  articles,  Cast 
anodes  are  almost  exclusively  used  for  the  purpose,  and  deposi- 
tion may  be  effected  with  quite  a  feeble  current.  Before  the 
solution  acquires  the  capacity  of  depositing,  quite  a  strong  cur- 
rent has  to  be  conducted  through  the  bath  until  the  commence- 
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ment  of  a  proper  reduction  of  nickel.  This  bath  is  only  suit- 
able for  colonNg  vcr^-^  cheap  articles,  it  being  impossible  to 
produce  solid  nickeling  with  it.  It  is  here  mentioned  because 
it  may  serve  as  a  representative  of  a  series  of  other  electro- 
plating baths  in  which  the  transfer  of  the  metal  is  effected  by 
ammonium  chloride  solution  without  the  use  of  metallic  salts^ 
for  instance,  iron,  zinc,  cobalt,  etc. 

Prepared  nickel  sails.  As  previously  mentioned,  there  is  a 
large  number  of  receipts  for  nickel  baths,  some  of  them  being 
entirely  unsuitable^  while  others  arc  only  available  for  certain 
purposes.  Hence,  it  is  impossible,  even  for  the  skilled  oper- 
ator, to  separate  the  good  receipts  from  the  bad  ones,  if  he  is 
not  qualified  to  do  so  by  many  years*  experience  and  a  thor- 
ough knowledge  of  chemistry.  The  choice  is  still  more  diffi- 
cult for  the  beginner  and  layman,  and  it  is  recommended  to 
them  to  get  their  supply  of  suitable  baths  from  well-known 
dealers  in  electro-plating  supplies. 

^y  prepared  nickel  salts  are  understood  preparations  which. 
in  addition  to  the  most  suitable  nickel  salt,  contain  the  required 
conducting  salt  for  the  decrease  of  the  resistance,  and  further 
such  additions  as  promote  a  pure  white  separation  of  nickel,  and 
are  necessary  for  the  continuously  good  working  of  the  bath. 

Correction  of  the  reaction  of  nickel  baths.  When  after  long 
use  a  nickel  bath  has  become  alkaline,  which  is  readily  deter- 
mined by  a  test  with  litmus  paper,  this  defect  can  in  a  few  min- 
utes be  overcome  by  the  addition  of  an  acid,  and  according  to 
the  composition  of  the  bath,  its  neutrality  or  slightly  acid  reac- 
tion can  be  restored  by  citric,  acetic,  sulphuric,  boric  acids, 
etc.  The  use  of  hydrochloric  acid  for  this  purpose,  which  has 
been  recommended,  is  not  advisable.  In  most  cases  it  will  be 
best  to  employ  dilute  sulphuric  acid,  provided  an  excess  of  it  be 
avoided,  which  is  recognized  by  red  congo-paper  turning  blue. 

When  a  bath  contains  too  much   free  acid,  the  latter  may  be 
removed  by  an   addition  of  ammonia,  ammonium   carbonate, 
potash  or  nickel  carbonate,  the  choice  of  the  agent  to  be  us< 
depending  on  the  composition  of  the  bath. 
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Thick  deposits  in  hot  nickel  baths.  Nickel  baths,  more  or  less 
highly  heated,  have  for  years  been  used  for  nickeling,  the  pur- 
pose being,  on  the  one  hand,  the  production  in  a  shorter  time 
of  a  thick  deposit,  and  on  the  other,  it  was  expected  that  the 
roduct  thus  obtained  would  become  especially  dense  in  con- 
sequence of  the  contraction  in  cooling. 

The  results  obtained  in  heated  baths  were,  however,  unsatis- 
factory, since,  if  the  current  was  not  carefully  regulated,  the 
deposits  peeled  off  readily,  and  the  polished  nickeling  became 
ull  on  exposure  to  the  air. 

The  unsatisfactory  results  might  primarily  have  been  due  to 
n  unsuitable  composition  of  the  electrolytes.  Foersters*s* 
xperiments  have  shown  that  almost  perfectly  smooth  deposits 
f  o.S  to  I  millimeter  thickness  may  be  obtained  in  absolutely 
eutral  nickel  solutions  with  a  high  content  of  nickel — i  oz.  or 
ore  per  quart — if  kept  at  a  temperature  of  122^  to  194^  F., 
or  instance,  in  solutions  containing  5  ozs.  nickel  sulphate  per 
quart,  at  167°  to  176°  F.  Electro-motive  force, at  an  elcctrode- 
istance  of  4  cm,,  1.3  volts;  current-density,  2  to  2.5  amperes. 
Exhaustive  experiments  made  by  Dr,  George  Langbein  led 
to  the  result  that  deposits  of  great  thickness  may  also  be  pro- 
uced  in  slightly  acidulated  nickel  baths  of  suitable  composi- 
ion*  at  a  temperature  kept  constant  at  from  185*^  to  194^  F. 
n  a  bath  which  contained  12.34  oiis.  of  nickel  sulphate  and 
.34  ozs,  of  sodium  sulphate  or  magnesium  sulphate  per  quart, 
nd  which  was  slightly  acidulated  with  acetic  acid,  deposits  of 
.5  millimeter  thickness  were  in  12  hours  obtained,  the  current- 
ensity  amounting  to  4  amperes. 

For  nickeling  flat  objects  the  current-density  may,  however, 
e  materially  increased,  one  of  up  to  8  amperes  or  more  being 
ermissible.     By  reason  of  the   rapidity  with  which  thick  de- 
posits can  be  produced  in  hot  baths  of  the  above-mentioned 
composition,  the  term  quick  nickeling  has  been  applied  to  this 
process. 
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Independent  of  Dr.  Langbein,  Dr.  Kugel  discovered  that 
thick  deposits  of  nickel  can  be  obtained  in  a  hot  nickel  bath  of 
nickel  sulphate  and  magnesium  sulphate  very  slightly  acidu- 
lated with  sulphuric  acid.* 

While,  in  order  to  avoid  the  formation  of  roughness  and 
bud-like  excrescences,  Foerster  found  agitation  of  the  electro- 
lytes of  the  composition  mentioned  by  him  of  advantage,  Dr. 
Langbein  obtained  smoother  deposits  when  the  electrolyte  was 
not  mechanically  agitated,  and  the  fluid  was  only  slowly  mixed 
through  by  heating  with  a  steam  coil. 

Upon  flat  objects,  for  instance,  sheets,  very  uniform  deposits 
I  millimeter  or  more  in  thickness  are  very  rapidly  obtained,  as 
well  as  upon  round  objects,  if  care  be  taken  to  have,  by  the 
use  of  anodes  of  the  same  shape,  a  uniform  anode-distance 
from  all  object  surfaces.  However,  the  production  of  such  de- 
posits ol  entirely  uniform  thickness  upon  articles  with  high 
relief  has  thus  far  not  been  successfuily  accomplished  by  Dr. 
Langbein  with  the  use  of  the  above-mentioned  electrolytes. 

Thick  deposits  in  cold  nickel  baths.  By  the  use  of  an  electro- 
lyte which  contains  nickel  ethyl  sulphate  (  German  patent.  No. 
*  34736)  or  the  ethyl  sulphates  of  the  alkalies  or  alkaline 
earths,  deposits  of  any  desired  thickness  can  be  produced  if  the 
bath  be  constantly  agitated  by  mechanical  means  or  the  intro- 
duction of  hydrogen.  Agitation  by  blowing  in  afr  is  not  per- 
missible on  account  of  oxidation  of  the  ethyl-sulphate  com* 
binations  by  the  oxygen  of  the  air. 

Continued  experiments  with  such  ethyl-sulphate  combina- 
tions by  Dr.  G,  Langbein  &  Co.  resulted  in  finding  formulas 
for  prepared  nickel  salts  from  the  solutions  of  which  thick  de- 
posits of  nickel  capable  of  being  polished  can  in  a  few  minutes 
be  obtained  in  the  cold  way.  The  formulas  for  these  different 
prepared  nickel  salts  will  not  be  given  as  they  are  protected  by 
patents.  The  salts  are  known  in  commerce  as  Mars,  Lipsta, 
Germania  and  Neptune. 


•  Gennaii  pmteot«  1 17054. 
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In  an  electrolyte  of  given  composition,  which  has  to  be  con- 
stantly kept  slightly  acid  with  acetie  acid  nickeling  may  for 
weeks  be  carried  on  at  the  ordinar>'  temperature  without  any 
peeling-oflf  of  the  deposit  being  noticed,  and,  in  this  respect^ 
this  bath  surpasses  all  other  known  baths.  In  the  course  of 
jSix  weeks,  Dr.  Langbein  has  produced  upon  gutta-percha 
latrices,  galvanoplastic  nickel  deposits  6  millimeters  in  thick- 
iess»  the  metal  proving  thoroughly  homogeneous  and  firmly 
united  throughout  its  entire  thickness, 

Coehn  and  Siemens*  found  that  from  electrolytes  which  con- 
lin  nickel  salts  and  magnesium  salts,  weighable  quantities  of 
lagnesium  are  under  certain  conditions  separated  together 
'ith  the  nickel,  and  they  succeeded  in  depositing  alloys  con- 
lining  approximately  90  per  cent,  of  nickel  and  10  per  cent. 
magnesium.  According  to  the  above-mentfoned  authors, 
le  behavior  of  the  nickel-magnesium  alloys  in  the  electrolytic 
reparation  differs  essentially  from  that  of  nickel,  they  showing 
especially  no  tendency  towards  peeling  off. 

Nickel  anodes.  Either  cast  or  rolled  nickc!  plates  are  used 
IS  anodes,  they,  of  course,  having  to  be  made  of  the  purest 
[uality  of  nickel.  Every  impurity  of  the  anode  passes  into  the 
>ath»  and  jeopardizes*  if  not  at  first,  then  finally,  its  successkil 
ring.  Rolled  anodes  dissolve  with  difficulty  and  cast  an- 
.  as  a  rule,  with  ease.  If  the  latter  dissolve  only  with  diffi- 
culty they  fail  in  their  object  of  replacing  the  nickel  metal  with- 
Irawn  from  the  bath  by  the  nickeling  process. 

As  regards  solubility,  electrolytically  produced  nickel  anodes 
land  between  rolled  and  cast  anodes. 

The  anodes  should  not  be  too  thin,  otherwise  they  increase 

the  resistance.     For  small   baths  rolled   anodes  2  to  3   milli- 

leters  thick  are  generally  u.sed.     For  larger  baths»  it  is  better 

use  plates  3  to   10  millimeters  thick,  while  the  thickness  of 

i3t  anodes  may  vary  from  3  to   10  millimeters,  according  to 

tlieir  size. 


•  Zeitschrift  (iir  Elcktrocbemie,  1902,  S.  591, 
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Attention  may  here  be  called  to  the  elliptic  anodes,  Fig,  117, 
patented   by  the  Hanson  &  Van  Winkle   Co.,  Newark,  N,  J. 

The  great  advantage  claimed 
^''^•'*7-  in   the  use  of   these   elliptic 

anodes  over  the  old  style  flat 
plate  is  the  uniformity  of  de- 
posit as  disintegration  takes 
place  from  all  sides  of  the 
anode ;  consequently  the 
molecules  are  distributed 
uniformly  throughout  the 
solution,  and  not  only  hasten 
the  deposit,  but  give  a 
heaver  deposit  in  a  given 
time.  Another  important 
^^  ^^^      feature    in    these    anodes    is 

m    ^H  ^^^B     ^^^  ^'^^^  ^^^^^  ^^^y  ^^^^  down 

V     ^H  ^^^m     ^^^'^^y   ^^    ^    small,    narrow 

m     ^B  ^^^B'     strip,  and  when  worn  down 

^     ^^  '  ^^^      to  such  a  point  that  it  seems 

desirable  to  put  in  more 
nickel,  the  old  ones  which 
take  up  practically  no  room 
in  the  tank,  can  remain  until 
entfrely  consumed,  and  as  a 
result  there  is  practically  no 
scrap  nickel  to  dispose  of  at 
half  price.  Fig.  118  shows 
the  small  loss  in  the  use 
of  the  elliptic  anode.  The 
weight  of  the  original  plate 
was  16  pounds.  Percentage 
of  waste  only  5  per  cent. 
Fig.  119  shows  the  orig- 
inal shape  of  the  flat  plate  still  largely  used  and  the  character 
of  the  wear.     The  top  part  of  the  scrap-plate  with  its  two  cars 


DEPOSITION   OF   NICKEL   AND   COBALT.  267 

is  almosl:  as  heavy  as  the  same  section  of  the  original  plate. 

Fig,  n8. 


t-rr 


>0  ,\ 


16  LBS^ 


le  original  weight  0/  the  plate  was  13^  lbs.     Waste  2  lbs. 
Percentage  of  waste  14.6  per  cent.     The  examples  shown   in 


Fro.  lit). 


Fk;.  120. 


the  illustrations  were  taken  from  a  lot  of  scrap  returned  to  the 
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manufacturers.  The  scrap  from  the  elliptic  anode  came  from- 
a  large  stove  concern  and  the  flat  scrap  also  from  a  stove 
manufacturer.  Elliptic  anodes  are  furnished  in  all  commercial 
metals. 

Fig.  1 20  shows  the  silverite  anode  manufactured  by  Zucker 
$z  Levett  &  Loeb  Co.,  New  York.  It  is  formed  with  columns 
extending  downward.  It  exposes  to  the  solution  a  very  large 
metal  surface  of  extremely  light  weight,  and  insures  long  life  to 
the  anode  and  very  little  waste  of  metal.  These  anodes  are 
made  with  pure  malleable  wire  hooks  cast  welded  to  them,  or 
with  the  older  form  of  ears  intended  to  be  used  with  regular 
copper  hooks.     The  anodes  are  made  of  any  length  desired. 

The  use  of  insoluble  anodes  of  retort  carbon  or  platinum,. 
either  by  themselves,  or  in  conjunction  with  nickel  anodes,  as 
frequently  recommended  by  theorists,  is  not  advisable.  The 
harder  and  the  less  porous  the  nickel  anode  is,  the  less  it  is 
attacked  in  the  bath  and  the  less  it  fulfills  the  object  of  keeping 
constant  the  metallic  content  of  the  solution.  On  the  other 
hand,  the  softer  and  the  more  porous  the  anode  is,  the  more 
readily  it  dissolves,  because  it  conducts  the  current  better  and 
presents  more  points  of  attack  to  the  bath  ;  and  the  more  it  is 
dissolved,  the  more  metal  is  conveyed  to  the  balh.  With  the 
sole  use  of  rolled  anodes  and  working  with  a  feeble  current, 
free  acid  is  formed  in  the  bath;  on  the  other  hand,  by  working 
with  cast  anodes  alone,  the  bath  readily  becomes  alkaline. 
Now  it  would  appear  that  the  possibility  of  a  bath  also  becom- 
ing alkaline  even  with  the  sole  use  of  rolled  anodes,  especially 
w^hen  working  with  a  strong  current,  has  led  to  the  proposition 
of  suspending  in  the  bath,  besides  the  nickel  anodes,  asuBictent 
number  of  insoluble  anodes  in  order  to  effect  a  constaiit 
neutrality  of  the  bath.  It  would  lead  too  far  to  go  into  the 
theory  of  the  secondary  decompositions  which  take  place  in  a 
nickel  bath,  to  prove  that,  though  neutrality  is  obtained,  it  can 
only  be  done  at  the  expense  of  the  metallic  content  of  the 
bath.  Hence,  this  impracticable  proposition  shall  here  be 
overthrown  by  practical  reasons,  it  only  requiring; to  be  demon- 
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stratcd  that  in  baths  becoming  alkaline  the  content  of  nickel 
also  decreases  steadily  though  slowly.  This  fact  in  itself  shows 
that  in  order  to  save  the  occasional  slight  labor  of  neutralizing 
the  bath»  the  decrease  of  the  metallic  content  should  not  be 
accelerated  by  the  use  of  insoluble  anodes. 

For  larger  baths  the  use  of  expensive  platinum  anodes  as  in- 
soluble anodes  need  not  be  taken  into  consideration,  because 
ior  large  surfaces  of  objects  correspondingly  large  surfaces  of 
platinum  anodes  would  have  to  be  present,  as  otherwise  the 
resistance  of  thin  platinum  sheets  would  be  considerable.  But 
such  an  expensive  arrangement  would  be  justifiable  only  if 
actual  advantages  were  obtained,  which  is  not  the  case,  because, 
though  the  platinum  does  absolutely  not  dissolve,  the  defici- 
ency of  metallic  nickel  in  the  bath  caused  by  such  anudes  must 

some  manner  be  replaced. 

The  insoluble  anodes  of  gas-carbim,  which  have  frequently 

I  been  proposed,  are  attacked  by  the  bath.  Particles  of  carbon 
become  constantly  detached,  and  floating  upon  the  bath,  de- 
posit themselves  upon  the  objects  and  cause  the  layer  of  nickel 
Id  peel  off.  Furthermore,  by  the  use  of  nickel  anodes  in  con- 
pi  nction  with  carbon  anodes,  the  current,  on  account  of  the 
greater  resistance  of  the  latter,  is  forced  to  preferably  take  its 
course  through  the  metallic  anodes,  in  consequence  of  which 
the  articles  opposite  the  nickel  anodes  are  more  thickly  nickeled 
than  those  under  the  influence  of  the  carbon  anodes.  W  ith 
Jarger  objects  this  inequality  in  the  thickness  of  the  deposit  is 
again  a  hindrance  to  obtaining  layers  of  good  and  uniform 
thickness,  such  us  are  required  for  solid  nickeling.  Since  the 
urrent  preferably  seeks  its  compensation  through  these  sepa- 
te  metallic  anodes,  they  are  more  vigorously  attacked  than 
hen  nickel  plates  only  are  suspended  in  the  bath. 
With  nickel  baths  which  contain  a  considerable  amount  of 
onium  chloride^  the  use  of  a  few  carbon  anodes  along  with 
rolled  nickel  anodes  may  be  permissible,  since  these  baths 
trongly  attack  even  the  rolled  anodes,  and  thereby  convey  to 
the  bath  sufficient  quantities  of  fresh  nickel.     Such  baths  con- 
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taming  ammonium  chloride,  as  a  rule,  become  very  rapidly 
alkaline,  so  that  frequent  neutralization  becomes  inconvenient. 
However,  in  this  case,  it  is  advisable  to  place  the  carbon  anodes 
in  smalt  linen  bags  which  retain  any  particles  of  carbon  becom- 
ing detached,  the  latter  being  thus  prevented  from  depositing 
upon  the  articles  in  the  bath. 

According  to  long  practical  experience,  the  best  plan  is  to 
II8C  rolled  and  cast  anodes  together  in  a  bath  which  does  not 
e<Ni)Uin  chlorides,  and  to  apportion  the  anode  surface  so  that 
an  anode-rod»  about  j^  of  its  length,  is  fitted  with  anodes.  11, 
lor  instance,  a  lank  is  120  centimeters  long  in  the  clear  and  50 
centimeters  deep,  the  width  of  the  nickel  anodes  laid  alongside 
\?i\c  afK»thcr  should  be  about  80  centimeters,  and  their,  length 
ab^vut  5  5  oi  the  depth  of  the  tank,  hence  30  centimeters.  For 
t^nth  anode-rod,  8  anodes,  each  30  centimeters  long  and  10 
CtnliOftCtcrs  wide,  would,  therefore  be  required. 

The  frjrf^rtiatt  of  cast  to  rolled  anodes  depends  on  the  com- 

p^mtioa  of  the  bath,  but  it  may  be  laid  down  as  a  rule,  that 

fckalhs  with   greater  resistance  require  more  cast   anodes,  and 

kNlllK»  with  less  resistance  more  rolled  anodes.     Baths  with  the 

l^f^^lc^t  resistance,  for  instance,  that   prepared   according  to 

|q«1IIuU  I  require  only  cast  anodes,  while  baths  with  the  small- 

Ctl  tc^sislance,  f<'r  instance,  those  containing  ammonium  chloride. 

HM^'  to  advantage  work  only  with   rolled    anodes ;   baths  with 

kcilium  resistance  require  mixed  anodes. 

Tlir/nJ/rr  fr&fortion  has  been  established  when,  after  work- 

)S(S^  Kh  some  lime,  the  original  reaction  of  the  bath  remains  as 

k^n^t^int  a*  possible.     When  the  bath  is  observed  to  become 

Alkaline,  the  number  of  rolled  anodes  should  be  increased,  but 

'Hru  the  content  of  acid  increases  they  should  be  decreased, 

Uli)  the  number  of  cast  anodes  increased. 

CasI  anodes,  especially  those  not  cast  very  hot.  have,  to  be 

ire,   the    dis.idvantage   of    becoming   brittle,   and    crumbling 

'lore  they  are   entirely   consumed.      Nickel  anodes   cast   in 

on  mould*  arc  so  hard  on  their  surfaces  as  to  resist  the  action 

ol  the  bath,  and  dissolve  only  with  difficulty,  so  that  the  con- 
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tent  of  metal  of  the  bath  is  only  incompletely  replenished. 
Anodes  cast  in  sand  moulds,  and  slowly  cooled,  are  porous 
and  consequently  dissolve  readily,  but  by  reason  of  their  por- 
osity their  interior  portions  are  also  attacked.  If  such  an 
anode  be  broken,  it  will  be  found  that  the  interior  contains  a 
black  powder  (nickel  oxide)  which  novices  sometimes  believe 
to  be  carbon.  In  fact  cases  have  been  heard  of  that  customers 
have  complained  that  the  anodes  furnished  them  were  not 
nickel  anodes  at  all,  but  simply  carbon  plates  coated  with  a 
layer  of  nickel. 

The  cast  anodes  suspended  to  the  ends  of  the  conducting 
rods  are  especially  strongly  attacked,  and,  therefore,  when 
rolled  and  cast  anodes  are  used  together,  it  is  best  to  suspend 
the  latter  more  towards  the  center,  and  the  former  on  the  ends 
of  the  rods. 

These  drawbacks,  however,  are  not  sufficient  to  prevent 
the  use  of  a  combination  of  cast  and  rolled  anodes  when  re- 
quired by  the  composition  of  the  bath.  The  brittle  remnants 
of  the  anodes  are  thoroughly  washed  in  hot  water,  dried,  and 
sold. 

Rolled  nickel  anodes  are  liable  to  corrosion,  and  may  be 
used  up  to  the  thickness  of  a  sheet  of  paper  before  they  fall  to 
pieces.  It  is,  however,  best  to  replace  them  by  fresh  anodes 
before  they  become  too  thin,  since  with  the  decrease  in  thick- 
ness their  resistance  increases. 

It  is  best  to  allow  the  anodes  to  remain  quietly  in  the  bath, 
even  when  the  latter  is  not  in  use,  they  being  in  this  case  not 
attacked.  By  frequently  removing  and  replacing  them  they 
are  subject  to  concussion,  in  consequence  of  which  they 
crumble  much  more  quickly  than  when  remaining  quietly  in 
the  bath. 

In  the  morning,  before  nickeling  is  commenced,  the  anodes 
will  frequently  show  a  reddish  tinge,  which  is  generally  ascribed 
to  a  content  of  copper  in  the  bath  or  in  the  anodes.  This  red- 
dish coloration  also  appears  when  an  analysis  shows  the  anodes. 
as  well  as  the  bath,  to  be  absolutely  free  from  copper.     It  is 
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very  likely  due  to  a  small  content  of  cobalt,  from  which  nickel 
anodes  can  never  be  entirely  freed.  It  would  seem  that  by  the 
action  of  a  feeble  current  cobaltous  hydrate  is  formed,  which, 
however,  immediately  disappears  on  conducting  a  strong  cur- 
rent through  the  bath. 

The  anodes  aie  supported  by  pure  nickel  wire  o.ii  to  O. 
inch  thick,  or  by  strips  of  nickel  sheet  riveted  on. 

It  has  previously  been  mentioned  that  the  anodes  in  baths  at 
rest  arc  frequently  more  strongly  attached  at  the  upper,  than  at 
the  lower,  portions,  because  specifically  lighter  layers  of  fluid 
are  present  on  top  and  heavier  ones  below,  and  the  current  ■ 
takes  the  road  where  there  is  the  least  resistance.  This  dispro- 
portionate solution  of  the  anodes  may,  however,  also  be  no* 
ticed  in  baths  which  are  agitated,  and  consequently  in  which 
no  layers  of  different  specific  gravities  are  presents  The  lower 
and  side  edges  will  be  found  more  corroded  than  the  middle 
portions  of  the  anodes,  and  the  backs  opposite  to  which  no 
objects  are  suspended  appear  also  strongly  attacked.  These 
observations  render  plausible  Pfanhauser's  supposition  that  the 
current  does  not  in  all  places  migrate  directly  and  in  straight 
lines  from  the  anodes  to  the  cathodes,  but  that,  as  with  the 
magnetic  lines  of  force,  this  migration  takes  place  in  curves, 
especially  when  the  anode-surface  is  small  in  proportion  to  the 
cathode-surface.  Pfanhauser  has  applied  the  term  scattering 
of  current  lines  to  this  migration  of  the  current  in  curves,  and 
has  noticed  that  it  grows  with  the  electrode-distance,  and 
decreases  as  the  electro-surfaces  are  increased. 

Process  of  nickeling.  Next  to  the  correct  composition  of  the 
bath  and  the  proper  selection  of  the  anodes,  the  success  of  the 
nickeling  process  depends  on  the  articles  having  been  carefully 
freed  from  grease  and  cleansed,  and  on  the  correct  current- 
strength. 

The  mechanical  preparation  of  the  objects  has  been  dis- 
cussed on  p,  1 86,  et  scq. 

The  directions  for  the  removal  of  grease,  etc,  given  on  p. 
228,  also  apply  to  objects  to   be  nickeled.     In  executing  the 


I 
I 


I 
I 


DEPOSITION   OF  NICICEL  AND   COBALT. 


273 


operations,  it  should  always  be  borne  in  fnind  that  though 
dirty,  greasy  parts  become  coated  with  nickel,  the  deposit  im- 
mediately peels  off  by  polishing,  because  an  intimate  union  of 
the  deposit  with  the  basis-metal  is  effected  with  only  perfectly 
clean  surfaces.  Touching  the  cleansed  articles  with  the  dry 
hand  or  with  dirty  hands  must  be  strictly  avoided;  but,  if  large 
and  heavy  objects  have  to  be  handled,  the  hands  should  first 
be  freed  from  grease  by  brushing  with  lime  and  rinsing  in 

tater,  and  be  kept  wet. 
As  previously  mentioned >  the  cleansed  objects  must  not  be 
icposed  to  the  air»^  but  immediately  placed  fn  the  bath,  or,  il 
lis  is  not  practicable,  be  kept  under  clean  Water, 
While  copper  and  its  alloys  (brass,  bronze,  tombac,  German 
Iver,  etc.  )^  as  well  as  iron  and  steel,  are  directly  nickeled,  zinc, 
tin,  Brittania  and  lead  are  generally  first  coppered  or  brassed. 
With  a  suitable  composition  of  the  nickel  bath  and  some  ex- 
irience,  the  last-mentioned  metiils  may  also  be  directly  nick- 
led  ;  but,  as  a  rule,  previous  coppering  or  brassing  is  prefer- 
able,  the   certainty   and   beauty   of  the   result  being  thereby 
insidcrably  enhanced. 

Security  against  rust, — By  many  operators  it  is  preferred  to 

^pper  iron  and  steel  articles  previous  to  nickeling,  it  being 

claimed   that   by  so   doing   better   protection    against    rust    is 

jcured,     However,  comparative  experiments  have  shown  that 

rith  the  tliin  coat  of  copper  which,  as  a  rule,  is  applied,  this 

laim  is  scarcely  tenable,  and  the  conclusion  has  been  reached 

lat  a  thick  deposit  of  nickel  obtained  from  a  bath  of  suitable 

imposition  protects  the  iron  from  rust  just  as  well  and  as  long 

if  it  had  previously  been  slightly  coppered.     It  cannot  be 

lenied  that  previous  coppering  of  iron  articles  has  the  advan- 

ige     that    in    case    the    articles    have    not    been    thoroughly 

cleansed,  the  deposit  of  nickel  is  less  liable  to  peel  off,  because 

le  alkaline  copper  bath  completes  the  removal  of  grease ;   but 

fith   objects    carefully   cleansed    according    to    the    directions 

fiven  on  page  228,  previous  coppering  is  not  necessary. 

The  case,  however,  is  different  if  the  copper  deposit  is  pro- 

t8 
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duced  in  order  to  act  as  a  cementing  agent  for  two  nickel  de» 
posits.  If,  for  instance,  parts  which  have  previously  been 
nickeled  and  from  which  the  old  deposit  cannot  be  removed 
by  mechanical  means,  are  to  be  re*nickeled.  coppering  is  re- 
qiiired^  because  the  new  deposit  of  nickel  adheres  very  badly 
to  the  old.  Where  articles  are  to  be  protected  as  much  as 
possible  from  rust,  coppering  is  advisable,  but  the  best  success 
is  attained  by  a  method  different  from  the  one  generally  pur-' 
sued.  In  nickeling,  for  instance,  parts  of  bicycles  which  are 
exposed  to  all  kinds  of  atmospheric  influences,  they  are  first 
provided  with  a  thick  deposit  of  nickel^  then  with  a  thick  coat 
of  copper,  and  finally,  again  nickeled,  they  thus  being  twice 
nickeled.  It  has  previously  been  mentioned  that  every  dc* 
posit  is  formed  net-like,  the  meshes  of  the  net  being  larger  or 
smaller,  according  to  the  nature  of  the  metal  deposited.  If 
now  thick  layers  of  two  different  metals  are  deposited  one  on 
the  top  of  the  other,  the  net-lines  of  one  deposit  do  not  con- 
verge into  those  of  the  previous  deposit,  but  are  deposited  be- 
tween them,  thus  consolidating  the  net.  It  will  now  be  readily 
understood  that  by  the  subsequent  polishing  the  further  con- 
solidation of  the  deposits  will  be  far  more  complete  than  when 
the  basis-metal  receives  but  one  deposit,  which  is  to  be  con- 
solidated by  polishing.  It  is  a  remarkable  fact  that  the  porosity 
of  the  nickel- deposit  varies  if  the  article  is  nickeled  in  several 
baths  of  different  composition.  Thus  denser  deposits  may  be 
obtained  by  suspending  the  articles  in  two  or  three  baths^ 
which  proves  that  the  different  resistances  of  the  respective 
baths  of  one  and  the  same  metal  exert  an  influence  upon  the 
greater  or  slighter  density  of  the  net. 

However,  under  certain  conditions,  even  iron  and  steel  ob- 
jects doubly  nickeled  in  the  above-described  manner,  do  not 
offer  a  sure  guarantee  against  rusting  of  the  basis-metal,  and 
to  absolutely  prevent  the  latter,  the  following  means  may  be 
adopted : 

The  objects  are  provided  with  an  electro-deposit  of  zinc. 
This  deposit  is  scratch-brushed,  coppered  in  the  copper  cyan- 
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idc  bath»  rinsed  in  water,  and  finally  nickeled,  at  first  with  a 
ong  current,  which  is  after  a  few  minutes  reduced  to  the 
ormal  current-density.  It  is  recommended  to  polish  the 
bjects  thus  treated  with  circular  brushes,  and  not  use  polish- 
g  wheels  which  may  cause  them  to  become  heated,  because 
y  such  heating  blisters  are  readily  formed. 
Another  plan  is  as  follows :  The  objects  are  first  coppered  in 
e  copper  cyanide  bath.  The  thickness  of  this  deposit  is  then 
creased  to  0.15  or  0.2  millimeter  in  the  acid  copper  bath  (see 
alvanoplasty).  It  is  then  polished  and  nickeled.  Or,  if  there 
is  sufficient  time,  a  very  thick  deposit  of  nickel  is  directly  pro- 
uced  upon  the  object  with  the  use  of  a  cold  ethyl  sulphate 
nickel  bath,  or  a  hot  quick  nickeling  bath  (see  pp.  26}  et  seq.), 
TAe  objeds  should  m"i*er  be  suspended  in  the  bath  witliout  eur- 
eni,  since  the  baths,  with  few  exceptions,  exert  a  chemical 
ction  upon  many  metals,  which  is  injurious  to  the  electro- 
plating process,  and  especially  with  nickel  baths  it  is  necessary 
to  connect  the  anode-rods  and  object-rods  before  suspending 
the  objects. 

Ovir-nickeling.  An  error  is  frequently  committed  in  nickel* 
ing  with  too  strong  a  current,  the  consequence  being  that  the 
deposit  on  the  lower  portions  of  the  objects  soon  becomes  dull 
and  gray-black,  while  the  uppel*  portions  are  not  suf^ciently 
nickeled.  This  phenomenon  is  due  to  the  reduction  of  nickel 
with  a  coarse  grain  in  consequence  of  too  powerful  a  current, 
and  is  called  burning  or  over-nickeling,  A  further  consequence 
of  nickeling  with  too  strong  a  current  is  that  the  deposit  readily 
peels  oflf  after  it  reaches  a  certain  thickness.  The  phenomenon 
is  due  to  the  hydrogen  being  condensed  and  retained  by  the 
deposit,  which  is  thereby  prevented  from  acquiring  greater 
thickness. 

Especially  do  those  objects  suspended  on  the  ends  of  the 
rods  nickel  with  great  ease.  This  evil  can  be  avoided  by  hang- 
ing on  both  ends  of  the  rods  a  strip  of  copper-sheet  about  0,39 
inch  wide,  and  of  a  length  corresponding  to  the  depth  of  the 
bath. 
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Normal  deposition.  The  following  criteria  may  serve  for 
judging  whelher  the  nickeling  progresses  with  a  correct  cur- 
rent-strength :  In  two,  or  at  the  utmost  three,  minutes,  all  por- 
tions of  the  objects  must  be  perceptibly  coated  with  nickel, 
but  without  a  violent  evolution  of  gas  on  the  objects.  Small 
gas  bubbles  rising  without  violence  and  with  a  certain  regu* 
larity  are  an  indication  of  the  operation  progressing  with  regu- 
larity. If,  after  two  or  three  minutes,  the  objects  show  no 
deposit,  the  current  is  too  iveak,  and  in  most  cases  the  objects 
will  have  acquired  dark,  discolored  tones.  In  such  case,  either 
a  stronger  current  must  be  introduced  by  means  of  the  rheostat, 
or.  if  the  entire  volume  of  current  generated  already  passes  into 
the  bath,  the  object- surface  has  to  be  decreased,  or,  if  this  is 
not  desired,  the  battery  must  be  strengthened  by  adding  more 
elements,  or  by  fresh  filling,  etc. 

If,  on  the  other  hand,  a  violent  evolution  of  gas  appears  on 
the  objects,  and  the  latter  are  well  covered  in  a  few  seconds, 
and  the  at  first  white  and  lustrous  nickeling  changes  in  a  few 
minutes  to  a  dull  gray,  the  current  is  too  strong,  and  must  be 
weakened  cither  by  the  rheostat,  or  by  uncoupling  a  few  ele- 
ments, or  diminishing  the  anode-surfnce,  or  finally  by  suspend- 
ing more  objects  in  the  bath 

These  criteria  also  apply  to  nickeling  with  the  dynamo. 

The  most  suitable  current-density  for  niekeling  varies  very 
much,  as  will  be  seen  from  the  preceding  explanations.  For 
the  ordinar)'^  cold  electrolysis  it  varies  for  copper,  brass,  iron, 
and  steel  from  0.3  to  1.5  amperes,  while  zinc,  previously  cop- 
pered, requires  1  to  1.2  amperes.  In  the  hot  nickel  bath  the 
current-density  may  be  up  to  5  and  more  amperes, 

In  nickeling  zinc  objects  greater  current-density  and  higher 
electro-motive  force  arc  required.  If  the  current  is  not  of  suffi- 
cient strength,  black  streaks  and  stains  are  formed,  zinc  is  dis- 
solved, and  the  nickel  bath  spoiled.  These  evils  are  frequently 
complained  of  by  nickel- platers  who  have  not  a  clear  percep- 
tion of  the  prevailing  conditions  (see  polarization-current),  A 
vigorous  evolution  of  gas  must  take  place  on  the  zinc  objects* 
otherwise  a  serviceable  deposit  will  not  be  obtained. 
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In  most  cases  the  electro-plater  will  in  a  few  days  learn  cor- 
rectly ta  judge  the  proper  current-strength  by  the  phenomena 
presented  by  the  objects,  and   if  he  closely  follows  the  direc- 
tions given  but  tew   failures  will  result.     It  may  here  be  again 
repeated  that  the  use  of  a  voltmeter  and  ammeter,  as  well  as  of 
a  rheostat,  greatly  facilitates  a  correct  estimate  of  the  proper 
current-strength*  and  these  instruments  should  for  the  sake  of 
economy  never  be  omitted  in  fitting  up  an  electro-plating  plant. 
It  is  in  every  case  advisable  first  to  cover  the  objects,  i,  e.y  to 
/effect  the  first  deposit  of  nickel,  with  the  use  of  a  strong  cur- 
^nt,  in  order  to  withdraw  the  metals  from  the  action  of  the 
solution.     The  purrent  is  then  reduced  to  a  suitable  strength 
id   nickeling   finished  with  this  current.     With  a  current  thus 
^gulated,  the  objects  may  be  allowed  to  remain  in  the  bath  for 
mrs,  and  even   for  days.     It  is  further  possible  to  nickel  by 
reight  and  attain  deposits  of  considerable  thickness. 

If  very  thick  deposits  of  nickel  are  to  be  produced  in  the 

frdinary  bath,  the  objects  must  be  frequently  turned,  as  the 

iwcr  portions  are  more  heavily  nickeled  than  the  upper;  fur- 

ler,  as  soon  as  the  deposit  acquires  a  dull  bluish  luster,  it  has  to 

thoroughly  scratch-brushed,  in  doing  which,  however,  the 

objects  must  not  be  allowed  to  become   dry.     After  scratch* 

crushing  it  is  advisable  to  cleanse  the  deposit  once  more  with 

[he  lime-brush,  and  after  rinsing  replace  the  objects  in  the  bath. 

If  burnt  places  cannot  be  brightened  and  smoothed  with  the 

scratch-brush,   the   desired   end    is    readily  attained   with    the 

assistance  of  emery  paper  or  pumice. 

For  solid  nickeling  it  suffices  for  most  articles,  with  a  normal 
rurrent  to  allow  them  to  remain  in  the  bath  until  a  matt  bluish 
"shine  appears;  this  is  an  indication  that  the  deposit  has  ac- 
quired considerable  thickness,  provided  the  bath  has  not  been 
alkaline.  In  alkaline  baths  this  dull  deposit  is  frequently 
formed  before  the  deposit  has  attained  considerable  thickness 
and  this  may  cause  errors,  if  the  reaction  of  the  bath  is  not 
frequently  controlled. 

If  the  matt-appearing  objects  are  permitted  to  remain  longer 
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in  the  bath  without  scratch-brushingi  the  matt  bluish  tone  soon 
passes  into  a  matt  gray,  and  all  the  metal  deposited  in  this 
form  must  be  polished  away  in  order  to  obtain  a  bright  luster. 

Whether  the  deposit  of  nickel  is  sufficiently  heavy  for  all 
ordinary  demands  is,  according  to  Fontaine,  shown  by  rubbing 
a  nickeled  corner  or  edge  of  the  object  rapidly  and  with  ener- 
getic pressure  upon  a  piece  of  planed  soft  wood  until  it  be- 
comes hot.  The  nickeling  should  bear  this  friction.  This  test 
can  be  recommended  as  perfectly  reliable. 

Faulty  arrangement  of  anodes.  If  the  objects,  after  having 
been  suspended  for  some  time  in  the  bath,  are  only  partially 
nickeled,  it  is  very  likely  due  to  the  defective  arrangement 
of  the  anodes.  This  occurs  chiefly  with  large  round  objects 
and  with  articles  having  deep  depressions  (cups,  vases,  etc.). 
It  is,  of  course,  supposed  that  the  wires  to  which  the  objects 
are  suspended  in  the  bath  have  a  sufficiently  large  cross-section 
to  carry  the  current  required  for  nickeling  the  entire  surface  of 
the  object. 

For  fiat  objects  it  is  sufficient  to  suspend  them  between  two 
rows  of  anodes.  Round  objects  with  a  large  diameter  should 
be  quite  surrounded  with  anodes,  and  be  as  nearly  as  possible 
equidistant  from  them.  This  arrangement  should  especially 
not  be  neglected  where  a  heavy  and  uniform  deposit  of  nickel 
is  to  be  given  to  round  or  haU-round  surfaces — for  instance, 
large  half-round  stereotype  plates  for  revolving  presses. 

The  arrangement  of  two  object-rods  between  two  anode-rods 
is  permissible  only  for  small  and  thin  articles  such  as  safety- 
pins,  crochet  needles,  lead- pencil  holders,  etc.  For  articles 
with  larger  surfaces  it  is  decidedly  objectionable,  because  the 
sides  of  the  articles  turned  towards  the  anodes  acquire  a  thicker 
deposit  than  the  inside  surfaces,  and  the  thickness  oi  the  de- 
posit decreases  with  the  distance  from  the  anodes. 

Nickeling  of  cavities  and  profiled  objects.  While  for  smooth 
articles  the  most  suitable  distance  of  the  anodes  from  the  objects 
is  3  )^  to  5  i^  inches,  for  objects  with  depressions  and  cavities 
it  must   be  larger,  if  it  is  not  preferred   to  make  use  of   the 
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methods  described  later  on.     However,  a  deposit  of  a  uniform 
thickness  cannot  be  obtained   by  this  means,  because  the  por- 
tions nearer  to  the  anodes  will  acquire  a  thicker  deposit  than 
the  cavities;   hence  the  use  of  a  small  hand  anode,  which  is 
connected  by  means  of  a  thin,  flexible  wire  with  the  anode-rod, 
and  introduced  into  the  depressions  and  cavities,  is  to  be  pre- 
ferred.    This,  of  course,  renders  it  necessary  for  a  workman  to 
stand  alongside  the  bath  and  execute  the  opeiation  by  hand; 
ut  as  the  small  anode  can  be  brought  within  a  few  millimeters 
I  the  surface  of  the  article,  and  at  this  distance  slowly  moved 
round   it,  a  correspondingly  thick   deposit  is  in  a  short  time 
rmed. 

At  any  rate   baths   in   which   objects  with   depressions  and 
rofiled  articles  are  to   be  nickeled  must  possess  greater  resist- 
ce  than  baths  for  nickeling  flat  articles,  and   it  is  inexplica- 
le  why  a  bath  with  a  large  content  of  ammonium  chloride 
nd  consequently  slight  conducting  resistance  can  be  rccom- 
ended,    as    has    been    done,    for    nickeling    hollow    articles, 
hen  baths  containing  ammonium  chloride  are  used  for  nick- 
Jing   articles  with  deep  cavities   the   portions   nearest  to   the 
nodes  will   frequently  be   found   overnickeled— burnt — before 
c  deepest  portions  arc  at  all  covered  with   nickel,  and  if  the 
perator  waits   until   the  deposit  upon   the   latter  portions  has 
cquired  the  desired  thickness,  the  deposit  already  peels  ofl' 
om  the  former  portions,  and  frequently  before  that  time.     By 
comparative  experiments  in  nickeling  the  inside  of  brass  tubes, 
5    millimeters  in  diameter,  it  was   found   that  in  a   bath  with 
eat  resistance,  as  well  as  one  with  slight  resistance,  nickeling 
was  equally  well  effected.      However,  the  phenomenon  of  peel- 
ing off.  above  referred  to,  appeared  in  the  bath  which  contained 
ammonium  chloride  when  the  ends  of  the  120 -millimeter  long 
tubes  turned  away  from  the  anode,  were  still  so  slightly  nick- 
led  that  the  basis-metal  shone  through.     On  the  other  hand, 
the  bath  without  ammonium  chloride  the  end  of  the  tube 
urned  towards  the  anode,  to  be  sure,  became  matt,  but  did  not 
peel  off  in  the  polishing,  and   nickeling  in  the  interior  of  the 
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tube  had  progressed  well  to  the  opposite  end.  the  basis-metal 
there  being  well  covered. 

In  nickeling  lan^p-feet  of  cast-zinc,  the  use  of  the  hand- anode 
can  scarcely  be  avoided  if  the  depressed  portions  also  are  to  be 
provided  with  a  uniformly  good  deposit.  Moreover,  zinc  arti- 
cles form  an  exception  to  the  general  rule  in  so  far  as  by  reason 
of  the  highly  positive  properties  of  zinc,  the  resistance  of  the 
bath  may  be  slighter  than  for  baths  for  nickeling  copper  and 
its  alloys,  as  well  as  iron  and  steel. 

Besides  the  above-mentioned  general  rules  for  nickelings 
which  also  hold  good  for  other  electro-plating  purposes,  the 
following  may  be  given : 

In  suspending  the  objects  in  the  bath,  rub  the  metallic  hooks 
or  wires,  with  which  they  arc  secured  to  the  rods,  a  few  times 
to  and  fro  upon  the  rod,  in  order  to  be  sure  that  the  place  of 
contact  is  purely  metallic.  It  is  also  well  to  acquire  the  habit 
of  striking  the  rod  a  gentle  blow  with  the  finger  every  time 
when  suspending  an  object,  the  gas-bubbles  settling  on  the 
articles  becoming  thereby  detached  and  rising  to  the  surface. 
It  is  further  advisable*  before  securing  the  objects  to  the  object- 
rod,  to  mov^c  them  up  and  down  several  times;  so  to  say,  shake 
them  beneath  the  fluid,  whereby,  on  the  one  hand,  the  layers 
poorer  in  metal  are  mixed  with  those  richer  in  metal,  and,  on 
the  other,  any  dust  which  may  float  upon  the  bath  and  settle 
on  the  objects  is  removed. 

The  objects  suspended  in  the  bath  should  not  touch  one  an- 
other, nor  one  surface  cover  another,  and  thus  withdraw  it  from 
the  direct  action  of  the  anode.  In  the  first  case  stains  will 
readily  form  on  the  places  of  contact,  and,  in  the  latter,  the  cov- 
ered surface  acquires  only  a  slight  deposit.  That  the  objects 
must  not  touch  the  anodes  need  scarcely  be  mentioned. 

Objects  with  depressions  and  cavities  should  be  suspended 
in  the  bath  so  that  the  air  in  the  depressions  and  cavities  can 
escape,  which  is  effected  by  turning  the  depression  upwards, 
or,  if  there  are  several  depressions  on  opposite  sides,  by  turn- 
ing the  articles  about   after   being  introduced  into  the  bath. 
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Air-bobbles  remaining  in  the  hollows  prevent  contact  with  the 
solution ^  no  deposit  being  formed  on  such  places. 

Polarization,  It  remains  to  say  a  few  words  in  regard  to  the 
so-called  polarization  phenomena.  In  the  theoretical  part  of 
this  work,  it  has  been  shown  that  by  dipping  two  plates  of  dif- 
ferent metals  in  a  fluid  a  counter  or  polarisation  current  is  gen- 
crated*  which  is  the  stronger  the  greater  the  difference  in  the 
potentials  of  the  two  metals  in  the  solution  is.     If  the  anodes 

13  a  nickel  bath  consist  of  nickel  and  the  objects  of  copper,  the 
ounter-current  will  be  slight.  It  becomes,  however,  greater 
rhen  iron  objects  are  suspended  in  the  bath,  and  still  greater 
^ith  zinc  surfaces  which  are  to  be  nickeled,  because  with  the 
Dlutions  here  in  question,  zinc  possesses  towards  nickel  an 
ssentially  higher  potential.  Now,  since  the  counter-current 
flows  in  a  direction  opposite  to  that  of  the  current  intro- 
uced  at  the  bath,  the  latter  is  weakened,  and  the  more  so  the 
ronger  the  counter-current  is.  This  explains  why  iron  re- 
quires a  stronger  current  for  nickeling  than  copper-alloys,  and 
Kinc  a  stronger  one  than  iron. 
Now  it  may  happen  that  the  counter-current  becomes  so 
trong  as  to  entirely  check  the  effect  of  the  main  current,  and 
even  to  reverse  the  latter,  the  consequence  being  that»  in  the 
rst  case,  the  formation  of  the  deposit  is  interrupted,  and,  in 
e  latter,  that  the  deposit  is  again  destroyed,  and  the  metals 
of  which  the  articles  consist  dissolve  and  contaminate  and  spoil 
the  bath.  To  avoid  this,  a  main  current  must  be  conducted 
into  the  bath,  which,  by  its  sufficiently  large  electro- motive 
force  can  overcome  the  counter-current,  and  the  consequences 
of  the  reversal  of  the  current  can  be  prevented  by  using  the 
galvanometer  and  observing  the  deflection  of  its  needle,  which 
(according  to  p.  146)  in  proper  time  indicates  the  appearance 
of  a  reversed  current.  Now  if  a  nickel-plater  has  only  a  slight 
current  at  his  disposal,  it  follows  'from  the  above  explanation 
that,  before  nickeling  the  more  electro-positive  metals,  such  as 
iron,  tin,  zinc,  it  is  best  first  to  copper  them*  and  thereby  over- 
come the  action  of  these  metallic  surfaces  as  regards  the  forma- 
tion of  the  counter-current. 
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It  happens  comparatively  seldom  that  the  counter-current 
becomes  so  strong  as  to  destroy  the  deposits  formed,  because 
for  nickeling  powerful  Bunsen  cells  with  two  acids,  or  a  dynamo 
with  at  least  4  volts*  impressed  electro-motive  force,  arc  gener- 
ally used.  It  is,  however,  well  to  acquaint  the  operator  with 
all  possible  contingencies,  and  to  explain  the  reason  why  the 
articles  are  preferably  covered  with  a  strong  current.  Sprague 
recommends  an  initial  current  of  5  volts'  electro- motive  force, 
but  In  most  cases  one  of  3.5  volts  suffices  for  nickeling  iron 
and  copper  alloys. 

Stripping  defective  nickeling.  Defective  nickeling  must,  as  a 
rule,  be  completely  removed  before  the  objects  can  be  re- 
nickeled^  since  the  second  deposit  adheres  bady  to  the  previous 
one,  especially  if  the  latter  has  become  dry.  The  removal  of  a 
nickel-deposit  is  in  most  cases  a  disagreeable  labor,  which, 
however,  can  most  assuredly  be  saved  if  the  utmost  care  and 
painstaking  cleanliness  are  observed  in  freeing  the  articles  from 
grease,  and  in  regulating  the  current.  For  the  removal  of  the 
nickel  coating  the  following  stripping  acid,  which  may  be  used 
either  cold  or  tepid,  has  been  recommended :  Sulphuric  acid 
of  66^  Be.t  4  lbs.;  nitric  acid  of  40  Be.,  1  lb.;  water  about 
I  pint.  First  put  the  water  in  a  stoneware  jar  and  cautiously 
add.  a  little  at  a  time»  the  sulphuric  acid,  since  considerable 
heat  is  generated  when  this  acid  ts  mixed  with  water.  When 
the  entire  quantity  of  sulphuric  acid  has  been  added,  pour  in 
the  nitric  acid,  when  the  bath  is  ready  for  use.  In  making  up 
the  stripping  bath,  the  proportions  of  the  acids  may  be  varied, 
but  the  foregoing  will  be  found  to  answer  every  purpose.  An 
addition  of  8  ozs.  of  potassium  nitrate  to  the  bath  has  also  been 
recommended. 

When  stripping  nickel-plated  articles  in  the  above  bath  it  is 
necessary  to  watch  the  operation  attentively,  since  some  articles 
are  very  lightly  coated  and  a  momentary  dip  is  frequently 
sufficient  to  deprive  them  of  their  nickel.  Other  articles  which 
have  been  thoroughly  well  nickeled,  but  require  from  some 
accidental  cause  to  be  stripped  and  re-nickeled,  will  need  im- 
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mersion  for  several  minutes — indeed  well-nickeled  articles  may 
occupy  nearly  half  an  hour  in  stripping  before  the  underlying 
surface  is  entirely  bare.  The  operation  of  stripping  should  be 
conducted  in  the  open  air,  or  in  a  fire-place,  so  that  the  acid 
fumes,  which  are  very  pernicious,  can  escape  freely.  The 
articles  should  be  attached  to  a  stout  copper  wire,  and  after  a 
few  nioments'  immersion  should  be  removed  from  the  bath  to 
see  how  the  operation  progresses,  it  being  absolutely  necessary 
lat  the  %vork  should  not  remain  in  the  stripping  solution  one 
istant  after  the  nickel  is  removed.  The  object  is  then  trans- 
ferred to  a  large  volume  of  cold  water,  and  after  washing  twice 
Lnpr  three  times  in  fresh  water  is  ready  for  the  subsequent  stages 
^■rf  the  process.  When  stripping  has  been  properly  effected, 
^Hie  underlying  metal  exhibits  a  bright,  smooth  surface,  giving 
^■ttfe  evidence  of  the  mixture  having  acted  upon  it. 

Many  platers^  however,  prefer  to  remove  the  nickel-coating 
mechanically  by  brushing  with  emery.  From  depressions  it  is 
as  much  as  possible  removed  with  the  brush,  after  which  the 
object  is  freed  from  grease  and  pickled,  and  coppered  before 
ickeling.  In  this  case  the  layer  of  copper  serves  for  cement- 
[g  together  the  old  and  new  deposits,  and  there  will  be  no 
lOger  of  the  new  deposit  peeling  off  in  polishing. 
It  has  also  been  proposed  to  strip  by  electrolysis  by  making 
le  object  the  anode  in  an  old  nickel  bath.  Attention  is 
equally  necessary  in  conducting  this  process  to  guard  against 

tiy  attack  upon  the  basis-metal ;  but  since  it  is  impossible  to 
event  all  action,  no  bath  which  is  to  be  afterwards  employed 
r  depositing  the  metal  should  be  used  for  this  purpose,  as  it 
will  become  gradually  charged  with  impurities,  A  lO  per 
cent,  solution  of  sulphuric  acid  in  water  may  be  equally  readily 
adapted  to  the  electrolytic  stripping. 

As  a  remedy  against   the  yellowish   tone  of   the  nickeling, 
^lanhauser  recommends  suspending  the  nickeled  articles,  im- 
mediately after  taking  them  from  the  nickel  bath,  as  anodes  in 
nickel  bath  acidulated  with  citric  or  hydrochloric  acid»  a  piece 
sheet  nickel  serving  as  the  cathode,  and  to  allow  the  current 
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to  act  for  a  few  seconds.  It  is  claimed  that  thereby  the  basic 
ttickel  salts  separated  together  with  the  nickel,  and  to  which, 
4KCOfdiAg  to  Pfanhauser,  the  yellowish  tinge  is  due,  arc  dis- 
solved, and  the  nickeling  will  show  a  pure  white  tone. 

DtUdift  nickfltng.  The  following  is  a  brief  resume  of  the 
principal  defects  which  may  occur  in  nickeling,  as  well  as  the 
means  of  avoiding  them: 

1 .  The  articles  do  not  become  coated  with  nickel,  but  acquire 
liscolorcd,  generally  darker,  tones.  Reason  :  The  current  is 
fither  too  feeble  to  effect  the  reduction  of  nickel,  and  the  col- 
oration is  due  to  the  chemical  action  of  the  nickel  solution  upon 
the  metals  constituting  the  objects.  This  phenomenon  Js  fre- 
quently observed  in  nickeling  zinc  articles.  Remedy :  Increase 
the  current  or  diminish  the  area  of  suspended  objects;  also 
examine  whether  the  current  actually  passes  into  the  bath^ 
otherwise  clean  the  places  of  contact. 

2,  A  deposition  of  nickel  takes  place,  but  it  is  dark  or  spotted 
or  marbled,  even  with  a  sufficiently  strong  current.  Reasons: 
The  bath  is  either  alkaline,  which  has  to  be  ascertained  by  test- 
ing with  litmus*paper,  and,  if  so,  the  slightly  acid  reaction  of 
the  bath  has  to  be  restored  by  the  addition  of  a  suitable  acid ; 
or,  the  bath  is  too  concentrated,  in  which  case  a  separation  of 
crystals  will  be  observed — this  is  remedied  by  diluting  with 
water;  or,  the  nickel  solution  is  very  poor  in  metal,  which  can 
be  remedied  by  the  addition  of  nickel  salt;  it  should  also  be 
tested  as  to  the  admixture  of  copper,  the  production  of  dark 
tones  being  frequently  due  to  this — ^in  this  case  the  bath  is 
allowed  to  work  for  some  time,  and  if  the  content  of  copper  is 
inconsiderable  a  white  deposit  will  soon  be  obtained ;  or,  the 
cleaning  and  pickling  of  the  articles  have  not  been  thoroughly 
done,  which  is  remedied  by  again  cleaning  them;  or^  the  con- 
ducting power  of  the  bath  is  insufficient,  which  is  remedied  by 
the  addition  of  a  suitable  conducting  salt. 

When  freshly-prepared  baths  yield  dark  nickeling,  it  can  gen- 
erally be  remedied  by  working  the  bath  two  or  three  hours,  if 
it  is  not  over-concentrated  and  the  cause,  as  above-mentioned. 
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has  to  be  looked  for  in  a  small  content  of  copper  in  the  nickel 
salt. 

3.  A  yellowish  tinge  of  the  nickeling.  Reason  :  Alkalinity 
of  the  bath.  Remedy :  See  under  2;  or,  with  cast-iron,  an  in- 
sufficient metallic  surface,  which  is  remedied  by  repeating  the 
scratch-brushing;  or,  unsuitable  composition  of  the  bath. 

4.  The  objects  rapidly  acquire  a  white  deposit  of  nickel,  but 
the  color  soon  changes  to  a  dull  gray-black,  especially  on  the 
lower  edges  and  corners.  Reason :  Too  strong  a  current. 
Remediet :  Regulating  the  current,  or  suspending  more  objects, 
or  uncoupling  elements.     Frequent  turning  of  the  articles. 

5.  The  nickeling  is  white,  but  readily  peels  off  by  scratching 
with  the  finger  nail,  or  by  the  action  of  the  polishing  wheel. 
Reasons :  The  current  is  too  strong,  which  is  remedied  as  under 
4;  ar,  the  bath  is  too  acid — this  is  remedied  by  the  addition  of 
ammonia,  potassium  carbonate,  or  nickel  carbonate,  according 

o  the  composition  of  the  bath ;  or,  frtshiy-prepared  nickel  bath 
r  (reshly-made  additions,  this  being  remedied  by  working  the 
bath  ajid  by  ver>'  careful  regulation  of  the  current  in  nickeling 
during  the  first  days;  or,  insufficient  cleaning  and  pickling, 
which  is  remedied  by  tliorough  cleaning  after  removing  the 
efectivc  deposit,  or,  if  it  cannot  be  entirely  removed,  copper- 
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6.  Though  nickeling  may  proceed  in  a  regular  manner,  some 
places  remain  free  from  deposit.  Reasons :  Either  the  surfaces 
of  some  of  the  objects  touch  one  another ;  or,  are  stained  by 

aving  been  touched   with  dirty  fingers ;   or,  air  bubbles  are 
closed  in  cavities.     Remedy :  Removal  of  the  causes. 

7.  The  deposit  appears  with  small  holes.  Reason :  A  de- 
posit of  particles  of  dust  upon  the  objects.  Remedy  :  Remove 
the  dust  from  the  surface.  When  there  is  a  general  turbidity 
of  the  bath  in  consequence  of  alkalinity,  add  the  most  suitable 

cid,  and  boil  and  filter  the  bath  ;  or,  insufficient  removal  of  gas 
ubblcs  from  the  objects.     Remedy:  Shake  the  object- rods  by 
blows  with  the  finger. 

8.  Deposition  takes  place  promptly  upon  the  portions  of  the 
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objects  next  to  the  anodes,  while  deeper  portions  remain  free 

from  nickel  or  become  black.  Reason:  Too  slight  a  distance 
of  the  objects  from  the  anodes.  Remedy:  Increasing  the  dis- 
tance ;   with  large  depressions,  treatment  with  the  hand-anode. 

Refreshing  nickel  baths, — According  to  their  composition, 
the  amount  of  work  performed,  and  the  anodes  used,  the  baths 
will  in  a  shorter  or  longer  time  require  certain  additions  in 
order  to  keep  their  action  constant.  By  *'  refreshing  "  is  not 
understood  the  small  addition  of  acid  or  alkali  from  time  to 
time  required  for  restoring  the  original  reaction  of  the  baths, 
but  additions  intended  to  increase  the  metallic  content  and  the 
diminished  conductivity. 

The  metallic  content  is  increased  by  boiling  the  bath  with 
some  of  the  nickel  salt  used  in  its  preparation,  while  the  con- 
ductivity is  improved  by  adding,  at  the  same  time,  so  much 
conducting  salt  as  is  necessary  to  restore  the  electro* motive 
force  originally  required.  Nothing  definite  can,  of  course,  be 
said  in  regard  to  the  quantity  of  such  additions,  it  being  advis- 
able to  observe  their  effect  on  a  small  portion  of  the  bath,  so  as 
to  be  sure  not  to  spoil  the  entire  bath. 

Nickel  baths  bear,  as  a  rule,  refreshing  several  times,  but  as 
in  the  course  of  time  they  take  up  impurities,  even  when  the 
greatest  care  is  exercised,  it  is  best  to  refresh  them  at  the 
utmost  twice,  and  then  to  renew  them  entirely. 

The  treatment  of  the  articles  after  nickeling,  as*  well  as  after 
all  electro-plating  processes,  has  already  been  described,  and 
it  is  only  necessary  here  to  refer  again  to  the  fact,  that  with 
articles  of  iron  and  steel,  immersion  in  boiling  water  before 
drying  in  sawdust  is  absolutely  necessary,  and  subsequent 
drying  in  a  drying  chamber  is  also  a  great  safeguard  as  regards 
stability  and  protection  against  rust. 

Nickel  deposits  are  polished  upon  felt  wheels  or  bobs  of  cloth, 
muslin  or  flannel,  with  the  use  of  Vienna  lime,  rouge,  Victor 
white  polish,  etc.  (See  "  Polishing,'*  p.  21S.)  To  give  the 
objects  the  highest  luster  possible,  it  is  advisable  finally  to 
polish  them  upon  a  woolen  brush  with  dry  Vienna  lime. 
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Sharp  edges,  corners  and  raised  portions  should  be  held  only 
with  slight  pressure  against  the  polishing  wheels,  they  being 
snore  strongly  attacked  by  them  than  flat  surfaces.  The  latter 
can  stand  a  stronger  pressure  without  fear  of  cutting  through 
the  deposit,  provided  the  latter  is  of  sufficient  thickness  and 
hardness. 

Knife  blades  and  surgical  instruments  with  sharp  edges  re- 
quire special  care  in  polishing,  which  will  later  on  be  referred  to. 
Cleansing  polished  objects.  After  polishing,  the  nickeled  ob- 
jects, especially  those  with  depressions,  have  to  be  freed  from 
polishing  dirt  by  brushing  with  hot  soap-water,  or  dilute  hot 
caustic  lye,  or  benzine,  then  rinsed  in  hot  water  and  dried  in 
clean,  fine  sawdust. 

Calculation  of  the  nickeling  operation.     Many  inquiries  re- 
garding the  mode  of  calculating  the  price  to  be  charged  for 
nickeling  objects  give  rise  to  the  following  remarks:   If    the 
amc  article  with    the    same  definite   surface  is  always  to  be 
ickelcd,  the  calculation  is  quite  simple.     From  the  current- 
strength  and  the  time  required  for  nickelings  the  weight  of  the 
nickel-deposit  can  be  readily  determined  by  keeping  in  view 
that   I  ampere  theoretically  deposits  in  i   hour  \.\  gramme  of 
ickel,  or  about  i  gramme  if  the  current  output  be  taken  into 
consideration.     The  value  of  the  ascertained  weight  has  to  be 
determined  by  taking  the  cost  of  the  anodes  as  the  basis,  and 

Ilrom  this  is  calculated  the  constant  price  of  the  separate  piece. 
^o  this  has  to  be  added  the  wages  for  grinding,  polishing  and 
jBtckeling,  as  well  as  the  amount  of  power  required,  which,. 
according  to  the  motors  in  use,  has  to  be  established  by  a 
fecial  calculation  \  further,  the  materials  used  for  grinding,, 
polishing,  freeing  from  grease,  etc.,  and  a  certain  profit. 
However,  in  most  cases  it  is  scarcely  possible  to  make  such 

Pkietailed  calculations  in  electro-plating  establishments  in  which 
the  most  diverse  objects  have  to  be  nickeled,  because,  on  the 
one  hand,  the  determination  of  the  surface  of  the  separate 
objects  would  be  difBcult  and  time-consuming,  and  on  the 
other,  it  would   be  very  troublesome,   in   consequence  of  the 
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change  of  the  object-surfaces  in  the  bath,  to  keep  an  accurate 
account  of  the  current* strength  and  time  required  for  the 
separate  objects. 

To  attain  the  object,  it  has  in  practice  proved  the  simplest 
plan  to  take  as  a  basis  the  wages  paid  to  the  grinder  and 
polisher,  and  multiply  them  by  4,  in  order  to  obtain  the  selling 
price  of  the  work  furnished.  The  selling  value  thus  deter- 
mined includes  all  expenses  and  a  fair  profit.  Somewhat  more 
will  have  to  be  allowed  for  particularly  complicated  objects 
which  require  assistance  with  the  hand-anode.  This  mode  of 
calculation  has  on  the  whole  been  found  to  answer  for  solid, 
heavy  nickeling.  For  light  nickeling — coloring  white  in  the 
nickel  bath — the  selling  value  might  be  too  high.  An  extra 
charge  will  of  course  have  to  be  made  for  repairing  articles 
which  are  received  for  nickeling. 

When  objects  already  ground  and  polished  are  sent  in  to  be 
nickeled,  the  above-mentioned  mode  oi  calculation  is  of  course 
not  applicable.  In  that  case  it  has  to  be  calculated  how  much 
a  charge  oi  a  bath  must  bring,  in  order  to  cover  expenses  and 
a  certain  profit,  and  from  that  the  approximate  selling  value  of 
the  nickeling  work  may  be  determined. 

Nickeling  small  and  cheap  objects  in  large  quantities.  This  is 
effected  by  stringing  the  objects,  if  feasible^  upon  a  copper  wire, 
and  placing  a  large  glass  bead  between  every  two  objects,  to 
prevent  the  surfaces  from  sticking  together  in  the  bath.  Such 
objects  being  generally  only  slightly  nickeled,  it  suffices  to 
allow  them  to  remain  for  a  few  minutes  only  in  the  bath  with  a 
strong  current,  it  being  advisable  to  diligently  shake  the  bun- 
dles in  order  to  effect  a  change  of  position  of  the  objects  and 
prevent  their  touching  one  another,  notwithstanding  the  glass 
bead  placed  between  them. 

Very  small  objects,  such  as  rivets,  pins,  etc.,  which  cannot  be 
strung  upon  wire,  are  nickeled  in  dipping  baskets  of  stone  ware 
or  wire.  To  the  bottom  of  the  dipping  basket  is  secured  a 
copper  or  brass  wire,  which  is  connected  with  the  object-rod, 
and  the  articles,  not  too  many  at  a  time,  are  then  placed  in  the 
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basket.     During  the  operation  the  articles  must  be  constantly 

laketi,  and  as  nickel  baths^  as  a  rule,  do  not  conduct  sufli' 
:iently  well  to  properly  nickel  the  objects  in  the  basket,  it  is 

Ivisable  to  hold  with  one  hand  an  anode,  connected  by  a 
Icxible  wire  with  the  anode-rod,  in  the  basket,  while  the  other 
id   holds  the   basket  (Fig.  121)  and  constantly  shakes  and 

irns  it.     For  nickehng  in  the  dipping  basket  it  is  further  ad- 

jable  to  heat  the  nickel  bath. 

Fi*j.  121. 


In  place  of  a  stoneware  dipping  basket,  a  basket  tray  of 
^rass  wire,  Fig.  122,  to  which  are  soldered  two  copper  wires 
>r  suspending  it  to  the  object- rod»  may  preferably  be  used, 
^rom  the  soldered  places  a  few  copper  wires  extend  to  the 
►ttom  of  the  basket.  To  prevent  the  basket  from  becoming 
►vered  with  nickel  it  is  coated  with  asphalt  varnish.  At  a 
listance  of  about  2j4  to  3  inches  below  the  basket  an  anode  is 
Tanged  in  horizontal  position,  while  with  one  hand  a  hand- 
"anode  is  held  over  the  small  articles  in  the  basket.  By  this 
'rangement  a  thicker  deposit  is  more  rapidly  obtained,  especi- 
19 
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ally  if,  with  the  other  hand,  the  articles  are  constantly  stirred 
by  means  of  a  glass  or  wooden  rod. 

Warren  has  described  a  solution  of  nickel  and  one  of  cobalt 
which  can  be  decomposed  in  a  simple  cell  apparatus.  With 
the  nickel  solution,  which  was  prepared  by  dissolving  I  CO  parts 
by  weight  of  nickel  chloride  in  as  little  water  as  possible  and 
mixing  with  a  concentrated  solution  of  500  parts  of  Rochelle 
salts»  no  satisfactory  results  could  be  obtained.  The  cobalt 
solution  however  yielded  good  results,  and  would  seem  to  be 
suitable  for  electro-plating  small  objects  in  large  quantities.  It 
will  be  further  referred  to  under  "Deposition  of  Cobalt." 

Fig.  122. 


In  the  last  few  years  a  number  of  contrivances  for  electro- 
plating small  articles  in  large  quantities  have  been  patented, 
the  articles  to  be  plated  being,  as  a  rule,  contained  in  a  revolv- 
ing perforated  drum.  The  drums  of  some  of  the  contrivances 
are  constructed  of  non-conducting  material  so  that  the  articles 
receive  the  current  through  copper  or  other  metallic  strips^ 
which  are  secured  in  the  inside  walls  of  the  drums,  and  are 
brought  in  various  ways  in  contact  with  the  source  of  current. 
In  other  contrivances,  for  instance,  the  apparatus  of  Smith  & 
Deakin,  metallic  pins  capable  of  being  turned  around  the  shaft, 
which  is  in  contact  with  the  negative  pole  of  the  source  of 
current,  reach  to  the  layer  of  articles  in  the  drum,  and  effect 
the  re-transmission  of  the  current.  Since  in  the  contrivances 
mentioned  the  anodes  are  placed  outside  of  the  drum,  and  the 
latter  acts  as  a  diaphragm  with  great  resistance,  a  very  high 
electro-motive  force  is  required  for  the  pioduction  of  the  de- 
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posit,  independent  of  the  fact  that  the  articles  being  in  constant 
motion  already  require  an  essentially  higher  electro-motive 
force. 

In  another  class  of  apparatus,  the  six  or  eight-cornered  drum 
is  constructed  of  the  same  metal  which  is  to  be  deposited. 
Every  metal  plate  forming  one  side  is  insulated  from  the  next 
plate.  The  plates  which,  while  the  drum  is  revolving,  occupy 
the  lowest  position  and  upon  which  the  articles  for  the  time 
being  rest,  arc  brought  into  contact  with  the  negative  pole  of 
the  source  of  current  by  a  commutator  of  special  construction, 
while  the  positive  current  is  carried  to  the  plates  occupying  a 
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Iigher   position,  they  thus  acting  as  anodes.     In   this  type  of 
apparatus  the  high  resistance  due  to  the  arrangement  of  the 

[nodes  on  the  outside  is  overcome,  but  the  commutator  with 
le  sliding  contact  constitutes  a  very  sensitive  part  of  the 
instruction. 

Fig.  123  shows  the  improved  mechanical  electro-plating 
rparatus  patented  and  manufactured  by  Hanson  &  Van 
'inkle  Co.,  Newark^  N.  J.     The  apparatus  complete  consists 
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of  wood  tank,  revolving  plating  barrel,  all  necessary  rods  and 
connections  and  a  special  patent  countershaft.  Both  the 
electrical  and  mechanical  features  hav^e  received  close  attention 
and  have  been  much  simplified.  The  barrel  is  entirely  sub- 
merged, thus  permitting  a  much  larger  quantity  of  work  in 
each  batch.  The  drive  is  from  the  outside,  thus  avoiding  the 
use  of  belts  running  in  the  solution.     Two  speeds  are  provided 

Fig.  124. 


for.     The  barrel  is  removable  at  any  time  without  throwing  o! 
the  belt  or  interfering  with  the  drive. 

In  connection  with  this  apparatu.i  the  use  of  patent  curved 
elliptic  anodes,  as  shown  in  the  illustration  is  recommended. 
The  anode  is  curved  to  fit  the  periphery  of  the  revolving  bar- 
rel, and  when  an  anode  is  hung  on  each  side  of  the  tank,  the 
barrel  holding  the  work  is  equidistant  at  all  times  from  the 
anode;  hence  a  regular  and  even  deposit  is  obtained.  These 
anodes  are  cast  in  all  metals  with  square  copper  hooks  at- 
tached. 
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A  mechanical  plating  apparatus  patented  and  manufactured 
y  Ziicker  8l  Levett  &  Loeb  Co.,  New  York,  is  brought  into 
ommerce  under  the  name  of  the  rotoplatcr^  Fig.  124.  It  con- 
sts  of  a  wooden  tank  to  hold  the  solution  and  anodes,  also  a 
exagonal  cylinder,  which  contains  the  work  to  be  plated, 
he  cylinder  is  provided  with  sHding  perforated  panels  of  wood 
r  hard  rubber,  and  is  revolved  slowly  in  the  solution  by  means 
I  a  belt  running  from  the  ordinary  form  of  counter-shaft.  The 
linder  is  also  fitted  with  a  crank  and  gear  by  which  it  is 
ed  clear  of  the  solution  when  receiving  or  discharging  work, 
d  this  device  acts  without  interfering  in  any  way  with  the 
rive,  and  at  the  same  time  dispenses  with  the  need  for  an 
verhead  hoist.  The  machine  is  entirely  self-contained,  and 
eeds  only  to  be  placed  in  position  and  connected  with  the 
ynamo  and  countershaft  to  be  ready  for  use.  Curved  anodes 
re  used,  so  that  the  work  and  the  anode  surface  are  equi- 
istant  at  all  times. 

The  above-described  mechanical  electro-plating  devices  are 
qually  well  adapted  for  zincking  articles  in  large  quantities^ 
uch  as  screws,  nails,  rivets,  etc.,  as  well  as  for  brassing, 
ppering.  etc. 

Nickeling  sheet-sine.  The  nickeling  of  sheet-zinc  has  been 
rrounded  with  a  great  deal  of  mystery  by  those  engaged  in 
manufacture,  which  may,  perhaps,  be  e.xcusablc  on  the 
ground  that  there  is  scarcely  another  branch  of  the  electro- 
lating  industry  in  which  experience  had  to  be  acquired  at  the 
lacrifice  of  so  much  money  and  time  as  in  this.  Nevertheless. 
the  nickeling  of  sheet- zinc  makes  no  greater  demand  on  the  in- 
telligence of  the  operator  than  any  other  electro-plating  process, 
it  requiring  only  an  accurate  consideration  of  the  relations  of 
the  electric  behavior  of  zinc  towards  nickel;  consequently,  a 
knowledge  of  the  strength  of  the  counter-current  and  of  the 
emical  behavior  of  zinc  towards  the  nickel  solution,  which 
ay  readily  dissolve  the  zinc  ;  further,  a  correct  estimation  of 
the  proper  current-strength  required  for  a  determined  zinc  sur- 
face, as  well  as  of  the  proper  anode-surface,  and  the  most  suit- 
able composition  and  treatment  of  the  nickel  baths. 
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With  due  observation  of  these  conditions,  the  nickeling  of 
sheet-zinc  is  accomplished  as  readily  as  that  of  other  metals ; 
and  the  suggestions  to  first  cover  the  sheets  in  a  bath  with  a 
strong  current,  and  finish  nickeling  with  a  weaker  current,  or  to 
amalgamate  the  zinc  before  nickeling,  need  not  be  considered. 

Below  the  conditions  required  for  nickeling  sheet-zinCj  and 
the  execution  of  the  process  itself,  together  with  the  pre- 
liminary and  final  polishing  of  the  sheets,  will  be  found  fully 
described. 

The  preliminary  grinding  or  polishing  is  effected  upon  broad 
cloth  wheels  (buffs)  formed  of  separate  pieces  of  cloth.  The 
polishing  lathes  run  with  thetr  points  in  movable  bearings  se- 
cured in  a  hanging  cast-iron  frame  by  a  set  screw  and  safety 
keys,  or  preferably  as  shown  in  Fig.  io6,  since  with  this  con- 
struction an  injury  to  the  grinder  by  the  lathe  jumping  out  is 
impossible. 

The  bobs,  when  new,  have  on  an  average  a  diameter  of  12  to 
16  inches,  and  a  width  of  5  J'^  to  8  inches.  The  principal  point 
in  the  construction  of  these  bobs  is  uniform  weight  on  all  sides, 
quiet  running  and  the  possibility  of  a  good  polish  without 
great  exertion  depending  on  this.  Bobs  not  well  balanced  run 
unsteadily  and  jump,  thereby  producing  fine  scratches  upon  the 
sheet.  The  bobs  are  constructed  as  follows :  A  square  piece 
of  cloth  if  folded  fourfold  and  the  closed  point  cut  off  with  a 
pair  of  scissors,  so  that  on  unfolding  the  cloth,  the  hole  produced 
by  the  cut  is  exactly  in  the  center  of  the  cloth  disk.  According 
to  the  diameter  of  the  spindle  more  or  less  is  cut  away,  but  in 
every  case  just  sufficient  for  the  piece  of  cloth  to  be  conven- 
iently pushed  upon  the  spmdle.  The  latter,  which  is  provided 
with  a  pulley  and  a  hoop  against  which  the  pieces  of  cloth  fix 
themselves,  as  well  as  with  a  nut  and  screw  for  securing  them,  is 
vertically  fastened  in  a  vise,  and  the  separate  pieces  of  cloth  are 
pushed  upon  it  so  that  the  second  piece  placed  in  position 
forms  an  angle  of  about  30°  (Fig.  125)  with  the  first,  the 
operation  being  thus  continued  until  the  bob  has  the  desired 
width.     Next  a  small,  but  very  strong  iron  disk  is  laid  upon 
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the  cloth  bob,  and  the  separate  pieces  are  pressed  together  as 

firmly  as  possible  with  the  screw.     The 

spindle  is  then  placed  in  the  bearings,  and 

after  adjusting  the  belt  upon  the  pulley  the 

bob  is  revolved,  a  sharp  knife  being  held 

against  it  to  remove  the  projecting  corners. 

In    polishing   sheel-zinc    the    bobs    make 

2,200  to   2,500    revolutions    per    minute, 

according    to    whether    finely    rolled     or 

Tougher  sheets  are  to  be  polished. 

For  the  purpose  of  preparatory  polishing,  the  operator  places 
the  sheet  upon  a  support  of  hard  wood  of  the  same  size  and 
lorni  as  the  sheet,  and  grasps  the  two  corners  of  the  sheet 
nearest  to  his  body,  together  with  the  support,  with  the  hands, 
applying  with  the  balls  of  the  hands  the  necessary  pressure  to 
hold  the  sheet  upon  the  support.  The  lower  half  of  the  sheet, 
that  furthest  from  the  body,  rests  upon  the  knees  of  the  opera- 
|tor,  and  with  them  he  presses  the  sheet  against  the  polishing 
wheel,  constantly  moving  at  the  same  time,  and  at  not  too  slow 
a  rate,  the  knees  from  the  right  to  the  left,  then  from  the  left  to 
the  right,  and  so  on.  Previous  to  polishing,  a  streak  of  oil 
ibout  two  inches  wide  is  applied  by  means  of  a  brush  to  the 
center  of  the  sheet  in  the  visual  line  of  the  operator,  and  the 
revolving  bob  is  impregnated  with  Vienna  lime  by  holding  a 
large  piece  of  it  against  it,  when  polishing  of  the  lower  portion 

I  of  the  sheet  begins.  When  about  f  of  the  surface  has  thus 
been  polished,  the  sheet  is  turned  round  and  the  remaining 
portion  subjected  to  the  same  process.  The  sheet  is  then 
closely  inspected  to  see  whether  there  are  still  dirty  or  dull 
places,  and,  if  such  be  the  case,  it  is  polished  once  more,  after 
moistening  it  with  some  oil  and  again  impregnating  the  bob 
with  Vienna  lime.  The  sheet  being  sufficiently  polished,  the 
oil  and  polishing  dirt  are  removed  by  dry  polishing,  after  pro- 
viding the  bob  with  sufficient  V^ienna  lime,  so  that  the  sheets 
when  finished  show  no  streaks  of  dirt  or  oil. 

Sheets  50x50,  100x50,  and  also   150x50  centimeters,  can 
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in  this  manner  be  readily  polished,  but  it  is  a  difficult  feat, 
mostly  subject  to  the  risk  of  producing  bent  places,  to  polish 
sheets  6  feet  long  upon  the  knees.  Numerous  attempts  have 
therefore  been  made  to  construct  automatic  machines  for  con- 
veniently polishing  sheets  T2  or  more  feet  long. 

Several  such  automatic  polishing  machines  have  been  de- 
scribed and  illustrated  in  the  fifth  edition  of  this  book,  but, 
while  they  furnish  a  quite  good  polish,  they  have,  on  the  one 
liaiul,  the  drawback  that  thin  sheets  are  readily  creased  or 
wound  around  the  polishing  roll,  and,  on  the  other  hand,  that 
the  sheets  are  with  great  violence  thrown  out  by  the  polishing 
roll  if  this  is  not  prevented  by  placing  another  sheet  over  a 
portion  of  the  sheet  to  be  polished,  and  passing  it  together 
with  the  latter  under  the  roll.  This,  however,  has  the  draw- 
back tliat  the  covered  portion  of  the  first  sheet  Is  not  polished, 
and  has  to  be  again  passed  under  the  polishing  roll,  and  the 
place  where  the  edge  of  the  second  sheet  has  rested  upon  the 
first  sheet  shows  a  mark  formed  by  pressure,  which,  as  a  rulcr 
is  not  dcsirable. 

Thc  polishing  machine  constructed  according  to  the  patent 
of  Hille  and  Midler  *  avoids  the  above-mentioned  drawbacks 
by  obliquely  standing  polishing  rolls.  In  Koffler's  j  construe- 
htion  two  polishing  rolls  move  in  opposite  directions.  The 
ihects  are  pressed  against  the  rolls  by  an  oscillating  table  so 
that  first  one  and  then  the  other  portion  of  the  table  is  alter- 
nately advanced  towards  the  corresponding  polishing  roll. 

In  the  construction  patented  by  Dr.  Langbein  &  Co..  the 
drawbacks  of  throwing  out  and  crumpling  the  sheets  is  over- 
come by  the  arrangement  of  two  polishing  bobs,  which  alter- 
nately stand  still  and  revolve,  however,  in  opposite  directions. 
The  table  consists  of  two  movable  halves;  while  one  of  the 
halves,  in  an  elevated  position,  presses  the  sheet  carried  by  the 
transport-rulls  against  the  revolving  polishing  bob,  the  other 
halt    is    lowered    and    its    polishing   bob    remains    stationary. 


•  German  patcot,  497 j6. 


t  Gennan  patent,  S^^ 
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^hcn   a  certain   length   of  the  sheet   has  been  polished  the 
rcond  polishing  bob  revolving  in  an  opposite  direction  is  put 
action,  a  constant  stretching  of  the  sheet  being  thereby 
iffected. 

Freeing  sine  sheets  from  grease.     This  is  best  effected  in  two 
operations,  first  dry  and  then  wet.     For  the  dry  process  use  a 
\ry  soft  piece  of  cloth  and,  after  dipping  it  in  Vienna  limCr 
ry   finely   pulverized  and  passed  through   a  hair  sieve,  rub 
>ver  the  sheet  in  the  direction  of  a  right  angle  to  the  polishing 
ktreaks,  applying  a  very  gentle  pressure.     For  the  wet  process, 
lip  a  moist  piece  of  cloth,  or  a  soft  sponge  free  from  sand,  into 
paste  of  impalpable  Vienna  lime,  whiting  and  water,  and  go 
irefuUy  over  the  sheet  so  that  no  place  remains  untouched. 
icn  rinse  the  sheet  under  a  powerful  jet  of  water,  best  under 
rose,  being  particularly  careful  to  remove  all  the  lime,  going 
"over  the  sheet,    if   necessary,  with    a   soft,  wet   rag,  and   ob- 
serving whether  all  parts  appear  evenly  moistened.     If  such  be 
the  case,  cleaning  is  complete,  otherwise  the  sheet  has  to  be 
once  more  treated  with  lime. 
If  the  sheets  are  to  be  nickeled  on  only  one  side,  two  of  them 
re  placed  together  with  their  unpolished  sides  and  fastened  on 
le  two  upper  corners  with  binding  screws  to  which  is  soldered 
copper  strip  about  0.39  inch  wide,  by  which  they  are  sus- 
'nded  to  the  conducting  rods.     Plating  is  then  at  once  pro- 
reded  with,  without  allowing  the  sheets  to  remain  exposed  to 
le  air  longer  than  is  absolutely  necessary.     Special  care  must 
had  that  the  lime  does  not  dry,  as  this  would  produce  stains. 
With  sheets  50  x  50  centimeters,  two  binding  screws  suffice 
►r  suspending  the  sheets  to  the  conducting  rods.     With  sheets 
00  centimeters  long,  three  binding  screws  are  generally  used,, 
with  sheets  150  centimeters  long,  five,  and  with  lengths  of  200 
centimeters,  six,  or  more,  so  that  the  current  required  for  nick- 
^Kling  finds  a  sufficient  cross-section. 

^H  Some  manufacturers  nickel  the  cleansed  sheet  without  pre- 

^^ous  coppering  or  brassing,  and  claim  special  advantages  for 

such  direct  nickeling.     This  may  be  done  with  a  bath  of  nickel 
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sulphate  and  potassium  citrate  without,  or  with  a  greater  or 
smaller  addition  of  ammonium  chloride,  according  to  the  surface 
to  be  aickcled  and  the  intensity  of  current  at  disposal.  How- 
ever, sheet-zinc  directly  nickeled  does  not  show  the  warm,  full 
tone  of  sheets  previously  coppered  or  brassed ;  besides,  direct 
nickeling  requires  a  far  more  powerful  current,  so  that  it  is  not 
even  more  economical 

For  the  nickeling  process  itself,  it  is  indift'erent  whether  the 
sheets  are  previously  coppered  or  brassed,  but  the  choice  be- 
tween the  two  is  controlled  by  a  few  features  which  must  be 
mentioned.  The  nickel  deposit  upon  brassed  sheets  shows  a 
decidedly  whiter  tone  than  that  upon  coppered  sheets,  and 
brassing  would  deserve  the  preference  if  this  process  did  not 
require  extraordinarily  great  care  in  the  proper  treatment  of  the 
bath»  the  nickel  deposit  readily  peeling  off,  generally  in  the  bath 
itself,  which  seldom  or  never  occurs  with  coppered  sheet,  and 
then  may  generally  be  considered  due  to  insufficient  cleaning 
or  other  defective  manipulation. 

This  peeling-ofi*  of  the  nickel  deposit  may  be  prevented  by 
giving  due  consideration  to  the  conditions,  and  avoiding,  on  the 
one  hand,  too  large  an  excess  of  potassium  cyanide  in  the  brass 
bath»  and»  on  the  other,  by  regulating  the  current  so  that  no 
pale  yellow  or  greenish  brass  is  precipitated.  Since  nickeling 
with  a  strong  current  requires  only  a  few  minutes  for  a  deposit 
of  sufficient  thickness  capable  of  bearing  polishing,  it  is  gener- 
ally desired  to  brass  the  sheets  at  the  same  time,  so  that  the 
operation  may  proceed  rapidly  and  continuously.  To  do  this, 
a  very  powerful  current  has  to  be  conducted  into  the  brass  bath, 
the  result  being  that  a  deposit  with  a  larger  content  of  zinc  and 
a  correspondingly  lighter  color  is  formed,  but  also  with  a 
coarser,  less  adherent  structure,  and  this  is  the  principal  reason 
why  the  nickel  deposit,  together  with  the  brass  deposit,  peels 
ofif.  To  avoid  this,  the  brassing  must  be  done  with  a  current 
so  regulated  that  the  deposit  precipitates  uniformly,  adheres 
firmly,  and  is  not  porous;  the  correct  progress  of  the  operation 
is  recognized  by  the  color  being  more  like  tombac,  and  not 
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ale  yellow  or  greenish.     When  brass  has  to  be  done  quickly 

e  content  of  copper  in  the  brass  bath  must  be  increased  to 

uch  an  extent  that  a  powerful  current  produces  a  deposit  of 

e  above-mentioned  color,  and,  hence,  too  larjje  an  excess  of 

otassium  cyanide  must  be  strictly  avoided. 

It   will    be  seen    that   brassing    requires   a   certain  attention 

hich  is  not  necessary  in  coppering,  and  therefore  the  latter  is 

be  preferred. 

For  coppering,  one  of  the  baths,  formulas  III  to  VII,  given 
nder  *'  Deposition  of  Copper"  can  be  used,  to  which,  for  this 
pecial  purpose,  more  potassium  cyanide  may  be  added.  The 
eets  should  remain  in  this  bath  no  longer  than  required  to 
niformly  coat  them  with  a  beautiful  red  layer  of  copper,  and 
nder  no  circumstances  must  they  be  allowed  to  remain  until 
e  coppering  commences  to  become  dull  or  even  discolored. 
hey  should  come  from  the  bath  with  a  full,  or  at  least  half, 
ster. 

When  taken  from  the  copper  bath  the  sheets  are  thoroughly 

nsed  in  a  large  water  reservoir,  the  contents  of  which  must  be 

equently  renewed,  care    being    had    to  remove    any  copper 

olution  adhering  to  the  unpolished  sides  which  are  not  to  be 

nickeled,  since  that  would  soon  spoil    the  nickel  bath.     The 

beets  are  then  immediately  brought  into  the  nickel  bath,  it 

eing  best  to  suspend  two,  three,  or  four  oi  them  at  the  same 

time»  to  prevent  one  from  being  more  thickly  nickeled  than  the 

ther,  and  take  them  out  the  same  way.     In  suspending  the 

sheets  in  the  bath,  care  should  be  had  to  bring  them  as  soon  as 

possible  in  contact  with  the  conducting  rod,  a  neglect  of  this 

rule  being  apt  to  produce  blackish  streaks  and  stains. 

The  tanks  used  for  nickeling  sheet-zinc  are  generally  about 
feet  long  in  the  clear,  il^  feet  wideband  2y(  to  2^^  feet  deep* 
In  such  tanks  sheets  6>4  feet  long  and  I  j4   feet  wide  can  be 
conveniently  nickeled. 

With  the  use  of  a  nickel    bath  according  to  formula  VIM,  p. 

57,  for  nickeling  sheet-zinc,  the  most  suitable  electro-motive 

force  is  3.5  volts  and  i  ampere  current-density  per  square  deci- 
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meter,  in  order  to  obtain  in  three  minutes  an  effective  deposit. 
After  working  lor  some  time  this  bath  also  requires  a  stronger 
electro-motive  force* 

If  zinc  is  to  be  nickeled  in  baths  conducting  with  greater 
difficulty,  for  instance,  in  a  simple  solution  of  nickcUammon- 
ium  sulphate  without  the  addition  of  conducting  salts,  or  in 
baths  conducting  boric  acid,  L2  to  1.5  amperes  and  7  volts 
must  be  allowed  for  i  square  decimeter,  if  nickeling  Is  to  be 
effected  in  the  above-mentioned  space  of  time. 

For  nickeling  sheet-zinc,  rolled  anodes  are,  as  a  rule,  only 
used,  except  when  working  with  baths  containing  boric  acid« 
The  anode  surface  must  at  least  be  equal  to  that  of  the  zinc 
surface  The  distance  between  the  anodes  and  the  sheets 
should  be  from  3  to  3.VJ  inches,  and  when  the  currcnt-strcngth 
is  somewhat  scant  the  distance  may  be  reduced  to  2)^  inches. 
The  nickel  anodes  have  to  be  taken  from  the  bath  once  daily 
and  scoured  bright  with  scratch- brushes  and  sand.  For  the 
rest,  all  the  rules  given  for  nickel  anodes  are  valid. 

Baths  used  for  nickeling  sheet-zinc  soon  become  alkaline  in 
consequence  of  the  powerful  current  used,  which  is  shown  by 
red  litmus-paper  turning  blue.  The  alkalinity  also  manifests 
itself  by  the  bath  becoming  turbid  and  the  nickeling  not  turn- 
ing out  pure  white.  The  slightly  acid  reaction  required  is 
restored  by  citric  acid  solution.  The  appearance  of  the  dreaded 
dlac^  streaks  and  stains  is  due  either  to  the  current  itself  being 
too  weak,  or  to  its  having  been  weakened  by  an  extremely 
great  resistance  of  the  nickel  bath;  also  to  an  insufficient  me- 
tallic surface  of  the  anodes,  which  may  be  either  too  small  or 
not  sufficiently  metallic  on  account  of  tarnishing;  and  BnaJly 
to  an  excessive  alkalinity  of  the  bath»  or  insufficient  contact  oC 
the  hooks  with  the  connecting  rods. 

The  metallic  content  of  the  bath  must  from  time  to  time  be 
strengthened  by  the  addition  of  nickel  salt,  and  the  bath  filtered 
at  certain  intervals.  When  the  conductivity  abates,  '♦  **  ^-  *'^ 
be  restored  by  the  addition  of  conducting-salt. 

When  the  sheets  have  been  sufficiently  nickeled,  ihcy  arc 
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allowed  to  drain  off,  then  plunged  into  hot  water,  and,  after  re- 
moving the  binding  screws,  dried  by  gentle  rubbing  with  fine 
sawdust  free  from  sand  and  passed  through  a  fine  sieve  to 
separate  pieces  of  wood.  In  all  manipulations,  the  unnickled 
sides  are  placed  together,  while  a  piece  of  paper  of  the  size  and 
form  of  the  sheets  is  laid  between  the  nickeled  sides. 

The  nickeled  sheets  are  finally  polished,  which  is  affected  by 
placing  them  upon  supports  and  pressing  against  the  revolving 
bob  as  previously  described,  the  sheets  being,  however,  only 
moderately  moistened  with  oil,  and  not  too  much  Vienna  lime 
applied  to  the  bob.  Polishing  is  done  first  in  one  direction  and 
then  in  another,  at  a  right  angle  to  the  first.  After  polishing, 
the  sheets  are  finally  cleansed  with  a  piece  of  soft  cloth  and 
impalpable  Vienna  lime,  when  they  should  show  a  pure  white 
lustrous  nickeling,  free  from  cracks  and  stains,  and  bear  bend- 
ing and  rebending  several  times  without  the  deposit  of  nickel 
breaking  or  pealing  off. 

Nickeling  tin-plate. — For  handsome  and  durable  nickeling, 
tin-plate  also  requires  previous  coppering.  Deposition  is 
effected  with  a  less  powerful  current  than  for  sheet-zinc.  Free- 
ing from  grease  is  done  in  the  same  manner  as  above  described. 

For  preparatory  polishing  of  tin-plate,  the  use  of  a  polishing 
compound  free  from  lime  and  grease  is  recommended,  since  a 
good  polish  on  tin  cannot  be  obtained  with  Vienna  lime  and 
oil.  Nickeled  tin-plate  may  be  polished  with  Vienna  lime  and 
stearine  oil. 

It  may  be  here  mentioned  as  a  remarkable  fact  that  freshly 
nickeled  tin-plate  will  stand  every  kind  of  manipulation,  such 
as  stamping,  edging,  pressing,  etc.,  but  after  having  been  stored 
for  a  few  months,  the  layer  of  nickel  frequently  peels  of  by 
these  operations. 

Nickeling  copper  and  brass  s/teets.— The  treatment  of  these 
sheets  differs  from  that  of  sheet-zinc  in  that  the  rough  sheets 
are  first  brushed  with  emery  and  then  polished  with  the  bob. 
After  treating  the  sheets  with  hot  caustic  lye  or  lime-paste, 
they  arc  pickled  by  brushing  them  over  with  a  solution  of  i 
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part  of  potassium  cyanide  in  20  parts  of  water.  They  are  then 
thoroughly  and  rapidly  rinsed,  and  immediately  brought  into 
the  bath.  To  avoid  peeling  off,  the  current-density  should  not 
exceed  0,4  ampere. 

Nkkiiing  shecUiron  and  shcet-steeL — Only  the  best  quality  of 
sheet  should  be  used  for  this  purpose.  After  rolling,  the 
sheets  are  freed  from  scales  by  pickling,  then  passed  through 
the  fine  rolls,  and  finally  again  pickled.  If  the  nickeled  sheets 
arc  not  to  exhibit  a  high  degree  of  polish,  it  suffices  to  brush 
them  before  nickeling  with  a  large,  broad,  fiber  brush  (p.  202) 
and  emery  No.  00.  But  for  a  high  luster,  such  as  is  generally 
demanded,  the  sheets  have  first  to  be  ground.  For  fine  grind- 
ing the  pickled  sheets,  broad  massive  wood  rolls,  turned  and 
directly  glued  with  emery,  are  used.  These  wheels  are  10  to  12 
inches  in  diameter,  and  2  to  4  or  more  inches  long,  according 
to  the  size  of  the  sheets.  For  the  first  grinding,  the  wheels  are 
coated  with  glue  and  rolled  in  emery  No.  too  to  120,  according 
to  the  condition  of  the  sheets,  while  emery  No,  00  is  applied  to 
the  wheels  used  for  the  fine  grinding.  The  grinding  is  suc- 
ceeded by  brushing,  as  described  on  p.  203. 

After  preparing  a  sufficiently  smooth  surface,  the  sheets  are 
at  once  rubbed  with  a  rag  moistened  with  petroleum,  or,  if  pre- 
lerred,  with  a  rag  and  pulverized  Vienna  lime.  They  are  then 
scoured  wet  iq  the  manner  described  for  sheet-zinc.  The  scour- 
ing material  must  be  liberally  applied,  especially  if  the  sheets 
are  to  be  directly  nickeled  without  previous  coppering,  the 
latter  being,  however,  quite  advisable.  After  rinsing  off  the 
lime- paste,  the  sheets  are  without  loss  of  time  brought  into  the 
nickel  bath. 

For  nickeling,  a  bath  free  from  chlorine  should  by  all  means 
be  used  in  order  to  protect  the  sheets  from  rusting.  The  cur- 
rent-density should  be  0.4  ampere,  with  which  the  sheets 
acquire  in  f^  hour  a  deposit  of  sufficient  thickness.  With  the 
use  of  cold  quick  nickeling  baths  the  same  thickness  of  the 
deposit  may  be  obtained  in  1 5  minutes.  It  is  not  advisable  to 
attempt  to  obtain  a  heavy  deposit  in  a  shorter  time,  because  it 
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would  lack  density  which,  by  reason  of  greater  protection 
against  rust,  is  the  principal  requisite  for  nickeled  sheet-iron. 

After  nickeling,  the  sheets  are  rinsed  in  clean  water,  then 
plunged  into  hot  water,  and  dried  by  rubbing  with  warm  saw- 
dust. After  this  operation,  it  is  recommended  to  thoroughly 
I^Jry  the  sheets  in  an  oven  heated  to  between  176'  to  212''  F., 
to  expel  any  moisture  from  the  pores,  and  then  to  polish  them 
with  Vienna  lime  and  oil,  or  with  rouge. 

Nickeling  ivirc.  Nickeling  of  wire  of  iron,  brass  or  copper 
4S  scarcely  ever  done  on  a  large  scale.  It  is,  however,  believed 
'that  the  nickeling  of  iron  and  steel  wires — for  instance,  piano- 
strings — might  be  of  advantage  to  prevent  rust,  or  at  least  to 
retard  the  commencement  of  oxidation  as  long  as  possible. 

To  nickel  single  wires  cut  into  determined  lengths,  according 
'to  the  general  rules  already  given,  is  simple  enough;  but  this 
'method  cannot  be  pursued  with  wire  several  hundred  yards 
Jong,  rolled  in  coils,  as  it  occurs  in  commerce.  Nickeling  the 
•wire  in  coils,  however,  cannot  be  done,  as  only  the  upper  wind- 
ings exposed  to  the  anodes  would  acquire  a  coat  of  nickel. 
Hence  it  becomes  necessary  to  unwind  the  coil,  and  for  con* 
tinuous  working  pass  the  wire  at  a  slow  rate  through  the  cleans- 
ing and  pickling  baths,  as  well  as  tlie  nickel  bath,  and  hot 
water  reservoir,  as  shown  in  Fig.  126,  in  cross-section,  and  in 
Fig.  127,  in  ground  plan. 

The  unwinding  of  the  wire  is  effected  by  a  slowly  revolving 

t shaft,  upon  which  the  nickled  wire  again  coils  itself;  but  in  the 
illustration  the  shaft  is  omitted.  In  Fig.  127  four  wires  run 
over  the  four  rolls  tf,  mounted  upon  a  common  shaft,  to  the 
rolls  b  upon  the  bottom  of  the  tank  A,  whereby  they  come  in 
contact  with  a  thickly-fluid  lime-paste  in  the  vat.  and  are  freed 
»from  grease,  P'rom  the  rolls  h  the  wires  run  through  the 
wooden  cheeks  /,  lined  with  felt,  which  retain  the  excess  of 
lime-paste,  and  allow  it  to  fall  back  into  the  tank.  The  wires 
then  pass  over  the  roll  c  to  the  roll  d.  Between  these  two  rolls 
is  the  rose  g,  which  throws  a  powerful  jet  of  water  upon  the 
wires,  thereby  freeing   them  from  adhering  lime-paste.     The 
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roll  d^  as  well  as  its  axis,  is  of  brass,  and  to  the  latter  is  con- 
nected the  negative  pole  of  the  battery  or  dynamo,  so  that  by 


^.: 


Hd 


^J- 


-carrying  the  wires  over  the  roll  d,  negative  electricity  is  con- 
ducted to  them.     From  the  roll  dy  the  wires  run  over  the  roll- 
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rnch  5  (Fig.  126)  to  the  tank  C,  which  contains  the  nickel 

ilution,  so  that  they  are  subjected  to  the  action  of  the  anodes 

ranged  in  this  tank  on  both  sides  of  the  wires.     The  wires  then 

pass  over  the  roll  r,  are  rinsed  under  the  rose  A,  and  run  finally 

through  a  hot-water  reservoir  ?.nd  sawdust  (these  two  appara- 

Iiuses  are  not  shown  in  the  illustration),  to  be  again  wound  in 
:oils.     In  case  a  high  polish  is  required,  the  nickeled  wires  may 
be  run  under    pressure   through  leather  cheeks   dusted    with 
Vienna  lime. 

Nickeling  knife- blades,  sharp  surgical  instruments,  etc.  Con- 
siderable trouble  is  frequently  experienced  in  nickeling  sharp- 
Igcd  instruments,  the  edges  and  points  being  spoiled  cither 
\y  the  deposit  of  nickel  or  in  polishing.  And  yet  such  instru- 
ments can  be  readily  nickeled  in  such  a  manner  that  the  edges 
remain  in  as  good  condition  as  before. 

If  new  instruments  which  have  never  been  used  arc  to  be 
nickeled,  no  special  preparation  is  required,  it  being  only  nec- 
essary to  free  them  at  once  from  grease  and  bring  them  into 
tie  bath-  But  instruments  which  have  been  used  or,  by  bad 
-eatment  have  become  partly  or  entirely  covered  with  rust, 
lust  be  first  freed  from  rust  by  chemical  or  mechanical  treat- 
lent,  and  then  polished.  The  marks  left  by  the  stone  or  emery 
fheel  are  effaced  by  means  of  the  circular  brush,  this  treatment 
eing  necessary  to  obtain  perfect  nickeling.  But,  in  brushing, 
the  edges  are  rendered   dull  if  special  precautionary  measures 

ire  not  used.  For  instance,  the  edge  of  a  knife-blade  must 
lever  come  in  contact  with  the  brush.  This  is  prevented  by 
irmly  pressing  the  blade  flat  upon  a  soft  support  of  felt  or 
loth,  so  that  the  edge  sinks  somewhat  into  the  support,  with- 
out, however,  cutting  into  it.  The  edge  is  then  held  downward, 
nd  thus  together  with  the  support  brought  against  the  revolv- 
ing brush.  In  this  manner  the  blades  may  be  vigorously 
brushed  without  fear  of  spoiling  the  edges. 

The  treatment  for  giving  them  a  high  polish  alter  nickeling  i^^ 
»e  same.     Freeing  from   grease  may  be  done   in  the    U5U9) 
lanner  with  lime-paste ;  but  must  also  be  effected  upon  a  spf^, 
20 
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support,  the  same  as  in  polishing.  After  thorough  rinsing  in 
clean  water,  the  separate  pieces,  without  being  previously  cop- 
pered, are  brought  directly  into  the  nickel  bath,  the  composi- 
tion o(  which  must,  of  course,  be  suitable  for  nickeling  steel 
articles.  The  instruments  arc  first  coated  with  the  use  of  a 
strong  current,  so  that  deposition  takes  place  slowly  and  with 
great  uniformity. 

In  suspending  the  articles  in  the  bath,  care  should  be  had 
that  neither  a  point  nor  an  edge  is  turned  towards  the  anodes. 
It  is  best  to  use  a  bath  with  anodes  on  one  side  only,  and  to 
suspend  the  blades  with  their  backs  towards  the  anodes.  If, 
for  any  reason,  the  instruments  are  to  be  suspended  between 
two  rows  of  anodes,  the  edges  should  be  uppermost,  as  near  as 
possible  to  the  level  of  the  bath  ;  but  they  should  never  hang 
deep  or  downwards. 

These  precautionary  measures  may  be  omitted  by  using  for 
nickeling  such  articles  with  sharp  edges,  the  bath  consisting  of 
nickel  sulphate  and  sodium  citrate,  which  has  been  previously 
mentioned.  In  this  bath,  the  edges  and  points  of  the  instru- 
ments do  not  burn  as  readily  as  in  other  nickel  baths,  and  the 
deposited  nickel  being  soft,  it  does  not  show  a  tendency  to 
peeling  off  when,  after  nickeling,  the  edges  of  the  instruments 
are  sharpened. 

The  plated  instruments  are  given  a  fine  luster  by  polishing, 
but  during  this  operation  they  must  always  be  exposed  upon 
a  soft  support,  as  above  described,  to  the  action  of  a  felt  wheel, 
or,  still  better,  of  a  cloth  bob. 

In  nickeling  skates  it  is  advisable  to  suspend  them  so  that  the 
runners  hang  upwards  and  that  the  running  surfaces  are  level 
with  the  surface  of  the  bath,  because  if  the  deposit  upon  the 
running  surfaces  is  too  thick,  it  peels  off  readily  when  injured 
by  grains  of  sand  upon  the  ice. 

Nickeling  of  soft  alloys  of  lead  and  tin,  with  or  without  addi- 
tion of  antimony,  as  are  used  for  siphon-heads,  etc.,  is  eflfected, 
in  case  the  objects  have  already  a  high  luster,  by  freeing  them 
from  grease  with  whiting  and  a  small  quantity  of  Vienna  limc» 
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then  rinsing  in  water,  lightly  coppering,  or  better,  brassing,  and 
finally  nickeling  in  a  bath  containing  chlorine. 

If  the  objects  require  preparatory  polishing,  use  a  potishtng 
compound  free  from  lime  and  grease*  as  given  under  nickeling 
of  tin-plate,  rinse  with  benzine,  immerse  in  hot  water,  and  free 
from  grease  with  whiting  and  Vienna  lime.  Then  brass,  nickel 
and  polish.  Direct  nickeling  without  previous  brassing  is  not 
advisable,  waste  in  consequence  of  peeling  off  being  frequently 
the  result. 

Nickeling  printing  plates  (stereotypes,  clichtSy  etc).  The  ad- 
vantages of  nickeling  stereotypes,  etc.,  over  steeling  will  be 
referred  to  under  "Steeling."  and  hence  only  the  most  suitable 
composition  of  the  nickel  baths  and  the  manipulations  required 
will  here  be  given. 

The  nickel  baths  according  to  formula  I  (page  252)  and 
formula  VII  (page  256)  are  the  most  suitable  for  simple 
nickeling,  because  the  ammonium  sulphate  not  being  present 
in  too  great  an  excess,  as  well  as  the  presence  of  boric  acid, 
causes  the  nickel  to  separate  with  considerable  hardness.  With 
nickeled  stereotypes  three  times  as  large  an  addition  can  be 
printed  as  with  plates  of  the  same  material  not  nickeled. 

Hard  nickeling.  It  being  a  well-known  fact  that  a  fused 
alloy  of  nickel  with  cobalt  possesses  greater  hardness  than 
cither  of  the  metals  by  themselves,  experiments  proved  that  an 
electro-deposited  nickel-cobalt  alloy  exhibited  the  same  be- 
havior, the  greatest  degree  of  hardness  being  attained  with  an 
addition  of  cobalt  varying  between  25  and  50  per  cent.  For 
this  deposit  the  term  hard  nickeling  is  proposed,  the  most  suit- 
able bath  for  the  purpose  being  prepared  according  to  the 
following  formula : 

Nickel-ammonium  sulphate  21.16  ozs.,  cobalt-ammonium 
sulphate  5.29  ozs.,  crystallized  boric  acid  S.8  ozs.,  water  10  to 
12  quarts. 

To  prepare  the  bath  dissolve  the  constituents  by  boiling  as 
given  under  formula  VII,  p.  256.  In  case  the  metal  salts  should 
contain  free  acids  add,  previous  to  the  addition  of  the  boric 
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acidf  a  small  quantity  of  nickel  carbonate.  The  boric  acid 
must  not  be  neutralized  and  the  bath  should  work  with  its  acid 
reaction.  Mixed  anodes  in  the  proportion  of  *^  cast  and  J^ 
rolled,  are  to  be  suspended  in  the  bath. 

The  bath  prepared  according  to  lormula  No.  11  deserves  the 
preference,  it  yielding  a  harder  deposit  than  bath  No.  I. 

For  the  rest,  the  treatment  of  the  baths  is  the  same  as  that 
given  for  nickel  baths  of  similar  composition  (pp.  2$2  and  256), 
and  the  process  of   hard   nickeling  does   not  essentially  differ 


from  ordinary  nickeling.  The  suspending  hooks  are  soldered 
to  the  backs  of  the  plates  by  means  of  the  soldering-iron  and  a 
drop  of  tin ;  or  the  plates  are  secured  in  holders  of  sheet-cop- 
per o.n  inch  thick,  and  3^  to  1  inch  wide,  of  the  form  shown 
in  Fig.  128.  The  printing  surface  is  freed  from  grease  by 
brushing  with  lime-paste,  rinsing  in  water»  and  then  brushing 
with  a  clean  brush  to  remove  the  lime  from  the  depressions. 
The  plates  are  then  hung  in  the  bath  and  covered  with  a  strong 
current.     When  everywhere  coated  with  nickel,  the  current  is 
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weakened    and   the   deposit   allowed    gradually   to   augment. 
With   an  average  duration  of  nickeling  of    15   to  20  minutes, 
'ith  2.8  to  3  volts,  the  deposit  will,  as  a  rule,  be  sufficiently 
rresisting. 

Stereotypes  of  type  metal ^  after  being  freed  from  grease,  are 
^est  lightly  coppered  in  the  acid  copper  bath,  then  rinsed  and 
irought  into  the  nickel  batlu  Zinc  etchings  are  first  coppered, 
lot  too  slightly^  in  the  copper  cyanide  bath*  rinsed,  and  sus- 
tended  in  the  nickel  bath  with  a  w^ty  strong  current.  With 
\o  weak  a  current,  black  streaks  are  formed »  zinc  is  dissolved, 
id  both  the  plate  and  bath  are  spoiled.  With  copper  electros, 
lickling  with  potassium  cyanide  solution,  after  freeing  from 
ease,  must  not  be  omitted. 

The  nickled  plates  are  rinsed  in  water,  then  plunged  in  hot 
water,  and  dried  in  sawdust,  when  the  nickeled  printing  surface 
may  be  brushed  over  with  a  brush  and  fine  whiting,  it  being 
.claimed  that  plates  thus  treated  take  printing-ink  better,  while 
the  first  impressions  of  plates  not  brushed  with  whiting  are 
somewhat  dull. 

Nickel-facing  is  especially  suitable  for  copper  plates  for 
jolor-printing,  the  nickel  not  being  attacked  like  copper  or  iron 
\y  cinnabar. 

Recovery  of  nickel  from  old  baths.  At  the  present  price  of 
lickel  its  recovery  from  old  solutions  scarcely  pays.  The  inef- 
iciency  ol  the  bath  is  in  most  cases  due  to  two  causes:  It  has 
ither  become  too  poor  in  metal  or  it  contains  foreign  metallic 
idmixtures.  In  the  first  case,  the  expense  of  evaporating,  to- 
other with  the  further  manipulations,  is  out  of  proportion  to  the 
ralue  of  the  nickel  recovered,  and,  in  the  second  case,  the  re- 
luction  of  the  foreign  metals  is  inconvenient  and  connected 
rith  expenses  which  make  it  unprofitable.  The  recovery  of 
dckel  from  old  baths  which  have  become  useless,  by  the  elec- 
•ic  current  with  the  use  of  carbon-plate  anodes,  as  here  and 
^here  recommended,  is  the  njost  disastrous  and  expensive  of 
all,  and  can  only  be  condemned. 

For   nickeling  by  contact  and  boilings  see   special   chapter. 
Depositions  by  Contact." 
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Difositians  of  nickel  alloys, — From  suitable  solutions  of  the 
metallic  salts  nickel  may  be  deposited  together  with  copper  and 
tin,  as  well  as  with  copper  and  zinc.  With  the  first  combina- 
tion, especially,  all  tones  from  copper-red  to  gold-shade  may 
be  obtained,  according  to  which  metal  predominates,  or  accord- 
ing to  the  current-strength  which  is  conducted  into  the  bath, 
as  is  also  the  case  in  brassing. 

A  suitable  bath  for  coating  metallic  articles  with  an  alloy  of 
nickel^  copper  and  tin,  for  which  the  term  nkkel-bronse  is  pro- 
posed, is  obtained  by  dissolving  the  metallic  phosphates  in 
sodium  pyrophosphate  solution.  By  mixing  solution  of  blue 
vitriol  with  solution  of  sodium  phosphate,  cupric  phosphate  is 
precipitated,  which  is  filtered  off  and  washed.  In  the  same 
manner  nickel  phosphate  is  prepared  from  a  solution  of  nickel 
sulphate.  These  phosphates  are  then,  each  by  itself,  dissolved 
in  a  concentrated  solution  of  sodium  pyrophosphate,  while 
chloride  of  tin  is  directly  dissolved  in  sodium  pyrophosphate 
until  the  turbidity,  at  first  rapidly  disappearing,  disappears  but 
slowly. 

Nothing  definite  can  be  said  in  regard  to  the  mixing  propor- 
tions of  these  three  solutions,  because  the  proportions  will  have 
to  be  varied  according  to  the  desired  color  of  the  deposit-  The 
operator,  however,  will  soon  find  out,  of  which  solution  more 
has  to  be  added  to  obtain  the  tone  desired. 

For  depositing  a  nickel-copper-zinc  alloy  solutions  of  cupric 
sulphate  (blue  vitriol)  and  zinc  oxide  in  potassium  cyanide  to 
which  is  added  an  ammoniacal  solution  of  nickel  carbonate, 
may  be  advantageously  used.  As  will  be  seen  a  deposit  of 
German  silver  can  be  obtained  with  the  use  of  this  solution  if 
the  latter  contains  the  metals  in  the  same  proportions  as  Ger- 
man silver,  and  German  silver  anodes  are  used. 

According  to  a  French  process,  a  deposit  of  German  silver 
may  be  obtained  as  follows :  Dissolve  a  good  quality  of  Ger- 
man silver  in  nitric  acid  and  add,  with  constant  stirring,  solution 
of  potassium  cyanide  until  all  the  metal  is  precipitated  as  cyan- 
ide.    The  precipitate  is  then  filtered  off,  washed,  dissolved  in 
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potassium  cyanide,  and  the  solution  diluted  with  double  the 
volume  of  water.  This  process,  however,  does  not  seem  very 
feasible,  since  nickel  separates  with  difficulty  from  its  cyanide 
combination. 

ExAifiNAiiON  OF  Nickel-Baths. 

The  reaction  of  the  nickel  baths  have  previously  been  briefly 
referred  to,  but  the  subject  must  here  be  more  closely  con- 
sidered. 

For  the  determination  of  the  content  of  acid,  a  different 
method  must  be  adopted  according  to  the  composition  of  the 
bath,  /.  e,i  whether  it  has  been  prepared  with  an  addition  of 
-citric  acid,  boric  acid,  etc.  The  reddening  of  blue  litmus-paper 
simply  indicates  the  presence  of  free  acid  in  the  bath,  but  leaves 
us  in  the  dark  as  to  which  acid  is  present,  anc^  as  to  its  deriva- 
tion. 

If,  for  instance,  in  consequence  of  insufficient  solution  of 
nickel,  free  sulphuric  acid  appears  on  the  anodes,  the  bath  be- 
comes at  the  same  times  poorer  in  nickel  in  proportion  to  the 
increase  in  the  content  of  free  sulphuric  acid.  If  we  have  to 
deal  with  a  bath  prepared  from  nickel-ammonium  sulphate  with 
an  addition  of  ammonium  sulphate,  but  without  organic  acids, 
the  reddening  of  blue  limus-paper  will  at  once  indicate  a  con- 
tent of  free  sulphuric  acid,  if  the  bath  was  neutral  in  the  begin- 
ning. It  is,  however,  quite  a  different  matter  when  a  bath  con- 
taining boric  acid  is  examined.  In  the  formulae  for  preparing 
these  baths,  it  has  been  seen  that  before  adding  the  boric  acid, 
any  free  sulphuric  acid  of  the  nickel  salt  present  is  to  be  re- 
moved by  treating  the  solution  with  nickel  carbonate  or  nickel 
hydrate.  After  adding  the  boric  acid,  blue  litmus-paper  is 
strongly  reddened,  and  this  acidity  due  to  the  boric  acid  is  to 
be  maintained  in  the  bath.  However,  in  consequence  of  the 
use  of  too  large  a  number  of  cast  anodes,  free  sulphuric  acid 
may  form  in  the  bath  and  this,  together  with  boric  acid,  can- 
not be  recognized  by  blue  litmus-paper,  since  both  acids 
redden  it.     In  this  case  red  congo  paper,  which  is  not  changed 
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by  boric  acid,  but  is  turned  blue  by  sulphuric  acid,  has  to  be 
used.  If  red  congo  paper  is  colored  blue,  it  is  a  sure  proof 
that»  besides  boric  acid,  free  sulphuric  acid  is  present,  which 
has  to  be  neutralized  for  the  bath  to  work  in  a  correct  manner. 

The  process  is  again  different  when  a  bath  prepared  with  an 
addition  of  citric  acid  is  to  be  examined,  This  organic  acid 
colors  certain  varieties  of  commercial  congo  paper  blue^  just 
as  sulphuric  acid  docs,  and  hence  tropaeolin  paper  has  to  be 
used,  which  is  not  altered  by  citric  acid,  but  is  colored  violet 
by  free  sulphuric  acid. 

If  a  nickel  bath  has  been  prepared  with  the  addition  of  or> 
ganic  salts,  for  instance,  sodium  citrate,  ammonium  tartrate  or 
others,  the  formation  of  free  sulphuric  acid  in  the  bath  cannot 
at  first  be  determined  with  reagent  papers,  because  the  sul- 
phuric acid  decomposes  the  organic  salts,  neutral  sulphates 
being  formed,  and  a  quantity  of  organic  acid  equivalent  to  the 
sulphuric  acid  is  liberated.  For  this  reason  the  content  oi 
metal  in  the  bath  declines,  though  the  presence  of  sulphuric 
acid  cannot  be  established,  because  the  sulphuric  acid  formed 
by  electrolysis  is  not  consumed  for  the  solution  of  nickel  on  the 
anodes*  but  for  the  decomposition  of  the  organic  salts. 

Now  let  us  suppose  the  reverse,  namely,  that  in  a  nickel 
bath  prepared  with  the  addition  of  one  of  the  above-mentioned 
acids,  free  ammonia  appears  in  consequence  of  the  sole  use  of 
cast  anodes,  and  of  the  decomposition  of  ammonium  sulphate  by 
a  strong  current.  This  phenomenon  cannot  at  once  be  recog- 
nized, because  the  ammonia  is  first  fixed  by  the  free  actd,  and 
the  bath  becomes  neutral  or  alkaline  only  when  alt  the  free 
acid  which  was  present  has  been  consumed  for  fixing  the  am- 
monia formed.  With  this  process  there  will  generally  be  con- 
nected an  increase  in  the  content  of  metal,  and  it  will  be  seen, 
without  further  explanation,  that  for  the  accurate  determination 
of  the  processes  and  alterations  in  a  nickel  bath  when  in  opcr 
ation.  the  quantitative  determination  of  ihe  free  acids,  and 
much  as  possible,  that  of  the  content  of  metal,  is  required* 

Although  it  may  be  said  that  the  busy  electro- plater  wiU 
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frequently  not  feel  inclined  to  familiarize  himself  with  the 
^methods  of  testing,  and  seldom  have  the  necessary  time  for 
:ecuting  the  determinations  of  the  content  of  metal,  neverthe- 
rss  the  methods  will  here  be  described  with  sufficient  detail,  so 
that  those  who  wish  to  examine  their  baths  in  this  respect  will 
ind  the  necessary  instructions.  To  be  sure,  if  the  electro* 
ilater  himself  is  not  a  practical  analytical  chemist  he  will  have 
to  be  taught  by  some  one  thoroughly  conversant  with  the  sub- 
;t,  the  management  of  the  analytical  balance,  how  to  execute 
'the  weighings,  etc.  It  is  also  advisable  to  procure  the  stand- 
ard solutions  required  for  volumetric  analysis  from  a  reliable 
chemical  laboratory,  in  order  to  avoid  the  possibility  of  arriving 
at  incorrect  results  by  the  use  of  inaccurately  prepared  stand- 
ard solutions.  For  this  reason  directions  for  the  preparation 
of  standard  solutions  are  omitted,  and  the  methods  of  examina- 

Kion  in  use  for  our  purposes  will  now  be  given. 
The  examinations  may  be  made  by  gravimetric  analysis 
analysis  by  weight),  volumetric  analysis  (analysis  by  meas- 
ure), and  by  electrolytic  analysis.  The  first  method  is  based 
chiefly  upon  the  precipitation  in  an  insoluble  form  of  the  con- 
stituent to  be  determined,  and  filtering,  washing,  drying,  and 
weighing  the  precipitate.  This  method  requires  considerable 
knowledge  of  chemistry  and  analytical  skill,  and  should  only 
^e  resorted  to  by  those  not  versed  in  analysis  when  other 
lore  practical  methods  for  the  determination  of  the  contents, 
such  as  volumetric  and  electrolytic  methods,  are  not  known. 

Volumetric  atia/ysis  is  based  upon  a  very  different  principle 
from  that  of  gravimetric  analysis.  The  constituent  to  be  ascer- 
tained is  quantitatively  determined  by  means  of  a  standard 
solution,  enough  of  which  is  used  until  the  final  reaction  shows 
that  a  suf!icient  quantity  has  been  added.  From  the  known 
content  of  the  standard  solution  the  constituent  to  be  deter- 
mined is  then  calculated.  This  may  be  explained  by  an 
example.  For  instance,  the  content  of  sulphuric  acid  in  a 
fluid  is  to  be  determined.  Measure  the  quantity  of  fluid  by 
means  of  a  pipette  which  up  to  a  mark  holds  exactly  10  cubic 
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centimeters.  Allow  the  fluid  to  run  into  a  clean  beaker,  dilute 
with  about  30  cubic  centimeters  of  water,  and  heat  to  about 
122°  F.  Now,  while  constantly  stirring  the  fluid  in  the  beaker 
with  a  glass  rod,  add  standard  soda  solution  from  a  glass 
burette  provided  with  a  glass  cork  and  divided  into  ^j^  cubic 
centimeters  uatil  a  piece  of  congo  paper  when  touched  with 
the  glass  rod  is  no  longer  colored  blue.  The  addition  of  the 
standard  soda  solution  must,  of  course,  be  effected  with  great 
care.  So  long  as  the  Congo  paper  shows  a  vivid  blue  color,  a 
larger  quantity  may  at  one  time  be  added,  but  when  the  color- 
ization  becomes  less  vivid,  the  solution  is  added  drop  by  drop 
so  as  to  be  sure  that  the  last  drop  is  just  sufficient  to  prevent 
the  blue  coloration  which  was  still  perceptible  after  the  addition 
of  the  previous  drop.  The  drop-test  must,  of  course,  be  made 
upon  a  dry  portion  of  the  congo  paper,  which  has  not  been  pre- 
viously moistened.  When  no  blue  coloration  appears  after  the 
last  drop  has  been  added,  it  is  a  proof  that  all  the  sulphuric 
acid  present  has  been  neutralized  by  the  standard  soda  solution. 
The  number  and  fractions  of  cubic  centimeters  consumed  arc 
then  read  off  on  the  burette,  and  the  quantity  of  sulphuric  acid 
present  is  calculated  as  follows  :  1  cubic  centimeter  of  standard 
soda  solution  neutralizes  0.O49  gramme  of  sulphuric  acid 
^HjSOJ,  and  hence  the  quantity  of  sulphuric  acid  is  obtained 
by  multiplying  the  number  of  cubic  centimeters  of  standard 
soda  solution  by  0,049,  Now,  since  10  cubic  centimeters  were 
measured  ofT  by  the  pipette  and  titrated,  the  number  found  is 
multiplied  by  lOO,  which  gives  the  content  of  sulphuric  acid  in 
I  liter  of  the  fluid. 

If,  for  instance,  for  the  neutralization  of  10  cubic  centimeters 
of  the  fluid  containing  sulphuric  acid,  5.4  cubic  centimeters  of 
standard  soda  solution  were  required,  then  the  content  of  sul- 
phuric acid  amounts  to  5.4  X  0,049  =  0.2646  gramme,  or  In  i 
liter  to  0.2646  >    100  =  26.46  grammes. 

TAf  electrolytic  method  of  analysis  is  available  only  for  the 
determination  of  such  metals  as  can  be  completely  separated 
in  a  coherent  form  from  their  solutions  by  the  current.     It  is 
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lased  upon  the  fact  that  the  metallic  solution  contained  in  a 
►latinum  dish  is  decomposed  by  the  current,  and  the  metal  pre- 
:ipitated  upon  the  platinum  dish.     After  washing  and  drying, 

le  dish  is  weighed  and  the  weight  of  the  precipitated  metal  is 
obtained  by  deducting  the  weight  of  the  platinum  dish  without 
►recipitate,    which,    of    cou^^e,    has    been    ascertained    before 

lakjng  the  experiment. 

The   apparatus  generally   used    for   electrolytic   analysis    is 


Fig.  129. 


shown  in  Fig.  129.  The  platinum  dish,  holding  about  <^  liter» 
rests  upon  a  metal  ring  which  is  secured  to  the  rod  of  the 
stand,  and  is  in  contact  with  the  negative  pole  of  the  source  of 
current.  Into  the  dish,  at  a  distance  of  i  or  2  centimeters 
from  the  bottom,  dips  a  round  platinum  disk  bent  like  the 
bottom,  or  a  spiral  of  platinum  wire,  i  millimeter  thick,  which 
serves  as  an  anode  and  is  secured  by  platinum  wire  in  a  movable 
support  or  holder.  The  latter  is  carefully  insulated  from  the 
rod  of  the  stand  and  connected  with  the  positive  pole  of  the 
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weighing  the  platinum  dish  gives  the  content  of  nickel  ammo> 
niura  sulphate  in  grammes  per  liter  of  bath  by  multiplying  by 
335.  From  the  increase  in  the  content  of  nickel  ammonium 
sulphate  shown  by  the  analysis,  it  can  be  readily  calculated 
how  much  water  has  to  be  added  to  the  bath  to  reduce  it  to 
the  original  content. 

1(  a  nickel  bath  contains  large  quantities  of  organic  acids, 
precipitate  io  cubic  centimeters  of  the  bath  with  sodium  sul- 
phide solution,  filter  and  wash  the  precipitate,  dissolve  it  10 
nitric  acid,  and  evaporate  the  solution  with  pure  sulphuric  acid 
upon  the  water-bath  to  drive  off  the  nitric  acid.  The  residue 
is  treated  as  above  described. 


2,  DEPOsmoN  OF  Cobalt. 

Properties  of  cobalt.  Cobalt  has  nearly  the  same  color  as 
nickel,  with  a  slightly  reddish  tinge;  its  specific  gravity  is  &.7. 
It  is  exceedingly  hard,  highly  malleable  and  ductile*  and  capa- 
ble of  taking  a  polish.  It  is  slightly  magnetic,  and  preserves 
this  property  even  when  alloyed  with  mercury.  It  is  rapidly 
dissolved  by  nitric  acid,  and  slowly  by  dilute  sulphuric  and 
hydrochloric  acids. 

For  plating  with  cobalt*  the  baths  given  under  **  Nickeling** 
may  be  used  by  substituting  for  the  nickel  salt  a  corresponding 
quantity  of  cobalt  salt.  By  observing  the  rules  given  for  nick- 
eling, the  operation  proceeds  with  ease.  Anodes  of  metallic 
cobalt  are  to  be  used  in  place  of  nickel  anodes. 

Nickel  being  cheaper  and  its  color  somewhat  whiter,  electro- 
plating with  cobalt  is  but  little  practiced.  On  account  of  the 
greater  solubility  of  cobalt  in  dilute  sulphuric  acid,  it  is,  how- 
ever, under  all  circumstances,  to  be  preferred  for  facing  valuable 
copper  pi  ales  for  printing. 

According  to  the  more  or  less  careful  adjustment  of  such 
plates  in  the  press,  the  facing  in  some  places  is  more  or  less 
attacked,  and  it  may  be  desired  to  remove  the  coating  and 
make  a  fresh  deposit.  For  this  purpose  Gaiffe  has  proposed 
the  use  of  cobalt  in   place  of  nickel,  because  the  former  dis- 


solves  sknrhr  but  cxmqunrjr  ix  5inr^  sr^arm:  azid.  He 
recommends  a  sotoif  ax  i  paez  xc  :±:ai«ro-  :i:  =:tb£J:  :=  :c  x 
waiter.  The  solstioai  is  to  be  -neiizr^jzsd  -wrcL  area  i=rcii^ 
and  the  plates  are  to  be  ciec:rr-MC=d  -w-ri  tir^  ::5«i  —  *  =»5fr> 
ate  current. 

Cobalt  predpitatBd  IrDm  its  r2Jrri5e  «<:  JrDr-x  bc"«T-rer.  does 
not  yield  a  hard  coaling,  zsr  b-sc?  tb*  ?:Gi'«-i=L|:  bs::^  is 
redbmmended  ior  tbe  pnrpi'se:  DiTbJe  sz':zhs::z  z-z  rrcal*  zad 
ammonium  21  oxs.,  cx^-sialiixsd  Diriz  aiTii  ;;^  rr*  «*r-r  ic 
quarts. 

The  bath  is  prepared  ir  tb*  £.Az>f  =ikr2-T  if  N:  Vll.  ^rrec 
under  "  Deposition  of  Xidctl"  It  r*-r:;r-i:f  *=  *l*^r^^-z:^r^-^ 
force  of  2.5  to  2.75  Toits.   ^mitul  3*=?^.-.  ;  ^  i=p;rs 

To  determine  whether  cop5>£r.  a^i  b: «  =-;i  :: ::  :>  i:s5r"\~e*i 
in  stripping  the  cobajt  drpz/sn  irz/zn  cib^tci  ccrr-cr  p'.itw.  a 
copper  plate  with  a  snriace  oi  j^^  f-iuirc  inches  »-a5  ccvitei  n-iih 
7.71  grains  of  cobah  and  placed  in  cilut;  salphunr  ac:i  1  part 
acid  of  66^  Be.  to  12.5  pans  ci  water  .  After  the  acid  had 
acted  for  14  hours  the  cobalt  dcp;*::  was  partially  dissolved, 
and  had  partially  collected  in  laaii=2:  upor  the  bottom  oi  the 
vessel,  the  copper  plate  being  entirely  freed.  On  wcighin*: 
the  copper-plate  it  was  shown  that  it  had  lost  about  0.CO6;  per 
cent,,  this  loss  being  apparently  chiefly  irom  the  back  01  the 
plate,  the  engraved  side  exhibiting  no  trace  of  corrosion.  The 
experiment  proved  that  there  is  no  danger  ot  destroying  the 
copper  plate  by  stripping  the  cobalt  deposit  with  dihite  sul- 
phuric acid,  provided  the  operation  is  executed  with  due  care 
and  attention. 

Warren  has  described  a  cobalt  solution  which  can  be  decom- 
posed in  a  single-cell  apparatus,  and  for  this  reason  would  seem 
suitable  for  electro-plating  small  articles  in  quantities.  For  the 
preparation  of  this  bath,  dissolve  3»4  ounces  of  chloride  of 
cobalt  in  as  little  water  as  possible,  and  compound  the  solution 
with  concentrated  solution  of  Rochelle  salt  until  the  voluminous 
precipitate  at  first  formed,  is  almost  entirely  rcdissolvcd,  and 
then  filter.     Bring  the  bath  into  a  vessel  and  place  the  latter  in 
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a  clay  cup  filled  with  concentrated  solution  of  chlonde  of 
ammonium  or  of  common  salt»  and  containing  a  zinc  cylinder. 
Connect  the  objects  to  be  plated  to  the  zinc  by  a  copper  wire, 
and  allow  them  to  dip  in  the  cobalt  solution.  With  a  closed 
circuit  the  objects  become  gradually  coated  with  a  lustrous 
cobalt  deposit  which,  after  2  hours  is  sufficiently  heavy  to  bear 
vigorous  polishing  with  the  bob.  Coating  zinc  in  the  same 
manner  was  not  successful. 


:hapter  VII. 


DEPOSITION   OF   COPPER,    BRASS   AND   BRONZE. 


I-  Deposition  of  Copper, 

Properties  of  copper.  Copper  has  a  characteristic  red  color, 
and  possesses  strong  luster.  It  is  very  tenacious,  may  be  rolled 
to  thin  laminae,  and  readily  drawn  into  fine  wire.     The  speci^c 

E gravity  oi  wrought  copper  is  8.95,  and  of  cast  8.92.  Copper 
kses  more  readily  than  gold,  but  with  greater  difficulty  than 
silver. 
_  In  a  humid  atmosphere  containing  carbonic  acid,  copper  be- 
ppmes  gradually  coated  with  a  green  deposit  of  basic  carbonate. 
When  slightly  heated  it  acquires  a  red  coating  of  cuprous  oxide, 
and  when  strongly  heated  a  black  coating  of  cupric  oxide  with 
some  cuprous  oxide.  Copper  is  most  readily  attacked  by  nitric 
acid,  but  is  slowly  dissolved  when  immersed  in  heated  hydro- 
chloric or  sulphuric  acid.  With  exclusion  of  the  air,  it  is  not 
dissolved   by  dilute  sulphuric   or   hydrochloric   acid,  and   but 

I  slightly  with  admission  of  the  air.  Liquid  ammonia  causes  a 
kpid  oxidation  of  copper  in  the  air  and  the  formation  of  a  blue 
■blution.  An  c.vcess  of  potassium  cyanide  dissolves  copper, 
pulphuretted  hydrogen  blackens  bright  copper. 

Capper  batlu.  The  composition  of  these  baths  depends  on 
the  purpose  they  arc  tu  serve,  and  below  are  mentioned  the 
most  approved  baths,  with  the  exception  of  the  acid  copper 
bath  used  for  plastic  deposits  of  copper,  which  will  be  discussed 
later  on  under  *•  Copper  galvanoplasty.** 

In  rno5t  case*  the  more  electro-positive  metals,  zinc,  iron,  tin, 
etc.,  arc  to  be  coppered  cither  as  preparation  for  the  succeed- 
ing processes  of  nickeling,  silvering,  or  gilding,  or  to  protect 
them  against  oxidation,  or  for  the  purpose  of  decoration.     The 

il2\  ) 
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above-mentioned  electro-positive  metals,  however,  decompose 
acid  copper  solutions  and  separate  from  them  pulverulent  cop- 
per, while  an  equivalent  portion  of  zinc,  iron,  tin,  etc.,  is  dis- 
solved. For  this  reason,  such  solutions  cannot  be  used  for 
coating  these  metals,  and  alkaline  copper  baths  are  exclusively 
employed,  which  may  be  arranged  under  two  groups — those 
containing  potassium  cyanide,  and  those  without  it. 

Copper  cyanide  baths  are  prepared  by  dissolving  cupric  salts^ 
for  instance,  cupric  acetate  (verdigris),  cupric  sulphate  (blue 
vitriol),  or  cuprous  compounds,  such  as  cuprous  oxide,  in 
potassium  cyanide,  the  salts  being  thereby  converted  into 
potassium-copper  cyanide,  which  is  the  eJFfectivc  constituent  of 
all  copper  cyanide  baths. 

By  compounding  a  solution  of  a  cupric  salt  with  potassium 
cyanide,  cupric  cyanide  is  formed,  which  is  very  unstable, 
rapidly  changing  by  exposure  into  cupro-cupric  cyanide  and 
cyanogen  gas.  To  avoid  this  loss  of  cyanogen,  sulphites  are 
added,  which,  according  to  one  view,  effect  a  reduction  of  the 
cupric  salts  to  cuprous  salts,  which  dissolve  in  potassium 
cyanide  without  cyanogen  being  liberated,  while,  according  to 
another,  hydrt)cyanic  ncid  is  produced  from  cyanogen  gas  and 
sodium  sulphate,  water  being  decomposed,  and  forms  with  the 
sodium  carbonate  present,  sodium  cyanide,  the  latter  becom- 
ing again  active  in  converting  the  cupro-cupric  cyanide  into 
tliL'  soluble  double  salt.  It  is  possible  that  both  the  reactions 
mentioned  abr)ve  partly  appear  together. 

By  iisin^  from  the  start  cuprous  oxide,  the  latter  can  without 
loss  of  cyanof^en  be  converted  into  potassium- copper  cyanide. 

In  accortlancc  with  this,  there  will  be  given  in  the  formulas 
for  the  proparaiion  of  potassium-copper  cyanide  baths  in  which 
cupric  salts  are  used,  larger  or  smaller  additions  of  bisulphite 
of  soda  and  alkaline  carbonates,  the  former  serving  the  purpose 
of  decreasing  the  lo«^s  of  cyanogen,  antl  the  latter  being  intended 
to  fix  any  free  acid  formed. 

Stockmeicr  was  the  first  to  take  the  trouble  of  calculating 
thr  combinations  f<.)rmcd  after  the  conversion  of  the  separate 
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constituents  of  the  copper  baths,  and  Jordis  has  adopted  the 
same  course,  ip  order  to  obtain  a  standard  formula.  Both 
these  authors  recommend  not  to  produce  the  copper  combina- 
tion actually  subjected  to  electrolysis  in  the  bath  by  repeated 
conversions  of  salts,  but  to  prepare  this  combination  by  itself, 
and  to  dissolve  it  direct  in  water  in  order  to  obtain  the  finished 
copper  bath.  It  has  been  shown  in  practice  that  this  method 
is  quite  practicable  provided  certain  points  are  taken  into  con- 
sideration. However,  the  rational  composition  of  a  bath  with 
potassium  cyanide,  which  has  been  produced  by  conversion 
from  the  salts,  cannot  be  judged  according  to  whether  the  sep- 
arate salts  were  present  in  stoichoimetrical  proportions  for  the 
smooth  conversion  into  new  combinations  without  receiving  in 
the  bath  an  excess  from  one  or  the  other  substance.  In  prac- 
tice it  has  long  been  known  that  an  excess  of  sodium  bisulphite 
has  a  very  beneficial  efilect  upon  the  separation  of  a  lustrous 
copper,  and  prevents  it  from  rapidly  turning  into  a  dull  earthy 
gray,  this  effect  being  very  likely  due  to  the  prussic  acid  lib- 
erated by  the  sulphurous  acid.  This  one  example  may  prove 
that  standard  formulas  erected  upon  theoretical  maxims  should 
be  accepted  with  due  caution  by  the  practical  electro-plater, 
and  that,  under  certain  conditions,  additions  will  have  to  be 
made  to  baths  prepared  according  to  such  standard  formulas  if 
the  result  is  to  be  as  good  as  that  from  baths  prepared  accord- 
ing to  older  formulas. 

Hossauer  prepares  a  copper  bath  by  dissolving  ^j4  ozs.  of 
copper  cyanide  in  a  solution  oi  I'p}^  ozs.  of  70  per  cent,  potas- 
sium cyanide  in  3  quarts  of  water,  boiling,  filtering,  and  diluting 
with  7  quarts  of  water,  to  a  lO-quart  bath.  This  bath  works 
very  well  when  heated  to  between  1 13°  and  122^  F.,  but  when 
used  cold  requires  a  very  strong  current. 

Copper  baths  for  iron  and  steel  articles. — I.  To  be  used  at  the 
ordinary  temperature.  Water  10  quarts,  bisulphite  of  soda  in 
powder  7  ozs.,  crystallized  carbonate  of  soda  14  ozs.,  neutral 
acetate  of  copper  7  ozs.,  75  per  cent,  potassium  cyanide  7  ozs., 
ammonia  4.4  ozs. 
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II.  For  hot  coppering  {at  between  i^o^  and  i^8^  /%).  Water 
ID  quarts,  bisulphite  of  soda  in  powder  2J^  ozs.,  crystallized 
carbonate  of  soda  7  ozs,,  neutral  acetate  of  copper  7  ozs.,  75 
per  cent,  cyanide  of  potassium  6^-4  ozs.,  ammonia  4  ozs. 

The  baths  are  best  prepared  as  follows :  Dissolve  the  bisul- 
phite and  carbonate  of  soda  in  one-half  of  the  water,  the  potas- 
sium cyanide  in  the  other  haU,  and  mix  the  copper  salt  with 
the  ammonia;  then  pour  the  blue  ammoniacal  copper  solution 
into  the  solution  of  the  soda  salts,  and  finally  add  the  potassium 
cyanide  solution;  the  bath  will  then  be  clear  and  colorless. 
Boiling,  though  not  absolutely  necessary*  is  of  advantage,  after 
which  the  solution  is  to  be  filtered.  ' 

According  to  thorough  investigations  made»  the  excess  of 
carbonate  of  soda  in  formula  I  serves  no  special  purpose^  but 
on  the  contrary,  in  many  cases,  is  directly  detrimental ;  neither 
is  the  use  of  ammonia  of  any  special  advantage,  and  it  may  just 
as  well,  or  rather  better,  be  omitted.  Further,  the  use  of  sepa- 
rate baths  for  cold  and  warm  coppering  is  at  least  questionable* 
It  is  believed  that  a  single  bath  suffices  for  both  cases,  heating 
having  been  found  of  special  advantage  only  for  rapid  and 
thick  coppering,  or  for  obtaining  particular  shades  which  are 
produced  with  difl^culty  in  the  cold  bath,  but  without  trouble 
in  the  heated  bath. 

It  should  be  borne  in  mind  that  potassium  cyanide  solutions 
arc  still  more  rapidly  decomposed  when  heated  than  when  used 
cold,  and  conscqucnlly  the  consumption  of  potassium  cyanide 
in  heated  baths  is  con^iderably  j^reater  than  m  cold  baths.  Re- 
course to  heating  should,  therefore,  only  be  had  when  the  in- 
tended result  cannot  by  any  other  means  be  obtained. 

The  following  formula  may  be  highly  recommended,  a  copper 
bath  composed  according  to  it  always  yit^lding  good  and  sure 
results. 

III.  Water  10  quarts,  crystallized  carbonate  of  soda8)i  o«s„ 
crystallized  bisulphite  of  soda  7  ozs.,  neutral  acetate  of  copper 
7  ozs.,  98  or  99  per  cent,  poiassium  cyanide  S}4  02s» 

filfctrotnative  force  at  jo  cm.  electrode-distance,  3  volts. 
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Cnrrent- density,  0.35  ampere. 

The  bath  is  prepared  as  follows :  Dissolve  in  7  quarts  of 
wartn  water  the  carbonate  of  soda,  gradually  add  Ihe  bisulphite 
of  soda  to  prevent  violent  eflfervescence,  and  then  add,  with 
vigorous  stirring,  the  acetate  of  copper  in  small  portions. 
Dissolve  the  potassium  cyanide  in  3  quarts  of  cold  watcr^  and 
mix  both  solutions  when  the  first  is  cold.  By  I  borough  stirring 
with  a  clean  wooden  stick,  a  clear  solution  is  quickly  obtained, 
which  is  allowed  to  settle  and  siphoned  off  clear.  II  after  the 
addition  of  the  potassium  cyanide  the  bath  should  not  become 
colorless,  or  at  least  wine-yellow,  add  a  small  quantity  more  of 
potassium  cyanide. 

When  conversion  is  complete,  the  bath  contains  potassium- 
copper  cyanide,  potassium  acetate,  sodium  acetate,  sodium 
sulphate,  and  potassium  cyanide  in  excess  in  addition  to 
»dium  bisulphite. 

For  certain  purposes,  for  instance,  for  the  production  of  a 
xy  close,  thick  deposit,  as  required  for  cast-iron  door  knobs. 
tc.  It  is  advisable  to  double  the  content  of  metal.  For  the 
ireparation  of  such  a  copper  bath,  it  is  only  necessary  to  dis- 
(Ive  double  the  quantities  of  the  salts  given  in  formula  III  in 
[O  quarts  of  water.   _ 

[ds  the  following  copper  bath : 
p,  neutral  bisulphite  of  soda  8^  ozs., 
issiuni  cyanide  7  ozs.,  crystallized  car- 


Stockmeier  mc 
\\\a.  Water  to4 
or  99  per  cen 
>nate  of  soda  6  o^pHystallized  acetate  ofi 
Dissolve  the  fii  jRwIntioncd  three  salts 
lantity  of  watcr.^ind  the  acetate  of  copp^ 
id  pour  the  last  solution  into  the  first,  stii 
is   recommended  to  add  to  this  bath  Jf  to' 
iite  of  soda  per  quart. 

In  preparing  copper  baths,  the  acetate  of  coppeoM^scribed 

the  preceding  formulae  may  be  replaced  by  the  flrEonate  or 

tlphate,  the  substitution  of  the  latter,  after  its  previous  con- 

jrsion  into  carbonate,  being  of  special  ilWhitagc  in  order  not 

to  thicken  the  bath  by  the  potassium  sulphate  formed  by  re- 


per  7  ozs. 
her  in  half  the 
the  other  half, 
constantly.     It 
grains  of  bisul- 
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ciprucal  decomposition.     The  following  formula  is  especially 
suitable  for  the  use  of  sulphate  of  copper  (blue  vitriol): 

IV,    Blue  vitriol lOji  ozs. 

Crystallized  carbonate  of  soda  lo^  oi». 


Water     ....  lo  quarts. 

Pulverized  bisulphite  of  soda  .  .       7  ozs. 

Crystallized  carbonate  of  soda         .         .       $}4  ozs. 
98  to  99  per  cent,  potassium  cyanide      .       S)4  0£S. 

Electro- motive  force  at   10  cm,  electrode-distance,  about 
volts. 

Current-density,  035  ampere. 

First  dissolve  the  ro^i  ozs,  of  blue  vitrto]  and  the  10 J^  oST 
of  crystallized  carbonate  of  soda,  each  by  itself,  in  hot  water, 
and  mix  the  twro  solutions.  Allow  the  precipitate  of  carbonate 
of  copper  to  settle,  and  pour  ofT  the  supernatant  clear  f^uid. 
Then  pour  upon  the  precipitate  5  quarts  of  water*  »dd  the 
bisulphite  of  soda,  next  the  carbonate  of  soda,  and  mix  tliis 
solution  with  the  solution  of  the  potassium  cyanide  in  5  qoarU 
of  water.  The  fluid  rapidly  becomes  clear  and  colorless,  when 
tt  is  boiled  and  filtered, 

V.  Water  15  quarts,  cupron  (cuprous  oxide)  3^  oss., 
99  per  cent,  potassium  cyanide  \Q}i  ozs,»  bisulphite  of  $oda 
10^  ozs. 

Electro-motive  force  at  10  cm.  electrode-distance,  2.8  volts. 

Current-density,  0.3  ampere. 

For  the  preparation  of  the  bath,  dissolve  the  poia  vm«i 

nide  in  about  3  quarts  of  the  water  (cold),  stir  in  gr.:         ^  ihc 
cupron,  then  add  the  solution  ol  the  blsulptiilie  of  soda  in  3 
quarts  ol  the  water,  and  with  the  remaining  9  quarts  of  Walerl 
make  up  the  bath  to  15  quarts^ 

As  previously  mentioned,  an  addition  of  sulphites  to  Uie  cu 
prous  oxide  solution  is  not  required  since  no  cyanogen  escapes*; 
However^  in  dissolving  cuprous  oxide   in   pota  idc 

there  is  lormed,  in  addition  to  potajssium*coppef  u,  ^    ms- 

stum  hydroxide  (caustic  potash)  the  presence  of  whkh  in  thsl 
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bath  is  for  various  reasons  not  desirable.  A  sufficient  quantity 
of  bisulphite  of  soda  to  convert  the  caustic  potash  into  neutral 
potassium  sulphite  is  therefore  added,  while  the  corresponding 
portion  of  bisulphite  is  converted  into  neutral  sodium  bisul- 
phite. A  sufficient  excess  of  bisulphite  of  soda  for  the  exertion 
of  the  above-mentioned  favorable  effects  upon  the  coppering 
process  remains  behind. 

Dr.  Langbein  has  introduced  in  the  copper-plating  industry 
the  cupro-cupric  sulphite.  It  dissolves  in  potassium  cyanide 
without  noticeable  formation  of  cyanogen,  since  it  contains 
more  than  the  sufficient  quantity  of  sulphurous  acid  required 
for  the  reduction  of  the  portion  of  cupric  oxide  present.  Suit- 
able formulas  for  copper  baths  with  cupro-cupric  sulphite  are : 

VI.  Water  10  quarts,  99  per  cent,  potassium  cyanide  Sj4 
ozs.,  ammonium  soda   i|  ozs.,  cupro-cupric  sulphite  4^^  ozs., 

^f 

Via.  Water  10  quarts,  60  per  cent,  potassium  cyanide  14 
ozs.,  cupro-cupric  sulphite  4^  ozs. 

Dissolve  the  salts  in  the  order  given,  stirring  constantly,  and 
then  add  the  remaining  5  quarts  of  water. 

The  deposits  obtained  in  these  baths  are  of  a  beautiful  warm 
color,  very  adherent  and  dense. 

Pfanhauser  recommends  the  following  bath,  in  which  sepa- 
rately prepared  crystallized  potassium-copper  cyanide,  in  addi- 
tion to  suitable  conducting  salts,  which  are  wanting  in  Hos- 
sauer's  formula,  is  used : 

VII.  Water  10  quarts,  ammonia-soda  3ji  ozs.,  anhydrous 
sodium  sulphate  7  ozs.,  crystallized  potassium- copper  cyanide 
iOj4  ozs.,  potassium  cyanide  0.35  ozs. 

For  the  preparation  of  the  bath  the  salts  are  to  be  dissolved 
in  a  suitable  quantity  of  water,  stirring  constantly. 

Electro-motive  force  at  an  electrode  distance  of  15  cm.,  2.7 
volts  for  iron,  3.2  volts  for  zinc.     Current-density  0.3  ampere. 

For  small  zinc  objects  which  are  to  be  coppered  in  a  basket, 
baths  III,  IV,  and  V,  may  be  used,  or  those  up  to  and  includ- 
ing VII,  which  are  to  be  heated   and  compounded  with  a  small 
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additional  quantity  of  potassium  cyanide.  For  the  same  pur- 
pose, Roseleur  recommends  the  following  bath : 

VII L  Water  lo  quarts,  neutral  crystallized  sodium  sulphate 
I  5^  ozs.,  neutral  cupric  acetate  8  ozs.,  75  per  cent  potassium 
cyanide  12^  ozs.»  ammonia  3  ozs. 

The  bath  is  prepared  in  the  same  manner  as  the  baths  given 
under  formulas  I  to  III. 

Prepared  coppering  salts ^  Combinations  under  various  names 
(Schering:  triple  metal  salts;  Langbein  Co.:  double  mctat 
salts)  are  now  brought  into  commerce,  and  are  quite  convenient 
for  the  preparation  of  copper  baths  (and  brass  baths)  in  so  far 
that  only  one  weighing  of  the  substance  is  required. 

As  regards  their  composition  these  preparations  arc  com- 
binations of  potassium- copper  cyanide  (relatively  potassium* 
zinc  cyanide)  with  alkaline  sulphites,  such  as,  for  instance,  aie 
formed  by  dissolving  cupro-cupric  sulphite  in  potassium  cyan- 
ide and  subsequent  evaporation  to  dryness.  As  the  copper 
content  in  Langbein  Co's.  double  copper  salt  amounts  to  from 
20  to  21  per  cent.,  copper  baths  with  any  desired  content  of 
metal  can  in  a  very  simple  manner  be  prepared.  Thus,  for 
instance,  a  copper  bath  with  92,59  grains  of  copper  per  quart 
is  obtained  by  dissolving  6.6  lbs.  of  double  copper  salt  in  100 
quarts  of  water;  and  a  copper  bath  with  138.88  grains  of  cop- 
per per  quart,  by  dissolving  9.9  lbs,  of  double  copper  salt 
in  ICX)  quarts  of  water.  It  may  be  added  that  there  ts  veiy 
seldom  occasion  to  exceed  138.88  grains  of  copper  per  liter. 

As  these  preparations  can  contain  but  a  small  content  of  free 
potassium  cyanide  to  prevent  them  from  absorbing  moisture 
when  storedi  it  is  advisable  to  dissolve  in  the  baths  prepared 
from  them  46  to  78  grains  of  99  per  cent,  potassium  cyaaidc. 
It  has  also  proved  of  advantage  to  add  certain  conducting  salts, 
for  instance,  neutral  sodium  sulphite  in  order  to  eflfcct  a  better 
anodal  snlution  of  the  copper. 

A  copper  salt  brought  into  commerce  by  the  Hanson  &  Van 
Winkle  Co.  ol  Newark,  N.  J,,  under  the  name  of  ru^y  oxide,  may 
to  advantage  be  ujved   in    making  copper  solutions.  It  bctng 
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claimed  to  give  a  much  deeper  red  deposit  than  is  possible  to 
obtain  with  a  carbonate  solution. 

Copper  baths  without  potassium  cyanide.  Of  the  many  direc- 
tions for  the  preparation  of  these  baths,  only  a  few  need  here 
be  mentioned. 

For  coppering  zinc  objects,  Roseleur  recommends  the  follow- 
ing bath : 

IX.  Water  10  quarts^  tartar,  free  from  lime,  6,f  ozs.,  crystal- 
lized carbonate  of  soda  15  ozs.,  blue  vitriol  6.7  ozs.,  caustic  soda 
lye  of  \^  Be.,  %i  lb. 

To  prepare  this  bath,  dissolve  the  tartar  and  the  crystallized 

carbonate  of  soda  in  J^  of  the  water,  and  the  blue  vitriol  in  the 

remaining  y^ ,  and  mix  both  solutions.     Filter  off  the  precipitate, 

lissolve  it  in  the  caustic  soda  lye.  and  add  this  solution  to  the 

other. 

This  bath  works  very  well,  and  may  be  recommended  to 
slcctro- platers  who  copper  zinc  exclusively ;  though  even  for 
lis  purpose  the  baths  prepared  according  to  III,  IV  and  V, 
answer  equally  wcIL 

Weill  obtains  a  deposit  of  copper  in  a  bath  consisting  of  a 
solution    of  blue  vitriol  in  an  alkaline  solution  of  tartrate  of 

totasstum  or  sodium.     Such  a  bath  is  composed  as  follows: 
X.  Water  10   quarts,   potassium    sodium   tartrate  (Rochelle 
Ut)  53  ozs.,  blue  vitriol    lo*/^  ozs,,  60  per  cent,  caustic  soda 
28  ozs. 

The  chief  purpose  of  the  large  content  of  caustic  soda  is  to 
^^cep  the  tartrate  of  copper,  which  is  almost  insoluble  in  water^ 
^Bn  solution.  According  to  Weil,  the  coppering  may  be  exe- 
I^Kuted  in  three  different  ways,  as  follows : 

^^    The  iron  articles  tied  to  zinc  wires*  or   in  contact  with  zinc 
strips,  arc  brought  into  the  bath;   the  coppering  thus  taking 
place  by  contact.     Or^  porous  clay  cups  arc  placed  in  the  bath 
intaining  the  articles;   these  clay  cups  are  filled  with  soda  lye 
which  zinc  plates  connected  with  the  object-rods  arc  allowed 
dip,  the  arrangement  in  this  case   forming  a  cell  with  which^ 
\y  the  solution  of  the  zinc  in  the  soda  lye.  a  current  is  pi 
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duced,  which  affects  the  decomposition  of  the  copper  solution 
and  the  deposition.  When  saturated  with  zinc  the  soda  lye 
becomes  ineffective,  and  according  to  VVeil»  it  may  be  regcn* 
erated  by  the  addition  of  sodium  sulphite,  which  separates  the 
dissolved  zinc  as  zinc  sulphide.  The  third  method  of  coppering 
consists  in  the  use  of  the  current  of  a  battery  or  of  a  dynamo- 
machine,  in  which  case  copper  anodes  have,  of  course,  to  be 
employed.  According  to  the  method  used,  coppering  is 
effected  in  a  shorter  or  longer  time.  In  contact-coppering  at 
least  six  hours  were  required  for  the  production  of  a  tolerably 
heavy  deposit,  and  with  the  use  of  a  current  generated  by  an 
external  source,  no  other  advantage  over  potassium  copper 
cyanide  baths  could  be  noticed  than  that  being  free  from  potas* 
sium  cyanide,  it  is  not  poisonous.  However,  the  danger  in  the 
use  of  copper  cyanide  baths  is  generally  overestimated  by  Ihc 
laymen,  there  being  actually  none,  if  proper  care  be  observed. 

Another  copper  bath  recommended  by  Walenn  consists  of  a 
solution  of  equal  parts  of  neutral  tartrate  of  ammonia  and  potas- 
sium cyanide,  in  which  3  to  5  per  cent,  of  copper  (in  the  form 
of  blue  vitriol  or  moist  cupric  hydrate)  is  dissolved.  The  bath 
is  to  be  heated  to  about  140^  F\ 

Gauduin's  copper  bath  consists  of  a  solution  ol  oxalate  of 
copper  with  oxalate  of  ammonia  and  free  oxalic  acid.  Fon- 
taine asserts  that  the  bath  worivs  wlI!  when  healed  to  between 
140^  and  150^  F. 

Tanks  for  potassium  copper  cyanide  baths.  Cupper  baths  coa- 
taining  cyanide  cannot  be  brought  into  pitched  tanks,  tanks  of 
stoncwateand  enameled  iron  being  used  for  smaller  batlis*  and 
for  larger  ones,  basins  of  brick  set  in  cement,  or  iron  re^rvoirs 
lined  with  cement.  Wooden  tanks  lined  vvtth  celluloid  arc 
useful.  For  large  baths  containing  potassium  cyanide 
tanks  lined  with  lead  can  be  used  without  disadvantage,  since  a 
slight  coating  of  cyanide  of  lead  which  may  be  formed  upon 
the  lead,  is  insoluble  in  potassium  cyanide,  and  even  il  a  smadi 
quantity  of  cyanide  of  lead  would  be  dissolved  in  the  baifa  by 
the  presence  of  organic  acids,  a  separation  of  lead  bcsidisa 
copper  upon  the  cathodes  docs  not  take  place. 
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Copper  anodes.  For  this  purpose  it  is  best  to  use  annealed 
sheets  of  pure  copper  about  0.1 1  to  0.19  inch  thick.  They 
should  first  be  for  some  time  pickled  in  dilute  sulphuric  acid, 
and  then  scratch-brushed,  in  order  to  give  them  a  pure  metallic 
surface. 

The  anode- surface  should  be  as  large  as  possible,  at  least  as 
large  as  the  object- surface  suspended  in  the  bath. 

In  all  baths  containing  cyanide  the  anodes  become  in  a  com- 
paratively short  time  coated  with  a  greenish  slime  which  con- 
sists of  basic  cuprous  cyanide,  and  is  mostly  soluble  in  excess 
of  potassium  cyanide.  When  a  very  thick  formation  of  such 
slime  takes  place,  potassium  cyanide  is  wanting  and  has  to  be 
added. 

In  addition  to  this  coat  of  cuprous  cyanide,  there  may  also 
be  formed  upon  the  anode  a  brown  film  of  para  cyanide  which 
adheres  very  tenaciously  and  cannot  be  removed  with  potas- 
sium cyanide,  but  has  to  be  taken  off  by  scratch-brushing  or 
scouring  with  pumice.  When  coppering  with  small  anode-sur- 
faces, aiid  potassium  cyanide  is  at  the  same  time  wanting,  the 
coat  may  become  so  thick  that  no  current  passes  into  the  bath, 
and  consequently  no  deposit  is  formed.  This  feature  may  even 
appear  when  the  bath  contains  a  sufficient  excess  of  potassium 
cyanide,  because  the  cyanide  formed  in  abundance  on  the 
anode  by  high  current-densities  cannot  with  sufficient  rapidity 
be  dissolved  by  the  potassium  cyanide.  In  this  case,  recourse 
must  also  be  had  to  scouring  the  anodes,  and  then  increasing 
the  anode-surfaces.  The  anodes  are  best  suspended  to  the 
anode-rods  by  means  of  copper  bands  riveted  on. 

Execution  of  copper 'plating. — The  general  rules  given  under 
nickeling,  as  regards  the  suitable  composition  of  the  bath, 
correct  selection  of  anodes,  careful  scouring  and  pickling  of  the 
objects,  and  proper  current- strength  also  apply  to  copper- 
plating. 

In  copper  baths  containing  cyanide,  too  large  an  excess  of 
potassium  cyanide,  to  be  sure,  produces  an  evolution  of  hydro- 
gen-bubbles on  the  objects,  but  it  yields  either  no  deposit  at 


332 


ELECTRO-DEPOSITTON   OF  METALS. 


all  or  only  a  slight  one,  which  readily  peels  off.  If  this  phc- 
nomenon  is  noticed  after  an  addition  of  potassium  cyanide  is 
made,  the  excess  has  to  be  removed  by  adding  a  copper  salt, 
best,  cupro-cupric  cyanide.  For  this  purpose  triturate  the 
latter  with  a  small  quantity  of  the  copper  bath  in  a  small  por- 
celain mortar  to  a  thinly-fluid  paste,  and  add  the  latter  to  the 
bath,  stirring  vigorously  for  some  time.  After  each  addition, 
see  whether  an  object  suspended  in  the  bath  becomes  rapidly 
and  properly  coppered  and,  if  such  be  not  the  case,  repeat 
the  addition  of  cupro-cupric  cyanide  until  the  bath  works  in  a 
faultless  and  correct  manner. 

However,  deposition  may  also  fail  by  reason  of  an  insufficient 
addition  of  potassium  cyanide.  This  is  recognized  by  the 
heavy  formation  of  froth  on  the  anodes  and  the  appearance  of 
a  pale  blue  color  in  the  fluid,  though  this  may  also  be  caused 
by  the  content  of  metal  in  the  bath  being  too  small.  While  in 
the  first  case,  the  simple  addition  of  15  to  30  grains  of  potas- 
sium cyanide  per  quart  will  cause  the  bath  to  deposit  in  the 
proper  manner,  in  the  second  case,  solution  of  copper  cyanide 
in  potassium  cyanide  is  required  in  order  to  increase  the  con- 
tent of  metal,  and  it  is  advisable  to  add  at  the  same  time  a 
small  quantity  of  carbonate  of  soda  and  of  bisulphite  of  soda. 
In  place  of  preparing  a  solution  of  copper  cyanide  in  potassium 
cyanide,  it  is  recommended  to  use  crystallized  copper  cyanide, 
which  can  be  obtained  from  manufacturers  of  chemicals,  and 
dissolve  it  in  hot  water» 

Many  platers  are  of  the  opinion  that  the  articles  to  be  copper- 
plated  do  not  require  very  careful  cleaning  and  pickling  before 
platmg,  because  this  is  sufficiently  effected  by  the  baths  them- 
selves,  by  those  containing  potassium  cyanide,  as  well  as  by 
those  with  alkaline  organic  combinations.  This  opinion,  how- 
ever, is  wrong.  It  is  true  the  potassium  cyanide  dissolves  a 
layer  of  oxide,  but  not,  or  at  least  very  incompletely,  any  grease 
present  upon  the  articles,  and  hence  it  is  advisable  to  free 
objects  intended  for  coppering  as  thoroughly  from  grease  as 
those  to  be  nickeled. 
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The  preliminary  scouring  and  pickling  of  the  articles  to  be 
coppered  are  executed  according  to  the  directions  given  on  p. 
220.  The  same  precautions  referred  to  under  **  Deposition  of 
Nickel "  have  to  be  used  in  suspending  the  objects  in  the  bath, 
and  the  directions  given  there  for  the  suitable  arrangement  of 
the  anodes,  etc.,  also  apply  to  coppering.  However,  as  a  cop- 
per bath  conducts  better  than  a  nickel  bath,  the  distances  be- 
tween the  anodes  and  the  objects  may,  if  necessary,  be  some- 
what greater. 

With  a  proper  arrangement  of  the  anodes  and  correct  regu- 
lation of  the  current,  the  objects  should  be  entirely  coated  with 
copper  in  a  few  minutes  after  being  suspended  in  the  bath.  In 
five  to  ten  minutes  the  objects  are  taken  from  the  bath  and 
brushed  with  a  scratch-brush  of  not  too  hard  brass  wires, 
whereby  the  deposit  should  everywhere  show  itself  to  be  dur- 
able and  adherent.  Defective  places  are  thoroughly  scratch- 
brushed,  scoured,  and  pickled ;  the  objects  are  then  returned 
to  the  bath.  For  solid  and  heavy  plating,  the  objects  remain  in 
the  bath  until  the  original  luster  and  red  tone  of  the  coppering 
disappear  and  pass  into  a  dull,  discolored  brown.  At  this 
stage  the  objects  are  again  scratch-brushed  until  they  show  luster 
and  the  red  copper  color,  and  in  doing  this  it  is  of  advantage  to 
moisten  them  with  tartar  water.  They  are  then  again  returned 
to  the  bath,  where  they  remain  until  the  dull,  discolored  tone 
reappears.  They  are  then  taken  out,  scratch-brushed  bright, 
rinsed  in  several  clean  waters,  plunged  into  hot  water,  and 
finally  dried,  first  in  sawdust  and  then  thoroughly,  at  a  high 
temperature,  in  the  drying  chamber. 

Special  attention  must  be  paid  to  the  thorough  washing  of 
the  coppered  objects,  because,  if  a  trace  of  the  bath  contain- 
ing cyanide  remains  in  the  depressions  or  pores,  small ^  dark, 
round  stains  appear  on  those  places,  which  cannot  be  removed, 
or  at  least  only  with  great  difficulty,  they  reappearing  aj;ain  in  a 
short  time  after  having  been  apparently  removed.  This  forma- 
tion of  stains  appears  most  frequently  upon  coppered  (as 
-well  as  brassed)  iron  and  zinc   castings,  which  cannot  be  pre- 
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duced  without  pores*  To  prevent  the  formation  of  these  stains 
the  following  method  is  recommended :  Since  the  rinsing  in 
many  waters,  and  even  allowing  the  objects  to  lie  for  hours  in 
running  water,  offer  no  guarantee  that  every  trace  of  fluid  con- 
taining cyanide  has  been  removed,  the  objects  are  brought  into 
a  slightly  acid  bath  which  decomposes  the  fluid,  a  mixture  of  I 
part  of  acetic  acid  and  50  parts  of  water  being  well  adapted  tor 
the  purpose.  The  objects  are  allowed  to  remain  in  this  mix- 
ture for  three  to  five  minutes,  when  they  are  rinsed  off  in  water 
and  dipped  for  a  few  minutes  in  dilute  milk  of  lime.  They  are 
finally  rinsed  and  dried.  Coppered  castings  thus  treated  will 
in  most  cases  show  no  stains. 

O.  Shultz  obtained  a  patent  for  the  following  method  for  re* 
moving  the  hydrochloride  acid  from  the  pores,  and  for  prevent- 
ing  the  formation  of  stains :  The  plated  objects  are  placed  in  a 
room  which  can  be  hermetically  closed.  The  air  is  then  re- 
moved from  the  room  by  the  introduction  of  steam  of  a  high 
tension  and  by  means  of  an  air-pump,  and  water  is  sprinkled 
upon  the  objects.  By  this  treatment  in  vacuum  the  fluid  in  the 
pores  comes  to  the  surface,  and  the  salt  solution  is  removed  by 
the  water  sprinkled  over  the  articles. 

After  drying,  the  deposit  of  copper,  if  it  is  to  show  high 
luster*  is  polished  with  soft  wheels  of  fine  flannel  and  dr\^  Vienna 
lime.  Commercial  rouge  FFF,  moistened  with  a  little  alcohol, 
is  also  an  excellent  polishing  agent  for  copper  and  all  other 
soft  metals. 

As  is  well  known,  massive  copper  rapidly  oxidizes  in  Ji 
humid  atmosphere,  and  this  is  the  case  to  a  still  greater  extent 
with  electro-deposited  copper.  Hence,  the  coppered  objects, 
if  they  arc  not  to  be  further  coated  with  a  non-oxidizing  metal, 
have  to  be  prijvided  with  a  colorless,  transparent  coat  of  lac- 
quer (see  **  Lacquering,"  Chapter  XIV). 

It  frequently  happens  that  slightly-coppered  (as  well  as 
slightly-brassed)  objects,  especially  of  zinc,  after  some  time,  be- 
come entirely  white  and  show  no  trace  of  the  deposit.  This  is 
due  to  the  deposit  penetrating  into  the  basis-metal,  as  already 
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xplained.  Lacquering  in  this  case  is  of  no  avail,  the  deposit 
ilso  disappearing  under  the  coat  of  lacquer.  The  only  remedy 
igainst  the  phenomenon  is  a  heavier  deposit. 

If  the  coppered  objects  are  to  be  coated  with  another  metal, 
drying  is  omitted,  and  after  careful  rinsing  they  are  directly 
brought  into  the  respective  bath,  or  into  the  quicking  pickle,  if, 
as,  for  instance,  in  silvering,  quicking  has  to  be  done.  In  such 
cases,  where  the  copper  deposit  ser\'es  only  as  an  intermediar>- 
for  the  reception  of  another  metallic  coating,  the  objects  need 
not  be  coppered  as  thickly,  as  previously  described,  by  treating 
them  three  times  in  the  bath.  Preliminary  coppering  for  5  to 
10  minutes  sufRces  in  all  cases,  which  is  succeeded  by  scratch- 
brushing  in  order  to  be  convinced  that  the  deposit  adheres 
firmly,  and  that  the  basis-metal  is  uniformly  coated.  The 
objects  are  then  suspended  in  the  bath  for  from  5  to  10  minutes 
longer  with  a  weak  current. 

In  coppering  sheet-iron  or  shcet-sinc  which  is  to  be  nickeled, 
the  sheets  are  taken  from  the  bath  after  3  to  5  minutes,  at  any 
rate  while  they  still  retain  luster,  scratch-brushing  being  in  this 
case  omitted.  For  coppering  such  sheets  a  current-density  of 
0.5  ampere  and  an  electro-motive  force  of  3.5  to  4  volts  is  re- 
quired. 

The  treatment  of  copper  baths  when  they  become  inactive, 
or  show  other  abnormal  features,  has  already  been  referred  to. 

When,  as  is  frequently  done,  a  fluid  prepared  by  dissolving 
cuprous  oxide  in  potassium  cyanide  is  used  in  place  of  solution 
of  crystallized  potassium  copper  cyanide  in  water,  for  increas- 
ing the  content  of  metal,  it  must  not  be  forgotten  to  add  the 
corresponding  quantity  of  bisulphite  of  soda  for  the  conversion 
of  the  caustic  potash  formed  into  potassium  sulphate. 

All  other  general  rules  for  plating  baths  j^iven  under  **  Elec- 
tro-plating Solutions,"  Chapter  V.,  must  here  also  be  observed. 

In  the  course  of  time,  copper-cyanide  baths  become  thick  in 
consequence  of  the  decomposition  of  the  potassium  cyanide 
and  the  accumulation  of  alkaline  carbonate  and  other  products 
of  transformation  formed  thereby,  the  additions  for  refreshing 
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the  coating  of  arsenic  by  polishing  upon  a  felt  wheel.  If  this 
polishing  is  to  be  avoided,  the  portions  which  are  not  to  be 
black  may  be  coated  with  stopping-off  varnish,  and  arsenic 
deposited  upon  the  places  left  free. 

For  coppering  by  contact  and  boilings  see  special  chapter^ 
"  Depositions  by  Contact." 

For  coloring,  patinizing  and  oxidizing  of  copper,  see  the 
proper  chapter. 

Examination  of  Copper-baths  Containing  Potassium  Cyanide, 
In  the  preceding  sections  several  characteristic  indications 
which  serve  for  the  qualitative  examination  of  these  baths  have 
already  been  given.  Like  all  baths  containing  potassium 
cyanide,  their  original  composition  gradually  suffers  extensive 
alterations  by  the  decomposition  of  the  potassium  cyanide, 
which  by  the  carbonic  acid  of  the  air  is  changed  to  potassium 
carbonate  and  hydrogen  cyanide,  and  spontaneously  also  to 
ammonia  and  potassium  formate.  The  potassium  cyanide  is 
also  split  up  by  the  current,  potassium  hydroxide  being 
formed,  together  with  decomposition  of  water,  which  by  the 
carbonic  acid  of  the  air  is  gradually  converted  into  potash, 
while  hydrogen  cyanide  and  hydrogen  escape.  Under  certain 
conditions  an  oxidation  of  the  potassium  cyanide  to  potassium 
cyanite  may  also  take  place. 

The  excess  of  potassium  cyanide  required  for  the  correct 
performance  of  the  copper-bath  is  therefore  gradually  con- 
sumed, and  the  bath,  at  first  of  a  wine-yellow  color,  acquires  a 
blue  coloration,  and  does  no  longer  yield  a  good  deposit. 
When  such  is  the  case,  the  same  quantity  of  copper  which  is 
withdrawn  from  the  bath  by  the  deposit,  is  not  dissolved  from 
the  anodes,  and,  hence,  the  determination  of  the  content  of  free 
potassium  cyanide,  as  well  as  that  of  the  content  of  copper,  may 
at  times  be  necessary.  A  determination  of  the  potassium  car- 
bonate (potash)  formed  in  the  bath  and  its  removal,  or  con- 
version into  potassium  cyanide  by  the  addition  of  the  corre- 
sponding quantity  of  barium  cyanide  solution,  which  will  be 
22 
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the  baths  abo  partly  contributing  thereto.  While  the  normal 
specific  gravity  of  freshly-prepared  baths  is,  according  to  their 
composition,  from  $  to  7*-"  Be,  the  baths  after  having  been  in 
operation  for  several  years  may  show  1 1°  Be.  and  more.  It  is 
frequently  found  that  coppering  in  baths  which  have  become 
thick  is  not  effectual^  the  deposit  not  adhering  so  well  and  not 
showing  the  brilliant  color  of  copper  as  when  produced  in  a 
fresh  bath.  The  only  remedy  for  this  is  diluting  the  bath  with 
water  to  6^  or  7°  Be,,  increasing  the  content  of  metal  by  add- 
ing highly  concentrated  solution  of  potassium  copper  cyanide, 
and  decomposing  the  alkaline  carbonates,  or  at  least  a  greater 
portion  of  them,  by  conducting  sulphurous  acid  into  the  batb. 
or  by  dissolving  bisulphite  of  soda  in  it. 

Coppiring  small  articles  in  quantities.  If  a  large  quantity  of 
small  articles  is  at  one  time  to  be  coppered  in  dipping  baskets^ 
it  is  recommended  to  use  the  baths  quite  hot,  this  causing,  to 
besure,  a  considerably  larger  consumption  of  potassium  cyanide 
than  in  cold  baths.  For  the  rest,  the  process  ts  the  same  as 
that  given  for  nickeling  small  objects  in  quantities. 

If  very  large  quantities  of  small  objects  have  continually  to 
be  coppered,  one  of  the  mechanical  plating  contrivances  re« 
ferred  to  in  Chapter  VI  will  do  good  service. 

The  inlaying  of  depressions  of  coppered  art-casting>  s.  an 
black  may  be  done  tn  different  ways.  Some  blacken  the  ground 
by  applying  a  mixture  of  spirit  lacquer  with  lampblack  and 
graphite,  while  others  use  oil  of  turpentine  with  lampblack  and 
a  few  drops  of  copal  lacquer.  A  very  thin  nigrosm  lacquer 
mixed  with  finely  pulverized  graphite  is  very  suitable  for  llic 
purpose.  When  the  lacquer  is  dry  the  elevated  places  which 
are  to  show  the  copper  color  are  cleansed  wHth  a  linen  rag 
moistened  with  alcohol. 

Elcctrolytically  coppered  articles  may  be  inlaid  black  by 

joatiiu^    them,    after    thorough    scouring   aud    1     '  '  with 

irsenic  in  one  of  the  baths  given  under  **  Electro        ,      uion  of 

Arsenic/'  and,  after  drying  in  hot  water  ami  sawdttsi,  freeing 

the  surfaces  and  profiles,  which  are  to  appear  coppered,  from 
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the  coating  of  arsenic  by  polishing  upon  a  felt  wheel.  II  this 
'  polishing  IS  to  be  avoided,  the  portions  which  arc  not  to  be 
1     black  may  be  coated  with  stopping-off  varnish,  and   arsenic 

deposited  upon  the  places  left  free. 
^^    For  coppering  by  contact  and  boilings  sec  special   chapter, 
^"*  Depositions  by  Contact*'* 
I  For  coloring,  patinizing  and  oxidizing  of  copper,  sec   the 

proper  chapter. 

Examination  of  Copper-baths  Containing  Potassium  Cyanide, 

In  the  preceding  sections  several  characteristic  indications 

which  serve  (or  the  qualilattve  examination  of  these  baths  have 

already  been    given.       Like    all    baths    containing    potassium 

cyanide,  their  original  composition  gradually  suffers  extensive 

alterations   by  the   decomposition   of  the   potassium   cyanide, 

which  by  the  carbonic  acid  of  the  air  is  changed  to  potassium 

carbonate  and   hydrogen  cyanide,  and  spontaneously  also  to 

ammonia  and  potassium  formate.     The  potassium  cyanide  is 

also    split    up    by    the    current,    potassium    hydroxide    being 

formed,  together  with  decomposition  of  water,  which  by  the 

carbonic  acid  of  the  air   is   gradually  converted   into  potash^ 

hile  hydrogen  cyanide  and  hydrogen  escape.     Under  certain 

onditions  an  oxidation  of  the  potassium  cyanide  to  potassium 

cyanitc  may  also  tiike  |)lace. 

The  cxcc<»s  of  potassium  cyanide  required  for  the  correct 
performance  of  the  copper-balh  is  therefore  gradually  con- 
sumed, and  the  bath,  at  first  of  a  wine-yellow  color,  acquires  a 
blue  coloration,  and  does  no  longer  yield  a  good  deposit. 
When  such  is  the  case,  the  same  quantity  of  copper  which  is 
withdrawn  from  ihc  bath  by  the  deposit,  is  not  dissolved  from 
the  anodes,  and,  hence,  the  determination  of  the  content  of  free 
potassium  cyanide,  as  well  as  that  of  the  content  of  copper,  may 
at  times  be  necessary.  A  determination  of  the  potassium  car- 
bonaic  (potash)  foimcd  in  the  bath  and  its  removal,  or  con* 
version  into  potassium  cyanide  by  the  addition  of  the  corre- 
sponding quantity  of  barium  cyanide  solution,  which  will  be 
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referred  to  under  silver  baths,  cannot  be  recommended.  Thh 
determination  in  copper-baths  which  contain,  as  is  generally 
the  case,  sulphides,  is  troublesome,  and  an  accumulation  of 
potash  in  copper  baths  docs  not  produce  the  same  evils  as  in 
a  silver  bath.  If.  however,  a  copper  bath,  after  working  for 
years,  has  become  thick  in  consequence  of  a  large  content  of 
potash,  it  can  be  renewed  without  considerable  expense,  or,  if 
this  is  not  desired,  it  can  be  regenerated  by  diluting  with  vi.^ter, 
and  increasing  the  content  of  copper  and  of  potassium  cyanide. 

Hence,  the  determination  of  the  free  potassium  cyanide 
(f.  e,t  not  fixed  on  copper),  and  that  of  the  copper  will  here 
only  be  discussed. 

Determittatioft  of  potassium  cyamde. — The  best  and  most 
rapid  method  for  this  purpose  is  by  titrating  with  decinormal 
solution  of  silver  nitrate.  Silver  nitrate  and  potassium  cyanide 
form  finally  potassium  nitrate  and  insoluble  silver  cyanide,  the 
latter,  however,  being  redissolved  to  potassium  silver  cyanide 
so  long  as  free  potassium  cyanide  is  present.  Since  potassium 
silver  cyanide  contains  two  molecules  of  cyanogen,  one  mole- 
cule of  silver  nitrate  corresponds  to  two  molecules  of  potassium 
cyanide,  and  r  cubic  centimeter  of  decinormal  solution  of  silver 
nitrate  corresponds  to  0.013  gramme  of  potassium  cyanide. 

Bring,  by  means  of  a  pipette,  5  cubic  centimeters  of  the 
copper  bath  into  a  beaker  having  a  capacity  of  about  J^  liter. 
Dilute  with  about  150  cubic  centimeters  of  water,  add  one  or 
two  drops  of  saturated  common  salt  solution,  and  then,  whilst 
constantly  stirring  the  fluid  in  the  beaker,  allow  to  flow  in  froin 
the  burette  silver  nitrate  solution  so  lon^  as  the  precipitate 
formed  dissolves  rapidly. 

When  solution  becomes  sluggish,  ,iuii.  stirring  consi^iUiv. 
silver  nitrate  solution  drop  by  drop,  waiting  after  the  addition 
of  each  drop  until  the  fluid  has  again  become  clear.  When 
the  fluid  does  not  become  clear  after  adding  the  last  drop,  and 
it  shows  a  slight  turbidity,  no  more  free  potassium  cyanide  Is 
present.  By  multiplying  the  cubic  centimeters  of  decinormal 
solution  of  silver  nitrate  used  by  2.6,  the  content  of  polassiuni 
cyanide  per  IHcr  of  bath  is  found. 
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Suppose,  lor  instance,  for  5  cubic  centimeters  of  bath.  2>Z 
ibic  centimeters  of  silver  solution  have  been  used,  then  i  liter 
the  bath  contains  2,2  X  2.6  =  5.72  grammes  of  free  potassium 
'antdc,  because  i  cubic  centimeter  of  silver  solution  corre- 
sponds to  0,013  grammes  of  potassium  cyanide,  therefore  2.2 
cubic  centimeters  ^=  2.2  .  o.or  3  s:  0.0286  grammes,  from  which 
results  by  calculation 

5  10.0286=  100:  X 
X  ^  5.72  grammes. 

now  the  initial  content  of  free  potassium  cyanide  in  the 
freshly  prepared  bath  has  been  determined,  a  later  determina- 
tion will  show  the  deficiency  of  it  which  has  taken  place.     It 
ust.  however,  be  taken  into  consideration  that  the  potassium 
rmatc  formed  by  the  decomposition  of  the  potassium  cyanide 
may,   up  to  a  certain   degree,  apparently   fill  the  role  of  the 
potassium  cyanide,  in  so  far  as  it  decreases  the  conducting  rc- 
istance  of  the  bath,  but  it  does  not  contribute  to  the  solution 
f  the  anodes.     Hence,  if  the  established  deficiency  of  potas- 
um  cyanide  would  be  replaced  by  equally  large  quantities  of 
the  salt,  there  would  be  danger  of  too  much  of  it  getting  into 
e  bath,  and  the  latter  would  conduct  too  readily,  which  would 
suit  in  the  deposit  precipitating  too  rapidly  and   turning  out 
ss  adherent. 

Hence,  it  is  evident  that  analytical  methods  alone  are  not 
ufficicnt  for  maintaining  entirely  constant  baths  containing  po- 
ssium  cyanide,  and  practical  experience  and  a  good  faculty  of 
observation  are  required  if  the  results  of  analysis  are  to  be  util- 
cd  for  the  correction  of  the  baths.     The  potassium  formate 
an  neither  be  removed  from  the  bath  nor  can  it  be  quanti- 
tatively determined,  and  since  its  action  in  the  bath  is  not  accu- 
atcly  known,  it  can  only  be  stated  from  practical  experience, 
hat  under  norma!  condiiions  only  about  60  percent,  of  the  de- 
ficiency of  free  potassium  cyanide  in  a  copper  bath  should  be 
replaced  by  pure  potassium  cyanide. 
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Determination  of  copper.  This  may  be  effected  by  electrolytic 
or  volumetric  analysis. 

For  the  determination  of  copper  by  electrolysis^  measure  of!  by 
means  of  the  pipette,  lo  cubic  centimeters  of  the  copper  bath, 
and  allow  the  6uid  to  run  into  a  porcelain  dish  having  a  capa- 
city of  150  to  200  cubic  centimeters.  Add  10  cubic  centime- 
ters of  pure  strong  hydrochloric  acid,  cover  the  dish  mth  a 
watch  glass,  and  heat  upon  the  water  bath.  When  evolution  of 
gas  ceases,  carefully  remove  the  watch  glass,  rinse  off  adhering 
drops  with  a  small  quantity  of  distilled  water  into  the  dish,  and 
evaporate  the  contents  of  the  latter  nearly  to  dryness.  Now  add 
about  I  cubic  centimeter  of  strong  nitric  acid,  swing  the  dish  to 
and  fro  so  that  all  portions  of  the  residue  are  moistened  by  the 
acid,  heat  for  a  short  time,  and  then  add  32  cubic  centimeters 
of  pure  dilute  sulphuric  acid  ( i  part  acid,  2  parts  water),  with 
which  the  contents  of  the  dish  are  heated,  until  every  trace  of 
odor  of  hydrochloric  and  nitric  acids  has  disappeared.  Now 
pour  the  copper  solution  into  the  platinum  dish  serving  for 
electrolysis,  rinse  the  porcelain  dish  with  distilled  water,  adding 
the  wash-water  to  the  contents  of  the  platinum  dish,  fill  the  lat- 
ter up  to  within  i  centimeter  of  the  rim  with  water,  add  2  cubic 
centimeters  of  pure  concentrated  nitric  acid,  and  electrolyze 
with  a  current-strength  of  ND  100^  i  ampercj  1.  ^,,  i  ampere 
for  100  square  centimeters  surface  of  the  platinum  dish  which 
serves  as  cathode. 

The  copper  separates  with  a  bright  red  color,  adhering 
firmly  to  the  platinum  dish  which  is  connected  with  the  nega- 
tive pole  of  the  source  of  current.  That  the  separation  of 
copper  is  finished  is  recognized  by  a  narrow  strip  of  platinum 
sheet,  when  suspended  in  the  platinum  dish,  showing  in  1$ 
minutes  no  trace  of  coppering  ;  or  by  a  few  drops  of  the  solu- 
tion when  brought  together  with  a  drop  of  yellow  prusstate  of 
potash  solution,  producing  no  red  coloration. 

When  by  one  of  the  above-mentioned  means  the  complete 
separation  of  the  copper  has  been  ascertained,  the  platinum 
dish  is  washed,  without  interruption  of  the  current,  the  water 


DEPOSITION   OF  COPPER.  BRASS  AND   BRONZE, 


341 


emoved  by  rinsing  the  dish  with  absolute  alcohol,  and  the  lat- 
ter removed  by  rinsing  with  ether.  Dry  for  a  short  time  in  an 
air  bath  at  212''  F,,  and  weigh  the  dish  together  wirh  the  pre- 
cipitate of  copper.  By  deducting  the  weight  of  the  dish,  the 
eight  of  the  copper  is  obtained,  and,  since  10  cubic  centi- 
eters  of  the  bath  were  eleclrolyzed.  the  weight  of  the  copper 
ultiplied  by  I  GO  gives  the  contents  of  copper  in  grammes  in 
I  liter  of  copper  bath. 

The  volumetric  determination  of  copper  is  based  upon  the 

rinciple  that  solution  of  sulphate  or  chloride  of  copper  forms, 

ith   potassium  iodide,  copper  iodide,  whilst  free  iodine  is  at 

e  same  time  formed,  one  atom  of  liberated  iodine  correspond- 

ng  to  one  molecule  of  copper  salt.     This  free   iodine  is  dc- 

ermincd  by  titration  with  a  solution  of  sodium  hyposulphite  of 

nown  content,  and  the  conlent  of  copper  is  calculated  from 

e  number  of  cubic  centimeters  of  the  solution  used.     For  the 

recognition  of  the  final  reaction,   the  blue  coloration,   which 

originates  when  starch  solution  combines  with  free  iodine,  is 

tilized.     There    are    required    a   decinormal    iodine    solution 

hich  contains  per  liter  exactly  12.7  grammes  of  re-sublimated 

dine  dissolved  in  potassium  iodide,  and  a  decinormal  solution 

i  sodium  hyposulphite^  of  which  10  cubic  centimeters  diluted 

ith  water  and  compounded  with  a  small  quantity  of  starch 

olution  must  exactly  use  10  cubic  centimeters  of  iodine  solu- 

ion  to  give   a  permanent  blue   coloration  by  the  formation  of 

dine-starch. 

The  mode  of  operation  is  as  follows:  Heat  in  a  porcelain 
dish  10  cubic  centimeters  of  the  copper  bath  with  10  cubic 
centimeters  of  strong  hydrochloric  acid,  evaporate  nearly  to 
dryness  with  i  cubic  centimeter  of  strong  nitric  acid  and  2 
ubic  centimeters  of  hydrochloric  acid,  and  heat  upon  the 
ater  bath  until  the  nitric  acid  is  entirely  removed*  The  resi- 
due is  dissolved  in  water  with  the  addition  of  a  small  quantity 
of  dilute  hydrcchloric  acid.  The  clear  solution  is  brought  into 
a  measuring  flaslc  holding  100  cubic  centimeters,  thL*  dish  is 
rinsed  with  water,  the  free  acid  neutralized  by  the  addition  of 
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dilute  soda  lye  until  a  precipitate  of  bluish  copper  hydrate 
commences  to  separate,  which  after  vigorous  shaking  does  not 
disappear.  Now  add*  drop  by  drop,  hydrochloric  acid  until  the 
precipitate  just  dissolves,  fill  the  flask  up  to  the  lOO-centimeter 
mark  with  water,  and  mix  by  shaking.  Of  this  solution  bring 
by  means  of  the  pipette,  iO  cubic  centimeters  into  a  glass  ol 
ICO  cubic  centimeters  capacity,  and  provided  with  a  glass 
stopper,  add  lO  cubic  centimeters  of  a  lO  per  cent,  potassium 
iodide  solution,  dilute  with  a  small  quantity  of  water,  close  the 
glass  with  the  stopper,  and  let  it  stand  for  ID  minutes.  Now 
add  from  a  burette,  dccinormal  solution  of  sodium  hyposulphite 
until  the  iodine  solution  has  become  colorless,  and  then  add  a 
few  cubic  centimeters  more.  Next  bring  into  the  flask  a  few 
drops  of  starch  solutiont  and  then  add  from  another  burette, 
decinormal  iodine  solution  until  a  blue  coluration  is  just  per- 
ceptible. By  deducting  the  cubic  centimeters  of  iodine  solution 
used  from  the  cubic  centimeters  of  sodium  hyposulphite  solu- 
tion, it  will  be  known  how  many  cubic  centimeters  of  the  latter 
solution  have  been  used  for  fixing  the  iodine  liberated  by 
the  reciprocal  action  between  copper  solution  and  potassium 
cyanide  solution.  Since  i  cubic  centimeter  of  a  sodium  hypo- 
sulphite solution,  which  is  equivalent  to  the  decinormal  iodine 
solution,  corresponds  to  0.0063  gramme  of  copper,  therefore, 
as  I  cubic  centimeter  of  the  bath  has  been  titrated,  the  number 
of  cubic  centimeters  found  has  to  be  multiplied  by  6.3  to  find 
the  content  of  copper  per  liter  of  copper  bath. 

Suppose  to  10  cubic  centimeters  of  the  copper  solution  mixed 
with  potassium  iodide  has  been  added  2.8*  cubic  centimeters  of 
sodium  hyposulphite  solution,  and  for  titrating  back  the  excess 
0,7  cubic  centimeters  of  iodine  solution  had  been  used  up  to 
the  appearance  of  the  blue  coloration,  then  2.8  —  0.7  =  2.1 
centimeters  have  been  used,  which  multiplied  by  6.3  gives  13,3 
grammes  as  the  content  of  copper  per  liter  of  bath. 

If  now  a  deficiency  of  copper  has  been  established  by  one  or 
the  other  method,  the  original  content  of  copper  can  be  rtadily 
restored  by  the  addition  of  crystallized  potassium-copper  cya- 
nide.     This  salt,  when  pure,  contains  about  30  per  cent,  copper. 
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Suppose,  when  first  prepared,  the  bath  contained  15  grammes 
of  copper  per  liter,  and  it  has  been  shown  by  analysis  that  it 
now  contains  only  13.3  grammes,  then  a  deficiency  of  1.7 
^ammes  of  copper  has  to  be  made  up.  Since  100  grammes 
of  potassium-copper  cyanide  contain  30  grammes  of  copper, 
then 

3:  ioo  =  i.7:;r 

and  hence  3.57  grammes  of  potassium-copper  cyanide  per  liter 
have  to  be  dissolved  in  the  bath.  It  is  advisable  to  electrolyti- 
cally  determine  in  the  previously  described  manner,  after  first 
destroying  the  cyanogen  combinations,  the  content  of  copper 
in  the  potassium-copper  cyanide  to  be  used  for  strengthening 
the  bath,  so  that  in  case  the  salt  shows  a  smaller  content  of 
copper,  the  proper  quantity  of  it  may-  be  added. 

2.  DEPosmoN  OF  Brass. 

Brass  is  an  alloy  of  copper  and  zinc,  whose  color  depends  on 
the  quantitative  proportions  of  both  metals.  The  alloys  known 
as  yellow  brass,  red  brass  (similor,  tombac),  consist  essentially 
of  copper  and  zinc,  while  those  known  as  bell  metal,  gun  metal, 
and  the  bronzes  of  the  ancients  are  composed  of  copper  and  tin. 
Modetn  bronzes  contain  copper,  zinc  and  tin. 

The  behavior  of  brass  towards  acids  is  nearly  the  same  as 
that  of  copper.  It  oxidizes,  however,  less  rapidly  in  the  air,  is 
harder  than  copper,  malleable,  and  can  be  rolled  and  drawn 
into  wire. 

Brass  baths.  In  accordance  with  the  plan  pursued  in  this 
work  only  the  most  approved  formulas,  the  greater  portion  of 
which  has  been  practically  tested,  will  be  given.  More  recent 
propositions  which  cannot  be  recognized  as  improvements 
over  the  older  directions,  will  be  critically  commented  upon. 
There  is  a  large  number  of  receipts  for  brass  baths  which  show 
such  remarkable  difference  in  the  proportions  of  the  two  metals 
that,  on  more  closely  examining  them,  even  the  layman  can,  at 
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the  first  glance^  discover  tKc  doubtful  result.  Thus,  lor  in- 
stance* RusselJ  and  Woolrich  recommend  a  bath  in  which  the 
<)uantity  of  copper  salt  to  zinc  salt  is  in  the  proportion  of 
lo:  I.  Other  authors  give  the  following  proportions:  Copper 
I  to  zinc  8  (Heeren);  copper  i  to  zinc  2  (Salzede,  Kruel); 
copper  2  to  zinc  i  (Newton).  These  examples  will  show  the 
difference  of  opinion  regarding  the  suitable  composition  of 
brass  baths. 

An  electro-plater  understanding  all  the  conditions  and  the 
efifect  of  the  current-strength  might  possibly  obtain  a  deposit 
of  brass  even  from  baths  which  show  such  abnormal  proportions 
of  mixture  as  those  made  up  according  to  the  directions  by 
Russell,  Heeren,  and  others,  but  how  many  conditions  have 
thereby  lo  be  taken  into  consideration  will  be  shown  later  on. 
We  share  the  opinion  of  Roseleur  that  a  brass  bath  containing 
copper  and  zinc  salts  in  nearly  equal  proportions  is  the  most 
suitable  and  least  subject  to  disturbances.  A  brass  bath  is  to 
be  considered  as  a  mixture  of  solutions  of  copper  cyanide  and 
zinc  cyanide,  or  of  other  copper-zinc  salts,  in  the  most  suitable 
solvent.  Now,  since  a  solution  of  copper  cyanide  requires  a 
different  current-strength  from  one  of  zinc  salt,  it  will  be  seen 
that  according  to  the  greater  or  smaller  current-strength,  now 
more  of  the  one,  and  now  more  of  the  other,  metal  is  deposited, 
which,  of  course,  influences  the  color  of  the  deposit.  Hence 
the  proper  regulation  of  the  current  is  the  chief  condition  for 
obtaining  beautiful  deposits,  let  the  bath  be  composed  as  it  may* 

For  ail  baths  containing  more  than  one  metal  in  solution,  it 
may  be  laid  down  as  a  rule  that  the  less  positive  metal  is  first 
deposited.  In  a  brass  bath,  copper  is  the  negative,  and  ainc  the 
positive  metal;  and  hence  a  weaker  current  deposits  more 
copper,  in  consequence  of  which  the  deposit  becomes  redder^ 
while,  vice  versa,  a  more  powerful  current  decomposes,  in  addi- 
tion  to  the  copper  solution,  also  a  larger  quantity  of  zinc  solu- 
tion, and  reduces  zinc,  the  color  produced  being  more  pale 
yellow  to  greenish.  By  bearing  this  in  mind  it  is  not  difficult 
to  obtain  any  desired  shades  within  certain  limits. 
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1.  Brass  bath  according  to  Roseieur, — Blue  vitriol  and  zinc 
sulphate  {white  vitriol),  of  each  5)^  ounces,  and  crystallized 
carbonate  of  soda  15J4  ounces.  Crystallized  carbonate  ol 
soda  and  bisulphite  of  soda  in  powder,  oi  each  7  ounces,  98  per 
cent,  potassium  cyanide  8)^  ounces,  arsenious  acid  lO%  grains, 
^^water  10  quarts, 

^B     EUctro'Uwtivc  force  at  10  cm.   electrode-distance,  2.6  to  2,8 
Hvolts. 

^B     Current-density,  0.52  ampere. 

^H*  The  bath  is  prepared  as  follows :  In  5  quarts  of  warm  water 
^fcissolve  the  blue  vitriol  and  the  zinc  sulphate;  and  in  the  other 
^ft  quarts  the  15^  ounces  of  carbonate  of  soda;  then  mix  both 
^^olutions,  stirring  constantly.  A  precipitate  of  carbonate  of 
copper  and  carbonate  of  zinc  is  formed,  which  is  allowed 
lietly  to  settle  lor  10  to  12  hours,  when  the  supernatant  clear 
luid  is  carefully  poured  off,  so  that  nothing  of  the  precipitate 
lost.  Washing  the  precipitate  is  not  necessary.  The  clear 
[uid  poured  off  is  of  no  value  and  is  thrown  away.  Now  add 
the  precipitate  so  much  water  that  the  resulting  fluid 
imounts  to  about  6  quarts,  and  dissolve  in  it,  with  constant 
stirring,  the  carbonate  and  bisulphite  of  soda,  adding  th^se 
salts,  however,  not  at  once,  but  gradually,  in  small  portions,  to 

Kvoid  foaming  over  by  the  escaping  carbonic  acid.  Dissolve 
Ke  potassium  cyanide  in  4  quarts  of  cold  water  and  add  this 
olution,  with  the  exception  of  about  J^  pint,  in  which  the 
arsenious  acid  is  dissolved  with  the  assistance  of  heat,  to  the 
first  solutions,  and  finally  add  the  solution  of  arsenious  acid  in 
the  ^  pint  of  water  retained,  when  the  bath  should  be  clear 
and  colorless.  If  after  continued  stirring,  particles  of  the  pre- 
^■fcipitate  remain  undissolved,  carefully  add  somewhat  more 
^^otassium  cyanide  until  solution  is  complete. 

The  addition  of  a  small  quantity  of  arsenious  acid  is  claimed 

KD  make  the  brassing  brighter;   but  the  above-mentioned  pro- 
lortion  of  305^  grains  for   a   lo-quart  bath  must  not  be  ex- 
eeded,  as  otherwise  the  color  of  the  deposit  would  be  too  light 
and  show  a  gray  tone. 
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II.  Crystallized  carbonate  of  soda  ioj4  ounces,  pulverized 
bisulphite  of  soda  7  ounces,  neutral  acetate  of  copper  4.4 
ounces,  pulverized  chloride  of  zinc  4.4  ounces,  98  per  cent, 
potassium  cyanide  14.11  ounces,  arsenious  acid  joj^  grains, 
water  10  quarts. 

Eiectro-mGtive  force  at  lo  cm.  electrode-distance  2.6  to  2.8 
volts. 

Current  density  0,32  ampere. 

The  preparation  of  this  bath  is  more  simple  than  that  ol 
preceding. 

Dissolve  the  carbonate  and  bisulphite  of  soda  in  4  quarts  o! 
water,  then  mix  the  acetate  of  copper  and  chloride  of  zinc  with 
2  quarts  of  water,  and  gradually  add  this  mixture  to  the  solu* 
tion  of  the  soda  salts.  Next  dissolve  the  potassium  cyanide  in 
4  qttarts  of  water,  and  add  tliis  solution  to  the  first,  retaining. 
however,  a  small  portion  of  it,  in  which  dissolve  the  arsenious 
acid  with  the  assistance  of  heat.  Fiiully  add  the  arsenious 
acid  solution,  when  the  bath  will  become  clear.  If,  however, 
the  solution  should  not  be  clear  and  colorless,  or  at  least  wine- 
ycllow»  after  adding  the  potassium  cyanide,  an  additional  smalt 
quantity  of  the  latter  may  be  used,  avoiding,  however,  a  con- 
siderable excess. 

For  bra*ising  iron  in  this  bath,  the  quantity  ol  carbonate  of: 
soda  may  be  increased  up  to  35  ozs.  for  a  lO-quart  bath.  Thb 
13  also  permissible,  when  in  plating  zinc  articles  with  a  heavy 
deposit  of  brass,  frequent  scratch-brushing  is  to  be  avoided. 
It  would  seem  that  a  large  content  of  carbonate  of  soda  in  the 
bath  retards  to  a  considerable  extent  the  brass  color  from 
changing  into  a  discolored  brown,  though  the  brilliancy  of  the 
deposit  appears  to  suffer  somewhat.  When  boiled  for  1  to  2 
hours,  or  worked  through  with  the  current  for  10  to  12  hours, 
the  bath  prepared  according  to  formula  II.  works  very  wdl, 

Cupro-cupric  sulphide  and  cuprous  oxide  may  also  beadvao- 
lageously  used  for  the  preparation  of  hxA%s  balbs.     Suitable  j 
formulas  for  them  are  as  follows: 

\\a.  Pure  crystallized  zinc  sulphate  (zioc  vitriol  or  wblH! 
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"C  ozs.,  crystallized  carbonate  of  soda  7  ozs.,  pulverized 
>f  soda  4^  ozs.,  ammonium-soda  5^   ozs.,  99  per 
ium  cyanide   10^   ozs.,  cupro-cupric  sulphide  3  J 
o  quarts. 

five  force  at  10  cm.  electrode  distance,  2.S  volts. 
fsity^  0.5  ampere, 
prepared  as  follows:   Diss'olve  the  zinc  sulphate 
water  and  the  crystallized  carbonate  of  soda  in 
•  m  water,  and  mix  the  two  solutions.     When  the 
■inc  carbonate,  which  is  formed,  has  completely 
>tT  the  supernatant  fluid  as  much  as  possible, 
c  away. 

isulphite  of  soda,  the  ammonium-soda,  and  the 

ic  in  5  quarts  of  water,  add  the  cupro-cupric 

constantly,  and  when  solution  is  complete. 

of  zinc  carbonate. 

beautiful  pale  yellow  deposits  of  a  warm 

nide  10^  ozs.,  cuprous  oxide  3  ozs.,  zinc 
ilphite  of  soda  7  ozs.,  water  10  quarts, 
'.m  cyanide  in  5  quarts  of  water,  add  the 
'   until  solution  is  complete.     Dissolve 
and  the  zinc  chloride  in  Ihe  other  5 
V  the  two  solutions,  stirring  vigorously, 
ire  to  be  used  for  the  preparation  of 
■  formula  may  be  recommended : 
nate  of  soda    \oyi   ozs.,   pulverized 
opper  cyanide  and  zinc  cyanide  of 
-its,  and  enough  98  per  cent,  potas- 
-olution  clear. 

Ive  the  carbonate  and  bisulphite  of 

rub  in  a  porcelain  mortar  the  cop- 

•:  with  a  quart  of  water  to  a  thin 

solution  of  the  soda  salts,  and 

irring,    concentrated    potassium 

otallic   cyanides   are    dissolved. 
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Dilute  the  votume  to  lo  quarts,  and,  for  the  rcst»  proceed  as 
given  (or  formidas  I  and  11. 

Brass  baths  may  in  a  still  more  simple  manner  be  prepared 
by  usin*;  the  double  cyanides,  potassium-cupric  cyanide  aad 
potasstuni-xinc  cyanide. 

Ilia.  Potassium-cupric  cyanide  (crystallized;  5  J^^  ozs.,  pota? 
fium-zinc  cyanide  (crystallized)  5J^  ozs..  crystallized  bisul- 
phite of  soda  8  }i  ozs.,  9S  per  cent,  potassium  cyanide  1 1  ^ 
drachma,  water  10  quarts. 

hiiitfvmoiive  force  at  10  cm.  electrode-distance,  3  volts. 

CtiriYitt'iifnsiiyt  0.3  ampere. 

The  bath  is  prepared  by  simply  dissolving  the  salts  in  warm 
water  o(  about  1 22^  F, 

Ih^t  brassiNg  cin^  exclusively,  Roseleur  recommends  the  fol- 
lowing bath: 

IV.  DiHSolvc  9Ji  ozs,  of  crystallized  bisulphite  of  soda  and 
14  01s.  of  70  per  cent,  polassitini  cyanide  in  8  quarts  of  water, 
and  add  to  this  solution  one  of  4^  ozs.  each  of  nculrdl  acetate 
of  copper  and  crystallized  chloride  of  zinc,  5  ji  oxs.  of  aqua 
ammonia  of  0.910  specific  gravity,  and  2  quarts  of  .vatcr. 

For  brassing  wrought-iron,  cast-iron  and  steel.  Gore  highly 
recommends  the  following  composition  ; 

IVtf.  Dissolve  35^4'  ozs,  of  crystallized  carbonate  of  soda*  7 
oz».  of  pulverized  bisulphite  of  soda,  13)^  ozs.  of  98  percent 
pot«iHstum  cyanide  in  S  quarts  of  water;  then  add,  stirringcon- 
itlantly>  a  solution  of  fused  chloride  of  zinc  3J^  ozs.,  and 
lU'iitial  acetate  of  copper  4%  ozs.,  in  2  quarts  of  water.  Boil 
invij  flhcr.  The  bath  works  well,  best  with  an  electro-motive 
furco  of  y.y\  volts,  and  also  takes  readily  on  cast-iron. 

A  sHi*tion  for  transfering  any  copper  ::inc  alloy  which  serves 
#f  nirav/f,  i)(  Ciimposcd,  according  to  Hess,  as  follows: 

V<  Sodium  bicarbonate,    \A}i  ozs.,  crystallized  ammonium 
chloride  9}^  ozs.,  98  per  cent,  potassium  cyanide  2^  ozs., 
t4tcr  10  quatts. 

s^'^%\  nvctid  plates  are  to  be  used  as  anodes.     Transfer  begins 
a  medium  strong  current   has  for   a   few   hours  passed 

iv^h  the  bath. 
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This  bath  is  also  well  adapted  for  the  deposition  of  tombac 
wit'i  the  use  of  tombac  anodes.  Most  suitable  electro- motive 
!orce,  3  to  3.5  volts.  , 

Fresh  brass  baths  work»  as  a  rule,  more  irregularly  than  any 
other  baths  containing  cyanide^  th'^  deposit  being  either  loo  red 
or  too  green  or  gray,  while  frequently  one  side  of  the  object  is 
coated  quite  welJ,  and  the  other  not  at  all.  To  force  the  bath 
to  work  correctly  it  must  be  thoroughly  boiled,  the  water  which 
is  lost  by  evaporation  being  replaced  by  the  addition  of  dis- 
tilled  water  or  pure  rain  water.  If  boiling  is  to  be  avoided,  the 
bath,  as  previously  mentioned,  is  worked  through  for  hours,  and 
even  for  days,  with  the  current^  until  an  object  suspended  in  it 
is  correctly  brassed. 

Prepared  brass  salts.  Regarding  these  salts^  we  refer  to  what 
has  been  said  in  reference  to  coppering  salts,  p.  328.  For  a 
IOC-quart  brass  bath,  with  92.59  grains  of  brass,  use  6.6  lbs.  of 
double  brass  salt  and  7  ozs.  of  98  to  99  per  cent,  potassium 
cyanide,  and  for  a  ico-quart  brass  bath  wiih  138.88  grains  of 
brass  per  quart  9.9  lbs.  of  brass  double  salt  and  7  ozs.  of  98  to 
99  per  cent,  potassium  cyanide. 

As  for  copper  baths  prepared  with  double  salts,  an  addition 
of  30  to  46  grains  of  potassium  cyanide  per  liter  and  of  a  suit- 
able conducting  salt  (neutral  sodium  sulphite)  may  be  recom- 
mended. 

Tanks  for  brass  baihs.  What  has  been  said  on  this  subject 
under  tanks  for  copper  cyanide  baths  (p.  330)  applies  also  to 
brass  baths. 

Brass  anodes.  Sheets  of  brass,  annealed  and  pickled  bright, 
not  rolled  too  hard  and  of  as  nearly  as  possible  the  same  com- 
position and  color  as  the  deposit  is  to  havc»  are  used  as  anodes. 

Cast  anodes  have  the  advaniage  of  being  more  readily  solu- 
ble, and  therefore  keep  the  content  of  metal  in  the  bath  more 
constant  than  rolled  brass  anodes.  However,  the  latter  answer 
very  well  if  care  is  taken  to  from  time  to  lime  increase  the  con- 
tent of  metal  in  the  bath.  The  anode-surface  in  the  bath 
should  be  as  large  as  possible,  since  with  slight  anode  current- 
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dtrnsitics  the  fomation  of  slime  on  the  anodes  is  less  than  when 
the  ct>atrary  is  the  case. 

izttrnikit^M  *?/  brassing.  As  previously,  mentioned,  the  color 
oi  I  he  vic^Ktsits  depends  on  the  quantitative  proportions  of  the 
two  inctals  deposited,  a  weaker  current  depositing  predom- 
:naiul>  co^^pcr.  and  a  stronger  current  more  zinc.  Hence  by 
the  use  oi  a  rheostat  it  is  in  the  power  of  the  operator  to  effect 
\^ithiii  the  limits  which  are  given  by  the  resistances  of  the 
ihev>Ntat.  deposits  of  brass  alloys  of  a  redder  or  more  pale 
\vlU>w  to  greenish  color,  according  to  whether  the  resistance  is 
UK  leased  or  decreased. 

However,  according  to  the  composition  of  the  brass  bath, 
and  CNpecially  with  baths  which  have  for  a  long  time  been  in 
luse,  a  determined  color  of  the  alloy  to  be  deposited  cannot  be 
pu>Juced  with  the  assistance  of  the  rheostat.  In  such  case  the 
*.v»ateni  oi  metal  in  the  bath  which  is  required  and  lacking  for 
I  he  ^vi,.>Juction  of  a  determined  color,  must  be  augmented  by 
;iie  aJvliHon  of  solution  of  the  respective  metallic  salts,  or  in 
liiv   u»:  m  ot  double  salt. 

^:.  ';K»Ae  a  bath  which  originally  contained  copper  and  zinc 

..i.i-.     I  sx;i»vil  proportions  has  been  long  in  daily  use.     Now, 

..luv   ^^   t^^  voiitains  more  copper  than  zinc  the  deposit  will  be 

.s.»v^      *  xopper,  and  it  is  evident  that  more  of  the  latter  will 

..    ^^    ^.!'  t\wi  iioin  the  bath  than  of  zinc,  and  finally  a  limit  will 

s.uNsJ  when  the  bath  with  a  current  suitable  for  the  dc- 

,.  »i  '.'.  ,v'u  vM   the  solution  will   deposit  a  greenish  or  gray 

!»  .»   .    •  'v'  w'th  a  weaker  current  produce  no  deposit  whatever. 

t  •»         i  \   lemedy  in  such  a  case  is  the  addition  of  sufficient 

'  »  ^^"   ^v^T^''  c\anidc  in  potassium  cyanide,  so  that,  even 

^s  '.  *    :     ^     »   (»o\\eitul  current,  a  deposit  of  a  beautiful  brass 

,  v«      .     'vsl\ixvvl,  the  shades  of  which  can  then  again  be  con- 

..s    v..  x\    S  ^Ive  assistance  of  the  rheostat.     Instead  of  dissolv- 

•A^  xs>»v.s  4  N  \  aoule  in  potassium  cyanide,  it  is  better  to  directly 

,N  v'S-^xi-'  N\l  pota'isium-copper  cyanide.     However,  it  must 

vsM  >e  ^''*  ..ous'o  that  every  addition  of  a  metallic  salt  momen- 

v^.->  »^ma\ev  \he  brass  bath,  making  it,  so  to  say,  sick,  and  to 
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confine  this  feature  to  the  narrowest  limit,  an  addition  of  car- 
bonate and  bisulphite  of  soda,  or  only  of  neutral  bisulphite  of 
soda,  should  at  the  same  time  be  made,  and  the  bath  be 
worked  through  with  the  current  as  previously  described,  until 
a  test  shows  that  it  works  in  a  regular  manner.  The  effect  of 
the  addition  cannot  be  controlled  in  any  other  way,  and  more 
might  be  added  than  is  required  and  desirable.  If,  however, 
the  quantity  of  the  addition  is  shown  not  to  be  sufficient,  the 
operation  is  continued  till  the  object  is  attained. 

As  in  the  copper  bath,  an  abundant  formation  of  slime  on 
the  anodes  indicates  the  want  of  potassium  cyanide  in  the  bath. 
In  this  case  the  evolution  of  gas-bubbles  on  the  objects  is  very 
slight,  and  the  deposit  forms  slowly.  This  is  remedied  by  an 
addition  of  potassium  cyanide.  However,  in  brass  baths  con- 
taining the  standard  excess  of  free  potassium  cyanide,  the  for- 
mation of  slime  has  also  a  disturbing  effect,  when  the  baths  are 
lor  a  longer  time  worked  without  interruption.  The  solution 
by  the  potassium  cyanide  of  the  bath  of  the  metallic  cyanides 
formed  on  the  anodes  takes  place  more  slowly  than  their  forma- 
tion. If  the  operation  of  the  bath  is  for  some  time  interrupted, 
gradual  solution  takes  place  and  the  greater  part  of  the  slime 
on  the  anodes  disappears.  However,  with  an  uninterrupted 
use  of  the  bath,  the  layer  of  slime  frequently  increases  to, such 
an  extent  that  the  current  cannot* flow  through  the  anodes  into 
the  bath.  In  such  a  case,  the  further  increase  of  the  content 
of  potassium  cyanide  would  not  be  advisable,  since  it  would 
exceed  the  limit  admissible  for  a  dense  deposit;  frequent  me- 
chanical cleaning  of  the  anodes  is  then  the  best  remedy.  A 
particularly  dense  slime  on  the  anodes  is  yielded  by  baths  which 
contain  small  quantities  of  conducting  salts,  such,  for  instance, 
as  are  prepared  from  the  double  and  triple  salts.  By  giving 
such  baths  additions  of  sulphites  or  chlorides  a  less  compact 
slime  is  formed  which  is  favorable  for  solution  in  potassium 
cyanide.  This  effect  is  without  doubt  due  to  the  anions  of  the 
conducting  salts  appearing  on  the  anodes. 

The  sluggish  formation  of  the  deposit,  however,  may  also  be 
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due  to  a  want  of  tnctal lie  salts.  In  this  case  not  only  potassium 
cyanide,  but  also  solution  of  copper  cyanide  and  zinc  cyanide 
in  potassium  cyanide,  has  to  be  added.  For  this  purpose  pre- 
pare a  concentrated  solution  of  potassium  cyanide  in  water,  and 
a  solution  of  equal  parts  of  blue  vitriol  and  zinc  sulphate  iJi 
water.  From  the  latter,  precipitate  the  copper  and  zinc  as  car- 
bonates with  a  solution  of  carbonate  of  soda  as  given  in  formula 
L  After  allowing  the  precipitate  to  settle,  pour  off  the  clear 
supernatant  fluid,  and  add  to  the  precipitate,  slirring  vigorously, 
of  the  potassium-cyanide  solution  until  it  is  dissolved ;  if  heat- 
ing takes  place  thereby,  add  from  time  to  time  a  little  cold 
water.  Add  this  solution  with  a  small  excess  of  potas<»ium 
cyanide,  and  the  addition  of  carbonate  or  bisulphite  of  soda,  to 
the  bath,  and  boil  the  latter  or  work  it  through  with  the  cur- 
rent A  more  simple  method  is  to  procure  copper  cyanide  and 
zinc  cyanide,  or  concentrated  solutions  of  these  combinations, 
from  a  dealer  in  such  articles.  In  the  first  case,  rub  in  a  mortar 
equal  parts  of  zinc  cyanide  and  copper  cyanide  with  water  to  a 
thinly-fluid  paste.  Pour  this  paste  into  a  potassium-cyanide 
solution,  containing  about  7  ozs.  of  potassium  cyanide  to  the 
quart,  as  long  as  the  metallic  cyanides  dissolve  quite  rapidly  by 
stirring.  When  solution  takes  place  but  slowly,  stop  the  addi- 
sion  of  paste.  A  still  more  simple  way  is  to  bu)*  crystallized 
potassium-copper  cyanide  and  potassium-zinc  cyanide*  dissolve 
these  salts  in  suitable  quantitative  proportions,  and  add  the 
solution  to  the  bath. 

When  a  brass  bath  contains  too  great  an  exccssol  potassium 
cyanide,  a  very  vigorous  evolution  of  gas  takes  place  on  the 
objects,  but  the  deposit  is  formed  slowly  or  not  at  all;  besides^ 
the  deposit  formed  has  a  tendency  to  peel  off  in  scratch-brush- 
ing. In  this  case  the  injurious  excess  has  to  be  rcmovedj 
which  is  effected  by  pouring,  whilst  stirring  vigorously,  a  quaft* 
tity  of  the  above-mentioned  thinly-ffuid  paste  of  zinc  cyanide 
and  of  copper  cyanide  into  the  bath.  The  addition  ol  metaUic 
cyanides  is  continued  only  so  long  as  they  dissolve  witll 
rapidity,  so  as  not  to  fix  all  the  free  potassium  cyanide  of  the 
bath. 
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When  a  brass  bath  has  not  been  used  for  some  time  a  white 
film  frequently  forms  on  its  surface.  This  is  best  removed  by 
pushing  it  by  means  of  a  piece  of  twisted  paper  into  one  corner 
of  the  bath,  and  lifting  it  off  with  a  shallow  dish.  It  may  then 
be  dissolved,  eventually  by  heating,  in  a  small  quantity  of  potas- 
sium cyanide  and  the  solution  added  to  the  bath. 

To  avoid  unnecessary  repetition  we  refer,  as  regards  the  pro- 
duction of  thick  deposits,  scratch-brushing  and  polishing  of  the 
plated  articles,  to  what  has  been  said  under  "  Execution  of 
Coppering,"  the  directions  given  there  being  also  valid  for 
brassing. 

The  deposition  of  several  metals  from  a  common  solution  is 
not  an  easy  task,  and  requires  attention  and  experience.  If, 
however,  the  directions  given  in  this  chapter  arc  followed,  the 
operator  will  be  able  to  conduct,  after  short  experience,  the 
brassing  process  with  the  same  success  as  one  in  which  but  one 
metal  is  deposited. 

Special  attention  must  be  paid  to  frequent  thorough  mixing 
of  the  contents  of  the  bath,  so  that  the  fluids  are  renewed  on  the 
cathodes,  because  otherwise,  by  reason  of  the  fluid  becoming 
poor  in  metal,  the  deposit  would  show  different  compositions, 
and  consequently  other  colors. 

For  the  production  of  deposits  of  brass  which  are  to  show  a 
tone  resembling  gold,  it  has  been  recommended  to  add  to  the 
brass  bath  an  aluminium  salt,  aluminium  chloride,  aluminium 
sulphate,  etc.  Such  baths  have  been  offered  to  laymen  as 
aluminium-bronze  baths,  with  the  assurance  that  the  deposit 
obtained  from  them  consists  of  an  alloy  of  aluminium  and 
brass,  and  possesses  the  same  power  of  resisting  atmospheric 
influences  as  aluminium-bronze.  Although  these  commenda- 
tions are  evidently  misleading,  because,  notwithstanding  innum- 
erable receipts  for  the  production  of  electro-deposits  of  alu- 
minium, the  reduction  of  this  metal  from  solutions  of  its  salts 
has  thus  far  not  been  successfully  accomplished.  Deposits  pro- 
duced in  such  brass  baths,  compounded  with  aluminium  salts, 
were  subjected  to  examination,  and  in  no  case  was  it  possible 
23 
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to  establish  even  the  slightest  trace  of  aluminium  in  the  deposit 
However,  notwithstanding  that  a  reduction  of  aluminium  docs 
not  take  place,  the  influence  of  an  addition  of  an  aluminium  salt 
to  brass  baths,  as  regards  the  result  of  the  brass  tone,  cannot 
be  denied,  but  up  to  the  present  time  it  has  been  impossible  to 
find  an  explanation  of  this  fact.  If  a  brass  bath,  prepared 
according  to  the  formulas  given  above  be  compounded  with  35 
to  40  grains  of  aluminium  chloride  per  quart  of  bath,  the  result- 
ing deposit  shows  a  warmer,  more  sad  brass  tone  than  that 
yielded  by  a  bath  without  such  an  addition,  and  if  the  bath  b 
somewhat  rich  in  copper,  the  color  of  the  deposit  almost  rcsein^ 
bles  red  gold.  However,  greater  power  of  resisting  atmospheric 
influence  could  not  be  noticed,  neither  can  such  be  expected* 
since  the  deposit  consists  solely  of  zinc  or  copper. 

It  remains  to  be  mentioned  that  in  brassing  the  distance  of 
the  objects  to  be  plated  from  the  anodes  is  of  considerable  ■ 
importance.     If  objects  with  deep  depressions  or  high  reliefs  ■ 
are  suspended  in  the  brass  bath,  it  will  be  found  thal»  with  the 
customary  distance  of  3 5^  to  sH  inches  from  the  anodes,  the 
brassing  of  the  portions  in  relief  nearest  to  the  anodes  will  turn 
out  a  lighter  color  than  that  of  the  depressed  portions,  which 
will  show  a  redder  deposit,  the  reason  for  this  being  that  the  M 
current  acts  more  strongly  upon  the  portions  in  relief,  and  con-  ™ 
sequently  deposits  more  zinc  than  the  weaker  current,  which 
strikes  the  depressions.     To  equalize  this  difference  the  object 
have  to  be  correspondingly  further  removed  from  the  anodes, 
with  lamp-feet  up  to  921^  inches,  and  even  more,  when  a  fl^or.^lr 
of  the  same  color  will  be  everywhere  formed. 

The  brassing  of  unground  irou'castin^s  is  especially  trouble* 
some,  and  in  order  to  obtain  a  beautiful  and  clean  deposit  the 
preliminary  scratch-brushing  has  to  be  executed  with  S|>ectal 
care ;  but  even  then  the  color  of  the  brass  deposit  will  some- 
times be  found  to  possess  a  disagreeable  gray  lone.  Thb  1$ 
very  likely  largely  due  to  the  quality  of  tlic  iron  Itself,  and  it 
advisable  first  to  give  the  casting  a  thin  coat  of  nickel  c»r  tin 
upon  which  a  deposit  of  brass  of  the  usual  brilltati 
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produced.  In  baths  serving  for  brassing  iron  articles,  a  large 
excess  of  potassium  cyanide  must  be  avoided.  It  is,  however, 
an  advantage  to  increase  the  content  of  carbonate  of  soda. 

Inlaying  of  brassed  objects  with  black  is  done  in  the  same 
manner  as  described  under  *'  Deposition  of  Copper." 

Brassing  by  contact  will  be  referred  to  in  the  chapter  •*  Depo- 
sitions by  Contact." 

For  oxidising^  patinizing  and  coloring  of  brass ^  see  special 
chapter. 

Examination  of  brass  baths.  The  characteristic  indications 
by  which  a  deficiency,  and  too  large  an  excess  of  potassium 
cyanide  in  the  bath,  as  well  as  an  insufficient  content  of  metal, 
may  be  recognized,  have  already  been  discussed,  and  it  is  here 
only  necessary  to  refer  to  the  quantitative  determination  of  the 
separate  constituents. 

Free  potassium  cyanide  and  the  content  of  copper  are  deter- 
mined in  the  same  manner  as  described  under  copper  baths 
containing  potassium  cyanide.  Hence  the  only  determination 
of  zinc  has  here  to  be  considered.  For  making  this  determi- 
nation it  is  necessary  to  destroy  the  cyanide  combinations,  and 
entirely  to  remove  the  copper.  For  this  purpose  bring  by 
means  of  the  pipette  10  cubic  centimeters  of  the  brass  bath 
into  a  porcelain  dish,  and  proceed  in  the  same  manner  as 
given  on  page  336  for  the  determination  of  copper  by  electro- 
lysis. Dissolve  the  evaporated  residue  in  the  dish  in  water, 
adding  a  few  drops  of  pure  hydrochloric  acid.  Then  bring  the 
solution  into  a  capacious  beaker,  dilute  with  water  to  about 
250  cubic  centimeters,  and  heat  to  boiling.  Now  add  about 
10  cubic  centimeters  of  pure  dilute  sulphuric  acid  (i  :  10)  and 
stirring  constantly,  mix  with  a  solution  of  2.5  grammes  of 
crystallized  sodium.  Copper  sulphide  is  separated  while  the 
sulphurous  acid  escapes.  Cover  the  beaker  with  a  watch-glass, 
let  it  stand  for  15  minutes,  and  then  filter  off  the  precipitate. 
Wash  the  filter  thoroughly  with  sulphuretted-hydrogen  water, 
and  evaporate  the  filtrate  together  with  the  wash  waters  to 
about  100  to  150  cubic  centimeters.  The  solution  contains  all 
the  zinc,  and  can  be  at  once  titrated  (see  below). 
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For  the  determination  of  zinc  by  electrolysis,  heat  the  solu- 
tion to  boiling,  mix  it  with  solution  of  sodium  carbonate  in 
excess^  and  after  the  precipitate  of  basic  zinc  carbonate  has 
settled,  filter  it  off.  Dissolve  the  precipitate  in  the  filter  with 
pure  dilute  sulphuric  acid,  bring  the  filtrate  together  with  the 
waters  used  for  thoroughly  washing  the  filter  into  a  clean 
beaker,  and  neutralize  accurately  with  sodium  carbonate. 

Now  bring  into  the  platinum  dish»  previously  coppered,  5 
grammes  o!  potassium  oxalate,  and  2  grammes  of  potassium 
sulphate  dissolved  in  a  small  quantit)'  of  water,  fill  the  platinum 
dish  up  to  within  i  centimeter  from  the  rim  with  distilled  water, 
and  electrolyze  with  a  current-density  of  NDiOO=0.5  ampere. 
The  dull,  bluish^white  deposit  of  zinc  is  treated  with  water,  then 
with  alcohol  and  ether,  dried  in  the  exsiccator  over  sulphuric 
acid  and  weighed.  The  determined  weight  of  the  zinc  deposit 
multiplied  by  100  gives  the  content  of  zinc  in  grammes  per  liter 
of  brass  bath. 

For  the  volumetric  determination  of  the  sine ^  about  100  to  1 50 
cubic  centimeters  of  the  zinc  solution  resulting  after  the  pre* 
cipitation  of  the  copper  arc  used.  The  determination  is  ba.«ied 
upon  the  principle  that  potassium  ferrocyanide  solution  pre- 
cipitates the  zinc  from  the  solution,  and  that  complete  precipi- 
tation is  indicated  by  an  excess  of  potassium  ferrocyanide, 
yielding  a  brown  coloration  with  uranium  acetate.  If  now  the 
content  of  the  potassium  ferrocyanide  solution  t$  known,  the 
quantity  of  it  used  gives  the  content  of  zinc.  It  is  best  to  mc 
a  solution  which  contains  per  liter  32,45  grammes  of  pure  cn'S- 
tallized  potassium  ferrocyanide,  every  cubic  centimeter  of  this 
solution  corresponding  to  0.01  gramme  of  zinc  Add,  sttrrrtng 
constantly,  from  a  burette  potassium  ferrocyanide  solution  In 
the  zinc  solution  in  a  beaker  until  a  drop  of  the  fluid  brought 
upon  a  strip  of  Altering  paper  previously  saturated  nith  uranitim 
acetate  solution  and  again  dried»  just  shows  the  commencemeiil 
of  a  brown  coloration. 

Since  10  cubic  centimeters  of  the  brass  bath  were  used 
the  determination,  the  number  of  cubic  centimeters 
sium  ferrocyanide  solution  consumed  gives  the  qu* 
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in  grammes  per  liter  of  brass  bath.  Suppose  6  cubic  centime- 
ters of  solution  have  been  consumed,  they  would  correspond  to 
0.06  gramme  zinc  (o.oi  X  6).  Hence  since  in  10  cubic  centi- 
meters of  bath  0.06  gramme  of  zinc  is  present,  the  bath  con- 
tains 6  grammes  (0.06  X  100)  of  zinc  per  liter. 

If  thus  a  deficiency  of  zinc  in  the  bath,  due  to  long-continued 
working,  has  been  determined  the  initial  content  can  be  readily 
restored  by  the  addition  of  pure  potassium  zinc  cyanide.  The 
latter  contains  26  per  cent,  of  zinc,  and  the  quantity  required 
to  be  added  is  determined  in  the  same  manner  as  with  a  copper 
bath  (see  p.  342.) 

Deposits  of  tombac^  i,  e.,  deposits  having  the  color  of  tombac, 
are  obtained  by  increasing  the  content  of  copper  in  the  brass 
baths. 

The  following  formula  gives  a  tombac  bath  which  works  well : 

Crystallized  potassium  copper  cyanide  7  ozs.,  crystallized 
potassium-zinc  cyanide  3j4  ozs.,  crystallized  neutral  bisulphite 
of  soda  8^  ozs.,  potassium  cyanide  J^  oz.,  water  10  quarts. 

Electro-motive  force  at  10  cm.  electrode  distance,  3  volts. 

Current-density y  0.3  ampere. 

It  is  of  special  advantage  for  the  deposition  of  tombac  to 
heat  the  bath  to  between  86°  and  95°  F.,  the  resulting  deposits 
being  of  a  more  uniform  color  than  at  the  ordinary  temperature. 

For  tombac  deposits  the  transferring  solution,  according  to 
Hess  (see  "Deposition  of  Brass,"  Formula  V),  may  also  be 
employed,  tombac  sheets  being  used  as  anodes. 

Deposits  of  bronze.  Plating  of  metallic  objects  with  bronze, 
I.  r.,  a  copper-tin  alloy,  or  an  alloy  of  copper,  tin  and  zinc,  is  but 
seldom  practiced,  the  bronze  tone  being  in  most  cases  imitated 
by  a  brass  deposit  with  a  somewhat  larger  content  of  copper. 

For  coating  wrought  and  cast-iron  with  bronze,  Gountier  rec- 
ommends the  following  solution : 

Yellow  prussiate  of  potash  lo^^  ozs.,  cuprous  chloride  5J^ 
ozs.,  stannous  chloride  (tin  salt)  14  ozs.,  sodium  hyposulphite 
14  ozs.,  water  10  quarts. 

According  to  Ruolz,  a  bronze  bath  is  prepared  as  follows : 
Dissolve  at  122°  to   140°   F.,   copper  cyanide   2. 11    ozs.,   and 
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oxide  of  tin  0.7  ozs.,  in  10  quarts  of  potassium- cyanide  solution 
of  4^  Be.     The  solution  is  to  be  filtered. 

Eisner  prepares  a  bronze  bath  by  dissolving  21  ozs.  of  blue 
vitriol  in  10  quarts  of  water,  and  adding  a  solution  of  2j4  02s. 
of  chloride  of  tin  in  potash  lye. 

Salz^dc  recommends  the  following  bath,  which  is  to  be  used 
at  between  86^  and  95"^  F. :  Potassium  cyanide  3)^  ozs.,  car- 
bonate of  potash  35)^  ozs.,  stannous  chloride  (tin  salt)  O.42 
oz,,  cuprous  chloride  ^  oz.,  water  to  quarts. 

Weil  and  Newton  claim  to  obtain  beautiful  bronze  deposits 
from  solutions  of  the  double  tartrate  of  copper  and  potash,  and 
the  double  tartrate  o!  the  protoxide  of  tin  and  potash,  with 
caustic  potash,  but  fail  to  state  the  proportions. 

The  above  formula-  are  here  given  with  all  reserve,  since  ex- 
periments with  them  failed  to  give  satisfactory  results.  With 
Gountier's,  Ruolz's,  and  Eisner's  baths  no  deposit  was  obtained, 
but  only  a  strong  evolution  of  hydrogen,  while  even  with  a 
strong  current,  Salzcde's  bath  did  not  yield  a  bronze  deposit* 
but  simply  one  of  tin. 

T/tt  followivg  method  of  preparing  a  bronze  bath  m^n  n 
recommended :  Prepare,  each  by  itself,  solutions  of  phosphate 
of  copper  and  stannous  chloride  (tin  salt)  \^  sodium  pyrophos- 
phate. From  a  blue  vitriol  solution  precipitate,  with  sodium 
phosphate,  phosphate  of  copper,  allow  the  latter  to  settle,  and 
after  pouring  off  the  clear  supernatant  fluid,  bring  it  to  solution 
by  concentrated  solution  of  sodium  pyrophosphate.  On  the 
other  hand,  add  to  a  saturated  solution  of  sodium  pyrophos- 
phate, solution  of  tin  salt,  as  long  as  the  milky  precipitate 
formed  dissolves.  Of  these  two  metallic  solutions,  add  to  a 
solution  of  sodium  pyrophosphate,  which  contains  about  I|^ 
ozs.  of  the  salt  to  the  quart,  until  the  precipitate  appcan 
quickly  and  of  the  desired  color.  For  anodes,  use  cast  broncc 
plates,  which  dissolve  well  in  the  bath.  Some  sodium  phos- 
phate has  from  time  to  time  to  be  added  to  the  bath,  and  if  the 
color  becomes  too  light,  solution  of  copper,  and  if  too  dark, 
solution  of  tin. 

For  mckel^bronze^  see  p.  3 10* 


CHAPTER  VIII. 

DEPOSITION  OF  SILVER. 

Properties  of  silver. — Pure  silver  is  the  whitest  of  all  known 
metals.  It  takes  a  fine  polish,  is  softer  and  less  tenacious  than 
copper,  but  harder  and  more  tenacious  than  gold.  It  is  very 
malleable  and  ductile,  and  can  be  obtained  in  exceedingly  thin 
leaves  and  fine  wire.  Its  specific  gravity  is  10.48  to  10.55, 
according  to  whether  it  is  cast  or  hammered.  It  melts  at  about 
1832°  F.  It  is  unacted  upon  by  the  air,  but  in  the  atmosphere 
of  towns  it  gradually  becomes  coated  with  a  film  of  silver 
sulphide.  It  is  rapidly  dissolved  by  nitric  acid,  nitrogen  diox- 
ide being  evolved.  Hydrochloric  acid  has  but  little  action 
upon  it  even  at  a  boiling  heat ;  when  heated  with  concentrated 
sulphuric  acid  it  yields  sulphur  dioxide  and  silver  sulphate. 

Chlorine  acts  upon  silver  at  the  ordinary  temperature.  Silver 
has  great  affinity  for  sulphur,  and  readily  fuses  with  it  to  silver 
sulphide.  Sulphuretted  hydrogen  blackens  silver,  brown-black 
silver  sulphide  being  formed  (tarnishing  of  silver  in  rooms  in 
which  gas  is  burned).  Such  tarnishing  is  most  readily  removed 
by  potassium  cyanide  solution. 

Concentrated  sulphuric  acid  combines  at  a  boiling  point  with 
silver  to  silver  sulphate,  sulphurous  acid  escaping.  Nitric  acid 
readily  dissolves  silver  at  a  gentle  heat,  and  at  a  higher  tem- 
perature with  considerable  violence,  silver  nitrate  (lunar  caustic) 
being  formed  while  nitrogen  dioxide  escapes.  Watery  chromic 
acid  converts  silver  into  red  silver  chromate,  and  this  conver- 
sion is  made  use  of  as  a  test  for  silvering.  By  touching  silver 
or  genuine  silver-plating  with  a  drop  of  a  solution  obtained  by 
dissolving  potassium  dichromate  in  nitric  acid  of  1.2  specific 
gravity,  a  red  stain  is  formed. 
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Electro- plating  with  silver  was«  af  all  electro- tnetaUurgical 
processes,  the  first  which  was  carried  on  on  a  large  scale  and 
has  reached  enormous  proportions.  Large  quantities  oi  silver 
arc  annually  consumed  for  this  purpose*  and  it  is  to  be  re- 
gretted that  no  accurate  statistics  regarding  this  coosuniptioD 
arc  available.  ^h 

Silver  baths.  The  longer  an  electro- plating  process  U^^ 
been  carried  on.  the  greater,  as  a  rule,  the  number  of  exbting 
formula  for  baths  will  be ;  but  silver  baths  arc  an  exception  to 
this  rule.  If  it  is  taken  into  consideration  that  silver-plating  has 
been  practically  carried  on  for  more  than  sixty  years,  the  num* 
ber  of  formula:  might  be  expected  to  be  at  least  equal  to  those 
for  nickel-plating,  which  is  of  much  more  recent  origin.  Such, 
however,  is  not  the  case,  and  chiefly  for  the  reason  that  the 
attempts  to  improve  the  silver  baths,  which  were  made  either 
with  a  view  to  banish  the  poisonous  potassium  cyanide  from 
the  silver-plating  industry,  or  otherwise  to  advance  the  plating 
process^  could  absolutely  show  no  better  results  than  the  baths 
used  by  the  first  silver-platers.  Ho^vever,  that  attempts  to 
make  such  improvements  have  not  been  entirely  abandoned  is 
shown  by  Ziiiin's  proposition  to  substitute  solution  of  silver 
iodide  in  potassium  iodide  for  a  solution  containing  potassium 
cyanide,  or  by  Jordis'  proposition  to  use  silver  lactate  baths. 
While  the  bath  according  to  Zinin  yields  bad  results  as  com- 
pared with  the  old  baths  containing  potassium  cyanide,  quite 
good  silvering  is  obtained  with  a  bath  according  to  Jordis,  but 
indepcnilent  of  the  fact  that  the  bath  contains  no  potassium 
cyanide,  no  special  advantages  could  be  established.  Hence 
there  is  no  good  reason  for  including  other  directions  lor  silver 
baths  in  this  work  which  is  primarily  intended  for  practical  use, 
and  only  formula!  for  the  most  approved  baths  will  be  given. 

However,  before  describing  the  preparation  of  the  baths,  a 
few  words  may  be  said  in  regard  to  the  old  dispute  whether  it 
is  preferable  to  use  silver  cyanide  or  silver  chloride.  Without 
touching  upon  all  the  arguments  advanced,  it  may  be  asserted, 
by  reason  of  conscientious  comparative  experiments,  that  the 
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results  are  the  same,  and  that  the  life  of  the  bath  is  also  the 
same,  whether  one  or  the  other  salt  has  been  used  in  its  original 
preparation.  From  the  chemical  view-point,  preference  had 
to  be  given  to  silver  cyanide,  but  in  practice,  baths  prepared 
with  silver  chloride  were  found  to  possess  certain  advantages, 
and  theory  has  furnished  an  explanation  of  them. 

One  of  these  advantages  is  found  in  the  fact  that  by  reason 
of  the  potassium  chloride  formed,  the  resistance  of  a  bath  pre- 
prepared  with  silver  chloride  is  considerably  less  than  that  of  a 
silver  cyanide  bath,  and,  with  the  same  current-density,  the 
latter,  therefore,  requires  a  greater  electro-motive  force. 

Theoretically,  preference  has  further  to  be  given  to  silver 
chloride,  because  a  portion  of  the  potassium  chloride  formed  is 
dissociated,  and  potassium-ions  and  chlorine-ions  thus  get  into 
the  solution.  These  potassiums-ions  augment  the  potassium- 
ions  which  are  present  as  a  result  of  the  dissociation  of  the 
potassium  cyanide  and  silver  cyanide  and  thus  increase  the 
efficiency.  On  the  other  hand,  in  addition  to  cyanogen-ions, 
chlorine-ions  are  separated  on  the  anodes  and  augment  the 
supply  of  silver-ions  in  the  electrolytes.  Furthermore,  the 
presence  of  potassium  chloride  facilitates  the  conversion  of  the 
silver  cyanide  formed  on  the  anodes  into  potassium  silver 
cyanide,  according  to  the  following  equation : 

2AgCy       +       KCl       =--       KAgCy,       +       AgCl 

Silver  cyanide.       Potassium  chloride.     Potassium  silver  Silver  chloride. 

cyanide. 

While,  according  to  this,  preference  may  be  given  to  silver 
chloride  for  the  preparation  of  silver  baths,  and  the  more  so  as 
it  is  more  easily  prepared  than  silver  cyanide,  yet  for  refresh- 
ing the  baths,  which  becomes  from  time  to  time  necessary,  to 
increase  their  content  of  silver,  recourse  must  be  had  to  silver 
cyanide,  because  with  the  use  of  silver  chloride  for  this  pur- 
pose, the  baths  would  become  thick  in  consequence  of  a  con- 
stant supply  of  further  quantities  of  potassium  chloride,  and  the 
silver  separate  with  a  coarse  structure. 
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Silver-bath  for  a  heavy  deposit  of  silver  (silvering  by  weight). 

L  98  to  99  per  cent,  potassium  cyanide  14  ozs.^finc  silver  as 
silver  chloride  8^4  ozs.,  distilled  water  Jo  quarts. 

Electro-motive  force  at  10  cm.  electrode-distance,  0.75  volt. 

Current  density,  0.3  ampere. 

\a.  98  to  99  percent,  potassium  cyanide  8J^  ozs.,  ^Xic^  silver 
as  silver  cyanide  SJ:^  ozs.,  distilled  water  10  quarts. 

Electro-motive  force  at  10  cm.  electrode-distance,  i  volt. 

Current  density,  0*3  ampere. 

Preparation  of  bath  L  with  silver  chloride.  Dissolve  1 4  Ois. 
of  chemically  pure  nitrale  of  silver,  best  the  crystallized  and  not 
the  fused  article,  in  5  quarts  of  water,  and  add  to  the  solution 
pure  hydrochloric  acid,  or  common  salt  solution,  with  vigorous 
stirring  or  shaking,  until  a  sample  of  the  fluid  filtere'd  through 
a  paper  filter  forms  no  longer  a  white  caseous  precipitate  of 
silver  chloride  when  compounded  with  a  drop  of  hydrochloric 
acid.  These,  as  well  as  the  succeeding  operations,  until  the 
stiver  chloride  is  ready,  have  to  be  performed  in  a  darkened 
room,  as  silver  chloride  is  partially  decomposed  by  light.  Now 
separate  the  precipitate  of  silver  chloride  from  the  solution  by 
filtering,  using  best  a  large  bag  of  close  felt,  and  wash  the  pre- 
cipitate in  the  felt  bag  with  fresh  water.  Continue  the  washing 
until  blue  litmus  paper  is  no  longer  reddened  by  the  wash- 
water,  if  hydrochloric  acid  was  used  for  precipitating,  or,  \i 
common  salt  solution  was  used,  until  a  small  quantity  o|  the 
wash-water,  on  being  mixed  with  a  drop  of  lunar  c  lu- 

tion,  produces  only  a  slight  milky  turbidity  and  no  ^.....^  .  .iic. 
Now  bring  the  washed  silver  chloride  in  portions  from  the  tell 
bag  into  a  porcelain  mortar,  rub  it  with  water  to  a  thin  paste 
and  pour  the  latter  into  the  potassium  cyanide  solution  consist- 
ing of  14  ozs.  of  98  per  cent,  potassium  cyanide  in  5  quarts  of 
water,  in  which,  by  vigorous  stirring,  the  silver  chloride  gmdia- 
ally  dissolves.  All  the  precipit.ited  silver  chloride  having  been 
brought  into  solution,  dilute  with  water  to  10  quarts  of  fluid, 
and  boil  the  bath,  if  possible,  for  an  hour,  replacing  the  wa 
lost  by  evaporation,     A  small  quantity  o(  black  Bedlmeflt  ccU' 
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taining  silver  thereby  separates,  from  which  the  colorless  fluid 
is  filtered  off.  This  sediment  is  added  to  the  silver  residues, 
and  is  worked  together  with  them  for  the  recovery  of  the  silver 
by  one  of  the  methods  to  be  described  later  on. 

Preparation  of  bath  la  with  silver  cyanide.  Dissolve  14 
ounces  of  chemically  pure  crystallized  nitrate  of  silver  in  5 
quarts  of  water,  and  precipitate  the  silver  with  prussic  acid, 
adding  the  latter  until  no  more  precipitate  is  produced  by  the 
addition  of  a  few  drops  of  prussic  acid  to  a  filtered  sample  of 
the  fluid.  Now  filter,  wash,  and  proceed  for  the  rest  exactly 
as  stated  for  the  bath  with  silver  chloride,  except  that  only  8^ 
ounces  of  potassium  cyanide  are  taken  for  dissolving  the  silver 
cyanide.  In  working  with  prussic  acid  avoid  inhaling  the 
vapor  which  escapes  from  the  liquid  prussic  acid,  especially  in 
the  warm  season  of  the  year ;  and  be  careful  the  acid  does  not 
come  in  contact  with  cuts  on  the  hands.  It  is  one  of  the  most 
rapidly-acting  poisons. 

Silver  cyanide  may  also  be  prepared  as  follows:  Dissolve 
14  ounces  of  chemically  pure  crystallized  nitrate  of  silver  in  5 
quarts  of  water,  and  add  moderately  concentrated  potassium 
cyanide  solution  until  no  more  precipitate  is  formed,  avoiding, 
however,  an  excess  of  the  precipitating  agent,  as  it  would  again 
dissolve  a  portion  of  the  silver  cyanide.  The  precipitated 
silver  cyanide  is  filtered  off,  washed  and  dissolved  in  potassium 
cyanide,  as  above  described. 

The  preparation  of  the  silver  bath  according  to  the  above 
formulae  is  more  conveniently  effected  by  using  pure  crystal- 
lized potassium-silver  cyanide  in  the  following  proportions : 

\b.  98  per  cent,  potassium  cyanide,  6}^  to  7  ozs. ;  crystal- 
lized potassium-silver  cyanide,  17^  ozs.;  distilled  water,  10 
quarts. 

Electro-motive  force  and  current  density  as  for  \a. 

The  salts  are  simply  dissolved  in  the  cold  water. 

The  baths  prepared  according  to  formula;  I,  \a  or  \b  serve 
chiefly  for  the  production  of  a  heavy  deposit  upon  German 
silver  articles,  especially  table  and  other  household  utensils. 
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Of  course,  they  may  also  be  used  for  plating  other  metals  by 
weight. 

Sliver  bath  for  ordinary  electro-silvering,  II.  98  per  cent. 
potassium  cyanide,  6j^  to  7  ounces;  fine  silver  (as  silver 
nitrate  or  chloride),  %yi  ounces;   distilled  water,  10  quarts. 

El Ci  fro ' motive  force j  for  silver  chloride,  at  lo  cm,  electrode- 
distance,  1.25  volts. 

Current  density ^  0.3  ampere, 
'  To  prepare  the  bath  dissolve  ^]4  ounces  of  chemically  pure 
crystallized  nitrate  of  silver  in  5  quarts  of  distilled  water ;  in  the 
other  5  quarts  of  water  dissolve  the  potassium  cyanide,  and 
mix  both  solutions.  Or,  if  chloride  of  silver  is  to  be  used,  pre- 
cipitate the  solution  of  3^^^  ounces  of  the  silver  salt  in  the  same 
manner  as  given  for  formula  I;  wash  the  precipitated  chloride 
of  silver,  and  dissolve  it  in  the  potassium  cyanide  solution, 

\\a.  98  per  cent,  potassium  cyanide  i|  ozs.,  crystallized  potas- 
sium-silver cyanide  /ozs,,  distilled  water,  10  quarts. 

Dissolve  the  salts  in  the  cold  watci 

For  the  preparation  of  silver  baths  double  and  triple  silver 
salts  are  brought  into  commerce  by  some  manufacturers. 

Such  salts  require  simply  dissolving  in  water.  However, 
they  offer  no  special  advantages  since  the  preparation  of  baths 
according  to  formulas  \b  and  11^  can  scarcely  be  surpassed  as 
regards  simplicity. 

Tanks  for  silver- baths.  As  receptacles  for  silver  baths,  tanks 
of  stone-ware  and  enameled  iron  tanks,  as  well  as  wood  tanks 
lead  lined  and  coated  or  lined  with  celluloid  can  only  be  used. 

Treatmene  of  the  silver  baths. — Silver  anodes.  Frequently 
the  error  is  committed  of  adding  too  much  potassium  cyanide 
to  the  bath.  A  certain  excess  of  it  must  be  present,  and  in 
the  formulas  given*  this  has  been  taken  into  consideration. 
For  dissolving  the  silver  cyanide  prepared  from  14  ounces  of 
nitrate  of  silver,  as  given  in  formula  \a,  only  about  5  Ji  ounces 
of  potassium  cyanide  are  required*  and  the  consequence  of 
working  with  such  a  bath,  devoid  of  all  excess,  would  be  that, 
on  the  one  hand,  the  bath  would  offer  considerable  resistance 
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to  the  current,  and,  on  the  other,  that  the  deposit  would  not  be 
uniform  and  homogenous,  and  the  anodes  would  be  coated  with 
silver  cyanide.  Hence,  with  the  use  of  a  normal  current,  about 
0.35  to  0.42  ozs.  more  of  potassium  cyanide  is  added  per  quart 
of  bath.  However,  when  working  with  a  stronger  current,  this 
excess  would  already  be  too  large,  and  the  deposit  would  not 
adhere  properly,  and  rise  up  in  scratch-brushing.  And,  again, 
with  a  very  weak  current,  the  baths  can  without  disadvantage 
stand  a  larger  excess.  As  a  rule,  however,  the  proportions 
between  fin^  silver  and  potassium  cyanide  given  in  the  above 
formulae  may  be  considered  as  normal,  and  with  the  current- 
densities  prescribed,  a  deposit  of  fine  structure,  which  adheres 
firmly,  will  result. 

By  reason  of  the  slight  electro-motive  force  required  for  sil- 
vering, in  plating  larger  object-surfaces,  the  cells  are  not 
coupled  one  after  the  other  for  electro-motive  force,  but  in  par- 
allel. In  no  case  must  an  evolution  of  hydrogen  be  perceptible 
on  the  objects,  and  the  current  must  be  the.  more  weakened, 
the  larger  the  excess  of  potassium  cyanide  in  the  bath. 

In  the  silver  baths  prepared  according  to  the  formulas  given 
above,  the  excess  of  potassium  cyanide  amounts  to  0.35  to 
0.42  oz.  per  quart,  and  is  only  increased  in  silver  baths  which 
are  to  serve  for  the  direct  silvering  of  tin  and  of  alloys  with  a 
large  content  of  nickel,  as  will  be  shown  later  on.  Baths  for 
ordinary,  as  well  as  light,  silvering,  with  0.35  oz.  of  silver  per 
quart,  would  only  require  an  excess  of  0.17  oz.  of  potassium 
cyanide.  However,  since  the  larger  excess  of  .0.35  oz.  is  no 
disadvantage,  and  allows  of  working  with  less  electro-motive 
force,  it  is  generally  preferred.  The  electro-motive  force  given 
for  the  separate  formulas  is  applicable  only  when  the  anode- 
surface  is  of  the  same  size,  or  approximately  so,  as  the  object- 
surface.  If,  for  reasons  of  economy,  the  work  is  carried  on 
with  considerably  smaller  anode-surfaces,  the  electro-motive 
force  has  to  be  adequately  increased  in  order  to  conduct  into 
the  bath  a  quantity  of  current  corresponding  to  the  normal 
current-density. 
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Whether  too  much,  or  not  enough,  potassium  cyanide  is 
present  in  the  bath  is  indicated  by  the  appearance  of  the  ptnted 
objects  and  the  properties  of  the  deposit,  as  well  as  by  the 
behavior  of  the  anodes  in  the  bath  during  and  after  sitvering. 
It  may  be  accepted,  as  a  rule,  that  with  a  moderate  current 
the  object  should,  in  the  course  of  lo  to  15  minutes*  be  coated 
with  a  thin,  dead-white  film  of  silver.  If  this  be  not  the  case, 
and  the  film  of  silver  shows  a  meager  bluish-whitc  tone,  potas- 
sium cyanide  is  wanting.  However,  if.  on  the  other  hand,  the 
dead'white  deposit  forms  within  2  or  5  minutes,  and  shoH^s 
a  crystalline  structure,  or  a  dark  tone  playing  into  gray-black* 
the  content  of  potassium  cyanide  in  the  bath  is  too  large*  pro- 
vided the  current  is  not  excessively  strong;  II  copper  a^nd 
brass  become  coated  with  silver  without  the  co-operation  of 
the  current,  the  bath  contains  also  too  much  potassium  cyanide. 

In  silver-plating,  even  if  the  objects  are  to  be  only  thinly 
coated,  insoluble  platinum  anodes  should  never  be  used,  but 
only  anodes  of  fine  silver,  which  are  capable  of  maintaining  the 
content  of  silver  in  the  bath  quite  constant.  From  the  behavior 
and  appearance  of  the  anodes,  a  conclusion  may  also  be  dram 
as  to  whether  the  content  of  potassium  cyanide  la  the  bath  is 
too  large  or  too  small.  If  the  anodes  remain  silvcr^white  dur* 
ing  plating,  it  is  a  sure  sign  that  the  bath  contains  more  potas- 
sium  cyanide  thanis  necessary  and  desirable;  but.  if  they  lum 
gray  or  blackish,  and  retain  this  color  after  plating,  whcu  00 
current  is  introduced  into  the  bath  for  a  quarter  of  an  hour  or 
more,  potassium  cyanide  is  wanting.  On  the  other  hand,  the 
correct  content  of  potassium  cyanide  is  present,  when  the 
anodes  acquire  during  the  plating  process  a  gray  tone,  whidi, 
after  the  interruption  of  the  current,  gradually  changes  back  to 
a  pure  white. 

The  proposition  to  use,  in  place  of  silver  anodes^  steel  sheets 
as  anodes  for  silver  baths  cannot  be  approved,  t  "n  when 

chloride  of  silver  has  been  used  for  the  prcparaii-..  _.  „ic  bath 
or  other  chlorides  are  present  in  it.  The  chloride-tofis  woukl 
bring  iron  into  solution  and  this  woold  form  potasstufn  liernH>{ 
cyanide  with  the  potassium  cyanide. 


DEPOSITION  OF  SILVER.  367 

If  it  is  shown  by  the  process  of  silvering  itself,  or  by  the  ap- 
pearance of  the  articles  or  of  the  anodes,  that  potassium  cyanide 
is  wanting  in  the  bath,  it  should  be  immediately  added,  though 
never  more  than  30  to  37^^  grains  per  quart  of  bath  at  one 
time,  so  as  to  avoid  going  to  the  other  extreme.  Too  large  a 
content  of  potassium  cyanide  is  remedied  by  adding  to  the 
bath,  stirring  constantly,  a  small  quantity  of  cyanide  or  chloride 
of  silver  rubbed  with  water  to  a  thinly-fluid  paste,  whereby  the 
excess  is  rendered  harmless  in  consequence  of  the  formation  of 
the  double  salt  of  silver  and  potassium  cyanide. '  Instead  of 
such  addition,  the  current  may,  however,  be  used  for  correcting 
the  excess.  For  this  purpose  suspend  as  many  silver  anodes 
as  possible  to  the  anode-rods,  but  only  a  single  anode  as  an 
object  to  the  object-rod,  and  allow  the  current  to  pass  for  a 
few  hours  through  the  bath,  whereby  the  excess  of  potassium 
cyanide  is  removed  or  rendered  harmless  by  the  dissolving 
silver. 

The  bath  can  be  kept  quite  constant  by  silver  anodes,  pro- 
vided potassium  cyanide  be  regularly  added  at  certain  inter- 
vals, and  the  anode-surface  is  equal  to  that  of  the  objects  to  be 
plated.  But  since,  on  account  of  the  expense,  a  relatively 
small  anode-surface  is  frequently  used,  the  content  of  silver  in 
a  bath  continuously  worked  will  finally  become  lower,  and 
augmentation,  by  the  addition  of  silver,  will  be  required.  The 
manner  of  eflfecting  this  augmentation  depends  on  whether  the 
baths  are  used  for  plating  by  weight  or  for  lighter  silvering,  or 
whether  the  baths  are  worked,  without  stopping,  from  morning 
till  evening.  For  replacing  the  deficiency  in  baths  prepared 
according  to  formulae  I  and  I«,  it  is  advisable  to  use  exclusively 
solution  of  silver  cyanide  in  potassium  cyanide,  or  of  crystal- 
lized potassium-silver  cyanide  in  water. 

It  has  previously  been  mentioned  that  with  proper  treatment 
baths  made  with  chloride  of  silver  have  the  same  duration  of 
life  as  those  prepared  with  silver  cyanide.  The  chief  feature 
of  such  proper  treatment  is  not  to  use  chloride  of  silver  dis- 
solved  in   potassium  cyanide  for  augmenting  the  content  of 
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silver*  but  to  employ  silver  cyanide  instead,  since  by  the  use  of 
the  former,  the  bath  thickens  in  consequence  of  the  potasstum 
chloride  which  is  simultaneously  introduced.  The  effect  of 
such  thickening  is  that  the  deposits  are  formed  less  homo- 
geneously and  with  coarser  stnicture. 

A  gradual  thickening  of  the  bath  may  also  take  place  If  pen 
tassium  cyanide  containing  potash  is  used,  instead  of  the  prep- 
aration free  from  potash,  and  of  98  to  99  per  cent,  purity.  Even 
pure  fused  potassium  cyanide  produces  a  thickening  of  the 
bath,  which,  however,  progresses  very  slovrly.  This  thickening 
is  due  to  a  portion  of  the  excess  of  potassium  cyanide  being 
by  the  action  of  the  air  converted  into  potassium  carbonate, 
and  if  the  quantity  of  the  latter  exceeds  ^.^  oz.  per  quart,  it  has 
to  be  neutralized.  For  this  purpose,  prussic  acid  was  formedy 
used  in  order  to  effect  a  conversion  of  the  potassium  carbonate 
into  potassium  cyanide.  It  is,  however,  a  well-known  fact  that 
carbonic  acid  decomposes  the  potassium  cyanide,  potassium 
carbonate  and  prussic  acid  being  formed,  and  the  addition  of 
prussic  acid  would  therefore  appear  not  very  suitable  for  attain- 
ing  the  object  in  view. 

It  is  better  to  use  solutions  of  calcium  cyanide  or  bantnn 
cyanide,  and  add  them  so  long  as  a  precipitate  of  calcium  car- 
bonate or  barium  carbonate  is  formed.  The  solutions  should, 
however,  be  freshly  prepared.  The  precipitate  formed  is 
allowed  to  settle  when  the  clear  solution  is  siphoned  off,  and 
the  residue  filtered  through  a  paper  filter. 

Since,  as  mentioned  above,  the  proportion  of  excess  of  potas- 
sium cyanide  to  the  content  of  silver  undergoes  changes  accord- 
ing to  the  proportion  of  iheobject'Surface  tothe  anode-surface, 
the  temperature  of  the  bath,  etc.,  it  becomes  necessary  to  add 
one  or  the  other  in  order  to  maintain  the  proper  proporl 
and  the  effective  working  of  the  bath. 

To  determine  rapidly  whether  the  bath  contains  silver 
excess  of  potassium  cyanide  in  proper  proportions,  the  foU 
ing  methods  may  be  used:  Dissolve  1  gramme  (iS.43  grains) 
of  chemically  pure  crystallised  nitrate  of  silver  in  20  gram 
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(0.7  02.)  of  water  and  gradually  add  this  solution,  whilst  con- 
Stan tly  stirring  with  a  glass  rod,  to  100  grammes  (3.52  ozs.) 
of  the  silver  bath  in  a  beaker,  as  long  as  the  precipitate  of  silver 
cyanide  formed  dissolves  by  itself.  If,  after  adding  the  entire 
quantity  of  silver  solution,  the  precipitate  dissolves  rapidly, 
too  large  an  excess  of  potassium  cyanide  is  present  in  the  bath  ; 
and  Vice  versa,  if  the  precipitate  does  not  completely  dissolve, 
after  stirring,  potassium  cyanide  is  wanting. 

The  quantitative  determination  of  the  content  of  potassium 
cyanide  and  of  silver  will  be  described  later  on  under  "  Exam- 
ination of  Silver  Baths  ** 

Aviation  of  silver  baths.  In  heavy  silver-plating  constant 
agitation  of  the  strata  of  fluid  is  of  decided  advantage,  grooves 
and  blooms  being  otherwise  readily  formed  upon  the  plated 
objects,  especially  when  the  baths  are  over-concentrated  or 
thickened.  The  depressed  grooves  can  only  be  explained  by 
^tbe  fact  that  the  strata  of  fluid  on  the  cathodes  having  become 
^Specifically  lighter  by  yielding  metal  are  subject  to  a  current 
I  towards  the  surface ;  the  lower  strata  richer  in  silver  give  rise 
f  to  heavier  deposits  on  the  lower  cathode  portions,  so  that  agi- 
tation of  the  bath  becomes  an  actual  necessity. 

With  a  bath  in  constant  agitation  a  greater  current-density 
may  be  used,  the  deposits,  notwithstanding  the  greater  current- 
density  forming  with  finer  structure  and  in  a  correspondingly 
shorter  time,  which  is  especially  noteworthy  for  heavy  silvering. 
To  keep  the  articles  in  gentle  motion  while  in  the  bath,  one 
method  is  to  connect  the  suspending  rods  to  a  frame  of  iron 
having  four  wheels,  about  3  inches  in  diameter,  connected  to  it, 
which  slowly  travel  to  and  fro  to  the  extent  of  3  or  4  inches 
upon  inclined  rails  attached  to  the  upper  edge  of  the  tank,  the 
motion,  which  is  both  horizontal  and  vertical,  being  given  by 
means  of  an  eccentric  wheel  driven  by  steam  power.  By  an- 
other arrangement,  the  frame  supporting  the  articles  does  not 
rest  upon  the  tank,  but  is  suspended  above  the  bath,  and  re- 
ceives a  slow  swinging  motion  from  a  small  eccentric  or  its 
equivalent.  In  the  Elkington  establishment  at  Birmingham  the 
24 
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lolJowing  arrangement  is  in  use  :  All  the  suspending  rods  o(  the 
bath  rest  upon  a  copper  mountings  which,  by  each  revolution 
of  an  eccentric  wheel,  is  lifted  about  -V4  inch,  and  then  returned 
to  its  position.  The  copper  mounting  is  connected  to  the  main 
negative  wire  of  the  dynamo-machine  by  a  copper  cable.  The 
same  object  may  also  be  attained  by  giving  the  articles  a  hon* 
zontat,  instead  of  a  vertical  motion,  as  shown  in  Fig.  1 30,  in 
which  the  motion  is  produced  by  an  eccentric  wheel  on  the  side. 
With  equal,  if  not  better,  success  the  mechanically-moved 
stirring   apparatus,    which  will    be  described   under  "  Copper 
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Galvanoplasty/'  may  be  used.     In  this  apparatus  several  glass 
rods  movable  around  a  pivot  keep  the  bath  in  constant  motion 
Where    such    a    stirring    apparatus    cannot    be   conventetitly 
arranged,  the  motion  of  the  bath  may  be  produced  by  intro* 
ducing,  by  means  of  a  pump,  air  on  the  bottom  of  tiic  tank. 

A  singular  phenomenon  in  regard  to  silver  baths,  which 
has  not  yetl^een  explained  *  may  here  be  mentioned.  A  smali 
addition  of  certain,  and  especially  of  organic,  substances, '«rhich, 
however,  must  not  be  made  suddenly  or  in  too  large  quanti- 
ties, produces  a  fuller  and  better-adhering  deposit  of  greater 
luster  than  can  be  produced   in  Iresh  baths.     EUdngtoii 
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served  that  an  addition  of  a  few  drops  of  carbon  disulphide 
to  the  bath  made  the  silvering  more  lustrous,  while  others 
claim  to  have  used  with  success  solutions  of  iodine  in  chloro- 
form *  of  gutta-percha  in  chloroform,  as  well  as  heavy  hydro- 
carbons, tar.  oils,  etc. 

Some  preparations  which  have  been  recommended  for  this 
"bright"  plating  may  here  be  given.  Bring  6  ozs.  of  carbon 
disulphide  into  a  stoppered  bottle  and  add  i  gallon  of  the  usual 
plating  solution.  Shake  the  mixture  thoroughly  and  then  set 
it  aside  for  24  hours.  Add  2  ozs.  of  the  resulting  solution  to 
every  20  gallons  of  ordinary  plating  solution  in  the  vat,  and 
stir  thoroughly.  This  proportion  must  be  added  every  day, 
but  where  the  mixture  has  been  used  every  day,  less  than  this 
may  be  used  at  a  time.  This  proportion  is  claimed  to  give  a 
bright  deposit,  but  by  adding  a  larger  amount  a  dead  surface 
may  be  obtained  very  dififerent  from  the  ordinary  dead  surface. 

Another  method  of  preparing  a  solution  for  bright-plating  is 
as  follows:  Put  l  quart  of  ordinary  silver-plating  solution  into 
a  large  stoppered  bottle.  Now  add  i  pint  of  strong  solution 
of  cyanide,  and  shake  well ;  4  ozs.  of  carbon  disulphide  are 
then  added,  as  also  2  or  3  ozs.  of  liquid  ammonia,  and  the 
bottle  again  well  shaken,  the  latter  operation  being  repeated 
every  two  or  three  hours.  The  solution  is  then  set  aside  for 
about  24  hours,  when  it  will  be  ready  for  use.  About  2  ozs.  of 
the  clear  liquid  may  be  added  to  every  20  gallons  of  plating 
solution,  and  well  mixed  by  stirring.  A  small  quantity  of  the 
brightening  solution  may  be  added  to  the  bath  every  day,  and 
the  liquid  then  gently  stirred.  In  course  of  time  the  disulphide 
solution  acquires  a  black  color;  to  modify  this  a  quantity  of 
strong  cyanide  solution,  equal  to  the  brightening  liquor  which 
has  been  removed  from  the  bottle,  should  be  added  each  time. 
In  adding  the  disulphide  solution  to  the  plating  batli,  an  excess 

ust  be  avoided,  otherwise  the  latter  will  be  spoilt.  Small 
doses  repeated  at  intervals  is  the  safer  procedure,  and  less 
risky  than  the  application  of  larger  quantities,  which  may  ruin 
tlie  bath. 
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A  very  simple  u*ay  to  prepare  the  brightening  solutioii 
to  put  2  or  3  ozs.  of  carbon  distilphide  into  a  bottle  which 
holds  rather  more  than  half  a  gallon.  Add  to  this  about  3 
pints  of  old  silver  solution  and  shake  the  bottle  well  for  a 
minute  or  so.  Then  nearly  fill  the  bottle  with  a  strong  solo- 
lion  of  cyanide,  shake  well  as  before,  and  set  aside  for  at  least 
24  hours.  Add  about  2  ozs.  (not  more)  of  the  brightening 
liquor,  without  shaking  the  bottle,  to  each  20  gallons  of  solu- 
tion in  the  plating  vat.  Even  at  the  risk  of  a  little  loss  from 
evaporation,  it  is  best  to  add  the  brightening  liquor  to  the 
the  last  thing  in  the  evening,  when  the  solution  should  be 
stirred  so  as  to  thoroughly  diffuse  the  added  liquor.  The 
night's  repose  will  leave  the  bath  in  good  working  order  for 
the  following  morning. 

A  silver  bath,  as  shown  by  experience,  becomes  i^ithout 
doubt  belter  in  the  degree  in  which  it  takes  up  small  quantities  of 
organic  substances  from  the  air  and  from  dust;  but  numerous 
experiments  have  failed  to  confirm  Elkington*s  observation 
that  the  formation  of  the  deposit  or  its  appearance  is  essentially 
influenced  by  the  addition  of  carbon  disulphide  or  any  of  the 
above-mentioned  solutions  of  organic  origin  either  in  very  small 
or  considerable  quantities.  Many  baths  have  been  entirely 
spoiled  by  an  attempt  to  change  them  into  bright-working 
baths  by  the  addition  of  such  ingredients,  and  hence  it  is  best 
to  leave  such  experiments  alone.  It  may,  however,  be  stated 
that  by  the  addition  of  a  few  drops  of  liquid  ammonia,  fresh 
silver  baths  accommodate  themselves  more  rapidly  to  regular 
performance. 

Ydlow  tone  of  silvering.  After  plating,  the  objects  fre- 
quently show,  instead  of  a  pure  white,  a  yellow  tone,  or  they 
become  yellow  in  the  air,  which  is  ascribed  to  the  formation  of 
basic  silver  salts  in  the  deposit.  To  overcome  this  evil  it  has 
been  proposed  to  allow  the  objects  to  remain  in  the  bath  fort 
few  minutes  aft<;r  interrupting  the  current,  whereby  the  basic 
salts  are  dissolved  by  the  potassium  cyanide  of  the  bath ;  Of 
the  same  object  is  attained  by  inverting  the  electrodes  for  a 
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few  seconds,  after  platingj  thus  transforming  the  articles  into 
anodes.  The  electric  current  carries  away  the  basic  salt  of 
silver  in  preference  to  the  metal.  This  operation  should,  of 
course,  not  be  prolonged,  otherwise  the  silver  will  be  entirely 
removed  from  the  objects,  and  will  be  deposited  on  the  anodes. 
For  the  same  purpose  some  electro-platers  hold  in  readiness  a 
warm  solution  of  potassium  cyanide,  in  which  they  immerse  the 
plated  articles  for  half  a  minute, 

Sih'er  alloys.  It  has  been  proposed  to  add  to  the  silver  baths 
a  solution  of  nickelous  cyanide  in  potassium  cyanide  in  order 
to  obtain  a  deposit  of  a  silver-nickel  alloy,  which  is  claimed  to 
be  distinguished  by  its  greater  hardness  and  the  property  of 
not  turning  so  readily  dark.  Numerous  experiments  with 
solutions  of  cyanide  of  silver  and  nickelous  cyanide  in  potas- 
sium cyanide  in  all  possible  proportions,  and  with  various 
electro-motive  forces,  and  subsequent  analysis  of  the  deposits 
obtained,  showed,  however,  only  inconsiderable  traces  of  nickel 
in  the  silver  deposit,  which  had  but  a  very  slight  influence 
upon  the  hardness  and  durability  of  the  silver. 

The  London  Metallurgical  Co.  endeavors  to  attain  greater 
hardness  and  power  of  resistance  of  the  silver  by  adding  zinc 
cyanide  or  cadmium  cyanide,  and  has  given  to  this  process  the 
name  of  areas  silver-plating.  According  to  the  patent,  an  addition 
of  20  to  30  per  cent,  of  zinc  or  cadmium  to  the  silver  prevents 
the  tarnishing  of  the  plating,  and  besides  the  deposit  is  claimed 
to  be  lustrous  and  hard.  For  areas  silver-plating  the  appropriate 
quantity  of  zinc  or  cadmium,  or  a  mixture  of  both  metals,  is 
converted  into  potassium-zinc  cyanide  or  potassium-cadmium 
cyanide,  and  this  solutionis  mixed  with  a  corresponding  quan- 
tity of  solution  of  potassium-siivcr  cyanide,  with  a  small  excess 
of  potassium  cyanide.  Sheets  of  a  silver-zfnc  or  a  silver-cad- 
mium  alloy  are  used  as  anodes. 

This  method  has  been  favorably  commented  upon  by 
Sprague,  Urquart  and  others,  and  some  English  platers  claim 
that  for  many  articles,  especially  bicycle  parts,  areas  silvering 
may  be  substituted  for   nickeling.     However   these  favorable 
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opinions  were  not  conHrtned  by  the  following  experiments 
made  by  Dr.  Langbeio  regarding  the  value  of  this  process  as  a 
substihJte  for  silver-plating  instruments  and  articles  of  luxury. 

A  bath  vras  prepared  which  contained  per  quart  231  ^  Iroy 
grains  of  fine  silver  and  jj  troy  grains  cadmium  in  the  form  of 
cyanide  double  salts  with  a  small  excess  of  potassium  cyanide. 
The  most  suitable  tension  of  current  for  the  decomposition  ol 
a  pure  potassiumH:admium  cyanide  solution  which  contained 
per  quart  154  troy  grains  of  cadmium  with  the  same  excess  of 
potassium  cyanide  as  the  above-mentioned  mixture,  was  found 
to  be  2  volts. 

In  electrolyzing  the  cadmium- silver  bath  with  O.75  vott«  a 
uniform  silver-white  deposit  similar  to  that  of  pure  silver  was  at 
first  formed.  However,  after  two  hours  the  deeper  places  of 
the  objects  suspended  in  the  bath  showed  crystalline  excres- 
cences which  felt  sandy,  and  could  be  rubbed  off  with  the 
fingers.  After  scratch-brushing  the  articles  and  again  suspend- 
ing them  in  the  bath,  these  sandy,  nonadhering  metallic  dc* 
posits  were  rapidly  reformed.  An  analysis  of  the  deposit 
separated  from  the  articles  showed  96.4  per  cent,  silver,  and 
3.2  per  cent,  cadmium.  This  deposit  could,  without  difficult}% 
be  polished  with  the  steel  like  a  pure  silver  deposit,  and  hence 
its  hardness  would  not  seem  greater  than  that  of  pure  silver. 
Its  capability  of  resistmg  hydrogen  sulphide  as  compared  with 
pure  silver  was  scarcely  greater. 

In  another  experiment  electrolysis  was  effected  with  1*15 
volts.  The  deposit  showed  from  the  start  a  coarser  structure, 
and  the  formation  of  the  sandy  non-adhering  deposit  took  place 
much  more  rapidly.  But,  on  the  other  hand,  the  hardness  of 
the  reduced  coherent  metal  was  greater  than  that  of  pure 
silver,  and  also  its  power  of  resisting  hydrogen  sulphide.  An 
analysis  of  the  deposit  showed  92.1  per  cent,  silver  and  7.8  per 
cent,  cadmium.  In  both  cases  the  deposit  was  dull  like  that  of 
pure  silver. 

With  a  greater  electro- motive  force  the  quantity  of  cadmium 
in  the  deposit  increased,  and  the  hardness  of  the  latter  became 
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correspondingly  greater.  However,  these  deposits  could  not 
be  considered  serviceable  for  the  above-mentioned  purposCi 
because  they  could  not  be  made  of  sufficient  thickness  as  re- 
quired for  solid  silver-plating  of  forks  and  spoons. 

In  Dr.  Langbein's  opinion,  the  decomposition-pressures  of  a 
solution  of  potassium-silver  cyanide  and  of  one  of  potassium- 
cadmium  cyanide  lie  too  far  apart  to  obtain  without  delay  de- 
posits of  even  composition  and  of  suflicient  density  and  thick- 
ness. 

Execution  of  silver-plating — A^  Silver-plating  by  weight, — 
Copperi  brass*  and  all  other  copper  alloys  may  be  directly 
plated  after  amalgamating  (quicking),  whilst  iron,  steel,  nickel, 
zinc,  tin,  lead,  and  Britannia  are  first  coppered  or  brassed,  and 
then  amalgamated. 

I  The  mechanical  and  chemical  preparation  of  the  objects  for 
the  silver-plating  process  is  the  same  as  described  on  page  i86 
et.  seq.  To  obtain  well-adhering  deposits  great  care  must  be 
exercised  in  freeing  the  objects  from  grease,  and  in  pickling. 
As  a  rule,  objects  to  be  silver-plated  arc  ground  and  polished. 
However,  polishing  must  not  be  carried  too  far,  since  the  de- 
posit of  silver  does  not  adhere  well  to  highly-polished  surfaces; 
and  in  case  such  highly-polished  objects  are  to  be  silvered  it  is 
best  to  deprive  them  of  their  smoothness  by  robbing  with 
pumice  powder,  emery,  etc.,  or  by  pickling. 

The  treatment  of  copper  and  its  alloys,  German  silver  and 
brass,  which  have  chiefly  to  be  considered  in  plating  by  weight 
is,  therefore,  as  follows: 

1 ,  Freeing  from  grease  by  hot  potash  or  soda  lye  ( i  part  of 
caustic  alkali  to  8  to  lo  parts  of  water),  or  by  brushing  with 
the  lime-paste  mentioned  on  page  228. 

2,  Pickling  in  a  mixture  of  i  part,  by  weight,  of  sulphuric 
acid  of  66*^  Be.  and  10  of  water.     This  pickling  is  only  required 

or  rough  surfaces  of  castings,  ground  articles  being  immedi- 
ately after  freeing  from  grease  treated  according  to  3. 

3,  Rubbing  with  a  piece  of  cloth  dipped  in  fine  pumice 
powder  or  emery,  after  which  the  powder  is  to  be  removed  by 
washing. 


376 


ELECTRO-DEPOSITION   OF  METALS. 


4.  Pickling  in  the  preliminary  pickle,  rinsing  in  hoi  water, 
and  quickly  drawing  through  the  bright-dipping  bath  (page 
223),  and  again  thoroughly  rinsing  in  several  waters. 

5.  Amalgamating  {quicking)  by  immersion  in  a  solution  of 
mercury,  called  the  quicking  solution.  This  consists  of  a  solu- 
tion of  0.35  ounce  of  nitrate  of  mercury  in  i  quart  of  water,  to 
which,  while  constantly  stirring,  pure  nitric  acid  in  small  por-i 
tions  is  added  until  a  clear  fluid  results,  A  weak  solution  of 
potassium -mercury  cyanide  in  water  is,  however,  to  be  pre* 
ferred,  because  the  acid  quicking  solution  mentioned  above 
makes  the  metals  brittle.  A  quicking  solution  for  silver- plating 
by  weight  consists  of:  Potassium-mercury  cyanide,  14  drachms 
to  I  oz.;  99  per  cent,  potassium  cyanide,  14  drachms;  water,  I 
quart.  Care  must  be  taken  to  bring  the  quicked  objects  into 
the  bath  as  rapidly  as  possible,  otherwise  thin  objects  arc  liable 
to  become  brittle.  The  amalgam  formed  upon  the  surface 
penetrates  to  the  interior  of  thin  sheets  if  this  action  is  not 
prevented  by  an  immediate  deposition  of  silver  and  the  forma- 
tion of  silver  amalgam.  In  the  quicking  solution  the  objects 
remain  only  long  enough  to  acquire  a  uniform  white  coatii^, 
when — 

6.  They  are  rinsed  in  clean  water,  and  gone  over  with  a  soft 
brush  in  case  the  quicking  shows  a  gray,  instead  of  i  uhTtf 
tone. 

The   articles   are    now   brought    into    the   silver    bath,  and 
secured  to  the  object  rods  by  slinging  wires  of  pure 
copper  or,  still  better,  of  pure  silver.     The  Utter 
i  A    ^^^^  ^^  advantage  that  when  by  reason  of  a  dc- 

I  Hj    posit  of  considerable  thickness  having  been  formed 

i  ^H    upon  them,  they  have  become  useless  for  suspend- 

^^.  H  ing  the  articles,  they  can  be  directly  converted  into 
^^^^  silver  nitrate  by  dissolving  in  nitric  acid,  and  u»cd 
I  ^^  for  the  preparation  of  fresh  baths,  or  for  strengthen* 
^^^Qf     ing  old  baths. 

When   certain  objects,  lor   instance,  forks 
spoons,  are  to  be  plated,  copper  wires  may  be  bent  in  the  roaiH 
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ner  shown  in  Fig,  131.  To  prevent  the  deposition  of  silver 
upon  the  portions  of  the  wire  which  do  not  serve  for  the  pur- 
pose of  contact,  they  are  coated  with  fused  ebonite  mass  or 
gutta-percha,  only  the  loop  in  which  the  fork  or  spoon  is  hung 
and  the  upper  end  for  suspending  to  the  object-rod  being  left 
free.      Silver  wires  are  also  better  for  this  purpose. 

In  order  to  secure  an  extra  heavy  coating  of  silver  on  the 
convex  surfaces  of  spoons  and  forks  which,  being  subject  to 
greater  wear  than  the  other  parts,  require  extra  protection, 
some  plating  establishments  use  a  frame  in  which  the  articles 
supported  therein  by  their  tips  are  placed  horizontally  in  a  shal- 
low silver  bath,  and  immersed  just  deep  enough  to  allow  the 
projecting  convexities  to  dip  into  the  bath.  By  this  artifice 
these  portions  are  given  a  second  coating  of  silver  of  any  desired 
thickness.  This  mode  of  procedure,  which  is  termed  ^*  sec- 
tional "  plating,  accomplishes  the  intended  purpose  nicely  and 
satisfactorily^  In  some  establishments  the  silvered  forks  and 
poons  are  placed  between  plates  ol  gutta-percha  of  corre- 
sponding shape,  and  held  together  by  rubber  bands.  In  these 
plates  the  portions  to  be  provided  with  an  extra  coating  of 
silver  are  cut  out.  By  suspending  the  forks  and  spoons  thus 
protected  in  the  bath,  the  unprotected  places  receive  a  further 
layer  of  silver,  the  outlines  of  which  are  later  on  smoothed 
down  with  burnishers.  The  second  object  may  also  be  attained 
by  coating  the  places  which  are  to  receive  no  further  deposit 
with  '*stopping-off "  varnish  (see  later  on). 

According  to  German  patent  No.  76975,  sheets  of  celluloid 
or  similar  substances  are  suspended  as  shields  between  the 
inside  portions  of  spoons  and  the  anodes.  By  this  means  the 
deposit  of  stiver  on  these  portions,  which  are  subject  to  less 
wear  is  only  slightly  augmented,  while  the  outside  portions 
acquire  a  heavier  deposit. 

To  attain  the  same  object,  J.  Buck  *  suspends  a  frame  in 
such  a  manner  that  every  two  spoons  are  turned  with  their  in- 
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*idc  portions  towards  each  other,  and  anodes  are  arranged  only 
on  the  outside  portions. 

When  commencing  the  operation  of  silver-plating,  introduce 
iiHu  the  bath  at  first  a  somewhat  more  powerful  current,  so 
that  the  first  deposition  of  silver  takes  place  quite  rapidly,  and 
ajtef  3  minutes  regulate  the  current  so  that  in  lo  to  15  minutes 
the  objects  are  coated  with  a  thin,  dull  film  of  silver.  At  this 
stage  lake  them  from  the  bath,  and  after  seeing  that  all  portions 
J  tormly  coated,  scratch-brush  them  with  a  brass  brush, 

V  -iiouldj  however,  not  be  too  fine.     In  doing  this  the  de- 

poaJI  must  not  raise  up.  If  at  this  stage  the  objects  stand 
thorough  scratch-brushingj  raising  of  the  deposit  in  burnishing 
later  on  need  not  be  feared . 

Any  places  which  show  no  deposit  are  vigorously  scratch- 
brushed  with  the  use  of  pulverized  tartar,  then  again  carefully 
cleansed  by  brushing  with  lime>paste  to  remove  any  impurities 
due  to  touching  with  the  hands,  pickled  by  dipping  in  potas- 
sium cyanide  solution,  again  rinsed,  quicked,  and  after  careful 
rinsing  returned  to  the  bath,  Special  care  must  be  taken  not 
to  contaminate  the  bath  with  quicking  solution  as  this  would 
soon  spoil  it. 

The  objects  now  remain  in  the  bath  at  a  normal  current- 
density  until  the  deposit  has  acquired  a  weight  corresponding 
to  the  desired  thickness.     Knives,  forks  and  spoons  receive 
deposit  of  2. 11  to  3.52  ozs,  of  silver  per  dozen. 

DHtnnination  of  weight.  In  order  to  control  the  weight 
the  deposit  proceed  as  follows :  Remove  one  of  the  pans  of  a 
sensitive  beam  balance  and  substitute  for  it  a  brass  rod  which 
keeps  the  other  pan  in  equilibrium.  Under  this  rod  place  a 
vessel  filled  with  pure  water,  and  of  sufficient  diameter  and 
depth  to  allow  of  the  article  suspended  to  the  rod  dipping  en- 
tirely into  the  water  without  touching  the  sides  of  the  vessel. 
Suppose  now  that  several  dozen  spoons  of  the  same  size  and 
shsipe  are  at  the  same  time  to  be  provided  with  a  deposit  of  a 
determined  weight,  it  suffices  to  control  the  weight  of  the  de- 
posit of  a  single  spoon,  and  when  this  has  acquired  the  neces- 
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sary  deposit  all  the  other  spoons  will  also  be  coated  with  a 
eposit  of  silver  of  the  same  thickness  as  the  test  spoon.  The 
poons  having  been  quicked  and  carefully  rinsed,  one  of  thera 
is  suspended  to  the  brass  rod  of  the  balance  so  that  it  dips  en- 
tirely under  water.  The  equilibrium  is  then  re-established  by 
placing  lead  shot  upon  the  pan  of  the  scale,  and  adding  the 


weight  corresponding  to  the  deposit  the  spoon  is  to  receive. 
Now  bring  the  weighed  spoon  together  with  the  rest  into  the 
bath,  and  proceed  with  the  silvering  process  in  the  ordinary 
manner.  After  some  time  the  weighed  spoon  is  taken  from  the 
bath,  rinsed  in  water,  and  hung  to  the  brass  rod  of  the  scale. 
If  it  does  not  restore  the  equilibrium  of  the  latter,  it  is  returned 
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to  the  bath,  and  after  some  time  again  weighed,  and  so  on 
until  its  weight  corresponds  to  that  of  the  lead  shot  and  weight 
placed  in  the  pan  oi  the  scale,  when  it  is  assumed  that  the 
other  objects  have  also  received  their  proper  quantity  and  that 
the  operation  is  complete. 

A  more  complete  weighing  apparatus  is  the  metallometric 
balance  first  used  by  Brandely,  and  later  on  improved  be  Rose- 
leur;  The  apparatus,  which  is  shown  in  Fig.  132,  is  designed 
for  obtaining  deposits  of  silver  "  without  supervision  and  with 
constant  accuracy,  and  which  spontaneously  breaks  the  current 
when  the  operation  is  terminated."  It  is  manufactured  in 
various  sizes,  suitable  for  small  or  large  operations. 

It  consists  of:  i.  A  wooden  vat,  the  upper  edge  of  which 
carries  a  brass  winding-rod  having  a  binding  screw  at  one  end 
to  receive  the  positive  conducting  wire  of  the  battery.  From 
this  rod  the  anodes  are  suspended,  which  are  entirely  immersed 
in  the  solution,  and  communicate  with  brass  cross-rods  by 
means  of  platinum  wire  hooks.  These  cross-rods  are  flattened 
at  their  ends  so  that  they  may  not  roll,  and  at  the  same  time 
have  a  better  contact  with  the  "  winding-rod." 
2.  A  cast-iron  column  screwed  at  its  base  to 
the  side  of  the  vat,  and  which  carries  near  the 
top  two  projecting  arms  of  cast-iron,  the  ex- 
tremities of  which  are  vertical  and  forked,  and 
may  be  opened  or  closed  by  iron  clamps. 
These  forks  are  intended  for  sustaining  the 
beam  and  preventing  the  knives  from  leaving 
their  bearings  under  the  influence  of  too  vio- 
lent oscillations.  In  the  middle  of  the  two  anns 
are  two  wedge-shaped  recesses  of  polished 
steel  to  receive  the  knife  edges  of  the  beam. 
One  of  the  arms  of  the  column  carries  at  its 
end  a  horizontal  ring  of  iron  in  which  is  fixed 
a  heavy  glass  tube  supporting  a  cup  of  pol- 
ished iron  which  is  insulated  from  the  column  (Fig.  133). 
This  cup  has  at  its  lower  part  a  small  pocket  of  lamb-skin 
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of  India  rubber,  which  by  means  of  a  screw  beneath  may 

be  raised  or  lowered.     This  flexible  bottom  allows  the  operator 

to  lower  or  raise  at  will  the  level   of  the  mercury  introduced 

afterwards  into  the  iron  cup.     Another  lateral  screw  permits 

►nnection  to  be  made  with  the  negative  electrode,     3.  A  cast- 

m  beam  carrying  in  the  middle  two  sharp  knife  edges  of  the 

)sX  steel  hardened  and  polished.     At  each  extremity  there  are 

two  parallel  bearings  of  steel  separated  by  a  notch,  and  intended 

►r  the  knife-edges  of  the  scale-pan  that  receives  the  weights. 

md  those  of  the  frame  supporting  the  articles  to  be  plated. 

One  of  the  arms  of  the  beam  is  provided  with  a  stout  platinum 

ire,  placed  immediately  above  and  in  the  center  of  the  cup  of 

mercury.     According  as  the  beam  inclines  one  way  or  the  other, 

this  wire  plays  in  or  out  of  the  cup.     4.  A  scale  pan  for  weights, 

with  two  knife-edges  of  cast  steel,  which  is  attached  to  four 

;hains  supporting  a  wooden  pan  for  the  reception  of  weights. 

^A  smaller  pan  above  is  intended  for  the  weights  corresponding 

to  that  of  the  silver  to  be  deposited.     5.  The  frame  for  support- 

ig  the  articles  to  be  plated,  which  is  also  suspended  from  two 

steel   knife-edges,  and  the  rod  of  which  is  formed  of  a  stout 

I  brass  tube  attached  below  to  the  brass  frame  proper,  which  last 
Ib  equal  in  dimensions  to  the  opening  of  the  vat,  and  supports 
the  rods  to  which  the  articles  are  suspended. 
It  must,  however,  be  borne  in  mind  that  the  weight  of  a  body 
immersed  in  water  is  less  than  when  weighed  in  the  air,  it  being 
as  much  less  as  the  weight  of  the  volume  of  fluid  displaced  by 

|"t.  The  specific  gravity  of  silver  is  10.5,  hence  i  cubic  centi- 
neter  of  silver  weighs  10.5  more  than  1  cubic  centimeter  of 
irater,  so  that  10.5  grammes  of  silver  weighed  in  the  air  weigh 
only  10.5  —  I  ^9.5  grammes  when  immersed  in  water.  Since 
the  specific  gravity  of  the  silver  bath  is  greater  than  that  of 
water — of  fresh  baths  about  5°  Be  =  I.035  —  iO-5  grammes  of 
silver,  while  immersed  in  the  silver  bath  weigh  only  10.5  —  1035 
=  9.465  grammes.  Hence  for  the  determination  of  the  weight 
to  be  placed  in  the  scale-pan,  which  corresponds  to  the  actual 
weight  of  the  silver  deposit,  the  desired  weight  of  the  deposit 
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has  to  be  multiplied  by  9.465  and  divided  by  10.5,  or  what 
amounts  to  the  same  thing,  multiplied  by  0.901.  Suppose  300 
grammes  of  silver  are  to  be  deposited  upon  forks,  knives  and 
spoons,  not  300  grammes,  but  only  300X0.901=270.3 
grammes  have  to  be  placed  in  the  scale-pan.  The  weight  of 
the  articles  themselves  is  not  taken  into  account  as  the  objects 
are  tared  under  the  solution  and  remain  in  the  same  bath-fluid  to 

Fig.  IJ4. 


the  end  of  the  process.  Hence,  according  to  the  above  calcula- 
tion, the  weight,  to  be  placed  in  the  scale-pan  should,  in  round 
figures,  be  10  per  cent,  less  than  the  desired  weight  of  silver. 
However,  as  silver  also  deposits  on  the  slinging  wires,  it  has 
been  shown  that  a  reduction  of  4  to  5  per  cent,  of  the  weight  is 
about  the  right  thing* 
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Fig.    134  shows  a   nrietallometric   balance   in  operation,  as 
Coupled  with  the  rheostat,  voltmeter^  and  the  silver  bath*  and 
'ill  be  understood  without  hirther  explanation.     These  metal- 
imetric  balances  must  of  course  be  very  carefully  constructed 
as  to  render  possible  accurate  weighings  with  a  load  of 
kbout   1 1    lbs.     They  are   used    by  most  large    silver-plating 
►tablishments  for  forks,  knives  and  spoons.     They  may  also 
be  employed    to   advantage   in    plating    coffee-pots,   tea-pots, 
lugar  bowls,  etc.,  but  with  such  articles  special  attention  has 
be  paid  in  order  to  obtain  a  deposit  of  uniform  thickness 
upon  all  portions  of  the  anode  arrangement.     It  is  evident  that 
with  the  use  of  straight  silver  anodes  the  portions  of  round 
vessels  nearest  to  the  anodes  will  receive  a  thicker  deposit  of 
lilver  than  the  portions  at  a  greater  distance  from  them.     How- 
ler, this  also  happens  in  every  silver  bath  in  operation  not 
connected  with  a  metallomctric  balance,  the  latter  indicating 
of  course  only  the  total  weight  of  deposit  upon  ail  the  articles 
in  the  bath,  and  means  for  the  formation  of  a  uniform  deposit 
on  all  portions  must  therefore  be  provided.     This  is  effected  by 
the   use   of  cylindrically  bent    anodes  suspended   around    the 
objects  at  equal  distances ;   further  by  frequently  changing  the 
position  of  the  objects  so  as  to  bring  the  more  remote  portions 
jarer  to  the  anodes. 

For  the  determination  of  the  weight  of  the  deposit,  Pfanhauser 
Jr»  uses  a  voltametnc  balance/  a  combination  of  a  voltameter 

f'ith  a  balance,  the  principle  of  which,  according  to  Ferchland.f 
>  similar  to  Edison's  registering  voltameter,  and  has  for  some 
me  been  practically  utilized  by  Prof.  DomalipJ  in  Prague. 
A  copper  voltameter  is  an  apparatus  which  allows  of  the 
etermination  of  the  quantity  of  current  conducted  in  a  certain 
ime  through  an  acid  copper  sulphate  solution  (water  35  ozs., 
opper  sulphate  7  ozs.,  concentrated  sulphuric  acid  i  ^  ozs., 
alcohol  )^  oz.)  by  the  quantity  of  copper  electrolytically  separ- 
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*  German  patent  120843. 

fZeitschrift  fur  Elcktrocheroie,  1S91,  No.  71. 

t  Ahrenfl.  Handbuch  der  Elektrochemle,  ii,  Aufl.  S.   151. 
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ated  on  the  cathode.  Two  copper  anodes  dip  into  the  solution 
and  between  them  is  a  copper  cathode.  The  weight  of  the 
latter  is  exactly  determined,  and  after  the  current  has  for  an 
accurately  measured  time  passed  through  the  voltameter,  is 
washed  with  water,  rinsed  with  alcohol,  dried  and  again  weighed. 
From  the  increase  in  weight  the  quantity  of  current  which  has 
passed  through  the  voltameter  can  be  readily  calculated,  since 
one  ampere  deposits  in  one  hour  1.1858  grammes  of  copper. 

Now  by  placing  such  a  copper  voltameter  in  the  current-con- 
ductor of  a  silver  bath  so  that  the  current  passes  through  the 
bath  and  the  voltameter  one  after  the  other,  the  same  quantity 
of  current  must  pass  through  the  bath  as  well  as  the  voltameter 
.since,  according  to  Kirchhoflf's  law»  the  current- strength  is 
equally  great  in  all  points  of  a  current-circuit.  According  to 
Faraday's  law,  the  quantities  of  metals  deposited  are  propor- 
tional to  their  electro-chemical  equivalents  and  hence  the 
quantity  of  copper  separated  will  be  to  the  quantity'  of  silver 
deposited  as  1.858:  4.0248;  thus  when  the  quantity  of  copper 
separated  is  known^  the  weight  of  the  silver  deposit  can  be 
readily  calculated. 

To  Pfanhausers  voltameter  balance  the  copper  cathode  is  by 
means  of  a  conductor  suspended  to  the  metal-beam  of  a  smaller 
balance,  the  equilibrium  being  restored  by  placing  weights  or 
shot  in  the  scale-pan  on  the  other  end  of  the  beam.  Now  in 
order  to  determine  the  weight  adequate  to  the  desired  deposit 
in  the  silver  bath,  the  weight  has  to  be  multiplied  by  1,1858 
and  divided  by  4.0248.  The  number  of  grammes  found  is  the 
weight  the  copper-deposit  in  the  copper  voltameter  must  attain 
to  correspond  to  the  desired  weight  of  the  deposit  in  the  silver 
bath.  The  weight  thus  determined  has  to  be  placed  in  the  pan 
of  the  scale.  When  the  deposit  has  acquired  the  desired  weight 
the  current  is  automatically  interrupted  by  a  contrivance  simi- 
lar to  that  described  when  speaking  of  the  metallometric 
balance. 

As  compared  with  the  metallometric  balance,  the  voltametric 
balance  possesses  advantages  and  disadvantages,  the  latter  being 
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ihiefly  that  besides  the  swelling  up  of  the  deposit  in  the  volta- 
leter  which  has  to  be  taken  into  consideration,  the  reduction 
)f  the  weight  of  silver  to  be  deposited  to  the  weight  of  the 
:opper-deposit  to  be  placed  in  the  scale- pan,  may  readily  lead 
errors,  if  left  to  the  ordinar>'  workman.  To  be  sure  this  can 
avoided  by  consulting  tables  which  are  furnished  with  the 
lalance. 

It  must  furthermore   be  borne  in   mind   that  the  voltametric 

talance  gives  reliable  results  only  when  the  current-output  of 

\hc  silver  bath  remains  constant  and  is  exactly  equal  to  that  of 

le  copper  solution  in  the  voltameter,  a  third  correction  of  the 

weight  being  otherw^ise  required.     The  current-output  in  the 

'oltameter  is  100,  but  that  of  fresh  silver  baths  does  not  reach 

this  height.     According  to  numerous  determinations  by  Friess- 

ler,   executed  in    Dr.   G.   Langbein   &   Co/s  electro  chemical 

iboratory,  the  current-output  in  cyanide   silver  baths  varies 

iccording  to  whether  the  bath  is  at  rest  or  in  motion,  the  cur- 

;nt-output  with  0.3   ampere  current-density  being  in  a  bath 

'hich  contains  per  liter  25  grammes  of  silver  as  silver  cyanide 

ind   2J   grammes  99   per  cent,  potassium  cyanide,  99.63   per 

sent  without  agitation   of  the  bath  and  99.18  per  cent,  with 

igitation,  hence  0.45  per  cent,  less  in  the  latter  case. 

The  increased  electro-motive  force  when  a  voltametric  bal- 
mce  is  placed  in  the  current-circuit  must  also  not  be  lost  sight 
►f.  Since  the  voltameter  solution  and  the  silver  bath  arc 
coupled  one  after  the  other,  about  double  the  electro-motive 
^force  is  required  and  this  greater  performance  of  work  increases 
ic  cost  of  current  However,  this  is  not  of  sufficient  import- 
ince  to  prevent  the  use  of  voltametric  balances. 
The  advantages  of  a  voltametric  balance  consist  in  that  it 
not  necessary  to  place  it  in  the  vicinity  of  the  bath.  It  may 
located  in  a  special  dry-room  where  it  is  not  exposed  to  the 
tflfects  of  the  damp  atmosphere  of  the  work-room.  However 
lese  effects  are,  as  a  rule  over-estimated,  since  mctallometric 
balances  with  knife-edges  of  specially  prepared  steel,  which 
quite  well  resists  the  action  of  rust,  working  In  agate  bearings^ 
25 
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have  been  known  to  work  with  great  accuracy  after  having  been 
in  use  for  fifteen  years.  The  slighter  load  of  the  beams  is  also 
in  favor  of  metallometric  balances  so  that  they  can  be  of  lighter 
construction. 

'  Metallometric  as  well  as  voltametric  balances  have  the  draw- 
back that  the  current  must  pass  through  the  beam  and  other 
sensitive  parts  to  reach  the  bath.  To  prevent  corrosions  on  the 
contacts  and  avoid  large  sparks  on  the  sensitive  portions,  special 
protective  measures  are  required  which  render  the  construction 
both  more  complicated  and  more  expensive. 

The  advantage  of  metallometric  balances,  namely,  simple 
attendance  and,  when  due  care  is  observed,  absolute  certainty 
of  results,  may  be  advantageously  utilized,  together  with  the 
advantages  of  voltametric  balances,  /.  ^.,  slighter  load  and  loca- 
tion at  any  desired  distance  from  the  bath,  by  the  following 
combination  devised  by  Neubeck. 

If  in  front  of  the  silver  bath  be  placed  a  smaller  controlling 
bath  of  exactly  the  same  composition  as  the  silver  bath  in 
operation,  or  in  other  words,  is 'taken  from  the  latter,  the  cur- 
rent-output of  both  these  baths  must  be  the  same,  provided  the 
current-density  is  the  same.  Now  by  using  as  cathodes  for  this 
controlling  bath  very  thin  silver  sheets— 0.05  to  O.I  millimeter 
thick — with  a  total  surface  approximately  equal  to  that  of  the 
objects  in  the  bath,  the  weight  of  the  cathodes  will,  on  the  other 
hand,  be  materially  less  than  that  of  the  articles  in  the  bath,  for 
instance,  of  an  equally  large  surface  represented  by  spoons,  and 
consequently  the  balance  can  be  of  lighter  construction,  while, 
on  the  other  hand,  the  current-density  in  the  controlling  bath 
will  be  approximately  equal  to  that  in  the  silver  bath. 

One  dozen  spoons  weighs  on  an  average  540  to  550  grammes 
and  has  a  surface  of  about  13.2  square  decimeters.  The  same 
surface  in  silver  sheet,  0.1  millimeter  thick,  weighs  about  70 
grammes  and  in  silver  sheet  0.05  millimeter  thick  about  3$ 
grammes.  Hence  the  load  of  the  ware  is,  in  the  commence- 
ment, 7^  to  15  times  less  than  with  the  metallometric  balance 
and  when,  on  attaining  a  thickness  of  about  j4  millimeter^  the 
cathodes  are  reversed,  always  only  half  as  great. 
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Now  by  allowing  the  current  to  pass  through  the  controlling 
>ath  and  then  through  the  silver  bath,  exactly  the  same 
[uantity  of  silver  is  deposited  in  the  former  as  in  the  latter; 

us  by  connecting  the  cathodes  of  the  controlling  bath  with  a 
valance  the  quantity  of  metal  deposited  in  the  silver  bath  upon 
le  objects  can  be  accurately  determined. 

These  considerations  led  to  the  construction  of  the  volta- 
xetric  controlling  apparatus.  Fig,  135,  which  can  be  connected 
ith  any  kind  of  cheap  beam-balance.     The  apparatus  •  con- 

■ucted  by  Dr,  G.  Langbein  &  Co.,  is  arranged  as  follows: 


le  screw  i  secured  to  the  anode-frame  (Fig.  135)  is 
lirectly  connected  with  the  anode  wire.  Upon  the  anode-frame 
»f  copper  sit  the  conducting  rods  9,  9,  9,  etc.,  for  the  anodes, 
le  latter  being  secured  to  them  by  means  of  platinum  wire. 
*o  the  rod  16  is  secured  the  movable  cathode  from  7  to  which 
le  thin  cathode  sheets  are  suspended  by  means  of  platinum 
'ire.     The  current  enters  the  bath  through  the  binding  post  i, 

•  Genu  an  patent. 
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the  anode-rods  9,  and  the  anodes,  passes  to  tlie  cathodes,  and 

returns  through  the  cathode-frame  7  to  the  source  of  current  so 
long  as  the  screw  2  fixed  to  the  support  17  dips,  by  reason  of 
tlie  load  of  the  balance,  into  the  mercury  vessel  3.  The  latter 
is  secured  to  the  anode-frame  7  and  conductively  connected 
with  it.  The  celluloid  disk  lO  serves  the  purpose  of  protecting 
the  bath  from  mercury,  which  may  be  spilled  by  careless  hand- 
ling, passing  into  it. 

When  the  cathodes  have  attained  the  required  weight  the 
flow  of  current  to  the  bath  is  interrupted  by  the  beam  of  the 
balance  tilting  over.  The  two  steel  pins  4  and  5,  which  are  in- 
sulated from  the  mercury  vessel  3,  dip  thereby  into  the  mer- 
cury cups  6  fixed  below  them  on  the  movable  arm  of  the 
support  17  and  insulated  one  from  the  other,  the  short-circuit 
of  the  bell  wire  being  thus  affected.  The  wire  n  leads  direct 
to  the  bell  13,  while  a  second  wire  12  leads  through  the  spirals 
14  to  the  support  17  and  from  there  through  spiral  15  to  the 
bell.  When  the  pins  4  and  5  dip  into  the  mercury  cups,  6,  a 
second  connection  with  the  bell  is  made  and  the  latter  rings  so 
long  as  the  pins  4  and  5  dip  into  the  mercury. 

Contrary  to  the  principle  of  the  metallometric  and  the  volta- 
metric  balances,  the  beam  and  other  portions  of  the  balance  arc 
here  entirely  excluded  from  the  current-circuit.  Hence,  any 
ordinary  beam-balance  can  be  used  and  no  corrosion  of  sensi- 
tive portions  of  the  balance  by  sparks  takes  place. 

When  the  cathodes  of  the  controlling  bath  have  attained  a 
thickness  approximately  the  same  as  that  possessed  by  the 
silver  anodes  of  the  bath  in  the  commencement  of  the  opera- 
tion, they  are  used  as  anodes  by  suspending  them  to  the  anode- 
rods,  while  the  anodes  which  have  become  thinner  are  sus- 
pended as  cathodes. 

With  this  arrangement  there  is  to  be  sure,  the  same  drawback 
as  with  the  voltamctric  balance,  namely,  that  by  reason  of  the 
baths  being  coupled  one  after  the  other,  double  the  electro- 
motive force  than  that  used  for  a  silver  bath  connected  with  a 
metallometric  balance  is  required.     The  interest,  which,  how- 
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Jvcr,  amounts  to  very  little,  on  the  dead  metallic  silver  in  the 
controlling  bath  may  also  be  called  a  disadvantage.  On  the 
►ther  hand,  the  controlling  apparatus  has  the  advantage  that 

two  or  more  silver  baths  of  the  same  composition  can  be  con- 
nected with  it  when  the  same  quantity  oi  silver  is  to  be  de- 

'posited  upon  approximately  the  same  object-surface  in  each 

bath. 
^B  The  case  is  somewhat  different  when  the  baths  in  operation 
^■ire  of  considerable  size  and  furnished  with  many  object- rods. 
^Hn  order  to  obtain  the  same  current-density  in  the  actual  silver 
^■>ath  as  in  the  controlling  bath,  the  latter  would  have  to  be  of 
^B|uite  large  dimensions  and  require  so  much  electrode-material 

as  to  cause  considerable  expense  for  providing  it.  In  such  a 
^  case  the  advantages  presented  by  the  same  composition  of  the 
P^bperating  bath  and  the  controlling  bath«  have  to  be  abandoned 

and  the  controlling  bath  has  to  be  used  as  a  copper  voltameter. 
^»Since  in  the  copper  solution  depositions  can  be  made  with  cur- 
^Vent  densities  up  to  1.5  amperes  per  square  decimeter  only  one- 
^■ifth  part  of  the  object-surface  in  the  operating  bath  is  required 

as  cathode-surface  in  the  controlling  copper  bath.     Of  course 

»the   weight  of  the  desired   silver- deposit,  reduced   to  copper, 

'hich  is  found  from  tables  furnished  with  the  apparatus^  has  to 

be  placed  in  the  scale-pan.     The  tables  are  calculated  for  cur- 

E .rent-outputs  of  from  98  to  99.6  per  cent,  in  -^  per  cent,  for 

»aths  for  silvering  by  weight  with  25  grammes  of  fine  silver  as 

silver  cyanide  and  25  grammes  of  of  99  per  cent,  potassium 

Cyanide,  and  a  current-density  of  0.3  ampere  per  square  deci- 
eter.  Hence  the  current-output  of  the  bath  to  be  used  has  to 
:  determined  and  the  weights  of  copper  corresponding  to  the 
silver  deposit  are  then  found  in  the  table  for  the  determined 
^^urrent-output.  As  the  current-output  is  subject  to  change  by 
^phe  bath  becoming  gradually  contaminated  by  foreign  metals, 
which  cannot  be  avoided  in  silvering  metals,  for  instance,  zinc 
and  copper,  soluble  in  potassium  cyanide,  it  will  be  necessary 
to  determine  the  current-output  at  least  twice  a  year. 

As  previously  mentioned    the   current-output  is   materially 
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smaller  when  the  bath  is  ajjitated  than  when  it  is  at  rest,  and 
hence  the  controlling  silver  bath  cannot  be  used  for  agitated 
baths  because,  in  order  to  obtain  accurate  weighing  results, 
agitation  of  the  controlling  bath  has  to  be  avoided.  In  this 
case  the  copper  solution  (see  p.  383)  has  also  to  be  used  with 
reference  to  the  tables  for  the  respective  current-output.  How- 
ever, when  the  controlling  apparatus  works  with  the  copper 
solution,  It  still  has  the  advantage  of  no  current  passing 
through  sensitive  portions  of  the  balance,  and  thus  they  are 
not  subject  to  wear. 

Calculation  of  ike  weight  of  the  silver  deposit  from  the  current- 
strength  used.  This  can  be  done  if  the  current  conducted  into 
the  bath  during  silvering  be  constantly  kept  at  the  same 
strength,  and  the  current-output  of  the  bath  be  taken  into  con- 
sideration. According  to  the  table  on  p,  60,  one  ampere  de- 
posits in  I  hour  4.0248  grammes  of  silver,  hence  after  t  hours 
with  a  current-strength  \ :  4.0248  x  i  x  t  grammes  of  silver  will 
be  deposited,  if  the  current-output  amounts  to  100.  However, 
the  latter  is,  as  a  rule,  only  98  to  99  per  cent,,  and  the  value 
obtained  is  therefore  to  be  multiplied  by  the  fraction  yWor  -jV^, 
in  order  to  determine  the  actual  weight  of  the  deposit 

Attention  must,  however,  be  drawn  to  the  fact  that  it  is  very 
difficult  to  keep  the  currcnt-strength  quite  constant  for  a  longer 
time,  especially  where  numerous  baths  are  connected  to  a  com- 
mon circuit,  and  for  this  reason  a  calculation,  based  upon  the 
measurement  of  the  current-strength,  will  very  likely  be  in 
most  cases  impracticable. 

For  the  calculation  of  the  time  which  has  been  consumed  for 
depositing  a  certain  weight  of  silver  when  the  current-strength 
is  known,  the  desired  weight  of  the  deposit  has  to  be  divided 
by  the  product  from  current-strength  times  chemical  equiva- 
lent of  the  silver,  and  the  value  found  multiplied  by  W'  o**  W* 

If,  for  instance,  50  grammes  of  silver  are  to  be  deposited 
upon  one  dozen  spoons,  and  the  current-strength  be  3,2 
amperes  and  the  current-output  99  per  cent.,  the  time  is  found 
from  the  following  calculation  : 
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50X  too 


5000 


—  V  .  ^-,  o    ^  ^  3*92  hours  =  3  hours  55  minutes, 

i.2  X  4,0248x99     1275.05  ^  ^^ 

If  the  current-strength  is  to  be  calculated,  which  is  required 
to  produce  in  a  given  time  a  determined  thickness  of  deposit, 
le  product  from  the  desired  thickness  in  mtllimcters,  times  the 
►bject-surface  in  square  decimeters,  times  the  specific  gravity 
^f  the  metal  to  be  deposited,  times  1000,  has  to  be  divided  by 
Lhe  product  from  time,  times  electro-chemical  equivalent,  times 
current-output.  Suppose,  for  instance,  the  desired  thickness 
►f  the  deposit  is  to  be  o.  I  millimeter,  the  object-surface  1.5 
square  decimeter,  the  specific  gravity  10,5,  the  time  4  hours, 
ihc  electro-chemical  equivalent  4.025,  and  the  current-output 
18  per  cent.,  then  the  current-strength  required  is: 


0.1  X  1.5  X  lO.ox  100 
4  X  4.0248  X  98 


0.99  ampere. 


1575 
157772 

When  the  articles  have  received   a  deposit  of  the  required 

eight,  they  are  treated  for  the  prevention  of  subsequent  yel- 

owing  according  to  one  of  the  methods  given  on  p.  372,  then 

cratch-brushed  bright  with  the  use  of  decoctions  of  soap-root, 

plunged  in  hot  water  and  dried  in  sawdust 

Matt  silver, — Articles  which  are  to  retain  the  beautiful  ciys- 
alline  dead  white  with  which  they  come  from  the  bath  are, 
ithout  touching  them  with  the  fingers  or  knocking  them 
gainst  the  sides  of  the  vessel,  rinsed  thoroughly  in  clean 
ater,  plunged  into  very  hotj  distilled  water,  and  then  sus- 
endcd'free  to  dry.  Immediately  after  drying  they  are  to  be 
rovlded  with  a  tliio  coat  of  kristalline  or  zapon  to  protect  the 
dead-white  coating,  which  readily  turns  yellow,  and.  moreover* 
very  sensitive. 

Polishing  the  deposits, — The  silvered  articles  having  been 
scratch-brushed,  must  finally  be  polished,  which  may  be  effected 
upon  a  fine  felt  wheel  with  the  use  of  rouge,  but  imparting  high 
luster  by  burnishing  is  to  be  preferred^  the  deposit  being  first 
treated  with  the  steel  burnisher,  and  then  with  the  stone  bur- 
nisher, as  explained  on  p.  218. 
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In  some  establishments  in  which  plated  table-ware  in  large 
quantity  is  turned  out,  ingeniously-devised  burnishing  machines 
driven  by  power  are  in  use^  by  which  much  oi  the  manual  labor 
is  saved.  The  knife,  spoon ^  etc.,  each  supporlcd  by  its  tips 
in  a  suitable  holder,  arc  very  slowly  rotated,  while  the  bur- 
nishing tool  moves  quickly  over  the  surface,  performing  the 
work  rapidly  and  satisfactorily. 

When  burnishing  is  completed,  the  surlace  is  wiped  off  lon- 
gitudinally with  an  old,  soft  calico  rag.  Sawdust,  hard  cloth, 
and  tissue  paper  produce  streaks. 

B,  Ordinary  silver-plating. — Objects  which  are  to  receive  a 
deposit  of  less  thickness  have  to  undergo  exactly  the  same 
operations  described  under  plating  by  weight,  the  only  differ- 
ence being  that  for  quicking  a  weaker  solution  ( 15  to  31  grains 
of  nitrate  of  mercury  to  i  quart  of  water),  or  very  dilute  solution 
of  potassium-mercury  cyanide  (77  grains  of  potassium-mercury 
cyanide  and  yy  grains  of  potassium  cyanide  to  1  quart  of  water) 
is  used,  and  that  the  objects  remain  a  shorter  time  in  the  bath. 

Direct  silvering  of  Britannia,  tin,  German  silver.  As  pre- 
viously mentioned,  iron,  steel,  zinc  and  tin  should  first 
be  coppered  or  brassed.  However,  tin  and  Britannia  may  also 
be  directly  plated,  but  the  bath  must  be  rich  in  silver  and  con- 
tain a  large  excess  of  potassium  cyanide.  Further,  the  current 
should  be  so  strong  that  the  articles  acquire  a  blue  gray  color. 
They  are  then  suspended  in  the  silver  bath  of  normal  composi- 
tion, and  plating  is  finished  with  a  normal  current. 

The  same  process  is  also  suitable  for  plating  articles  of  Ger- 
man silver  rich  in  nickel.  In  polishing  such  articles  it  is  fre- 
quently observed  that  the  deposit  rises,  but  by  plating  in  the 
above-mentioned  preparatory  bath,  and  finishing  in  the  normal 
bath,  the  deposit  will  very  well  bear  polishing  with  the  steel. 

For  silver-plating  Britania  ware  and  articles  of  tin.  Gore 
recommends  the  following  process.  Boil  the  articles  in  caustic 
potash  solution,  scratch-brush  them,  and  plate  them  prepara- 
tively  with  a  strong  current  and  the  use  of  large  anode-surfaces 
in  a  hot  silver  bath  ( 194°  F.),  and  then  finish  deposition  to  the 
desired  thickness  in  the  ordinary  cold  silver  bath. 
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According  to  an  Australian  patent,  the  following  process  is 

claimed  to  yield  good  results  in  directly  sitvcr-piating  iron  and 

^sft'el :  The  article  to  be  plated  having  first  been  dipped  in  hot 

^dilute  hydrochloric  acid  is  brought   into  solution  of  mercury 

titrate  and  then  connected  with  the  zinc  pole  of  a  Bunsen  ele- 

lent.     It  becomes  quickly  coated  with  a  layer  of  mercury  when 

is  taken  out,  washed  and  brought  into  an  ordinary  silver 

►ath.     When  covered  with  a  layer  of  silver  of  sufficient  thick- 

less,  it  is  heated  to  572°  F.,  the  mercury  evaporating  at  this 

rmperature.     It  is  claimed   that  silver  deposited   in   this  man- 

ler  adheres  more  firmly  than   by  any  other  process,  but  it  is 

ibtful  whether  for  solid  silver-plating  this  method  can  replace 

►revious  coppering. 

Stoppifig  off.     If  certain  parts  of  a  metallic  article  are  not  to 

iceive  a  deposit,  as  for  instance,  when  a  contrast  is  to  be  ef- 

rcted  by  depositing  different  metals  upon  the  same  object,  these 

tarts  are  covered  or  *' stopped -ofT/*  with  a  varnish,     Stopping- 

►fF  varnish  is  prepared  by  dissolving  asphalt  or  dammar  with 

an  addition  of  mastic  in  oil  of  turpentine.     Apply  with  a  brush, 

md  after  thoroughly  dr>nng  the  articles  in  the  drying-chamber, 

>lace  them  for  an  hour  in  very  cold  water,  whereby  the  varnish 

lardens  completely.     After   plating,  the  varnish   is   removed. 

►estwith  benzine,  the  article  plunged  in  hot  water,  and  dried  in 

sawdust. 

For  a  varnish  that  will  resist  the  solvent  power  of  the  hot 

ikaline  gilding  liquid,  Gore  recommends  the  following  compo- 

ution :   Translucent  rosin    lo  parts,  yellow  beeswax  6.  extra- 

ine  red  sealing-wax  4,  finest  polishing  rouge  3, 

Quick-drying,  stopping-off  varnishes,  which  harden  immedi- 
itely  at  the  ordinary  temperature  and   resist  cyanide  baths,  are 
>w  found  in  commerce. 

Special  applications  of  electro-silvering. — *It  remains  to  men- 
tion a  few  special   applications  of  electro-silvering  as  well  as 
►roccsses  of  decorating  with  silver  by  electrical  and  chemical 
leans. 
Silvering  0/  fiuc  copper  wire  is   effected    in   an   apparatus, 
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which  is  described  and  illustrated  in  Chapter  IX,  *'  Deposition 
of  Gold,"  where  further  details  will  be  found.  Luster  is  im- 
parted to  the  silvered  wire  by  drawing  through  a  draw-plate. 

I ncrti stations  with  silver  {and  gold,  and  other  meta/s). — By 
incrusting  is  understood  the  inlaying  of  depressions,  produced 
by  engraving  or  etching  upon  a  metallic  body,  with  silver,  gold 
and  other  metals,  such  as  Japanese  incrustations,  which  are 
made  by  mechanically  pressing  the  silver  or  gold  into  the  de- 
pressions. Such  incrustations,  however,  can  also  be  produced 
by  electro- deposition,  the  process  being  as  follows  :  The  design 
which  is  to  be  incrusted  upon  a  metal  is  executed  with  a  pig- 
ment of  white-lead  and  glue-water  or  gum -water.  The  portion 
not  covered  by  the  design  is  then  coated  with  stopping-off 
varnfsh.  The  article  is  next  placed  in  dilute  nitric  acid, 
whereby  the  pigment  is  first  dissolved,  and  next  the  surface 
etched,  which  is  allowed  to  progress  to  a  certain  depth. 
Etching  being  finished,  the  article  is  washed  in  an  abundance 
of  water  and  immediately  brought  into  a  silver  or  gold  bath, 
in  which,  by  the  action  of  the  current,  the  exposed  places 
are  filled  up  with  metaL  This  being  done,  the  stopping-off 
varnish  is  removed  with  benzine,  the  surface  ground  smooth, 
and  polished.  In  this  manner  one  article  may  be  incrusted 
with  several  metals ;  for  instance,  brass  may  be  incrusted  with 
copper,  silver  and  gold,  and  by  oxidizing  or  coloring  portions 
of  the  copper  beautiful  effects  can  be  produced.  The  principal 
requisites  for  these  incrustations  are  manual  skill  and  much 
patience.  Expensive  apparatus  is  not  required,  every  skilled 
electro-plater  being  able  to  execute  the  work. 

Imitation  of  niel  or  nielUd  silvering.  By  n idling  is  under- 
stood the  inlaying  of  designs  produced  either  by  engraving  or 
stamping,  with  a  black  mixture  of  metallic  sulphides.  The  niel- 
ling  powder  is  prepared  by  melting  silver  20  parts  by  weight, 
copper  90  parts  and  lead  150  parts.  To  the  liquid  metallic 
mass  add  26^2  ozs.  of  sulphur  and  %  oz.  of  ammoniun  chloride, 
quickly  cover  the  crucible,  and  continue  heating  until  the  ex* 
cess  of  sulphur  is  volatilized.     Then   pour  the  contents  of  the 
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Tucible  into  another  crucible,  the  bottom  of  which  is  covered 

[about  1^  inch  deep  with  flowers  of  sulphur,  cover  the  crucible 

[and  allow  the  mixture  to  cool.     When  cold  bring  the  contents 

^once  more  to  the  fusing  point,  and  pour  the  fused  mass  in  a 

:hin  stream  into  a  bucket  filled  with  water,  whereby  granulated 

letal  is  formed,  which  can  be  readily  reduced  in  a  mortar  to  a 

ne  powder,     This  powder  is   mixed  with  ammonium  chloride 

[and  gum-water  to  a  thin  paste.     This  paste  is  brought  into  the 

lesigns  produced   by  engraving  or  stamping,  and  after  drying 

|iburnt-in  in  a  muffle.     When  cold,  any  roughness  is  removed 

'by  grinding,  and  after  polishing  a  sharp,  black  design   in  white 

silver  is  obtained. 

To  imitate  niel  by  electro-dcposition,  the  design  is  executed 
upon  the  surface  with  a  pigment  consisting  of  white  lead  and 
^lue-  or  gum-water.     The  portions  which  are  to  remain  free  are 
roated  with  stopping-off  varnish,  and  the  design  is  uncovered 
>y  etching  with  very  dilute   nitric   acid.     The  article   is  then 
irought  as  the  anode  into  dilute  solution  of  ammonium  sul* 
I  hide*  while  a  small  sheet  of  platinum  connected  to  the  nega- 
tive pole  is  dipped  into  the  solution.     Sulphide  of  silver  being 
>rmed,  the  design  becomes  rapidly  blackgray,  and  after  re- 
loving  the  stopping-off  varnish  with   benzine,  stands  out  in 
sharp  contrast  from  the  white  silver. 

I  Upon  brass^  nielling  may  be  imitated  by  silvering  the  article 
and  then  engraving  the  design,  by  which  the  silver  is  removed 
and  the  brass  uncovered.  The  article  is  then  brought  into  the 
black  bright- dip,  by  which  the  uncovered  brass  is  colored  black 
*vhilc  the  silvered  portions  remain  unchanged.  If  portions  in 
relief  are  to  be  made  black,  the  silvering  is  removed  by  grind- 
^Ung  the  article  dipped  into  cream  of  tartar  solution,  and  then 
^■)rought  into  the  black  bright  dip.  This  process  is  largely  em- 
^H>loyed  by  manufacturers  of  buttons  when  silvered  buttons  are 
^Ko  be  supplied  with  the  name  of  the  firm  and  the  quality  num- 
ber in  black. 

Oiti  (afUique)  siIv£ring,-^'lo  give  silvered  articles  an  antique 
appearance  coat  them  with  a  thin  paste  of  6  parts  graphite,  i 
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red  ochre  and  sufficient  spirits  of  turpentine.  After  drying, 
gentle  rubbing  with  a  soft  brush  removes  the  excess  of  powder, 
and  the  reliefs  are  set  off  (discharged)  by  means  of  a  rag 
dipped  into  alcohol, 

A  tone  resembling  antique  silvering  is  also  obtained  by 
brushing  the  silvered  articles  with  a  soft  brush  moistened  with 
very  dilute  alcoholic  solution  of  chloride  of  platinum. 

In  order  to  impart  the  old  silver  tinge  to  small  articles,  such 
as  buttons,  rrn^^s,  etc.,  they  are  agitated  in  the  above-mentioned 
paste,  and  then  **  tumbled  "  with  a  large  quantity  of  dry  saw- 
dust until  the  desired  shade  is  obtained. 

With  the  use  of  the  electric  current  and  carbon  anodes, 
mtique  silver  may  be  produced  as  follows:  Bring  the  silvered 
articles,  previously  thoroughly  freed  from  grease,  into  the  silver 
bath  at  an  electro-motive  force  of  4  to  5  volts,  and  allow  them 
to  remain  for  a  few  minutes  until  they  become  covered  with  a 
uniform  blue-gray  deposit.  They  are  then  thoroughly  rinsed 
in  water,  and  the  raised  portions  rubbed  with  very  fine  pumice. 
to  lay  bare  the  silver.  If  surfaces  are  to  appear  in  antique 
silver,  the  deposit  is  onl\'  sufficiently  removed  with  pumice  for 
the  silver  to  shine  through,  and  the  surface  to  show  the  proper 
antique-silver  tone. 

Oxidised  silver. — This  term  is  incorrect,  as  by  it  is  under* 
stood  not  an  oxidation,  but  a  combination  with  sulphur  or 
chlorine.  Solution  of  pentasulphide  of  potassium  (liver  of 
sulphur  of  the  shops)  is  generally  used  for  the  purpose.  Im- 
merse the  articles  in  a  solution  of  2.75  drachms  of  liver  of 
sulphur  and  ^yi  drachms  of  ammonium  carbonate  in  i  quart 
of  water  heated  to  176^'  F.,  and  allow  them  to  remain  until  they 
have  acquired  the  desired  dark  tone.  Immediately  after  im- 
mersion, the  articles  become  pale  gray,  then  darker,  and  finally. 
deep  black-blue.  For  coloring  in  this  manner,  the  silvering 
should  not  be  too  thin.  For  articles  with  a  very  thick  deposit 
of  silver,  solution  of  double  the  strength  may  be  used.  Very 
slightly  silvered  articles  cannot  be  oxidized  in  this  manner,  as 
the  bath  would  remove  the  silvering,  or  under  the  most  favor- 
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ible  circumstances  produce  only  a  gray  color.     H  the  operation 

not  successful,  and  the  articles  come  from  the  bath  stained, 
>r  otherwise  defective,  dip  them  in  a  warm  potassium  cyanide 
ilution,  which  rapidly  dissolves  the  stiver  sulphide  formed, 

K  yellow  color  is  imparted  to  silvered  articles  by  immersion 
in  a  hot  concentrated  solution  oJ  chloride  oi  copper,  rinsing 
>nd  drying. 

For  silvering  by  contact,  boiling  and  friction,  see  special 
hapter  **  Depositions  by  Contact." 

Stripping  silvered  articles. — When  a   silvering   operation  has 

.iled,  or  the  silver  is  to  be  stripped  from  old  silvered  articles. 

iffcrent  methods  have  to  be  used   according  to  the  nature  of 

the  basis- mctaL     Silvered  iron  articles  are  treated  as  the  anode 

^n  potassium  cyanide    solution    in   water  (i  :  20),  the  iron  not 

►cing  attacked  by  potassium   cyanide.     As  cathode  suspend 

the  solution  a  few  silver  anodes  or  a  copper-sheet  rubbed 
ith  an  oily  rag;  the  silver  precipitates  upon  the  copper 
theet  but  does  not  adhere  to   it.     Articles,  the  basis  of  which 

copper^  are  best  stripped  by  immersion  in  a  mixture  of 
jqual  parts  of  anhydrous  (fuming)  sulphuric  acid  and  nitric 
icid  of  40°  Be.  This  mixture  makes  the  copper  passive,  it 
lot  being  attacked  while  the  silver  is  dissolved.  Care  must, 
towever,  be  had  not  to  introduce  any  water  into  the  acids,  nor 
[o  let  them  stand  without  being  hermetically  closedi  since  by 
tbsorbing  moisture  from  the  air  they  become  dilute,  and  may 
then  exert  a  dissolving  effect  upon  the  copper.  The  fuming 
;ulphuric  acid  may  also  be  highly  heated  in  a  shallow  pan  of 
enameled  cast  iron.  Then  at  the  moment  of  using  it  pinches  of 
Iry  and  pulverized  nitrate  of  potassium  (saltpeter)  are  thrown 
Into  it*  and  the  article,  held  with  copper  tongs,  is  plunged  into 
le  liquid,     The  silver  is  rapidly  removed,  while  the  copper  or 

alloys  is  but  slightly  corroded.     Accordiilg  to  the  rapidity 

\i  the  solution,  fresh  additions  of  saltpeter  are  made.     All  the 

silver  has  been  dissolved  when,  after  rinsing  in  water  and  dip- 

ling  the  articles  into  the  cleansing  acids,  they  present  no  brown 

or  black  spots,  that  is  to  say,  when  they  behave  like  new.     In 
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this  hot  acid  stripping  proceeds  more  quickly  than  in  the  cold 
acid  mixture,  but  the  latter  acts  more  uniformly. 

PfUnninaiian  af  sih'er- plating, — By  applying  to  genuine 
silvcr-plHting  a  drop  of  nitric  acid  of  1.2  specific  gravity,  in 
which  red  chromateof  potash  has  been  dissolved  to  saturation. 
a  red  slain  of  chromate  of  silver  is  formed.  According  to 
Gniger,  this  method  may  also  be  used,  to  a  certain  extent,  for 
the  recognition  of  any  other  white  metal  which  may  be  mistaken 
for  silver.  A  drop  of  the  mixture  applied  to  German  si/vrr  be- 
comes brown»  no  red  stain  appearing  after  rinsing  with  water; 
upon  Britannia  the  drop  produces  a  black  stain ;  sin^  is  etched 
without  a  colored  spot  remaining  behind ;  upon  amalgamated 
metals  a  brownish  precipitate  is  formed,  which  does  not  adhere 
and  is  washed  away  by  water;  upon  tin  the  drop  also  acquires 
A  brownish  color,  and  by  diluting  with  water  a  yellow  precipi- 
tate is  formed;  upon  lead  a  beautiful  yellow  precipitate  is 
formed. 

Custom-house  officers  in  Germany  are  directed  by  law  to  use 
the  following  process  for  the  determination  of  genuine  silver- 
plating:  Wash  a  place  an  the  article  with  ether  or  alcohol*  dry 
with  blotting  paper,  and  apply  to  the  spot  thus  cleansed  a  drop 
of  1  to  2  per  cent,  solution  of  crystallized  bisulphite  of  soda 
prepared  by  boiling  1. 05  ozs.  of  sodium  sulphite  and  2.36 
drachms  of  flowers  of  sulphur  with  0.88  oz.  of  water  until  the 
sulphur  is  dissolved,  and  diluting  to  j  quart  of  fluid.  Allow 
the  drop  to  remain  upon  the  article  about  ten  minutes  and  then 
rinse  off  with  water.  Upon  silver  articles,  a  full,  round,  steel- 
gray  spot  is  produced.  Other  white  metals  and  alloys,  with 
the  exception  of  amalgamated  copper,  do  not  show  this  phc- 
nomeridiu  there  appearing  at  the  utmost  a  dark  ring  at  the  edge 
ol  the  drop.  Amalgamated  copper  is  more  quickly  colored, 
and  acquires  a  more  dead-black  color  than  silver. 

Examinatian  of  silver  baths. 

For  the  quantitative  examination  of  silver  baths,  the  determi- 
ination  of  the  content  of  free  potassium  cyanide  and  of  metallic 
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ilver  as  well  as  of  the  potassium  carbonate  which  is  formed  by 

le  action  of  air,  etc.,  upon  the  potassium  cyanide,  has  to  be 

iken  into  consideration. 
Regarding  the  determination  of  the  free  potassium  cyanide, 

le  reader  is  referred  to  the  method  given  under  *•  Examination 

of  copper  baths  containing  potassium  cyanide,"  and  what  has 

been  said  there  in  reference  to  replacing  the  deficiency  also 

ipplies  here. 

The   potassium    carbonate    which    is    formed    in    constantly 

(creasing  quantities  in  the  bath,  is  best  removed  by  the  addi- 
ion  of  barium  cyanide  solution,  whereby,  in  consequence  of 

rctprocal  decomposition,  potassium  cyanide  is  formed,  while 
larium  carbonate  in  an  insoluble  state  is  separated. 

The  determination  of  the  potassium  carbonate  present  in  the 
>ath  is  desirable,  so  as  to  be  able  on  the  one  hand,  to  calculate 
the  quantity  of  barium  cyanide  required  for  its  decomposition 
md,  on  the  other,  to  become  acquainted  with  the  quantity  of 

ree  potassium  cyanide  formed  thereby. 
The  determination  of  the  potassium  carbonate  is  affected  as 

(llows:  Bring  by  means  of  the  pipette,  20  cubic  centimeters  of 
silver  bath  into  a  beaker,  dilute  with   50  cubic   centimeters  of 

rater,  and  compound  with  barium   nitrate  solution  in  excess* 

.How  to  settle  for  some  time,  then  filter  through  not  too  large 

paper  filter,  taking  care  that  the  entire  precipitate  reaches  the 

iter,  and  wash  the  filter  thoroughly  with  water  until  a  few 

Irops  of  the  filtrate,  when  evaporated  upon  a  platinum  sheet, 

leave  no  residue.     Now  take  the  filter,  together  with  the  resi- 

lue,  carefully  from  the  funnel,  bring  it  into  a  beaker,  and  add 

rater,  as  well  as  a  carefully  measured  quantity  of  standard  nitric 
icid,  which  should,  however,  be  somewhat  larger  than  required 

>r  dissolving  the  barium  carbonate.     While  solution  is  being 
effected,  keep  the  beaker  covered  with  a  watch  glass,  and  then 

inse  any  drops  appearing  upon  the  latter  into  the  beaker  by 

leans  of  distilled  water.     Add  to  the  solution,  as  an  indicator, 
few  drops  of  methyl-orange,  whereby  the  solution  is  colored 

:d,  and  add,  while  stirring  constantly,  from   a  burette,  stand- 
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ard  soda  solution  until  the  red  color  ot  the  solution  passes  into 
yellow.  By  now  deducting  the  cubic  centimeters  of  soda  solu- 
tion used  from  the  cubic  centimeters  of  standard  nitric  acid 
added  to  the  solution  of  the  barium  carbonate,  and  multiply- 
ing the  number  of  the  remaining  cubic  centimeters  of  standard 
nitric  acid  by  345,  the  quantity  of  potassium  carbonate  in 
grammes  present  in  1  liter  of  silver  bath  is  obtained. 

Now  the  quantity  o!  barium  cyanide  has  to  be  calculated, 
which  is  required  for  the  conversion  of  the  quantity  of  potas- 
sium carbonate  found,  into  potassium  cyanide  with  the  separa- 
tion of  barium  carbonate.  It  is  best  to  use  a  2oyi  per  cent, 
barium  cyanide  solution,  and  since  1  gramme  of  potassium 
carbonate  requires  for  conversion  1.36  grammes  of  barium 
cyanide.  6,So  grammes  of  20  per  cent,  barium  cyanide  solution 
arc  necessary  for  the  purpose,  and  each  gramme  of  potassium 
carbonate  yields  0.942  gramme  of  potassium  cyanide.  Hence 
for  the  determination  of  the  potassium  cyanide  present  after 
the  destruction  of  the  potassium  carbonate,  there  has  to  be 
added  to  the  potassium  cyanide  found  by  titration,  the  content 
of  free  potasium  cyanide  calculated  from  the  conversion  with 
barium  cyanide.  If  this  shows  a  deficit  as  compared  with  the 
original  content,  it  is  to  be  made  up  by  adding  only  about  one- 
half  the  quantity,  for  the  same  reason  as  given  in  speaking  of 
the  copper  bath,  namely,  because  the  potassium  formate,  which 
is  at  the  same  time  formed,  performs  the  function  of  the  potas- 
sium cyanide. 

To  save  calculation  a  table  by  Steinach  and  Buchner  for  the 
use  of  a  20)^  per  cent  barium  cyanide  solution  is  here  given: 
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For  the  determination  of  the  silvery  the  electrolytic  method  is 
the  most  simple  and  suitable  in  so  far  as  the  silver  bath  can  be 
directly  used  for  the  purpose. 

Bring  by  means  of  the  pipette  into  the  platinum  dish  10 
cubic  centimeters  of  the  silver  bath,  or  20  cubic  centimeters 
if  the  bath  is  weak ;  add,  according  to  the  greater  or  smaller 
excess  of  the  potassium  cyanide  present,  ^  to  i  gramme  of 
potassium  cyanide  dissolved  in  water,  and  dilute  up  to  i  or  i  ^ 
centimeters  from  the  edge  of  the  dish.  Heat,  by  means  of  a 
small  flame,  the  contents  of  the  dish  to  from  140°  to  149°  F., 
and  maintain  this  temperature  as  nearly  constant  as  possible. 
Electrolysis  is  effected  with  a  current  density  NDioo  =  o.o8 
ampere.  Complete  precipitation,  which  requires  3  to  3^ 
hours,  is  recognized  by  ammonium  sulphide  producing  no  dark 
coloration  of  the  fluid.  The  dish  is  then  washed,  without  inter- 
rupting the  current,  rinsed  with  alcohol  and  ether,  dried  for  a 
short  time  at  212°  F.,  and  weighed.  The  weight  of  the  pre- 
cipitate multiplied  by  100  gives  the  content  of  silver  in  grammes 
per  liter  of  bath.  If  20  cubic  centimeters  of  silver  bath  have 
been  electrolyzed,  multiply  only  by  50. 

If  the  analysis  has  shown  a  deficit  of  silver  in  the  bath,  it  can 
26 
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be  readily  replaced.  For  strengthening  the  bath  it  is  best  to 
use  pure  crystallized  potassium-silver  cyanide,  which  in  round- 
numbers  contains  50  per  cent,  of  silver.  Suppose  the  bath  con- 
tains per  liter  2  grammes  of  silver  less  than  it  should,  then  for 
each  liter  of  bath  (52:  100  ^2  :x;  x  =  3.8  grammes),  3,8 
grammes  of  pure  crj'Stallized  potassium-silver  cyanide  have  to 
be  added. 

The  more  troublesome  volumetric  analysis  may  be  omitted, 
it  offering  no  advantage  over  the  electrolytic  method. 

Recovery  of  silver  front  old  silver  baths ^  etc, — Old  solutions 
which  contain  silver  in  the  form  of  a  silver  salt  are  easily  treated. 
It  is  sufficient  to  add  to  them,  in  excess,  a  solution  of  common 
salt,  or  hydrochloric  acid,  when  all  the  silver  will  be  precipi- 
tated in  the  state  of  chloride  of  silver,  which,  after  washing,  may 
be  employed  for  the  preparation  of  new  baths. 

For  the  recovery  of  silver  from  solutions  which  contain  it  as 
cyanide,  the  solutions  may  be  evaporated  to  dryness,  the  resi- 
due mixed  with  a  small  quantity  of  calcined  soda  and  potassium 
cyanide,  and  fused  in  a  crucible,  whereby  metallic  silver  is 
formed,  which,  when  the  heat  is  sufficiently  increased,  will  be 
found  as  a  button  upon  the  bottom  of  the  crucible  ;  or  if  it  is  not 
desirable  to  heat  to  the  melting-point  of  silver,  the  fritted  mass 
is  dissolved  in  hot  water,  and  the  solution  containing  the  soda 
and  cyanide  quickly  filtered  off  from  the  metallic  silver.  The 
evaporation  of  large  quantities  of  fluid,  to  be  sure,  is  inconven- 
ient, and  requires  considerable  time.  But  the  reducing  process 
above  described  is  without  doubt  the  most  simple  and  least 
injurious. 

According  to  the  wet  method^  the  bath  is  strongly  acidulated 
with  hydrochloric  acid,  provision  being  made  for  the  effectual 
carrying-off  of  the  hydrocyanic  acid  liberated.  Remove  the 
precipitated  chloride  of  silver  and  cyanide  of  copper  by  filtra- 
tion, and,  after  thorough  washing,  transfer  it  to  a  porcelain  dish 
and  treat  it,  with  the  aid  of  heat,  with  hot  hydrochloric  acid, 
which  will  dissolve  the  cyanide  of  copper.  The  resultiog 
chloride  of  silver  is  then  reduced  to  the  metallic  state  by  mix- 
ing it  with  four  times  its  weight  of  crystallized  carbonate  of 
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and  hall  its  weight  oi  pulverized  charcoal.     The  whole  is 
made  into  a  homogeneous  paste,  which  is  thoroughly  dried,  and 
then  introduced  into  a  strongly-heated  crucible.     When  all  the 
aterial   has  been  introduced,  the  heat  is  raised  to  promote 
omplete  fusion  and  to  facilitate  the  collection  of  the  separate 
globules  of  silver  into  a  single  button  at  the  bottom  of  the  cru- 
cilJle,  where  it  will  be  found  after  cooling.     If  granulated  sliver 
wanted,  pour  the  metal  in  a  thin  stream,  and  from  a  certain 
eight,  into  a  large  volume  of  water, 
A  very  simple  method  is  as   follows:   Bring  the  silver  bath 
into  flasks,  mix  the  contents  of  the   flask  with   zinc  dust  (zinc 
in  a  finely-divided  state)  in  the  proportion  of  about  }^  oz,  per 
quart  of  bath,  and   shake   thoroughly  5  or  6  times  every  day. 
In  five  days  all  the  silver  is  precipitated.      Decant  the  clear 
quid  from  the  precipitate,  wash  the  latter  several  times  with 
ater,  and  dissolve  the  zinc  contained  in  the  precipitate  in  pure 
ydrochloricacid.     The  silver  remains  behind  in  a  pulverulent 
rm,  and  may  be  dissolved  in  nitric  acid,  worked  up  into  sli- 
er chloride  or  silver  cyanide.     In  place   of  zinc,   aluminium 
owder  may  be  used  for  precipitation,  the  excess  of  aluminium 
eing    then  dissolved    by    caustic    potash,    or    caustic    soda 
lution. 

From  acid  mixtures  used  for  stripping,  the  silver  may  be  ob- 
ined  as  follows:  Dilute  the  acid  mixture  with  10  to  20  times 
e  quantity  of  water,  and  precipitate  the  silver  as  chloride  of 
Iver  by  means  of  hydrochloric  acid.  Interrupt  the  addition 
f  hydrochloric  acid,  when  a  drop  of  it  produces  no  more  pre- 
ipitate  of  chloride  of  silver  in  the  clear  fluid.  The  precipi- 
ted  chloride  of  silver  is  filtered  off,  washed,  and  eitherdirectly 
issolved  in  potassium  cyanide,  or  the  silver  Is  regained  as 
etal  by  fusing  the  chloride  of  silver  with  calcined  soda,  and 
ood  charcoal  powder,  previously  thoroughly  mixed. 
Still  more  simple  is  the  reduction  of  the  chloride  of  silver  by 
pure  zinc.  For  this  purpose  suspend  the  chloride  of  silver  by 
water,  add  hydrochloric  acid,  and  place  pure  zinc  rods  or 
ranulated  zinc  in  the  fluid.  While-  zinc  dissolves,  metallic 
silver  is  separated,  which  is  filtered  off,  washed  and  dried. 


CHAPTER  IX. 


DEPOSITION  OF  GOLD. 

Gold  is  generally  found  in  the  metallic  state.  It  is  one  of  the 
metals  possessing  a  yellow  color.  Precipitated  from  its  solution 
with  green  vitriol  (ferrous  sulphate)  or  oxalic  acid»  it  appears 
as  a  brown  powder  without  luster,  which  on  pressing  with  the 
burnisher  acquires  the  color  and  luster  of  fused  gold.  Pure 
gold  is  nearly  as  soft  as  lead,  but  possesses  considerable  tenacity. 
In  order  to  increase  the  hardness  when  used  for  articles  of 
jewelry  and  for  coinage,  it  is  mixed  with  silver  or  copper. 
The  "  fineness  of  gold,"  or  its  proportion  in  the  alloy,  is  usually 
expressed  by  stating  the  number  of  carats  present  in  24  carats 
of  the  mixture.  Pure  gold  is  stated  to  be  24  carats  '*finc;" 
standard  gold  is  22  carats  fine;  18  carats  gold  is  a  mixture  of 
18  parts  of  gold  and  6  of  alloy.  Gold  is  the  most  malleable  and 
ductile  of  the  metals.  It  maybe  beaten  out  into  leaves  not  ex- 
ceeding Ttj.Wff  of  a  millimeter  in  thickness.  When  beaten 
out  into  thin  leaves  and  viewed  by  transmitted  light,  gold  ap- 
pears green;  when  very  finely  divided  it  is  dark  red  or  black. 
The  specific  gravity  of  fused  gold  is  19.35,  ^^^  ^^^^  o^  precipi- 
tated gold  powder,  from  19.8  to  20.2.  Pure  gold  melts  at  about 
2016*^  F.,  and  in  fusing  exhibits  a  sea-green  color.  The  melt- 
ing-points of  alloyed  gold  vary  according  to  the  degree  of  fine- 
ness. Thus,  2^  carat  gold  melts  at  2012'^  F. ;  22  carat  at 
2009*^;  20  carat  at  2002^;  18  carat  at  199$^;  tS  carat  at 
1992^;  13  carat  at  1990°;  12  carat  at  1987°;  10  carat  at 
1982^;  9  carat  at  1979^;  8  carat  at  1973"^;  7  carat  at  1960°. 
The  fineness  of  gold  may  be  approximately  estimated  by  means 
of  the  touch-stone,  a  basaltic  stone  formerly  obtained  from  Asia 
Minor,  but  now  procured  from  Saxony  and  Bohemia.  The 
sample  of  gold  to  be  tested  is  drawn  across  the  stone,  and  the 
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tstreak  of  metal  is  treated  with  dilute  nitric   acid.     From  the 

rapidity  of  the  action  and  the  intensity  of  the  green  color  pro- 

(duced     due  to  the  solution  of  the  copper,  as  compared  with 

Teaks  made  by  alloys  of  known  composition— the  assayer  is 

enabled  to  judge  of   the  proportion  of    inferior  metal  which  is 

(resent.     Gold  preserves  its  luster  in  the  air,  and  Is  not  acted 

ipon  by  any  of  the  ordinary  acids.     Nitric,  hydrochloric,  or 

sulphuric  acid  by  itself  does  not  dissolve  gold,  but  it  dissolves 

^n  an  acid  mixture  which  develops  chlorine,  hence  in  aqua  regia 

nitro-hydrochloric  acid). 

The  gold  found  in  commerce  under  the  name  of  shell-gold  or 
>ainkrs  gold^  which  is  used  in  painting  and  for  repairing 
smaller  defects  in  electro-gilding,  is  prepared  by  triturating 
aste  in  the  manufacture  of  leaf  gold  with  water,  diluted  honey, 
)t  gum-water.  Gold  solution  may  also  be  precipitated  with 
mtimonic  chloride.  The  resulting  precipitate  is  triturated  with 
»arium  hydrate,  extracted  with  hydrochloric  acid,  and  after 
ashing,  the  gold  powder  is  triturated  with  gum  arabic  solution. 
Gold  baths.  Gold-plating  may  be  effected  in  a  hot  or  cold 
lath,  large  objects  being  generally  plated  in  the  latter,  and 
smaller  objects  in  the  former.  The  hot  bath  has  the  advantage 
if  requiring  less  current-strength,  besides  yielding  deposits  of 
'eater  density  and  uniformity,  and  of  sadder,  richer  tones, 
^ot  baths  work  with  a  moderate  content  of  gold — 11^  to 
23^  grains  per  quart  of  bath — while  cold  baths  should  con- 
;in  not  less  than  54  grains  per  quart. 

Some  authors — for  instance,  Eisner,  Briant,  Selm,  and  others 

-give  the  preference  to  baths  prepared  with   potassium  ferro- 

'anide;  while  others,  like  Elkington  and  Regnault,  work  with 

solution  of  gold-salt  and  potassium  bicarbonate ;  and  B^ttger, 

tuchtenberg,  and  others  recommend  a  solution  of  cyanide  of 

[old  in  potassium  cyanide.     With  proper  treatment  of  the  bath, 

>od  results  may  be  obtained  with  either.     However,  the  use  of 

»aths  prepared  with  potassium  ferrocyanide  cannot  be  recom- 

lended   on   account  of  the   secondary  decompositions  which 

take  place  during  the  operation  of  plating,  and  because  the 
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baths  do  not  dissolve  the  gold  anodes.  In  the  following,  only 
approved  formulae  for  the  preparation  of  gold  baths  will  be 
given:  — 

I.  Bath  for  cold  gilding, — Fine  gold  in  the  form  o(  futmi* 
nating  gold  54  grains*  98  per  cent,  potassium  cyanide  0.35  to 
0,5  oz.  (according  to  the  current-strength  used),  water  I  quart. 

Electro-molive  force  sX  10  cm.  electrode-distance,  and  with 
the  use  of  0.35  oz,  of  potassium  cyanide,  1.35  volts;  with  the 
use  of  0.5  oz.  of  potassium  cyanide,  1.2  volts. 

Current-density,  0.15  ampere. 
"  To  prepare  this  bath,  dissolve  54  grains  of  fine  gold  in  aqua 
regta  in  a  porcelain  dish  heated  over  a  gas  or  alcohol  flame,  and 
evaporate  the  solution  to  dryness.  Continue  the  heating  until 
the  solution  is  thickly-fluid  and  dark  brown,  and  on  cooling 
congeals  to  a  dark  brown  mass.  Heating  too  strongly  should 
be  avoided,  as  this  would  cause  decomposition  and  the  auric 
chloride  would  be  converted  into  aurous  chloride,  and  even- 
tually into  metallic  gold  and  chlorine,  which  escapes.  Tbc 
neutral  chloride  of  gold  formed  in  this  manner  is  dissolved  to 
I  pint  of  water  and  ammonia  added  to  the  solution  as  bng 
as  a  yellow-brown  precipitate  is  formed,  avoiding,  however, 
a  considerable  excess  of  ammonia.  The  precipitate  of  ffuU 
minating  gold  is  filtered  off,  washed,  and  dissolved  in  I  quart 
of  water  containing  0.5  oz.  of  potassium  cyanide  in  solution. 
The  solution  is  boiled,  replacing  the  water  lost  by  evapora- 
tion, until  the  odor  of  ammonia  which  is  liberated  by  dissolv- 
ing the  fulminating  gold  in  potassium  cyanide  disappears,  when 
it  is  filtered.  Instead  of  di.ssolving  the  gold  and  preparing 
neutral  chloride  of  gold  by  evaporating,  it  is  more  convenient 
to  use  108  grains  of  chemically  pure  neutral  chloride  ol  gold 
as  furnished  by  chemical  works,  and  preciplt;itc  the  fnlminau 
ing  gold  from  its  solution. 

Too  large  an  excess  of  potassium  cyanide  yields  gold  dcpos* 
its  of  an  ugly,  pale  color.  When  working  with  a  more  power- 
ful current,  the  excess  of  potassium  cyanide  need  only  be  slight ; 
with  a  weaker  current  it  may  be  larger. 
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The  fulminating  gold  must  not  be  dried,  as  in  this  condi- 
tion it  is  highly  explosive,  but  should  be  immediately  dissolved 
while  in  a  moist  state. 

If  the  cost  of  a  bath  for  cold  gilding  with  such  a  high  con- 
tent of  gold  as  given  in  formula  I  should  appear  too  great,  only 
27  grains  of  gold  per  quart  may  be  used.  With  a  suitable 
electro-motive  force,  deposits  of  a  beautiful,  sad-yellow  color 
are  thus  also  obtained.  Such  a  bath  is  yielded  by  the  follow- 
ing formula : 

la.  Fine  gold  in  the  form  of  neutral  gold  chloride  27  grains, 
98  to  99  per  cent,  potassium  cyanide  0.26  oz.,  water  i  quart. 

Electro-motive  force  at  10  cm.  electrode-distance,  2.0  volts. 

Current-density,  o.  1 5  ampere. 

For  cold  gilding,  Roseleur  recommends  the  followiiig  bath : 

II.  Fine  gold  as  neutral  chloride  of  gold,  0.35  oz.;  98  per 
cent,  potassium  cyanide,  0.7  oz. ;  water,  i  quart. 

Electro-motive  force  at  10  cm.  electrode-distance,  about  1.5 
volts. 

Current  density,  o.  1 2  ampere. 

Dissolve  the  gold-salt  from  0.35  oz.  of  fine  gold  or  about  0.7 
oz.  of  neutral  chloride  of  gold  in  J^  pint  of  the  water,  and  the 
potassium  cyanide  in  the  other  ^  pint  of  water,  and  after 
mixing  the  solutions  boil  for  half  an  hour.  The  preparation  of 
this  bath  is  more  simple  than  that  of  formula  I,  but  the  color 
of  the  gold  deposit  obtained  with  the  latter  is  warmer  and  sad- 
der. The  high  content  of  gold  in  the  bath,  prepared  according 
to.  formula  II,  readily  causes  a  red-brown  gold  deposit,  and 
hence  special  attention  has  to  be  paid  to  the  regulation  of  the 
current. 

For  those  who  prefer  gold  baths  prepared  with  yellow  prus- 
siate  of  potash  instead  of  potassium  cyanide,  the  following 
formula  for  cold-gilding  is  given: 

III.  Yellow  prussiate  of  potash  (potassium  ferrocyanide), 
0.5  oz.;  carbonate  of  soda,  0.5  oz. ;  fine  gold  (as  chloride  of 
gold  or  fulminating  gold),  30.75  grains;  water,  i  quart. 

Electro-motive  force  at  10  cm.  electrode-distance,  2  volts. 
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Curreni'dfftsiiy,  0.15  arapere. 

To  prepare  the  bath,  heat  the  solutions  of  the  yellow  prussi- 
ate  of  potash  and  of  the  carbonate  of  soda  in  the  water  to  the 
boiling-point*  add  the  gold-salt,  and  boil  )^  hour,  or  with  use 
of  freshly  precipitated  fulminating  gold,  until  the  odor  of  am- 
monia disappears.  After  cooling,  the  solution  is  mixed  with  a 
tjuanlity  of  distilled  water,  corresponding  to  the  water  lost  by 
evaporation,  and  filtered.  This  bath  gives  a  beautiful  bright 
gilding  upon  all  metals»  even  upon  iron  and  steel. 

The  yellow  prussiate  of  potash  baths  arc  deservedly  popular 
for  decorative  gilding,  when  gold  deposits  of  different  colors 
arc  to  be  produced  upon  an  object.  Certain  portions  have 
then  to  be  covered  with  stopping-oflf  varnish,  the  latter  being 
less  attacked  by  this  bath  than  by  one  containing  an  excess  of 
potassium  cyanide. 

This  bath  is  especially  suitable  for  the  so-called  clock  gild- 
ing. The  articles  are  first  provided  with  a  heavy  deposit  of 
copper  in  the  alkaline  copper  bath,  then  matt-coppered  in  the 
acid  copper  bath,  next  drawn  through  the  bright-pickling  bath, 
thoroughly  rinsed,  and  finally  gilded  in  the  bath  heated  to 
about  122^  F. 

Goid  bath  for  hot  gilding, — IV.  P'ine  gold  (as  fulminating 
gold)  15.4  grains,  98  per  cent,  potassium  cyanide  yj  grains, 
water  1  quart. 

Electro-motive  force  at  10  cm.  electrode-distance,  1,0  volt 

Current' density,  o.i  ampere. 

This  bath  is  prepared  in  the  same  manner  as  that  according 
to  formula  1,  from  15.4  grains  of  fine  gold»  which  is  converted 
into  neutral  chloride  of  gold  by  dissolving  in  aqua  regia  and 
evaporating;  or  dissolve  directly  29.32  to  30.75  grains  of 
chemically  pure  neutral  chloride  of  gold  in  water,  precipitate 
the  gold  as  fulminating  gold  with  aqua  ammonia,  wash  the  pre- 
cipitate, dissolve  it  in  water  containing  the  potassium  cyanide, 
and  heat  until  the  odor  of  ammonia  disappears,  replacing  the 
water  lost  by  evaporation.  This  bath  yields  a  beautiful  sad 
gilding  of  great  warmth.     All  that  has  been  said  in  regard  to 
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the  content  of  potassiutn  cyanide  in  the  bath  prepared  accord- 
ing to  formula  I  also  applies  to  this  bath.  The  temperature 
(hould  be  between  158°  and  176^  F.,  and  the  current-strength 
|2.o  to  2,5  volts, 

Roseleur  recommends  for  hot  gilding: 

V.  Chemically  pure  crystallized  sodium  phosphate  2.11  ozs., 
teutral  sodium    sulphite   0.35   oz.,  potassium   cyanide   30.86 
[rains,  fine  gold  (as  chloride)  15.43  grains,  distilled  water   1 
luart. 
Electro-motive  force  at  10  cm.  electrode  distance  f.5  volts. 
Current-density^  O.12  ampere. 

If  this  bath  is  to  serve  for  directly  plating  steel,  only  half  the 
[uantity  of  potassium  cyanide  is  to  be  used,  and  the  objects 
thould  be  covered  with  the  use  of  a  somewhat  greater  electro- 
lotive  force.  Increasing  the  content  of  neutral  sodium  sul- 
phite to  0.5  or  0.7  oz.  also  appears  advisable. 

Dissolve  in  a  porcelain  dish,  with  the  aid  of  moderate  heat,  the 
sodium  phosphate  and  sodium  sulphite,  and  when  the  solution 
cold,  add  the  neutral  chloride  of  gold  prepared  from  15.43 
[rains  of  gold  =  about  30.86  grains  of  commercial  chloride  of 
fold,  and  the  potassium  cyanide.  For  use,  heat  the  bath  to 
►etween  158°  and  167^  F, 

For  the  preparation  of  gold  baths  for  hot  and  cold  gilding, 
loubk  gold  salts  and  triple  gold  salts,  as  well  as  gold  solutions, 
brought  in  commerce  by  some  manufacturers  may  also  be  used. 
Many  gold-platers  prepare  their  gold  baths  with  the  assist- 
tnce  of  the  electric  current.  For 'this  purpose  prepare  a  solu- 
tion of  3.52  ozs,  potassium  cyanide  (98  to  99  per  cent)  per 
quart  of  water  and,  after  heating  to  between  122*^  and  140^  F., 
conduct  the  current  of  two  Bunsen  cells  through  two  sheets  of 
gold,  not  too  small,  which  are  suspended  as  electrodes  in  the 
potassium  cyanide  solution.  The  action  of  the  current  is  inter- 
rupted when  the  solution  is  so  far  saturated  with  gold  that  an 
article  immersed  in  it  and  connected  to  the  negative  pole  in 
place  of  the  other  gold  sheet,  is  gilded  with  a  beautiful  warm 
tone.     By  weighing  the  sheet  of  gold  serving  as  anode,  the 
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amount  of  gold  which  has  passed  into  the  solution  is  ascer- 
tained. According  to  English  authorities,  a  good  gold  bath 
prepared  according  to  this  method  should  contain  3.52  ozs.  of 
potassium  cyanide  and  0.7  oz.  of  fine  gold  per  quart  of  water. 

The  only  advantage  of  this  mode  of  preparing  the  bath  is  that 
it  excludes  a  possible  loss  of  gold,  which  may  occur  in  dissolv- 
ing gold,  evaporating  the  gold  solution,  etc,  by  breaking  the 
vessel  containing  the  solution.  However,  by  using  commercial 
chemically  pure  chloride  of  gold  such  loss  is  avoided,  and  the 
bath  prepared  according  to  the  formulae  given  yields  richer 
tones  than  a  gold  bath  produced  by  electrolysis.  Besides,  the 
preparation  of  the  gold  bath  with  the  assistance  of  the  electric 
current  can  only  be  considered  for  smaller  baths,  since  the  sat- 
uration of  a  larger  volume  of  potassium  cyanide  solution  re- 
quires considerable  time,  and  the  potassium  cyanide  is  strongly 
decomposed  by  long  heating. 

Gold  anodes.  Management  of  gold  baths. — It  is  advisable  to 
keep  the  content  of  gold  in  the  baths  prepared  according  to 
the  different  formulae  as  constant  as  possible,  which  is  best 
cftected  by  the  use  of  fine  gold  anodes. 

Insoluble  platinum  anodes  arc  better  liked  in  gilding  than 
for  all  other  electro-plating  processes,  partly  because  they  are 
somewhat  cheaper,  and  partly  because  they  are  recommended 
in  most  books  on  the  subject.  However,  a  bath  which  has 
become  low  in  gold  does  not  yield  a  beautiful  gold  color,  and 
has  to  be  frequently  strengthened  by  the  addition  of  chloride 
of  gold  or  concentrated  solution  of  fulminating  gold  in  potas- 
sium cyanide,  the  preparation  of  which  consumes  time  and 
causes  expense,  so  that  the  use  of  gold  anodes  is  the  cheapest 
in  the  end,  especially  with  the  present  high  price  of  platinum. 

The  use  of  steel  anodes  for  cold  and  warm  cyanide  gold 
baths,  advocated  by  some,  cannot  be  recommended.  Every 
gilder  knows  from  experience  that,  when  the  enamel  of  the  tanks 
containing  the  gold  baths  becomes  defective,  the  baths  in  a 
short  time  fail  The  reason  for  this  is  simply  that  the  iron  on 
the  defective  places  of  the  tank  decomposes  the  gold  bath,  me- 
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tallic  gold  being  reduced.  Iron,  in  this  respect,  acts  like  zinc, 
which,  in  a  still  shorter  time,  precipitates  metallic  gold  from 
gold  baths.  Now.  when  iron  anodes  remain  suspended  in  the 
baths>  a  reduction  of  gold  takes  place,  while  a  quantity^  of  iron 
equivalent  to  the  reduced  gold  is  dissolved,  and*  in  the  form  of 
ferric  oxide,  falls  to  the  bottom  of  the  vat. 

In  hot  gold  baths  this  separation  of  gold  proceeds  still  more 
rapidly  and  the  content  of  potassium  cyanide  in  the  bath  is 
destroyed,  yellow  prussiate  of  potash  being  formed.  The 
argument  made  in  favor  of  the  use  of  steel  anodes,  that  the  old 
practitioners  often  added  intentionally  yellow  prussiate  of 
potash  to  their  baths  to  heighten  the  gold  tone  is  fallacious. 
A  plater  who  works  with  gold  baths  prepared  with  yellow 
prussiate  of  potash  cannot  expect  to  replace  the  gold  by  the 
solution  of  the  gold  anodes,  and  when  working  with  gold 
cyanide  and  potassium  cyanide  baths  there  is  no  inducement 
for  gradually  changing  the  bath  into  a  yellow  prussiate  of 
potash  bath  by  the  use  of  steel  anodes. 

According  to  one  statement,  a  hot  gold  bath  with  steel  anodes 
showed,  after  being  electrolyzed  for  70  hours,  scarcely  a  trace 
of  iron.  To  ascertain  the  correctness  of  this  statement  by  an 
experiment,  a  gold  bath  prepared  according  to  formula  IV 
was  electrolyzed  at  t58°  F*,  with  a  blue  annealed  steel  anode 
weighing  12.092  grammes.  During  the  first  two  hours  only  a 
moderate  yellow-reddish  bloom  of  iron  salt  was  perceptible  on 
the  anode,  which  became  detached  from  the  latter  and  fell  to 
the  bottom  of  the  beaker.  The  bloom,  however,  became 
gradually  heavier,  the  bottom  of  the  beaker  was  covered  with 
a  precipitate  of  a  yellow-brown  color,  the  previously  colorless 
bath  acquired  a  yellow  color,  and  after  electrolyzing  for  five 
hours,  the  blue  color  of  the  anode  had  largely  disappeared. 
The  anode  weighed  now  11.822  grammes,  and  had  conse- 
quently lost  2.2  per  cent.  After  again  suspending  it  in  the 
bath  it  was  more  rapidly  attacked  in  consequence  of  the  de- 
struction of  the  blue  annealing  color,  which  retarded  corrosion. 
After  five  more  hours  the  anode  weighed  11. 105  grammes,  the 
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loss  being  therefore  8.16  per  cent.  The  bath  now  showed  1 
deep  yellow  color,  and  the  precipitate  on  the  bottom  of  the 
beaker  had  increased,  while  small,  lighter  flakes  of  ferric 
hydrate  spun  around  in  the  bath  and  attached  themselvcji  to 
the  anode.  Electrolysis  was  now  discontinued,  since  the  last 
mentioned  phenomena  proved  the  uselessness  of  steel  anodes 
for  the  reasons  given  under  "Deposition  of  Nickel  and  Cobalt.** 

As  regards  the  advantage  claimed  for  the  use  of  steel  anoded« 
that  a  large  anode-surface  corresponding  to  the  object-surface 
can  be  rendered  effective  without  taxing  too  severely  the 
pocket-book  ol  the  gilder,  it  may  be  said  that  the  same  object 
can  in  a  more  rational  manner  be  attained  by  employing  carbon 
anodes,  which  to  prevent  contamination  of  the  bath  by  parti- 
cles of  carbon,  are  placed  in  linen  bags.  Crosses  and  balls  of 
unusually  large  dimensions  for  church  towers  have  frequently 
been  gilded  in  Dr.  Geo.  Langbein  &  Co/s  establishment,  lor 
which  a  large  anode-surface  was  required  in  order  to  obtain  a 
uniformly  heavy  deposit,  and  in  such  cases  carbon  anodes  ol 
the  best  quality  of  retort  graphite  were  used.  These  anodes, 
to  be  surc^  become  saturated  with  gold  bath,  and  lor  that  rea- 
son cannot  be  used  for  other  baths.  When  not  required  lor 
some  time,  they  are  kept  in  a  vessel  filled  with  clean  water,  and 
the  latter  is  added  to  the  bath  to  replace  that  lost  by  evapora- 
tion. 

The  employment  as  anodes  of  platinum  strips  or  platinum 
wire  may,  perhaps,  be  advocated  for  coloring  the  deposit,  i,  ^\ 
for  the  purpose  of  obtaining  certain  tones  of  color  when  gilding 
in  the  hot  bath.  By  allowing  the  platinum  anode  to  dip  only 
slightly  in  the  bath  a  pale  gilding  is  obtained,  because  the  cur* 
rent  thereby  becomes  weaker;  by  immersing  the  anode  deeper 
the  color  becomes  more  yellow,  and  by  immersing  it  entirely 
the  tone  becomes  more  reddish. 

However,  instead  of  producing  these  effects  of  the  current- 
strength  by  the  anode,  which  requires  the  constant  presence  ol 
the  operator,  it  is  better  to  obtain  the  coloration  by  means  ol 
the  rheostat.     By  placing  the  switch  upon  "  strong/'  a  reddtsb- 
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gold  tone  is  obtained,  and  by  placing  it  upon  '*  weak,"  a  paler 
gold  tone*  while  the  beautiful  gold-yellow  lies  in  the  middle 
bet\veen  the  two  extremes.  However,  since  even  with  the  use 
of  gold  anodes  the  content  of  gold  in  the  bath  is  not  entirely 
^fcestored,  the  bath  has  after  some  time  to  be  strengthened,  which 
is  effected  by  a  solution  of  fulminating  gold  or  chloride  of 
gold  in  potassium  cyanide,  according  to  the  composition  of  the 
balh. 

The  excess  of  potassium  cyanide  must  not  be  too  large, 
othenvise  the  gilding  will  be  pale ;  but,  on  the  other  hand,  it 
must  not  be  too  small,  since  in  this  case  quite  a  strong  current 
ould  have  to  be  used  to  effect  a  normal  deposition  of  gold, 
which,  besides,  would  not  be  dense  and  homogeneous.  Too 
small  a  content  of  potassium  cyanide  is  indicated  by  the  gold 
anodes  showing  dark  streaks. 

As  in  the  silvering  baths ^  the  excess  of  potassium  cyanide  in 
the  gold  baths  is  also  partially  converted  into  potassium  carbo- 
nate by  the  action  of  air,  heat,  etc,  and  it  is,  therefore,  advis- 
able from  time  to  time  to  add  a  small  quantity  of  potassium 
cyanide. 

The  presence  of  larger  quantities  of  organic  substances  which 
may  get  into  the  bath  by  dust  or  some  other  way,  shows  itself, 
as  a  rule,  by  a  brownish  coloration.  Such  baths  rarely  yield  a 
beautiful  gold  color,  but  deposit  gold  of  a  dark  tone. 

Unsightly  and  spotted  deposits  are  also  caused  by  a  con- 
tamination of  gold  baths  with  compounds  of  lime  which  reach 
the  bath  by  the  use  of  water  containing  much  lime,  or  by 
insufficient  removal  of  lime  paste  after  freeing  the  objects  from 
grease.  « 

Tanks  for  gold  baths.  Gold  baths  for  cold  gilding  are  kept 
in  tanks  of  stoneware  or  enameled  iron,  or  small  baths  in  glass 
tanks,  which,  to  protect  them  against  breaking,  are  placed  in  a 

ooden  box.  Baths  for  hot  gilding  require  enameled  iron 
tanks  in  which  they  can  be  heated  by  a  direct  fire,  or  better, 
by  placing  in  hot  water  (water  bath),  or  by  steam.  For  small 
gold  baths  for  hot  gilding,  a  porcelain   dish  resting  upon  a 
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short-legged  iron  tripod  may  be  used  (Fig,  136).  Beneath 
the  iron  tripod  is  a  gas  burner  supplied  with  gas  by  means  of  a 
flexible  India-rubber  tube  connected  to  an  ordinary  gas  burner. 
Across  the  porcelain  dish  are  placed  two  glass  rods,  around 
which  the  pole-wires  are  wrapped. 

In  heating  larger  baths  in  enameled  tanks  over  a  direct 
fire  it  may  happen  that  on  the  places  most  exposed  to  the 
heat  the  enamel  may  blister  and  peel  off;  it  is,  however, 
better  to  heat  the  baths  in  a  water  or  steam  bath.  F*or  this 
purpose  have  made  a  box  of  stout  iron  or  zinc  sheet  about 
^/^  inch  wider  and  longer,  and  about  4  inches  deeper  than  the 

Fig.  136, 


enameled  tank  containing  the  gold  bath.  To  keep  the  level  of 
the  water  constant,  the  box  is  to  be  provided  with  a  water 
inlet-  and  overflow- pipe.  In  this  box  place  the  t§nk  so  that  its 
edges  rest  upon  those  of  the  box,  and  make  the  joints  tight 
with  tow.  The  water-bath  is  then  heated  over  a  gas  flame  or 
upon  a  hearths  the  water  lost  by  evaporation  being  constantly 
replaced,  so  that  the  enameled  tank  is  always  to  half  its  height 
surrounded  by  hot  water.  For  heating  by  steam  the  arrange- 
ment is  the  same,  only  a  valve  for  the  introduction,  and  a  pipe 
for  the  discharge,  of  steam,  are  substituted  for  the  water  inlet- 
and  overflow-pipe. 
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7Uii&n  of  gold-plating, — Most  suitable  current-density, 
to  0,2  ampere*  Like  all  other  electro-plaling  operations, 
it  is  advisable  to  effect  gold-plating  with  an  external  source  of 
current,  that  is^  to  use  a  battery  or  other  source  of  current 
separated  from  the  bath,  and  to  couple  the  apparatuses  as  pre- 

«*  )usly  described  and  illustrated  by  Figs,  50  and  51. 
To  be  sure,  there  are  stiU  gilders  who  gild  without  a  battery 
or  separate  external  source  of  current  and  obtain  good  results, 
the  process  being,  as  a  rule,  employed  only  in  gilding  small 
articles.  The  apparatus  used  for  this  purpose  consists  of  a  glass 
vessel  containing  the  gold  solution  compounded  with  a  large 
excess  of  potassium  cyanide,  and  a  porous  clay  cup  filled  with 
very  dilute  sulphuric  acid  or  common  salt  solution,  which  is 
placed  in  the  glass  vessel.  Care  should  be  taken  to  have  the 
fluids  in  both  vessels  at  the  same  level.  Immerse  in  the  clay 
cup  an  amalgamated  zinc  cylinder  or  zinc  plate,  to  which 
a  copper  wire  is  soldered.  Outside  the  cup  this  copper  wire  is 
bent  downwards,  and  the  article  to  be  gilded,  which  dips  in  the 
gold  solution,  is  fastened  to  it.  In  working  with  this  apparatus 
there  is  always  a  loss  of  gold,  since  the  gold  solution  penetrates 
through  the  porous  cup.  and  on  coming  in  contact  with  the 
zinc  is  reduced  by  it,  the  gold  being  separated  as  black  powder 
upon  the  zinc.  In  cleaning  the  apparatus  this  black  slime  has 
to  be  carefully  collected  and  worked  for  fine  gold. 
^pFor  the  sake  of  greater  solidity,  only  articles  of  silver  and 
copper  and  its  alloys  should  be  directly  gilded,  while  all  other 
metals  are  best  first  brassed  or  coppered.  Cleaning  from 
grease  and  pickling  is  done  in  the  same  manner,  as  described 
on  page  228.  The  preparation  of  the  articles  for  gilding  differs 
from  that  of  silvering  only  in  that  the  surfaces,  which  later  on 
are  to  appear  with  high  luster,  are  not  artificially  roughened 
with  emery,  pumice,  or  by  pickling,  because,  on  the  one  hand, 
the  gold  deposit  seldom  needs  to  be  made  extravagantly  heavy, 
and  the  rough  surface  formed  would  require  more  laborious 
polishing  with  the  burnishers;  and,  on  the  other,  the  gold  de- 
posits adhere  quite  well  to  highly-polished  surfaces,  provided 
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the  current-strength  is  correctly  regulated,  and  the  bath  ac- 
curately composed  according  to  one  of  the  formulae  given. 
Quicking  the  articles  before  gilding,  which  is  recommended  by 
some  authors,  is  not  necessary. 

The  current-strength  must,  under  no  circumstances,  be  so 
great  that  a  decomposition  of  water,  and  consequent  evolution 
of  hydrogen  on  the  objects,  takes  place,  since  otherwise  the  gold 
would  not  deposit  in  a  reguline  and  coherent  form,  but  as  a 
brown  powder.  By  regulating  the  current-strength  so  that  it 
just  suffices  for  the  decomposition  of  the  bath,  and  avoiding  a 
considerable  surplus,  a  very  dense  and  uniform  deposit  is 
formed;  and  by  allowing  the  object  to  remain  long  enough  In 
the  bath,  a  beautiful,  matt  gold  deposit  can  be  obtained  in  all 
the  baths  prepared  according  to  the  formulae  given.  It  may. 
however,  be  mentioned  that  this  mode  of  matt  gilding  is  the 
most  expensive,  since  it  requires  a  vcrj'  heavy  deposit,  and  it 
will,  therefore,  be  better  to  matten  the  surface  previous  to  gild- 
ing, according  to  a  process  to  be  described  later  on. 

Constant  agitation  of  the  objects  in  the  bath,  or  of  the  latter 
itself,  is  of  great  advantage  for  obtaining  good  gilding.  It  is 
evident  that  by  reason  of  the  small  amount  of  metal  in  the  gold 
baths,  especially  in  warm  ones,  the  strata  of  fluid  on  the  rath- 
odes  becomes  rapidly  poor  in  metal  and  if  care  be  not  taken 
to  replace  them  by  strata  of  fluid  richer  in  gold,  disturbances 
in  deposition  will  result. 

For  gilding  with  cold  baths,  two  freshly- filled  Bunsen  cells 
coupled  for  electro- motive  force  suffice  in  almost  all  cases,  while 
for  hot  baths  one  cell  is,  as  a  rule,  sufficient,  if  the  anode  sur- 
face is  not  too  small.  The  more  electro- positive  the  metal  to 
be  gilded  is,  the  weaker  the  current  can  and  must  be. 

Though  gold  solutions  arc  good  conductors  and,  therefore, 
the  portions  of  the  articles  which  do  not  hang  directly  opposite 
the  anodes  gild  well,  for  solid  plating  of  larger  objects  it  is 
recommended  to  frequently  change  their  positions  except  when 
they  are  entirely  surrounded  by  anodes. 

The  inner  surfaces  of  hoUow-ware,  such  as  drinking-cups* 
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lilk   pitchers,   etc..  are  best   plated   after   freeing  them   from 

'CBSC  and  pickling,  by  filling  the  vessel  with  the  gold  bath  and 

luspending  a  current-carrying  gold  anode  in  the  center  of  the 

jssel,  while  the  outer  surface  of  the  latter  is  brought  in  con- 

ict  with  the  negative  conducting  wire.     The  lips  of  vessels  are 

ilated  by  placing  upon  them  a  cloth  rag  saturated  with  the 

jold  bath  and  covering  the  rag  with  the  gold  anode. 

For  gold-plating  in  the  cold  bath  the  process  is  as  follows: 
'he  objects,  thoroughly  freed  from  grease  and  pickled  (and  if 
ii  iron^  zinc,  tin,  Britannia,  etc.,  previously  coppered),  are 
ispended  in  the  bath  by  copper  wires,  where  they  remain 
r'lih  a  weak  current  until  in  about  8  or  lo  minutes  they  appear 
iniformly  plated.  At  this  stage  they  are  taken  from  the  bath, 
inscd  in  a  pot  filled  with  water,  and  the  latter,  after  having 
:en  used  for  some  time,  is  added  to  the  bath  to  replace  the 
rater  lost  by  evaporation.  The  articles  are  finally  brushed 
'ith  a  fine  brass  scratch-brush  and  tartar  solution,  thoroughly 
[nsed,  again  freed  from  grease  by  brushing  with  Itme-paste 
id  then  returned  to  the  bath,  where  they  remain  until  they 
Lve  acquired  a  deposit  of  sufficient  thickness. 
If  the  articles  are  lo  have  a  very  heavy  deposit  it  is  advisa- 
ble to  scratch-brush  them  several  times  with  the  use  of  tartar 
\r  its  solution.  For  gold  plating  by  weight  the  same  plan  as 
iven  for  silver-plating  by  weight  (p.  278)  is  pursued. 
For  gold-plating  with  the  hot  bath,  the  operations  are  the  same, 
'iih  the  exception  that  a  weaker  current  is  introduced  into  tlie 
>ath  and  the  time  of  the  plating  process  shortened.  Frequent 
;ratch-brushing  also  increases  the  solidity  of  the  deposit  and 
prevents  its  prematurely  turning  to  a  dead  brown-black.  Since 
^^1  hot  plating  more  gold  than  intended  is  readily  deposited,  it 
^ft  especially  advisable  to  place  a  rheostat  and  voltmeter  in  the 
^Bircuit,  as  otherwise  the  operator  must  remain  standing  along- 
^Bide  of  the  bath  and  regulate  the  effect  of  the  current  by 
^■Dimersing  the  anodes  more  or  less, 

^B  When  taken  from  the  bath,  the  finished  gilded  objects  should 
^show  a  deep  yellow  tone,  which,  after  polishing,  yields  a  full 
27 
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gold  color.  If  the  objects  come  from  the  bath  with  a  pale  gold 
tonej  the  deposit,  alter  polishing,  shows  a  meager,  pale  gold 
color,  which  is  without  eft'ect.  Gold  deposits  oi  a  dark  or 
brown  color  also  do  not  yield  a  sad  gold  tone. 

With  a  somewhat  considerable  excess  of  potassium  cyanide, 
and  if  the  objects  to  be  plated  are  not  rapidly  brought  in  con- 
tact with  the  current-carrying  object  rod,  hot  gold  baths  cause 
the  solution  of  some  metal.  Therefore,  when  silver  or  silver- 
plated  objects  are  constantly  plated  in  them  they  yield  a  some- 
what greenish  gilding  in  consequence  of  the  absorption  of  silver, 
or  a  reddish  gilding  due  to  the  absorption  of  copper,  if  copper 
or  coppered  articles  are  constantly  plated  in  them.  Hence,  for 
the  production  of  such  green  or  reddish  color,  gold-plating 
baths  which  have  thus  become  argentiferous  or  cupriferous, 
may  be  advantageously  used.  In  order  to  obtain  a  deposit  of 
green  or  red  gold  with  fresh  baths,  the  tone-giving  addition  of 
metal  must  be  artificially  effected,  as  will  presently  be  seen. 

If,  however,  such  extreme  tones  are  not  desired,  the  content 
of  gold  in  the  baths  may  be  exhausted  for  preliminary  plating 
with  the  use  of  platinum  anodes,  the  sad  gold  color  being  then 
given  in  a  freshly  prepared  bath. 

The  gold  deposits  are  polished  in  the  same  manner  as  silver 
deposits,  with  the  burnisher  and  red  ochre,  and  moistening 
with  solution  ol  soap,  decoction  of  flaxseed,  or  soap-root,  etc. 
For  less  heavy  gilding  the  articles,  previous  to  gilding,  arc 
given  high  luster,  and  after  gilding,  burnished  with  rouge  and 
buckskin, 

Rid-gilding, — In  order  to  obtain  a  red  gold  with  the  foimuhe 
given,  a  certain  addition  of  copper  cyanide  dissolved  in  potas- 
sium cyanide  has  to  be  made  to  them,  The  quantity  of  such 
addition  cannot  be  well  expressed  by  figures,  since  the  current 
strength  with  which  the  articles  are  plated  exerts  considerable 
influence.  It  is  best  to  triturate  the  copper  cyanide  in  a  mor- 
tar to  a  paste  with  water,  and  add  o(  this  paste  to  a  moderately 
concentrated  potassium  cyanide  solution  as  long  as  copper 
cyanide  is  dissolved.     Of  this  copper  solution  add,  gradually 
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and  in  not  too  large  portions,  to  the  gold  solution  until,  with 

the  current  strength  used,  the  gold  deposit  shows  the  desired 

:d  tone,  and  i(  fine  gold  anodes  are  used*  the  bath  is  kept  con- 

ttant  with  this  content  of  copper  by  an  occasional  addition  of 

ie  above-mentioned  copper  solution. 

The  absorption  of  copper  in  the  bath  may  also  be  effected 
iy  suspending,  in  place  of  gold  anodes,  anodes  of  copper  or 
:opper-gold  alloys,  for  instance,  fourteen-carat  gold,  and  allow* 
Ing  the  current  to  circulate  (suspension  of  a  few  gold  anodes 
to  the  object-rod).  The  direct  addition  of  copper  cyanide, 
lowever,  deserves  the  preference. 

In  place  of  preparing  the  solution  of  copper  cyanide  in  potas* 
lium  cyanide^  commercial  crystallized  potassium-copper  cyan- 
ide may  be  used.  It  is  dissolved  in  warm  water,  and  of  the 
solution  a  sufficient  quantity  is  gradually  added  to  the  gotd- 
»ath. 
For  the  determination  of  the  content  of  copper  required  for 
ke  purpose  of  obtaining  a  beautiful  red  gold,  a  bath  for  hot 
gilding  which  contained  lO.S  grains  of  gold  per  quart  was  com- 
;pounded  with  a  solution  of  copper  cyanide  in  potassium  cyanide 
[with  1.08  grains  content  of  copper.  The  tone  of  the  gilding, 
^hich  previously  was  pure  yellow,  immediately  passed  into  a 
Ipalc  red  gold.  By  the  further  addition  of  1.08  grains  of  cop- 
iper,  a  fiery  red  gold  tone  was  obtained,  while  a  third  addition 
^of  1.08  grains  of  copper  yielded  a  color  more  approaching  that 
>f  copper  than  of  gold.  These  experiments  show  that  20  per 
[cent,  of  copper  of  the  weight  of  gold  contained  in  the  bath 
seems  to  be  the  most  suitable  proportion  for  obtaining  a  beau- 
tiful red  gold, 
^H  Rittgs^  watch-chains,  and  other  objects  of  base  metal  are  fre- 
^Bquenlly  to  be  plated  with  red  gold,  so  as  to  show  no  percep- 
^rtible  sign  of  having  been  attacked  by  nitric  acid,  even  after 
remaining  in  it  for  several  hours.  This  may  be  effected  by  first 
^■giving  the  objects  a  deposit  of  a  strongly  yellow  color  by  gild- 
^™ing  in  a  bath  containing  10.8  to  15.43  grains  of  gold  per  quart, 
'len  coloring  them  in  the  red  gilding  bath.     This  process 
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may  be  called  an  imitation  of  mechanical  gold   plating,  and  is 
frequently  made  use  of  in  the  jewelry  industry. 

Green  gilding.  To  obtain  greenish  gilding,  solution  of 
cyanide  or  chloride  of  silver  in  potassium  cyanide  has  to  be 
added  to  the  gold  bath.  It  is  not  easy  to  prepare  greenish 
gilding  of  a  pleading  color,  and  to  obtain  it  the  current-strength 
must  be  accurately  proportioned  to  the  object-surface,  since  with 
too  weak  a  current  silver  predominates  in  the  deposit,  the  gild- 
ing then  turning  out  whitish,  while  too  strong  a  current  deposits 
too  much  gold  in  proportion  to  silver,  the  gilding  becoming 
yellow,  but  not  green. 

Rose- color  giiding  mdiy  he  ohiz\n€i\  by  the  addition  of  suit- 
able quantities  of  copper  and  silver  solutions,  but  such  colora- 
tion requires  much  attention  and  thought. 

For  the  sake  of  completeness,  a  method  of  gilding  which  is 
a  combination  of  fire-gilding  with  electro- deposition,  may  here 
be  mentioned,  though  experiments  made  with  it  failed  to  show 
the  advantages  claimed  lor  it,  because  it  does  not  yield  as  dense 
a  deposit  as  fire-gilding,  nor  can  the  volatilization  of  mercury 
be  avoided,  the  latter  operation  being  the  most  dangerous  part 
of  fire-gilding. 

According  to  Du  Fresne,  the  process  is  as  follows :  hh 

The  articles  are  first  coated  with  mercury,  with  the  assistani^^ 
of  the  current,  in  a  mercurial  solution  consisting  of  cyanide  of 
mercury  in  potassium  cyanide,  with  additions  of  carbonate  and 
phosphate  of  soda,  then  gilded  in  an  ordinary  gilding-bath, 
next  again  coated  with  mercury,  then  again  gilded,  and  so  on, 
until  a  deposit  of  sufficient  thickness  is  obtained.  The  mer- 
cury is  then  evaporated  over  glowing  coals,  and  the  articles, 
after  scratch-brushing,  are  burnished. 

According  to  another  process^  the  articles  are  gilded  in  a  bath 
consisting  of  98  per  cent,  potassium  cyanide  1.2  ozs.,  cyajiide 
of  gold  92  J'^  grains,  cyanide  of  mercury  2  2J^  grains,  distilled 
water  j  quart,  a  strong  current  being  used.  When  the  objects 
are  sufficiently  gilded,  the  mercury  is  evaporated  in  the  above- 
mentioned  manner,  and  the  objects  are  scratch-brushed,  and 
finally  polished. 
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Vlatt  gilding. — As  previously  mentioned*  a  beautiful  matt 
old  deposit  may  be  obtained  by  the  use  of  any  of  the  formulas 
given^  and  a  current  correctly  regulated,  and  allowing  sufficient 
tintxe  for  giiding.  The  heavy  deposit  of  gold  required  for  this 
process  makes  it,  however,  too  expensive,  and  it  is,  therefore, 
advisable  to  produce  matt  gilding  by  previously  malting  the 
asis-surface,  since  then  a  thinner  deposit  of  gold  will  answer 
very  well.  The  process  of  graining  will  be  referred  to  later  on 
under  '*  Silvering  by  Contact,"  etc. 

Another  method  is  to  matt  the  fitst  slight  deposit  by  means 
of  brass  or  steel-wire  brushes,  and  then  to  give  a  second  deposit 
i  gold,  which  also  turns  out  matt  upon  the  matted  surface. 
he  character  of  the  matt  produced  depends  on  the  thickness 
f  the  wire  of  the  brushes.  Thicker  wire  gives  a  matt  of  a 
oarser  grain,  and  thinner  wire  one  of  a  finer  grain. 

Objects  may  be  readily  matted    with   the   use   of   the   sand 
last,  after  which  they  are  quickly   drawn  through   the   bright 
ipping  bath,  thoroughly  rinsed  and  brought  into  the  gold  bath. 
Matting  by  chemical  or  electro- chemical  means  is  efTected  by 
ne  of  the  following  methods. 
For  this  purpose  the  mixture  of  i  volume  of  saturated  solu- 
tion of  bichromate  of  potash  and   2  volumes  of  concentrated 
hydrochloric  acid,  mentioned  on  p.  225,  may  be  used.     Brass 
articles  are  allowed   to   remain  several  hours  in  the  mixture, 
and  are  then  quickly  drawn  through  the  bright-dipping  bath, 
opper  alloys  might  also  be  successfully  matted  by  suspending 
hem  as  anodes  in  a  mixture  of  90  parts  water  and    10  parts 
ulphuric  acid,  and  drawing  the  matted  articles  through  the 
bright-dipping  bath. 

Or,  they  are  matt-silvered,  and  the  gold  is  deposited  upon 
the  matted  layer  of  silver.  Articles  gilded  upon  a  matt  silver 
basis,  however,  acquire  before  long  an  ugly  appearance,  since 
in  an  atmosphere  containing  sulphuretted  hydrogen  the  silver 
turns  black,  even  under  the  layer  of  gold  and  shines  through. 

More  advantageous  is  the  process  of  providing  the  articles 
with  a  matt  copper  coating   in    the   acid  galvanoplastic  bath. 
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They  are  then  drawn  through  a  not  too  strong  pickle,  rinsed, 
and  gilded.  This  process  is  used  for  the  so*called  French  clock 
gilding,  and  yields  a  very  sad,  beauliful  gilding.  The  articles 
consisting  of  zinc  are  first  heavily  coppered  in  a  cyanide  cop- 
per bath,  then  matted  in  the  acid  copper  bath  (see  **  Galvano- 
plasty  "),  care  being  taken  that  the  slinging  wire  is  in  contact 
with  the  object*rod,  which  conducts  the  current,  before  the 
coppered  zinc  object  is  suspended  in  the  bath.  This  process 
of  coppering  zinc  in  the  acid  copper  bath  is,  however,  quite 
a  delicate  operation,  and  it  will  frequently  be  noticed,  even 
with  apparently  very  heavy  coppering  in  the  cyanide  copper 
bath,  that  in  suspending  the  articles  in  the  acid  bath,  brownish- 
black  places  appear  on  which,  by  contact  of  the  acid  bath  with 
zinc,  copper  in  a  pulverulent  form  is  deposited.  When  this  is 
observed,  the  articles  must  be  immediately  taken  from  the  bath, 
thoroughly  scratch-brushed,  and  again  thoroughly  and  heavily 
coppered  in  the  cyanide  copper  bath,  before  replacing  them  in 
the  acid  copper  bath.  It  may  be  recommended  to  provide 
the  coppered  zinc  articles  tvith  a  thick  deposit  of  nickel,  and 
then  to  copper  them  matt  in  the  acid  bath,  the  percentage  of 
unsuccessful  coppering  being  much  smaller  than  without  pre- 
vious nickeling.  The  matt-coppered  articles  are  rapidly  drawn 
through  the  bright-dipping  bath  and  then  gilded,  the  bath  pre- 
pared according  to  formula  III,  and  heated  to  about  140^  F., 
being  very  suitable  for  the  purpose. 

Coloring  of  the  gilding, — It  has  been  repeatedly  mentioned 
that  the  most  rational  and  simple  process  of  giving  certain 
tones  of  color  to  the  gilding  is  by  means  of  a  stronger  or  weaker 
current.  Many  operators,  however,  cling  to  the  old  method  of 
affecting  the  coloration  by  gilder's  wax  or  brushing  with  certain 
mixtures,  and  for  this  reason  this  process,  which  is  generally 
used  for  coloring  fire-gilding,  shall  be  briefly  mentioned. 

To  impart  to  the  gold^deposita  rr^^/fr  color,  the  gilding-wax 
is  prepared  with  a  greater  content  of  copper,  while  for  greenish 
gilding  more  zinc-salt  is  added.  There  are  innumerable  re- 
ceipts for  the  preparation  of    gilding-wax,  nearly  every  gilder 
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laving  his  own  receipt,  which  he  considers  superior  to  all 
[others.  Only  two  formulse  which  yield  good  results  will  have 
^to  be  given  one  (I)  for  reddish  gilding  and  one  (11)  iox green- 

'h  gilding. 

I.  Wax  12  parts  by  weight,  pulverized  verdigris  8,  pulver- 
ized sulphate  of  zinc  4,  copper  scales  4,  borax  l,  pulverized 
bloodstone  6,  copperas  2. 

II.  Wax  12  parts  by  weight,  pulverized  verdigris  4,  pulver- 
|lzed  sulphate  of  zinc  8,  copper  scales  2,  borax  i,  pulverized 
[bloodstone  6,  copperas  2, 

Gilder's  wax  is  prepared  as  follows;  Melt  the  wax  in  an  iron 
kettle^  add  to  the  melted  mass,  while  constantly  stirring,  the 
other  ingredients,  pulverized  and  intin>ately  mixed,  in  small 
^portions,  and  stir  until  cold,  so  that  the  powder  cannot  settle 
ton  the  bottom  or  form  lumps.  Finally ,~mould  the  soft  mass 
Jnto  sticks  about  '(  inch  in  diameter. 

Gilder's  wax  is  applied  as  follows :  Coat  the  heated  gilded 
irticles  uniformly  with  the  wax»  and  burn  off  over  a  charcoal 
fire,  frequently  turning  the  articles.  After  the  wax  flame  is 
extinguished,  plunge  the  articles  into  water^  scratch-brush  with 
wine-vinegar,  dry  in  sawdust,  and  polish. 

To  give  gilded  articles  a  beautiful,  rich  appearance,  the  fol- 
lowing process  may  also  be  used:  Mix  3  parts  by  weight  of 
I  pulverized  alum,  t  of  saltpetre,  5  of  sulphate  of  zinc,  and  3  of 
common  salt,  with  sufficient  water  to  form  a  thinly-fluid  paste. 
Apply  this  paste  as  uniformly  as  possible  to  the  articles  by 
ineans  of  a  brush,  and  alter  drying,  heat  the  coating  upon  an 
iron  plate  until  it  turns  black ;  then  wash  in  water,  scratch- 
brush  with  wine-vinegar,  dry  and  polish, 
^_  According  to  a  French  receipt^  the  same  result  is  attained  by 
^■mixing  pulverized  blue  vitriol  3  parts  by  weight,  verdigris  7, 
^Kimmonium  chloride  6,  and  saltpetre  6,  with  acetic  acid  31  ; 
^BimmersJng  the  gilded  articles  in  the  mixture,  or  applying  the 
^Blatter  with  a  brush  ;  then  heating  the  objects  upon  a  hot  iron 
plate  until  they  turn  black,  and.  after  cooling,  pickling  in  con- 
centrated sulphuric  acid. 


KLECTRO-DEPOSTTION    n|-    MhlALS. 


Some  gilders  improve  bad  tones  of  gilding  by  immersing  the 
articles  in  dikite  solution  of  nitrate  of  mercury  until  the  gilding 
appears  white.  The  mercury  is  then  evaporated  over  a  flame 
and  the  articles  are  scratch-brushed.  Others  apply  a  paste  of 
pulverized  borax  and  water,  heat  imiil  the  borax  melts,  and 
then  quickly  immerse  in  dilute  sulphuric  acid. 

Incrtistations  tvith  gold  are  produced  in  the  same  manner  as 
incrustations  with  silver»  described  on  p,  394. 

Gilding  of  metallic  wire  and  gauze. — Fine  wire  of  gilded 

I- 1.:.  1 37. 


copper  and  brass  is  much  used  in  the  manufacture  of  metallic 
fringes  and  lace,  for  epaulettes  and  other  purposes.  The  fine 
copper  and  brass  wires  being  drawn  through  the  draw>irons 
and  wound  upon  spools  by  special  machines,  and  hence  not 
touched  by  the  hands,  freeing  from  grease  may,  as  a  rule»  be 
omitted.  The  first  requisite  for  gilding  is  a  good  winding  ma- 
chine»  A^hich  draws  the  wires  through  the  gold  bath  and  wash- 
boxes,  and  further  effects  the  winding  of  the  wire  upon  spools. 
The  principal  demand  made  in  the  construction  of  such  a  ma- 
chine is  that  by  means  of  a  simple  manipulation  a  great  varia- 
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■tion  in  the  speed  with  which  the  wire  or  gauze  passes  through 
the  gold  bath  can  be  obtained.  This  is  necessary  in  order  to 
be  able  to  regulate  the  thickness  of  the  gilding  by  the  quicker 
tr  slower  passage  of  the  wire.  A  machine  well  adapted  for 
this  purpose  is  that  constructed  by  J.  W.  Spaeth,  and  shown  in 

Fig.  ^37- 

The  variation  in  the  passage  of  the  wire  i^  attained  by  the 

two  friction-pulleys  /\  which  sit  upon  a  common  shaft  with  the 

^driving  pulley  R,  and  transmit  their  velocity  by  means  of  the 

|friction-pistons  A' A''  to  the  friction-pulley  F,  which  is  firmly 

[connected  to  the  belt-pulley  R  driving  the  spool  spindle.    Since 

>y  a  simple  device  the  pistons  A'  and  K'  may  be  shifted,  it  is 

Iclear  that  the  transmission  of  the  number  of  revolutions  from 

to  F'  is  dependent  on  the  position  of  the  friction-pistons  A' 

'and  A'',  and  that  the  velocity  will  be  the  greater  the  shorter  the 

(distance  they  arc  from  the  center  of  friction-pulleys  F  and  P. 

[In  order  that  the  friction  between  F,  K  and  P  may  always  be 

lufficient  for  the  transmission  of  the   motion,  even   when   the 

pistons  are  worn,  four  weights,  G,  are  provided,  which  press 

the  above-mentioned  parts  firmly  against  each  other. 

In   front  of  each  spool  of  this   machine   is   inserted  a  small 

enameled  iron  tank  which  contains  the  gold  bath,  and  is  heated 

ty  a  gas  flame  to  about   167^  F.     Between  this  bath  and  the 

inding  machine  is  another  small  tank  with  hot  water  in  which 

the  gilded  wire  is  rinsed. 

The  wire  unwinds  from   a  reel   placed  in  front  of  the  gold 
»aths,  run  over  a  brass  drum  which  is  connected  to  the  nega- 
tive pole  of  the  source  of  current  and  transmits  the  current  to 
the    wire.     The  dipping   of   the   wire    into   the   gold    bath    is 
rffected  by  porcelain  drums,  which  are  secured  to  heavy  pieces 
if  lead  placed  across  the  tanks,  as  shown  in   Fig.  138.     The 
iigilded  wire  being   wound  upon  the  spools  of  the  winding  ma- 
chine, these  spool?  are  removed  and  thoroughly  dried  in  the 
drying  chamber.     The  wire   is  then   again  reeled  oflT  onto  a 
simple  reel,  in  doing  which  it  is  best  to  pass  it  through  between 
two  soft  pieces  of  leather  to  increase  its  luster. 
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platinum  of  a  certain  thickness  can  be  readily  produced,  aod 
necessary  conditions  will  be  described  under  "  Treatment  of 
Platinum  Baths." 

The  platinum  baths  formerly  proposed  did  not  yield  satis- 
factory results,  because  the  content  of  platinum  was  too  small 
in  some  of  them,  while  with  others  dense  deposits  could  not  be 
obtained.  A  more  recent  formula  by  Bottger,  however,  gives 
quite  a  good  bath.  A  moderately  dilute,  boiling-hot  solution 
of  sodium  citrate  is  added  to  platoso-ammonium  chloride  until 
an  excess  of  the  latter  no  longer  dissolves,  even  after  continued 
boiling.  The  following  proportions  have  been  found  very 
suitable:  Dissolve  \yj/i  ozs.  of  citric  acid  in  2  quarts  of  water, 
and  neutralize  with  caustic  soda.  To  the  boiling  solution  add. 
whilst  constantly  stirring,  the  platoso-ammonium  chloride 
freshly  precipitated  from  2,64  ozs.  of  chloride  of  platmum, 
heat  until  solution  is  complete,  allow  to  cool,  and  dilute  with 
water  to  5  quarts.  To  decrease  the  resistance  of  the  bath,  0.7 
or  0.8  oz.  of  ammonium  chloride  may  be  added ;  a  larger 
addition,  howcx^er,  will  cause  the  separation  of  dark-colored 
platinum. 

The  platoso-ammonium  chloride  is  prepared  by  adding  to  a 
concentrated  solution  of  platinic  chloride,  concentrated  solution 
of  ammonium  chloride  until  a  yellow  precipitate  is  no  longer 
formed  on  adding  a  further  drop.  The  precipitate  is  filtered 
off  and  brought  into  the  boiling  solution  of  sodium  citrate* 
The  bath  works  very  uniformly  if  the  content  of  platinum  is 
from  time  to  time  replenished. 

*'  The  Bright  Platinum  Plating  Company/'  of  London,  has 
patented  the  following  composition  of  a  platinum  bath  :  Chlor- 
ide of  platinum  0.98  oz.,  sodium  phosphate  I9j^  ozs.,  ammo- 
nium phosphate  3.95  ozs.,  sodium  chloride  0.98  oz.,  and  borax 
0.35  oz.,  are  dissolved,  with  the  aid  of  heat,  in  6  to  8  quarts  of 
water,  and  the  solution  is  boiled  for  to  hours,  the  water  lost  by 
evaporation  being  constantly  replaced.  The  results  obtained 
with  this  bath  were  not  much  better  than  with  Bottger's, 

Jordis  obtained  useful  results  from  a  platinum  lactate  bath 
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The  acid  should  be  moderately  diluted  with  distilled  water 
and  the  solution  of  the  hydrate  effected  at  the  boiling  tempera- 
ture.    Water  should  be  added  cautiously  from  time  to  time  to 
supply  that  lost  by  evaporation.      When  solution  has  taken 
>lace,  the  same  should  be  diluted  with  sufficient  water  to  make 
the  volume   i   gallon.     The  solution  may  be  worked  cold  or 
leated  to  (00°  F,,  and  with  a  current  much  stronger  than  that 
squired  for  the  platinates  and  oxalates.     The  ammonio  (and 
sodio)   platinic  phosphates  may  be   formed    from  the   simple 
phosphate  by  carefully  neutralizing  the  solution  of  the  phos- 
►hate  with  ammonia  (or  soda)  ;    then  adding  an   excess  of 
phosphoric  acid,  or  enough  to  dissolve  the  precipitate  formed, 
and  an  additional  quantity  to  insure  a  moderate  amount  of  free 
phosphoric  acid    in   the  bath.     The  phosphate  baths  will   be 
maintained  of  normal  strength  by  additions  of  platinic  hydrate, 
the  solutions  of  which  will  need  to  be  assisted  by  heating  the 
^^ath,  preferably  at  the  close  of  each  day's  work.     The  metal 
Hfrielded  by  the    electrolysis   of   these   phosphate   solutions    is 
^Pbrilltant  and  adherent.     It  has  the  same  steely  appearance  as 
'     that   exhibited  by  the  oxalate  solutions,  but  to  a  less  pro- 
nounced   degree.     The   physical   properties   of   the  deposited 
metal  are  in  other  respects  like  those  described  in  connection 
I     with  that  obtained  from  the  oxalate  baths. 
1  Management  of  platinum  baths.     Copper  and  brass  may  be 

directly  plated  with  platinum,  but  iron,  steel  and  other  metals 
are  first  to  be  coppered,  otherwise  they  would  soon  decompose 
the  platinum  bath,  independent  of  the  fact  that  an  unexcep- 
I     tionable  deposit  cannot  he  produced  upon  them  without  the 
^cementing  intermediary  layer  of  copper. 

^P    Platinum  baths  must  be  used  hot,  and  even  then  require  an 
I     ^electromotive  force  of  5  to  6  volts,  and  hence,  in  plating  with  a 

i  battery  at  least  three,  or  better  four,  Bunsen  cells  must  be 
coupled  one  after  the  other.  An  abundant  evolution  of  gas 
must  appear  on  the  objects  and  anodes,  The  anode-surface 
(platinum  anodes)  must  not  be  too  small,  and  should  be  only 
at  a  few  centimeters*  distance  from   the  objects.      Since  the 
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platinum  anodes  do  not  dissolve,  the  content  of  platinum  in  the 
bath  decreases  constantly,  and  the  bath  must  from  time  to  time 
be  strengthened.  For  this  purpose,  the  bath,  prepared  accord- 
ing to  Bottger's  lormula,  is  heated  in  a  porcelain  dish  or 
enameled  vessel  to  the  boiling-point,  a  smajl  quantity  of  fresh 
solution  of  sodium  citrate  is  added  and  platoso-ammonium 
chloride  introduced  so  long  as  solution  takes  place.  A  con- 
centrated solution  of  platoso-ammonium  chloride  in  sodium 
citrate  (so-called  platinum  essence)  may  be  kept  on  hand  and 
a  small  quantity  of  it  be  at  intervals  added  to  the  bath.  Baths 
prepared  according  to  the  English  method  are  strengthened 
by  the  addilion  of  platinum  chloride. 

Execution    of  platinum  plating.     The    objects,    thoroughly 
freed  from   grease  and*  if  necessary,  coppered,  are  suspended 
in  the  bath  heated  to  between  176^  and  194°  F.,  and  this  tem- 
perature must  be  maintained  during  the  entire  operation.     The 
current  should  be  of  sufficient  strength  and  the  anodes  placed 
so  close  to  the  objects  that  a  liberal  evolution  of  gas  appears 
on  them.     For  plating  large  objects,  it  is  recommended  to  go 
round  them,  at  a  distance  of  0.31    to  0.39  inch,  with  a  hand- 
anode  of  platinum  sheet  which  should  not  be  too  small  and 
should  be  connected  to  the  anode-rod.     When  the  current  has 
vigorously  acted  for  8  to  10  minutes,  the  objects  are  taken  from 
the  bath,  dried  and  polished.     However,  for  the  production  of 
heavy  deposits — for  instance,  upon  points  of  lightning  rods — 
the   deposit  is  vigorously  brushed  with   a  steel-wire  scratch- 
brush  or  fine  pumice- powder.     The  objects  are  then  once  more 
freed  from  grease  and  returned  for  10  or  15  minutes  longer  to 
the  bath  to  receive  a  further  deposit  of  platinum  with  a  weaker 
current,  which   must,  however,  be  strong  enough  to  cause  the 
escape  of  an  abundance  of  gas-bubbles.     The  objects  are  then 
taken  out,  and  after  immersion  in  hot  water,  dried  in  sawdust. 
The  deposit  is  then  well  burnished,  first  with  the  steel  tool  and 
finally  with  the  stone,  whereby  the  gray  tone  disappears  and 
the  deposit  shows  the  color  and   luster  of  massive  platinum 
sheet.     Points  of  lightning-rods  platinized  in  this  manner  were 
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without  flaw  after  an  exposure  to  atmospheric  influences  for 
more  than  six  years. 

Recovery  of  platinum  from  platinum  solutions, — From  not 
too  large  baths,  precipitatian  of  the  platinum  with  sulphuretted 
hydrogen  is  the  most  suitable  method,  and  preferable  to  evap- 
orating and  reducing  the  metal  from  the  residue*  The  process 
is  as  follows :  Acidulate  the  platinum  solution  with  hydrochloric 
acid  ;  and,  after  warming  it,  conduct  sulphuretted  hydrogen  into 
it.  The  metal  (together  with  any  copper  present)  precipitates 
as  sulphide  of  platinum.  The  precipitate  is  fthered  off,  dried, 
and  ignited  in  the  air»  whereby  metallic  platinum  remains  be- 
hind. From  larger  baths  the  platinum  may  be  precipitated  by 
suspending  bright  sheets  of  iron  in  the  acidulated  bath.  In 
both  cases  the  precipitated  platinum  is  treated  with  dilute  nitric 
acid  in  order  to  dissolve  any  copper  present.  After  filtering 
oflfand  washing  the  pure  platinum,  dissolve  it  in  aqua  regia. 
The  solution  is  then  evaporated  to  dryness  in  the  water  bath, 
and  the  chloride  of  platinum  thus  obtained  may  be  used  in 
making  a  fresh  bath.     Precipitation  by  zinc  sheets  or  .zinc  dust 

n  also  be  recommended. 


r 


2.  Deposition  of  Palladiuw, 


Properties  of  palladium, — Palladium,  when  compact,  has  a 
white  color  and  possesses  a  luster  almost  equal  to  that  of  silver. 
Its  specific  gravity  is  about  12.0;  it  is  malleable  and  ductile, 
and  may  be  fused  at  a  white  heat.  In  the  oxy-hydrogcn  flame 
it  is  volatilized,  forming  a  green  vapor.  It  is  less  permanent  in 
the  air  than  platinum.  It  is  dissolved  by  nitric  acid;  it  is 
scarcely  attacked,  however,  by  hydrochloric  or  sulphuric  acid* 
Hydriodic  acid  and  free  iodine  coat  it  with  the  black  palladium 
iodide. 

On  account  of  the  high  price  of  its  salts,  palladium  has  been 
but  little  used  for  electro-plating  purposes;  nor,  for  the  same 
reason,  is  it  likely  to  be  more  extensively  employed  in  the 
future. 

According  to  M.  Bertrand,  the  most  suitable  bath  consists  of 
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a  neutral  solution  of  the  double  chloride  of  palladium  and 
ammonium,  which  is  readily  decomposed  by  5  Bunsen  cells 
coupled  one  behind  the  other  (therefore  about  5.4  volts),  A 
sheet  of  palladium  is  used  as  anode. 

A  solution  of  palladium  cyanide  in  potassium  cyanide  docs 
not  yield  as  good  results  as  the  above  bath. 

Palladium  is  entirely  constant  in  the  air,  and  in  color  closely 
resembles  silver.  It  possesses  further  the  property  of  not 
being  blackened  by  sulphuretted  hydrogen,  and  for  this  reason 
it  is  sometimes  employed  for  coating  silver-plated  metallic 
articles. 

Palladium  has  also  of  recent  years  been  employed  for  plat- 
ing watch  movements-  According  to  M,  Pilet,  4  milligrammes 
(about  -,V  grain)  of  palladium  are  sufficient  to  coat  the  works  of 
an  ordinary-sized  watch.  M.  Pilet  recommends  the  following 
bath:  Water  2  quarts,  chloride  of  palladium  5^  drachms» 
phosphate  of  ammonia  35.2  02s.,  phosphate  of  soda  17  J^  ozs., 
benzoic  acid  2}^  drachms. 

Deposits  of  iridium  and  rhodium  have  recently  been  pro- 
duced from  baths  similar  in  composition  to  tliose  mentioned 
under  palladium.  But  as  these  metals  would  be  used  for  plat- 
ing purposes  only  in  isolated  cases,  it  is  not  necessary  to  enter 
into  details. 
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I,    DEPCJSmON  OF  UN. 

Properties  of  tin. — Tin  is  a  white,  highly  lustrous  metal  It 
possesses  but  little  tenacity,  but  has  a  high  degree  of  mallea- 
bility, and  tin-foil  may  be  obtained  in  leaves  less  than  ^V  tWof  k 
a  millimeter  in  thickness.  Tin  melts  at  about  446°  F.,  and 
evaporates  at  a  high  temperature.  The  fused  metal  shows 
great  tendency  to  crystallize  on  congealing.  By  treating  the 
surface  of  melted  tin  with  a  dilute  acid,  the  crysialHne  structure 
appears  in  designs  (moire  fnetaUiqiic)^  resembling  the  ice- 
flowers  on  frosted  windows. 

Tin  remains  quite  constant  even  in  moist  air,  and  resists  the 
influence  of  an  atmosphere  containing  sulphuretted  hydrogen. 
Strong  hydrochloric  acid  quickly  dissolves  tin  on  heating, 
hydrogen  being  evolved  and  stannous  chloride  formed.  Dilute 
sulphuric  acid  has  but  little  action  on  the  meta! ;  when  heated 
with  concentrated  sulphuric  acid,  sulphur  dioxide  is  evolved* 
Dilute  nitric  acid  dissolves  tin  in  the  cold  without  evolution  of 
gas;  concentrated  nitric  acid  acts  vigorously  upon  the  metal, 
whereby  oxide  of  tin,  which  is  insoluble  in  the  acid,  is  formed. 
Alkaline  lyes  dissolve  the  metal  to  sodium  stannate,  hydrogen 
being  thereby  evolved* 

Tin  baths.  The  bath  used  by  Roseleur  for  tinning  with  the 
battery  works  very  well,     It  is  composed  as  follows: 

L  Pyrophosphate  of  soda  3.5  ozs.,  tin  salt  (fused)  0.35  oz., 
water  10  quarts. 

Electro-motive  force  at  10  cm.  electrode-distance,  1.25  volts. 

Current' density,  0.25  ampere. 

U39) 
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To  prepare  the  bath  dissolve  the  pyrophosphate  of  soda  in 
10  quarts  of  rain  water,  suspend  the  tin-salt  in  a  small  linen 
bag  in  the  solution,  and  move  the  bag  to  and  fro  until  its  con- 
tents are  entirely  dissolved. 

Objects  of  zinc ^  copper  and  brass  are  directly  tinned  in  this 
bath.  Articles  of  iron  and  steel  are  first  coppered  or  prelimi- 
narily tinned  by  boiling  in  a  bath  given  later  on  under  tinning 
by  contact,  the  deposit  of  tin  being  then  augmented  in  bath  I 
with  the  battery  current.  Cast  tin  anodes  as  large  as  possible 
are  used,  which^  however,  will  not  keep  the  content  of  tin  in 
the  bath  constant.  It  is  therefore  necessary,  from  time  to  time, 
to  add  tin-salt,  which  is  best  done  by  preparing  a  solution  of 
3.5  ozs.  of  pyrophosphate  of  soda  in  i  quart  of  water  and  in- 
troducing into  the  solution  tin-salt  as  long  as  the  latter  dis- 
solves clear;  Of  this  tin-essence  add  to  the  bath  more  or  less, 
as  may  be  required,  and  also  augment  the  content  of  pyrophos- 
phate of  soda,  if  notwithstanding  the  addition  of  tin*salt,  the 
deposition  of  tin  proceeds  sluggishly. 

Though  the  bath  composed  according  to  formula  I  suffices 
for  most  purposes,  an  alkaline  tin  bath,  first  proposed  by 
Eisner,  and  later  on  recommended  by  Maistrasse,  Fearn,  Birg- 
ham  and  others,  with  or  without  addition  of  potassium  cyanide^ 
may  be  mentioned  as  follows : 

IL  Crystallized  tin-salt  0.7  ozs.,  water  t  quart,  and  potash 
lye  of  10^  Beaume  until  the  precipitate  formed  dissolves. 

As  seen  from  the  formula  the  solution  of  tin-salt  is  com- 
pounded with  potash  lye  of  the  stated  concentration  (or  with 
a  solution  of  i  oz.  of  pure  caustic  potash  in  water),  until  the 
precipitate  of  stannous  hydrate  again  dissolves. 

Some  operators  recommend  the  addition  of  0,35  oz.  of  potas- 
sium cyanide  to  the  solution. 

In  testing  Salzede's  bronze  bath  (p,  358),  it  was  found  to 
yield  quite  a  good  deposit  of  tin  directly  upon  cast  iron,  and  it 
was  successfully  used  for  this  purpose  by  omitting  the  cuprous 
chloride,  and  using  instead  0.8S  oz.  of  stannous  chloride,  so 
that  the  composition  became  as  follows : 
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Jla.  98  per  cent,   potassium  cyanide  3,5   ozs.,  carbonate  of 
lotassium  35/i    ozs..  stannous   chloride  o,B8   ozs.,  water    10 
luarts.     With  4  volts  a  heavy  deposit  was  rapidly  obtained. 
Very  good  results  were  obtained  in  a  hot  bath  (158^  to  194^ 
.).  first  made  public  by  Neubeck,  which  consists  of: 
III.  70  per  cent,   caustic  soda   }S}i  ozs.,  ammonium-soda 
i5  J^  ozs,,  fused  tin-salt  7  ozs.,  water  10  quarts. 
EUctrO'tnative  farce  at  lO  cm.  electrode-distance  and   155° 
,  0.8  volt. 

Current- density^  1  ampere. 

The  chemicals  are  successively  dissolved  in  the  water. 
'hen  the  bath  commences  to  work  sluggishly,  about  0.35  to 
5  02.  of  fused  tin-salt  has  to  be  added. 

Management  of  tin  baths. — Tin  baths  should  not  be  used  at  a 
mperature  below  68*^  F.      Too  strong  a  current  causes  a 
tpongy  reduction  of  the  tin,  which  does  not  adhere  well,  while 
fith  a  suitable  current-strength  quite  a  dense  and  reguhne  de- 
posit is  obtained.     Cast-tin   plates,  with  as  large  a  surface  as 
lossible,  are  used  as  anodes.     The  choice  of  the  tin-salt  exerts 
iome  influence  upon   the  color  of  the  tinning.     By  using,  for 
istance,  crystallized  tin-salt,  which  is  always  acid,  in  preparing 
le  bath  according  to  formula  I,  a  beautiful  white  tinning  with 
bluish  tinge  is  obtained,  which,  however,  does  not  adhere  so 
rell  as  that  produced  with  fused   tin-salt.     Again,  the  latter 
rields  a  somewhat  dull   gray  layer  of  tin,  and,  therefore,  the 
fects  of  the  bath  will  have  to  be  corrected  by  the  addition  of 
►ne  or  the  other  salt 

As  previously  mentioned,  iron  and  steel  objects  are  best  sub- 
jected to  a  light  preliminary  tinning  by  boiling.  However,  in- 
Ptead  of  this  preliminary  tinning,  they  may  first  be  electro- 
oppered  and,  after  scratch-brushing  the  copper  deposit, 
fought  into  the  tin  bath. 
Process  of  tin-plating, — From  what  has  been  said,  it  will  be 
evident  that  the  execution  of  tin-plating  is  simple  enough. 
After  being  freed  from  grease,  and  pickJled,  the  objects  are 
brought  into  the   bath  and  plated  with  a  weak  current.     For 
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heavy  deposits  the  objects  are  frequently  taken  from  the  bath 

and  thoroughly  brushed  with  a  brass  scratch-brush*  not  too 
hard,  and  moistened  with  dilute  sulphuric  acid  (i  part  acid 
of  66°  Be.  to  25  water)  and,  after  rinsing  in  water»  are  re- 
turned to  the  bath.  If,  with  the  use  of  too  strong  a  current, 
the  color  of  the  deposit  is  observed  to  turn  a  dark  dull  gray, 
scratch-brushing  must  be  repeated.  When  the  tinning  is  fin- 
ished the  articles  are  brushed  with  a  brass  scratch-brush  and 
decoction  of  soap-root,  then  dried  In  sawdust^  and  polished 
with  fine  whiting. 

For  tinning  by   contact  and  boilings  see    special    chapter, 
"  Depositions  by  Contact." 


2.  Deposition  of  Zmc. 

Properties  of  Zinc, — Zinc  is  a  bluish-white  metal,  possessing 
high  metallic  luster.  It  melts  at  776^  F,  At  the  ordinar>' 
temperature  zinc  is  brittle,  but  it  is  malleable  at  between  212^ 
and  300*^  F.,  and  can  be  rolled  into  sheets.  At  392°  F,  it 
again  becomes  brittle,  and  may  be  readily  reduced  to  powder. 
The  specific  gravity  of  zinc  varies  from  about  6.86  to  7.2. 
When  strongly  heated  in  the  air,  or  in  oxygen,  it  burns  with  a 
greenish-white  flame,  producing  dense  white  fumes  of  the 
oxide. 

In  moist  air  it  becomes  coated  with  a  thin  layer  of  basic 
carbonate,  which  protects  the  metal  beneath  from  further 
oxidation.  Pure  zinc  dissolves  slowly  in  the  ordinary  mineral 
acids,  but  the  commercial  article  containing  foreign  metals  is 
rapidly  attacked,  hydrogen  being  evolved. 

Since  zinc  is  a  very  electro-positive  metal  and  precipitates 
most  of  the  heavy  metals  from  their  solutions,  especially  cop- 
per, silver,  lead,  antimony,  arsenic,  tin,  cadmium,  etc.,  this  being 
the  reason  why  in  dissolving  impure  zinc,  the  admixed  metals 
do  not  pass  into  solution  so  long  as  zinc  in  excess  is  present. 
Potash  and  soda  lyes  attack  zinc,  especially  when  it  is  in  con- 
tact with  a  more  electro-negative  metal,  hydrogen  being  evolved. 

Zinc  in  contact  with  iron  protects  the  latter  from  rust»  and 
also  prevents  copper  from  dissolving  when  in  contact  with  it 
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Up  to  within  a  few  years,  objects  were,  as  a  rule,  zinckcd  by 
the  so-called  galvanizing  process,  and  electro-plating  with  zinc 
was  only  used  for  parts  which  could  not  stand  hot  galvanizing, 
for  instance,  finer  qualities  of  cast-iron  objects  or  parts  of 
machines,  such  as  parts  of  centrifugals  for  sugar  houses. 

t    Further  researches  and  practical  experience  in  this  line  led 
o  the  application  of  zinc  by  the    electrolytic  cold   process  to 
other  objects,  such  as  sheet-iron  and  iron  for  constructive  pur- 
►oses.     Thus,  for  instance,  all  the  iron  in  lengths  of  up  to  36 
set  and  7  feet  6  inches  projection  used  in   the  construction  of 
the  palm  houses  in  the  new    botanical    garden    at    Dahmen- 
Hberltn  were  electro-plated  with  a  thick  deposit  of  zinc,  and   by 
^fthorough  investigations  of  the   authorities   it  has  been  shown 
^Khat,  as  regards  protection  from  rust,  the  iron  thus  plated  with 
^ftinc  is  at  least  not  inferior  to  iron  zincked  by  the  hot  process. 
^m     Electro-zincking  has  also  proved  of  value  for  protecting  the 
^■lubes  of  the  Thornycroft  boiler  and  several  plants  of  this  char- 
acter are  now  in  operation.     Of  great  importance  is  also  the 
Ilectro-zincking  of  iron  and  steel  network  for  corsets. 
Electro-zincking  is  also   of   great  advantage  for  small   iron 
rticles,  for  instance,  screws  and  nuts,  since  the  worms  do  not 
611  up  with  metal,  as  is  the  case  in  the  hot  process,  and  conse- 
[uently  do  not  require  re-cutting. 

While  in  the  further  manipulation^  such  as  bending,  punch- 
ing, etc,  of  sheets,  angle-iron,  T-iron,  pipes,  etc.,  zincked  by 
the  hot  galvanizing  process,  the  layer  of  zinc  readily  cracks  off, 
the  electro-deposit  adheres  very  firmly,  if  the  basis-metal  has 
been  properly  cleansed  ;  and  if  the  deposit  is  not  of  excessive 
thickness,  which  would  be  entirely  useless,  it  cannot  be  de- 
tached by  bending  and  beating.  If  it  be  further  taken  into 
consideration  that  in  zincking  by  the  hot  galvanizing  process 
nnuch  more  zinc  than  is  necessary  for  the  protection  against 
rust  adheres  to  the  objects,  that  the  loss  of  zinc  by  the  forma- 
tion of  hard  zinc  (an  iron-zinc  alloy)  is  considerable,  and  that 
it  is  quite  expensive  to  keep  the  plant  in  repairi  it  will  have  to 
be  admitted  that  in  an  economical  aspect  also,  zincking  with 
le  assistance  of  the  current  presents  many  advantages. 
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Exhaustive  comparative  experiments  regarding  zincking  by 
the  hot  process  and  by  electro-deposition  (cold  process),  have 
been  published  by  Burgess.*  These  experiments  relate  to  the 
duration  of  protection  of  the  basis-metal,  adhering  power  of  the 
zinc  coating,  ductility  and  flexibility  of  the  latter,  uniformity  of 
the  coatings  as  regards  strength  and  density,  as  well  as  resist- 
ance against  mechanical  wear.  The  results  of  the  experiments 
were  as  follows : 

The  disadvantages  of  hot-galvanizing  are :  Considerable  con- 
sumption of  heat  and  a  material  loss  of  tine  by  oxidation  on 
the  surface  of  the  fused  zinc,  by  alloying  with  the  cover  of  sal- 
ammoniac,  and  by  the  formation  of  hard  zinc — a  zinc-iron  alloy 
which  is  formed  at  the  expense  of  the  walls  of  the  iron  tank. 
Burgess  estimates  the  loss  of  zinc  at  50  per  cent,  of  the  2inc 
used,  and  only  a  portion  of  it  can  be  regained  by  a  special 
process. 

On  the  other  hand,  in  electro-zincking  no  loss  by  heat  is 
incurred,  and  hence  such  articles  as  steel-wire,  steel-springs, 
etc.,  can  be  zincked,  the  treatment  of  which,  at  the  temperature 
of  the  melted  zinc,  would  be  out  of  the  question.  Electro- 
zincking  of  certain  kinds  of  work  is  now  specified  by  the  Gov- 
ernments of  Great  Britain  and  Germany,  and  the  United  States 
Government  has  installed  at  its  various  shipyards  complete 
equipments  for  the  purpose  of  treating  articles  by  the  electri- 
cal method. 

The  loss  of  zinc  in  electro-zincking  is  nominal  and  the  wear 
of  the  vessels  used  is  less  than  10  per  cent,  per  annum »  while 
in  the  hot  process  it  amounts  to  from  50  to  100  per  cent. 

By  electro-deposition  articles  of  any  size  may  be  zincked; 
the  bath  is  always  ready  for  use,  and  the  thickness  of  the  coat- 
ing can  be  controlled  and  regulated,  which  in  hot  galvanizing 
is  possible  only  to  a  limited  degree.  Both  processes  possess 
the  drawback  of  never  yielding  coatings  of  uniform  thickness; 
the  edges  of  hot-zincked  pieces,  especially  of  those  which  come 


*  Lead  and  Zinc  News,  1904,  viii,  Nos.  S  to  10. 
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ist   from   the  bath,   are   smeared   over,  f.   f,,  they  are  more 
leavily  zincked  than  others  while,  by  reason  of  the  current- 
tensity  being  greater  on   these  portions,  the  edges  of  sheets 
iincked    by  electro-deposition  are  also  more  heavily  zincked 
than  parts  in  the  center  of  the  sheets. 

The  usual  method  of  determining,  by  immersion  in  a  20  per 
^^ent.  copper  sulphate  solution,  the  thickness  of  the  coating  of 
H^inc  obtained    by  hot-galvanizing,    was  found  by  Burgess  to 
be  quite  unsuitable  for  judging  the  thickness  and  quality  of 
electro-zincking.     This  test,  known  as  Preece's  test,  consists  in 
placing  the  galvanized  iron  in  the  copper  solution  for  yi  to   i 
^Bninute,  and    continuing   the   immersions  until    the   test-piece 
shows  a  red  deposit  of  copper^  which  is  a  true  indication  that 
the  zinc  has  been  penetrated  and  the  iron  exposed.     In  Ger- 
many it  is,  as  a  rule,  required  that  hot-galvanizing  must  stand 
for  at  least  30  seconds  constant  immersion  before  the  red  cop- 
^vper  color  appears  ;   so  long  as  the  coating  of  zinc  is  intact  there 
^■s    only   a    black  coloration.      On   applying   Preece*s   test   to 
^ftlectro-zincked  articles,  it  was  found  that  they  would  not  stand 
^Bs  many  immersions  in  the  copper  solution  as  coatings  obtained 
^^hy  hot-galvanizing  but  nevertheless  they  were  more  resisting 
to  atmospheric  influences.     For  testing  the  power  of  resistance 
^fcf  the  coatings,  Burgess,  therefore^  made  use  of  dilute  sulphuric 
^^cid  and  found  that  an  electro-deposited  coating  ^  the  weight 
of  one  produced  by  hot-galvanizing  possesses  the  same  power 
4  resisting  corrosion  as   the  latter,  and  that  for  coatings  of 
'equal  thickness   the   proportion   of  the  resisting  power  is  as 
10; I.     This  superiority  of  electro-zinking  has  to  be  ascribed 
to  the  greater  purity  of  the  deposit  effected  by  electro-deposi- 
tion. 

On  measuring  the  adhesive  power,  Burgess  ascertained  quite 
different  values  from  those  of  hot-galvanizing.  With  electro- 
deposited  zinc  the  force  required  to  tear  the  coatings  from  the 
basis-metal  (iron)  amounted  on  an  average  to  482  lbs.  per  square 
inch,  and  only  to  280  lbs,  for  coatings  obtained  by  hot-gal- 
vanizing. Hence  the  adhesive  power  of  electro-deposited 
coatings  is  materially  greater. 
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Attempts  were  made  to  ascertain  the  ductility  and  flexibility 
of  the  coatings  by  rolling.  However,  no  positive  results  were 
obtained »  some  deposits  becoming  thereby  more  or  less  cracked, 
while  others  remained  intact.  The  flexibility  of  the  deposit  is 
without  doubt  aflfected  by  the  reaction  of  the  bath,  and  it  has 
been  observed  that  from  very  slightly  acid  electrolytes,  with  an 
electro-motive  force  of  1.5  amperes,  deposits  free  from  cracks 
were  obtained  while  very  brittle  deposits  were  obtained  from 
more  strongly  acid  solution  with  the  same  current-density. 
Burgess's  experiments  in  this  respect  only  made  sure  of  the  fact 
that  there  is  no  material  difference  in  the  behavior  of  hot-  and 
cold-galvanized  sheets  with  coatings  of  equal  thickness.  In  all 
cases  the  zinc,  when  subjected  to  rolling,  showed  a  tendency  to 
separate  from  the  basis-metal ;  the  zinc  detached  from  electro- 
zincked  sheet,  however^  possessed  greater  strength  and  was  less 
brittle  than  that  from  hot-galvanized  sheet. 

On  examining  the  detached  coatings  under  the  microscope 
it  was  further  found  that,  contrary  to  the  generally  accepted 
opinion,  the  coating  produced  by  hot-galvanizing  was  far  more 
porous  than  that  obtained  by  electro-deposition.  An  electro- 
deposit  of  less  than  lOO  grammes  zinc  per  square  meter  surface, 
was  to  be  sure  also  porous,  but  with  a  thickness  of  200  grammes 
zinc  per  square  meter  the  pores  had  grown  together. 

The  resistance  against  mechanical  wear  was  apparently  the 
same  with  the  dififerent  deposits  of  equal  thickness.  Only  in 
one  case  the  electro-deposit  proved  of  less  value  than  the  hot- 
galvanizing,  namely,  when  electro-zincked  sheets  were  subjected 
by  heating  and  cooling  to  frequent  and  considerable  changes  in 
temperature,  blisters  were  more  frequently  formed,  and  the  zinc 
became  detached  to  a  greater  extent  than  was  the  case  with 
hot- galvanized  sheet.  This  shows  that  electro-zincked  sheets 
should  not  be  used  for  heating  pipes  for  high  temperatures. 
Blistering  is  less  to  be  feared  with  temperatures  not  exceeding 
that  of  steam  of  3  atmospheres. 

Zinc  baths.  While  flat  articles  can  be  readily  coated  with  a 
firmly-adhering  layer  of  zinc  of  uniform  thickness,  the  produc- 
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f  such  a  deposit  upon  large,  shaped  articles  and  profiled 
objects  is  attended  with  difficulties^  because  zinc  baths  do  not 
jWork  quite  well  in  the  deeper  portions.  As  will  be  seen  later 
m,  these  difficulties  may  be  overcome,  on  the  one  hand,  by 
leating  the  baths  and,  on  the  other,  by  the  use  of  anodes  with 
imewhat  the  same  profile  as  the  article  to  be  zincked,  so  that 
11  portions  of  it  are  as  nearly  as  possible  at  the  same  distance 
:om  the  anodes. 

In  plating  articles  with  depressions,  better  results  are  obtained 
>y  depositing  not  pure  zinc,  but  zinc  in  combination  with  other 
letals.  Of  course,  zinc  must  be  largely  in  excess  if  the  deposit 
to  have  the  same  effect  as  pure  zinc  in  protecting  the  plated 
article  from  rust.  By  the  addition  of  salts  of  magnesium  and 
iluminium  to  the  zinc  bath,  Schaag,  Dr.  Alexander  and  others 
ive  endeavored  to  deposit  ztnc  in  combination  with  these 
letals.  While  the  possibility  of  depositing  aluminium  from 
tqueous  solutions  is  doubtful,  it  is  very  likely  that  in  Schaag'si 
well  as  in  Dr.  Alexander's  patented  process  neither  the  mag- 
lesium  nor  the  aluminium  is  the  effective  agent,  but  the  tin  or 
lercury  salts  which  are  also  added  to  the  bath.  But  such  ad- 
litions  are  nothing  new,  since  deposits  of  zinc-tin  alloys  with  or 
ithout  mercury  salts  have  for  many  years  been  produced, 
"he  same  object  is  attained  by  an  addition  of  tin  and  nickel  to 
le  zinc  bath,  and  experiments  have  conclusively  shown  that 
leposits  upon  iron  produced  in  such  a  bath  protect  the  iron 
from  rust  as  well  as  a  deposit  produced  in  a  bath  of  pure  zinc, 
tr  in  Dr.  Alexander's  zinc  baths,  the  patents  for  which  are  now 
expired.  The  good  effect  of  aluminium  sulphate  in  zinc  baths 
light  solely  be  due  to  the  fact  that  the  acidity  of  the  baths  is 
inger  maintained. 

In  connection  with  the  Alexander  patents  it  may  here  be 
rtated  that  an  important  decision  was  rendered  by  Judge  Cross 
}f  the  Circuit  Court  of  the  United  States  for  the  District  of  New 
Jersey,  in  favor  of  the  Hanson  &  Van  Winkle  Co.,  of  Newark, 
N.  J.,  and  Chicago,  III.,  and  against  the  United  States  Electro- 
Galvanizing  Co.  of  Brooklyn,  owners  of  these  patents.     The 
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decision  ends  as  follows :  **  For  the  following,  amoQ^  other 
reasons,  then,  the  defendant  does  not  infringe;  it  does  not  make 
the  alloyed  coating  of  the  patent,  employs  no  basic  salts,  bat 
rather  makes  and  maintains  throughout  an  acid  bath ;  does 
not  use  chloride  of  aluminium  in  its  salts,  does  not  use  any 
organic  substance  with  its  salts  or  bath,  or  any  equivalent 
thereof,  and  its  bath  is  composed  in  part  of  di6^erent  ingredi- 
ents from  the  complainants,  is  prepared  differently  and  under 
different  conditions,  and  its  ingredients,  in  so  far  as  they  are  the 
same,  appear  in  the  different  proportions.  The  bill  ol  com- 
plaint will  accordingly  be  dismissed,  with  costs/' 

Whatever  may  be  said  of  the  validity  of  the  Alexander  patents 
as  against  others,  as  against  the  salts  and  processes  of  the  Han- 
son &  Van  Winkle  Co.,  the  patent  is  of  no  eflfecl.  The  largest  cold 
galvanizers  of  this  country  have  been  fitted  up  by  the  experts 
of  this  company. 

While  the  protection  against  rust  of  deposits  from  alloy- 
baths  is  about  the  same  as  from  pure  zinc  baths,  the  use  of  the 
latter,  without  the  addition  of  foreign  metals  can  nevertheless 
be  recommended,  since  with  a  suitable  composition  of  the  bath 
and  proper  arrangement  of  the  anodes  perfect  zinc  deposits  can 
in  all  cases  be  obtained. 

During  the  last  few  years  several  investigators  have  occupied 
themselves  with  the  electrolysis  of  zinc,  and  numerous  proposi- 
tions have  been  advanced,  but  space  will  not  permit  to  consider 
them  here.  Cowper-Coles  used  an  electrolyte  which  consisted 
of  zinc  sulphate  with  an  addition  of  ferric  sulphate,  the  effect  of 
which  was  to  prevent  a  formation  of  zinc  oxide  in  the  deposit 
Later  on,  he  proposed  to  electrolyzc  a  pure  solution  of  zinc 
sulphate  with  lead  anodes  in  order  to  prevent  the  bath  from 
becoming  alkaline,  and  to  neutralize  the  excess  of  acid  formed 
with  zinc  dust  in  a  special  tank. 

By  this  method  zinc  coatings  of  quite  good  quality  are  ob- 
tained and  the  drawback  connected  with  the  use  of  zinc  anodes 
is  avoided.  As  disadvantages  may  be  mentioned,  the  con- 
siderably greater  electro-motive  force  required  with  the  use  of 
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insoluble  lead  anodes  and  the  consequently  larger  cost  of  cur- 
rent, and  further  the  operating  expenses  caused  by  the  ap- 
I  paratus  for  forcing  the  bath  liquor  into  ihc  regenerating  vats, 
^p  Although  not  within  the  scope  of  this  work,  it  may  here  be 
mentioned  that  Sherard  Cowper-Coles  has  recently  inverted  a 
dry  process  of  galvanizing  to  which  the  term  "  Sherardizing*' 
has  been  applied.  It  owes  its  existence  to  the  peculiar  prop- 
erties of  zinc-dust,  and  in  practice  is  performed  as  follows  :  The 
articles  to  be  coated  are  placed  in  a  suitable  retort — usually  a 
cast-iron  drum^ — and  covered  with  commercial  zinc-dust;  the 
retort  is  closed  as  tightly  as  possible,  and  even  luted,  to  pre- 

(^ent  the  egress  of  the  vapor,  which  is  at  a  higher  pressure  than 
he  atmospheie  of  the  oven.     The  time  during  which  the  retort 
it  drum  will  be  left  in  the  oven  will  depend  on  the  deposit  it  is 
lesired  to  get.     The  retort  is  allowed  to  cool  by  natural  means 
ind  the  articles  are  taken  out,  * 
Dr.  Szirmay  and  von  Kollerich  want  to  add  solution  of  mag- 
nalium   (aluminium-magnesium    alloy)    in  sulphuric   acid   and 
lextrose  to  white  vitriol  (zinc  sulphate)  solution.     In  dissolv- 
g  magnalium,  aiuminium  sulphate  and  magnesium  sulphate 
'e  formed.     Neither  aluminium  or  magnesium  in  watery  solu- 
ions  are  reducible  as  metals  by  the  current,  as  they  oxidize  at 
le  moment  of  reduction,  water  being  decomposed.     The  effect 
if  the  aluminium  sulphate  with  its  acid  reaction  is  simply  that 
ihe  bath  does  not  readily  become  alkaline,  while  the  magnesium 
kulphate  acts  as  a  conducting  salt,  the  separated  magnesium- 
ins  of  it  causing  the  secondary  reduction  of  zinc  from  the  sul- 
phate solution.     The  addition  of  carbohydrates  to  which  dex- 
trose belongs,  which  became  known  through  the  English  patent 
No.  1269I>  1897,  is  claimed  to  prevent  the  formation  of  sponge, 
which,  however,  according  to  experiments  made  in  Dr.  Lang- 
betn's  laboratory,  is  the  case  only  to  a  limited  extent.     An 
addition  pf  dextrose  appears  to  have  the  further  cfTect  of  the 
working  better  in  the  deeper  portions  and  the  deposits 
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turning  out  less  tufaceous.     The  deposits  frequently  come  from 
the  bath  with  a  slight  luster,  this  being  cspcciaUy  the  case  when 
electrolysis  is  for  some  time  continued  after  the  addition  of  ih 
dextrose. 

According  to  Goldberg  (German  patent   151356)  an  ad 
tion  of  pyridine  to  zinc  baths   is  claimed  to  effect  a  dense  de 
posit  of  zinc  of  a  beautiful  while  color  and  velvety  appearance 
On  testing  this  process  these  claims  were  found  to  be  correct 
and  furthermore  such  a  bath  works  better  in  the  depression. 

Classen  has  patented  the  addition  of  glucosides,  and  claims 
to  obtain  thereby  the  deposition  of  lustrous  zinc  coatings. 

The  reason  why  in  baths  of  the  compositions  formerly  give: 
actually  thick  deposits  without  showing  a  spongy  structu 
could  not  be  obtained,  is  found  in  the  fact  that  these  baths 
contained  too  little  metal  and  had  an  unsuitable,  generally  alka- 
line, reaction.  Kvcn  when  electrolysis  has  only  been  carried 
on  for  a  short  time,  alkaline  baths  do  not  yield  a  coherent  and 
purely  metallic  deposit  of  zinc,  a  basic  zinc  oxide  being  re- 
duced together  with  the  metallic  zinc,  which  readily  gives  rise 
lo  the  formation  of  sponge. 

The  formula  for  an  alkaline  zinc  bath,  namely,  3J^  oxs.  of 
while  vitriol  dissolved  in  i  quart  of  water,  and  adding  pctas 
lye  until   the  precipitated  zinc   hydroxide   is  again  dissolvcdp 
which  was  given  in  former  editions  of  this  work,  yields  quit 
fair  results.     These  baths  work  best  when,  in  place  of  potash 
or  soda  lye,  ammonia  is  used  for  precipitating  and  dissolvtn 
the  zinc  hydroxide,  and  the  baths  contain  a  large  excess  of  am 
monia>     Hencc»  in  the  above-meniioned   formula,  the  potash 
lye  should  be  replaced  by  ammonia  and,  in  addition   to  the 
tjuantity  required  for  the  solution  of   the  precipitate  formed^ 
cnoii^^h  of  it  should  be  used  to  impart  to  the  bath  a  strong  odor 
c»(  ammonia.     However,  by  reason  of  this  odor  of  ammonia, 
the  operation  of  such  a  bath  becomes  disagreeable,  and  even 
injurious  to  health. 

In  order  to  force  the  bath  to  work  better  in  the  deeper  por- 
tions, mercury  salts  in  the  form  of  potassium  mercuric  cyanide. 


:c. 
:t. 
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may  be  added  to  alkaline  baths.  It  must,  moreover,  be  borne 
in  mind  that  an  addition  of  mercury  is  of  advantage  because 
the  anodes  are  thereby  superficially  amalgamated  and  kept  in 
a  purely  metallic  state.  In  alkaline  zinc  baths  particularly,  an 
abundant  coat  of  zinc  hydroxide  is  formed  upon  the  anodes^ 
and  because  this  coat  does  not  dissolve  to  the  same  extent  as 
it  is  formed,  it  has  to  be  frequently  removed  by  mechanical 
means. 

Below  formulas  for  zinc  baths  which  have  stood  the  test  for 
a  long  time  are  given. 

I.  Chemically  pure  crystalltzcd  zinc  sulphate  44  lbs.,  pure 
crystallized  sodium  sulphate  8.8  lbs,,  chemically  pure  zinc 
chloride,  2.2  lbs.,  crystallized  boric  acid  i.i  lbs.,  dissolved  in 
water  to  a  1 00  quart  bath. 

Electro-motive  force  at  lo  cm.  electrode-distance  and  64.4°  F-, 
I.I,  1.5.  Ki<,  2.2,  24.  2.7,  37  volts. 

Current- density  at  64,4*^  F.,  0.55,  075,0.95,  1.15,  1.25,  1.45, 
1*9  amperes, 

Electro  motive  force  at  10  cm.  electrode- distance  and  al  1 13° 
F.,  0,9,  1.05,  1,25,  1.40,  l.S,  2,0,  2,3,  3.5  volts. 

Current  density  2l\  JI3''  F.,  07,  0.8,  i.o,  j.i,  1,4,  1.55,  1.8, 
275  amperes. 

This  bath  as  well  as  others  of  similar  composition  will  stand 
considerably  higher  current-densities  if  provision  is  made  for 
vi}|orous  agitation  of  the  electrolyte.  If  agitation  is  to  be 
avoided  an  increase  of  the  content  of  zinc  salt  and  boric  acid  is 
of  advantage. 

To  prepare  the  bath,  dissolve  the  zinc  sulphate,  the  zinc 
chloride  and  sodium  sulphate  (Glauber's  salt)  in  luke-warm 
water.  Heat  a  portion  of  this  fluid  to  about  194°  F„  dissolve 
in  it  Ihe  boric  acid,  and  mix  it  with  the  other  solution.  An  ad- 
jdition  of  0.8  to  I  oz.  of  dextrose  per  quart  is  recommended. 

For  the  production  of  a  good  deposit  of  zinc  it  is  of  im- 
portance to  use  zinc  sails  free  from  other  metals,  it  having  been 
shown  ihat  a  content  of  foreign  metals,  especially  iron,  causes 
disturbances. 


4S2 


ELECTRO-DEPOSITION  OF  METALS. 


The  reaction  of  the  bath  should  be  kept  «lightly  acid,  so  that 
blue  litmus  paper  is  intensely  reddened^  but  congo  paper  is  not 
perceptibly  blued.  The  bath  gradually  loses  its  acid  reaction 
and  does  not  work  as  well,  the  deposit  becoming  darker  instead 
of  pale  gray,  and  inclining  towards  the  formation  of  sponge. 
It  should  then  be  acidulated  by  the  addition  of  pure  dilute  sul- 
phuric acid.  For  flat  objects  (sheets,  etc.)  the  bath  may  be 
used  cold,  but  for  profiled  objects,  such  as  angle-iron,  beams, 
etc.,  it  is  advisable  to  heat  it  to  between  104^  and  122^  F. 

IL  Crystallized  sodium  citrate  5.5  lbs.,  chemically  pure  zinc 
chloride  8.8  lbs.,  pure  crystallized  ammonium  chloride  6.6  lbs. 
Dissolve  with  water  to  a  loo-quart  bath. 

Ekctro-moiive  force  at  \o  cm.  electrode-distance  and  at  64.4*^ 
P.,  0.8,  1,0,  1.5,  1.8,  2.2,  3.4  volts. 

Current-density  at  64,4^  F.,  0.7,0.9,  1.4,  1,7,  1.9,  3,0  amperes. 
Electro-motive  force  at  10  cm.  electrode-distance  and  i  f  3°  F., 
0.8,  i.o,  1.5,  1.75,  2.5,  3.2  volts. 

Current-density  at  11 3*^  F.,  1 .0, 1 .25,  i  .9,  2.3,  3.2, 4.3  amperes. 

The  bath  is  prepared  by   dissolving  the  constituents  in  the 

water,  which  should  not  be  too  cold ;   best  lukc-warm.     What 

has  been  said  under  formula  I  in  reference  to  the  reaction  also 

applies  to  this  bath. 

Zinc  anodes.  Treatment  of  zinc  baths. — For  anodes  it  is  best 
to  use  very  pure  rolled-zinc  sheets  o.  1 1  to  0,19  inch  or  more  in 
thickness.  Strips  of  zinc  riveted  to  the  anodes  with  zinc  rivets 
serve  for  suspending  the  anodes  to  the  anode  rods.  For 
zincking  sheet-iron,  wire,  etc.,  on  a  large  scale,  cast  zinc  anodes 
may  be  preferred  on  account  of  being  cheaper.  It  must,  how- 
ever, be  borne  in  mind  that  cast  anodes  readily  crumble, 
especially  when  they  have  frequently  to  be  cleansed  mechan- 
ically by  scraping  and  scratch- brushing  for  the  removal  of  the 
basic  zinc  salts  forming  on  them.  The  loss  of  zinc  caused  by 
the  formation  of  basic  zinc  salt  and  by  crumbling  is  consider- 
able, and  according  to  Cowper-Coles  may  be  as  large  as  50 
per  cent,  of  the  entire  consumption  of  zinc.  This  estimate, 
however,  appears  to  be  excessive :  to  be  sure  the  formation  of 
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a  coat  on  the  anodes  as  well  as  the  crumbling  of  the  anodes  is 
disagreeable,  but  it  cannot  be  considered  a  direct  loss  since  the 
zinc  salt  as  well  as  the  detached  crumbs  of  metal  can,  by  dis- 
solving in  sulphuric  acid»  be  converted  into  zinc  sulphate,  and 
the  latter  be  used  for  strengthening  the  bath.  The  surface  of 
the  anodes  should  be  as  large  as  possible.  Rolled  anodes  also 
become  readily  coated  with  a  layer  of  basic  zinc  salt,  and  it  is 

dvisable  from  time  to  time  to  remove  this  layer  by  scratch- 
brushing.  The  coating  thus  removed  may  be  dissolved  in 
dilute  sulphuric  acid  and  added  to  the  bath  as  neutral  zinc  solu- 
tion. As  previously  mentioned,  the  zinc  baths  should  show  a 
erceptibly  acid  reaction  in  order  to  avoid  as  much  as  possible 
e  formation  of  sponge,  and  therefore  the  reaction  should  at 
short  intervals  be  tested  and.  if  necessary,  corrected  by  the 
addition  of  dilute  sulphuric  acid. 

The  zinc  anodes  should  be  removed  from  the  balh  when  the 

atter  is  not  in  operation,  otherwise  the  free  acid  of  the  bath 
would  be  neutralized  by  the  solution  of  zinc  and  it  would  have 

o  be  again  acidified. 
Although  the  zinc  baths,  without  exception,  work  well  at  a 

cmperature  of  64.4^  to  68°  F.  upon  flat  articles,  it  is  recom- 
mended, in  view  of  the  slight  electro  motive  force  required,  to 

eep  them  somewhat  warmer. 
For  zincking  strongly-profiled  objects  it  is  advisable  to  heat 
the  baths  to  between  104°  and  113°  F.,  since  at  a  higher  tem- 
perature the  deposit  penetrates  better  into  the  deeper  portions. 
Anodes  with  profiles  similar  to  those  of  the  objects  are  bsed. 
IAs  shown  by  the  current  conditions  given  with  the  formulas  for 
the  baths,  a  fixed  current-density  is  not  obligatory  in  electro- 
zincking.  -  For  the  bath,  according  to  formula  I.  1.25  to  1.5 
amperes  may  be  designated  as  the  lowest  rational  current- 
density,  at  which  5.29  to  6.34  ozs.  of  zinc  per  square  meter 
(  10,76  square  feet)  are  in  one  hour  deposited.  With  heated 
and  agitated  baths,  the  maximum  current-density  may  be  given 
as  about  3  amperes,  with  which  12.91  ozs.  of  zinc  per  square 
meter  are  in  one  hour  deposited.     However,  in  certain  cases, 
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this  current-density  may  be  exceeded.  For  baths,  according 
to  formula  II»  it  is  best  to  use  a  sb'ghter  current-density. 
Should  it,  however,  be  necessary  to  work  with  higher  current- 
densiticSj  provision  has  to  be  made  for  a  sufficiently  acid  reac- 
tion and  thorough  agitation  in  order  to  avoid  the  formation  of 
sponge.  In  zincking,  agitation  of  ihe  baths  is  of  special  value, 
and,  if  possible,  should  never  be  omitted. 

Tanks  for  sine  baihs. — For  smaller  baths  it  is  best  to  use 
stoneware  vessels,  while  for  larger  baths,  tanks  of  pitch-pine,  or 
still  better,  of  wood  lined  with  lead,  may  be  employed.  Zinc 
salt  solutions  gradually  impair  the  swelling  capacity  of  wood, 
and  even  pitch-pine  tanks,  most  carefully  built,  commence  in 
the  course  of  time  to  leak.  For  this  reason  tanks  of  wood 
lined  with  lead,  or  of  sheet-iron,  deserve  the  pieference.  Brick 
tanks  lined  with  cement  may  also  be  used,  provided  several 
coats  of  thinly-fluid  asphalt  lacquer  be  applied  to  the  cement 
lining  to  prevent  the  latter  from  being  attacked  by  the  acid 
baths. 

Heating  the  zinc  baths  is  best  effected  by  steam  introduced 
through  a  hard  lead  (alloy  of  antimony  and  lead)  coil  on  the 
bottom  of  the  tank. 

Execution  of  sincking, — Since  the  principal  object  of  elec- 
tro-zincking  is  to  prevent  rusting,  embellishing  the  metallic 
objects  being  only  in  very  rare  cases  eflfected,  the  mechanical 
refinement  of  the  surface  by  grinding  is  as  a  rule  omitted,  a 
purely  metallic  surface  free  from  scale  being  produced  in  a 
cheaper  manner. 

This  is  done  by  pickling,  scratch-brushing,  scrubbing  with 
sand  in  a  drum,  or  by  the  sand-blast.  The  latter  deser\'es  the 
preference  for  large  quantities  of  small  articles,  as  well  as  for 
objects  with  not  too  large  surfaces.  For  freeing  large  suifaces 
of  sheets  from  scale,  the  use  of  the  sand-blast  is,  however,  too 
expensive  on  account  of  the  great  consumption  of  power,  and, 
besides,  takes  too  much  lime. 

In  eleclro-zincking  particularly,  the  mode  of  operating  de- 
pends entirely  on  the  nature  and  form  of  the  objects,  and  it  is, 
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therefore,  advisable  to  discuss  separately  the  various  manipula* 
tions  required  for  certain  objects. 

Zincking shect-iran, — When  the  sheets  have  been  freed  from 
grease  by  means  of  hot  alkaline  lyes  or  lime  paste,  they  are 
pickled    in    dilute    sulphuric    or    hydrochloric    acidi  and    the 
oosened  scale  is  removed  by  scouring  with  fire  brick  and  sand, 
he      use  of  a  pickle  of  hydrochloric   acid  2  parts,  sulphuric 
cid  of  66^  Be,,  i  part,  and  water  17  parts  is  also  of  advantage. 
To  what  extent  the  electrolytic  method  of  pickling,  previously 
referred  to,  can  be  used  to  advantage  for  this  purpose,  has  thus 
r   not  been   practically  determined.     By  the   use  of  a  sand- 
last  the  cleanest  and  most  complete  results  are  obtained,  but 
he  expense  for  power  has  to  be  taken  into  consideration. 

As  in    all   other  electro-plating  processes,  a  purely  metallic 

urface  free  from  scale  is  an  absolutely  necessary  condition  for 

well- adhering  deposit  of  zinc.     Portions  of  the  sheets  coated 

ith  scales,  would  come  out  zincked,  but  in  the  further  manip- 

lation  of  the  sheets,  the  layer  of  zinc  becomes  detached,  and 

this  must  be  avoided. 

The  pickled  and  scoured  sheets,  generally  in  lengths  of  6 
feet  and  1  foot  wide,  are  secured  to  binding  screws  and  brought 
into  the  zinc  bath,  that  given  under  formula  I  being  especially 
suitable  for  the  purpose.  Heating  the  bath  to  between  104*^ 
and  113*^  F.,  and  vigorous  agitation  by  blowing  in  air,  or  by 
means  of  a  mechanical  contrivance,  allows  of  working  with  a 
current-densit}'  of  2^  amperes,  and,  if  necessary,  more,  at 
which  a  sufficiently  heavy  deposit  to  protect  the  objects  from 
rust  is  in  20  to  25  minutes  obtained. 

I  In  working  on  a  large  scale,  it  is  advisable  to  couple  the 
baths  in  series  and  to  zinc  in  each  bath  3  sheets,  each  2  x  I 
meters,  with  a  total  surface  of  12  square  meters  per  bath. 
Hence,  for  zincking  the  sheets  on  both  sides  and  working  with 
a  current-density  of  2,5  amperes  per  square  decimeter,  there 
will  be  required  for  four  baths  in  series,  each  with  12  square 
meters  of  surface,  a  dynamo  of  J2  x  250  =^  3000  amperes,  and 
the  electro-motive  force  should  be  12  volts,  2^  to  3  volts  be- 
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ing  required  per  bath.  With  such  a  plant  working  for  lo 
hours,  340  to  360  sheets,  each  2  x  i  meters,  can  be  zincked  on 
both  sides  so  as  to  protect  them  from  rust,  and  by  working  day 
and  night,  820  to  850  sheets. 

When  zincking  is  finished,  the  sheets  are  rinsed  in  water, 
then  immersed  in  boiling  water  until  they  have  acquired  the 
temperature  of  the  latter,  and  finally  set  up  free,  or  hung  up  to 
dry.     The  hot  sheets  then  dry  in  a  few  minutes. 

The  zincked  sheets  show  a  pale- gray,  matt,  velvety  appear- 
ance, and  are  generally  used  in  this  state.  If  the  zinc  deposit 
is  to  be  lustrous,  the  sheets  are  scratch-brushed,  best  dry,  with 
steel  scratch-brushes. 

Zincking  of  pipes.  The  pipes  are  freed  from  scale  either%^ 
means  of  the  sand  blast  or  by  pickling  and  scouring.  To  pro- 
tect the  screw  threads  irom  the  pickle,  they  arc  coated  wj|h 
tallow  which,  however,  previous  to  zincking,  has  to  be  re- 
moved with  hot  soda  lye  or  rubbing  with  benzine,  and  care 
must  be  had  thoroughly  to  free  them  from  grease  with  lime 
paste. 

The  pipes,  best  Jour  or  six  pieces  one  above  the  other,  are 
placed  upon  a  frame  which  also  serves  for  conducting  the  cur- 
rent, and,  if  they  are  of  considerable  diameter,  it  is  advisable  to 
turn  them  90^  when  half  the  time  for  zincking  has  expired,  in 
order  to  obtain  a  uniform  deposit. 

While  in  zincking  straight  flat  sheets,  the  distance  of  the 
anodes  from  the  cathodes  need  only  be  T.96  to  2.35  inches,  the 
distance  of  the  zinc  anodes  from  the  pipes  should  be  the  greater, 
the  larger  the  diameter  of  the  latter  is.  Pipes  of  very  large 
diameter  are  best  suspended  alongside  each  other,  instead  of 
one  above  the  other,  a  row  of  anodes  of  zinc  sheet  suitably 
bent  being  arranged  between  every  two  pipes.  Frequent  turn- 
ing of  the  pipes  is  required,  and  uniform  zincking  is  promoted 
by  healing  the  bath  and  by  vigorous  agitation.  The  further 
manipulation  of  the  zincked  pipes  is  similar  to  that  given  for 
sheets. 

Zincking  the  insides  of  the  pipes  is  a  more  difhcult  opera- 
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tion,  To  commence  with  it  is,  as  rule^  a  difficult  task  to  find 
out  whether  pickling  and  scratch-brushing  has  been  sufficiently 
done  and  a  pure  metallic  surface  has  everywhere  been  pro- 
duced. Special  directions  for  inside  zincking  depend  partly  on 
the  diameter,  and  it  can  only  be  said  in  general  that  it  h  best 
to  zinc  the  pipes  while  in  a  vertical  or  half- lying  position  and 
to  provide  for  a  constant  renewal  of  the  electrolyte  in  the  in- 
terior. 

Zincking  of  wrought  iron  girders,  "X-^^o^^  X^-iron,  \^-iron^  etc. 
The  cheapest  plan  of  freeing  the  objects  from  scale  is  by  pick- 
ing  in  dilute  sulphuric  or   hydrochloric   acid    and   vigorous 
scrubbing  with  sand,  or  scratch-brushing.     The  use  of  a  trans- 

I portable  sand  blast  is  also  very  suitable,  but  this  method  is 
iinore  expensive  than  the  former. 
I  For  the  uniform  zincking  of  such  profiled  objects,  the  use  of 
[flat  zinc  anodes  is  not  practicable,  far  more  zinc  being  deposited 
upon  the  edges  and  surfaces  next  to  the  anodes  tfian  upon  the 
depressed  portions.  Hence,  in  addition  to  heating  and  vigor- 
ously agitating  the  bath,  recourse  must  be  had  to  profiled  anodes 
corresponding  to  the  shape  of  the  object  to  be  zincked,  the 
object  of  such  profiled  anodes  being  solely  to  bring  all  por- 
^Htions  of  the  objects  at  as  nearly  an  equal  distance  as  possible 
^Wrom  the  anodes. 

^"  The  profiled  anodes  may  be  made  by  bending  zinc  sheets  into 
the  proper  shape,  or  what  is  better,  by  riveting  or  screwing 
square  cast-zinc  bars  to  the  zinc  sheets,  this  being  of  advantage, 
for  instance,  in  zincking  girders.     Figs.  139  and  140  show  the 

■arrangement  of  the  anodes,  and  require  no  further  explanation. 
I  In  zincking  profiled  objects,  it  is  of  advantage  to  add  to  the 
path  prepared  according  to  formula  I,  0.8  oz.  of  dextrose  per 
quart,  the  bath  working  better  in  the  deeper  portions  with  such 
an  addition  than  without  it.  Of  still  greater  advantage  is  the 
pyridine-zinc  bath  according  to  Goldberg. 

Zincking  of  wire,  steel  tapcs^  cords,  etc. — Under  this  heading 
will  chiefly  be  considered  iron  and  steel  wire  which  is  to  be 
protected  from  rust  by  a  deposit  of  zinc.     As  previously  men- 
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tioned  when  speaking  of  nickeling  wire,  the  latter  has  to  be 
uncoiled  and  passed  at  a  suitable  rate  of  speed  through  the 
pickling  solutions  and  the  zinc  bath. 

Bright-drawn  iron  and  steel  wire,  requiring  but  little  prepar- 
atory work,  is  most  suitable  for  zinking.  It  suffices  for  coils 
of  such  wire,  when  free  from  rust,  to  push  them  upon  a  shaft 
of  corresponding  diameter,  and  bring  the  whole  into  a  tank 
with  hot  soda  lye,  which  is  furnished  with  bearings  for  the 
shaft.  From  this  tank  the  wire,  freed  from  grease  by  the  hot 
lye,  passes  through  a  few  felt  rolls  or  cloth  checks  supplied 
with  thin  lime  paste,  an  additional  freeing  from  grease  being 


Fig.  IJ9. 


Fig.  140. 


thus,  for  the  sake  of  greater  security,  cflfcctcd.  The  wire  is 
then  brought  under  a  rose  for  the  removal  by  water  of  adhering 
lye  and  lime,  then  slides  over  a  metallic  roll  which  is  in  contact 
with  the  negative  pole  of  the  source  of  current,  and  passes  into 
the  zinc  bath.  In  the  latter  zinc  anodes  are  arranged  below 
and  above  the  lengths  of  wires  running  parallel  to  each  other. 
Such  zinc  baths  for  wire  zincking  are  from  20  to  26  feet  long. 
The  average  velocity  with  which  wire  0.039  i"<^b  *"  diameter 
passes  through  the  bath  is  about  20  feet  per  minute.  For  wire 
oi  less  diameter  the  velocity  may  be  increased  to  59  feet,  while 
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for  wire  of  greater  diameter  it  has  to  be  correspondingly  de- 
creased. 
^B       When  the  wire  comes  from  the  bath  it  is  conducted  through 
^Pa  tank  containing  boiling  water,  and   is  then  reeled  up.     The 
contrivances   for  reeling  up   the   wire  are   best   driven  by   an 
^ttjcleclro-molor  with  the  use  of  a  starting  resistance  for  regulating 
^^the  turns,  it  beiofr  thus  possible  to  choose  and  change  at  will 
the  velocity  of  the  passage  of  the  wire  in  the  bath, 

Zmcking  of  wires  produced  by  rolling  is  not  quite  so  simple. 
Such  wire,  which  is  readily  recognized  by  its  black  appearance, 
is  coated  with  a  scale,  which  adheres  very  hrmly  by  reason  of 
the  rolling  process.  Previous  to  zincking,  such  wire  has  to  be 
carefully  freed  from  scale  in  order  to  obtain  a  purely  metallic 
surface.  This  may  be  accomplished  in  various  ways,  the 
method  selected  depending  on  the  nature  and  properties  of  the 
material  to  be  manipulated. 

Experiments  in  cleansing  such  wire  by  means  of  the  sand 
blast  did  not  yield  satisfactory  results,  the  process  being  too 
Jm  slow  notwithstanding  the  use  of  suitable  annular  blast-pipes. 
^  Hence  recourse  will  have  to  be  had  to  pickling  in  acids,  but 
many  kinds  of  wire  and  steel  tapes  stand  pickling  only  for  a 
very  short  time,  they  readily  becoming  brittle.  Wire  which 
does  not  show  this  drawback  is  pickkd  until  the  scale  is  parti- 
ally dissolved,  or  at  least  very  much  loosened.  After  rinsing 
in  water,  it  is  immersed  in  boiling  water  so  that  it  will  dry 
rapidly  and  then,  for  the  removal  of  the  loosened  scale,  passed 
by  means  of  a  suitable  contrivance  through  the  scratch- brushing 

I  machine.  Wire  which  will  not  bear  pickling  at  all,  or  only  for 
b  very  short  time,  has  to  be  brightened  by  mechanical  means, 
Either  by  the  drawing-plate,  or  by  conducting  it  over  revolv- 
ing, hard  grindstones  or  emery  wheels  provided  with  insertions 
^or  holding  it. 
I  Zincking  of  screws^  nutSy  rivets,  nails,  iacks^  etc.  Such  small 
objects  are  freed  from  grease  cither  by  means  of  the  sand  blast 
or  in  tumbling  barrels  with  the  use  of  wet,  sharp  sand.  When 
the  latter  process  is  employed,  the  objects  have  of  course  to  be 
immediately  zincked  to  prevent  rusting. 
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For  zincking  quantities  of  such  small  objects,  one  of  the  mc* 

chanical  plating  contrivances  referred  to  under  "  Depositions  of 
Nickel  "  is  very  suitable.  When  zincking  is  effected  in  baskets 
the  position  of  the  objects  has  to  be  frequently  changed  by 
stirring  in  order  to  insure  a  uniform  deposit. 

The  bath  prepared  according  to  formula  II,  when  heated,  is 
very  well  adapted  for  zincking  small  objects  in  large  quantities. 
With  the  use  of  a  mechanical  plating  apparatus,  it  is  possible 
in  consequence  of  the  constant  agitation,  to  work  with  high 
current' densities  and  to  deposit  a  correspondingly  large  quan- 
tity of  zinc  in  a  comparatively  short  time. 

The  further  manipulation  of  the  zincked  small  objects  con- 
sists in  washing  them  in  baskets  and  drying  them  quickly  by 
immersion  in  boiling  water  and  shaking  with  heated  clean  saw- 
dust, though  the  latter  operation  may  be  omitted, 

For  zincking  by  contact^  see  special  chapter  *•  Depositions  by 
Contact." 

Zinc  alloys. — The  production  of  the  principal  zinc  alloy, 
brass,  by  the  electric  method,  having  already  been  mentioned, 
and  also  that  of  a  zinc-nickel-copper  alloy  (German  silver),  it 
remains  to  give  an  alloy  of  zinc  with  tin,  or  of  zinc,  tin  and 
nickel,  which  can  be  produced  by  the  same  means* 

A  suitable  bath  for  depositing  this  alloy  consists  of:  Chlo- 
ride of  zinc  621^  drachms,  crystallized  stannous  chloride  9 
drachms,  pulverized  tartar  9  drachms,  pyrophosphate  of  soda 
2^4  drachms^  water  i  quart.  Dissolve  the  salt  at  a  boiling 
heat,  and  filter  the  cold  solution,  when  it  is  ready  for  use.  For 
anodes,  cast  plates  of  equal  parts  of  tin  and  zinc  arc  used. 

These  deposits  have  no  special  advantages,  but,  on  the  other 
hand,  a  deposit  containin;;;  zinc  in  large  excess  has  the  same 
effect  of  protecting  iron  from  rust  as  a  deposit  of  pure  zinc. 

By  preparing  a  bath  which  contains  as  conducting  salt  sodium 
citrate,  and  ammonium  chloride  and  the  chlorides  of  the  metals 
in  the  proportion  of  4  zinc  chloride  to  I  tin  chloride,  a  deposit 
is  obtained,  which  not  only  is  a  perfect  protection  against  rust, 
but  also  enters  far  better  into  depressions  than  pure  zinc.     By 
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adding  to  the  bath  a  small  quantity  of  chloride  of  mercury,  or 
of  nickel,  alloys  of  zinc,  tin,  mercury,  or  of  zinc,  tin  and  nickel 
are  formed,  which  are  distinguished  from  pure  zinc  deposits  by 
finer  structure. 


3.  Deposition  of   Lead. 

The  properties  of  lead  only  interest  us  in  so  far  as  it  is  less 
attacked  by  most  mineral  acids  than  any  other  metal,  and  ob- 
jects have  been  coated  with  it,  in  order  to  protect  them  against 
the  action  of  such  agents.  For  decorative  purposes  clectro- 
Ic posits  of  lead  are  scarcely  used,  and  those  as  a  protection 
igainst  chemical  influences  cannot  be  produced  of  sufficient 
lickness  for  that  purpose. 

Lead  baths. — I.  Dissolve,  by  continued  boiling,  caustic  pot* 
jfAsh  1.75  02s.  and  finely  pulverized  litharge  0.17  oz.  in  i  quart 
\i  water. 
II,  According  to  Watt,  the  following  solution  is  used:   Acc- 
ite  of  lead  0.17  oz.,  acetic  acid  0.17  oz  ,  water  i  quart. 
The  bath   prepared   according   to   formula   I    deserves   the 
^reference. 

Lead  baths  require  anodes  of  sheet- lead  or  cast-lead  plates^ 
a  weak  current  and,  in  order  to  produce  a  dense  deposit  of 
jome  thickness,  the  objects  have  to  be  frequently  scratch- 
crushed.  Iron  is  best  previously  coppered.  Peroxide  of  lead 
is  separated  on  the  anodes,  and  they  have  to  be  frequently 
;leansed  with  a  scratch-brush.  The  formation  of  peroxide  of 
rad  on  the  anodes  is  utilized  for  the  production  of  the  so- 
called  Nobili's  rings  (electrochromy),  which  will  be  mentioned 
>elow. 

To  coat  gtiti  barrels  and  other  articles  of  steel  or  iron  with 
peroxide  of  lead  as  a  protection  against  rust,  suspend  the 
►right  articles  as  anodes  in  a  solution  of  nitrate  of  lead  mixed 
'iih  ammonium  nitrate. 
Mctallo-chromes  {Nobili's  rings ^  iridescent  colors^  electro- 
chromy). The  reduction  of  peroxide  of  lead  upon  the  anodes 
►r  upon  objects  suspended  as  anodes,  produces  superb  effects 
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of  colors.  For  the  production  of  such  colors,  a  bath  is  prt- 
pared  by  boiling  for  half  an  hour  ^yi  ozs.  of  caustic  potash, 
14  drachms  of  litharge,  and  i  quart  of  water.  The  operation 
is  as  follows:  Suspend  the  aniclcs,  carefully  freed  from  grease 
and  pickled,  to  the  anode- rods,  and  with  a  weak  current  intro- 
duce in  the  lead  solution  a  thin  platinum  wire  connected  with 
the  object-rod  by  flexible  copper  wire,  without,  however*  touch- 
ing the  article.  The  latler  will  successively  become  colored 
with  various  shades — yellow,  green,  red,  violet  and  blue.  By 
the  continued  action  of  the  current,  these  colors  pass  into  a 
discolored  brown,  which  also  appears  in  the  beginning  if  the 
current  be  too  strong,  or  the  platinum  wire  be  immersed  too 
deep.  Such  unsuccessful  coloration  has  to  be  removed  by 
rapidly  dipping  in  nitric  acid,  and,  after  rinsing  in  water,  sus- 
pending the  article  in  the  bath.  For  coloring  not  too  Urge 
surfaces,  a  medium*sized  Bunsen  cell  is,  as  a  rule,  sufficient,  if 
the  platinum  wire  be  immersed  about  ^  inch. 

Colors  of  all  possible  beautiful  contrasts  may  be  obtained  by 
perpendicularly  placing  between  the  objects  to  be  colored  and 
the  platinum  wire  a  piece  of  stout  parchment  paper,  or  pro- 
viding the  latter  with  many  holes  or  radial  segments. 

Another  process  of  producing  these  effects  of  colors  is  as 
follows:  Prepare  a  concentrated  solution  of  acetate  of  lead 
(sugar  of  lead),  and  after  filtering,  pour  it  into  a  shallow  por- 
celain dish.  Then  immerse  a  plate  of  polished  steel  in  the 
solution,  and  allow  it  to  rest  upon  the  bottom  of  the  dish.  Now 
connect  a  small  sheet  of  disc  copper  with  the  wire  proceeding 
from  the  zinc  element  of  a  constant  battery  of  two  or  three  cells, 
the  wire  connected  with  the  copper  element  being  placed  in 
contact  with  the  sLcel  plate.  If  now  the  copper  disc  be  brought 
as  close  to  the  steel  plate  as  possible  without  touching  it.  in  a 
few  moments  a  series  of  beautiful  prismatic  colorations  will  ap- 
pear upon  the  steel  surface,  when  the  plate  should  be  removed 
and  rinsed  in  clean  water.  These  colorations  are  films  of  lead 
in  the  form  of  peroxide,  and  the  varied  hues  are  due  to  the 
difference  in  thickness  of  the  precipitated  pcToxide  of  lead,  the 
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light  being  r<^flected  through  them  from  the  polished  metallic 

surface  beneath.     By  reflected  light  every  prismatic  color  is 

'isible,  and   by  transmitted  light  a  series  of  prismatic  colors 

lomplementary  to  the  first  colors   will  appear  occupying  the 

(lace  of  the  former  series*     The  colors  are  seen  to  the  greatest 

terfection  by  placing  the  plate  before  a  window  with  the  back 

the  light,  and  holding  a  piece  of  white  paper  at  such  an  angle 

to  be  reflected  upon  its  surface.     The  colorations  are  not  of 

a  fugitive  character,  but  will  bear  a  considerable  amount  of 

friction  without  being  removed.     In   proof  of  the  lead  oxide 

being  deposited  in  films  or  layers,  it  may  be  stated  that  il  the 

deposit  be  allowed  to  proceed  a  few  seconds  beyond  the  time 

rhen  Its  greatest  beauties  are  exhibited,  the  coloration  will  be 

less  marked,  and  become  more  or  less  red,  green  or  brown.     If 

well  rubbed,  when  dry,  with  the  finger  or  fleshy  part  of  the 

hand,  a  rich  blue-colored  film  will  be"  laid  bare  by  the  removal 

of  the  delicate  film  above  it. 

The  plan  recommended  by  Mr.  Gassiot  to  obtain  the  metallo- 

chromes  is  to  place  over  the  steel  plate  a  piece  of  cardboard  or 

larchment  paper  cut  into  some  regular  design,  and  over  this  a 

rim  of  wood,  the  copper  disc  being  placed   above  this.     Very 

beautiful  eflfects  are  obtained  when  a  piece  of  fine  copper  wire 

is  turned  up  in  the  form  of  a  ling,  star,  cross  or  other  pattern, 

ind  connected  with  the  positive  electrode,  this  being  in  fact  one 

yi  the  simplest  and  readiest  methods  of  obtaining  the  colorations 

upon  the  polished  metal.     Metailochromy  is  extensively  em- 

t Joyed  in  Niiremberg  to  ornament  metallic  toys.  It  has  been 
dopled  in  France  for  coloring  bells,  and  in  Switzerhnd  for 
coloring  the  hands  and  dials  of  watches.  In  using  the  lead 
ijutions  to  produce  metallochromes,  it  must  be  remembered 
[hat  metallic  lead  becomes  deposited  upon  the  cathode,  conse- 
quently the  solutions  in  lime  become  exhausted,  and  must 
>berefore  be  renewed  by  the  addition  of  the  lead  salt. 
For  the  preparation  of  iiidcscent  sheets,  i,  e.,  nickeled  zinc 
heets  coated  with  peroxide  of  lead,  a  sheet  of  lead  of  the  same 
size  as  the  sheets  to  be  made  iridescent  is  used  as  object,  and  a 
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current  of  about  2}4  volts  is  employed.  The  slime  formed  ia 
the  bath  must  from  lime  to  time  be  removed,  as  olherwise  the 
tones  of  color  will  not  turn  out  pure?. 


raP 


4.  Deposhion  of  Iron  (S feeling). 

The  principal  practical  use  of  the  elcctro-deposltion  of  Iri 
is  to  coat  printing  plates  of  softer  metal  to  increase  their  wear- 
ing qualities.  We  are  indebted  to  Bottger  for  calling  attention 
to  the  employment  of  iron  deposits,  but  notwithstanding  the 
efforts  of  many  scientific  and  practical  men  to  improve  the 
process,  the  expectation  entirely  to  replace  copper  galvano- 
plasty  for  cliches  by  iron-galvanoplasty  has  not  been  fulfilled. 

Only  such  baths  as  are  suitable  for  steeling  will  here  be 
given.  Solutions  for  the  production  of  thick  iron  deposits,  and 
the  conditions  under  which  they  can  be  obtained*  wlU  be  re- 
ferred to  later  on  under  •*  Galvanoplasty  in  Steel." 

Iron  (steel)  baths,  I.  According  to  Varrentrapp:  Pure  green 
vitriol  4j4  02s.,  ammonium  chloride  3J^  02s.,  water  1  quart. 

Eiectra 'Motive  force  at  10  cm.  electrode-distance  i.o  volt* 

Current'density,  0.2  ampere. 

Boil  the  water  for  ^  hour  to  expel  all  air,  and,  alter  cooling, 
add  the  green  vitriol  and  ammonium  chloride.  By  the  action 
of  the  air,  and  the  oxygen  appearing  on  the  anodes,  this  bath 
is  readily  decomposed,  insoluble  baste  sulphate  of  iron  being 
separated  as  a  dehcatc  powder,  which  has  to  be  frequently  re- 
moved from  the  fluid  by  filtering.  To  decrease  decomposition. 
the  double  sulphate  of  iron  and  ammonium,  which  can  be  more 
readily  obtained  pure  and  free  from  oxide,  may  be  used. 

11-  Ammonium  chloride  3)i  ozs,,  water  i  quart. 

Electro-motive  force  at  lo  cm.  electrode-distance,  i.o  volt 

Current- density,  o  2  ampere. 

This  neutral  solution  of  ammonium  chloride  may  be  made 
into  an  iron  bath  by  hanging  in  it  iron  sheets  as  anodes,  sus- 
pending an  iron  or  copper  plate  as  cathode,  and  allowing  the 
current  to  circulate  until  a  regular  separation  of  iron  is  attained, 
which  is  generally  the  case  in  5  to  6  hours.     Although  a  sepa- 
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ration  of  hydrated  oxide  of  iron  also  takes  place  in  this  bath,  it 
does  so  in  a  less  degree  than  in  that  prepared  according  to 
formula  L  For  the  production  of  not  too  heavy  a  deposit  of 
iron,  some  operators  claim  to  have  obtained  the  best  results 
with  this  bath. 

According  to  Bottger,  the  following  bath  serves  for  steeling: 

lla.  Potassium  ferrocyanide  (yellow  prussiate  of  potash)  0.35 

oz,»  Rochelle  salt  0.7  oz,,  distilled  water  200  cubic  centimeters. 

To  this  solution  is  added  a  solution  of   1.69  drachms  of  persul- 

[phate   of  iron  in   50  cubic   centimeters   of  water,  whereby   a 

moderate  separation  of  Berlin  blue  takes  place.     Then  add, 

irop  by  drop,  whilst  stirring  constantly,  solution  of  caustic 

[soda  until  the  blue  precipitate  has  disappeared.     The  clear, 

slightly  yellowish  solution  thus  obtained  can  be  used  directly 

for  steeling. 

A  heavy  and  very  hard  deposit  of  iron  is  obtained  in  a  bath 
[of  the  following  composition. 

IIL  Ammonio-ferrous  sulphate   l)^  ozs.,  crystallized  citric 
acid  0.88  oz.,  water  I  quart;  sufficient  ammonia  for  neutral  or 

Itlightly  acid  reaction. 
EUctro-fnotive  force  at  10  cm,  electrode-distance,  2.0  volts. 
Current- density,  0.3  ampere. 
Management  of  iron-baths, — As  previously  mentioned,  the 
nsoluble  precipitate  from  time  to  time  formed  in  the  bath  has 
o  be  removed  by  filtration.     This  precipitate  is,  however,  very 
delicate,  and  when  stirred  up  might  settle  upon  the  objects  and 

i>revent  the  adherence  of  the  deposit.  It  is,  therefore,  advisable 
o  use  for  steel  baths,  tanks  of  much  greater  depth  than  corre- 
ponds  to  the  height  of  the  objects,  whereby  the  stirring-up  of 
he  sediment  in  suspending  the  objects  is  best  avoided. 
With  the  use  of  steel  anodes  the  baths  may  become  readily 
icid.  This  can  be  avoided  by  suspending  a  few  small  linen 
bags  filled  with  carbonate  of  magnesia  in  the  bath.  On  the 
other  hand,  anodes  of  soft  iron  make  the  electrolyte  alkaline, 
and  when  such  anodes  are  employed,  the  reaction  of  the  bath 
must  from  time  to  time  be  tested  and  the  neutral  reaction  be 
30 
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restored  by  the  addition  of  very  dilute  sulphuric  acid,  or  better, 
citric  acid. 

Deposits  produced  in  an  iron  bath  which  has  become  alka- 
line show  slight  hardness,  form  very  rapidly  with  a  matt  a 
pearance  and  have  a  tendency  to  peel  of. 

Execution  of  steeling, — The  cleansed  and  pickled  objects  w 
placed  in  the  baths  according  to  formulae  I  and  II,  with  a 
current  of  1.5  to  2  volts,  and  the  anodes  at  a  distance  of  4  to 
^%  inches,  after  which  the  current  is  reduced  to  i  volt.  To 
produce  iron  deposits  of  any  kind  of  thickness,  the  escape  of 
the  hydrogen  bubbles  which  settle  on  the  objects  must  be  pro- 
moted by  frequent  blows  with  the  finger  upon  the  object-rod. 
When  steeling  is  finished,  the  articles  are  thoroughly  rinsed, 
then  plunged  into  very  hot  water,  and,  after  drying  in  sawdust, 
placed  for  several  hours  in  a  drying  chamber  heated  to  about 
212^  F.,  to  expel  all  moisture  from  the  pores. 

Steeling  of  printing  plates  has  the  advantage  over  nickeling, 
that  when  the  plates  are  worn  they  can  be  rapidly  freed  from 
the  deposit  by  dilute  sulphuric  acid  or  very  dilute  nitric  acid» 
and  resteeled.  It  has  been  ascertained  by  experiments  that 
the  capability  of  resistance  of  steeled  plates  is  less  than  that  of 
nickeled  plates,  200,000  impressions  having  been  made  with 
the  latter  without  any  perceptible  wear. 

For  steeling  printing  plates  a  bath  prepared  according  to 
formula  II  or  III  is  very  suitable. 


CHAPTER  XIL 
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I.  Deposition  of  Antimony. 


aw 
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Properties  of  antimony, — Electro-deposited    antimony    pos- 
sesses a  gray  luster,  while  native,  fused  antimony  shows  asilver- 
'hite  colon     Antimony  is  hard,  very  brittle,  and  may  easily  be 
:duced  to  powder  in  a  mortar.     It  melts  at  842^  P.,  and  at  a 
strong  red  heat  takes  fire  and  burns  with  a  white  flame,  forming 
le  trioxide.     Its  specific  gravity  is  6.8.     It  is  permanent  in  the 
ir  at  ordinary  temperatures.     Cold,   dilute,   or   concentrated 
sulphuric  acid   has  no  effect  upon  antimony,  but  the  hot  con- 
centrated acid  forms  sulphide  of  antimony.     By  nitric  acid  the 
^Kiiietal  is  more  or  less  energetically  oxidized,  according  to  the 
^Btrength  and  temperature  of  the  acid, 

^B  Antimony  baths. — ^Electro-depositions  of  antimony  are  but 
^Meldom  made  use  of  in  the  industries,  though  they  are  very 
^Mjuitable  for  decorative  contrasts.  This  is  no  doubt  due  to  the 
iact  that  a  thoroughly  reliable  bath  yielding  deposits  without 
Hihe  appearance  of  drawbacks  during  the  operation  is  thus  far 
^^ot  known. 

For  the  special  study  of  electro-depositions  of  antimony  we 
are  indebted  to  Buttger  and  Gore,  the  latter  having  discovered 
the  explosive  power  of  deposits  of  antimony  deposited  from  a 
solution  containing  chloride  or  hydrochloric  acid. 

According  to  Gore,  a  bath  consisting  of  tartar  emetic  3  ozs., 
tartaric  acid  3  ozs.,  hydrochloric  actd  434^  ozs,,  and  water,  1 
quart,  yields  a  gray,  crystalline  deposit  of  antimony.  This  bath 
requires  a  current  of  about  3  volts.  The  deposit  possesses  the 
property  of  exploding  when   scratched  or  struck  with  a  hard 
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object.  The  explosion  is  attended  by  a  cloud  of  white  vapory 
and  sometimes  by  a  flash  of  light,  considerable  heat  being 
always  evolved.  This  explosibility  is  due  to  a  content  of  anti- 
mony chloride.  Bottger  found  3  to  5  per  cent,  of  chloride  of 
antimony  in  the  deposit,  and  Gore  6  per  cent.  A  similar  ex- 
plosive deposit  is  obtained  by  elcctrolyzing  a  simple  solution  of 
chloride  of  antimony  in  hydrochloric  acid  (liquid  butter  of  an- 
timony, liquor  siibii  chhrati)  with  the  current. 

A  lustrous,  non-explosive  depositor  antimony  is  obtained  by 
boiling  4.4  ozs.  of  carbonate  of  potash,  2.1  i  ozs.  of  pulverized 
antimony  sulphide,  and  i  quart  of  water  for  1  hour,  replacing 
the  water  lost  by  evaporation,  and  filtering.  Use  the  bath 
boiling  hot,  emplo)'ing  cast  antimony  plates  or  platinum  sheets 
as  anodes. 

An  antimony  bath  which  yields  good  results  is  composed  as 
follows : 

Schlippe*s  salt  i  J^  ozs.,  water  i  quart.  Dissolve  the  salt  in 
the  water.  Electro-motive  force  required,  4  volts.  An  un- 
pleasant  feature  of  this  bath  is  that  during  elcctrolyzing  sul- 
phuretted hydrogen  escapes,  which  limits  its  application* 

2.   Deposition  of  Arsenic. 

Properties  of  arsenic. — Arsenic  has  a  gray-white  color."a 
strong  metallic  luster,  is  very  brittle,  and  evaporates  at  a  red 
heat.  In  dry  air  arsenic  retains  its  luster,  but  soon  turns  dark 
in  moist  air.  It  is  scarcely  attacked  by  dilute  hydrochloric 
and  sulphuric  acids,  while  concentrated  sulphuric  acid,  as  w^ell 
as  nitric  acid,  oxidizes  it  to  arsenious  acid.  If  caustic  alkalies 
are  fused  together  with  arsenic,  a  portion  of  the  latter  is  con- 
verted into  alkaline  arsenate. 

Arsenic  baths. — Deposits  of  arsenic  arc  more  frequently  used 
than  antimony  deposits  for  decorative  purposes,  in  order  to 
produce  a  blue-gray  tone  of  a  certain  warmth,  which  is  very 
effective  in  combination  with  bright  copper,  brass,  etc. 

A  solution  suitable  for  depositing  arsenic  upon  all  kinds  of 
metals  is  as  follows : 
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I.  Pulverized  arsenious  acid  i  5^  ozs.,  crystallized  pyrophos- 
phate of  soda  0.7  oz.,  98  per  cent,  potassium  cyanide  i  J^  ozs., 

ater  l  quart 

Dissolve  the  pyrophosphate  of  soda,  and  the  potassium 
cyanide  in  the  cold  water,  and  after  adding,  whilst  stirring,  the 
arsenious  acid»  heat  until  the  latter  is  dissolved.  In  heating, 
fumes  containing  prussic  acid  escape,  the  inhalation  of  which 
must  be  carefully  avoided.  The  bath  is  used  warm,  and  requires 
a  vigorous  current  of  at  least  4^^olts,  so  that,  at  the  least,  3 
Bunsen  cells  have  to  be  coupled  for  electro-motive  force. 
After  suspending  the  objects  they  are  first  colored  black-blue, 
e  color  passing  with  the  increasing  thickness  of  the  deposit 
nto  pale  blue,  and  finally  into  the  true  arsenie  gray.  Platinum 
sheets  or  carbon  plates  are  to  be  used  as  anodes. 

In  place  of  the  bath  prepared  according  to  formula  I,  a  solu- 
tion of  the  following  composition  may  be  used: 

II.  Sodium  arsenate  1  ^^  ozs.,  98  per  cent,  potassium  cyanide 
0.8  oz,,  water  i  quart.     Boil  the  solution  for  half  an  hour,  then 

Iter  and  use  it  at  a  temperature   of  at  least    167^  to  176*^  F,, 
with  a  strong  current.     It  yields  a  good  deposit. 

Large  baths,  to  be  used  cold,  must  be  more   concentrated, 
and  require  a  stronger  current  than  hot  baths. 

When  the  baths  begin  to  work  irregularly  and  sluggishly, 
ey  have  to  be  replaced  by  fresh  solutions. 
The  same  rules  as  for  other  electro-plating  processes  are  to 
observed  in  depositing  arsenic  and  antimony. 
However,    attention    may    here    be    called    to    one    feature 
bich  is  frequently  the  cause  of  defective  deposits.     When,  for 
stance,  mountings  of  zinc,  such  as  are  used  for  book  covers, 
wel  boxes,  etc.,  are  to  be  provided  with  a  deposit  of  copper 
nd  arsenic,  and  hence  are  to  show  two  colors,  it  is  necessary 
first  copper  them.     After  polishing  and  cleaning  the  cop- 
pered mountings,  the  places  which  are  not  to  receive  the  blue- 
gray  deposit  of  arsenic  are  coated  with  stopping-off  varnish. 
When  articles  thus  treated,  after  being  again  freed  from  grease 
and  pickled,  are  brought  into  the  arsenic  bath,  they  frequently 
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show  ugly  stains  the  size  of  a  pin-head.     This  feature,  how- 
ever»  does  not  appear  when  the  articles  belore  being  broughtj 
into  the  bath  ar%  drawn  through  water  acidulated  with  a  smaUl 
quantity  of  nitric  acid  (about  ^  oz.  of  nitric  acid  to  I  quart  ofj 
water),  and  thoroughly  rinsed  in  clean  water. 


Electro-depositions  of  chromium,  tungsten,  cadmium  and 
bismuth  have  thus  far  not  become  of  any  practical  importance, 
and  their  discussion  may.  therefore,  with  good  reason,  be  omit- 
ted. As  regards  silver-cadmium  deposits  the  reader  is  referred 
to  Areas- silvering  under  **  Deposition  of  Silver.'* 


J 


3.  DEPOsnioN  OF  Aluminrtm. 

There  is  actually  no  reason  or  authority  for  the  heading  of 
this  section,  but  it  has  been  introduced  because  inquiries  arc 
frequently  received  as  to  whether  baths  for  the  deposition  ol 
aluminium  can  be  furnished.  j 

A  number  of  receipts  for  the  preparation  of  aluminium  bathtfl 
have  been  published,  but  in  testing  them  nothing  further  could  " 
be  obtained  than  the  confirmation  of  the  fact  that  the  deposi- 
tion of  aluminium  from  aqueous  solutions  of  its  salts  by  the 
current  upon  the  cathode  has  thus  far  not  been  feasible. 

Reports  have  from  time  to  time  appeared  in  newspapers  \ 
the  iron  construction  of  tali  buildings  having  been  provided 
with  a  heavy  deposit  of  aluminium,  and  even  the  processes  used 
have  been  fully  described.  It  is  to  be  regretted  that  such 
elaborate  reports  arc  even  admitted  into  scientific  joumaU, 
though  the  separation  of  romance  from  truth  could  be  readily 
accomplished  by  a  conscientious  examination.  Unscrupuloof 
dealers  offer  their  customers  aluminium  baths,  charging  a  high 
price  for  them,  and  on  testing  a  deposit  produced  with  such 
baths,  it  has  trequently  been  found  to  consist  solely  d  tts 
Others,  who  actually  had  faith  in  the  value  of  their  invention 
have  submitted  for  examination  objects  plated  with  alumintum 
by  their  processes.  On  testing  such  deposits  it  was  found  that 
in  one  case,  it  consisted  of  a  thin  deposit  ol  zinCi  ihc  origin 
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which  was  due  to  zinckiierous  aluminium  salts,  and  in  other 
cases,  of  a  deposit  of  iron  due  to  thf  same  cause. 

The  concurrence  of  the  above-mentioned  influences  and  the 
recent  rapid  development  of  the  aluminium  industry  explains 
the  demand  for  aluminium  baths  by  many  electro-platers. 
However,  without  entering  into  scientific  reasons,  which  would 
not  be  within  the  scope  of  this  work,  it  can  here  only  be  re- 
peated that  the  reduction  of  metallic  aluminium  from  its  solu- 
tions will  very  likely  remain  an  empty  dream. 

4,  Depositions  upon  Aluminium. 

The  electro-deposition  of  other  metals  upon  aluminium  pre- 
sents many  difficulties  which  are  chiefly  due  to  the  behavior  of 
this  metal  towards  the  plating  baths.  The  deposits  to  be  sure 
ire  formed^  but  they  possess  no  adherence,  and  especially  baths 
containing  potassium  cyanide  yield  the  worst  results  in  conse- 
quence of  the  effect  of  alkaline  solutions  upon  the  basis-metah 
Siace  the  production  of  aluminium  has  so  largely  increased, 
and  a  great  number  of  articles  of  luxury  and  for  practical  use 
are  now  made  of  this  metal,  the  need  of  decorating  such  articles 
by  electro-plating  or  covering  them  entirely  with  other  metals 
has  been  felt,  since  the  color  of  aluminium  is  by  no  means  a 
sympathetic  one.  Look  into  a  show  window  where  aluminium 
articles  are  exposed — nothing  but  gray  in  gray.  Offended,  the 
eye  of  the  observer  turns  away,  and  seeks  a  more  agreeable 
resting-place. 

Aluminium  behaves  so  differently  from  other  metals  towards 
the  cleansing  agents  generally  used,  that  different  methods  from 
those  previously  described  have  to  be  employed  in  preparing 
it  for  plating.  Nitric  acid  has  almost  no  effect  on  aluminium, 
and  pickle  just  a  litUe;  but,  on  the  other  hand,  the  metal  is 
attacked  by  concentrated  hydrochloric  acid,  dilute  hydro- 
fluoric acid,  and  especially  by  alkaline  lyes.  Hence,  if  polished 
articles  of  aluminium  are  to  be  prepared  for  plating,  alkaline 
lyes  will  have  to  be  avoided  in  freeing  them  from  grease,  it 
being  best  to  use  only  benzine  for  the  purpose.     Unpolished 
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articles  may  without  hesitation  be  freed  from  grease  with  caus- 
tic potash  or  soda  lye,  and,  for  the  production  of  a  dead  white 
surface,  be  for  a  short  time  pickled  in  dilute  hydrofluoric  acid, 
and  then  thoroughly  rinsed  in  running  water. 

For  producing  an  electro-deposit  upon  aluminium  it  has  been 
considered  advisable  to  first  copper  the  metal,  and  the  Alu- 
minium Gesellschaft  of  Neuhausen  recommends  for  this  pur- 
pose a  solution  of  nitrate  of  copper.  But  the  adherence  of  the 
copper  proved  also  insufficient,  because  in  the  subsequent  sil- 
vering, nickeling,  etc.,  the  deposit  raised  up. 

The  copper  batti  recommended  by  Delval,  consisting  of 
sodium  pyrophosphate  3  ozs.»  copper  sulphate  (blue  vitriol) 
^  oz.,  sodium  bisulphite  J{  oz.,  water  i  quart,  also  proved 
unreliable. 

According  to  another  patented  process,  plating  of  aluminium 
is  claimed  to  be  eflfected  successfully,  and  without  defect,  by 
lightly  coating  the  metal  with  silver  amalgam  by  boiling  in  a 
silver  bath  compounded  with  potassium-mercury  cyanide. 
However,  this  treatment  did  not  always  yield  reliable  results. 

According  to  Villon,  articles  of  aluminium  are  to  be  im- 
mersed for  one  hour  in  a  bath  consisting  of  glycerin  55^  ozs., 
zinc  cyanide  0.88  oz.,  zinc  iodide  0.88  oz.,  and  then  heated  to 
a  red  heat.  When  cold,  they  are  washed  with  a  hard  brush 
and  water,  and  brought  into  the  gold  or  silver  bath.  The  suc- 
cess of  this  process  seems  also  questionable. 

The  best  and  most  reliable  process  is  without  doubt  the  one 
patented,  in  1893,  by  Prof.  Nees.  It  consists  in  first  immersing 
the  aluminium  articles  previously  freed  from  grease  in  caustic 
soda  lye  until  the  action  of  the  lye  upon  the  metal  is  recognized 
by  gas  bubbles  rising  to  the  surface.  The  articles  without 
being  previously  rinsed  are  then  for  a  few  minutes  immersed  in 
a  solution  of  jf  troy  grains  of  chloride  of  mercury,  rinsed, 
again  brought  into  the  caustic  soda  lye,  and  then,  without 
rinsingi  suspended  in  the  silver  bath.  The  deposit  of  silver 
thus  obtained  adheres  very  firmly,  and  can  be  scratch-brushed, 
and  polished  with  the  steel  without  raising  up*     It  can  also  be 
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directly  gilded,  brassed,  or,  after  previous  coppering  in  the 
potassium  cyanide  copper  bath,  provided  with  a  heavy  deposit 
of  nickel  and  polished  upon  polishing  wheels. 

Burgess  and  Hambuechen  *  found  it  best  to  first  zinc  the 
aluminium  in  an  acid  zinc  bath  containing  i  per  cent,  fluoric 
acid ;  the  fiuoric  acid  acts  as  a  solvent  upon  the  film  of  oxide 
formed  so  that  the  deposit  is  efll'ected  upon  a  pure  metallic 
surface.  According  to  these  authors,  the  aluminium  article  is 
to  be  immersed  in  dilute  fluoric  acid  until  its  surface  appears 
slightly  rough  and  attacked.  It  is  then  to  be  rinsed  in  water, 
and  for  a  few  seconds  immersed  in  a  bath  of  sulphuric  acid 
100  parts  and  nitric  acid  75  parts.  It  is  then  again  thoroughly 
rinsed  in  water,  next  brought  into  a  zinc  bath  of  15^  Be,,  con- 
sisting of  zinc  sulphate  and  aluminium  sulphate,  and  acidulated 
with  I  per  cent,  of  fluoric  acid  or  the  equivalent  quantity  of 
potassium  fluoride,  and  zincked  tor  15  to  20  minutes.  For 
subsequent  silvering  or  gilding  the  zinc  deposit  is  first  cop- 
pered in  the  potassium  cyanide  copper  bath. 

According  to  G^ttig,  a  thin,  firmly*adhering  deposit  of  cop- 
per is  first  to  be  produced  upon  the  aluminium  by  triturating 
blue  vitriol  solution  %vith  tin-powder  and  whiting ;  or  a  tin  de- 
osit  is  to  be  produced  by  applying  stannous  chloride-ammo- 
nium chloride  solution  by  means  of  a  soft  brass  brush. 

The  Mannesmann  Pipe  Works,  Germany,  produce  durable 
electro- deposits  by  brushing  the  aluminium  with  solutions  of 
sulphide  of  gold  and  sulphide  of  silver  in  balsam  of  sulphur  f 
and  volatile  oils,  and  burning  in  the  metals  in  a  muffle,  under 
exclusion  of  the  air,  at  840*^  to  930^  F.  Thin  layers  of  metal 
which  are  reduced  adhere  firmly  to  the  aluminium,  and  are 
then  provided  with  any  electro-deposit  desired.  According  to 
a  process  patented  by  the  same  corporation,  the  articles  are 
provided  with  a  firmly  adhering  (?)  film  of  zinc  by  immersing 
in  boiling  solution  of  zinc  dust  in  caustic  soda,  and  are 
electro-plated. 


♦  Elrctro-chemkal  Industry,  1904,  No.  3. 
t  Solution  of  sulphur  in  Iktseed  oil. 
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However,  in  view  of  the  fact  that  all  the  methods  mentioned 
above  partly  yield  uncertain  results,  it  has  recently  been  pro- 
posed first  to  provide  the  aluminium  in  readily-fusible  metallic 
salts  (cupric  chloride,  tin  salt)  with  a  coat  of  these  metals*  and 
then  treat  it  further  in  aqueous  electrol3rtes. 


CHAPTER  XIII 
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If  a  sheet  of  metal,  for  instance,  copper,  be  brought  into 
a  solution  which  contains  the  kathions  of  a  metal  of  slighter 
solution-pressure  (p.  60),  for  example*  a  solution  ol  potassium- 
silver  cyanide  in  water  with  an  excess  of  potassium  cyanide, 
which  has  been  heated  to  about  158^  F.,  the  following  process 
takes  place:  By  the  osmotic  pressure  (p.  48)  the  metal-ions,  in 
this  case  silver-ions^  are  reduced  upon  the  copper  sheet,  the 
osmotic  pressure  of  the  solution  being  thereby  decreased.  In 
-consequence  of  this  decrease  in  the  osmotic  pressure,  copper- 
ions  can  be  forced  into  the  solution  by  the  solution-pressure, 
while  additional  silver-ions  are  brought  to  separate  upon  the 
-copper  sheet.  Hence,  during  the  formation  of  the  deposit,  a 
solution  of  the  metal  to  be  coated  in  the  case  in  question,  cop- 
per, takes  place  at  the  same  time,  this  process  coming  to  a 
standstill  when  the  copper  sheet  has  been  covered  with  an  co- 
herent coat  of  silver,  which  prevents  further  solution  of  copper 
in  the  electrolyte. 

The  process  may  also  be  explained  in  a  different  way, 
namely,  that  by  the  immersion  in  the  silver  solution  the  copper 
is  negatively  charged,  positive  silver-ions  being  by  reason  of 
electro-static  attraction  attracted  and  reduced  on  the  copper. 

The  deposits  produced  in  this  manner  are  generally  known 
as  deposits  by  immersion ^  or  when  the  electrolyte  is  highly 
heated,  by  bailing. 

The  same  process  takes  place  when  metallic  objects  are 
plated  by  applying  by  means  of  a  brush  or  by  friction  an 
electrolyte  which  contains  a  metal  with  slighter  solution-pressure 
than  possessed  by  the  metal  of  an  object  to  be  coated. 
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Since  the  more  electro-positive  metals  of  the  old  series  of 
electro-motive  force  possess  a  greater  solution-pressure  than 
the  electro-negative  metals,  it  may  be  briefly  stated,  that 
electro-positive  metals  when  immersed  in  suitable  solutions  of 
electro- negative  metals  reduce  the  latter,  and,  under  certain 
conditions,  become  coated  with  them  so  that  a  coherent  de- 
posit is  formed. 

From  the  process  above  described,  according  to  which  re- 
duction only  takes  place  till  the  electro-positive  metal  has  been 
provided  with  a  coherent  coating  of  the  electro-negative  metal, 
it  is  plain  that  such  deposits  can  be  only  very  thin  and  cannot 
be  increased  by  continued  action  of  the  electrolyte,  except  re- 
course be  had  to  other  means. 

The  process,  however,  is  a  different  one  when  a  deposit  is  to 
be  produced  by  the  contact  of  one  metal  with  another  in  an 
electrolyte.  If  a  copper  sheet  dipping  in  a  potassium  cyanide 
solution  of  potassium-silver  cyanide  be  touched  with  an  electro- 
positive metal,  for  instance,  a  zinc  rod  or  a  zinc  sheet,  the 
latter  dipping  also  in  the  electrolyte,  an  electric  current  is 
generated  which  reduces  silver- ions  on  the  copper  sheet,  while 
on  the  zinc  sheet  zinc- ions  are  forced  into  solution.  However, 
even  when  the  copper  sheet  has  been  covered  with  a  coherent 
deposit  of  silver,  the  reduction  of  the  latter  goes  on  in  so  far  as 
the  silver  which  is  also  reduced  upon  the  zinc,  and  which 
interrupts  contact  with  the  electrolyte,  as  well  as  prevents  fur- 
ther migration  of  zinc-ions  into  the  solution,  is  only  from  time 
to  time  removed. 

The  contact  processes  can,  however,  be  applied  only  to  a 
limited  extent-  On  the  one  hand,  the  formation  of  uniformly 
heavy  deposits  upon  the  metallic  objects  is  excluded,  because 
by  reason  of  the  greater  current-densities  appearing  at  the 
point  of  contact  with  the  contact  metal,  a  heavier  reduction  of 
metal  takes  place  there  than  on  the  portions  further  removed 
from  the  point  of  contact,  except  the  latter  be  frequently 
changed.  On  the  other  hand,  the  constant  increase  of  dis- 
solved contact-metal  in  the  electrolyte  constitutes  a  drawback. 
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and  is  the  cause  of  the  electrolytes,  as  a  rule,  giving  out  long 

before  their  content  of  metal  is  exhausted.     Finally,  the  reduc- 

on  of  metal  upon  the  contact- metal  is  not  a  desirable  feature. 

As  contact-metals^  zinc,  cadmium  and  aluminium  are  chiefly 
used.  In  many  cases,  aluminium  being  a  highly  positive  metalj 
considerably  surpasses  in  its  effect  the  first-mentioned  metals, 
nd  possesses  the  advantage  of  not  bringing  into  the  electro- 
lyte, metals  reducible  by  the  current.  Furthermore  the  quanti- 
ties of  metal  deposited  upon  the  aluminium  can  be  dissolved 

ith  nitric  acid  without  materially  attacking  the  contact-metal. 
Darlay  has  recently  recommended  magnesium  as  a  contact- 
metal  (German  patent  127,464),  It  presents,  however,  no  ad- 
iVantage,  on  the  one  hand,  on  account  oi  its  high  price  and,  on 

e  other,  by  reason  of  the  deficient  results  in  connection  with 

e  baths  of  the  above-mentioned  patent. 

The  electrolytes  serving  for  depositions  by  contact  must  pos- 

ss  definite  properties  if  they  are  to  yield  good  results. 

Since  the  currents  generated  by  contact  are  weak,  the  electro- 
yte  should  possess  good  conductivity  so  that  the  reduction  of 
metal  does  not  take  place  too  slowly,  and  it  must  attack — 
chemically  dissolve — the  contact- metal,  as  a  current  can  only 
be  generated  if  such  be  the  case.  Let  us  consider,  for  instance* 
a  well-known  gold  bath  for  hot  gilding  by  contact,  which  con- 
tains in  I  quart  of  water:  'j'j  grains  of  crystallized  sodium 
phosphate,  4634  grains  of  caustic  potash,  15  J^  grains  of  neutral 
chloride  of  gold,  and  D.56  oz.  of  98  per  cent,  potassium  cyanide. 
It  will  be  found  that  only  a  slight  portion  of  the  potassium 
cyanide  is  consumed  for  the  conversion  of  the  chloride  of  gold 
into  potassium-gold  cyanide,  the  greater  portion  of  it  serving 
to  increase  the  conductivity  of  the  electrolyte.  The  caustic 
potash,  together  with  the  sodium  phosphate,  effects  the  alka- 
linity of  the  bath  which  is  required  for  attacking  and  dissolving 
the  contact-metal,  whether  it  be  zinc,  cadmium,  aluminium, 
or  magnesium.  The  effect  of  the  alkaline  phosphate  as  such, 
is  claimed  to  be  that  the  deposit  of  metal  which  results  not 
only  upon  the  objects  in  contact  with  the  contact-metal,  but 
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also  upon  the  latter  itself,  does  not  firmly  combine  with  it,  but 
can  be  readily  removed  by  scratch-brushing. 

For  increasing  the  conductivity  of  electrolytes  containing 
potassium  cyanide,  a  greater  or  smaller  excess  of  the  latter  is 
used  either  by  itself  or  in  combination  with  chlorides,  for  in- 
stance, ammonium  chloride  or  sodium  chloride,  nearly  ali 
known  baths  for  contact-deposition  containing  these  salts  in 
varying  quantities.  For  nickel  and  cobalt  baths,  an  addition 
of  ammonium  chloride,  in  not  too  small  quantity,  is  most  suit- 
able, it  assisting  materially  the  attack  upon  the  contact-metal 
and  may  in  some  cases  serve  for  this  purpose  by  itself  without 
the  co-operation  of  an  alkali. 

The  attack  on  the  contact-metal  is  most  effectually  promoted 
by  sufficient  alkalinity  of  the  electrolyte,  mostly  in  connection 
with  chlorides,  in  a  few  rarer  cases  without  chlorides,  and  as 
previously  mentioned,  occasionally  by  chlorides  alone  without 
the  co-operation  of  an  alkali. 

In  judging  the  formulas  for  contact  baths  to  be  given  later 
on,  the  effects  here  explained  will  have  to  serve  as  a  basis. 

Small  objects  in  qtiantitics  arc  generally  plated  in  baskets 
made  of  the  contact-metal,  and,  as  previously  mentioned,  the 
deposition  of  quantities  of  the  same  metal  with  which  the 
objects  are  to  be  coated  upon  the  contact- body  cannot  be 
avoided.  To  be  sure,  claim  is  made  in  a  few  patents  to  pre- 
vent deposition  upon  the  contact-metal  and  to  keep  the  con- 
tact-body free  by  certain  additions,  for  instance,  alkaline  pyro- 
phosphates and  phosphates,  but  experiments  failed  to  prove 
the  correctness  of  these  claims. 

The  useless  reduction  of  metal  is  one  of  the  many  weak 
points  of  the  contact- process.  The  bath  thereby  becomes 
rapidly  poor  in  metal,  requires  frequent  refreshing  or  regenera- 
tion, which  as  a  rule  is  not  so  readily  done,  and  thus  in  prac- 
tice the  contact- process  becomes  quite  expensive.  It  must 
further  be  borne  in  mind  that  so  soon  as  reduction  of  metal 
upon  the  contact-body  takes  place,  the  formation  of  a  deposit 
upon  the  object  ceases,  this  being  the  reason  why  only  very 
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thin  deposits  can  be  produced,  which  do  not  afford  protection 
;ainst  atmospheric  influences,  and  are  not  sufBciently  resistant 
mechanical  attack. 

To  avoid  as  much  as  possible  the  drawback  of  metal  being 
reduced  on  the  wrong  place,  Dr.  G,  Langbein  &  Co.  use,  ac- 
■j£ordingto  a  method  for  which  a  patent  has  been  applied  for, 
^Baskets  of  contact-metaK  the  outsides  of  the  latter,  which  do 
^■lot  come  in  contact  with  the  objects,  being  insulated  from  the 
^Klectrolyte  by  enameling,  or  coating  with  hard  rubber,  cellu- 
^■oid  or  similar  materials  capable  of  resisting  the  hot  solution. 
^PDr,  they  use  baskets  of  contact-metal  the  outsides  of  which  are 
provided,  either  mechanically  by  rolling  or  welding,  or  electro- 
lytically  by  deposition,  with  the  same  metal  contained  in  solu- 
tion in  the  electrolyte,  the  baskets   being  thus  protected  from 
the  deposit ;  while»  in  addition,  a  partial  regeneration  of  the  bath 
Hp  in  many  cases  attained.     With  certain   combinations  a  por- 
^Kion   of  the  eleclro-negatvve   metal  or  alloy  combined  with  the 
^fcontact-metal  or  fixed  insulated   from  it,  passes  into  solutioni 
^pind  partly  replaces  the  metal  which  has  been  withdrawn  from 
the  bath  and  deposited  upon  the  objects. 

Further  drawbacks  of  the  contact  process  are,  working  with 
baths  almost  boiling  hot,  and  the  consequent  evolution  of 
steam  which  is  injurious  to  the  workmen  as  well  as  to  the  work- 

roms. 
Hence,  the  contact  process  is  suitable  only  for  coating — so- 
to  say  coloring — objects  in  large  quantities  with  another  metal, 
when  no  demands  as  regards  solidity  of  the  deposit  are  made. 

t  Nickeling  by  Cmttact  and  Boiling. 

Franz  Stolba  has  described  a  nickeling  process  by  contact, 
hich  is  executed  as  follows: 

In  a  bright  copper  kettle  heat  to  boiling  a  concentrated  solu- 
tion of  zinc  chloride  with  an  equal  or  double  the  volume  of 
soft  water,  and  then  add,  drop  by  drop,  pure  hydrochloric  acid 
until  the  precipitate  formed  by  diluting  the  zinc  chloride  solu- 
tion with  water  disappears.     Then  add  as  much  zinc  powder  as 
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will  lie  upon  the  point  of  a  knife,  the  effect  of  this  addition 
being  that  the  copper  of  the  kettle  so  far  as  it  comes  in  contact 
with  the  solution  is  in  a  few  minutes  zincked.  Now  bring  into 
the  kettle  sufficient  nickel  salt,  best  nickel  sulphate,  to  color 
the  fluid  perceptibly  green.  Then  introduce  the  articles  to  be 
nickeled  together  with  small  pieces  of  sheet-zinc  or  zinc  wire, 
so  as  to  present  many  points  of  contact,  and  continue  boiling. 
With  a  correct  execution  of  the  process  it  is  claimed  the  articles 
will  be  uniformly  nickeled  in  15  minutes.  If  such  be  not  the 
case,  the  boiling  must  be  continued,  fresh  pieces  of  zinc  added, 
or,  if  the  solution  does  not  appear  sufficiently  green,  fresh  nickei 
salt  introduced. 

For  the  success  of  the  process  several  conditions  are  neces- 
$ary»  The  metallic  articles  must  be  thoroughly  freed  from 
grease,  as  otherwise  no  deposit  of  nickel  is  formed  on  the 
greasy  places.  In  boiling,  the  solution  must  not  become  turbid 
by  the  separation  of  basic  zinc  salt,  nor  acid,  by  free  hydro- 
chloric acid,  otherwise  the  nickeling  will  be  dull  and  blackish. 
Hence,  any  turbidity  must  be  at  once  removed  by  adding,  drop 
by  drop,  hydrochloric  acid,  and  too  great  acidity,  by  the  care^ 
ful  addition  of  solution  of  carbonate  of  soda.  The  articles  thus 
nickeled  arc  to  be  thoroughly  washed  with  water,  dried,  and 
polished  with  whiting. 

Since  stains  are  readily  formed  by  this  process,  especially 
when  nickeling  polished  iron  and  steel  articles,  on  the  places 
where  the  metal  to  be  nickeled  comes  in  contact  with  the  zinc, 
.^tolba  in  later  experiments  omitted  the  zinc,  and  thus  the  con- 
tact process  becomes  a  boiling  process.  To  a  10  per  cent. 
Holution  of  zinc  chloride  add  enough  nickel  sulphate  to  give  the 
nolution  a  deep  green  color  and  then  heat,  best  in  a  porcelain 
vc*!«cl,  to  the  boiling-point.  Then  without  troubling  about  the 
turbidity  of  the  bath  caused  by  the  separation  of  a  basic  zinc 
Aiill,  immersie  in  it  the  objects,  previously  cleansed  and  freed 
1i\Mn  grease,  in  such  a  way  that  they  do  not  touch  each  other, 
or  A\  lc4<it  in  only  a  few  places,  and  keep  the  whole  boiling  30 

tK»  minutes,  from  time  to  time  replacing  the  water  lost  by 
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evaporation.  The  after-treatment  is  the  same  as  given  above 
for  the  contact  process.  The  deposit  of  nickel  is,  of  course, 
very  thin. 

Objects  of  steel,  especially  of  hardened  steel,  resist  nickeling 
by  boiling,  and  remain  free  from  nickel  even  after  boiling  for 
several  hours.  However,  by  using  iti  place  of  the  10  per  cent, 
chloride  of  zinc  solution,  concentrated  solution  of  chloride  of 
zinc,  nickeling  is  claimed  to  be  effected  in  hall  an  hour. 

However,  Stolba's  process  cannot  be  recommended  to  the 
nickel  plater.  To  be  sure  a  thin  nickel  deposit  of  a  light  color 
may  be  obtained  upon  brass  articles,  but  that  on  iron  articles 
generally  turned  out  dark  and  mostly  stained.  The  process 
may  be  suitable  for  the  amateur  but  for  professional  work  the 
results  are  not  sufficiently  sure.  Besides,  it  is  necessary  to 
place  the  boiled  iron  and  steel  articles  for  several  hours  in  lime 
water  to  remove  the  zinc  chloride  lye  and  prevent  its  rust- 
producing  effect.  The  nickeling  is  so  thin  that  it  will  not  stand 
polishing  with  vigorous  pressure,  and  the  cheapness  of  the  pro- 
cess is  believed  to  be  quite  illusive,  the  solution  soon  becoming 
useless  by  reason  of  the  absorption  of  copper,  iron,  etc.,  from 
the  metals  to  be  nickeled. 

If  small  objects  are  positively  not  to  be  nickeled  with  the 
current,  one  of  the  following  processes  is  to  be  preferred. 

By  boiling  a  solution  of  85^  ozs.  of  nickel-ammonium  sul- 
phate and  8^4  ozs*  of  ammonium  chloride  in  i  quart  of  water, 
together  with  clean  iron  filings  free  from  grease,  and  introduc- 
ing into  the  fluid  copper  or  brass  articles,  the  latter  become 
coated  with  a  thin  layer  of  nickel  capable  of  bearing  light 
polishing. 

In  place  of  iron  filings,  it  is  of  greater  advantage  to  bring  the 
objects  to  be  coaled  in  contact  with  a  piece  of  zinc  sheet  of 
not  too  small  a  surface,  or  to  nickel  them  in  an  aluminium 
basket.  The  hotter  the  solution  is,  the  more  rapidly  coating. 
with  nickel  is  effected,  and  when  the  bath  is  made  slightly 
alkaline  with  ammonia,  iron  objects  also  nickel  quite  well  in  an 
ium  basket. 
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of  tbe  dnc -contact,  Basse  &  Selve  use  an  aluminium 
for  aickcUng  (as  well  as  for  coppering  and  silvcnng)r 
to  the  patent  specification,  objects  nickel  gray  and 
»  nctsltic  luster  ^hen  brought  in  a  zinc  basket  into  a 
solnlioci  of  20  parts  of  nickel-ammonium  sulphate,  40 
kiam  chloride  and  60  parts  water,  which,  after  the 
of  a  slight  excess  of  ammonia  and  filtering,  is  rendered 
iHL^^^  ^m:kI  with  citric  acid.  By  substiluiing  for  the  zinc 
fctlVft  111  aluinintum  basket,  a  lustrous,  more  firmly  adhering 
llQfef  of  akkcl  is  in  about  two  minutes  obtained. 

Situ  better  results  arc  obtained  by  keeping  the  bath  slighly 
tfcftltae  with  ammonia  or  ammonium  carbonate. 

A%  D&rlay  has  patented  in  France  as  vve!l  as  in  Germany  a 
of  nickeling  (as  well  as  cobalting)  by  aluminium  or 
ium  contact.  However,  the  object  of  the  invention  is 
the  aluminium-contact,  which  has  been  known  for  a  long 
the  special  kinds  of  baths,  the  compositions  of  which 
Wt  sunilar  to  that  of  other  known  contact-baths,  but  the  use  of 
th^  aluminium  or  magnesium  contact  in  connection  with  baths 
v4  exactly  defined  compositions, 

Ihe^e  patented  baths  fulfil  notliing  further  than  the  general 
^^mduk^us  given  in  detail  on  p.  476  e/.  scq.^  and  which  are  also 
Mi^kkd  hy  most  of  the  long  known  contact-baths  as  shown  by 
llMfr  iMklh  for  gilding  by  contact  (p.  47/),  Darlay's  patent  is, 
Ibtrtfoie^  A  combination-patent,  and  its  right  of  existence  ap* 
y^rft  rather  doubtful  in  view  of  the  fact  that  Basse  and  Selve's 
MHnt  ha*i  expired,  and  that  baths  of  the  composition  of  the 
Hdill^    electrolytes    have    long    been    known    and    used    for 

WlklUy**  baths  arc  brought  into  commerce  by  "  Elcctro- 
mUll^Ml^**  under  the  name  of  antovolt  baths,  and  in  answer 
^iMmy  llK|uirie$  it  may  here  be  stated  that  for  the  reason 
j^it  VMA  p«  47<5^  no  heavier  deposits  can  be  produced  with 
1^^.  Ak  b«th*»  than  with  the  contact  process  in  general, 

^Mi  ^^^*«^  ^^^^  aul«^^^lt  method  shows  the  same  drawbacks  a& 
^ffMttMNM^P<>>«:»^CS. 
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In  his  patent  specification,  Darlay  gives  the  following  com- 
josition  of  the  electrolyte  which  is  to  be  used  hoi: 

Water  I  quart,  nickel  chloride  /}4  drachms,  sodium  phos- 
phate 8J^  ozs.,  aipmonium  chloride  11^  drachms,  ammonium 
carbonate  and  sodium  carbonate  each  4^  drachms. 

The  sodium  phosphate  is  claimed  to  effect  the  production  of 

bright  attacking  surface  of  the  coniacl-metal,,and  ihe  sodium 

ind   ammonium  carbonates,  the  alkaline  reaction  and,  hence 

the  generation  of  the  current,  by  dissolving  the   aluminiucn, 

tjivhile  the  ammonium  chloride  produces  good  conductivity.  As 
'gards  the  action  of  alkaline  pyrophosphates,  the  reader  is 
jferred  to  p.  477. 

The  inventor  asserts  that  the  proportions  given  above  have 
^-to  be  kept  within  quite  narrow  limits.  With  the  exception  of 
^Wic  nickel  chloride,  the  quantities  of  sodium  phosphate  and  of 
^nne  of  the  other  chemicals  can  without  fear  be  increased  50  per 
^Kcnt.,  the  results  thus  obtained  being  still  better  than  with 
^B)^rlay*s  formula. 

The  chemical   process  of   Darlay*s   electrolyte   consists   no 

Koubt  in  that  a  transposition  takes  place  between  the  nickel 
hloride  and  the  sodium  phosphate,  sodium  chloride  and  nickel 
phosphate  being  formed,  which  are  soluble  in  the  excess  of 

HM>dtum  phosphate,  and  are  not  precipitated  by  the  alkaline 

^ftarbonates. 

^P  Hence  the  bath  given  on  p-  258  imder  formula  IX  for  nickel- 
ing with  an  external  source  of  current,  should  be  suitable  for 
contact-nickeling  with  aluminium,  if  the  quantity  of  sodium 
phosphate  be  materially  increased,  the  conductivity  enhanced 
by  the  addition  of  ammonium  chloride,  and  the  solution  of  the 
aluminium  promoted  by  adding  caustic  potash,  caustic  soda,  or 
better,  alkaline  carbonates. 


U  Cobaltiftg  by  Contact  and  Boiling, 

Cobalting  by  contact  is  readily  accomplished  with  the  use  of 
the  following  bath:  Crystallized  cobalt  sulphate  0,35  oz,,  crys- 
tallized ammonium  chloride  0.07  oz.,  water  i  quart.     Heat  the 
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bath  to  between  104°  and  122°  F.,and  immerse  the  previously 

cleansed  and  pickled  articles  in  it,  bringing  them  in  contact 
with  a  bright  zinc  surface  not  too  small;  for  small  articles  a 
zinc  basket  may  be  used.  In  3  or  4  minutes  the  coating  is 
heav^y  enough  to  bear  vigorous  polishing.  ^H 

It  is  a  remarkable  fact  that  with  aluminium-contact  no  sat^fl 
factory  results  are  obtained  in  this  baihj  the  reaction  of  alumi- 
nium in  cobalt  solutions  thus  appearing  to  be  different  from 
that  in  nickel  solutions.     What  has  been  said  in  regard  to  Dar- 
lay's  contact  process  (or  nickeling  applies  also  to  cobalting. 

For  cobalting  small  objects  in  quantities,  the  reader  is 
referred  to  Warren's  process,  p.  319. 

Coppering  by  Contact  and  Dipping, 

According  to  Liidersdorff,  a  solution  of  tartrate  of  copper  in 
neutral  potassium  tartrate  serves  for  this  purpose.  A  suitable 
modification  of  this  bath  is  as  follows:  Heat  10  quarts  of  water 
to  140°  F.,  add  2  lbs.  of  pulverized  tartar  (cream  of  tartar)  free 
from  lime,  and  10^  ozs.  of  carbonate  of  copper  Keep  the 
fluid  at  the  temperature  above  mentioned  until  the  evolution  of 
gas  due  to  the  decomposition  of  the  carbonate  of  copper  ceases, 
and  then  add  in  small  portions,  and  with  constant  stirring,  pure 
whiting  until  effervescence  is  no  longer  perceptible.  Filter  off 
the  fluid  from  the  tartrate  of  lime,  separate  and  wash  the  precipi- 
tate, so  that  the  filtrale,  inclusive  of  the  wash  water,  amounts  to 
10  or  12  quarts,  and  dissolve  in  it  1  J^  ozs.  of  caustic  soda  and 
I  oz.  of  99  per  cent,  potassium  cyanide. 

With  zinc  contact  tlie  bath  works  somewhat  slowly,  but  more 
rapidly  with  aluminium-contact.  Zinc  is  coppered  in  this  bath 
by  simple  immersion. 

The  bath  for  coppering  by  contact,  proposed  by  Weill,  has 
been  given  on  p.  ^2^,  under  formula  X.  The  bath  is  to  be 
heated  to  between  185°  and  194°  F.,  and  with  zinc  contact 
yields  a  tolerably  good  deposit  upon  small  iron  objects.  With 
aluminium-contact,  iron  screws  as  well  as  iron  articles  in  quan- 
tities are  quickly  and  nicely  coppered. 
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According  to  Bacco,  a  copper  bath  in  which  zinc  may  be 
oppercd  by  immersion,  and  iron  and  other  metals  in  contact 
ith  zinc,  is  prepared  by  adding  to  a  saturated  solution  o(  blue 
itriol,  potassium  cyanide  solution  until  the  precipitate  of 
yanide  of  copper  which  is  formed  is  again  dissolved.  Then 
dd  fV  to  i  of  the  volume  of  liquid  ammonia  and  dilute  with 
rater  to  7°  Be. 

The  bath  is  to  be  heated  to  194^  F.  To  the  same  ex- 
ent  as  zinc  passes  into  solution  the  copper  bath  is  gradually 
hanged  to  a  brass  bath. 

Every  strongly  alkaline  copper  cyanide  bath  may  serve  for 
coppering  by  contact,  provided  only  a  small  quantity  of  free 
potassium  cyanide  is  present  in  the  bath,  and  the  latter  is 
heated  to  194°  F. 

Zinc  when  used  as  a  contact-metal  shows  the  drawback  of 
he  copper  depositing  quite  firmly  upon  it,  so  that  it  has  to  be 
Tcmovcd  by  pickling  in  nitric  acid.     Furthermore,  with  the  use 
of  zinc  as  contact-bodies^  the  content  of  free  alkali  has  to  be 
much  larger  than  with  aluminium  contacts,  and  so  much  ztnc 
asses,  in  the   first  case,  into  solution  that^  in  place  of  copper 
eposits*  brass  deposits  with  tones  of  color  varying  according 
the  temperature  are  in  a  short  time  obtained. 
According  to   Darlay's  patent,  an  alkaline  copper  cyanide 
ath  heated  to  between    185°  and    194"^  F.  is  to  be  used,  the 
lectrolyte  consisting  of; 
Water   l  quart,  cupric  sulphate  0,35  oz.,  potassium  cyanide 
0.42  oz.,  caustic  soda  0.52  oz. 

When  in  such  formulas  the  quantity  of  potassium  cyanide  is 
given  without  staling  its  content  in  per  cent.,  it  would,  as  a 
rule,  be  understood  to  refer  to  the  98  or  99  per  cent,  article. 
owcver,  according  to  experiments  made  with  Bacco's  bath. 
ith  the  use  of  98  per  cent,  potassium  cyanide,  the  excess 
would  be  too  large,  and  it  may  be  supposed  that  Darlay's  for- 
ula  refers  to  Oo  per  cent,  potassium  cyanide. 
However,  in  this  respect,  the  patent  specification  does  not 
agree  with  the  facts.     For  instance,  the  content  of  potassium 
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cyanide  *'  is  exactly  to  be  adhered  to "  tn  order  to  prevent 
a  deposit  of  copper  upon  the  contact-body — an  aluminium 
basket.  However,  no  matter  whether  potassium  cyanide  with 
a  content  of  60  per  cent.,  or  more  is  used,  a  heavy  deposit 
of  copper  is  always  formed  upon  the  aluminium,*  and  the  for- 
mation of  a  deposit  of  copper  upon  the  objects  is  not  in  the 
least  dependent  upon  adhering  exactly  to  the  quantity  of  potas- 
sium cyanide  given. 

The  chemical  process  of  Darlay's  formula  consists  therefore 
in  the  conversion  of  cupric  sulphate  and  potassium  cyanide  to 
potassium* copper  cyanide.  With  the  use  of  68  per  cent,  potas- 
sium cyanide  scarcely  any  free  potassium  cyanide  is  contained 
in  the  bath,  while  with  98  per  cent,  potassium  cyanide,  free 
potassium  cyanide  remains  in  the  bath.  If,  now  *'the  accur- 
ately-fixed content  of  potassium  cyanide"  in  Darlay's  formula 
refers  to  the  60  per  cent,  article,  we  come  back  to  Bacco's 
formula,  in  which  just  enough  potassium  cyanide  is  added  to 
the  cupric  sulphate  solution  to  rcdissolve  the  separated  cupro- 
cupric  cyanide,  a  content  of  free  potassium  cyanide  being 
avoided.  Bacco  effects  alkalinity  by  ammonia  and  Darlay  by 
caustic  soda.  From  this  it  will  be  seen  that  Darlay's  formula 
is  very  similar  to  Bacco's,  and  it  is  doubtful  whether  a  patent- 
right  can  be  claimed  on  the  substitution  of  caustic  soda  (or 
ammonia.  At  any  rate,  now  that  Basse  and  Selve's  patent  has 
expired,  it  is  obvious  that  Bacco's  bath  with  the  use  of  alu- 
minium-contact can  be  employed  for  coppering  by  contact 
without  infringing  on  Darlay's  patent. 

The  so-called  bnish-coppering,  which  has  been  recommended, 
may  here  be  mentioned.  This  process  may  be  of  practical 
advantage  for  coppering  v^xy  large  objects  which  by  another 
method  could  only  be  coated  with  difficulty.  The  deposit  of 
copper  is,  of  course,  very  thin.  The  process  is  executed  as 
follows:  The  utensils  required  are  two  vessels  of  sufficient  size. 


*  According  to  expertotcnts  made  by  Friessner,  about  90  per  cent,  of  ibe  metal 
contain rd  in  the  bath  was  deposited  upon  the  contact^body,  and  only  10  per  cent, 
upon  the  obfects. 
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ich  provided  with  a  brush,  preferably  so  wide  that  the  entire 
surface  of  the  object  to  be  treated  can  be  coated  with  one  ap- 
►lication.  One  of  the  vessels  contains  a  strongly  salttratcd 
»lution  of  caustic  soda,  and  the  orher  a  strongly  saturated  solu- 
ion  of  blue  vitriol.  For  coppering,  the  well-cleansed  object  is 
irst  uniformly  coated  with  a  brushful  of  the  caustic  soda  solu- 
Son,  and  then  also  with  a  brushful  of  the  blue  vitriol  solution. 
quite  thick  film  of  copper  is  immediately  deposited  upon  the 
ibject.  Care  must  be  had  not  to  have  the  brush  too  fuU,  and 
lot  to  touch  the  places  once  gone  over  the  second  time,  as 
otherwise  the  layer  oi  copper  does  not  adhere  firmly. 

Many  iron  and  steel  objects,  for  instance,  wire,  springs,  etc, 
ire  provided  with  a  thin  film  of  copper  in  order  to  give  them 
more  pleasing  appearance.  For  this  purpose  a  copper  solu- 
tion of  10  quarts  of  water,  i  J^  ozs.  of  blue  vitriol,  and  1  J^  ozs. 
if  pure  concentrated  sulphuric  acid  may  be  used.  Dip  the 
ron  or  steel  objecis,  previously  freed  from  grease  and  oxide^ 
►r  a  moment  in  the  solution,  moving  them  constantly  to  and 
ro;  then  rinse  them  immediately  in  ample  water,  and  dry, 
\y  keeping  the  articles  too  long  in  the  solution  the  copper 
iparates  in  a  pulverulent  form,  and  does  not  adhere. 
Sted pens,  needles*  eyes,  etc.,  may  be  coppered  by  diluting  the 
SOpper  solution  just  mentioned  with  double  the  quantity  of 
rater,  moistening  sawdust  with  the  solution,  and  revolving  the 
ttter,  together  with  the  objects  to  be  coppered,  in  a  wooden 
"tumbling  barrel, 

r  Brassing  by  Contact. 

r  Some  older  authors  have  given  formulas  for  baths  for  brass- 
ing by  contact,  but  the  results  obtained  are  not  very  satisfactory. 
Darlay  has  palenied  the  bath  given  below.  It  is  brought 
ito  commerce  under  the  name  of  autovolt  brass  bath,  and 
yields  thin  brass  deposits  of  an  agreeable  color  and  good  luster: 
■  Water  i  quart,  cupric  sulphate  0,14  oz.,  zinc  sulphate  0.35 
oz,,  potassium  cyanide  0.44  oz.,  caustic  soda  0.52  oz. 

On  testing  this  formula  it  was  found  that  with  the  use  of  98 
rr  cent,  potassium  cyanide  the  bath  yielded  no  deposit,  one 
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being,  however,  obtained  with  the  60  per  cent,  article.  What 
has  been  said  in  reference  to  the  autovolt  copper  bath  applies 
also  to  the  brass  bath. 

As  previously  mentioned,  deposits  produced  by  contact  can- 
not be  obtained  of  any  thickness,  the  contact-metal  soon  be- 
coming covered  with  a  deposit  when  the  process  coroes  to  a 
standstill.  Aluminium,  to  be  sure»  relinquishes  the  deposited 
metal  in  coherent  laminse,  this  being  promoted  by  the  heavy 
evolution  of  hydrogen.  However,  it  shows  also  how  large  arc 
the  quantities  ol  metal  which  are  deposited  upon  the  aluminiunit 
and  that  deposition  by  contact  is  consequently  connected  with 
a  waste  of  metallic  salts,  which  considerably  increases  the  cost 
of  manufacture.  For  removing  the  deposit  upon  the  aluminium 
body,  mixtures  of  nitric  and  sulphuric  acids  have  to  be  used, 
so  I  hat,  in  addition  to  the  loss  of  metal,  there  is  a  considerable 
consumption  of  acids. 

Iron  objects  brassed  in  the  above-mentioned  baths  have,  to 
be  sure,  quite  a  neat  appearance,  but  soon  commence  to  rust* 
and  for  this  reason  cannot  serve  as  substitutes  for  objects 
thickly  brassed  by  means  of  an  external  source  of  current. 

Silvering  by  Contact,  Immersion  and  Friction. 

For  contact-silvering  of  copper  and  brass  objects  the  follow- 
ing bath  may  be  used : 

Water  i  quart,  crystallized  silver  nitrate  0.52  oz.,  60  per  cent, 
potassium  cyanide  1,4  oz. 

The  bath  is  to  be  somewhat  heated,  so  that  deposition  does 
not  take  place  too  slowly.  Zinc  is  very  suitable  for  a  contact- 
metal,  but  to  avoid  formation  of  stains,  the  contact-points  have 
to  be  frequently  changed. 

If  iron  articles  are  to  be  silvered,  it  is  recommended  to  add 
to  the  bath,  heated  to  between  176^  and  194^  F.,  about  0.28  to 
0.35  oz.  of  caustic  soda,  and  to  use  an  aluminium  contact;  for 
smaller  objects  in  quantities  an  aluminium  basket.  It  is  of 
greater  advantage,  in  all  cases,  first  to  brass  or  copper  the  iron 
objects* 
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According  to  Darlay's  German  patent,  128,318,  the  follow- 
ing baths  serve  for  silvering  by  contact  with  aluminium : 

Water  i  h'ter(2.ii  pints),  silver  nitrate  20  grammes  (0.7  oz.), 
potassium  cyanide  10  grammes  (0.35  oz.),  caustic  potash  4 
grammes  (0.14  oz.). 

Information  regarding  the  content  in  per  cent,  for  potassium 
cyanide  is  wanting.  Besides,  the  quantity  of  potassium  cya- 
nide in  proportion  to  silver  nitrate  is  loo  low,  which  may  be 
^.due  to  a  typographical  error,  and  it  may  be  supposed  that  the 
irmuia  for  a  25-liter  bath,  as  given  in  the  patent  specification, 
should  read  0.05  kilogramme  of  silver  nitrate  instead  of  0,5 
kilogramme.  This,  calculated  to  1  liter,  gives  2  grammes  in- 
stead of  20  grammes  of  silver  nitrate. 
H  For  silvering  iron  aud  stcci  in  hot  baths  : 

^ft    Water  i  quart,  silver  nitrate  0.44  oz,,  potassium  cyanide  4.4 
^Bzs.,  sodium  phosphate  0.8S  oz. 

^r  The  object  of  the  sodium  phosphate  here  is  not  to  prevent 
the  adhesion  of  the  metal  deposited  upon  the  contact  metal, 
which  is  to  be  effected  by  the  excess  of  potassium  cyanide. 
However,  in  experiments  made  with  this  balh»  more  silver  was 
deposited  upon  the  contact-body  than  upon  the  objects. 

Siiv^riftg  by  immersion. — For  silvering  coppered  or  brassed 

rbjects  by  immersion,  ihe  following  solution  may  be  used : 
Water  i  quart,  silver  nitrate  0.35  ozs.,  98  per  cent,  potassium 
cyanide  1.23  ozs. 

To  prepare  the  bath  dissolve  the  silver  salt  in  \  pint  of  the 
water,  then  the  potassium  cyanide  in  the  remaining  pint  of 
water,  and  mix  the  two  solutions.  The  bath  is  heated  in  a 
porcelain  or  enameled  iron  vessel  to  between  176*^  and  194^  F., 
and  the  thoroughly  cleansed  and  pickled  objects  are  immersed 
in  it  until  uniformly  coated,  previous  quicking  being  not  re- 
quired. The  deposit  is  lustrous  if  the  articles  are  left  but  a 
short  time  in  the  bath,  but  becomes  dull  when  they  remain 
longer.  In  the  first  case  the  deposit  is  a  mere  film,  and,  while 
it  is  somewhat  thicker  in  the  latter,  it  can  under  no  circum- 
stances be  called  solid.     The  thickness  of  the  deposit  does  not 
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increase  by  continued  action,  as  much  metal  being  dissolved  as 
silver  is  deposited,  and  the  silver  deposit  prevents  a  further 
dissolving  effect  upon  the  basis  metat 

The  bath  gradually  works  less  effectively,  and  finally  ceases 
to  silver,  when  its  action  may  be  restored  by  the  addition  of  23^ 
to  5)^  drachms  of  potassium  cyanide  per  quart.  Should  this 
prove  ineffectual,  the  content  of  silver  is  nearly  exhausted,  and 
the  bath  is  evaporated  to  dryness,  and  the  residue  added  to  the 
silver  waste.  Frequent  refreshing  of  the  bath  with  silver  salt 
cannot  be  recommended,  the  silvering  always  turning  out  best 
in  a  fresh  bath, 

A  solution  of   nitrate  of  silver  in  sodium  sulphite  is»  accord- 

Fig.  141. 


itig  h  .  ieur,  very  suitable  for  silvering  by  immersion.  .The 
solution  is  prepared  by  pouring  into  moderately  concentrated 

►Uition  of  sodium  phosphite,  while  constantly  stirring,  solution 
'of  a  silver  salt  until  the  precipitate  of  silver  sulphide  formed 
begins  to  be  dissoh^cd  with  difficuhy.  The  bath  can  be  used 
cold  or  warm,  fresh  solution  of  silver  being  added  when  it  com- 

icnces  to  lose  its  effect.  If,  however,  the  bath  is  not  capable 
SdI  ili^olving  the  silver  sulphide  formed,  concentrated  solution 
o(  Hodium  sulphite  has  to  be  added. 


py  acailllg  cuppct  luniiii^s  wim  uunccrim  iitru  smpjiunc  aciu, 
washing  the  gas  in  a  Woulff  bottle  filled  an  inch  or  so  deep 
with  water,  and  introducing  it  into  the  bottle  containing  the 
soda  solution,  as  shown  in  the  illustration.  A  part  of  the  soda 
becomes  transformed  into  sodium  sulphite,  which  dissolves, 
and  a  part  is  precipitated  as  carbonate.  The  latter,  however, 
is  transformed  into  sodium  sulphite  by  the  continuous  action 
of  sulphurous  acid,  and  carbonic  acid  gas  escapes  with  efferves- 
cence. When  all  has  become  dissolved,  the  introduction  of 
sulphurous  acid  should  be  continued  until  the  liquid  slightly 
reddens  blue  litmus  paper,  when  it  is  set  aside  for  24  hours. 
At  the  end  of  that  time  a  certain  quantity  of  crystals  will  be 
rlound  upon  the  mercury,  and  the  liquid  above,  more  or  less 
colored,  constitutes  the  sodium  sulphite  of  the  silvering  bath. 
The  liquid  sodium  sulphite  thus  prepared  should  be  stirred 
with  a  glass  rod,  to  eliminate  the  carbonic  acid  which  may  still 
remain  in  it.  The  liquid  should  then  be  again  tested  with  blue 
litmus  paper,  and  if  the  latter  is  strongly  reddened,  carbonate 
of  soda  is  cautiously  added,  little  by  little,  in  order  to  neutralize 
the  excess  of  sulphurous  acid.  On  the  other  hand,  if  red  litmus 
paper  becomes  blue,  too  much  alkali  is  present,  and  more 
sulphurous  acid  gas  must  be  passed  through  the  liquid,  which 
is  in  the  best  condition  for  our  work  when  it  turns  litmus  paper 
violet  or  slightly  red.  The  solution  should  mark  from  23^  to 
20^  B^.,  and  should  not  come  in  contact  with  iron,  zinc,  tin,  or 
lead. 

As  will  be  seen,  this  mode  of  preparing  the  sodium  sulphite 
solution  is  somewhat  troublesome,  and  it  is  therefore  recom- 
mended to  proceed  as  follows:   Prepare  a  saturated  solution  of 


The  immersion-bath,  prepared  according  to  one  or  the  othef 
method,  works  well,  the  silvering  produced  having  a  beautiful 
luster,  such  as  is  desirable  for  many  cheap  articles.  If  the 
articles  are  allowed  to  remain  for  a  longer  time  in  the  bath,  a 
matt  deposit  is  obtained.  For  bright  silvering,  the  bath  should 
always  be  used  cold.  It  must  further  be  protected  as  much  as 
possible  from  the  light,  otherwise  gradual  decomposition  takes 
place. 

According  to  Dr.  Ebcrmaycr,  a  silver  immcrsion-balh  for 
bright  silvering  is  prepared  as  follows:  Dissolve  i.i2ozs.  of 
nitrate  of  silver  in  water,  and  precipitate  the  solution  with 
caustic  potash.  Thoroughly  wash  the  silver  oxide  which  is 
precipitated,  and  dissolve  it  in  i  quart  of  water  which  contains 
5.52  ozs.  of  potassium  cyanide  in  solution,  and  finally  dilute  the 
whole  with  one  quart  more  water.  For  silvering,  the  bath  is 
heated  to  the  boiling-point,  and  the  silver  withdrawn  may  be 
replaced  by  the  addition  of  moist  silver  oxide  as  long  as  com* 
plete  solution  takes  place^  When  the  silvering  is  no  longer 
beautiful  and  of  a  pure  white  color,  the  bath  is  useless,  and  is 
then  evaporated.  Experiments  wi^h  a  balh  prepared  according 
to  the  above  directions  were  never  quite  satisfactory.  Belter 
results  were,  however,  obtained  by  diluting  the  balh  with  3  to  4. 
quarts  of  water  and  using  it  without  heating.  It  then  yielded 
very  nice,  lustrous  silvering. 

The  process  of  coating  with  a  thin  film,  or  rather  whitening, 
with  sliver,  small  articles,  such  as  hooks  and  cyes^  /^inSr  ^/<'*t 
differs  from  the  above-described  immersion  method,  which 
effects  the  silvering  in  a  few  seconds,  in  that  the  articles  require 
to  be  boiled  for  a  longer  lime.     The  process  is  as  follows: 
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Prepare  a  paste  from  0.88  oz.  of  silver  nitrate  precipitated  as 
silver  chloride,  cream  of  tartar  44  ozs.,  and  a  like  quantity  of 
common  salt,  by  precipitating  the  silver  nitrate  with  hydro- 
chloric acid,  washing  the  chloride  of  silver  and  mixing  it  with 
the  above-mentioned  quantities  of  cream  of  tartar  and  common 
salt,  and  sufficient  water  to  a  paste,  which  is  kept  in  a  dark  glass 
vessel  to  prevent  the  chloride  of  silver  from  being  decomposed 
by  the  light.  Small  articles  of  copper  or  brass  are  first  freed 
from  grease,  and  pickled.  Then  heat  in  an  enameled  kettle 
3  to  5  quarts  of  rain-water  to  the  boiling*poiiit ;  add  2  or  3  heap- 
ing teaspoonfuls  of  the  above-mentioned  paste,  and  bring  the 
metallic  objects  contained  in  a  stoneware  basket  into  the  bath» 
and  stir  them  diligently  with  a  rod  of  glass  or  wood.  Before 
placing  a  fresh  lot  of  articles  in  the  bath^  additional  silver  paste 
must  be  added,  II  finally  the  bath  acquires  a  greenish  color, 
caused  by  dissolved  copper,  it  is  no  longer  suitable  for  the  pur- 
pose, and  is  then  evaporated  and  added  to  the  silver  residues. 

Cold  silvering  with  paste, — In  this  process  an  argentiferous 
paste,  composed  as  given  below,  is  rubbed,  by  means  of  the 
thumb,  a  piece  of  soft  leather,  or  rag,  upon  the  cleansed  and 
pickled  metallic  surface  (copper,  brass,  or  other  alloys  of  cop- 
per) until  it  is  entirely  silvered.  The  paste  may  also  be  rubbed 
in  a  mortar  with  some  water  to  a  uniformly  thin- fluid  mass,  and 
applied  with  a  brush  to  the  surface  to  be  silvered.  By  allow- 
ing the  paste  to  dry  naturally,  or  with  the  aid  of  a  gentle  heat, 
the  silvering  appears.  The  application  of  the  paste  by  means 
of  a  brush  is  chiefly  made  use  of  for  decorating  with  silver, 
articles  thinly  gilded  by  immersion.  For  articles  not  gilded, 
the  above-mentioned  rubbing-on  of  the  stiff  paste  is  to  be 
preferred. 

Composition  of  argcfttiferous  paste. — L  Silver  in  the  form  of 
freshly  precipitated  chloride  of  silver,*  0.352  oz.,  common  salt 
0.35  oz,,  potash  0,7  ozs,  whiting  0.52  oz.,  and  water  a  sufficient 
lantity  to  form  the  ingredients  into  a  stiff  paste. 
\.  Silver  in   the   form   of   freshly   precipitated   chloride   of 

fcr*  0.35  oz.,  potassium  cyanide  1.05  ozs.,  sufficient  water  to 

•  From  0.56  or.  of  nitrate  of  tilvcr. 
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dissolve  these  two  ingredients  to  a  clear  solution,  and  enough 
whiting  to  form  the  \vh:>Ie  into  a  stifT  paste.  This  paste  is 
also  excellent  lor  polishing  tarnished  silver;  it  is,  however, 
poisonous. 

The  following  non-poisonous  coniposition  does  excellent  ser- 
vice: Silver  in  the  form  of  chloride  of  silver  0,35  ozs.,  cream  of 
tartar  0.7  ozs.,  common  salt  0,7  ozs,»  and  sufficient  water  to  form 
the  mixture  of  the  ingredients  into  a  stiff  paste. 

Another  composition  is  as  follows:  Chloride  of  silver  I  part, 
pearl  ash  3,  common  salt  1  yi,  whiting  1,  and  sufficient  water  to 
form  a  paste.  Apply  the  latter  to  the  metal  to  be  silvered  and 
rub  with  a  piece  of  soft  leather.  When  the  metal  is  silvered, 
wash  in  water,  to  which  a  small  quantity  of  washing  soda  has 
been  added. 

GrainiHg, — In  gilding  parts  of  watches,  gold  is  seldom  di- 
rectly applied  upon  the  copper  ;  there  is  generally  a  preliminaT>' 
operation  called  graining,  by  which  a  grained  and  slightly  dead 
appearance  is. given  io  the  articles.  Marks  of  the  file  are  ob- 
literated by  rubbing  upon  a  whetstone,  and  lastly  upon  an  oil 
stone.  Any  oil  or  grease  is  removed  by  boiling  the  parts  for  a 
few  minutes  in  a  solution  of  lo  parts  of  caustic  soda  or  potash 
in  100  of  water,  which  should  wet  them  entirely  if  all  the  oil 
has  been  removed.  The  articles  being  threaded  upon  a  brass 
wire,  cleanse  them  rapidly  in  the  acid  mixture  for  a  bright  luster, 
and  dry  them  carefully  in  white  wood  sawdust.  The  pieces  are 
fasten^'d  upon  the  even  side  of  a  block  of  cork  by  brass  pins 
with  flat  heads.  The  parts  are  then  thoroughly  rubbed  over 
with  a  brush  entirely  free  from  grease,  and  dipped  into  a  paste 
of  water  and  very  find  pumice-stone  powder.  Move  the  brush 
in  circles,  in  order  not  to  rub  one  side  more  than  the  other; 
thoroughly  rinse  in  cold  water,  and  no  particle  of  pumice-stone 
should  remain  upon  the  pieces  of  cork.  Next  place  the  cork 
and  the  pieces  in  a  weak  mercurial  solution,  composed  of  water 
z^i  gallons,  nitrate  or  binoxide  of  mercury  j*^  or.,  sulphuric 
acid  I  02.,  which  slightly  v,^hitens  the  copper.  The  pieces  arc 
passed  quickly  through   the  solution   and    then  rinsed.     This 
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operation  g^ives  strength  to  the  graining,  which  without  it  pos- 
sesses no  adherence. 

The   following   preparations   may   be   used  for  graining:   I. 
Silver  in  impalpable  powder  2   ozs.,  finely-pulverized  cream  of 
tartar  20  ozs.,  common   salt  4  lbs.     IL  Silver  powder   I   oz., 
^■cream  of  tartar  4  to  5   ozs.,  common  salt   13   ozs.     IlL  Silver 
^Kkowder,    common   salt,  and    cream   of    tartar,  equal  parts  by 
^Biireight  of  each.     The  mixture  of  the  three  ingredients  must  be 
^■horough  and  effected  at  a  moderate  and  protracted  heat.     The 
^■graining  is  the  coarser  the  more  common  salt  there   is  in  the 
mixture,  and  it  is  the  finer  and  more  condensed  as  the  propor- 
tion of  cream  of  tartar  is  greater,  but  it  is  then  more  difRcult  to 
Tatch-brush.     The  silver  powder  is  obtained  as  follows;    Dis- 
ilve  in  a  glass  or  porcelain  vessel  ^  oz.  of  crystallized  nitrate 
of  silver  in  2^  gallons  of  distilled  water,  and  place  5  or  6 
Hrtbands  of   cleansed    copper,   ^  inch    wide,  in    the    solution. 
^HThese  ribands  should  be  long  enough  to  allow  of  a  portion  of 
^Bhem  being  above  the  liquid.     The  whole  is  kept  in  a  dark 
^Bilace,  and  from  time  to  time  stirred  with  the  copper  ribands. 
^BThis  motion  is  sufificient  to  loosen  the  deposited  silver,   and 
^^)rcsent  fresh  surfaces  to  the  action  of  the  liquor.     When  no 
more  silver  deposits  on  the  copper  the  operation  is  complete, 
and  there  remains  a  blue  solution  of   nitrate  of  copper.     The 
silver  powder  is  washed  by  decantation   or  upon  a  filter  until 
there  remains  nothing  of  the  copptr  solution, 
^P    For  the  purpose  of  graining,  a  thin  paste  is  made  of  one  of 
Ihe  above  mixtures  and  water,  and  spread  by  means  of  a  spatula 
upon  the  watch  parts  held  upon  the  cork.     The  cork  JtscH  is 
placed   upon  an  earthenware  dish,  to  which  a  rotating  move- 
ment is  imparted  by  the  left  hand.     An  oval  brush  with  close 
^-bristles,  held    in  the  right  hand,  rubs  the  watch  parts  in  every 
^Birection»  but  always  with  a  rotary  motion.     A  new  quantity  of 
^ftaste  is  added  two  or  three  times  and  rubbed  in  the  manner  in- 
dicated.    The  more  the  brush  and  cork  are  turned  the  rounder 
becomes  the  grain,  which  is  a  good  quality,  and  the  n.ore  paste 
added  the  larger  the  grain.    When  the  desired  grain  is  obtained, 
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the  pieces  are  washed  and  scratch-brushed.     The  brushes  em- 
ployed are  of  brass  wire,  as  fine  as  hair,  and  very  stiflT  and 
springy.     It  is  necessary  to  anneal  them  upon  an  even  fire  to 
different  degrees;   one  soft  or  half  annealed  for  the  first  opera- 
tion or  uncovering  the  grain;   one  harder  for  bringing  up  the 
luster;  and  one  very  soft  or  fully  annealed,  used  before  gilding 
for  removing  any  marks  which   may  have   been    made  by  the 
preceding  tool,  and  for  scratch-brushing  after  gilding,  which, 
like  the  graining,  must  be  done  by  giving  a  rotary  motion  to 
the  tool.     If  it  happens  that  the  same  watch  part  is  composed 
of  copper  and  steel,  the  latter  metal  requires  to  be  preserved 
against  the  action  of  the  cleansing  acids  and  of  the   graining 
mixture  by  a  composition  called  resist.     This  consists  in  cover- 
ing the  pinions  and  other  steel  parts  with   a  fatty  composition 
which  is  sufficienlly  hard  to  resist  the  tearing  action  of  the 
bristle  and  wire  brushes,  and  insoluble  in  the  alkalies  of  the  gild- 
ing bath.     A  good  composition   is:   Yellow  wax,  2   parts  by 
weight;  translucent  rosin,  3}^  ;  extra-fine  red  sealing-wax,  I  J^  : 
polishing  rouge,  i.     Melt  the  rosin  and  sealing-wax  in  a  porce- 
lain dish,  upon  a  water  bath,  and  afterwards  add  the  yellow  wax. 
When  the  whole  is  thoroughly  fluid,  gradually  add  the  rouge 
and  stir  with   a  wooden  or  glass   rod,  withdraw  the  heat,  but 
continue  the  stirring  until  the  mixture  becomes  solid,  othenvisc 
all  the  rouge  will  fiill  to  the  bottom.     The  flat  parts  to  receive 
this  resist  are  slightly  heated,  and  then  covered  with  the  mix- 
ture, which    melts    and    is   easily  spread.     For  covering  steel 
pinions  employ  a  small  gouge  of  copper  or  brass  fixed  to  a 
wooden  handle.     The  metallic  part  of  the  gouge  is  heated  upon 
an  alcohol  lamp  and  a  small  quantity  of  resist  is  taken  with  it. 
The  composition  soon    melts,  and  by  turning  the  tool  around 
the  steel    pinion  thus  becomes   coated.     Use   a  scratch-brush 
with  long  wires,  and  their  flexibility  prevents  the  removal  of  the 
composition.     When  the  resist  is  to  be  removed  after  gilding. 
put  the  parts  into  warm  oil  or  tepid  turpentine,  then  in  a  very 
hot  soap-water  or  alkaline  solution  ;  and,  lastly,  into  fresh  water 
Scratch- brush  and  dry  in  warm,  white  wood  sawdust.      The 
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holes  of  the  pinions  are  cleansed  and  polished  with  small  pieces 

of  very  white,  soft  wood,  the  friction  of  which  is  sufficient  to 

Restore  the  primitive  luster.     The  gilding  of  parts  of  copper  and 

teel  requires  the  greatest  care,  as  the  slightest  rust  destroys 

leir  future  usefulness.     Should  some  gold  deposit  upon  the 

jtecl,  it  should  be  removed  by   rubbing  with  a  piece  of  wood 

md  impalpable  pumice  dust,  tin  putty,  or  rouge. 

The  gilding  of  the  grained  watch  parts  is  effected  in  a  bath 
irepared  according  to  formula  I  or  III.  given  under  **  Deposi- 
tion of  Gold." 

Gilding  by  Contact,  by  Immersion,  and  by  Friction. 

For  contact-gilding  by  touching  with  zinc,  formulas  I,  II, 
V  and  V*  given  in  Chapter  IX  "  Deposition  of  Gold  **  may 
used*  IV  and  V  being  especially  suitable,  if  the  addition  of 
otassium  cyanide  is  somewhat   increased  and  the  baths  are 

fficiently  heated. 

A  contact  gold  bath  prepared  with  yellow  prussiate  of  potash 
ccording  to  the  following  formula  also  yields  a  good  deposit. 

I.  Fine  gold  as  chloride  of  gold  54  grains,  yellow  prussiate 
f  potash  I  oz.,  potash  i  oz.,  common  salt  i  oz.,  water  t  quart. 

The  bath  is  prepared  as  given  for  formula  III  under  "*  Depo- 
ition  of  Gold."     For  use,  heat  it  to  boiling. 

II.  Chemically  pure  crystallized  sodium  phosphate  2.1 1  ozs,, 
eutral  crystallized  sodium  sulphite  0.55  oz.,  potassium  cyanide 

0.28  oz.,  fine  gold  (as  chloride)  15.43  grains,  water  i  quart. 
The  bath  is  prepared  as  given  for  formula  V  under  '*  Depo- 
tion  of  Gold.''  Temperature  for  con  tact-gilding  185  to 
194°  Y .  If  red  gilding  is  to  be  eflfcctcd  in  this  bath  a  corres- 
ending  addition  of  potassium-copper  cyanide  has  to  be  made, 
^  grains  sufficing  for  paler  red,  while  15  grains  have  to  be 
added  for  redder  tones. 

Gilding  by  contact  is  done  the  same  way  as  silvering  by  cov\.' 
ct.     The  points  of  contact  must  be  frequently  changed,  since 
in   the  gold  bath  intense  stains  are  still  more  readily  formed 
than  in  the  silver  bath, 
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Gilding  by  immersion  {without  battery  or  contact), — The  fol- 
lowing two  formulas  have  proved  very  useful : 

I.  Crystallized  sodium  pyrophosphate  2.82  02s.,  12  percent 
prussic  acid  4,51  drachms,  crystallized  chloride  of  gold  I.ll 
drachms,  water  i  quart.  Heat  the  bath  to  the  boiling-point, 
and  immerse  the  pickled  objects  of  copper  or  its  alloys,  mov- 
ing them  constantly  until  gilded.  Iron»  steel,  tin,  and  zinc 
should  be  previously  coppered,  coating  the  objects  with  mer- 
cury (quicking)  being  entirely  superfluous. 

All  gold  baths  prepared  with  sodium  pyrophosphate,  when 
fresh,  give  rapid  and  beautiful  results,  but  they  have  the  disad- 
vantage of  rapidly  decomposing,  and  consequently  can  seldom 
be  completely  exhausted.  In  this  respect  the  following  formula 
answers  much  better. 

II.  Crystallized  sodium  phosphate  2.82  drachms,  chemically 
pure  caustic  potash  1.69  drachms,  chloride  of  gold  0.56 
drachm,  98  per  cent,  potassium  cyanide  9.03  drachms,  water 
I  quart.  Dissolve  the  sodium  phosphate  and  caustic  potash  01 
J^  of  the  water,  and  the  potassium  cyanide  and  chloride  of 
gold  in  the  remaining  };^ ,  and  mix  both  solutions.  Heat  the 
solution  to  the  boiling-point.  This  bath  can  be  almost  entirely 
exhausted,  as  it  is  not  decomposed  by  keeping.  Should  the 
bath  become  weak,  add  about  2J^  drachms  of  potassium 
cyanide,  and  use  it  for  preliminary  dipping  until  no  more  gold 
is  reduced.  To  complete  gilding,  the  objects  subjected  to  such 
preliminary  dipping  arc  then  immersed  for  a  few  seconds  in  a 
freshly- prepared  bath  of  the  composition  given  above. 

The  bath  prepared  according  to  formula  II  is  also  "^^ry  suit- 
able for  contact  gilding. 

The  layer  of  gold  produced  by  immersion  is  in  all  cases  very 
thin,  since  only  as  much  gold  is  deposited  as  corresponds  to  the 
quantity  of  basis-metal  dissolved.  For  heavier  gilding  by  this 
process  the  action  of  zinc  or  aluminium  contact  will  have  to  be 
employed  as  auxiliary  means. 

Gliding  by  friction. — This  process  is  variously  termed  giiding 
with  the  rag,  with  the  thumb,  with  the  cork.     It  is  chiefly  em- 
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ployed  upon  silver,  though  sometimes  also  upon  brass  and 
copper.  The  operation  is  as  follows:  Dissolve  i.ji  to  1.69 
drachms  of  chloride  of  gold  in  as  little  water  as  possible,  to 
which  has  previously  been  added  0.56  drachm  of  saltpetre. 
Dip  in  this  solution  small  linen  rags,  and»  after  allowing  them 
to  drain  off,  dry  them  in  a  dark  place.  These  rags  saturated 
with  gold  solution  are  then  charred  to  tinder  at  not  too  great  a 
heat,   whereby  the    chloride   of  gold    is  reduced,  partially  to 

rotochloride    and    partially   to    finely-divided    metallic    gold. 

his  tinder  is  then  rubbed  in  a  porcelain  mortar  to  a  fine,  uni- 
form powder. 

To  gild  with  this  powder,  dip  into  it  a  charred  cork  moistened 
with  vinegar  or  salt  water  and  rub,  with  not  too  gentle  a  pres- 
sure, the  surface  of  the  article  to  be  gilded,  which  must  be 
previously  cleansed  from  adhering  grease.     The  thumb  of  the 

and  may  be  used  in  place  of  the  cork,  but  in  both  cases  care 
ust  be  had  not  to  moisten  it  too  much,  as  otherwise  the  pow- 
er takes  badly.     After  gilding,  the  surface  may  be  carefully 

urnished. 
Reddish  gilding  by  friction   is  obtained  by  adding  about  8 
grains  of  cupric  nitrate  to  the  gold  solution. 

For  gilding  by  friction,  a  solution  of  chloride  of  gold  in  an 

xcess  of  potassium  cyanide  may  also  be  used,  after  thickening 
e  solution  to  a  paste  by  rubbing  in  whiting.  The  paste  is 
applied  to  the  previously  zincked  metals  by  means  of  a  cork,  a 
piece  of  leather  or  a  brush,  Martin  and  Peyraud,  the  origin- 
ators of  this  method,  describe  the  operation  as  follows  :  Articles 
of  otJier  metals  than  zinc  are  placed  in  a  bath  consisting  of  con- 
centrated solution  of  ammonium  chloride,  in  which  has  been 
placed  a  quantity  of  granulated  zinc.  The  articles  are  allowed 
to  boil  a  few  minutes,  whereby  they  acquire  a  coaling  of  zinc. 

or  the  preparation  of  the  gilding  composition,  dissolve  11.28 
drachms  of  chloride  of  gold  in  a  like  quantity  of  water,  and 
add  a  solution  of  2.1 1  ozs.  of  potassium  cyanide  in  as  little 
water  as  possible  (about  2,8  ozs.)  Of  this  solution  add  so 
much  to  a  mixture  of  3.52  ozs,  of  fine  whiting  and  2.82  drachms 
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oi  pulverized  tartar  that  a  paste  is  formed  which  can  be  readily 
applied  with  a  brush  to  the  article  to  be  gilded.  When  the 
article  is  coated,  heat  it  to  between  140''  and  158"^  F.  After 
removing  the  dry  paste  by  washing,  the  gilding  appears  and 
can  be  polished  with  the  burnisher. 

Platinising  by  Con  tad. 

Though  a  thick  deposit  cannot  be  produced  by  the  contact- 
process,  Fehling's  directions  may  here  be  mentioned  as  suitable 
for  giving  a  thin  coat  of  platinum  to  fancy  articles.  He  recom- 
mends a  solution  of  0.35  oz.  of  chloride  of  platinum  and  7  ors. 
of  common  salt  in  1  quart  of  water,  which  is  made  alkaline  by 
the  addition  of  a  small  quantity  of  soda  lye,  and  for  use  heated 
to  the  boiling-point. 

II  larger  articles  arc  to  be  platinized  by  contact,  free  them 
from  grease,  and  after  pickling,  and  if  necessary,  coppering 
wrap  them  round  with  zinc  wire,  or  place  them  upon  a  bright 
zinc  sheet,  and  introduce  them  into  the  heated  bath.  All  the 
remaining  manipulations  are  the  same  as  in  other  contact* 
processes. 

Tinning  by  Contact  and  by  Boiling. 

For  tinning  by  zinc-contact  in  the  boiling  tin  bath,  the  folloj 
ing  solutions  are  suitable: 

According  to  Gcrhold :  Pulverized  tartar  and  alum,  of  each 
3.5  ozs.,  fused  stannous  chloride  0.88  oz.,  rain-w^ater  to  quarts. 

According  to  Roseleur:  Potassium  pyrophosphate  7  ozs„ 
crystallized  stannous  chloride  (tin-salt)  0.38  oz,,  fused  stan- 
nous chloride  2.8  ozs.,  rain  water  10  quarts. 

It  might  be  advisable  to  increase  the  content  of  potassii 
pyrophosphate,  and  to  add  about  07  oz.  of  caustic  soda. 

According  to  Roseleur  by  immersion: 

Potassium  pyrophosphate  5.6  ozs,,  fused  stannous  chloride 
1.23  ozs.,  rain-water  10  quarts. 

For  tinning  by  contact,  heat  the  bath  to  boiling  and  suspend 
the  clean  and  picked  objects  in  contact  with  pieces  of  zinc»  or» 
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better,  wrapped  around  with  zinc  wire  spirals,  care  being  had 
om  time   to   time   to  shift  them  about    to   prevent  staining, 
arge  baths  which  cannot  be  readily  heated  are  worked  cold, 
he  objects  being  covered  with  a  large  zinc  plate.     In  the  cold 
bath  the   forination  of   the   tin   deposit  requires,  of  course,  a 
ngcr  time.     By  using  the  electric  current  the  deposit  can  be 
ade  as  heavy  as  desired.     By  immersion  in  the  bath  prepared 
cording  to  the  last  formula,  zinc  can  only  be  coated  with  a 
very  thin  film  of  tin. 

For  tinning  by  contact  in  a  cold  bath,  Zilken   has  patented 
the  following  solution:   Dissolve  with  the  aid  of  heat  in   lOO 
uarts  of  water,  tm-salt  7  to   10.5  ozs.,  pulverized  alum   10.5 
zs.,  common  salt  ISJ^  ozs.,  and  pulverized  tartar  7  ozs.     The 
old  solution  forms  the  tin  bath.     The  objects  to  be  tinned  are 
be  wrapped  round  with  strips  of  zinc.     Duration  of  the  pre- 
ss, 8  to  10  hours. 

Darlay  uses  for  a  cold  tin  bath  with  aluminium-contact: 
Water  10  quarts,  stannous  chloride  1.05  ozs.,  potassium  cya- 
nide 1.41  ozs.f  caustic  soda  1.76  ozs. 

It  might  be  advisable  to  heat  Ihe  bath  to  at  least  between 
\  13°  and  122^^  F,     For  a  hot  tin  bath  Darlay  uses: 
I    Water  10  quarts,  stannous  chloride  0.88  oz.,  potassium  cya- 
nide 10.58  ozs.,  caustic  soda  0.88  oz.,  sodium  pyrophosphate 
%.%  ozs. 

The  contact-body  cannot  be  kept  free  from  deposit  by  the 
addition  of  potassium  cyanide,  and  tinning  is  effected  as  well 
ithout  as  with  the  addition  of  potassium  cyanide. 
'Tinning  solution  for  iron  and  steel  articles, — ^Crystallized 
ammonium-alum  7  ozs.,  crystallized  stannous  chloride  2,8 
drachms,  fused  stannous  chloride  2.8  drachms,  rain-water  10 
quarts.  Dissolve  the  ammonium-alum  in  the  hot  water,  and 
when  dissolved  add  the  tin-salts.  The  bath  is  to  be  used  boil- 
ing hot  and  kept  at  its  original  strength  by  an  occasional  addi- 
tion of  tin-salt.  The  clean  and  pickled  iron  objects,  after  being 
immersed  in  the  bath,  become  in  a  few  seconds  coated  with  a 
firmly-adhering  film  of  tin  of  a  dead,  white  color,  which  may 
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be  polished  by  scratch-brushing,  or  scouring  with  sawdust  in 
the  tumbling  barrel.  Tinning  by  boiling  in  the  above  bath  is 
the  most  suitable  preparation  for  iron  and  steel  objects  which 
arc  finally  to  be  provided  with  a  heavy  electro-deposit  of  tin. 
To  insure  entire  success  it  is  recommended  tharotighly  to 
scratch-brush  the  objects  aJfcer  boiling,  then  to  return  thera 
once  more  to  the  bath,  and  finally  to  suspend  them  in  a  bath 
composed  according  to  formula  I,  Ila,  or  III,  given  under 
*•  Deposition  of  Tin." 

A  iinnifig  solution  for  small  brass  and  copper  articles  Cpins, 
eyes,  hooks,  etc.),  consists  of  a  boiling  solution  of:  Pulverized 
tartar  3.5  ozs.,  stannous  chloride  (tin-salt)  14.1  r  drachms, 
water  10  quarts.  After  heating  the  bath  to  the  boiling-point, 
immerse  the  objects  to  be  tinned  in  a  tin  basket,  or  in  contact 
with  pieces  of  zinc  in  a  stoneware  basket.  Frequent  stiiring 
with  a  tin  rod  shortens  the  process. 

A  tinning  solution   highly  recommended  by  Roseleur 
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sists  of: 

Crystallized  sodium  pyrophosphate  7  ozs.,  crystallized  stan- 
nous chloride  0.7  oz.,  fused  stannous  chloride  2.82  ozs.,  water 
10  quarts. 

The  solution  is  prepared  in  the  same  manner  as  the  preced- 
ing one. 

Another  solution,  given  by  Bnttger,  also  yields  good  results: 
Dissolve  oxide  of  tin  by  boiling  with  potash  lye,  and  place  the 
copper  or  brass  objects  to  be  tinned  in  the  boiling  solution  in 
contact  with  tin  shavings. 

Eisner  s  bath  yields  equally  good  results.  It  consists  of  a 
solution  of  equal  parts  of  tin  salt  and  commpn  salt  in  rain-water. 
The  manipulation  is  the  same  as  given  above. 

A  characteristic  method  of  tinning  by  Stolba  is  as  follows: 
Prepare  a  solution  of  1.75  ozs,  of  tin-salt  and  5.64  drachms  of 
pulverised  tartar  in  one  quart  of  water;  moisten  with  this 
solution  a  small  sponge  and  dip  the  latter  into  pulverulent  zinc. 
By  then  rubbing  the  thoroughly  cleansed  and  pickled  articles 
with  the  sponge,  they  immediately  become  coated  with  a  film 
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of  tin.  To  obtain  uniform  tinning,  the  sponge  must  be  re- 
peatedly dipped,  now  into  the  solution,  and  then  into  the  siinc- 
powder,  and  the  rubbing  continued  for  a  few  minutes. 


Zincking  by   Contact, 
For  zincking  iron  by  contact,  a  concentrated  solution  of  zinc 
chloride   and    ammonium    chloride    in  water  is  very  suitable. 
The  objects  are  placed  in  the  solution  in  contact  with  a  large 
inc  surface. 
Darlay  (German  patent    128319)    gives  the   following  bath 
hich,  with  an  aluminium  contact  is   claimed  to  yield  a  useful 
coating  of  zinc : 

Water  10  quarts,  zinc  sulphate  0.35  ozs.,   potassium  cyanide 
I  o7.„  caustic  soda  5.29  ozs. 

It  may  be  supposed  that  the  bath  is  to  be  heated  to  between 

170^  and  194°  F.,  though  the   patent  specification  is  silent  on 

his  point.     Experiments  to  obtain,  according  to  these  direc- 

ions,  a  good  coating  of  zinc  on  iron  did  not  yield    satisfactory 

results. 

To  coat  brass  and  copper  with  a  bright  layer  of  zinc  proceed 
as  follows:  Boil  for  several  hours  commercial  zinc-gray,  /.  ^., 
cry  finely-divided  metallic  zinc,  with  concentrated  solution 
f  caustic  soda.  Then  immerse  the  articles  to  be  zincked  in 
he  boiling  fluid,  when,  by  continued  boiling,  they  will  in  a 
short  time  become  coated  with  a  very  bright  layer  of  zinc. 
When  a  copper  article  thus  coated  with  zinc  is  carefully 
heated  in  an  oil  bath  to  between  248*^  and  284^  F,,  the  zinc 
alloys   with   tlie  copper,  forming  a  sort  of  bronze  similar  to 

Kombac. 
Depositions  of  Antimony  and  of  Arsenic  by  Immersion, 
A   heated  solution  of  chloride  of  antimony  in  hydrochloric 
icid — -liquor  stibii  cklorati  of  commerce — deposits  upon   brass 
objects  immersed  in    it  a  coating  of  antimony  of  a  steel-gray 
color  inclining  to  bluish. 

A  purer  steel-gray  color   is  obtained  with  the  use  of  a  hot 
iolution  of  arsenious^chloride  in  water. 
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CHAPTER  XIV. 


COLORING,    PATINIZING,   OXIDIZING,   ETC.,   OF   METALS — 
LACQUERING. 

Though,  strictly  speaking,  these  operations  do  not  form  a 
part  of  a  work  on  the  electro-deposition  of  metals,  they  require 
to  be  mentioned,  since  the  operator  is  frequently  forced  to 
make  use  of  one  or  the  other  method  in  order  to  furnish  basis- 
metals  or  electro  deposits  in  certain  shades  of  colors  ordered. 

By  patina  is  understood  the  beautiful  green  colors,  antique 
statues  and  other  art-works  of  bronze  acquired  by  long  expo- 
sure to  the  action  of  the  oxygen,  carbonic  acid*  and  moisture  of 
the  air,  whereby  a  ihin  layer  of  copper  carbonate  is  formed 
upon  them.  It  has  been  sought  to  accelerate  by  chemical 
means  the  formation  of  the  patina  thus  slowly  produced  by  the 
influence  of  time»  and  the  term  patinizing  has  been  applied  to 
this  artificial  production  of  colors.  Without  drawing  a  strict 
line  as  to  which  processes  have  to  be  considered  as  coloring 
and  which  as  patinizing,  the  most  approved  methods  for  chang- 
ing the  color  of  the  metals  or  of  the  deposits  will  be  given. 

It  has  to  be  particularly  pointed  out  that  the  practice  of 
coloring  requires  considerable  talent  of  observation  and  a  cer- 
tain knowledge  of  the  behavior  of  metals  or  metallic  alloys 
towards  the  chemical  substances  used. 

Especially  in  coloring  alloys,  for  instance^  brass^  their  per- 
centage composition  makes  a  difference,  and  patinas  can  be 
produced  upon  a  brass  richer  in  zinc,  which  cannot  be  obtained 
upon  an  alloy  richer  in  copper.  Hence^  the  instructions  for 
patinizing  have  to  be  changed  in  one  or  the  other  directionr 
and  this  problem  cannot  be  readily  solved  without  a  certain 
chemical  knowledge, 
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The  temperature  of  the  solutions  which  are  used  for  patiniz- 
|ing  is  also  of  great  importance,  and  the  directions  given  in  this 
respect  must  be  accurately  observed. 

1.   Coloring  of  copper. — All  shades  from  the  pale- red  of  cop- 
per to  a  dark  chestnut-brown  can    be  obtained  by  superficial 
jOxidation  of  the  copper.     For  small  objects  it  suffices  to  heat 
:hcm  uniformly  over  an  alcohol   flame.     With   larger  objects  a 
lore  uniform  result  is  obtained   by  heating  them  in  oxidizing 
fluids  or  brushing  them  over  with  an  oxidizing  paste,  the  best 

I  results  being  obtained  with  a  paste  prepared,  according  to  the 
darker  or  lighter  shades  desired,  from  2  parts  of  ferric  oxide 
and  I  part  of  black-lead,  or  i  part  each  of  ferric  oxide  and 
black-lead,  with  alcohol  or  water.  Apply  the  paste  as  uni- 
formly as  possible  with  a  brush,  and  place  the  object  in  a  warm 
place  (oven  or  drying  chamber).  The  darker  the  color  is  to 
be  the  higher  the  temperature  must  be*  and  the  longer  it  must 

I  act  upon  the  object*  When  suflFiciently  heated,  the  dry  powder 
is  removed  by  brushing  with  a  soft  brush,  and  the  manipulation 
repeated  if  the  object  does  not  show  a  sufficiently  dark  tone. 
Finally  the  object  is  rubbed  with  a  soft  linen  rag  moistened 
j^ith  alcohoL  or  brushed  with  a  soft  brush  and  a  few  drops  of 
plcohol  until  completely  dry,  and  then  with  a  brush  previously 
nibbed  upon  pure  wax.  The  more  or  less  dark  shade  pro- 
duced in  this  manner  is  very  warm,  and  resists  the  action  of 
the  air. 

t  Brown  color  upon  copper  is  obtained  by  applying  to  the 
oroughly  cleansed  surface  of  the  object  a  paste  of  verdigris 
parts,  ferric  oxide  3,  sal  ammoniac  i,  and  sufficient  vinegar, 
and  heating  until  the  applied  mixture  turns  black.  The  ob- 
ject is  then  washed  and  dried.  By  the  addition  of  some  blue 
vitriol,  the  color  may  be  darkened  to  chcsnut-brown. 

In   England   a  brown  layer  of  cuprous  oxide  upon   copper 

I  Articles  is  produced  as  follows  :  After  polishing  the  articles  with 
pumice  powder  apply  wifh  a  brush  a  paste  of  4  parts  of  verdi- 
gris, 4  parts  of  colcothar  (ferric  oxide).  I  part  of  finely-rasped 
porn  shavings  and  a  ^Bl  quantity  of  vinegar.  Dry,  heat  over 
a  coal  fire,  wash,  and^Wooth  with  the  polishing  stone. 
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A  brown  color  is  also  obtained  by  brushing  to  dr>-ness  with  a 
hot  solution  of  i  part  of  potassium  nitrate,  i  of  common  salt, 
2  of  ammonium  chloride,  and  i  of  liquid  ammonia  in  95  of 
vinegar.  A  warmer  tone  is,  however,  produced  by  the  method 
introduced  in  the  Paris  Mint,  which  is  as  follows:  Powder  and 
mix  intimately  equal  parts  of  verdigris  and  sal  ammoniac. 
Take  a  heaping  tablespoonful  of  this  mixture  and  boil  it  with 
water  in  a  copper  kettle  for  about  twenty  minutes,  and  then 
pour  off  the  clear  fluid.  To  give  copper  objects  a  bronze*like 
color  with  this  fluid,  pour  part  of  it  into  a  copper  pan ;  place 
the  objects  separately  in  it  upon  pieces  ol  wood  or  glass,  so 
that  they  do  not  touch  each  other,  or  come  in  contact  with  the 
copper  pan,  and  then  boil  them  in  ihe  liquid  for  a  quarter  of 
an  hour.  Then  take  the  objects  from  the  solution,  rub  them 
dry  with  a  linen  cloth,  and  brush  them  with  a  waxed  brush. 

A  beautiful  and  uniform  brown  tone  on  copper  is  obtained  by 
placing  the  objects  previously  freed  from  grease  and  pickled  in 
a  solution  of  ^y^  ozs.  of  copper  sulphate,  and  25-4  ozs.  potas> 
Slum  chloride,  heated  to  140'''  F.,  until  the  desired  tone  is  pro- 
duced, then  brushing  with  a  soft  brass-wire  brush,  again  rinsing 
for  a  short  time  in  the  pickle,  and  finally  wiping  dry  with  a 
soft  cloth. 

According  to  Manduit,  copper  and  coppered  articles  naay 
be  bronzed  by  brushing  with  a  mixture  of  castor  oil  20  parts, 
alcohol  80,  soft  soap  40,  and  water  40.  This  mixture  produces 
tones  from  broH::^c  Barbidiennc  to  antique  green  patina^  accordf 
ing  to  the  duration  of  the  action.  After  24  hours  the  article 
treated  shows  a  beautiful  bronze,  but  when  the  mixture  is 
allowed  to  act  for  a  greater  length  of  time  the  tone  is  changed 
and  several  different  shades  of  great  beauty  can  be  obtained. 
After  rinsing,  dry  in  hot  sawdust,  and  lacquer  with  colorless 
spirit  lacquer* 

A  red- brown  copper-tone  of  very  beautiful  effect,  ts  pro- 
duced in  China,  by  the  application  of  a  paste  consisting  of 
verdigris  2  parts,  cinnabar  2  parts,  ammonium  chloride  5  parts» 
alum  5  parts,  and  a  sufficient  quaryjj^^^vincgar,  heating  over 
a  coal  fire,  washing  off,  and  repc  ^^'''^^r  process. 
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Capper  is  colored  blue- black  by  dipping  the  object  in  a  hot 
^solulion  of  II 3^  drachms  of  liver  of  sulphur  in  I  quart  of  water, 
moving  it  constantly.  Blue-gray  shades  are  obtained  with 
more  dilute  solutions.  It  is  difficult  to  give  definite  directions 
as  to  the  length  of  time  the  solution  should  be  allowed  to  act, 
since  this  depends  on  its  temperature  and  concentration.  With 
some  experience  the  correct  treatment*  however,  will  soon  be 
learned. 

The  so-called  cuivre-fumk  is  produced  by  coloring  the  copper 
k>r  coppered  objects  blue-black  with  solution  of  liver  of  sulphur, 
hen  rinsing,  and  finally  scratch-brushing  them,  whereby  the 
hade  becomes  somewhat  lighter.  From  raised  portions  which 
re  not  to  be  dark,  but  are  to  show  the  color  of  copper,  the 
oloration  is  removed  by  polishing  upon  a  felt  wheel  or  bob. 

Black  color  upon  copper  is  produced  by  a  heated  pickle  of  2 
arts  of  arsenious  acid,  4  of  concentrated  muriatic  acid,  i  of 
ulphuric  acid  of  66*^  Bt'.,  and  24  of  water. 

Alatt-black  on  copper.     Brush  the  object  over  with  a  soluti'^ 

f  I  part  of  platinum  chloride  in  5  of  water,  or  dip  i'  '  ^^^^^ 

olution.     A  similar  result  is  obtained  by  dippin-  ''"'niomum 

object. in  a  solution  of  nitrate  of  copper  or  of  *'*  ^"    '    quart  of 

rMI£  over  a  coal  f^re.     These  maniptilatior  ^^g^canth   may  be 

e  formation  of  a  uniform  matt-b' 

lution  recommended  for  obt?  "*  ^^  '^^  "^^  °'  ^  ^i^^^*^ 

and  its  alloys  is  composed^  "^"^^  '^"^'^"^  ^^^"  P^^' 

arts,  water  lOO  parts.     Th^'>'»  P^"*"  ^  ^^^^  ^^^^P^  "P^"  a 

he  water,  and  the  article,  if  la  '^*^^^"^1>^  ^^^^  ^  P^^^*^'     ^PPly 

it  may  be  immersed  in  the  sr^^^  ^^^  ^^'^^^  *^  t^^^  dry  objects 

clear  coal  f^re  and  lightly  r/"^  P'^^^^^*  ^^^°^  ^^  d^^'  ^"^  ''^- 

n.  or  painted,  with  a  solut^^^*     ^hen  dry  the  objects  thor- 

btassium  sulphide  ]0  par  ^^^  scratch-brush  with  a  delicate 

More  uniform  results,  h  ^^"^  '^^  P^^^"^  ^PP^^""^  ^^^h  a  slight 

ion  about  three  times  m 

er  nitrate    lOO  parts,  v  P^^'"^  '^  applied  in  the  same  manner. 

ore  conveniently:  ti-?^*^^^*^^^^^^  ^^  ^'^^  additional  directions 

fter  draining  olT,  or  \f^^^^^*  ^^^^^  g»ven  above  yielding  reli- 
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To  produce  a  steel-gray  color  upon  copper  immerse  the  clean 
and  pickled  objects  in  a  heated  solution  of  chloride  of  antimony 
in  hydrochloric  acid.  By  using  a  strong  electric  current  the 
objects  may  also  be  coated  with  a  steel-gray  deposit  of  arsenic 
in  a  heated  arsenic  bath. 

For  coloring  copper  dark  steel-gray,  a  pickle  consisting  of 
quart  of  hydrochloric  acid,  0.125  quart  of  nitric  acid,  1 1^  ozs, 
of  arsenic  acid,  and  a  like  quantity  of  iron  filings  is  recom* 
mended. 

Various  colors  upon  massive  copper. — First  draw  the  object 
through  a  pickle  composed  of  sulphuric  acid  60  parts,  hydro- 
chloric acid  24.5,  and  lampblack  15.5;  or  o\  nitric  acid  lOQ 
parts,  hydrochloric  acid  1%  and  lampblack  J^.,  Then  dissolve 
in  a  qtiart  of  water,  4)^  ozs.  of  sodium  hyposulphite,  and  in 
another  quart  of  water,  14%  drachms  of  blue  vitriol,  5)^ 
drachms  of  crystallized  verdigris,  and  7^4  grains  of  sodium 
arsenate.  Mi.x  equal  volumes  of  the  two  solutions,  but  no 
more  than  is  actually  necessary  for  the  work  in  hand,  and  heat 
to  between  167^  and  176°  F.  By  dipping  articles  of  copper, 
brass,  or  nickel  in  the  hot  solution  they  become  immediately 
colored  with  the  colors  mentioned  below,  one  color  passing 
within  a  few  seconds  into  the  other,  and  for  this  reason  the  effect 
must  be  constantly  controlled  by  frequently  taking  the  objects 
from  the  bath«     The  colors  successively  lormed  are  as  follows: 

Upon  copper:                 Upon  brass:  Upon  nickel: 

Orange,  Golden-yellow.  Yellow, 

Terra-cotta,  Lemon  color,  Blue, 

Red  (pale),  Orange,  Iridescent. 

Blood' red,  Terracotta, 

Iridescent.  Olive-green, 

Some  of  these  colors  not  being  very  durable,  have  to  be  pro- 
tected by  a  coat  of  lacquer  or  paraffine.  If^fui^iier  necessary 
to  diligently  move  the  objects,  so  that  all  portions  acquire  the 
same  color.  The  bath  decomposes  rapidly »  and  hence  on^ 
sufficient  for  2  or  3  h6urs*  use  should  be  mixed  at  one  time. 


COLORING,    PATINIZING,    OXIDIZING,   ETC, 


511 


2.  Cohring  of  brass  and  branses. — Most  of  the  directions 
given  for  coloring  copper  are  also  available  for  brass  and 
bronzes,  especially  those  for  the  production  of  the  grecrt  patina^ 
and  the  oxidized  tones  by  a  mixture  of  ferric. oxide  and  black- 
lead. 

Many  colorations  on  brass,  however,  are  effected  only  with 
dirficulty,  and  are  partially  or  entirely  unsuccessful,  as,  for  in- 
stance,  coloring  black  with  liver  of  sulphur.  As  a  pickle  for 
fthe  production  of  a 

Lustrous  black  on  brass,  the  following  solutions  may  be  used  : 
lissolve  freshly  precipitated  carbonate  of  copper,  while  still 
loist,  in  strong  liquid  ammonia,  using  sufficient  of  the  copper 
lalts  so  that  a  small  excess  remains  undissolved,  or,  in  other 
rords,  that  the  ammonia  is  saturated  with  copper.  The  car- 
►nate  of  copper  is  prepared  by  mixing  hot  solutions  of  equal 
larts  of  blue  vitriol  and  of  soda,  filtering  off  and  washing  the 
►recipitate. 

Dilute  the  solution  of  the  copper  salt  in  ammonia  with  one- 
fourth  its  volume  of  water,  add  31  to  46  grains  of  graphite  and 
heat  to  between  95°  and  104^  F. 

According  to  experiments  in  the  laboratory  of  the  Physikal* 

isch-Technischen  Reichsanstalt,  the  following  proportions  have 

iroved  very  effective:     Copper  carbonate  3^  ozs.^  liquid  am- 

lonia  26^  ozs.,  and  an  addition  of  5  j^  ozs.  of  water.     Place 

the  clean  and  pickled  articles  in  this  pickle  until  they  show  a 

full  black  tone,  then  rinse  in  water,  immerse  in  hot  water,  and 

Edry  in  sawdust.     The  solution  soon  spoils,  and  hence  no  more 
than  required  for  immediate  use  should  be  prepared. 
For  black  pickling  in  the  hot  way,  a  solution  of  21  ozs.  of 
^■copper  nitrate  in  7  ozs.  of  water  mixed  with  a  solution  of  3j^ 
^^grains  of  silver  nitrate  in  J^  oz.  of  %vater,  is  recommended. 
^p    Black  of  a  beautiful  lupcr  may  be  produced,  especially  upon 
nickeled  brass,  b5^^fepending  the  objects  as  anodes  in  a  solu- 
■tion  of  lead   acetate  (sugar  of  lead)  in  caustic  soda,  using  a 
iltght  current  density. 
Steel- graj  on  ^r<?jf  is  obtained  by  the  use'of  a  mixture  of  1  lb. 
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of  strong  hydrochloric  acid  with  i  pint  of  water*  to  which  are 
added  5  V4  ozs.  of  iron  filings  and  a  like  quantity  of  pulverized 
antinnony  sulphide. 

Hydrochloric  acid  compounded  with  arsenious  acid  is  also 
recommended  for  this  purpose.  The  mixture  is  brought  into  a 
lead  vessel,  and  the  objects  dipped  in  it  should  come  in  contact 
with  the  lead  of  the  vessel,  or  be  wrapped  around  with  a  strip 
of  lead. 

Silver  color  on  brass.  Dissolve  in  a  vvell-glared  vessel  i  % 
0Z8.  cream  of  tartar  and  y^  oz,  of  tartar  emetic  in  I  quart  of  hot 
water,  and  add  to  the  solution  1  ^  02s.  of  hydrochloric  acid. 
4i4  ozs.  of  granulated,  or  better,  pulverized  tin  and  i  oz.  of 
powdered  antimony.  Heat  the  mixture  to  boiling  and  immerse 
the  articles  to  be  colored.  After  boiling  at  the  utmost  for  half 
an  hour,  the  articles  will  be  provided  with  a  beautiful,  hard  and 
durable  coating. 

A  ^ra}'  color  with  a  bluish  tint  on  brass  is  produced  with  a 
solution  of  antimonious  chloride  (butter  of  antimony),  while  i 
pure  steel-gray  color  is  obtained  with  a  hot  solution  of  arsenious 
chloride  with  a  little  water. 

A  pale  gold  color  on  brass  is  obtained  in  the  following  bath: 
Dissolve  in  90  parts  by  weight  of  water,  y^  parts  by  weight  o< 
caustic  soda  and  the  same  quantity  of  milk  sugar.  Hoil  the 
solution  ^4  hour.  Then  add  a  solution  of  blue  vitriol  3,6  parts 
by  weight  in  JO  of  hot  water,  and  use  the  bath  at  a  temperature 
of  176^  F. 

Straw  color,  to  brown,  through  golden  yellow,  and  tombac  col^ 
on  brass  may  be  obtained  with  solution  of  carbonate  of  copper 
in  caustic  soda  lye.  Dissolve  5.2$  ozs.  of  caustic  soda  in  I 
quart  of  water,  and  add  J  ^4  ozs.  of  carbonate  of  copper.  By 
using  the  solution  cold,  a  dark,  golden-yellow  is  first  formed, 
which  finally  passes  through  fiale  brown  into  dark  brown  with  a 
green  luster.  Coloration  is  more  rapidly  eflfected  by  using  the 
solution  hot. 

A  color  resembling  gold  p/i  brass  is,  according  to  Dr.  Kayscr, 
obtained  as  follows:    Dissolve  $)4  drachms  of  sodium  h>»posuJ- 
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phite  in  17  drachms  of  water,  and  add  5.64  drachms  of  solution 
of  antimonious  chloride  (butter  of  antimony).     Heat  the  mix- 

kture  to  boiling  for  some  time,  then  filter  off  the  red  precipitate 
formed,  and  after  washing  it  several  times  upon  the  filter  with 
vinegar,  suspend  it  in  2  or  3  quarts  of  hot  water;  then  heal  and 
add  concentrated  soda  lye  until  solution  is  complete.  In  this 
hot  solution  dip  the  clean  and  pickled  brass  objects,  removing 
them  frequently  to  see  whether  they  have  acquired  the  desired 
coloration.  By  remaining  too  long  in  the  bath,  the  articles  be- 
come  gray. 

Brown  color,  called  bronze  Barbedienne,  on  brass. — This  beau- 
tiful color  may  be  produced  as  follows  :     Dissolve  by  vigorous 
baking   in   a  bottle,   freshly   prepared   arsenious   sulphide   in 
quid  ammonia,  and  compound  the  solution  with  antimonious 
ulphide  (butter  of  antimony)  until  a  slight  permanent  turbidity 
hows   itself,  and  the  fluid   has  acquired  a  deep  yellow  color. 
eat  the  solution  to  95^'  F.,  and  suspend  the  brass  objects  in 
They  become  at  first  golden-yellow  and  then  brown,  but 
as  they  come  from  the  bath  with  a  dark  dirty  tone,  they  have 

I4o  be  several  times  scratch-brushed  to  bring  out  the  color.  If. 
Biter  using  it  several  times,  the  solution  fails  to  work  satisfac- 
lonly,  add  some  antimonious  sulphide.  The  solution  decom- 
poses rapidly,  and  should  be  prepared  fresh  every  time  it  is  to 
be  used. 
[  A  suitable  solution  may  also  be  prepared  by  boiling  0,88  oz. 
of  arsenious  acid  and  1  oz.  of  potash  in  i  pint  of  water  until  the 
acid  is  dissolved  and,  when  cold,  add  250  cubic  centimeters  of 
ammonium  sulphide.  According  to  the  degree  of  dilution, 
^Brown  to  yellow  tones  are  obtained. 

^H    By  this  method  only  massive  brass  objects  can  be  colored 

^Brown.     To  brassed  sine  and  iron,  the  solution  imparts  brown- 

^ftlack  tones,  which,  however,  are  also  quite  beautiful. 

'  Upon  massive  brass,  as  well  as  upon  brassed  zinc  and   iron 

objects,  bronze  Barbi-dienne  may  be  produced  as  follows:   Mix 

3  parts  of  red  sulphide  of  antimony  {stibium  sulfuratitm  auran- 

tianum)  with  i  part  of  finely  pulverized  bloodstone,  and  tritu- 
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rate  ihe  mixture  with  ammonium  sulphide  to  a  not  too  tbickl/' 
fluid  pigment.  Apply  this  pigment  to  the  objects  with  a  brush. 
and,  afler  allowing  to  dry  in  a  drying-chamber,  remove  the 
powder  by  brushing  with  a  soft  brush 

In  Paris  bronsc  artuics  are  colored  dead- yellow  or  clayycllcw 
to  dark  brown  by  first  brushing  the  pickled  and  thorouf^hty 
rinsed  objccii  with  dilute  ammonium  sulphide,  and.  after  dry- 
inj^,  removing  the  coating  of  separated  sulphur  by  brushing. 
Dilute  solution  of  sulphide  of  arsenic  in  ammonia  is  then  ap- 
plied, the  result  being  a  color  resembling;  mosaic  gold.  The 
more  frequently  the  arsenic  solution  is  applied,  the  browner  the 
color  becomes.  By  substituting  for  the  arsenic  solution  one  ol 
sulphide  of  antimony  in  ammonia  or  ammonium  sulphide, 
colorations  of  a  more  reddish  tone  are  obtained. 

A  dark  red  brown  color  upon  brass  is  produced  by  suspend- 
ing the  articles,  previously  thoroughly  freed  from  grease,  in  a 
solution  of  equal  parts  of  potassium-lead  oxide  and  red  prus* 
siate  oi  potash  heated  to  122°  F.  The  articles  arc  allowed  to 
remain  in  the  solution  until  they  have  acquired  a  sufficiently 
dark  color. 

For  coloring  brass  articles  in  large  quantities  brawn  by  boit^ 
ing  the  following  solution  is  recommended :  Water  t  quart. 
potassium  chromate  1%  ozs.,  nickel  sulphate  \yi  o«s.,  polas- 
slum  permanganate  77  grammes. 

Solution  of  blue  vitriol  and  potassium  permanganate  jicrves 
the  same  purpose.  However,  after  boiling,  the  articles  must 
not  be  scratch-brushed,  but  after  drying  rubbed  with  vaseline. 

IHolet  and  cornflower-blue  upon  brass  may  be  produced  as 
follows:  Di;>solve  in  1  quart  of  water  4%  ozs,  of  sodium  hypo- 
sulphite, and  in  another  quart  of  water  1  oz,  i}^  dracbnus  ol 
crystallized  lead  acetate  (sugar  of  lead>«  and  mix  the  solutions. 
Heat  the  mixture  to  176^  F.,  and  then  immerse  the  cleansed 
and  pickled  articles,  moving  them  constantly.  First  a  gold 
yellow  coloration  appears,  which,  however^  soon  passes  into 
violet  and  blue,  and  if  the  bath  be  allowed  to  act  further,  iQlO 
green.     The  action  is  based  upon  the  fact  that  in  an  excess  of 
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hyposulphite  of  soda,  solution  of  hyposulphite  of  lead  is  formed* 
^hich  decomposes  slowly  and  separates  sulphide  of  lead,  which 
precipitates  upon  the  brass  objects,  and»  according  to  the  thick* 
ness  of  the  deposit,  produces  the  various  lustrous  colors. 
I  Upon  the  same  action  is  based  the  spurious  gilding  of  small 
silvered  brass  and  tombac  articles.  Though  this  process  has 
been  known  for  many  years,  Joseph  Ditlrich  obtained  a  German 
patent  for  it.  He  dissolves  in  6*4  lbs.  of  water,  ioj4  ozs.  of 
sodium  hyposulphite,  and  3j4  ozs.  of  lead  acetate  (sugar  of 
jead). 

Simitar  lustrous  colors  are  obtained  by  dissolving  2.11  ozs. 

if  pulverized  tartar  in  1  quart  of  water,  and  I  oz.  of  chloride  of 

tin  in  ^i  pint  of  water,  mixing  the  solution,  healing,  and  pour- 

Iing  the  clear  mixture  into  a  solution  of  6.34  ozs»  of  sodium 
[hyposulphite  in  1  pinl  of  water.  Heat  this  mixture  to  176^  F., 
land  immerse  the  pickled  brass  objects. 
I  Ebinnayer  s  experiments  iu  coloring  brass. — Below  the  results 
tof  Ebermayer*s  experiments  are  given.  In  testing  the  direc- 
tions, the  same  results  as  those  claimed  by  Ebermayer  were  not 
always  obtained ;   and  variations  are  given  in  parentheses. 

I.  Blue  vitriol  8  parts  by  weight,  crystallized  ammonium 
chloride  2,  water  100,  give  by  boiling  a  greenish  color,  (The 
color  is  olive-green^  and  useful  for  many  purposes.  The  color- 
ation, however,  succeeds  only  upon  massive  brass,  but  not  upon 
brassed  zinc.) 
^fc  II.  Potassium  chlorate  10  parts  by  weight,  blue  vitriol  10, 
water  lOOO,  give  by  boiling  a  broivn-orange  to  cinnamon-brown 
color.  (Only  ^,  yellow -orange  color  could  be  obtained.) 
^P  III.  By  dissolving  8  parts  by  weight  of  blue  vitriol  in  lOCO 
of  water,  and  adding  100  of  caustic  soda  until  a  precipitate  is 
formed,  and  boiling  the  objects  in  the  solution,  a  gray-brown 
color  is  obtained,  which  can  be  made  darker  by  the  addition  of 
colcothar.  (Stains  are  readily  formed.  Brassed  zinc  acquires 
a  pleasant  pale-brown.) 

IV.  With  50  parts  by  weight  of  caustic  soda,  50  of  sulphide 
of  antimony,  and   500  of  water,  a  pale  Jig-brown  color  is  pro- 
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duced.     (Fig-brown  could  not  be  obtained,  the  shade  being 
rather  dark  olive-green,) 

V.  By  boiling  400  parts  by  weight  of  water.  25  of  sulphide 
of  antimony  and  6cx)  of  calcined  soda,  and  filtering  the  hot  solu- 
tion, mineral  kermes  is  precipitated.  By  taking  of  this  5  parts 
by  weight  and  heating  with  5  of  tartar,  400  of  water,  and  10  of 
sodium  hyposolphite,  a  beautiful  steel-gray  is  obtained,  (The 
result  is  tolerably  sure  and  good). 

VI.  Water  400  parts  by  weight,  potassium  chlorate  20,  nickel 
sulphide  10.  give  after  boiling  for  some  time  a  brotcn  color, 
whicli»  however,  is  not  formed  if  the  sheet  has  been  pickled. 
(The  brown  color  obtained  is  not  very  pronounced,) 

VII.  Water  250  parts  by  weight,  potassium  chlorate  5,  car- 
bonate of  nickel  2,  and  sulphate  of  ammonium  and  nickel  5, 
give,  after  boiling  for  some  time,  a  brawn-yellow  cahr,  playing 
into  a  magnificent  red.  (The  results  obtained  were  only  indif- 
ferent. ) 

VIIL  Water  250  parts  by  weight,  potassium  chlorate  5,  and 
sulphate  of  nickel  and  ammonium  10,  give  a  beautiful  dark 
brotvtt.  Upon  massive  brass  a  good  dark  brown  is  obtained. 
The  formula,  however,  is  not  available  for  brassed  zinc* 

3.  Coloring  ij/V/r.— The  results  obtained  by  coloring  zinc 
directly  according  to  existing  directions  cannot  be  relied  on, 
antl  it  is,  therefore,  recommended  to  first  copper  the  zinc  and 
then  color  the  coppering.  Experiments  in  coloring  zinc  black 
with  alcholic  solution  of  chloride  of  antimony  according  to 
Dullos*s  process  gave  no  useful  results.  Puscher*s  method  is 
better.  According  to  it,  the  objects  arc  dipped  in  a  boiling 
solution  of  5.64  ozs.  of  pure  green  vitriol  and  3.17  ors,  of  am- 
monium chloride  in  2  \i  quarts  of  water.  The  loose  black  pre- 
cipitate deposited  upon  the  objects  is  removed  by  brushing,  the 
object  again  dipped  in  the  hot  solution,  and  then  held  over  a 
coal  fire  until  the  ammonium  chloride  evaporates.  By  repeat- 
ing the  operation  three  or  four  times,  a  hrmly-adhering  black 
coating  is  formed.  To  color  zinc  black  with  nitrate  of  manga- 
nese,  as    proposed    by   Neumann,   is  a   tedious  operation*  it 
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requiring  to  be  repeated  seven  or  eight  times.  It  is  done  by 
dipping  the  object  in  a  solution  of  nitrate  of  manganese  and 
heating  over  a  coal  fire,  the  manipolation  being  repeated  imlil 
a  uniform  dead  black  is  obtained. 
H  G ray y  yellow ^  brown  to  black  colors  upon  sine  are  obtained  by 
^  bringing  the  articles  into  a  bath  which  contains  6  to  8  quarts  of 
water,  33.^^   oz.  of  nickel-aramonium  sulphate,  3^4  02s.  of  blue 

t vitriol  and  3j^  ozs.  of  potassium  chlorate.  The  bath  is  to  be 
heated  to  140°  F.  By  increasing  the  content  of  blue  vitriol  a 
dark  color  is  obtained,  and  a  brighter  one  with  the  use  of  a 
larger  proportion  of  nickel  salt.  The  correct  proportions  for 
the    determined    shades    will    soon     be    learned     by    practice* 

■  When  colored,  the  articles  are  thoroughly  rinsed,  dried,  with- 
out rubbing,  in  warm  sawdust,  and  finally  rubbed  with  a  flannel 
rag  moistened  with  linseed  oil,  whereby  they  acquire  deep  luster, 

fand  the  coating  becomes  more  durable, 
P'or  the  production  of  a  beautiful  brown  patina  upon  zinc, 
the  objects  are  first  coppered  in  a  copper  bath  containing 
potassium  cyanide,  then  in  the  acid-copper  bath,  rinsed,  and 
finally  suspended  in  a  pickle  consisting  of  a  solution  of  5.29 
ozs.  of  blue  vitriol  and  2.82  ozs.  of  potassium  chlorate  in  one 
quart  of  water  at  140^  F..  until  they  show  the  desired  brown 
tone.  They  are  then  rinsed  in  water,  scratch-brushed  with  a 
fine  brass-brush,  for  a  short  time  replaced  in  the  pickle,  again 
thoroughly  rinsed  in  water,  and  dried  with  a  soft  cloth. 
K  By  suspending  zinc  in  a  nickel  bath  slightly  acidulated  with 
^■sulphuric  acid,  a  firmly  adhering  blue-black  coating  is,  after 
some  time,  formed  without  the  use  of  a  current.  This  coating 
is  useful  for  many  purposes.  A  similar  result  is  obtained  by 
immersing  the  zinc  objects  in  a  solution  of  2.n  ozs.  of  the 
double  sulphate  of  nickel  and  ammonium  and  a  like  quantity  of 
crystallized  ammonium  chloride  in  i  quart  of  water.  The 
articles  become  first  dark  yellow^  then  successively,  brown, 
purple-violet  and  indigo-blue^  and  stand  slight  scratch-brushing 
and  polishing. 

h  gray  coating  on  sine  is  obtained  by  a  deposit  of  arsenic  m 
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a  heated  bath  composed  of  2,82  ozs.  of  arsenious  acid,  8,46 
drachms  of  sodium  pyrophosphate  and  134  drachms  of  98  per 
cent,  potassium  cyanide,  and  i  quart  of  water.  A  strong  cur- 
rent should  be  used  so  that  a  vigorous  evolution  of  hydrogen 
is  perceptible.  Platinum  sheets  or  carbon  plates  are  used  as 
anodes. 

A  sort  of  bronzing  on  zinc  is  obtained  by  rubbing  it  with  a 
paste  of  pipe-clay  to  which  has  been  added  a  solution  of  1  part 
by  weight  of  crystallized  verdigris,  1  of  tartar,  and  2  of  crys- 
tallized soda. 

Red-brawn  shades  on  sine. — Rub  with  solution  of  chloride  of 
copper  in  liquid  ammonia. 

Yellow'bnnvn  shades  on  zinc, — Rub  with  solution  of  chloride 
of  copper  in  vinegar. 

4.  Colaringof  iron. — The  browning  of  gun-barrels  is  effected 
by  the  application  of  a  mixture  of  equal  parts  of  butter  of  anti- 
mony and  olive  oil.  Allow  the  mixture  to  act  for  12  to  14 
hours,  then  remove  the  excess  with  a  woolen  rag  and  repeal 
the  application.  When  the  second  application  has  acted  for  13 
to  24  hours,  the  iron  or  steel  will  be  coated  with  a  bronze* 
colored  layer  of  ferric  oxide  with  antimony,  which  resists  the 
action  of  the  air,  and  may  be  made  lustrous  by  brushing  with  a 
waxed  brush. 

A  patina  which  protects  metals — iron,  zinc,  tin,  etc. — ^from 
rust,  is,  according  to  Haswell,  obtained  as  follows:  The  article, 
previously  freed  from  grease  and  pickled,  is  suspended  as 
negative  electrode  in  a  solution  of  151/  grains  of  ammonium 
molybdatc  and  »^  oz.  of  ammonium  nitrate  in  i  quart  of  water. 
A  weak  current  should  he  used — 0.2  to  0.3  ampere  per  \l% 
square  inches. 

To  protect  gun  barrels  and  other  articles  of  iron  and  steel 
from  rust,  they  are,  according  to  Haswell,  suspended  as  anodes 
in  a  batfi  consisting  of  a  solution  of  lead  nitrate  and  sodium 
nitrate,  into  which  maganous  oxide  has  been  stirred. 

A  lustrous  black  on  Iron  is  obtained  by  the  application  ol 
solution  of  sulphur  in  spirits  of  turpentine  prepared  by  boiling 
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pon  the  water  bath.  After  the  evaporation  of  the  spirits  of 
;urpentitie  a  thin  layer  of  sulphur  rctnains  upon  the  iron,  which 
»n  heating  the  article  immediately  combines  with  the  metal. 

A  lustrous  black  is  also  obtained  by  freeing  the  iron  articles 

from  grease,  pickling,  and  after  drying,  coating  with  sulphur 

talsam,*   and  burning  in  at  a  dark-red  heat.     If  pickh'ng   is 

►mitted,  coating  with  sulphur  balsam  and  burning- in  must  be 

twice  or  three  times  repeated. 

The  same  effect  is  produced  by  applying  a  mixture  of  three 
larts  flowers  of  sulphur,  and  l  part  graphite  with  turpentine, 
ind  heating  in  the  muffle. 

According  to  Meritens  a  bright  black  color  can  be  obtained 
m  iron  by  making  it  the  anode  in  distilled  water,  kept  at  158° 
and  using  an  iron  plate  as  cathode.  The  method  was 
tested  as  follows :  A  piece  of  bright  sheet  pen-steel  was  placed 
in  distilled  water  and  made  the  anode  by  connecting  with  the 
positive  pole  of  a  plating  dynamo,  and  a  similar  sheet  was  con- 
nected with  the  negative  pole  to  form  the  cathode.  An  electro- 
lotive  force  of  8  volts  was  employed.  After  some  time  a  dark 
itain  was  produced,  but  it  lacked  uniformity.  The  experiment 
'Vas  repeated  with  larger  plates,  when  a  good  blue-black  color 
was  obtained  on  the  anode  in  half  a  hour.  On  drying  in  saw- 
dust the  color  appeared  less  dense,  and  inclined  to  a  dark  straw 
I  tint.  The  back  of  the  plate  was  also  colored,  but  not  regularly. 
fThe  face  of  the  cathode  was  discolored  with  a  grayish  slain  on 
jihe  side  opposite  to  the  anode,  but  on  the  other  side  the  ap- 
pearance was  almost  identical  with  the  back  of  the  anode.  The 
bvater  became  of  a  yellowish  color. 
I  Fresh  distilled  water  was  then  boiled  for  a  long  time  so  as  to 
expel  all  trace  of  oxygen  absprbed  from  the  atmosphere,  and  the 
experiment  repeated  as  in  the  former  cases.  No  perceptible 
change  took  place  after  the  connection  had  been  made  with  the 
dynamo  for  a  quarter  of  an  hour.  After  the  interval  of  one  hour 
a  slight  darkening  occurred,  but  the  effect  w^as  much  less  than 
that  produced  in  five  minutes  in  aerated  water. 


ne 


*  Sulphur  dissolved  in  tinsced  oil. 
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The  action  of  the  liquid  in  coloring  the  steel  is  evidently  one 
of  oxidation,  due  to  the  dissolved  oxygen,  which  becoaies  more 
chemically  active  under  the  influence  of  the  electric  condition. 
and  gradually  unites  with  the  iron. 

The  matt  black  coating  upon  watch  cases  of  iron  and  steel — 
the  so-called  Swiss  matt — is  not  produced  by  the  electric  pro- 
cess, but  by  a  slow  process  of  oxidation,  ferroso-ferric  oxide 
being  formed.  The  objects,  previously  cleaned  from  grease 
with  the  greatest  care,  are  brushed  over  by  means  of  a  sponge 
or  brush  with  a  ferrtc  chloride  solution,  called  ferroxydin. 
allowed  to  dry,  and  then  steamed.  For  the  production  of  a 
very  strong  matt,  the  process  is  to  be  twice  or  three  times  re- 
peated. By  one  operation  a  beautiful  black  with  semi- luster  is 
obtained. 

According  to  Bottger  a  durable  blue  on  iron  and  steel  may 
be  obtained  by  dipping  the  article  in  a  J^  per  cent,  solution  of 
red  prussiate  of  potash  mixed  with  an  equal  volume  of  a  J^ 
per  cent,  ferric  chloride  solution, 

A  brown-black  coating  with  bronze  luster  on  iron  is  obtained 
by  heating  the  bright  iron  objects  and  brushing  them  over 
with  concentrated  solution  of  potassium  dichromate.  When 
dry,  heat  them  over  a  charcoal  fire,  and  wash  until  the  water 
running  off  shows  no  longer  a  yellow  color.  Repeat  the  operar 
tion  twice  or  three  times.  A  similar  coating  is  obtained  by 
heating  the  iron  objects  with  a  solution  of  lo  parts  by  weight 
of  green  vitriol  and  i  part  of  sal  ammoniac  in  water 

To  give  iron  a  silvery  appearance  with  high  luster, — Scour 
the  polished  and  pickled  iron  objects  with  a  solution  prepared 
as  follows:  Heat  moderately  ij4  ozs.  of  chloride  of  antimonyt 
0.35  oz.  of  pulverized  arsenious  acid,  2.82  ozs.  of  elutriated 
bloodstone  with  i  quart  of  90  per  cent,  alcohol  upon  a  water 
bath  for  half  an  hour.  Partial  solution  takes  place.  Dip  into 
this  f^uid  a  tuft  of  cotton  and  go  over  the  iron  portions,  using 
slight  pressure.  A  thin  film  of  arsenic  and  antimony  is  thereby 
deposited,  which  is  the  more  lustrous  the  more  carefully  the 
iron  has  previously  been  polished. 
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5.  Coloring  of  tin, — A  bronse-like  patina  on  tin  may  be  ob- 
tained by  brushing  the  object  with  a  solution  of  i  ^^  ozs.  of 
blue  vitriol  and  a  like  quantity  of  green  vitriol  in  i  quart  of 
water,  and  moistening,  when  dry,  with  a  solution  of  3  Vi  ozs.  of 
verdigris  in  lO^  ozs.  of  vinegar.     When  dry,  polish  the  object 

I  with  a  soft  waxed  brush  and  some  ferric  oxide.  The  coating 
|thus  obtained  being  not  very  durable,  must  be  protected  by  a 
|koa(ing  of  lacquer. 
►  Durable  and  very  warm  sepia-brown  tone  upon  tin  and  its 
alloys, — ^Brush  the  object  over  with  a  solution  of  i  part  of  plat- 
inum chloride  in  !0  of  water,  allow  the  coating  to  dry,  then 
rinse  in  water,  and,  after  again  drying,  brush  with  a  soft  brush 
until  the  desired  brown  faster  appears. 

A  dark  coloration  is  also  obtained  with  ferric  chloride 
solution. 

16.   Coloring  of  silver. — See  *'  Deposition  of  Silver." 
ti 
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Lacquering, 
In  the  electro  plating  industry  recourse  is  frequently  had  to 
cquering  in  order  to  make  the  deposits  more  resistant  against 
tmospheric  influences,  or  to  protect  artificjally  prepared  colors, 
patinas,  etc.     Thin,  colorless  shellac  solution*  which  docs  not 
affect  the  color  of  the  deposit  or  of  the  patinizing,  is,  as  a  rule, 
mpioyed,  while  in  some  cases  colored   lacquers  are  used  to 
cigbten  the  tone  of  the  deposit,  as,  for  instance,  gold  lacquer 
r  brass. 

The  lacquer  is  applied  with  a  flat  fine  fitch  brush,  the  object 
having  previously  been  heated  hand-warm.  The  brush  should 
be  frequently  freed  from  an  excess  of  lacquer,  and  the  lacquer 
be  applied  as  uniformly  as  possible  without  undue  pressure  of 
the  brush.  An  excess  of  lacquer,  which  may  have  been  ap- 
plied, is  removed  by  means  of  a  dry  brush, 
I  The  lacquer  for  immediate  use  is  kept  in  a  small  glass  or 
porcelain  pot,  across  the  top  of  which  a  string  may  be  stretched. 
This  string  is  intended  for  removing  by  wiping  the  excess  of 
lacquer  taken  up  by  the  brush.      Crusts  of   dried-in  lacquer 
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should  be  carefully  removed,  and  the  contents  of  the  small  pot 
should  under  no  conditions  be  poured  back  into  the  can»  as 
otherwise  the  entire  supply  might  be  spoiled. 

After  lacquering,  the  object  is  dried  in  an  oven  at  a  temper- 
ature of  between  140^  and  158*-*  F-.  small  irregularities  being 
thereby  adjusted,  and  the  layer  of  lacquer  becoming  transparent, 
clear  and  lustrous. 

Electro-plated  articles  which  are  to  be  lacquered  must  be 
thoroughly  rinsed  and  dried  to  remove  adhering  plating  solu- 
tion from  the  pores,  otherwise  ugly  stains  will  form  under  the 
coat  of  lacquer. 

If  it  becomes  necessary  to  thin  a  spirit  lacquer,  only  absolute 
alcohol,  I.  €,,  alcohol  free  from  water,  should  be  used   for  the 
purpose,  since   alcohol   containing  water  renders  the    coat  ^ 
lacquer  muddy  and  dull.  ^^M 

The  development  in  the  art  of  lacquer-making  has  advanced 
with,  and  in  a  measure  kept  pace  with  that  made  in  the  electro- 
deposition  of  metals.  With  the  use  of  new  metals,  the  intro- 
duction of  new  and  altered  formulas  and  processes  for  finishing 
metals,  the  employment  of  new  and  different  chemicals,  in  fact* 
with  every  change  or  alteration  in  the  methods  of  finishing  and 
using  metals — changes  have  been  made  in  the  nature  of  the 
lacquers  employed  in  their  protection. 

Lacquers  to  be  acceptable  to  the  metal  worker  must  be  per- 
fecily  adapted  to  each  special  use,  and  not  only  suit  the  varied 
metals,  finishes  and  conditions  of  the  work,  but  also  meet  and 
overcome  difficulties  arising  from,  for  instance,  the  influence  of 
climatic  changes  and  use  to  which  the  lacquered  metal  is  sub- 
jected. Many  cases  of  trouble  in  the  finishing  of  metal  may 
now  be  traced  to  the  use  of  an  improper  lacquer  for  the  par- 
ticular metal  or  finish.  Thus  ingredients  and  chemicals  which 
from  their  nature  are  antagonistic  to  a  bronze  metal  and  detri- 
mental to  it  should  not  be  included  in  a  lacquer  for  bronze^ 
although  the  same  ingredients  may  be  beneficial  to  a  silver,  gold 
or  aluminium  surface. 

The  most  noted  improvements  have  been  effected  in  lacquer* 
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for  brass  bedsteads,  gas  and  electric  fixtures,  black  lacquers, 
and  the  lacquers  made  with  the  special  object  of  saving  time  in 
their  application  and  money  in  their  use. 

A  review  of  all  the  lacquers  made  for  the  above-mentioned 

jurposes  is  not  within  the  province  of  this  work,  and  we  must 

therefore  confine   ourselves   to  the  enumeration  of  the  newest 

tnd  most  important  ones  for  general  use,  with  which  we  have 

:come  familiar. 

Pyroxyline  lacquers, — These  lacquers,  known  under  various 
tames,  such  as  zapon,  kristalline,  etc.,  were  introduced  to  the 
trade  in  America  during  1884,  and  since  then  they  have  become 
lown  throughout  all  parts  of  America  and  Europe.     Pyroxy- 
line lacquer  represents  a  clear,  almost  colorless  fluid,  and  smells 
imething   like   fruit-ether,    reminding  one  of   bananas.     It  is 
thiefly  used  as  a   dip  lacquer,  though    there   is  also  a  brush- 
lacquer,  which  is  applied   with  a  brush,  like  spirit-lacquer. 
The  lacquer  possesses  the  following   good    properties:   The 
•ansparent,  colorless  coat  obtained  with  it  can  be  bent  with  the 
ictallic  sheet  to  which   it  has  been   applied  without  cracking, 
[t  is  so  hard  that  it  can  scarcely   be  scratched  with  the  finger- 
lail,  shows  no  trace  of  stickiness,  and  it  is  perfectly  homogene- 
ous even  on  the  edges.     This  favorable  behavior  is  very  likely 
lue  to  the  slow  evaporation  of  the  solvent,  and  the  fact  that  the 
lacquer  quickly  forms  a  thickish,  tenacious  layer,  which  though 
moved  with  difficulty,  is  not  entirely  immobile.    Another  advan- 
^bage  of  the  lacquer— especially  as  regards  the  metallic  objects 
^K^is  that  the  coating  in  consequence  of  its  physical  constitu- 
^Rion  preserves  the  character  of  the  bases.     In  accordance  with 
^■he  nature  of  pyroxyline,  the  coating  is  not  sensibly  affected  by 
^Kkrdinary  differences  in  temperature,  and  does  not  become  dull 
^ftnd  non-transparent,  as  is  the  case  with  resins  in  consequence 
of  the   loss  of  molecular  coherence.     It  can  be  washed  with 
soap   and   water,  and   protects  metals  coated   with  it  from   the 
action  of  the  atmosphere.     It   may  also  be  colored,   but,  of 
course,  only  with  coloring  substances — mostly  aniline  colors — 
:h  are  soluble  in  the  solvent  used. 
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A  useful  pyroxyline  lacquer  may  be  prepared  as  follows:* 
Bring  collodion-cotton,  /.  ^■.,  soluble  pyroxyline,  such  as  is  used 
by  photographers,  into  a  box  which  can  be  hermetically  closeJ. 
and  place  upon  the  bottom  of  the  box  a  dish  containing  suU 
phuric  acid.  The  purpose  of  this  is  to  dry  the  collodion-cotton, 
which  requires  from  36  to  48  hours.  The  collodion- cotton  is 
then  brought  into  a  large  bottle,  and  three  to  four  limes  its 
quantity  by  weight  of  very  strong  alcohol  poured  over  it;  In  a 
few  days  the  greater  portion  of  it  is  dissolved,  when  the  clear  so- 
lution is  poured  into  another  bottle.  Add  to  the  clear  solution 
more  collodion-cotton,  about  25  to  50  per  cent,  of  the  weight 
of  the  quantity  originally  used,  and  the  resulting  product  forms 
an  excellent  cellulose  lacquer,  which  rapidly  hardens  to  a  per- 
fectly transparent  and  very  glossy  coating.  For  diluting  cellu* 
lose  lacquers  it  is  best  to  use  wood  spirit.  To  color  them, 
dissolve  an  aniline  color  in  strong  spirits  of  wine,  add  a  cor- 
responding quantity  of  the  solution  to  the  lacquer,  and  shake 
vigorously. 

For  lacquering  articles  by  dipping,  they  should  be  as  clean 
as  for  plating,  and  so  arranged  that  the  lacquer  will  run  off 
properly.  Allow  them  to  drip  over  the  drip  tank  until  the 
lacquer  stops  flowing.  Dry  in  a  temperature  of  100^  F.,  if 
possible,  using  a  thermometer.  Dip  lacquers  will  dry  in  the 
air,  but  baking  improves  the  finish.  Use  a  tin-lined  wooden 
tank  for  holding  the  lacquer,  or  a  chemically  enameled  iron 
tank  or  a  glass  tank.  When  not  in  use  cover  with  a  wooden 
or  sheet  galvanized  cover. 

For  thinning  the  lacquer  when  it  has  become  too  thick  by 
the  evaporation  of  the  solvent,  use  the  so-called  thinner,  which 
consists  of  acetone,  benzine  and  amy!  acetate. 

The  appearance  of  rainbow  colors  upon  objects  lacquered 
with  pyroxyline  lacquer  is  due  either  to  insufficient  cleanliness, 
especially  to  the  presence  of  grease  upon  the  objects,  or  to  the 

*  For  detftiled  inforrnation  rci^arding  tbe  marufac^ure  of  these  Ucqorrs,  Ihr  reader 
t»  referred  to  **  Cellulose  and  Cellulose  Products."  By  Dr,  JoscI  Bersch,  Ifenty  C 
Bftjrd  &  Co.,  rhiladelphia,  1904, 
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lacquer  having  been  too  much  diluted.  Objects  to  be  lacquered 
should  be  freed  from  grease  by  means  of  a  linen  rag  saturated 
with  benzine,  and  must  not  be  touched  with  the  hands.  If  the 
rainbow  colors  are  due  to  the  lacquer  having  been  too  much 
thinned,  let  the  vessel  containing  it  stand  uncovered  for  some 
time  in  a  place  free  from  dust,  so  that  it  becomes  somewhat 
more  concentrated  by  the  evaporation  of  the  solvent. 

Very  nice  shades  of  color  can  be  produced  by  coating  the 
objects,  previously  well  cleansed  from  grease,  with  lacquer  by 
lipping,  allowing  the  coat  to  become  almost  dry,  then  suspend- 
ig  the  objects  for  a  few  seconds  in  golden-yellow,  red,  green, 
tc,  essences,  known  as  dipping  colors,  next  washing  in  water 
md  finally  drying.  By  mixing  the  dipping  colors  in  various 
proportions  nearly  every  desired  tone  of  color  can  be  obtained. 
Special  ininsibie  lacquer  far  grille  work.  It  is  made  for  both 
dip  and  brush  work  and  when  applied  to  the  objects  its  pres- 
ence cannot  be  detected,  the  dead,  malt,  grille  finish  being  left 
absolutely  lusterless.  In  use  it  can  be  thinned  so  as  to  flow 
iway  from  the  numerous  parts  that  make  up  a  grille,  without 
raving  any  runs  or  waves  to  cause  glossy  places.  This  lac- 
[uer  is  made  by  the  Egyptian  Lacquer  Manufacturing  Co.,  of 
New  York  and  with  it  the  rich  subdued  effects  of  dead,  matt, 
sanded,  and  semi-dead  finishes  can  be  protected  without  in  the 

I  least  affecting  their  appearance. 
J  Satin  finish  lacguer.  This  lacquer  is  also  made  by  the 
above-mentioned  firm.  It  comes  in  two  grades,  one  for  brush 
Bind  the  other  for  dip  work.  Its  purpose  is  to  rriaintain  the 
light,  but  somewhat  solid,  effect  in  w^hich  body  color  rather 
than  tints  predominate.  It  can  be  used  to  protect  a  velvet- 
like  tint  resembling  the  ground  gold,  frosting  or  satin  finish 
Been  in  ormolu  and  colonial  gold,  as  well  as  on  a  dull  or  dead 
surface,  or  unpolished,  lusterless,  matt  gold  and  matt  silver. 
It  can  also  be  used  to  give  a  dead  luster,  or  a  deadened  lus- 
trous surface,  for  instance,  on  matt  designs  upon  a  lustrous 
ground.     The  lacquer  lights  up  the  satin  finish. 

Dip  lacquer  for  pickled  castings  to  be  copper-plated  and  oxi- 


ao 

i 


O-DEl'OSmON  OF  METALS 


dised.  Articles  made  from  iron  and  steel  castings  that  «c 
pickled  or  water-rolled,  or  from  hot-rolled  steel,  where  tlie 
scale  is  pickled  off,  or  any  oiher  similar  work  which  is  ptc- 
pared  by  the  same  inexpensive  melhod»  when  copper-plated 
and  oxidized,  must  be  lacquered  with  a  lacquer  which  wiU 
give  life  to  the  naturally  dead  surface.  The  pickled  objeets 
must  not  be  exposed  to  the  air  and  should  be  transferred 
quickly  as  possible  from  the  pickle  to  the  wash-waters  and  tbes; 
to  the  electro-plating  bath. 

Hilios  Dip  Lacquer,  Special,  made  by  the  Egyptian  Lacqui 
Manufacturing  Company  of  New  York,  has  been  found  to  gi%'i£ 
a  fine  luster  to  the  dead  backgrounds  and  a  finish  on 
smooth  parts  equal  to  work  that  has  been  polished.  Maoy 
other  lacquers  as  a  rule,  dry  down  to  the  natural  deadne&s  pi 
goods  fini^thed  in  this  way  and.  therefore,  the  plating  and  oxi^ 
dizing  is  not  brought  out  to  their  right  color. 

Dead  black  lacquers  produce  imitation  dead  and  matt  finishi^s. 
These  are  variously  known  as  imitation  Bower  BarfT,  wrought 
iron,  ebony  or  rubber  ^nishes.  If  the  same  prcliminar>'  slept 
are  taken  in  preparing  metal  goods  for  the  black  lacquers  as 
for  japan  and  enamel,  just  as  durable  and  lasting  results  will  be 
obtained  in  a  small  fraction  of  the  time  and  at  a  minimum  cost 
in  labor.  The  best  class  of  japanning  on  iron  castings,  hoi  or 
cold  rolled  steel  requires  two  coats  of  either  thin  japan  or  some 
other  similar  preparation,  each  coat  requiring  several  bouis' 
baking,  and  usually  a  delay  of  several  days  before  the  surfiioe 
of  the  last  coat  is  in  condition  to  be  nibbed  down. 

To  get  the  same  results  with  the  black  lacquers  on  samd 
pitted  cast  iron,  two  coats  of  metallic  filler,  applied  with  a  brush, 
baked  a  short  time  at  about  \^Q^  F.  to  harden,  and  ihen 
rubbed  down  with  fine  emery  cloth  or  No.  2  garnet  p«ipcr.  fol- 
lowed by  one  or  two  air-drying  coats  of  lacquer  will  be  sufll* 
cicnt.     On  smooth   surfaced  metals  one  or  -of 

lacquer  can  be  applied  in  place  of  the  mei:ii.  _  ; .,-  -,  .jose 

for  tlie  6nal  coat     In  many  cases  one  coat  oi  the  lacquer 
be  found  sufficient  to  give  the  desired  finish,  ar* 
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process  may  be  completed  in  a  few  hours,  where  it  will  require 
from  one  to  five  days  to  secure  the  same  finish  with  japan,  and 
besides  all  the  equipment  necessary  for  the  latter  will  be  en- 
tirely eliminated. 

If  desired,  the  metal  can  be  given  a  light  copper  plate  and 
then  be  oxidized  as  a  base  for  the  finishing  coat  of  black  lac- 
quer. 

For  high  luster  finishes  such  as  are  obtained  with  enamels, 
glossy,  black  lacquers  are  used,  and  lo  increase  the  brilliancy 
and  high  luster  the  same  as  with  enameled  goods  which  are 
given  a  finishing  coat  of  baking  varnish,  a  high  grade  of  trans- 
parent lacquer  is  used  over  the  glossy  bLick  lacquer  the  same 
as  the  varnish  on  the  enamel. 

On  goods  made  from  non-ferrous  metals,  such  as  high-grade 
optical  goods,  opera  and  field  glasses,  and  all  classes  of  instru- 
ment work,  where  sliding  tubes  and  other  parts  are  to  be  fin- 
ished with  a  glossy  or  dead  black  lacquer,  where  both  beauty 
and  great  durability  are  the  chief  essentials,  the  surface  of  the 
brass  should  be  first  prepared  by  chemically  blacking  the 
metal  with  copper-ammonia  or  any  other  good  black  dip, 
Then  a  filling  coat  of  any  black  lacquer,  preferably  a  dead 
black  should  be  used.  The  surface  is  then  in  perfect  condition 
for  the  finishing  coat  of  black  lacquer.  A  black  background 
and  very  adhesive  surface  is  obtained  by  this  method,  and  the 
finish  will  withstand  the  hard  usage  these  goods  are  made  for. 

Dead  black  lacquer  as  a  subitifttte  far  Bower-  Barff.  The 
genuine  Bower-Barff  is  a  matted  black  finish  for  iron  and  steel. 
It  is  produced  by  heat  and  steam  liberating  the  oxygen  from 
the  iron  and  forming  magnetic  oxide. 

The  oven  and  other  equipment  required  for  this  finish  is  not 
practicable  in  the  average  factory,  as  the  demand  for  goods  in 
this  finish,  outside  builders'  hardware,  is  not  commensurate 
with  the  cost  of  providing  and  maintaining  a  plant  for  this 
purpose. 

A  number  of  imitation  finishes  arc  made,  by  using  solutions 
of  sulphur  and  linseed  oil,  sulphur,  graphite  and  turpentine,  and 
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other  similar  solutions.  A  coating  of  these  mixtures  is  applied 
and  the  metal  heated  to  a  red  heat  to  burn  it  in  or  else  the 
goods  are  baked  in  a  muffle.  But  they  arc  all  slow  and  uncer- 
tain processes,  and  some  kind  of  special  equipment  must  be 
provided  to  do  this  work. 

The  method  for  obtaining  this  finish  most  in  use.  and  for 
which  any  plating  room  is  equipped,  is  by  using  an  antique 
black  or  Bovver-Barff  lacquer.  Such  lacquer  has  a  number  of 
advantages  over  the  abovc-dcscribcd  processes,  which  can 
only  be  used  on  iron  or  steel;  the  lacquer  will  give  the  finish 
on  any  metal 

To  get  the  Bovver-Barff  on  iron  or  steel  the  metal  should 
first  be  lightly  copper-plated  and  oxidized  ;  and  if  brass  or 
bronze  is  used  it  is  only  necessary  to  oxidize  the  metal  with 
any  black  dip,  or  electro-oxidize.  Then  the  antique  black 
lacquer  is  applied  for  the  finish.  The  lacquer  can  also  be  lightly 
sand'blasted  if  an  increased  matt  is  desired. 

In  the  above-described  processes  good  results  are  obtained 
by  the  use  of  the  following  lacquers,  made  by  the  Eg>'ptiao 
Lacquer  Manufacturing  Co.  of  New  York,  Dead  Blacks,  Eg>^p- 
lian  Antique  Blacks^  Ebony,  and  Rubber  Finish  Lacquers. 

Spraying  of  Lacquers. — The  application  of  lacquers  by  the 
pneumatic  air  spray  having  for  the  last  few  years  been  gradu- 
ally adopted,  has  proved  advantageous  in  finishing  various 
goods,  the  success  in  application  depending  upon  many  minor 
details  of  manipulation;  these  come  readily  to  the  lacquerer 
while  using  the  spray. 

The  high  pressure  used  drives  the  lacquer  onto  the  object, 
after  which,  however,  the  liquid  must  take  care  of  itself,  and  it 
must  then  flow  together  into  a  smooth  surface,  or  else  the  whole 
process  is  worthless. 

The  spraying-on  of  lacquers  to  be  successfully  used  depends 
not  only  upon  the  nature  of  the  articles  sprayed,  but  upon  the 
lacquer  itself.  Special  lacquers  have  been  made  for  these  pur- 
poses, and  with  them  success  may  readily  be  obtained.  A 
special  lacquer  has  been  made  for  lamps,  chandeliers  and  gas 
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fixtures;  another  for  silver  and  white  metals;  another  for  build- 
ers' hardware.  With  these  when  applied  uniformly,  the  lacquer 
spreads  evenly  and  covers  the  surface  entirely  without  break, 
and  presents  an  unusually  uniform  appearance  without  disfig- 
uring blotches  or  patches,  indicating  an  unequal  thickness  of 
lacquer. 

The  lacquers  which  we  have  seen  tested  were  all  made  by 
The  Egyptian  Lacquer  Manufacturing  Company  of  New  York. 
In  many  instances  it  will  be  found  that  ordinary  operators  with 
less  skill  than  the  trained  lacquerer  can  do  very  satisfactory 
work  with  these  machines. 

Spraying  black  lacquers, — Since  the  advent  of  antique  effects, 
uch  as  mission  and  Flemish,  and  other  dark  and  subdued,  fin- 
hes  on  furniture,  etc.,  the  manufacturers  of  art  metal  goods 
ave  given  close  attention  to  having  their  goods  in  conformity 
ith  the  furniture  and  trimmings  in  buildings. 
They  have  found  the  dead  black  lacquers  the  best  for  this 
purpose,  and  the  question  of  application  has  been  solved  by 
e  spray,  as  it  was  impossible  to  get  the  fine  results  they  re- 
uire  by  either  brushing  or  dipping  the  black  lacquers,  for  un- 
ss  the  operator  was  skilled  in  the  application  of  lacquers  by 
ese  methods  there  would  be  such  imperfections  as  streaks, 
ps,  runs  or  drip.  With  the  spray  all  these  difficulties  are  ob- 
iated  and  the  finish  cannot  be  otherwise  than  perfect,  and  the 
quer  thereby  used  to  the  best  advantage,  with  the  fine  result 
tended  for  it  by  the  makers. 

To  use  the  spray  successfully  for  this  purpose,  the  base  used 
the  lacquer  must  be  adapted  to  go  through  the  spray  nozzle 
without  clogging  and  going  onto  a  surface  lumpy!     With  the 
pray  any  of  the  Blacks  proposed  h)'  The  Egyptian  Lacquer 
anufacturing  Co.  can  be   applied    on  all  classes  of   metals, 
hether  of  a  design  with  deep  indentations  or  interstices  or  on 
the  flattest  surface,  with  artistic  perfections. 

The  same  can  be  said  about  the  finishing  of  other  goods, 
such  as  slate  electric  switchboards,  gas  stoves,  heaters,  steel  or 
other  box  enclosures,  cast  parts,  steel  or  brass  stampings,  or,  in 
34 
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fact»  all  other  articles  made  from  any  of  the  metals  or  any  of  the 
alloys. 

The  Black  Lacquers  will  retain  their  original  finish  and  re- 
main black  under  this  heat.  And  there  is  no  other  black  made 
that  will  adorn  this  class  of  goods  the  same  from  the  points  of 
beauty,  durability  and  salableness.  Stoves  and  heaters  have 
large  and  porous  surfaces  as  the  sheet  metal  is  left  in  its 
natural  condition  just  as  it  comes  from  the  rolling  mill,  and  for 
this  reason  it  has  been  found  difficult  to  apply  the  black 
lacquer  with  a  brush,  but  the  spray  puts  it  on  perfectly,  and 
transforms  it  from  an  object  of  roughness  to  one  of  uniformity. 
To  avoid  marring  the  nickel  trimmings  during  the  operation  of 
spraying,  a  mask  or  other  covering  is  used  lo  protect  those 
parts,  and  it  is  then  a  very  rapid  process. 

This  also  applies  to  all  other  articles  constructed  from  the 
same  material  and  on  the  same  order  of  the  stoves  and  heaters. 

On  other  metal  goods,  where  designs  or  ornaments  are  lo  be 
put  on,  with  black  or  other  colored  lacquers,  stencils  are  used, 
and  the  lacquers  sprayed  onto  it.  With  the  spray  applicatioo 
there  will  be  no  ruiis  or  other  disfigurement  of  the  design. 

The  spray,  with  the  blacks  or  other  colored  lacquers,  can  be 
used. 

IVaUr-dip  iacqHcrs  and  their  ust\ — These  lacquers  are  not,  as 
often  believed,  lacquers  in  which  water  is  used.  Their  name 
is  derived  from  the  fact  that  after  the  metal  has  been  dipped 
or  plated,  it  may,  while  wet  and  without  drying  it,  be  dipped 
into  the  lacquer  without  in  any  way  affecting  the  metal  finish. 

The  advantage  of  water-dip  lacquers  is  readily  appreciated 
by  the  manufacturers  who  are  rapidly  adopting  them  for  many 
classes  of  small  work.  They  are  especially  well  adapted  for 
bright-dipped  finishes,  such  as  are  usually  used  in  basket  work. 
Tarnish  affects  this  finish  almost  instantly  if  it  is  allowed  Xi> 
dry  and  then  lacquered  in  the  usual  way;  therefore  the  lacquer* 
ing  most  be  carried  out  as  soon  as  the  dipping  process  has  been 
finished. 

The  roost   flagrant  example  of   tarnishing  is   in  the  case  oC 
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plated  work,  particulary  goods  copper- plated,  and  to  prevent 
tarnishing,  such  goods  must  be  lacquered  at  once.     Even  the 
sustomary  drying-out  will  usually  not  suffice  to  prevent  the  tar- 
lishing,  and  the  result  is  either  the  increase  in  labor  in  hand- 
ling the  goods,  or  the  production  of  a  large  amount  of  impcr- 
;ct  goods. 
The  method  of  drying  work   in  sawdust  before  lacquering. 
'ah  the  consequent  carrying  of  sawdust  into  the  lacquer,  and 
le  frequent  discoloration  of  the  finish  by  wet  sawdust,  can  be 
itirely  eliminated,  and  this  one  important  improvement  alone 
handling  such  work  has  brought  about  an  extensive  use  for 
le  water-dip  lacquers. 

Since  the  advent  of   mechanical  platers  water-dip  lacquers 
lave  another  and  new  field,  as  the  goods  plated  in  this  way  can 
put  into  a  mesh  basket  as  soon  as  taken  from  the  plater  and 
icquered,  which  not  only  gives   the   finish  immediate  protec- 
tion but  is  in  keeping  with  the  quickness  and  low  cost  of  this 
lelhod. 

Paints  to  follow  when  using  water- dip  lacquers  for  small 
rork,  such  as  cupboard  catches,  window  fasteners,  cheap  build- 
ing and  trunk  hardware,  coat  hooks,  tacks,  furniture  nails,  and 
other  small  specialties  and  novelties,  The  work  may  be  placed 
in  a  wire  mesh  basket,  rinsed  in  co!d  and  hot  water,  dipped  into 

I  the  lacquer,  which  can  be  used  so  thin  that  there  will  be  no 
■ccumulation  or  drip  left,  and  the  work  can  be  dried  in  bulk 
without  the  pieces  sticking  together.  The  goods  thus  lacquered 
can  be  put  right  into  a  box  and  sent  to  the  shipping  room, 
inhere  they  will  dry  out  hard  and  with  a  high  luster. 
I  The  Water-Dip  Lacquers,  made  by  The  Egyptian  Lacquer 
Manufacturing  Company  of  New  York,  contain  ingredients 
which  permit  lacquering  in  bulk  of  small  brass-plated  work, 
copper  acid-dipped  or  oxidized  finishes  being  rinsed  in  either 
H|iot  or  cold  water,  and  without  drying  dipped  directly  into  the 
^lacquer.     Electro-deposited  copper  oxidizes  rapidly,  and  espe- 

cially  so  in  a  humid  atmosphere.     An    instant  application  of 

e  lacquers,  while  the  work  still  retains  its  luster  is  recom- 
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mended.     It  is  very  desirable  for  bulk,  basket  or  en  masse 
lacquering. 

A  large  collection  of  small  articles  can  be  perfectly  lacquered 
by  simple  immersion. 

Syphon  out  the  water  every  morning  from  the  lacquering 
tank,  either  with  a  rubber  hose  or  by  means  of  a  faucet  at  the 
bottom  of  the  tank. 

A  wire  screen,  nickel-plated  and  with  a  coarse  mesh,  should 
be  placed  in  the  lacquer  jar  or  tank,  three  or  four  inches  from 
the  bottom.  This  will  prevent  the  work  from  being  dipped 
through  the  lacquer  into  the  precipitated  water,  which  lies  at 
the  bottom  of  the  jar.  All  dirt  and  foreign  matter  carried  into 
the  lacquer  with  the  work  will  sift  through  the  screen  and 
be  drawn  off  with  the.  water. 
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In  but  few  other  branches  of  industry  has  the  workman  so 
:onstantly  to  deal  with  powerful  poisons  as  well  as  other  sub- 
itances  and  vapors,  which  are  exceedingly  corrosive  in  their 
^tion  upon  the  skin  and  the  mucous  membranes,  as  in  eletroc- 
»latin^.  However,  with  ordinary  care  and  sobriety,  all  influ- 
ences injurious  to  health  may  be  readily  overcome. 

The  necessity  of  frequently  renewing  the  air  in  the  workshop 
>y  thorough  ventilation  has  already  been  referred  to  in  chapter 
',  "  Electro-plating  Establishments  in  General."  Workmen 
exclusively  engaged  in  pickling  objects,  are  advised  to  neutral- 
ize the  action  of  the  acid  upon  the  enamel  of  the  teeth  and  the 
mucous  membrane  of  the  mouth  and  throat,  by  frequently 
rjinsing  the  mouth  with  dilute  solution  of  bicarbonate  of  soda. 
Workmen  engaged  in  freeing  the  objects  from  grease  lose,  for 
want  of  cleanliness,  the  skin  on  the  portions  of  the  fingers 
which  come  constantly  in  contact  with  the  lime  and  caustic 
lyes.  This  may  be  evercome  by  frequently  washing  the  hands 
in  clean  water;  and  previous  to  each  intermission  in  the  work, 
the  workman  should,  after  washing  the  hands,  dip  them  in  dilute 
sulphuric  acid,  dry  them,  and  thoroughly  rub  them  with  cos- 
moline,  or  a  mixture  of  equal  parts  of  glycerine  and  water. 
The  use  of  rubber  gloves  by  workmen  engaged  in  freeing  the 
objects  from  grease  cannot  be  recommended,  they  being  ex- 
pensive and  subject  to  rapid  destruction.  It  is  better  to  wrap 
a  linen  rag  seven  or  eight  times  around  a  sore  finger,  many 
workmen  u.sing  this  precaution  to  protcet  the  skin  from  the 
irrosive  action  of  the  lye. 

It  should   be   a    rule    for    every  workman   employed  in  an 
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electro-plating  establishment  not  to  drink  from  vessels  used  in 
electro-plating  manipylations ;  for  instance,  porcelain  dishes, 
beer  glasses,  etc.  One  workman  may  this  moment  use  such  a 
vessel  to  drink  from,  and  without  his  knowledge  another  may 
employ  it  the  next  moment  for  dipping  out  potassium  cyanide 
solution,  and  the  first  using  it  again  as  a  drinking  vessel  may 
incur  sickness,  or  even  fatal  poisoning.- 

The  handling  of  potassium  cyanide  and  its  solutions  requires 
constant  care  and  judgment.  Working  with  sore  hands  in 
such  solutions  should  be  avoided  as  much  as  possible ;  but  if  it 
has  to  be  done»  and  the  workman  feels  a  sharp  pain  in  the  sore, 
wash  the  latter  quickly  with  clean  water,  and  apply  a  few  drops 
of  green  vitriol  solution. 

Many  individuals  are  very  sensitive  to  nickel  solutions, 
eruptions  which  are  painful  and  heal  slowly,  breaking  out  upon 
the  arms  and  hands,  while  others  may  for  years  come  in  con- 
tact wiih  nickel  baths  without  being  subject  to  such  eruptions. 
In  such  cases  prophylaxis  is  also  the  safeguard,  /.  r.,  to  prevent 
by  immediate  thorough  washing  the  formation  of  the  eruption 
if  the  skin  has  been  brought  in  contact  with  the  nickel  solution, 
as,  for  instance,  in  taking  out  with  the  hand  an  object  which 
has  dropped  into  a  nickel  bath. 

Below  will  be  found  some  directions  for  neutralizing,  in  case 
of  internal  poisoning,  the  effects  of  the  poison  either  entirely  or 
at  least  sufficiently  to  retard  its  action  until  professional  aid 
can  be  summoned. 

Poisoning  by  hydrocyanic  (prnssic)  acid,  potassium  cyanidt^ 
or  cyanides. — If  prussic  acid,  or  the  cyanides,  be  concentrated 
or  have  been  absorbed  in  considerable  quantity,  their  action  is 
almost  instantly  fatal,  and  ihere  is  little  hope  of  saving  the 
victim,  although  everything  possible  should  be  tried.  But  if 
these  substances  have  been  taken  in  very  dilute  condition, 
they  may  not  prove  immediately  fatal,  and  there  is  some  hope 
that  remedial  measures  may  be  successfully  applied. 

In  poisoning  with  those  s\xh%i2iX\ct%,  water  as  cold  as  possibtt 
should  be  run  upon  the  head  and  spine  of  the  patient,  and  he 
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should  be  made  to  inhale,  carefully  and   moderately,  the  vapor 
of  chlorine  water,  bleaching  powder,  or  Javelle  water  (hypo- 
^^hlorite  of  soda). 

^m  Should  these  poisons  be  introduced  into  the  stomach,  there 
^Khould  be  administered  as  soon  as  possible  the  hydrate  of 
^fcesquioxide  of  iron,  or,  what  is  better,  dilute  solutions  of  the 
Hbcetate,  citrate,  or  tartrate  of  iron.  With  proper  precautions  a 
very  dilute  solution  of  sulphate  of  zinc  may  be  given. 

Poisoning  by  copper  salts. — The  stomach  should   be  quickly 
Emptied  by  means  of  an  emetic  or,  in  want  of  this,  the  patient 
lould  thrust  his  finger  to   the  back  of   his  throat  and  induce 
smiting  by  tickling  the  uvula.     After  vomiting,  drink  milk, 
'hite  of  egg,  gum-water,  or  some  mucilaginous  decoction. 
Poisorting  fy lead  sails  requires  the  same  treatment  as  poison- 
ig  by  copper-salts.     A  lemonade  of  sulphuric  acid,  or  an  alka- 
line solution  containing  carbonic   acid,  such  as  Vichy  water  or 
i bicarbonate  of  soda»  is  also  very  serviceable. 
P    Poisoning  fy  arsenic, — The  stomach  must  be  quickly  emptied 
by  an  energetic  emetic,  when  freshly  precipitated  ferric  hydrate 
and  calcined  magnesia  may  be  given  as  an  antidote.     Calcined 
magnesia  being  generally  on  hand,  mix  it  with    15  or  20  times 
the  quantity  of  water  and  give  this  mixture,  3  to  6  tablespoon- 
fuls,  every  10  to  15  minutes. 

Poisoning  by  alkalies. — Use  weak  acids,  such  as  vinegar, 
lemon  juice,  etc.,  and  in  their  absence  sulphuric,  hydrochloric 
or  nitric  acid  diluted  to  the  strength  of  lemonade.  After  the 
pain  in  the  stomach  has  diminished,  it  will  be  well  to  adminis- 
ter a  few  spoonfuls  of  olive  oil. 

Poisoning  by  mercury  salts. — Mercury  salts,  and  particularly 
the  chloride  (corrosive  sublimate),  form  with  the  white  of  egg 
(albumen)  a  compound  very  insoluble  and  inert.  The  remedy, 
albumen,  is  therefore  indicated.  Sulphur  and  sulphuretted 
water  are  also  serviceable  for  the  purpose. 

Poisoning  by  sulphuretted  hydrogen. — The  patient  should  be 

made  to  inhale  the    vapor  of    chlorine    from    chlorine  water, 

Lvelle  water,  or  bleaching-powder.     Energetic  friction,  espe- 
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cially  at  the  extremities  of  the  limbs,  should  be  employed. 
Large  quantities  of  warm  and  emollient  drinks  should  be  given^ 
and  abundance  of  fresh  air. 

Poisoning  by  chlorine ^  sulphurous  acid^  nitrous  and  hyponitric 
gases, -r~Adm\X.  immediately  an  abundance  of  fresh  air,  and  ad- 
minister light  inspirations  of  ammonia.  Give  plenty  of  hot 
drinks  and  excite  friction  in  order  to  conserve  the  warmth  and 
transpiration  of  the  skin.  Employ  hot  foot-baths  to  remove 
the  blood  from  the  lungs.  Afterwards  maintain  in  the  mouth 
of  the  patient  some  substance  which,  melting  slowly,  will  keep 
the  throat  moist,  such  as  jujube  and  marshmallow  paste, 
molasses  candy,  and  licorice  paste.     Milk  is  excellent. 


CHAPTER  XVI. 

GALVANOPLASTY  (REPRODUCTION). 

By  galvanoplasty  proper  is  understood  the  production,  with 
the  assistance  of  the  electric  current,  of  copies  of  articles  of 
various  kinds,  true  to  nature,  and  of  sufficient  thickness  to  form 
a  resisting  body,  which  may  be  detached  from  the  object  serv- 
ing as  a  mould. 

By  means  of  galvanoplasty  we  are  enabled  to  produce  a  sim- 
ple, smooth  plate  of  copper  of  such  homogeneity  as  never 
shown  by  rolled  copper,  such  copper  plates  being  used  for 
engraving.  From  a  medal,  copper-engraving,  type  or  other 
metallic  object,  a  galvanoplastic  copy  may  be  made,  which  is 
to  be  considered  as  the  negative  of  the  original,  in  so  far  as  it 
shows  the  raised  portions  of  the  original  depressed,  and  the 
depressed  portions  raised.  If  now  from  this  negative  a  fresh 
impression  be  made  by  galvanoplasty,  the  result  will  be  a  true 
copy  of  the  original,  possessing  the  same  sharpness  and  fine- 
ness of  the  contours,  lines  and  hatching. 

A  true  reproduction  of  plastic  works  of  art  can  in  the  same 
manner  be  made,  but  a  current-conducting  surface  is  required 
for  eflfecting  the  deposit.  As  seen  above,  for  the  reproduction 
of  a  metallic  original,  two  galvanoplastic  deposits  are  required, 
one  for  the  purpose  of  obtaining  a  negative,  and  the  other  in 
order  to  produce  from  the  negative  the  positive — a  copy  true 
to  the  original. 

Jacoby,  the  inventor  of  galvanoplasty,  already  endeavored  to 
avoid  the  process  of  two  galvanoplastic  deposits  by  making  an 
impression  of  the  original  in  a  plastic  mass  (melted  rosin,  wax, 
or  plaster  of  Paris),  rendering  this  non-metallic  negative  con- 
ductive, and  depositing  upon  it  copper,  thus  obtaining  a  true 
copy  of  the  original. 
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It  is  not  within  the  scope  of  this  work  to  describe  the  various 
phases  through  which  the  art  of  galvanoplasty  has  passed  since 
its  invention.  In  the  historical  part  reference  has  been  made 
to  several  facts*  such  as  making  non-metallic  impressions 
(moulds  or  matrices)  conductive  by  graphite,  a  discovery  for 
which  we  are  indebted  to  Murray,  and  which  was  also  made 
independently  by  Jacoby ;  further,  the  production  of  moulds  in 
gutta-percha;  so  that  in  this  chapter  we  have  solely  to  deal 
with  the  present  status  of  galvanoplasty, 

I.  Galvanoplasty  in  Copper. 

Copper  is  the  most  suitable  metal  for  galvanoplastic  pro- 
cesses, that  which  is  precipitated  by  electrolysis  showing  the 
following  valuable  properties:  It  may  be  precipitated  chemic- 
ally pure,  and  in  this  state  is  less  subject  to  change  than  ordi* 
nary  commercial  copper,  or  the  copper  alloys  in  general  use, 
its  tensile  strength  being  20  per  cent,  greater  than  that  of 
smelted  copper.  Its  hardness  is  also  greater,  while  its  specific 
gravity  (18.85)  lies  between  that  of  cast  and  rolled  copper 

The  physical  properties  of  copper  deposited  by.  electrolysis 
are  dependent  upon  the  condition  of  the  bath,  as  well  as  on  the 
intensity  and  tension  of  the  current. 

The  bath  used  for  depositing  copper  is  in  all  cases  a  solution 
of  blue  vitriol.  Smee  proved  by  experiment  that,  with  as  in- 
tense a  current-strength  as  possible  without  the  evolution  of 
hydrogen,  the  copper  is-  obtained  as  a  tenacious,  fine-graincd 
deposit.  But  when  the  current-strength  is  so  intense  thai  hy- 
drogen is  liberated,  copper  in  a  sandy,  pulverulent  form  b 
obtained,  and  in  a  coarsely  crystalline  form,  when  the  current- 
strength  is  very  f5 light. 

At  a  more  recent  period,  Hiibl  and  Forster  have  instituted  a 
series  of  systematic  experiments  for  the  determination  of  the 
conditions  under  which  deposits  with  different  physical  prop- 
erties are  obtained,  F*  rster,  in  addition,  deserves  credit  for  his 
investigations  of  the  anodal  solution-processes. 

Hiibl  worked  with    5   per  cent,  neutral  and  5  per  cent  acid 
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lutions,  as  well  as  with  20  per  cent.  neutral»  and  20  per  cent. 
c'ld  solutions.     The  neutral  solutions  were  prepared  by  boiling 
lue  vitriol  solution  with  carbonate  of  copper  in  excess,  and  the 
cid  solutions  by  adding  2  per  cent,  of  sulphuric  acid  of  66*^  Be. 
he  result  was  that  in  the  neutral  5  per  cent,  solution  less  brit- 
e  deposits  were  obtained  with  a  slight  current-density  than  in 
more   concentrated   solution,  though  the  appearance  of  the 
deposits  was  the  same.     The  experiments  with  acidulated  baths 
confirmed  the  fact  that  free  sulphuric  acid  promotes  the  forma- 
tion of  very  fine-grained  deposits  even  with  very  slight  current- 
densities,  and  it  would  seem  that  the  brittlencss  of  copper  depos- 
ed from  the  acid  baths  is  influenced  less  by  the  concentration 
an  by  the  current-density  used. 

With  the  use  of  high  current-densities,  spongy  deposits  of  a 

dark  color,  but  frequently  also  sandy  deposits  of  a  red  color, 

re  obtained  from  the  neutral,  as  well  as  from  acid,  blue  vitriol 

lolutions.      These    phenomena    are    directly  traceable  to    the 

effect  of  the  hydrogen  reduced  on  the  cathodes. 

However,  such  spongy  deposits  are  also  obtained  with  the 
se  of  slight  current-densilies,  when  the  concentration  of  the 
Icctrolyte  has  become  less  by  the  exhaustion  of  the  bath  on 
the  cathodes,  and  Mylius  and  Fromm  have  shown  that  copper 
rduced  under  such  conditions  had  absorbed  hydrogen,  while 
nz,  in  addition  to  hydrogen,  found  in  a  brittle  copper  de- 
sit,  carbonic  oxide  and  carbonic  acid.  Soret  also  found 
carbonic  acid  in  addition  to  hydrogen,  and  attributes  to  it  the 
unfavorable  effect,  while  he  considers  a  content  of  hydrogen  as 
unessential  for  the  mechanical  properties  of  the  electrolytically 
deposited  copper. 

It  is  impossible  to  understand  where  the  carbonic  acid  is  to 
come  from,  provided  there  has  been  no  contamination  of  the 
electrolyte  by  organic  substances. 


I 


A.   Galvanoplastic  Reproductions  for  Graphic  Pi:rposilS. 
(Electrotvpv.) 
The  processes  used  in  galvanoplasty  may  be  arranged  in  two 
lasses,  viz.,  ih^  deposition  of  copper  wiih,  or  without ^  the  use  of 
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external  sources  of  current,  the  first  comprising  galvanoplasdc 
deposits  produced  by  means  of  the  single' evil  apparatus,  and 
the  other  those  by  the  battery,  thermo-electric  pile,  dynamo  or 
accumulator. 

•I ,   Galvanoplasttc  Deposition  in  the  Cell  Apparatus, 

The  cell  apparatus  consists  of  a  vessel  containing  blue  vitriol 
solution  kept  saturated  by  a  few  crystals  of  blue  vitriol  placed 
in  a  musiin  bag,  or  a  small  perforated  box  of  wood,  stoneware, 
etc.  In  this  vessel  are  placed  round  or  square  porous  clay 
cells  (diaphragms)  which  contain  dilute  sulphuric  acid  and  a 
zinc  plate,  the  zinc  plates  being  connected  with  each  other 
and  with  the  objects  to  be  moulded — which  may  be  either 
metallic  or  made  conductive  by  graphite — by  copper  wire  or 
copper  rods. 

The  objects  to  be  moulded  play  the  same  role  as  the  copper 
electrode  in  a  Daniell  cell,  and  the  cell  apparatus  is  but  a  spe- 
cies of  Daniell  cell  in  which  the  internal,  instead  of  the  external, 
current  is  utilized.  As  soon  as  the  circuit  is  closed  by  the 
contact  of  the  objects  to  be  moulded  with  the  zinc  of  the  por- 
ous cell,  the  electrolytic  process  begins.  The  zinc  is  oxidized 
by  the  oxygen,  and  with  the  sulphuric  acid  forms  rinc  sulphate 
(white  vitriol),  while  the  copper  is  reduced  from  the  blue  vitriol 
solution  and  deposited  in  a  homogeneous  layer  upon  the  articles 
to  be  moulded. 

Form  of  cells, — The  form  and  size  of  the  simple  cell* apparatus 
vary  very  much  according  to  the  purpose  for  which  it  is  to  be 
used.  While  formerly  a  horizontal  arrangement  of  the  objects 
to  be  copied  and  of  the  zinc  plates  was  generally  preferred, 
because  with  this  arrangement  the  fluids  show  a  more  uniform 
concentration,  preference  was  later  on  properly  given  to  the 
vertical  arrangement.  Particles  becoming  detached  from  the 
zinc  plates  get  only  too  easily  upon  the  object  to  be  reproduced 
and  cause  holes  in  the  deposit,  while  with  the  vertical  arrange- 
ment the  progress  of  deposition  can  at  any  time  be  controlled 
by  lifting  out  the  objects  without  taking  the  apparatus  apart,  as 
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is  the  case  with  the  horizontal  arrangement.     Hence,  only  such 

apparatus  in  which  the  zinc  plates  and  the  objects  to  be 
moulded  are  arranged  vertically  opposite  one  to  the  other  will 
here  be  discussed. 

A  simple  apparatus  frequently  used  by  amateurs  for  mould- 
ing metals,  reliefs,  etc.,  is  shown  in  Fig.  142. 

In  a  cylindrical  vessel  of  glass  or  stoneware  filled  with  satu- 
rated blue  vitriol  solution  is  placed  a  porous  clay  cell*  and  in 
the  latter  a  zinc  cylinder  projecting  about  0.039  ^<^  0.079  inch 
above  the  porous  clay  ceil.  To 
the  zinc  is  soldered  a  copper 
ring,  as  plainly  shown  in  the 
illustration.  The  clay  cell  is 
filled  with  dilute  sulphuric  acid 
(l  acid  to  30  water),  to  which 
some  amalgamating  salt  may  be 
suitably  added.  The  articles  to 
be  moulded  are  suspended  to 
the  copper  ring,  care  being  had 
to  have  the  surfaces  which  are 
to  be  covered  near  and  opposite 
to  the  cell.  To  supplement  the 
content  of  copper,  small  linen 
or  sail-cloth  bags  filled  with  blue 
vitriol  are  attached  to  the  upper  edge  of  the  vessel. 

Large  ap(*aratus. — To  cover  large  surfaces,  large,  square 
tanks  of  stoneware,  or  wood»  lined  with  lead,  gutta-percha,  or 
another  substance  unacted  upon  by  the  bath  are  used.  For 
baths  up  to  three  feet  long,  stoneware  tanks  arc  to  be  preferred. 

^i&-  M3  shows  the  French  form  of  cell  apparatus.  In  the 
middle  of  the  vat.  and  in  the  direction  of  its  length,  is  disposed 
a  row  of  cylindrical  cells,  close  to  each  other,  each  provided 
with  its  zinc  cylinder.  A  thin  metallic  ribbon  is  connected 
with  all  the  binding  screws  of  the  cylinder,  and  is  in  contact  at 
its  extremities  with  two  metallic  bands  on  the  ledges  of  the 
depositing  vat.     The  metallic  rods  supporting  the  moulds  are 
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in  contact  with  the  metallic  bands  of  the  ledges,  and  therefore^ 
in  connection  with  the  zincs. 

Fin.  143, 


The  German  form  of  cell  apparatus  is  shown  in  Fig.  144. 
It  is  provided  uilh  long,  narrow^  rectangular  cells  of  a  corres- 
pondingly greater  height  than  the  column  of  fluid. 

Fi...  144. 


Across  the  vat  arc  placed  three  conducting  rods  connected 
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ith  each  other  by  binding  screws  and  copper  wire.  To  the 
centre  rod,  which  lies  over  the  cells,  are  suspended  the  zinc 
plates  by  means  ot  a  hook,  while  the  two  outer  rods  serve  for 
the  reception  of  the  moulds. 

The  zinc  surfaces  in  the  simple  apparatus  should  be  of  a  size 
bout  equal  to  that  of  the  surfaces  to  be  reproduced,  if  dilute 
ulphuric  acid  (i  acid  to  30  water)  is  to  be  used. 

Copper  hath  for  (he  cell  apparatus. — This  consists  of  a  solu- 
on  of  41  to  44  lbs.  of  pure  blue  vitriol  free  from  iron,  for  a 
00-qtiart  bath,  with  an  addition  of  about  3J^  to  4J/3  lbs.  of 
ulphuric  acid  of  6fp  Be.,  free  from  arsenic. 

It  is  not  customary  to  add  to  the   copper  bath  serving  for 
raphic  purposes  a  larger  quantity  of  sulphuric  acid  than  that 
entioncd    above,    because   acid  diffuses  constantly  from   the 
uid  in  the  clay  cells  into  the  bath,  thus  gradually  increasing 
e  content  of  acid  in  the  latter.     If  the  generation  of  current 
induced  by  acidulating  the  water  in  the  clay  cells,  a  further 
ddition  of  acid  for  the  cells  would  actually  not  be  required  for 
e   progressive    development  of  the  current,  since  the  acid- 
cstdue    formed    by    the    decomposition    of  the    blue   vitriol 
igrates  from  the  zinc  of  the  cells,  and   brings  fresh  zinc- ions 
into  solution.     A  diffusion  of  acid  from  the  cells  into  the  bath 
ould  in   this  manner  be  avoided,  and  only  the  zinc-sulphate 
ohition  formed  would  diffuse  into  the  copper  bath.    It  appears^ 
however,  that  without  an  occasional  addition  of  a  small  quantity 
of  sulphuric  acid   to  the  cell-solution  the  process  of  deposition 
runs  its  course  very  slowly,  which  is  not  desirable  for  the  man- 
ufacture of  cliches. 

It  may  therefore  happen  that  after  working  the  copper  bath 
r  a  long  time,  it  contains    too  much  acid,  a  portion  of   which 
as  to  be  removed.     For  this  purpose  the  bath  was  formerly 
mixed  with  whiting,  and  the  gypsum  formed  filtered  off.     This 
elhod,  however,  cannot  be  recommended,  gj'psum  being  not 
ntirely   insoluble  in  water,  and    it  is  better  to  replace    it   by 
cupric  carbonate  or  cuprous  oxide  (cupron).     If  cupric  car- 
bonate be  used,  it  is  advisable  thoroughly  to  stir  the  bath,  or 
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^M            what  is  better,  to  boil  it,  so  as  to  remove  as  completely  as  pcs- 
^H            sible  the  carbonic  acid.                                                        , 
^B                By  the  difTusion  of  zinc  sulphate  solution  from  the  clay  cells,     . 
^H            the  bath  becomes  gradually  rich  in  zinc  salt,  and  it  will  be 
^H            noticed  that  a  certain  limit — with  a  content  of  about   IQ  per 
^H            cent,    zinc    sulphate — the    copper  .  deposits   turn    out    brittle. 
^m^        The  bath  has  then  to  be  entirely  renewed. 
^^^H           The  content  ol  copper  in  the  bath  decreases  in  accordance 
^^p            with  the  copper  deposited,  and  the  concentration  of  the  bath 
^m            would  consequently  become  so  low  that  useful  deposits  could 
^m            no  longer  be  obtained,  if  care  were  not  taken  to  replace  the 
^H            copper.     This    is    done    by  suspending   perforated  baskets  of 
^m            stoneware  or  lead,  filed  with  blue  vitriol  crystals,  in  the  bath. 
^m                Since  directions  are  frequently  found  to  which  the  blue  vitriol 
^m            solutions  to  be  used  are  given  according  to  their  weights  by 
^m           volume  or  degrees  of  Be.»  a  table  showing  the  content  of  blue 
^H            vitriol  is  given  below. 

^^^1                        Degreei  B«. 

Weight  by  volume. 

This  solution  coDtoin*         1 
crystalliMd  blue  vitnoL       1 

^^^H 

1.035 
1, 07  2 

I.H3 

1.121 

1. 130 
1.138 

1.147 

'-'57 
I.  66 
I.I  76 

5  per  cent        ^^| 

^H     ,::o 

^H 

■ 

^1 

■          I^o 

^1 

■       Ik::::. .::::::..::.:..;;:. 

^B 

^^^H 

■      J^o::::::::::::::. ::::::::::: 

74                    ^H 

-  ^ 

^B 

^K 

^^V          Electro-motive  force. — The  effective  electro-motive  force  m    ' 
^B            the   cell   apparatus  amounts  to  about  0,75  volt.      It  may  be 
^H             regulated  by  either  bringing  the  mattrices  more  closely  to  the 
^H            diaphragms,  or  removing  them  a  greater  distance  from  them. 
^1            In  the  first  case,  the  resistance  of  the  bath  is  decreased,  the 
^1            current-density    being    consequently    increased,    while  in  the 
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other,  the  resistance  of  the  bath  is  increased  and  the  current 
density  decreased. 

For  regulating  the  electro- motive  force  a  rheostat  may  also 
be  placed  tn  the  circuit,  between  the  matrices  and  the  zincs, 
instead  of  connecting  them  directJy  by  a  copper  wire.  Although 
^this  method  is  not  in  vogue,  it  is  certainly  recommendable, 
^P  For  working  on  a  large  scale,  the  cell  apparatus  is  but  seldom 
used,  at  least  not  for  the  production  of  electros.  It  is,  however, 
occasionally  employed  for  the  reproduction  of  objects  of  art 
with  very  high  reliefs,  so  as  to  cover  them  as  uniformly  as  pos- 
sible and  quite  slowly  with  copper.  The  cell  apparatus  is  also 
still  liked  for  the  production  of  matrices. 

■■    2.  Galvanoplastic  Deposition  by  the  Battery  and  Dynamo. 

Since  it  has  been  shown  in  the  preceding  section  that  a 
cell  apparatus  is  to  considered  as  a  Daniel)  cell  closed  in 
itself,  it  will  not  be  difficult  to  comprehend  that  in  economical 
respects  no  advantage  is  ofifered  by  the  production  of  galvano- 
plastic depositions  by  a  separate  battery,  because  in  both  cases 
the  chemical  work  is  the  same*  and  the  zinc  dissolved  by  the 
use  of  the  Daniell  or  Bunsen  cell  effects  no  greater  quantity 
of  copper  deposit  in  the  bath  than  the  same  quantity  of  zinc 
dissolved  in  ihe  cells  of  the  single  apparatus.  In  other  respects 
the  use  of  a  battery,  however,  ofTers  great  advantages. 

The  employment  of  an  external  source  of  current  requires 
the  same  arrangement  as  shown  in  Figs.  50  and  5  i ,  pp,  j  42  and 
143,  copper  anodes  being  placed  in  the  bath  and  connected  with 
the  anode  pole  of  the  battery.  Copper  being  dissolved  in  the 
anodes,  the  sulphuric  acid  residue  which  is  liberated  is  satu- 
rated with  blue  vitriol,  the  content  of  copper  being  thus,  if  not 
entirely,  at  least  approximately,  kept  constant.  Furthermore, 
no  foreign  metallic  salts  rt^ach  the  bath,  as  is  the  case  in  the 
simple  apparatus,  by  zinc  sulphate  solution  penetrating  from 
the  clay  cells  and  causing  the  formation  of  rough  and  brittle 
deposits  of  copper.  With  the  use  of  anodes  of  chemically  pure 
copper  the  bath  will  thus  always  remain  pure. 
35 
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stroyed  by  rheostats  in  front  of  the  baths  requiring  a  slight 
electro-motive  force,  in  case  it  is  not  convenient  to  coupJe  these 
baths  in  series  (see  later  on).  The  destruction  of  electro- motive 
force  is,  however,  not  economical,  and,  in  such  a  case,  the  u%e 
of  two  dynamos  with  different  electro-motive  forces  is  advisable. 
It  IS  best  to  combine  both  dynamos  with  a  motor*gcncrator»  if 
the  plant  is  connected  with  a  power  circuit  of  a  central  station, 
the  construction  being  such  that  the  dynamo,  which  is  perhaps 
only  temporarily  in  use,  can  be  readily  disengaged. 

Fig.  145  shows  such  a  double  aggregate,  built  by  the  firnj  ol 
Dr.  G.  Langbein  &  Co,  for  the  German  Imperial  Printing  Oflicc. 


Fig.  145. 


The  larger  dynamo  has  a  capacity  of  lOOO  amperes  and  3.5 
volts,  and  the  smaller  one.  one  of  250  amperes  and  6  volts. 

Current-conductors  of  suflficient  thickness,  corresponding  lo 
the  quantities  of  current  have  to  be  provided  to  prevent  loss  ol 
current  by  resistance  in  the  conductors.  To  avoid  repdiliooSi 
we  refer  to  what  has  been  said  on  this  subject  under  ♦*  Arrange* 
mcnt  of  Electro-plating  Establishments/'  the  directions  there 
given  applying  also  to  the  galvanoplastic  process. 

Coupling  the  baths. — When  coupling  the  b:Jths  in  parallel, 
each  bath  will  have  to  be  provided  with  a  rheostat  and  am- 
meter,  while  a  voltmeter  with  a  voltmeter  switch  may  be  em* 
ployed  in  common  for   several    baths.     If    the    baths  are  ol 


OALVANOFLASTV  (REPRODUCTION). 


549 


exactly  the  same  composition  and  ihe  same  electrode-distances 
are  maintained  in  them,  regulation  of  the  current  by  the,  shunt- 

k rheostat  of  the  dynamo  will  suffice. 
I  Coupling  the  baths  in  series  may  under  certaii>  conditions  be 
JDf  advantage.  In  such  a  case,  a  dynamo  of  adequately  higher 
electro-motive  force  will  of  course  have  to  be  employed. 
Coupling  the  baths  in  scries  implies  that  the  cathode  (object) 
surfaces  in  alt  the  baths  are  of  the  same  size,  or  at  least 
approximately  so.  The  baths  are  coupled  in  series  by  con- 
necting the  anodes  of  the  first  bath  with  the  -f  poles  of  the 
dynamo,  the  cathodes  of  the  first  bath  with  the  anodes  of  the 
second,  the  cathodes  ol  the  second  with  the  anodes  of  the  third, 

I  and  so  on,  and  reconducting  the  current  from  the  cathodes  of 
the  last  bath  to  the  —  pole  of  the  dynamo  (Fig.  68). 
With  this  plain  couphng  in  series,  the  impressed  electro- 
tnotive  force  is  uniformly  distributed  in  all  the  baths,  so  that 
fwith  four  baths  coupled  in  series,  and  an  impressed  electro- 
tnotive  force  of  4  volts,  an  electro-motive  force  of  i  volt  is  pre- 
sent in  each  bath  if  the  conductivity  resistance  be  leftouf  of  con- 
sideration. Hence,  it  may  be  readily  calculated  how  many 
baths  have  to  be  coupled  in  series  to  utilize  a  given  impressed 
electro-motive  force,  when  the  electro-motive  force  required  for 
^kne  bath  is  known. 

^"  If,  for  instance,  there  is  a  dynamo  with  6  volts  impressed 
electro-motive  force,  and  ihe  electro- motive  force  required  lor 
one  bath  is  1.5  volts,  then  4  baths  have  to  be  coupled  in  series, 
since  they  require  1.5  X  4  ^  6  volts.  If,  however,  only  one  volt 
is  required  for  one  bath,  then  6  baths  will  have  to  be  coupled 
in  series,  or,  in  case  fewer  baths  are  to  be  used,  the  impressed 
electro -motive  force  of  the  dynamo  has  to  be  suitably  regulated 

■by  the  shunt  rheostat. 
1  Besides,  the  simple  coupling  in  series,  mixed  coupling,  also 
called  coupling  in  groups,  a  combination  of  coupling  in  parallel 
and  in  series,  may  be  employed.  This  is  effected  by  combin- 
ing a  number  of  baths  to  a  group  in  parallel,  and  coupling 
several  such  groups  in  series. 
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The  advantage  offered  by  this  mixed  coupling  to  large  gaU 
vanoplastic  plants  is  as  follows: 

With  the  simple  couple  in  series,  the  electrode- surfaces  in 
all  the  baths  must  be  of  the  same  size.  When  finished  objects 
ate  taken  from  a  bath,  the  current  conditions  are  changed,  until 
in  place  of  the  object  taken  out  Iresh  surfaces  of  the  same  ««c 
are  suspended  in  the  bath,  and  as  this  cannot  always  be  immc* 
diately  done,  irregularities  in  working  will  result-  If,  howei'er. 
the  baths  be  combined  in  groups  in  the  manner  shown  in  Fig. 
146,  only  the  cathode-surfaces  of  each  of  the  groups  coupled 
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^m  parallel,  need  to  be  of  the  same  size,  or  (^^liHuMmatcly 
and  with  the  observation  of  this  condition  it  15  entirely  indlf- 
ferent  whether  a  bath  of  one  group  Is  not  at  all  charged  with 
cathodes. 

For  the  adjustment  of  any  difference  in  the  electro-motive 
force  in  the  baths  of  the  separate  f^roups.  it  is  advisable  to  pim 
in  each  bath  a  rheostat  in  shun^. 

While  with  baths  coupled  in  pai.iiM  1  kk  cleelro-iitotrve  force 
of  the  dynamo  corresponds  to  the  requisite  electro  motive  force 
of  one  bath,  but  the  current- strength  is  calculated  from  ihc  siim 
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of  all  the  cathodes  present  in  the  different  baths*  with  baths 
coupled  in  series  only  the  total  cathode  surface  of  one  bath  is 
decisive  as  regards  the  current-strength,  the  electro-motive  force 
of  the  machine  resulting  from  the  sum  of  the  cleclro-motive 
forces  of  the  separate  baths.     With  baths  coupled  in  groups  the 

•xequisite  impressed  electro-motiv^e  force  is  calculated  from  the 
number  of  groups  of  baths  coupled  in  series,  but  the  current- 
strength  from  the  total  cathode-surface  of  only  one  group. 

The  following  examples  may  ser\e  as  illustrations:   Suppose 

3  baths,  each  with  lOO  square  decimeters  cathode-surface,  are 

coupled  in  parallel,  and  the  electro -motive  force  for  one  bath  is 

^Ll.5  volts.     Hence  in  the  three  baths  there  are  lOO  X  3  =  300 

^isquare  dec'-neters  cathode  surface,  and  if,  for  instance,  one  square 

decimeter  requires  2  amperes,  then  the  3  baths  require  300  X  2 

600  amperes.  Thus  the  capacity  of  the  dynamo  must  be  600 
amperes,  with  an  impressed  electro-motive  force  of  1.5  volts. 
but  for  practical  reasons  a  machine  of  2  volts  should  be 
selected. 

Suppose  4  baths,  each  charged  with  100  square  decimeters 
cathode-surface,  are  coupled  in  series,  and  the  bath  electro- 
motive force  is  1.25  volts,  and  the  current-density  2  amperes. 
Hence  there  will  be  required,  100  X  2  ^  200  amperes,  and  1.25 
X  4  =  5  volts. 

Suppose  9  baths  are  coupled,  mixed  in  three  groups  of  3 
baths  each,  the  latter  being  coupled  in  parallel,  and  the  three 
groups  coupled  in  series.  Now  if  each  group  be  charged  with 
300  square  decimeters  cathode-surface  and  the  bath  electro* 
motive  force  be  also  1.25  volts  and  the  current-density  2  am- 
peres, then  there  will  be  required,  300  X  2  =600  amperes,  and 
1.25  X  3  ^=  3.75  volts,  or  practically,  4  volts  impressed  electro- 
motive force. 


I 


c.   Combined  Operation  with  Dynamo  and  Accumulators, 

When,  as  is  frequently  the  case  in  galvanoplastic  plants 
working  with  the  slow  process  of  deposition,  electrotypes  have 
to  be  finished  in  a  hurry,  recourse  has  to  be  had  to  night  work. 


552 


ELECTRO-DEPOSmON   OF  METALS. 


If  the  d}'namo  is  not  driven  by  a  motor-generator  fed  from  a 
power  circuit  of  a  central  station,  tt  will  be  necessary  to  use  for 
night  work  either  a  cell  apparatus,  or  to  feed  the  bath  from  ac- 
cumulators. 

An  interruption  in  the  galvanoplastic  deposition  of  copper 
is  a  great  drawback*  because  an  additional  deposit  made  after 
the  current  has  been  interrupted  adheres  badly  upon  the  one 
previously  made,  blisters  being  readily  formed,  or  the  deposit 
peeling  off.  The  chief  object  in  the  use  of  an  accumulator  is 
that  it  allows  of  the  work  being  carried  on  during  the  noon 
hour  when  the  steam  engine  is  generally  stopped,  and  of  finishing 
matrices  which  are  suspended  late  in  the  afternoon,  after  work- 
ing hours. 

In  order  to  avoid  repetition,  the  reader  is  referred  to  what 
has  been  said  on  p.  182  et  seg,^  in  regard  to  the  use  of  an  ac- 
cumulator in  addition  to  the  dynamo. 

For  galvanoplasty  in  copper  by  the  slow  process,  one  accu- 
mulator cell  of  sufficient  capacity  to  supply  current  for  2  or  J 
hours  is,  as  a  rule,  all  that  is  required.  This  cell  is  charged 
from  the  dynamo  at  the  same  time,  while  the  latter  directly 
operates  the  bath,  a  machine  with  an  impressed  electro-modve 
force  of  3  volts  being  required  for  the  purpose. 

If  several  cells  have  to  be  used,  it  has  to  be  decided  accord- 
ing to  the  capacity  of  the  dynamo,  whether  they  are  to  be 
charged  in  parallel  or  in  series.  If  great  demands  are  for  a 
longer  time  made  on  the  accumulators,  it  is  advisable  to  use  a 
separate  dynamo  for  charging  purposes. 

Copper  baths  for  galvancplasdc  depositions  with  a  separaU 
source  of  current. — The  directions  for  the  composition  of  the 
bath  vary  very  much,  some  authors  recommending  a  copper 
solution  of  iS*"  Be.,w^hich  is  brought  up  to  22°  Be.  by  the  addi- 
tion of  pure  concentrated  sulphuric  acid.  Others  again  increase 
the  specific  gravity  of  the  bath  up  to  25^  B^.  hy  the  addition 
of  sulphuric  acid,  while  some  prescribe  an  addition  of  3  to  7 
per  cent,  of  sulphuric  acid. 

It  is  difficult  to  give  a  general  formula  suitable  for  all  cases. 
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because  the  addition  o(  sulphuric  acid  will  vary  according  to  the 

current  strength  at  disposal,  the  nature  of  the  moulds,  and  the 

distance  of  the  anodes  from  the  objects.     The  object  of  adding 

sulphuric  acid  is,  on  the  one  hand,  to  render  the  bath  more 

conductive  and,  when  used  in  proper  proportions,  to  make  the 

^Jdcposit  more  elastic  and  smoother,  and  prevent  the  briltleness 

^■and  coarse-grained   structure  which,  under  certain  conditions, 

^Kappear. 

^M      However,  it  is  also  the  function  of  the  sulphuric  acid  to  pre- 

^Bvent   the  primary   decomposition  of    the    blue  vitriol,  and  to 

^BeiTect  in  a  secondary  manner  the  reduction  of  the  copper.     As 

ipOhas  been  explained  on  p«  49,  acids,  bases,  and  salts,  dissociate 

in    aqueous    solution,    and    only  substances   which    dissociate 

in    aqueous  solution  are  conductors    of    the    electric  current, 

they   being  the  better    conductors,    the    greater   their  power 

of  dissociation  is.     The  dilute  sulphuric  acid  being  much  more 

dissociated,   takes  charge   in  a  much    higher   degree  of  con- 

lucting    the  current  than  the    less  strongly  dirsocialed    blue 

itriol  solution.     Consequently  the  kathion  of    the    sulphuric 

icid — the  hydrogen-ions — migrates  to  the  cathode,  and  effects 

the  decomposition  of  the  blue  vitriol,  an  equivalent  quantity  of 

:opper  being  reduced  upon  the  cathode. 

The  addition  of  a  large  quantity  of  sulphuric  acid,  as  recom- 

lended  by  some  authors,  cannot  be  approved,  it  having  been 

mnd  of  advantage  only  in  a  few  cases. 

For   depositing  with   a   battery,   somewhat  more   sulphuric 

acid  may  for  economical   reasons    be   added   to   the  bath  than 

I  when  working  with  the  current  of  a  dynamo.  The  following 
feompositton  has  in  most  cases  been  found  very  suitable  for  the 
reproduction  of  shallow,  as  well  as  of  deep,  moulds: 
Blue  vitriol  solution  of  195^^  Be.  100  quarts,  sulphuric  acid 
of  66°  Be.  free  from  arsenic  4  J^  to  6j4  lbs. 
^P  The  bath  is  prepared  as  follows:  Dissolve  48 3^  lbs.  of  blue 
vitriol  in  pure  warm  water,  and,  to  avoid  spurting,  add  grad- 
ually, stirring  constantly,  the  sulphuric  acid.  At  the  normal 
temperature  of  59°  F.  the  bath  may  be  worked  with  a  current- 
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density  of  up  to  2   amperes,  and   il  the   bath  be  agitated,  ' 
current-density  may  be  up  to  3  amperes. 

Properties  of  (he  deposiied  copper, — As  regardf=  elasticity, 
strength  and  hardness  of  galvanoplastic  copper  deposits,  Hubl 
determined  that  copper  of  great  tenacity,  but  possessing  less 
hardness  and  strength,  is  deposited  from  a  20  per  cent,  solution 
with  the  use  of  a  current-density  of  2  to  3  amperes. 

For  copper  ptiniing plates  a  20  percent,  solution  compounded 
with  3  per  cent,  sulphuric  acid,  and  current-density  of  1*3  am- 
peres was  found  most  suitable  by  Giesecke.  Dissolve  for  this 
purpose  50.6  lbs.  of  blue  vitriol  for  a  lOO  quart  bath  and  add 
6.6  lbs.  of  sulphuric  acid. 

Furster  and  Seidel  have  shown  that  the  mechanical  proper- 
ties of  the  copper  are  materially  mfluenced  by  the  temperature 
of  the  electrolyte.  From  Forster  s  investigations,  with  a 
cathodal  current-density  of  i  ampere  in  an  electrolyte  com- 
posed of  150  grammes  blue  vitriol  and  50  grammes  sulphuric 
acid  per  liter,  it  appears  that  the  copper  obtained  with  the 
electrolyte  at  140°  F.  showed  the  greatest  tenacity,  it  decreas- 
ing again  at  a  higher  temperature  while  the  strength  slightly 
increased. 

The  nature,  /.  ^.,  the  composition  of  the  electrolyte  also  exerts 
an  influence  upon  the  structure  of  the  deposit,  Forster  com- 
pounded the  electrolyte  previously  used  with  a  quantity  of 
sodium  sulphate  equivalent  to  that  of  the  blue  vitriol.  The 
result  showed  that  the  strength  as  well  as  the  tenacity  was  un- 
favorably influenced  at  a  higher  temperature. 

Current  conditions, — In  order  to  obtain  a  dense,  coherent  and 
elastic  deposit  in  the  acid  copper  bath,  it  is  first  of  all  necessary 
to  bring  the  current-strength  into  the  proper  proportion  to  the 
deposition-surface,  this  applying  to  depositions  in  the  simple 
apparatus,  as  well  as  to  that  produced  with  an  external  source 
of  current. 

The  stronger  the  sulphuric  acid  in  the  clay  cells  of  the  simple 
apparatus  is,  the  more  rapidly  is  the  copper  precipitated  upon 
the  moulds.     If  the  zinc-surfaces  of  the  clay  cells  arc  very  large 
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in  proportion  to  the  surfaces  of  the  moulds,  the  deposition  of 
copper  also  takes  place  more  rapidly.  The  rapid  reduction  of 
copper,  however,  must  above  all  be  avoided  if  deposits  of  de- 
sirable qualities  are  to  be  obtained,  because  a  deposit  of  copper 
forced  too  rapidly  turns  out  incoherent,  spongy,  frequently  full 
of  blisters  and,  with  a  very  strong  current,  even  pulverulent. 

The  color  of  the  deposit  is  to  some  extent  a  criterion  of  its 
quality,  a  red-brown  color  indicating  an  unsuitable  deposit, 
while  a  good,  useful  one  may  be  counted  upon  when  it  shows 
a  beautiful  rose  color. 

For  filling  the  clay  cells,  it  has  previously  been  stated  that 
the  acid  is  to  be  diluted  in  the  proportion  of  i  part  of  concen- 
trated sulphuric  acid  of  66^  Be.  to  30  parts  of  water,  the  zinc 
surface  being  supposed  to  be  of  about  the  same  size  as  the 
matrix-surface.  If  the  zinc-surface  should  be  smaller,  stronger 
acid  may  be  used,  and  if  it  be  larger,  the  acid  may  be  more 
dilute.  The  proper  concentration  of  the  acid  in  the  clay  cells 
is  readily  ascertained  from  the  progressive  result  of  the  deposit 
and  its  color. 

What  has  been  said  in  reference  to  the  current-strength 
applies  also  to  the  deposition  of  copper  with  a  separate  source 
of  current  (battery  or  dynamo).  The  current-strength  must 
be  so  adjusted  by  means  of  a  rheostat  as  to  allow  of  compar- 
atively rapid  deposition  without  detriment  to  the  quality  of  the 
deposit, 

According  to  the  composition  of  the  bath,  a  fixed  minimum 
and  maximum  current-density  corresponds  to  it,  which  must 
not  be  exceeded  if  serviceable  deposits  are  to  be  obtained. 
There  is*  however,  a  further  difTerence  according  to  whether 
the  bath  is  at  rest  or  agitated.  Hubl  obtained  the  following 
results : 
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Touching  the  addition  of  sulphuric  acid.  It 
no  difTercnce  in  the  texture  of  the  deposit  is  percirptible  U  ifcr 
addition  of  acid  varies  between  2  and  8  per  ceat. 

The  most  suitable  current-density  for  the  produciu^n  04  gooQ 
deposits  with  a  bath  of  the  composition  given  on  p.  554*  vtai 
at  rest,  is  for  slow  deposition  I  to  2  amperes  pet  flquaf>e  Sea- 
meter  of  matrix  surface,  and  when  the  bath  is  agitated  1  to  J 
amperes.  The  current^ensities  lor  rapid  galvanoplastic  balks 
will  be  given  later  on. 

Since  for  'ordinary,  strongly  acid  copper  baths  an  dodr^ 
motive  of  l4*  to  at  the  utmost  1  J4»  volts  is  required,  the  oKnr 
powerful  Bunsen  cells  will  have  to  be  coupled  alongside  f^dk 
other,  while  of  the  weaker  DanicII  or  Lallandc  cells,  two,  or  oi 
the  Meidtnger  cells,  three,  will  have  to  becoupled  otie  after  the 
other,  and  enough  of  such  groups  have  to  be  combiiied  t» 
make  their  active  zinc-surfaces  of  nearly  the  same  size  as  dlt 
surfaces  of  the  matrices.  However,  for  strongly  acid  iMlfei 
coupling  the  separate  weaker  cells  alongside  each  otberilse 
suffices. 

When  all  the  parts  of  the  matrices,  as  well  as  the  1 
tions,  are  covered  with  copper,  the  cuncnt  t«  weakened  in 
a  deposit  of  a  pulverulent  or  coarse -j; rained  structure 
on  the  edges  of  the  moulds,  and  ft  is  feared  lh»^ 
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on  the  design  or  type  might  also  turn  out  pulverulent.     The 

rrcnt  need  not  be  weakened  more  than  is  necessary  to  prevent 

e   dark  deposits   on  the  edges  from  progressing  further  to- 

ards  the  interior  of  the  mould-surfaces.     li,  by  reason  of  too 

ong  a  current,  pulverulent  copper  has  already  deposited  upon 

e  design  or  type,  and  the  fact  is  noticed  in  time  and  the  cur- 

cnt  suitably  weakened,  the  deposit   can  generally  be  saved  by 

the   layers   being  cemented  together  by  the  copper  which  is 

coherently  deposited  with  the  weaker  current. 

In  depositing  with  the  dynamo,  the  current-density  and  elec- 
tro-motive force  have  to  be  properly  regulated  by  means  of  a 
rheostat. 

Brittle  copper  deposits  may  be  caused,  not  only  by  an  unsuit- 
ble  composition  of  the  electrolyte,  improper  current-densities 
and  impure  anodes  (see  later  on),  but  also  by  contamination  of 
the  bath  with  non-metallic  substances,  certain  organic  sub- 
stances especially  having  an  unfavorable  effect  upon  the  prop- 
erties of  the  copper  deposit. 

Forster  found  that  by  using  for  suspending  the  cathodes, 
upports  which  had  been  coated  with  rubber  solution  in  benzol 
is  a  protection  against  the  attacks  of  the  electrolyte  and  the 
air,  smooth  copper  deposits  of  a  beautiful  velvety  appearance 
were  to  be  sure  obtained,  but  they  were  so  brittle  that  they 
could  not  be  detached  unbroken  from  the  basis.  The  deposit 
contained  small  quantities  of  carbonaceous  substances  which 
could  have  been  derived  only  from  a  partial  solution  of  the 
rubber. 

Hiibl  also  describes  the  fact  of  having  obtained  brittle  copper 
y  the  electrolyte  having  been  contaminated  by  a  small  quan- 
it)'  of  gelatine  which  had  passed  into  solution  in  the  prepara- 
tion of  an  electrotype  upon  hcliographic  gelatine  reliefs.  Dr. 
Langbein  had  frequently  occasion  to  notice,  that  baths  in 
tanks  lined  with  lead,  and  provided  with  a  coat  of  asphalt  and 
mastic  dissolved  in  benzol,  yielded  brittle  copper  when  the 
coat  of  lacquer  was  not  perfectly  hard,  and  it  was  observed 
that  by  reason  of  an  accidental  contamination  of  the  electrolyte 
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with  gelatine*  deposits  were  formed  which  showed  the  b 
formation  of  cr\'stals  similar  to  an  arbcr  S^tumi^  and 
tremely  brittle, 

Erich  Muller  and  P.  Bchntje  •  have  recently  investigated  the 
effects  of  such  organic  additions  (colloids)  on  blue  vitriol  solu' 
tions»  additions  of  gelatine,  egg  albumen,  gum,  and  starch 
drawn  upon  for  comparing  the   eflfccts.     After  an  electro! 
for  15  hours,  the  deposits  obtained   from   baths  compoo 
with  gum  and  starch  solutions  showed  no  material  differenced 
appearance  from  deposits    obtained   with   the   same   current- 
strength  from  pure  acidulated  blue  vitriol  solution.     Deposits 
obtained  from  baths  to  which   gelatine  and  egg  aibtimen   had 
been  added,  however,  had  lustrous  streaks  running  from  top  to 
bottom.     The  weight  of  these  deposits  was,  moreover,  greater 
than  that  of  the  copper  obtained  from  pure  solution,  and   the  ■ 
presence  of  gelatine   in  the  deposit  could   be  established    by  " 
analysis.     Further  experiments  proved   that  the    above-men- 
tioned phenomena  were  dependent  on  the  current-density,  and 
with  smaller  additions  of  gelatine,  and  3.5  amperes,  thoroughly 
homogeneous,  mirror-bright  copper  coatings  could  be  obtained, 
thus  rendering  it  possible  to  produce,  by  an  addition  of  geU* 
tine,  a  lustrous  coppering  from  acid  copper  baths.     The  prop- 
erties of  this  copper  are,  however  such  as  arc  not  desirable  lor 
galvanoplaslic  purposes. 

It  is  therefore  absolutely  necessary  to  exclude  such  organic 
substances,  even  if  only  dissolved  in  traces,  from  contact  with 
the  electrolyte. 

Duration  of  de post  lion. — The  time  required  for  the  productioi 
of  a  deposit  entirely  depends,  according  to  what  has  been  $xA 
on  p.  127,  on  the  current  density  used.  One  ampere  deposits 
in  one  hour  f.i8  grammes  of  copper,  and  from  this,  when  the 
current-density  is  known«  the  thickness  acquired  by  the  depotil 
in  a  certain  time  can  be  readily  calculated* 

A  square   decimeter  of  copper,    \    millimeter  thirV    t*i^"g 
about  i$9  grammes,  and  to  produce  this  weight  witli 
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current-density,  there  are  required  ^^  =  75  hours.  By  taldng^ 
the  thrckness  of  a  deposit  as  0.18  millimeter,  which  suffices  for 
all  purposes  of  the  graphic  industry,  then  I  square  decimeter 
will  weigh  89  X  0.18  =  16.02  grammes,  and  for  their  deposition 
with  I  ampere  current-density  wilt  be  required,  in  round  num- 
bers, If^l  =  T3M  hours. 

Below  is  given   the   duration   of  deposition  for  electrotypes 
18  millimeter   thick  with   different  current-densities,  and  in 
ddition  the  time  is  stated  which  would  be  required  for  the  for- 
mation of  a  deposit  1  millimelcr  thick,  so  that  the  calculation  oi 
the  time  required  for  depositing  a  copper  film  of  a  thickness 
different  from  0.18  millimeter  can  be  readily   made   by   multi- 
lying  the  number  of  hours  in  the  third  column  by  the  desired 
hickness  of  the  copper* 


i^ith  A.  current- den lity  of 
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Nitrate  baths. — To  shorten  the  duration  of  deposition,  baths 
ere  a  few  years  ago  recommended  which,  in  place  of  blue 
itriol,  are  prepared  with  cupric  nitrate,  and  which  by  reason 
of  being  more  concentrated  will  bear  working  with  greater 
current-densities.  To  further  increase  their  conducting  power^ 
mmonium  chloride  is  added.  Independent  of  the'  fact  that 
eposits  obtained  in  these  baths  are  inferior  in  quality  to  those 
reduced  in  blue  vitriol  baths,  such  baths  require  frequent  cor- 


56o 


ELECTRO-DEPOSTTION  OF  METALS. 


rections»  they  becoming  readily  alkaline  in  consequence  ofihi 
formation    of   ammonia.     Besides,  in    view  of  the  short    tii 
required  for  deposition    by  the  rapid    galvanoplaslic  pr< 
there  is  no  necessity  for  nitrate  baths. 

Agitation  of  the  baths. — From  Hubl's  table  it  will  be  seen  tfn 
a  copper  bath  in  motion  can  bear  considerably  higher  current* 
densities,  and  hence  will  work  more  rapidly  than  a  bath  at  rcrtflj 
In  clectrolytically   refining   copper   it  was   found  tluit«  if  the 
process  of  reducing  the  copper  is  to  proceed  in  an  un 
tional  manner,  the  bath  must  be  kept  entirely  hoinog 
in  all  its  parts.     When  a  copper  bath  is  at  rest,  and  the  opera- 1 
tton  of  deposition  is  in   progress,  the  following   process  takes 
place:  The  layers  of  fluid  on  the  anodes  having  by  the  solution 
of  copper  become  specifically  heavier,  have  a  tendency  to  Milk 
down,  while  layers  of  fluid  which  have  become  poorer  in  cop- 
per, and  consequently  specifically  lighter,  rise  on  the  cathocto 
to  the  surface.     These  layers  contain  more  sulphuric  acid  ibaa     , 
the  lower  ones,  hence  their  resistance  is  slighter  and  their  coo-  ■ 
ducting  power  greater,  the  latter  being  still  further  increased  by 
the  layers  healed  by  the  current  also  rising  to  the  surface.     In 
consequence  of  this  process  there  will  be  a  variable  growtli  li 
thickness  of  the  deposit,  and  various  phenomena  may  appear 
which,  according  to  the  composition  of  the  layers  in  question^ 
can   be  theoretically  established.     If  the  intermixture  of   the 
electrolyte  has  not  progressed  to  any  great  extent,  aod  thus 
there  are  no  great  differences,  as  regards  composition,  between 
the  upper  and  lower  layers  of  the  fluid,  the  deposit  will  be  quite 
uniformly  formed  upon  the  lower  as  well   as  upon  the  lyipcr 
portions  of  the  cathodes,  although  it  will  be  somewhat  thicker 

on  the  lower  portions,  which  dip  into  the  more  - -ted 

copper  solution,  than  on  the  upper  portions.      1 
in  thickness  in  favor  of  the  lower  cathode-surfaces  will 
more  pronounced  as  the  concentration  of  the  lowc« 
the  fluid  increases,  while  the  growth  in  thickness  on 
cathode-surfaces  is  kept  back,    Tlie  concentration  <>• 
layers  of  fluid  may  5nally  happen  to  becon)< 
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hydrogen-ions  do  not  nneet  with  sufficient  blue  vitriol  for  de- 
composition, and  hydrogen  will  consequently  be  separated  and 
thw'  formation  of  a  sandy  or  spongy  deposit  noticed, 
I  It  may,  however,  also  happen  that  a  current  of  slight  electro- 
motive force  cannot  overcome  the  greater  resistance  of  the 
more  concentrated  lower  layers  of  fluid,  and  in  consequence 
passes  almost  exclusively  through  the  upper  layers.  So  long 
as  the  hydrogen-ions  find  sufficient  blue  vitriol  and  the  current- 
density  is  slight,  the  growth  of  the  deposit  on  the  upper 
cathode-surfaces  may,  in  this  case,  progress,  while  it  comes  to 
a  stand-still  on  the  lower  ones. 

Experiments  by  Sand  *  have  shown  that  in  consequence  of 
local  exhaustion  of  blue  vitriol  in  an  acid  copper  bath  more  than 
60  per  cent,  of  the  current  is,  notwithstanding  natural  diffusion, 
consumed  for  the  evolution  of  hydrogen.  The  production  of 
serviceable  deposits  under  such  conditions  is  of  course  impos- 
sible. 

By  constant  agitation  of  the  bath,  the  layers  poorer  in  metal, 
which  have  deposited  copper  on  the  cathodes,  are  rapidly  re- 
moved, and  layers  of  fluid  richer  in  metal  are  conveyed  to  the 

thodcs,  the  greatest  possible  homogeneity  of  the  bath  being 
thus  effected,  and  the  operation  of  deposition  becoming 
uniform. 

Baths  in  motion  show  less  inclination  to  the  formation  of 
buds  and  other  rough  excrescences,  and  hence  the  current- 
density  may  be  greater  than  with  solutions  at  rest,  the  result 
being  that  deposition  is  effected  with  greater  rapidity.  These 
experiences  gathered  in  electro-metallurgical  operations  on  a 
large  scale,  have  been  advantageously  applied  to  galvanopJasty. 

Stirring  contrivafues, — Constant  agitation  oi  the  copper  bath 
may  be  effected  in  various  ways,  A  mechanical  stirring  con- 
trivance may  be  provided,  or  agitation  may  be  efl'ected  by 
blowing  in  air,  or  finally,  by  the  flux  and  reflux  of  the  copper 
solution. 

h  the  use  of  a  stirring  apparatus,  stirring  rods  of  hard 

^ZeitscfarUt  fiir  physikaiisbe  Chemie.     xxxv.  641. 
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rubber  or  glass  which  are  secured  to  a  shaft  running  over 
bath»  swing  like  pendulums,  between  the  electrodes.  This 
motion  of  the  shaft  is  effected  by  means  of  leverage  drii^en 
from  a  crank  pulley.  The  stirring  rods  should  not  move  with 
too  great  rapidity,  otherwise  the  slime  from  the  anodes,  which 
settles  in  the  bath,  mij^ht  be  stirred  up. 

Agitation  of  the  balh  has  also  been   effected  by  slowly  re- 
volving, by  means  of  a  suitabfe  mechanism,  cast  copper  anod^^l 
of  a  square  cross-section,  this  mode  of  motion  having  the  w^^ 
vantage    of    very    thoroughly   mixing  the    electrolyte    without 
being  too  violent. 

If  the  bath  is  to  be  agitated  by  blowing  in  air»  the  latter  is 
forced  in  by  means  of  a  pump  through  perforated  lead  pipes, 
arranged  horizontally  about  two  inches  from  the  bottopi  of  the 
tank. 

It  is  best  to  use  a  small  air  compressor  in  connection  with  an 
air  chamber  provided  with  a  safely  valve.  The  quantity  ol  air 
to  be  conveyed  to  the  perforated  lead  pipes  is  regulated  by 
means  of  a  cock  or  valve.  The  number  and  size  of  the  perfor- 
ations in  the  lead  coil  must  be  such  that  the  air  passes  out  as 
uniformly  as  possible  the  entire  length  of  the  pipe,  so  thit  all 
portions  of  the  electrolyte  are  uniformly  agitated.  For  smaller 
baths  an  ordinary  well-constructed  air-pump  suffices  for  press- 
ing in  the  air. 

Agitation  of  the  bath  by  flux  and  reflux  of  the  solution  may 
be  effected  in  various  ways,  and  is  especially  suitable  where 
many  copper  baths  are  in  operation. 

The  baths  are  arranged  in  the  form  of  steps.  Near  the 
bottom  each  bath  is  provided  with  a  leaden  outlet-pipe  (Fig. 
147),  which  terminates  above  the  next  bath  over  a  distributing 
gutter,  or  as  a  perforated  pipe  /?.  From  the  last  bath  the 
co|)per  solution  flows  from  a  reservoir,  £",  from  which  it  is 
forced  by  means  of  a  hard-rubber  pump»  i\  into  the  reservoir. 
A,  placed  at  a  higher  level.  From  A  it  again  passes  through 
the  baths  B,  C  and  D,  A  leaden  steam-coil  may,  if  necessary, 
be  placed  in  A,  to  increase  the  temperature,  if  it  should  have 
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become  too  low.  Over  A  a 
wooden  frame  covered  with  felt 
may  be  placed  ;  the  copper  solu- 
on  flowing  upon  the  frame  and 
passing  through  the  felt,  is 
thereby  filtered. 

While    agitation  of    the  bath 
presents  great  advantages*  there 
one  drawback  connected  with 
iti  which,    however,  should   not 
prevent    its    adoption.        With 
aths  at  rest,  dust  and  insoluble 
articles      becoming     detached 
om     the   anodes    sink   to  the 
bottom    and   have    no  injuriou^s 
effect  upon    the   deposit.       On 
the    other    hand»     in     agitated 
aths,   they   remain    suspended 
the    electrolyte,    and  it  may 
appen  that  they  grow  into  the 
epostt,  giving   rise  to  the  for- 
tnation  of    roughnesses   (buds). 
verywhere    that    such    rough- 
ess  is  formed,  it  increases  more 
apidly     in     proportion    to    the 
ther   smooth    portions   of    the 
thode,  and  these  excrescences 
equenlly    attain     considerable 
thickness,  which    is    not    at    all 
desirable. 

It  is,  therefore,  advisable  to 
make  provision  for  keeping  such 
baths  perfectly  clean.  Baths 
agitated  by  flux  and  reflux  cm 
be  readily  filtered,  as  described 
above»  previous  to  their  passing 
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into  the  collecting  reservoir.  Solutions  agitated  by  a  stiiringj 
contrivance,  or  by  blowing-in  air,  should  be  occasionally  allowed 
to  rest  and  settle.  The  perfectly  clear  solution  is  then  siphoned^ 
off,  and  the  bottom  layers  are  freed  from  insoluble  particles  by 
filtering.  With  the  use  of  impure  anodes,  which,  however, 
cannot  be  by  any  means  recommended,  it  is  best  to  sew  iheni 
in  some  kind  of  fabric,  for  instance,  muslin,  the  fibres  of  which 
have  been  impregnated  with  ethereal  paraffine  solution  to  make 
them  more  resistant  towards  the  action  of  the  sulphuric  acid* 
In  order  to  keep  the  electrolyte  as  clean  as  possible,  it  is  best 
to  treat  chemically  pure  anodes  in  the  same  manner. 

Anodes. — Annealed  sheets  of  the  purest  electrolytic  copper 
should  be  suspended  in  the  bath.  Impure  anodes  introduce 
other  metallic  constituents  into  the  bath,  and  the  result  might 
be  a  brittle  deposit.  The  use  of  old  copper  boiler  sheets,  so 
frequently  advocated,  is  decidedly  to  be  rejected. 

The  more  impurities  the  anodes  contain,  the  darker  the  re- 
sidue formed  upon  them  will  be,  and  this  residue  tn  time  dc* 
posits  as  slime  upon  the  bottoms  of  the  tanks.  Anode*  ol 
electrolytically  deposited,  and  therefore  perfectly  pure,  copper 
also  yield  a  residue,  which,  however,  is  of  a  pale  brown  ap- 
pearance, and  consists  of  cuprous  oxide  and  metallic  copper. 
It  is  recommended  daily  to  free  the  anodes  from  adhering  re* 
sidues  by  brushing,  so  as  to  decrease  the  collection  of  slime  IQ 
the  bath.  The  anodes  of  baths  in  motion  arc  best  sewed,  m 
above  described,  in  a  close  fabric  to  retain   insoluble  particles. 

In  connection  with  his  previously  mentioned  cxpcrimciUs. 
FiJrster  ascertained  that  with  the  use  of  ordinary  copper»  at  <K3 
ampere  current-density,  about  74  grammes  (4.15  drachms)  of 
red-brown  anode  slime  with  60  to  70  per  cent,  of  copper,  par- 
tially in  the  form  of  cuprous  oxide,  were  at  the  ordinary  tem- 
perature obtained  from  6.6  lbs.  of  anode-copper.  On  the  other 
hand,  at  a  temperature  of  104*^  F,.  only  24  grummet  <  1^5 
drachms)  of  a  pale-gray  slime  consisting  chiefly  of  silver*  lead, 
lead  sulphate,  and  antimony  combinations  with  only  a  sitght 
content  of  copper  were  under  otherwise  equal  conditioni  o(h 
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tained.  By  raising  the  temperature  of  the  electrolyte  to  140° 
F,,  the  quantity  of  anode  slime  increased  considerably  and  at  1 
ampere  current-density  amounted  to  about  twenty  times  as 
much.  The  slime,  In  addition  to  a  smaller  quantity  of  the 
above-described  pale-gray  slime,  contained  larger  quantities  of 

(well-formed  lustrous  copper  crystals  which  could  scarcely  be 
derived  from  the  rolled  copper  anodes.  Wohlwills  made  ana- 
logous observations  in  the  electrolysis  of  gold  chloride  solution 
containing  hydrochloric  acid,  and  based  upon  these  observa- 
tions. Forster  assumes  that  at  the  higher  temperature  the  anode 
copper  sends  forth  augmented  univalent  cuprous- ions  into  the 
fCopper  solution,  the  cuprous  sulphate  solution  formed  being 
[decomposed  to  cupric  sulphate  (blue  vitriol)  while  copper  is 
;parated,  according  to  the  following  equation  : 


Cu.SO, 

Cuprous  sulphate. 


CuSO^    +    Cu. 

Cupric  »ul[ihate.      Copper. 


■C 


r 


The  anode  surfaces  should  be  at  least  equal  to  that  of  the 
oulds»  and  for  shallow  moulds,  the  distance  between  thera  and 
he  anodes  may  be  from  2  to  3  inches,  but  for  deeper  moulds 
t  must  be  increased. 

7'afiks,— ^Acid-proof  stoneware  tanks  serve  for  the  reception 
f  the   acid   copper   baths,   or  for  larger  baths»  wooden  tanks 
ined  with   pure  sheet-lead  about  o.ii    to  0.19  inch  thick,  the 
seams  of  which  are  soldered  with  pure  lead.     It  should  be  borne 
mind  that  a  coat  of  lacquer,  as  previously  mentioned,  may 
ave  an  injurious  effect. 
Rapid galvatwpia sty. — Thus  far  we  have  only  discussed  the 
galvanoplastic  baths  with  an  average  content  of  22  per  cent,  of 
lue  vitriol  and  2  to  3  per  cent,  of  sulphuric  acid,  which,  up  to 
he  end  of   1899,  were  exclusively  used.     The   current-density 
employed  in  practice  amounted  to  scarcely  more  than  2,5  am- 
peres, and  the  customary  thickness  of  0.15  to  0.18  millimeters 
r  electrotypes  was  at  the  best  attained  in  4)/^  to  5  hours. 
The  much-felt  want  of  producing  galvanoplastic  deposits  of 
sufficient  thickness  in  a  materially  shorter  time  gave  rise  to  seek 
for  ways  and  means  to  attain  this  object* 
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consideration  the  fact  that  a  larger  quantity  of 
■i  a  shorter  time  be  deposited  with  the  use  of  higher 
the  conditions  under  which  the  use  of  higher 
becames  possible  without  leading  to  the  re- 
g|  a  useless,  brittle  or  pulverulent  deposit  had  to  be 
By  the  investigations  of  Hiibl  it  had  been  shown 
tioo  of  good  deposits  is  by  no  means  dependent 
•tt  %  hi|Sh  coateiit  of  sulphuric  acid  in  the  electrolyte,  but  that 
•cidMMIi^  the  copper  bath  only  so  far  as  to  prevent  the  forma- 
lilM  9l  hask  adds  suffices. 

k  wm  huther  known  that  by  the  bath  containing  a  large 
^yiliHi^y  of  sulphuric  acid,  the  solubility  of  blue  vitriol  is  de- 
tttMtdL  MmI  snuce  good  deposits  can  with  high  current- 
JlMi.4lk«  he  obtained  only  from  hifjhly-conccntrated  blue  vitriol 
-g»o$,  the  reduction  of  the  content  of  sulphuric  acid  became 
mm  ahiohile  aecessity. 

There  fe,  however*  still  another  reason  why  copper  baths 
\»Ofkui)<  with  high  current-densities  can  only  be  compounded 
with  Lilian  quantities  of  sulphuric  acid.  It  has  previously  been 
■K«»(io4ied  that  the  sulphuric  acid  is  dissociated  into  hydrogen- 
l^^Mkr.  iikI  S04*ioilSt  and  that  hydrogen  ions  eflTect  the  reduction 
:  IB  a  secondary  manner.  By  a  small  addition  of  sul- 
tccnndary  reduction  is  to  be  largely  avoided, 
.  V I  i>  to  be  brought  to  separate  chiefly  in  a  primar)' 

u  jsc  by  rtAson  of  the  accelerated  process  of  reduc- 

virrent  densities,  there  is  danger  of  hydrogen-ions 
^  separate  as  hydrogen   gas  on  the  cathodes, 
rise  to  the  formation  of  a  sandy  or  spong>* 


^        V 


t.  blue  vitriol  solution  compounded  with  i  per 
.  ^  Jicid.  the  copper  solution  and  the  sulphuric 
«tv  c^jwaHv.  according  to  Hub!,  in  conducting  the 
s-  with  a  content  of  5  per  cent,  of  acid,  the  conduc- 
rt^«|  b  almost  exclusively  taken  charge  of  by  the 
tkiMk  the  smaller  the  content  of  free  sulphuric 
t^    the  quantity  of   primarily  deposited  copper 
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will  be,  and  the  less  the  danger  of  hydrogen-occlusion,  or  the 
iormatton  of  a  hydrate. 

However,  a  smaller  content  of  sulpliiiric  acid  in  the  electrolyte, 
together  with  a  greater  content  of  blue  vitriol,  is  by  itseH  not 
sufficient  lor  removing  the  possibility  of  the  formation  of 
spongy  deposits  caused  by  the  layers  of  fluid  on  the  cathode 
liaving  become  poorer  in  mctaK  Provision  has  to  be  made 
for  the  vigorous  agitation  of  the  electrolyte,  so  that  the  layers 
poor  in  metal  on  the  cathode  are  constantly  replaced  by  layers 
richer  in  metal,  a  discharge  of  hydrogen-ions  on  the  cathodes 
being  thus  best  prevented;  and  coherent  copper  deposits  of 
great  hardness  and  sufficient  tenacity  for  graphic  purposes  are 
even  with  very  high  current-densities  obtained « 

This  process,  based  upon  the  principles  above  mentioned, 
was  perfected  in  1900,  and  the  term  rapid galvanoplasty  has 
been  applied  to  it. 

It  is  obvious  that  the  term  rapid  galvanoplastic  bath  cannot 
be  claimed  solely  for  one  composition,  but  that  all  acid  copper 
baths  which  yield  deposits  in  a  materially  shorter  time  than 
was  formerly  possible  may  thus  be  designated.  According  to 
the  objects  the  rapidly- working  baths  are  to  serve,  it  would 
even  be  rational  that  their  compositions  should  vary,  as  will  be 
directly  seen. 

While  shallow  impressions,  for  instance,  autotypes,  wood- 
cuts, etc.,  only  require  a  very  small  addition  of  sulphuric  acid, 
for  deep  impressions  of  set-up  t>'pe  a  larger  content  of  sulphuric 
acid  is  necessary,  especially  when  the  type  has  been  set  with 
low  spaces.     For  the  reproduction  of  moulds  of  objects  of  art 

very  high  relief,  rapid  galvanoplasty  is  only  within  ceitain 
limits  applicable. 

Below  will  be  given  two  compositions  of  rapid  galvanoplastic 
baths,  which  are  considered  the  highest  and  lowest  limits, 
though  it  is  not  to  be  understood  that  good  results  cannot  be 
obtained  with  baths  containing  more  or  less  blue  vitriol  and 
sulphuric  acid.  These  two  baths,  however,  have  proved  reli- 
able in  practical  rapid  galvanoplasty,  and  the  necessity  for 
other  compositions  will  scarcely  arise. 
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For  shallow  impressioHS  of  autotypes^  wood-cuts  *  etc, — In  a 
lOO  quart  bath :  74,8  lbs.  of  blue  vitriol,  0.44  lb.  of  sulphuric 
acid  of  6&^  Be. 

Dissolve  the  blue  vitriol  with  the  assistance  of  heat. 

This  bath  being  ovcrsaturated  with  blue  vitriol,  crystals 
would  be  formed,  which  must  by  all  means  be  avoided,  and  for 
this  purpose  the  bath  has  to  be  constantly  kept  at  a  tempera- 
ture of  about  78.8°  to  82.4*"  F.  At  this  temperature  the  bath 
shows  about  25°  Br,  and  at  64.4^  ¥,,  27°  B6. 

Heating  the  bath  is  best  effected  by  means  of  a  lead  coiJ  on 
th«  bottom  of  the  lead  lined  tank,  through  which  steam  is 
introduced  until  the  bath  shows  the  desired  temperature. 
Since,  by  reason  of  the  high  current-densities,  the  temperature 
of  the  bath  is  stilJ  further  increased,  which  might  be  detrimental 
with  the  use  of  wax  moulds,  the  lead  coil  should  be  furnished 
with  an  additional  branch  for  the  introduction  of  cold  water  in 
case  the  temperature  becomes  excessive. 

It  is  not  likely  that  a  larger  bath  of  the  above-mentioned 
composition  will  cool  off  enough  over  night  for  the  crystalliza- 
tion of  blue  vitriol,  especially  if  it  is  covered  and  the  work-room 
is  not  exceedingly  cold.  There  is  danger  of  the  crystallization 
of  blue  vitriol  if  the  work-room  is  not  kept  at  an  even  tempera- 
ture, or  the  bath  is  not  worked  for  one  or  more  days  in  succes- 
sion. In  the  latter  case  it  is  advisable,  the  evening  before  work 
is  stopped,  to  heat  the  bath  more  than  usual  and  dilute  it  with, 
water.  The  quantity  of  the  latter  which  has  to  be  added  ta 
make  up  what  may  in  a  certain  time  be  lost  by  evaporation 
will  soon  be  learned  by  experience.  If,  for  the  sake  of  prccaa* 
tion,  the  bath  is  covered,  it  will  be  found  ready  for  work  when 
operations  are  resumed. 

In  order  to  obtain  deposits  of  good  quality  with  high  current 
densities,  vigorous  agitation  of  the  bath  is  required.  This  i* 
most  uniformly  effected  by  blowing  in  air  by  means  of  an  air 
compressor.  The  bath  may  also  be  agitated,  though  less  uni- 
formly so  in  all  portions,  by  means  of  a  copper  paddle  fitted  to 
the  front  of  the  tank  and  driven  by  means  of  a  band  from  a 
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transmission.  It  is  placed  about  six  inches  above  the  bottom  of 
the  tank  and,  the  paddles  being  set  at  an  angle  of  45"^^  a  vigor- 
ous motion  of  the  lower  layers  towards  the  surface  is  effected. 
If  the  above-mentioned  conditions  be  observed,  the  current- 
denuty  for  this  bath  may  amount  up  to  6  amperes  per  square 
decimeter,  and  with  a  distance  of  about  6  centimeters  of  the 
cathodes  from  the  anodes,  the  electro-motive  force  will  approx- 
imately be  6  volts.  When  working  on  an  average  with  6  am- 
peres per  square  decimeter,  a  deposit  of  0.15  millimeter  thick 

^ill  in  this  bath  be  obtained  in  i  ^^  to  I  V^  hours. 

With  the  use    of  gutta-percha  matrices,  the   bath  may  be 

►mewhat  more  heated   than   when   working  with  wax  moulds, 

md  still  higher  current-densities  than  those  given  above  may 

»e  employed,  the  deposit  being  then  finished  in  a  still  shorter 

time.     It  is,  however,  advisable  not   to  carry  the  work  of  the 

rurrent  to  an  excess,  otherwise  the  copper  might  readily  show 

iroperties  not  at  all  desirable. 

It  may,  under  certain  circumstances  be   advantageous,  nay 

even  necessary,  to  face  the  black-leaded  matrices  with  copper 

It  a  somewhat  slighter  current-density,  while  the  bath  is  at  rest, 

e,^  not  agitated  by  a  stirring  contrivance,  or  by  blowing  in 
iir,  and  to  resume  agitation  and  increase  the  current  strength 
inly  after  the  matrices  are  coated  with  copper.     Thus,  accord- 

ig  to  the  size  of  the  galvanoplastic  plant,  it  may  be  desirable 
have  a  smaller  coppering  bath  not  furnished  with  a  stirring 

»ntrivance,  from  which  the  matrices,  after  having  been  faced 
with  copper?  are  transferred  to  the  agitated  bath. 

tit  may  here  be  remarked  that  Knight's  process  of  coppering 
he  matrices  with  neutral  blue  vitriol  solution  and  iron  filings, 
rhich  is  much  liked,  is  not  applicable  in  rapid  galvanoplasty^ 
n  suspending  such  matrices  coated  with  copper  in  the  rapid 
bath,  the  slight  copper-film  is,  so  to  say,  burnt,  and  a  proper 
deposit  can  no  longer  be  eflTected, 

In  a  bath  of  the  composition  given  above,  it  is  sometimes 
difficult  to  obtain  with  the  above-mentioned  high  current- 
densities  unexceptionable  electrotypes  from  matrices  produced 
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from  deep  and  steep  set-up  type.  The  shallow  portions,  to  be 
sure»  copper  well,  but  the  copper  does  not  spread  into  the 
deeper  portions,  and  holes  are  left.  By  the  addition  of  certain 
substances^  for  instance,  alcohol,  this  drawback  can,  to  be  sure, 
be  somewhat  improved,  but  not  entirely  removed,  and  for  this 
reason  such  matrices  are  further  worked  in  a  bath,  the  compo- 
sition of  which  is  given  below.  It  is,  however,  preferable  to 
prcparatively  copper  such  type*compositions,  especially  when 
low  spaces  have  been  used,  and  after  about  }4  hour  to  transfer 
the  matrices  to  the  rapid  galvanoplastic  bath.  By  working  in 
this  manner*  the  electrotypes  will  be  free  from  holes,  and  fin- 
ishing even  the  largest  customary  forms  will  not  require  more 
than  2  hours. 

/utr  £/<•*/  impressions, — In  a  lOO  quart  bath :  $j,2  lbs.  of  blue 
vitriol,  1,76  lb,  of  sulphuric  acid. 

It  is  recommended  not  to  deposit  at  a  lower  temperature  of 
the  bath  than  68^  F.,  though  with  this  concentration  the 
danger  of  crystallization  is  less.  For  heating  and  cooling. tlie 
electrolyte,  a  lead  coil,  as  previously  described,  is  advan- 
tageously used,  and  provision  for  thorough  agitation  has  to  be 
made.  This  bath  is  generally  allowed  to  work  with  4*5  to  5 
amperes  current-density,  the  electro-motive  force,  with  a  dis- 
tance of  6  centimeters  of  the  anodes  from  the  cathodes,  amount- 
ing then  to  about  4*4  volts.  The  copper  deposit  attains  in 
2}^  hours  a  thickness  of  0.15  millimeter,  and  in  2J4  hours  one 
of  0.18  millimeter.  Higher  current-densities  are  also  per- 
missible, and  the  operator  will  soon  find  out  how  far  he  can  go 
in  this  respect. 

Deeper  forms  become  well  covered,  especially  if,  according 
to  Rudholzncr's  proposition,  about  I  lb.  of  alcohol  is  added, 
liul,  nevertheless,  it  is  recommended  to  prcparatively  copper 
in  the  ordinary  acid  copper  bath  impressions  of  very  steep 
aet^iap  type  with  low  spaces,  as  with  the  use  of  high  current- 
<leiltitieii  the  streaks  which  arc  temporarily  formed  upon  the 
I^HtUtn^  faces  of  the  electrotypes  are  thus  most  surely  avoided. 

ilrating  the  baths  may  be  omitted  in  plants  lacking  the  neo* 
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essary  contrivances.     The  blue  vitriol  solution  must  then  be  of 
such   a  composition  as  to  preclude  all  danger  of  blue  vitriol 
crystallizing  out  even  at   the  lowest  temperature  of  the  work- 
room.    Somewhat  lower  current-densities  corresponding  to  the 
slighter  concentration  have  of  course  to  be  used, 
^b    Regarding  the  quality  of  the  copper  deposit  effected  with 
"high  current-densities,  it  may  be  said  that  its  tenacity  is  good, 
better  in  the  second  bath  than  in  the  one  first  mentioned,  but 
^Mi  all  cases  sufficient  for  the  electrotypes.     The  copper  is  how- 
^Kver,  decidedly  somewhat  harder  than  that  deposited  from  the 
^■prdinary  baths  as  proved  by  its  slight  wear  in  printing. 
f^    The  treatment  of  the  rapid  galvanoplastic  baths  will  be  read- 
ily understood  from  what  has  been  said  above.     On  the  one 
Bhand,  the  baths  must  not   be  allowed  to  cool   to  a  temperature 
at  which  the  blue  vitriol  would  no  longer  be  held  in  solution, 
but  would  crystallize ;   and,  on  the  other » the  reaction  has  from 
[me  to  time  to  be  tested  with  red  congo  paper  which  must 
acquire  a  plainly-perceptible   blue  color.     If  such  is  not  the 
ic,  no,  or  too  little,  free  sulphuric  acid  is  present  in  the  bath* 
ind  brittle  deposits  will  be  formed   which  cannot  be  detached 
rhole  from  the  matrices.     When  this  is  noticed  add  0.44  lb. 
»f  sulphuric  acid  per  100  quarts  of  bath,  or  1.76  lb.  to  the  bath 
ir  deep  impressions. 
The  excess  of  acid  is  very  rapidly  consumed  with  the  use  of 

Iopper  plates  which  have  been  electrically  deposited  and,  with- 
-it recasting  and  rolling,  suspended    as  anodes  in  the  bath. 
The  use  of  rolled  anodes  is  therefore  absolutely  necessary,  and; 
s  previously  described,  they  should  be  sewed  in  a  close  fabric 
b  avoid  contamination  ol  the  bath  by  the  anode-slime  formed, 
nd  by  small  copper  crystals. 
Special  attention  should  be  paid  to  furnish  the  matrices  with 
conductors  of  sufficiently  large  cross-section  corresponding  to 
the  great  current-strengths.     This  will  later  on  be  referred  to. 


Examiuaiion  of  the  Acid  Copper  Balks, 
The  copper  withdrawn  from  the  bath  by  deposition  is  only 
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partially  restored,  but  not  entirely  replaced,  by  the  anodes, 
and  hence  the  content  of  copper  will  in  time  decrease,  and  the 
content  of  free  acid  increase,  The  deficiency  of  copper  can, 
however,  be  readily  replaced  by  suspending  bags  filled  with 
blue  vitriol  in  the  bath,  while  too  large  an  excess  of  acid  is 
removed  by  the  addition  of  copper  carbonate  or  cuprous  oxide 
cupron). 

However,  in  order  not  to  grope  in  the  dark  in  making  such 
corrections  of  the  bath,  it  is  necessary  to  determine  from  lime 
to  time  the  composition  of  the  copper  solution  as  regards  the 
content  of  copper  and  acid,  for  which  purpose  the  methods  de- 
scribed below  may  be  used. 

Determination  of  Free  Acid, — The  free  acid  is  determined  by 
titrating  the  copper  solution  with  standard  soda  solution,  congo- 
paper  being  used  as  an  indicator.  Bring  by  means  of  a 
pipette,  lo  cubic  centimeters  of  the  copper  bath  into  a  beaker, 
dilute  with  the  same  quantity  of  distilled  water,  and  add  drop 
by  drop  from  a  burette  standard  soda  solution,  stirring  con- 
stantly, until  Congo  paper  is  no  longer  colored  blue  when 
moistened  with  a  drop  of  the  solution  in  the  beaker.  Since  i 
cubic  centimeter  of  standard  soda  solution  is  equal  to  O.049 
gramme  of  free  sulphuric  acid,  the  cubic  centimeters  of  stand- 
ard soda  solution  used  multiplied  by  4,9  give  the  number  of 
grammes  of  free  sulphuric  acid  per  liter  of  bath. 

l^olumetric  detertninatiou  af  the  content  of  copper  according  to 
Hahis  method, — This  method  is  based  upon  the  conversion  of 
blue  vitriol  and  potassium  iodide  into  copper  iodide  and  free 
iodine.  By  determining  the  quantity  of  separated  free  iodine 
by  titrating  with  solution  of  sodium  hyposulphite  of  known 
content,  the  content  of  blue  vitriol  is  found  by  simple  calcu- 
lation. The  process  is  as  follows:  Bring  10  cubic  centimeters 
of  the  copper  bath  into  a  measuring  flask  holding  j'^  liter, 
neutralize  the  free  acid  by  the  addition  of  dilute  soda  lye  until 
a  precipitate  of  bluish  cupric  hydrate,  which  does  not  dbap- 
pear  even  with  vigorous  shaking,  commences  to  separate* 
Now  add*  drop   by  drop,  dilute  sulphuric  acid  until  the  pre- 
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pilate  just  dissolves;  then  fill  the  measuring  flask  up  to  the 
mark  with  distilled  water,  and  mix  by  vigorous  shaking.  Of 
this  solulion  bring  lo  cubic  centimeters  by  means  of  a  pipette 
into  a  flask  of  lOO  cubic  centimeters'  capacity  and  provided 
with  a  glass  stopper;  add  lO  cubic  centimeters  of  a  lo  per 
cent,  potassium  iodide  solution  ;  dilute  with  some  water,  and 
allow  the  closed  vessel   to  stand  about   lO  minutes.     Now  add 

om  a  burette,  with  constant  stirring,  a  decinormal  solution  of 
sodium  hyposulphile  until  starch-paper  is  no  longer  colored 
blue  by  a  drop  of  the  solution  in  the  flask.  Since  i  cubic 
centimeter  of  decinormal  solution  corresponds  to  0.0249 
gramme  of  blue  vitriol  (^  0.CO03  gramme  of  copper)^  the 
content  of  blue  vitriol  in  one  liter  of  the  solution  is  found  by 
multiplying  the  number    of  cubic    centimeters  of  decinormal 

olution  used  by  24.9,  For  the  correctness  of  the  result  it  is 
necessary  that  the  copper  bath  should  be  free  from  iron. 

The  electrolytic  determination  of  the  copper  being  more  simple, 
it  is  to  be  preferred  to  the  volumetric  method.  Bring  by  means 
of  the  pipette  lO  cubic  centimeters  of  the  copper  bath  into 
the  previously  weighed  platinum  dish,  add  2  cubic  centimeters 
of  strong  nitric  acid»  fill  the  dish  up  to  within  1  centimeter  of 

e  rim   with  distilled  water,  and  electrolyze  with  a  current- 
trength  ND  100  =  i  ampere. 

Deposition  of  copper  is  finished  when  a  narrow  strip  of  plati- 
num sheet  placed  over  the  rim  of  the  dish  and  dipping  into 
the  fluid  shows  in    lo  minutes  no  trace  of  a  copper  deposits 

hich  is  generally  the  case  m  l]4  hours.     The  deposit  is  then 

ashed  without  interrupting  the  current,  rinsed  with  alcohol 
and  ether,  and  dried  for  a  short  time  at  212°  F.  in  the  air-bath. 
The  increase  in  weight  of  the  platinum  dish  multiplied  by  100 
gives  the  content  of  metallic  copper  in  grammes  per  i  liter  of 
bath.  To  find  the  content  of  blue  vitriol,  multiply  the  found 
content  of  copper  per  liter  by  3.92,  or  multiply  the  content  of 
copper  determined  in  10  cubic  centimeters  of  bath  by  3.92. 

If  now  the  content  of  free  acid  and  of  the  blue  vitriol  in  the 
bath   has  been    ascertained,  a   comparison    with  the  contents 
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originally  present  in  preparing  the  bath  will  show  how  many 
grammes  per  liter  the  content  of  acid  has  increased,  and  how 
many  grammes  the  content  of  copper  has  decreased.  Then  hy 
a  simple  calculation  it  is  found  how  much  dry  pure  cop|)cr 
carbonate  has  to  be  added  per  liter  of  solution  to  restore  iht 
original  composition.  For  each  gramme  more  of  sulphuric 
acid  than  originally  present,  1.26  grammes  of  copper  carbonate 
have  to  be  added,  and  each  gramme  of  copper  carbonate  io- 
creascs  the  content  of  blue  vitriol  2.02  grammes  per  liter  oC 
bath.  By  reference  to  these  data  the  operator  is  enabled  to 
calculate  whether  the  quantity  of  copper  carbonate  added  for 
the  neutralization  of  the  excess  of  free  acid  suffices  to  resti>rc 
the  original  content  of  blue  vitriol*  or  whether,  and  how  much, 
blue  vitriol  per  liter  has  to  be  added. 

With  the  use  of  baths  in  which  the  solutions  circulate,  the 
additions  are  best  m?dc  in  the  reservoir  placed  at  higher 
level,  into  which  the  solution  constituting  the  bath  is  raised 
by  means  of  a  pump.  The  composition  of  such  baths,  coi* 
necled  one  with  the  other,  is  the  same,  and  a  single  determtfia* 
tion  of  the  content  of  copper  and  free  sulphuric  acid  will 
suffice.  However,  with  baths,  the  the  contents  of  which  do  Dot 
circulate  and  are  not  mixed,  a  special  determination  ha$  to  be 
made  for  each  bath,  and  the  calculated  additions  have  to  b^ 
made  to  each  separate  bath. 

Operations  in  Gahanoplaity  for  Graphic  Purposes, 

The  manipulations  for  the  production  of  galvanoplasttc  de- 
posits for  printing  books  and  illustrations  will  first  be  described. 

I .  Preparation  of  the  moulds  ( matrices )  in  plastic  maieruU, 
Jf  a  negative  of  the  original  for  the  production  of  copies  is  not 
to  be  made  by  direct  deposition  upon  a  metallic  object,  the 
negative  has  to  be  prepared  by  moulding  the  original  cilberiD 
aplastic  mass  which,  on  hardcnmg,  will  retain  the  forms  jiikI 
lines  of  the  design  to  the  finest  hatchings,  or  in  a  tnart-rta}. 
which  plastic  itself,  retains  the  impression  unaltered 
materials  for  this  purpose  are:  Gutta-percha*  wax 
etc.) I  and  lead. 
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The  preparation  of  moulds  in  gutta-percha  and  wax  will  first 
be  described,  and  the  production  of  metallic  matrices  will  be 

treferred  to  in  the  next  section. 
[  a.  Moulding  in  gutta-percha. — For  the  reproduction  of  the 
fine  lines  of  a  wood-cut  or  copper-plate,  pure  gutta-percha, 
freed  by  various  cleansing  processes  from  the  woody  fibers, 
earthly  substances,  etc.,  found  in  the  crude  product,  is  very 
suitable.  Besides  the  requisite  degree  of  purity,  the  gutta- 
percha should  possess  three  other  properties,  viz.»  it  must  be- 
come highly  plastic  by  heating,  without,  however,  becoming 
Ucky^  and  finally  in  should  rapidly  harden. 

The  most  simple  way  of  softening  gutta-percha  is  to  place  it 
in  water  of  170*^  to  194^  F.  When  thoroughly  softened  no 
hard  lumps  should  be  (elt  in  kneading  with  the  hands,  in  doing 

Krbich  the  latter  should    be  kept  thoroughly    moistened  with 
rater,     A  fragment  corresponding  to  the  size  of  the  object  to 
e  moulded   is  then  rolled   into   a  plate  about    *^  to    J^    inch 
thick.     To  facilitate  the  detachment  of  the  mould  after  cooling, 
Hfthe  surface  of  the  gutla-percha  which  is  to  receive  the  impres- 
^^ion,  should   be   well  brushed   wilh   black   lead  t  plumbago  or 
graphite) »  an  excess  of  it  being  removed  by  blowing. 

The  original  (wood-cut.  autotype,  set-up  type,  etc.)  must  be 
firmly  locked  in  the  usual  manner,  and  the  surface  is  then 
cleansed  from  dirt  and  stale  ink  by  brushing  with  benzine, 
When  dry  it  is  brushed  over  with  plumbago,  an  excess  of  it 
bemg  removed  by  means  of  a  bellows. 

The  black-leaded  surface  of  the  warm  gutta-percha  plate  is 
then  placed  upon  fhe  black  leaded  face  of  the  original,  and 
after  genlly  pressing  the  former  with  the  hand  upon  the  latter, 

re  whole  is  placed  in  the  press, 
b.  Moulding  in  IVax. — ^Beeswax  is  a  very  useful  material  for 
preparing  moulds,  but,  like  stearine,  it  is  according  to  the  tem- 
perature now  softer  and  now  harder,  which  must  be  taken  into 
consideration.  In  the  cold,  pure  beeswax  is  quite  brittle,  and 
apt  to  become  full  of  fissures  in  pressing.  To  decrease  the 
brittleness  certain  additions  are  made  to  the  wax.     Urquhart 


376 


ELECTRO-DEPOSITION   OF   METALS, 


recommends  the  following  mixtore,  which  is  frequently  used  in 
England:  Beeswax  85  parts  by  weight,  Venice  turpentine  13, 
black  lead  finely  pulverized  2. 

G.  L.  V.  Kress  recommends  the  following  mixture  :  Pure  wax 
42.32  ozs.,  Syrian  asphalt  14,11  ozs.^  stearine  14  to  21  ozs., 
tallow  loji  ozs.,  black-lead  finely  pulverized  i}^. 

Melt  the  asphalt  over  a  moderate  fire,  then  introduce  the 
wax.  stearine  and  tallow,  and  when  all  is  melted,  add  the 
graphite,  and  stir  until  the  mixture  commences  to  congeal. 

The  following  mixtore  has  been  proposed  by  Furlong:  Pure 
beeswax  2g}4  ozs.,  crude  turpentine  3  J^  ozs.,  graphite  1  J^  02s. 
The  mixture  is  to  be  freed  from  all  moisture  by  boiling  in  a 
steam  kettle  for  2  hours.  In  the  hot  season  of  the  year  it  is 
recommended  to  add  5  per  cent,  of  Burgundy  pitch  in  order  to 
impart  greater  hardness  to  the  wax. 

For  the  reason  mentioned  above  the  proportions  given  in  the 
formulas  cannot  always  be  strictly  adhered  to,  and  one  has  to 
be  guided  by  prevailing  conditions.  If  the  wax  turns  out  rather 
brittle  somewhat  more  tallow  or  turpentine  has  to  be  added, 
and,  on  the  other  hand,  in  the  hot  season  of  the  year  when  the 
wax  is  too  soft,  a  smaller  quantity  of  turpentine  or  tallow  will 
have  to  be  used. 

In  order  to  avoid  overheating  it  ts  advisable  not  to  melt  the 
wax  mixture  over  a  direct  fire,  jacketed  kettles  heated  by  steam 
or  gas  being  generally  used  for  the  purpose.  When  gas  is  used. 
the  space  between  the  jacket  and  kettle  is  filled  with  water, 
which,  as  evaporation  progresses,  has  from  time  to  time  to  be 
replenished. 

Two  wax*melting  kettles  will  be  required,  because  the  wax, 
which  has  been  in  contact  with  the  bath,  has  to  be  entirely  freed 
from  water  in  the  one  kettle  before  it  can  be  again  used  for 
moulding.  The  dehydrated  wax  is  then  tranferred  tothcoth^r 
kettle. 

To  prepare  the  wax  for  receiving  the  impression*  pour  the 
melted  composition  in  the  mould-box,  which  is  a  tray  of 
sufficient  size  with  shallow  sides  about   J^  inch   in  depth  all 
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round,  and  with  a  continuation  of  the  bottom  plate  on  one  of 
the  shorter  sides  for  about  3  Inches  beyond  the  box,  to  allow  of 
its  being  supported  by  hooks  from  the  conducting  rods  of  the 
bath.  The  moulding-box  is  placed  upon  a  level  surface  and 
•filled  to  the  brim.  Air  bobbles  and  other  impurities  forming 
on  the  surface  arc  at  once  removed  by  a  touch  with  a  hot  iron 
rod. 

The  surface  of  the  wax,  while  still  luke-warm,  is  then  dusted 
>ver  with  the  finest   plumbago.     The  black-leaded  original   is 
[then  placed,  face  downwards,  upon  the  wax  surface  and  sub- 
litted    to    intense    pressure.     When    black  leading  has  been 
:arefully  done,    the  original  can  be  readily  and  perfectly  de- 
tached from  the  mould.     Some  operators  apply  a  light  coat  of 
il  to  the  original  in  place  of  black-lcading  it,  but  care  must  be 
iken  not  to  leave   any  considerable  portion   of  oil  upon  the 
iriginal. 

In  this  country,  before  the  impression  is  taken,  the  wax  plate 

\t  wax  mould  is  frequently  treated  as  follow :   Black-lead  and 

rater  are  mixed  to  the  consistency  of  cream.     The  mixture  is 

irefully  and  uniformly  applictl  to  the  wax  plate  and  rubbed 

fry  with  the  hand. 

The  method  above  described,  according  to  which  the  melted 
rax  is  poured  in  the    moulding-box  is  constantly  more  and 
lore  abandoned,  the  work  being  generally  done  as  follows: 
Lead  plates,  the  size  of  the  original  to  be  moulded,  are  cast, 
lid.  upon  the  wax-moukhng  table,  and  enclosed  by  a  rim  of  the 
lepth  of  the  required  thickness  of  the  wax  plate.     The  box 
thus  formed  is  then  filled  to  the  brim  with  melted  wax.  air- 
bubbles  and  other  impurities  being  removed,  any  excess  of  wax 
cut  off,  and  the  mould  black  leaded   by  means  of  a  soft  brush. 
In  somegalvanoplastic  plants  the  moulded  wax  plates,  previous 
^■d  making  the  impressions,  are  planed  perfectly  level  by  a  shav- 
^Big  machine.      While    gutta-percha    matrices  will    bear  quite 
^■igorous  treatment  with  the  brush,  care  must  in  this  respect  be 
^Hdcercised  with  wax  matrices  to  prevent  injury. 

'The  wax  plates    prepared    according   to    the   process   just 
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described  are  black*leaded  and  laid  upon  the  originals  to  be 
moulded,  the  whole  being  then  placed  under  the  press. 

2,  Presses. — For  making  the  impressions  of  the  form  in  the 
moulding  composition,  a  moulding  press  is  used  which  is  capable 
of  giving  a  gradual  and  powerful  pressure.     Fig.  148  represents 
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form  being  placed  on  the  bed.  The  well  black-leaded  case  is 
attached  by  clamps  to  the  movable  head,  or  the  form  (also 
black  leaded)  is  laid  face  down  on  the  case,  and  the  head  is 
then  turned  down  and  held  in  place  by  the  swinging  bar 
:$howi]  turned  back  in  the  cut).  All  being  ready,  the  toggle- 
►ressure  is  put  on  by  means  of  the  hand-wheel  and  screw,  the 
:sult  being  to  raise    the   bed  of  the   press   with   an  enormous 


iressure,  causing  the   face  of  the  type-form  to  impress  itself 

ito  the  exposed  moulding  surface, 
Fig,  149  represents  a  form  of  '*  hydraulic  press"  less  com- 

lonly  used  than  that  just  described.  It  is  provided  with 
irojecting  rails  and  sliding  plate,  on  which  the  form  and  case 
kre  arranged  before   being  placed    in   the   press.     The   pump» 

rhich  is  worked  b}'  hand»  is  supported   by  a   frame-work  on 

le  cistern  below  the  cylinder,  and  is  furnished  with  a  grad- 
lated  adjustable  safety-valve  to  give  any  desired  pressure. 


Ill  ELECTRO-DEPOSmON  OF   METALS. 

MHi^  mairicts. — Attempts  have  for  many  years  been  made  to 
moald  originals  in  lead  since  lead  matrices  possess  many  advan> 
Uges  over  gutta-percha  and  wax  matrices  as  they  do  not  require 
to  be  rendered  conductive  by  black-leading,  and  no  changes 
in  dimensions  take  place  in  consequence  of  the  transition  from 
the  heated  into  the  cold  state.  However,  objects  readily  liable 
to  injury,  such  as  wood  cuts,  compositions,  etc.,  could  not  with- 
st;iind  the  pressure  required  for  impression  in  lead  plates,  and 
were  demolished ;  steel  plates  at  the  utmost  were  capable  of 
standing  the  high  pressure.  Serviceable  results  were  not  ob- 
tained»  even  with  the  use  of  very  thin  lead  foil  backed,  in  pres* 
sing»  with  moist  paste-board  or  gutta-percha  because  the 
portions  of  the  lead  foil  subject  to  the  most  severe  demands 
would  tear. 

To  Dr*  E.  Albert  of  Munich  is  due  the  credit  of  having  dis- 
covercti  the  cause  to  which  these  failures  were  due,  and  of 
having  devised  a  method  for  the  rational  preparation  of  metal 
matrices. 

Dr,  Albert  says  in  reference  to  this  matter  * :  '*  Every  gal- 
vanoplasttc  operator  knows  that  in  making  impressions  of  forms 
of  mixed  composition  and  illustration,  that  the  composition 
down  to  the  quads  is  impressed  before  the  shades,  for  instance, 
of  a  wood  cut  or  an  autotype  are  finished.  In  making  imprc<- 
lions,  the  moist  paste-board  referred  to  above  acted  exactly  in 
the  same  manner  as  wax  or  gutta-percha  softened  by  heating; 
I,  /.  by  the  moist  paste- board  the  lead  foil  had  to  be  pressed 
fint  into  the  deeper,  and  finally  into  the  more  shallow  deprcs- 
tU>ii$.  Notwithstanding  the  enormous  ductility  of  lead,  the  lead 
toil  could  not  satisfy  these  demands  on  extension  and,  in  con- 
%<  M  i>f  this  over-demand,  tore  in  many  places.  Hence 
ttii  ,  v'H5  was  not  available  for  general  practice,  it  being  at 
ibc  uttiw^t  suitable  only  for  forms  with  very  slight  differences 
ill  kvel.  and  even  not  for  this  purpose  with  the  large  forms  now 
in  |*i;iiKral  use. 


*  JEur  Thcorie  und  Praxis  der  Mctall-malme.     1905, 
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It  must  be  borne  in   mind  that,  for  instance,  upon  a  square 

|tnillimeter  of  an  autotype  there  are  56  depressions  into  which 
[the  lead  foil  has  to  be  pressed  and  to  144  side-walls  per  square 
imillimeter  of  which  it  has  to  attach  itself.  Especially  with 
funder-etched  printing  forms  considerable  force  is  required  to 
letach  the  matrix  from  the  moulding  material,  and  it  is  there- 
Ifore  impossible  with  larger  forms  to  manipulate  the  lead  foil 
['which,  for  the  sake  of  decreasing  the  pressure,  has  to  be  very 
thin  so  as  to  maintain  at  the  same  time  a  level  surface. 

This  method  of  impression  by  which  the  parts  corresponding 

to  the  dark  portions  of  the  original  can  only  be  impressed  when 

le  moulding  material  has  been  forced  into  the   last  corner  of 

the  deepest  depressions  of  a  printing  form,  is   not  premeditated 

[nor  one  by  choice,  but  is  conditional  on  the  physical  properties 

►f    the    material    itself.     The    pressure   required   to   force  the 

loulding  material  into  the  smallest  depressions  cannot  be  ap- 

►lied  so  long  as  the  moulding  material  has  a  chance  to  escape 

Into  an  empty  space. 

In  consequence  of  this  property  the  matrices  have  to  under- 
;o  extensive  manipulatiors.  since  the  large  angular  elevations 
hich  correspond  to  the  depressions  of  the  printing  form  would 
►revent  the  further  development  of  the  electro,  especially  also 
le  formation  of  the  copper-deposit  upon  the  matrix.  Hence 
le  prominent  portions  have  to  be  removed  in  the  known 
lanner. 

This  necessary  after-manipulation  would  of  course  be  im- 
practicable with  matrices  of  thin  lead  foils,  and  lor  this  reason 
ilso  the  method  is  not  available  for  line-etching,  wood-cut,  and 
►mposition. 

In  the  preceding  it  has  been  specified  as  characteristic  of  the 
todies  hitherto  used  for  the  preparation  of  matrices  that  the 
impression  of  the  deepest  depressions  takes  place  before  that  of 
the  more  shallow  ones;  with  soft  metals,  particularly  with  lead, 
just  the  reverse  is  the  case.  The  interior  coherence  of  the 
body-molecules,  is  so  much  greater  in  comparison  with  wax 
and  gutta-percha   mass,  or  moistened   paste-board,  that  at  the 
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commencement  of  the  pressure  the  lateral  escape  is  avoided, 
whereby  the  moulding  material  yields  first  in  the  direction  of 
the  pressure  and  fills  the  smallest  depressions.  Only  with  in- 
creasing pressure  which  is  necessary  for  forcing  the  lead  into 
the  deeper  depressions  of  the  printing  lorm,  the  lead  also 
begins  to  yield  laterally  in  the  region  of  the  portions  pressed 
first. 

Independent  of  the  fact  that  the  small  points  already  im- 
pressed which  correspond  to  the  smallest  impressions  of  the 
printing  form,  arc  again  impressed,  this  pushing  of  the  lead  has 
the  further  drawback  that  the  lead  firmly  settles  in  these 
smallest  depressions,  thus  rendering  the  original  useless. 

Besides  there  is  no  type  composition,  no  wood-culs.  etc.  the 
printing  elements  of  which,  especially  when  standing  isolated, 
could  withstand  the  enormous  pressure  which  has  to  be  used 
for  forcing  a  lead-plate  at  least  5  millimeters  thick  into  the 
large  depressions.  However,  such  a  thickness  of  the  lead-plate 
would  be  necessary  just  as  with  wax  and  gutta-percha  impres- 
sions, since  the  difference  in  height  between  printing  and  justi- 
fying surface  is  about  one  cicero=4.5  millimeters. 

HencCf  with  the  means  hitherto  available,  the  production  of 
matrices,  either  with  thin  or  thick  metal  plates,  was  impracticable 
and  until  lately  recourse  had  to  be  had  to  the  old  and  qualita- 
tively inferior  wax  and  gutta-percha  matrices,  till  Dr.  Albert, 
in  1903,  succeeded  in  finding  a  method  for  the  rational  produc- 
tion of  metal  matrices. 

This  method  is  based  upon  a  number  of  inventions  patented 
in  all  civilized  countries,  and  the  characteristic  features  of  the 
processes  will  here  be  briefly  given. 

The  basis  for  the  solution  of  the  problem  rested  upon  the 
adoption  of  such  a  thickness  of  the  metal-plate,  that  the  man- 
ipulations required  for  the  production  of  the  matrix  and  its 
after- manipulations  without  deformation  could  be  effected  by 
the  hand  of  any  workman  ;  as  well  as  upon  a  new  method  of 
impressing  which  would  render  it  possible  for  thickness  of  the 
plate  to  be  materially  less  than  the  relief  difference  of  the  print- 
ing form. 
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While  in  the  production  of  medals  and  coins  by  means  of 
^alvanoplasty,  the  problem  consists  in  a  perfectly  detached 
reproduction  of  all  the  differences  in  level  of  the  original,  with 
an  electro  for  graphic  purposes,  the  impression  of  the  matrix  in 
the  large  depressions  is  only  a  matter  of  technical  necessity  so 
that  in  the  subsequent  use  of  the  electro  for  printing  the  white 
portion  will  not  smear.  This  knowledge  led  to  the  expedient 
of  pressing  or  bending  by  means  of  a  support  of  a  soft  body, 
the  about  2  millimeters  thick  lead  plates  only  so  far  into  the 
above-mentioned  depressions  as  required  for  technical  reasons. 

Hence  this  method  of  impression  is  based  upon  a  combina- 
tion of  pressing  and  bending.  The  lead  is  bent  to  a  greater 
extent,  the   larger  and  wider   the  sunk  surface   is,  the  electro 

Fk.:.  150. 
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automatically  receiving  thereby  all  the  white  portions  of  such 
depth  that  they  do  not  smear  in  printing. 

The  process  maybe  explained  by  Figs.  149  and  150. 

Fig.  149  represents  the  arrangement  of  the  platen,  lead  plate, 
and  soft  intermediate  layer  previous  to  the  moment  of  impres- 
sion. The  material  used  for  the  intermediate  layer  must  pos- 
sess certain  properties  and  must  be  softer  than  the  moulding 
material  It  should  be  compressible  without  materially  yield- 
ing laterally  under  pressure  and,  by  reason  of  elasticity  or  inter- 
nal friction,  also  oppose  a  certain  resistance  to  compression  in 
order  to  bend  with  this  resisting  power  of  the  lead-plate  where 
the  latter  lies  hollow.  On  the  other  hand,  It  must  not  be  too 
soft  in  the  sense  of  its  affinity  to   a  liquid  aggregate  state,  as. 
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lor  instance,  heated  wax,  but  it  should  be  more  more  porously 
soft  either  in  conformity  with  its  nature  or  its  arrangement. 
In  principle,  the  latter  is  generally  based  upon  the  production 
oi  many  empty  intermediate  spaces  in  the  material  (wood  shav- 
ings and  snow  are  softer  than  wood  and  ice),  or  upon  placing 
nuuiy  thin  layers  of  the  material  one  above  the  other.  Such 
bodies  can  be  compressed  without  yielding  too  much  laterally. 
If  the  character  of  the  body  approaches  more  the  liquid  state* 
more  elastic  properties  have  to  be  added*  which  by  their  ten- 
dency to  equalize  the  change  suffered  in  form  counteract  the 
lateral  yielding,  or  other  checks  have  to  be  arranged.  Besides 
certain  degree  of  elasticity  is  useful  for  bending  the  lead-plate 
m  the  free-lying  places. 

Fk;,  151. 


Such  an  intermediate  layer  may  appropriately  consist  of  a 
IMimber  of  layers  of  paper.  Such  a  layer,  by  reason  of  the 
^liaracter  of  the  paper  fiber  itself,  as  well  as  of  the  intermediate 
lay  ft  of  air,  is  soft  and  elastic  as  regards  the  direction  vcrticaJ 
|0  the  impression-plane,  while,  on  the  other  hand  the  texture  of 
llic  paper-stuff  affords  the  necessary  checks  in  the  direction 
Mr^lle)  to  the  impression  plane  to  prevent  after  the  commence- 
UMllI  ol  pressure,  the  lateral  yielding  of  the  intermediate  layer. 
1  *-  *  'tor  important  property  was  in  former  experiments 
IK  aI  by  moistening  the  paper. 

In  Fig.  151  ^^^  platen  has  sunk  so  that  the  intermediate  layer 

w»|^|H>Jiilc  to  the  places  0  </,  from  which  the  first  counter-pres- 

>^  "  •  v^ianates..  i*  compressed  to  one-half  of  its  original  volume. 

■c  iiioaicnt  when  the  intermediate  layer  has  by  compression 


J 


GALVANOPLASTY    ( REPRODUCTION ). 


S8S 


I 


acquired  the  degree  of  hardness  of  the  moulding  material,  it  is 
forced  by  the  next  increase  in  pre«!sure  into  the  small  depressions 
of  the  plane  o  & ,  On  the  places  opposite  to  //  //',  the  lead, 
which  lies  here  perfectly  Iree  and,  hence  exerts  no  counter-pres- 
ure,  is  at  the  same  time  pressed  into  the  hollow  space  u  u^  by 
the  resisting  force  of  the  intermediate  layer. 

The  same  is  also  the  case  opposite  to  the  places  m  m\  but 
the  bending  takes  place  in  a  less  degree,  just  as  a  board  resting 
upon  supports  6  feet  apart  is  more  bent  by  a  weight  than  one 
whose  supports  are  only  3  feet  apart 

This  also  answers  technical  requirements,  since  the  white  por- 
ions  smear  the  more  readily  in  the  press»  the  greater  their 
dimensions  are. 

Thus  there  had  alvvays  been  made  the  gross  error  of  treating 
according  to  the  same  principles  which  had    proved   good   for 
wax   and  gutta-percha^  a  body,   such  as  lead,   of  an  entirely 
ifferent  physical  character.     The  process  of  pressing  had  in 
e  main  to  be  excluded,  and   a  bending   process  substituted 
r  it.     This  was  rendered  possible   by  a  suitable  thickness  of 
he  moulding  material,  and  by  backing  it  with  a  soft  and  yield- 
ing body,  which,  as  regards  its  extensibility  parallel  to  the  im- 
ression-plane,  was  checked  by  its  texture  or  otherwise. 
By  this  bending  process  the  pressure  required  for  impression 
as  under  certain  circumstances   reduced  to   one-tenth  of  its 
rmer  magnitude,  so  that  metal   matrices  could  also  be  pro- 
uced  from  wood-cuts  and  composition. 

This  reduction  in  pressure  is  least  manifest  with  printing 
forms  with  many  very  fine  and  crowded  printing  elements,  for 
instance,  autotypes,  for  which,  according  to  the  character  of 
the  picture,  a  pressure  of  500  to  icoo  kilogrammes  per  square 
centimeter  is  required  ;  this  is  more  than  hitherto  used  for  wax 
nd  gutta-percha. 
The  problem  of  the  production  of  metal  matrices  was  thus 
solved  only  for  forms  of  moderate  size,  since,  although  the 
pressure  had  been  largely  reduced  by  the  selection  of  a  correct 
thickness  of  the  lead-plate  and  by  backing  the  latter  with   a 
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soft,  elastic  body,  it  was  nevertheless  much  greater  than  that] 
required  for  wax  and   gutta-percha.     The  ordinary  hydraalk 


icr^n^^ 
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presses,  with  some  few  hundred  atmospheres,  were  th 
not  available  for  impressing  larger  forms. 

By  the  use  of  successive  partial  pressure  with  the  simuhan- 
eous  introduction  of  side- pressure,  Dr  Albert  has  succeeded  in 
increasing,  at  a  small  expense,  about  twenty  times  the  czpacHy 
of  every  press  now  in  use. 

The  gradual  progression  of  a  limited  pressure  over  the  entire 
printing  form  also  prevents  the  extremely  troublesome  phe- 
nomena appearing  in  other  methods  of  impressing,  namely,  that 
it  is  impossible  for  the  process  of  impression  betng  affected 
by  included  air.  the  latter  having  at  any  time  a  chance  to 
escape. 

The  impressions  being  automatically  effected,  there  b  no  Um 
of  time  worth  speaking  of  with  this  method.  Thus,  Cor  in- 
stance, only  55  seconds  were  required  for  impressing  a  form  of 
the  *•  Woche/'  and  not  quite  two  minutes  for  one  of  the  **  Ber- 
liner Illustricrte  Zeitung."  For  impressing  illustration-forms  ol 
the  same  size  without  letters,  only  half  the  above-menti0ii6d 
time  was  necessary. 

Thus  there  is  no  difficulty  whatever  in  executing  impfcsstons 
of  any  size. 

Fischer  endeavors  to  attain  the  same  object  as  Dr.  Albert  by 
the  use  of  lead  plates  with  corrugated  backs,  smalt  pyramids 

|AAA/S^  about   2  to   3   millimeters  high  being  thus  fortXKd 

These  corrugations  act  like  Albert's  elastic  intermediate  layer 
in  so  far  that  the  lead  plates  are  not  pressed,  but  bent,  into 
deep  portions  oi  the  printing  form,  a  reduction  in  the  other' 
wise  high  pressure  required  being  thus  cfTeclcd,     Now,  ^\ 
in  Fig.  1 5 1  ♦  instead  of  an  clastic  intermediate  layer,  a  lead 
with  corrugated  back  is  placed  upon  the  form^  the  small 
mids  which  are  opposite  to  the  portion  a  o*  ol  the  pri 
arc  first  compressed,  while  the  part  of  the  Icj 
sponding  to  the  portion  u  tf  \s  bent  throttg 
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exerted  by  the  platen  upon  the  points  of  the  corrugations,  the 
latter  being  thereby  not  very  much  flattened.  If  now  the  pres- 
sure be  increased  the  lead  plate  is  first  flattened  at  o  &,  and  now 
the  actual  impression,  i.  e.,  pressing  the  lead  into  the  design  of 
the  original  or  into  the  composition  begins. 

Kunzc  does  not  use  corrugated  lead  plates,  but  provides  the 
platen  with  corrugations,  and  combines  therewith  a  process  of 
•successive  partial  pressure  invented  by  him.  (German  patent 
applied  for.)  As  the  patent  has  not  yet  been  granted,  details 
•of  the  process  cannot  be  given. 

3.  Further  manipulation  of  the  moulds. — The  moulds  when 
detached  from  the  original  show  in  addition  to  the  actual  im- 
pression certain  inequalities  which  have  to  be  removed. 

With  gutta-percha  moulds  such  inequalities  in  the  shape  of 
elevations  are  carefully  pared  away  with  a  sharp  knife,  while 
with  wax  moulds  they  are  melted  down.  For  this  purpose 
serves  a  brass  tube  about  4  inches  long»  drawn  out  to  a  fine 
point  and  connected  by  means  of  a  rubber  tube  with  a  gas  jet. 
By  opening  the  gas-cock  more  or  less,  the  gas  burns  with  a 
larger  or  smaller  pointed  flame,  and  the  brass  tube  is  guided 
by  the  hand,  so  that  the  elevations  are  melted  down  and  the 
•deeper  portions  of  the  electrotype  will  present  a  smootli  appear- 
ance. A  more  modern  instrument  for  this  purpose  is  so  ar- 
ranged that  the  flame  can  be  regulated  by  the  finger  pressing 
upon  a  rubber  bulb.  However*  not  only  the  inequalities  are 
melted  down,  but  the  upper  edges  of  the  steep  contours  of  the 
impression  are  melted  together,  and  melted  wax  is  built  up  all 
around  in  order  to  enlarge  the  depressions  in  the  electrotype 
and  avoid  cutting-  The  wax  is  readily  built  up  by  holding  in 
one  hand  a  thin  stick  of  wax  at  a  distance  of  about  0.19  inch 
from  the  edge  of  the  impression  and  at  about  the  same  distance 
^bove  the  mould,  and  melting  ofi'  the  wax,  drop  by  drop,  by 
means  of  a  pointed  flame  guided  by  the  other  hand.  One  drop 
is  placed  close  alongside  the  othcr^  and  when  the  entire  edge 
of  wax  is  thus  completed  it  is  made  perfectly  smooth  by  again 
melting  with  the  pointed  flame. 
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lOved  to  exhibit  its  construction.     It  has  a  traveling  carriage 
lolding  one  or  more  forms,  which  passes   backward  and  for- 
ward ^  under  a  laterally  vibrating  brush.     Beneath  the  machine 
''is  placed  an  apron  which  catches  the  powder,  which  is  again 
used. 

.  Another  construction  of  a  black-leading  machine  is  shown 
in  Fig.  153.  the  details  of  which  will  be  understood  without 
lengthy  description.     The  moulds  are  placed  upon  the  slowly 

Fig.  153. 


:volving,   horizontal    wheel,    upon   which    the    brush    moves 

ipidly  up  and   down   with   a  vertical,  and   at  the  same  time 

lateral,  vibrating  motion.    The  black-leading  space  being  closed 

lair-tight,  scattering   of   black-lead  dust  is  entirely  prevented, 

the  excess  of  black-lead  collecting  in   a  vessel   placed  in  the 

pedestal. 

On  account  of  the  dirt  and  dust  caused  by  the  dry  process 
4  black-leading,  some  electrotypers  prefer  the  wet  process  in- 
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vented  by  Mr.  Silas  ?,  Knight,  of  New  York.  This  process 
is  designed  to  work  more  quickly  and  neatly,  producing 
moulds  that  are  thinly,  evenly,  and  perfectly  covered.  The 
moulds  are  placed  upon  a  shelf  in  a  suitable  receptacle,  and  a 
rotary  pump  (orces  an  emulsion  of  graphite  and  water  over 
their  surfaces  through  a  traveling  fine  rose*nozzle.  This  pro- 
cess is  pronounced  to  be  rapid,  efficient,  neat  and  economical. 

5.  Electrical  contact. — The  black-leaded  moulds  have  now  to 
be  provided  with  contrivances  for  conducting  the  current  upon 
the  black- leaded  surface. 

With  gutta-percha  moulds,  the  edges  are  trimmed  off  to 
within  0.19  to  0.31  inch  of  the  impression.  In  two  places  on 
the  edges  of  the  mould  holes  are  made  by  means  of  an  awl. 
Through  these  holes  stout  copper  wires  doubled  together  are 
drawn,  so  that  after  twisting  them  together  they  lie  firmly  on 
the  edge  of  the  mould.  These  wires  serve  for  suspending  the 
mould  to  the  conducting  rod,  and  previous  to  twisting  them 
together,  two  fine  copper  wires,  the  so-called  y<'^*/rr5,  are  placed 
between  them  and  the  edge  of  the  mould.  Tiie  object  of  these 
thill  wires  being  to  effect  the  conduction  of  the  current  to  the 
lower  portions  of  the  mould,  they  must  be  firmly  secured  in 
twisting  together  the  suspension-wires. 

However,  before  allowing  these  feelers  to  rest  upon  the  black- 
leaded  surface,  the  place  of  contact  of  the  wire  with  the  mould 
is  again  thoroughly  brushed  with  black-lead^  in  order  to  be 
sure  that  the  the  current  will  not  meet  with  resistance  on  these 
points.  With  very  large  moulds  it  is  advisable  to  use  more 
than  two  feelers  and  to  arrange  them  especially  in  deeper  de- 
pressions. The  thickness  of  the  feelers  should  be  about  that  of 
horse-hair. 

No  black-lead  should  get  on  the  edges  or  back  of  the  mould, 
otherwise  copper  would  also  be  deported  on  them. 

In  place  of  the  wires  for  suspending  the  mould,  the  metl 
for  wax  moulds  described  below  may  also  be  applied,  a  smj 
hot  copper  plate  being  melted  in  on  the  edge  of  the  mould  and 
the  latter  secured  to  the  conducting  rod  by  means  of  a  hook« 
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Gutta-percha  moulds^  being  specifically  lighter  1 
per  bath,  would  float  in  it,  and  have,  therefore,  to 
securing  heated  pieces  of  lead  to  the  backs. 

For  black-leaded  wax  moulds  the  process  is  as  follows :  A 
bright  copperplate  about  i.t8  inches  square  and  0.039  inch 
thick  is  melted  in  on  the  upper  edge  of  the  mould,  and  the 
edges  are  leveled  by  means  of  a  pointed  flame,  so  as  to  pro- 
duce a  smooth  joint  between  the  copper  plate  and  wax  surface. 
This  place  is  again  thoroughly  black-leaded  with  the  hand,  and 
the  edges»  having  been  first  beveled,  are  then  melted  together 
with  the  flame.  The  wax  over  the  hole  in  the  lead  plate 
through  which  the  hook  of  the  mould-holder  is  pushed  is 
finally  freed  from  wax  with  a  knife.  The  shape  of  the  mould- 
holder  is  shown  in  the  accompanying  illustration,  Fig.  154. 
The  hook  to  which  the  mould  is  suspended  is  insulated  from 
the  rest  of  the  holder  by  hard  rubber  plates,  and  the  screw- 
threads  by  hard  rubber  boxes,  so  that  the 
lead  plate  which  comes  in  contact  with  the 
hook  receives  no  current^  and  no  copper  can 
deposit  upon  it.  The  small,  square  block 
cast  on  the  holder  lies  perfectly  level  upon 
the  copper  plate  in  the  mould,  a  good  and 
abundant  conduction  of  current  being  thus 
effected,  such  as  is  absolutely  required,  for 
instance,  for  rapid  galvanoplasty. 

To  prevent  the  copper  deposit  from  spread- 
ing much  beyond  the  impression  towards  Uie 
edge,  it  has  been  proposed  to  cover  these 
portions  of  the  mould  with  strips  of  glass, 
hard  rubber,  or  celluloid.  For  this  purpose 
heated  glass  strips,  0,15  inch  wide  and  0,19 
inch  high,  are  pressed  about  0.079  inch  deep  into  the  wax 
mould  so  as  to  form  a  closed  frame  around  the  impression. 
Strips  of  hard  rubber  or  celluloid  of  the  above-mentioned  width 
and  height,  are  fastened  together  with  copper  pins.  Ry  these 
means  the  object  in  view  is  perfectly  attained. 
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With  very  deep  forms  of  type,  it  is  sometimes  of  advantage 
to  first  coat  the  black-leaded  surface  with  copper,  in  order  to 
obtain  a  uniform  deposit  In  the  bath.  The  process  is  as  fol- 
lows: Pour  alcohol  over  the  black-leaded  form,  let  it  run  off, 
and  then  place  the  form  horizontally  over  a  water  trough. 
Now  pour  over  the  form  blue  vitriol  solution  of  15°  to  16^  Be,, 
dust  upon  it  from  a  pepper-box  some  impalpable  fine  iron 
filihgs  and  brush  the  mixture  over  the  whole  surface,  which 
thus  becomes  coated  with  a  thin,  bright,  adherent  film  of 
copper,  Should  any  portion  of  the  surface  after  such  treat- 
ment remain  uncoppered,  the  operation  is  repeated.  The 
excess  of  copper  is  washed  off  and  the  form,  after  being 
provided  with  the  necessary  conducting  wires,  is  ready  for  the 
bath. 

Gilt  or  silvered  black-lead  is  also  sometimes  used  lor  ver>* 
deep  forms.  It  is,  however,  cheaper  to  mix  the  black-lead 
with  *3  its  weight  of  finest  white  bronze  powder  from  finely 
divided  tin.  When  forms  thus  blackOeaded  arc  brought  iulo 
the  copper  bath,  the  particles  of  tin  become  coated  with 
copper,. also  causing  a  deposit  upon  the  black-lead  particles  in 
contact  with  them. 

6.  St4sp€nding  the  mould  in  the  bath.  Previous  to  suspend- 
ing the  mould  in  the  copper  bath,  it  has  to  be  perfectly  freed 
from  every  particle  of  black  lead  which  might  give  rise  to 
defects  in  the  deposit. 

Strong  alcohol  is  then  poured  over  the  mould,  the  object  of 
this  being  to  remove  any  traces  of  greasy  impurities,  which  are 
readily  dissolved  and  removed  by  the  alcohol.  Moulds  thus 
treated  at  once  become  uniformly  wet  in  the  bath,  which^  if 
this  precaution  be  omitted,  is  not  the  case,  and  causes  an 
irregular  formation  of  the  deposit  (by  air-bubbles). 

The  moulds  are  suspended  in  the  bath  in  the  manner  above 
described,  special  attention  being  paid  to  having  them  hang 
parallel  to  the  anodes  so  that  all  portions  of  them  may  receive 
a  uniform  deposit. 

Before  being  suspended  in  the  bath,  the  backs  of  Uad  mat' 
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MS  should  be  provided  with  a  protecting  layer  of  celluloid  or 
>ther  suitable  material  to  prevent  them  from  becoming  cop- 
Ted. 

7,  Detaching  the  deposit  or  shell  from  the  mould,  a.  From 
ttta-percha  moulds.  When  the  mould  has  acquired  a  deposit 
>f  sufficient  thickness,  it  is  taken  from  the  bath,  rinsed  in  water, 
ind  all  edges  which  might  impede  the  detachment  of  the  de- 
posit from  the  mould  are  removed  with  a  knife.  The  deposit 
then  gradually^  lifted  by  inserting  under  one  corner  a  flat 
lorn  plate,  or  a   thin  dull   brass   blade,  and   applying  a   very 

Fit.,  155. 


moderate  pressure.     Particles  of  gutta-ptrcha  which  may  still 
adhere  to  the  deposit,  are  carefully  burnt  off  over  a  flame. 

b.  Prom  wax  moulds.  Wax  moulds  are  placed  level  upon 
a  table,  and  hot  water  is  several  times  poured  over  them.  By 
pushing  the  finger-nail  under  one  corner  of  the  deposit,  it  can 
readily  and  without  bending  be  detached  from  the  softened 
wax.  If  not  successful  at  first,  continue  pouring  hot  water 
over  the  mould  until  the  deposit  can  be  detached  without 
difficulty. 
3« 
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In  larger  establishments,  a  cast-iron  moulding  and  melting 
tabic,  such  as  is  shown  in  Fig.  155,  is  used  for  wax  moulds. 
The  planed  table  plate  is  hollow,  and  b)'  means  of  tongues 
cast  to  the  plate  the  steam  which  is  introduced  is  forced  to 
uniftirnily  heat  the  entire  plate.  The  electrotypes  are  placed 
upon  the  plate,  the  wax  side  down.  The  wax  melts  and  luns 
through  stop-cocks  on  the  side  into  a  jacketed  copper  kettJr, 
which  can  be  heated  by  steam  for  melting  the  wax.  The  iron 
ledges  screwed  upon  the  table  plate  are  made  tight  with  as- 
bestos paper,  so  that  the  wax  cannot  run  off  except  through 
the  stop-cocks. 

If  the  table  is  to  be  used  for  moulding  the  wax  plates,  cold 
water,  instead  oi  steam,  is  allowed  to  circulate  through  the 
hollow  table  plate,  whereby  rapid  congealing  of  the  wax  is 
effected. 

Two  such  kettles  are  required,  since  the  wax  which  has  been 
in  contact  with  the  bath  has  to  be  for  several  hours  heated  in 
one  of  the  kettles  to  render  it  free  from  water  before  it  can  be 
again  used  for  moulding.  The  wax  freed  from  water  is  brought 
into  the  kettle  and  used  for  moulding  wax  plates. 

c.  From  metai-matrices.  If  the  matrix  has  been  free  from 
fat,  the  deposit  adheres  very  firmly,  and  cannot  be  lifted  oflf  in 
the  ordinary  manner  as  with  gutta-percha  matrices;  nor  can 
the  deposit  be  separated  from  the  lead  by  melting  the  latter,  as 
vvilh  the  temperature  required  for  this  purpose,  the  copper  shell 
might  be  damaged. 

Albert  found  that  by  allowing  the  metal  matrix  together 
with  the  copper  deposit  to  float  upon  readily  fusible  metallic 
alloys  with  many  free  calories,  the  deposit,  in  consequence  of 
the  unequal  expansion  of  the  metals,  can  completely  and 
without  injury  be  separated.  By  detaching  the  deposit  in  this 
manner,  Albert  succeeded  in  using  the  lead  matrix  freed  from 
the  deposit  four  times  for  the  preparation  of  electros,  the  last 
electro  thus  made  being  not  inferior  in  quality  to  the  first  one.* 

•  Dr.  E.  Albtn,  *•  Ztir  Theorie  und  Praxis  der  Metftll-Matriie.'*  p.  10, 
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Backing  the  depositor  shell. — The  tinning  of  the  back  of  the 
shell  is  the  next  operation,  and  has  for  its  object  the  strength- 
ening of  the  union  between  the  shell  and  the  backing  metal. 
I-'or  this  purpose  the  back  of  the  shell  is  cleansed  by  brushing 
with  '*  soldering  fluid,"  made  by  allowing  hydrochloric  acid  to 
take  up  as  much  zinc  as  it  will  dissolve,  and  diluting  with  about 
^  of  water,  to  which  some  ammonium  chloride  is  sometimes 
added.  Then  the  shell,  face  down,  is  heated  by  laying  it  upon 
H^n  iron  soldering  plate»  floated  upon  a  bath  of  melted  stereo- 
type metal,  and,  when  hot  enough,  melted  solder  (half  lead  and 
half  tin)  is  poured  over  the  back,  which  gives  it  a  clean,  bright 
metallic  covering.  Or,  the  shell  is  placed  downward  in  the 
backing-pan,  brushed  over  the  back  with  the  soldering  fluid, 
alloyed  tinfoil  spread  over  it.  and  the  pan  floated  on  the  hot 
backing  metal  until  the  foil  melts  and  completely  covers  the 
helL  When  the  foil  is  melted  the  backing-pan  is  swung  on  to 
leveling  stand,  and  the  melted  backing  metal  is  carefully 
oured  on  the  back  of  the  shell  from  an  iron  ladle,  commenc- 
g  at  one  of  the  corners  and  gradually  running  over  the  sur- 
ce  until  it  is  covered  with  a  backing  of  sufficient  thickness. 
nothcr  method  is  as  follows:  After  tinning  the  shell  it  is 
llowed  to  lake  the  temperature  of  the  backing  metal  on  the 
oating  iron  plate.  The  plate  is  then  removed  from  the  melted 
etal,  supported  in  a  level  position  on  a  table  having  project- 
ng  iron  pins,  on  which  it  is  rested,  and  the  melted  stereotype 
metal  is  carefully  ladled  to  the  proper  thickness  on  the  back  of 
he  tinned  shelL  This  process  is  called  "backing."  The  thick- 
ess  of  the  metal-backing  is  about  an  eighth  of  an  inch,  A 
od  composition  for  backing  metal  consists  of  lead  90  parts 
n  5,  and  antimony  5. 

9.  Finisking. — ^For  this  purpose  the  plates  go  first  to  the  saw 

ble  (Fig.  156)  for  the  removal  of   the  rough  edges  by  means 

f  a  circular  saw.     The  plates  are  then  shaved  to  take  off  any 

oughncss  from  the    back   and    make  them  of  even  thickness, 

n  large  establishments  this  portion  of  the  work,  which  is  very 

laborious,  is  done  with  a  power  planing  or  shaving  machine, 


596 


Ei.H:cTRo-DEmsrriON  of  mktals. 


types  of  which  are  shown  in  Figs.  157  and  158,  Fig.  157  being 
a  shaving  machine  with  steam  one  way,  and  Fig.  158  one  with 
steam  both  ways.  By  means  of  a  straight  edge,  the  plates  are 
then  tested  as  to  their  being  level,  and  any  uneveness  is  recti- 
fied by  gentle  blows  with  a  polished  hammer,  care  being  taken 
not  to  damage  the  face.  The  plate  ihen  passes  to  the  hand- 
shaving  machine,  where  the  back  is  shaved  down  to  the  proper 

Ifu.  156. 
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thickness,  smooth  and  level  The  cd|;es  of  the  plate  arc 
planed  down  square  and  to  a  proper  size,  and  finally  the  plates 
are  mounted  an  wood  type-high.  Book-work  is  generally  not 
mounted  on  wood,  the  plates  being  left  unmounted  and  finished 
with  beveled  edges,  by  which  they  are  secured  on  suitable 
plate-blocks  of  wood  or  iron  supplied  with  gripping  pieces, 
which  hold  them  firmly  at  the  proper  height  and  enable  them 
to  be  properly  locked  up. 
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Copper  deposits  from  metallic  surfaces, — It  remains  to  say  a 
;w  words  about  the  process,  by  which  a  copy  may  be  directly 
larle  from  a  metallic  surface  without  the  interposition  of  wax 
►r  gutta-percha.  If  the  metallic  surface  to  be  moulded  were 
rec  from  grease  and  oxide,  the  deposit  would  adhere  so  firmly 
IS  to  render  its   separation  without  injury  almost   impossible. 

Fig.  157. 


encc,  the  metallic  original  must  first  undergo  special  prcpara- 
ion,  so  as  to  bring  it  into  a  condition   favorable  to  the  detach- 
ment of  the  deposit.     This  is  done  by  thoroughly  rubbing  the 
rtginal  with  an   oily  rag,  or,  still  better,  by  lightly  silvering  it 
and  exposing  the  silvering  for  a  few  minutes  to  an  atmosphere 
of  sulphuretted  hydrogen,  whereby  silver  sulphide  is  formed, 
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which  is  a  good  conductor,  but  prevents  ihe  adherence  o(  the 
deposit  to  the  originaL  For  the  purpose  of  silvering,  free  the 
surface  of  the  metallic  original  (of  brass,  copper,  or  bronze) 
from  grease,  and  pickle  it  by  washing  with  dilute  potassium 
cyanide  solution  (  i  part  potassium  cyanide  to  20  water). 
Then  brush  it  over  with  a  solution  of  412  drachms  o(  silver 
nitrate  and  i  oz.  6  drachms  of  potassium  cyanide  (98  percent,  1 


Fig.  158. 


in  one  quart  of  water;  or,  still  better,  immerse  the  original  for 
a  few  seconds  in  this  bath,  until  the  surface  is  uniformly  coated 
with  a  film  of  silver,  i  he  production  of  the  layer  of  silver  sul- 
phide is  effected  according  to  the  process  described  later  on. 
The  negative  thus  obtained  is  also  silvered,  made  black  with 
sulphuretted  hydrogen,  and  a  deposit  of  copper  is  then  made, 
which  represents  an  exact  copy  of  the  originaL  Instead  of 
sulphurizing  the  silvering  with  sulphuretted  hydrogen,  it  may 
also  be  iodized  by  washing  with  dilute  solution  of  iodine  in 
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cohol.  The  washed  plate,  prior  to  bringing  it  into  the  copper 
balh»  is  for  some  time  exposed  to  the  light. 

To  prevent  the  reduction  of  copper  on  the  back  of  the  me- 
tallic original  to  be  copied,  it  is  coated  with  asphalt  lacquer, 
which  must  be  thoroughly  dry  before  bringing  into  the  bath. 
When  the  deposit  of  copper  is  of  sufficient  thickness,  the  plate 
is  taken  from  the  bath,  rinsed  in  water,  and  dried.  The  edges 
re  then  trimmed  off  by  filing  or  cutting  to  facilitate  the  sepa- 
ation  of  the  shell  from  the  original. 

Of  course  only  metals  which  are  not  attacked  by  the  acid 
copper  solution  can  be  directly  brought  into  the  bath.  Steel 
plates  must  therefore  first  be  thickly  coppered  in  the  alkaline 

I  copper  bath,  and  even  this  precaution  does  not  always  protect 
Ithem   from    corrosion.     It    is    therefore    better   to  produce  in 
p  silver  bath  (formula  L,  p.  362)  a  copy  in  silver  of  sufficient 
^ickness  to  allow  of  the  separation  of  both  plates;     The  silver 
plate  is  iodized,  and  from  it  a  copy  in  copper  is  iti:\de   by  the 
galvanoplastic  process.     The  copper  plate  thus  obtained  is  an 
Hfxact  copy  of  the  original,  and  after  previous  silvering,  the  de- 
^■sired  number  of  copies  may  be  made  from  it, 
^P     Other  operations  which  may  have  to  be  done  in   galvano- 
plastic  plants,  for  instance,  coppering  of  ziiic  etchings,  and  of 
stereotypes,  and  nickeling  and  cobalting  the  latter,  as  well  as 
electrotypes,  have  alread)'  been  described  in  the  part  devoted 
to  Electro-plating,  so  that  few  words  will  here  suffice. 

Stereotypes  are,  as  a  rule,  coppered  in  the  acid  copper  bath, 
stereotype  metal  being  not  attacked  by  it.  The  bath,  however, 
should  not  have  a  large  content  of  free  sulphuric  acid.  In  order 
to  have  the  copper  adhere  well,  the  plates  previous  to  being 
brought  into  the  bath  must,  of  course,  be  thoroughly  freed  from 
grease  by  brushing  with  warm  soda  solution  and  whiting. 

Zinc  plates  are  thoroughly  freed  from  grease,  and  then  cop- 
pered or  brassed,  Nickeling  is  effected  according  to  the  pro- 
cess given  under  '*  Deposition  of  Nickel," 

Pfiparation  of  type -matrices. — The  process  varies  according 
to  whether  the  originals  consist  of  zinc  or  of  a  material  (lead- 
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antimony-bismuth  alloy)  indifTerent  towards  the  acid  copper 
bath. 

It  is  best  to  brass  w/r  originals,  and  to  give  the  brass  deposit 
higher  histre  by  polishing  with  Vienna  Hme  powder  upon  a 
small  flannel  bob.  They  are  then  freed  from  grease  by  brush- 
ing with  quicklime,  silvered  by  the  method  previously  given, 
and  iodized.  The  surfaces  which  are  to  remain  free  from  de- 
posit are  stopped  off  with  wax,  and  the  originals  placed  in  the 
acid  copper  bath,  care  being  taken  to  bring  them  in  contact 
with  the  current-carrying  conducting  rod  before  immersion  in 
the  bath. 

Originals  of  hard  lead  or  similar  alloys,  after  having  been 
suitably  prepared,  may  be  directly  suspended  in  the  copper 
bath,  since  a  heavy  copper  deposit  can  be  quite  readily  de- 
tached from  them,  though  slightly  oiling  them  will  do  no  harnii 

The  current-density  for  depositing  must  be  slight  to  prevent 
formation  of  buds.  The  deposit  is  generally  made  0,079  *** 
0.098  inch  thick,  when  it  is  detached  from  the  original,  and 
after  filing  the  edges  backed  with  zinc  or  brass.  The  matrix  is 
ftnaliy  justified. 

Regarding  nickel  matrices,  see  *'  Galvanoplasty  in  Nickel." 

EUctro-itcliing, — It  is  in  place  here  to  discuss  the  process  of 
electro-etching,  it  being  chiefly  applied  in  the  graphic  indus- 
tries, and  a  few  methods  of  etching,  which  are  not  executed  by 
electrical  means,  will  first  be  referred  to. 

Methods  of  dissolving  the  various  metals  by  acids  were 
probably  known  many  centuries  ago.  it  being  beyond  doubt 
shown  by  the  notable  productions  of  the  goldsmiths,  as  well  as 
of  the  armorers,  about  the  year  1400,  that  they  possessed  a 
knowledge  of  etching.  It  may  also  be  supposed  that  the  niello 
work  ot  the  goldsmiths  was  the  forerunner  of  copper  engraving, 
an  art  still  highly  appreciated  at  the  present  day,  and  the  earliest 
impression  of  which  dates  from  the  year  1446, 

There  are  four  difTcrent  methods  of  copper  engraving,  but 
that  in  which  etching  plays  an  important  role,  would  seem  to 
be  the  most  interesting. 
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To  protect  separate  portions  of  metallic  surfaces  from  the 
rction  of  the  acid»  a  so-called  covering  or  etching  ground  is 
ised  which  consists  of  a  mixture  of  25^  parts  asphalt,  2  parts 
'ax,  I  part  rosin  and  2  parts  black  pitchy  applied  hot. 

The  copper  engraver  uses  for  his  work  another  composition 
►f  resins,  and  it  is  here  given  because  this  covering  ground  has 
►roved  capable  of  resisting  25  per  cent  nitric  acid.  Yellow 
rax  4  parts,  Syrian  asphalt  4,  black  pitch  i.  and  white  Bur- 
;undy  pitch  1  Melt  the  ingredients  and  when  the  mixture 
["boils,^ gradually  add,  whilst  stiiring  constantly,  4  parts  more  of- 
mlverized  Syrian  asphalt.  Continue  boiling  until  a  sample 
►cured  upon  a  stone  and  allowed  to  cool  breaks  in  bending, 
'hen  pour  the  mixture  into  cold  water  and  shape  it  into  small 
lalls,  which  for  use  arc  dissolved  in  oil  of  turpe:Uine. 
Upon  a  heated  plate,  ground  perfectly  level,  the  copper  en- 
'aver  then  applies  the  above-mentioned  covering  ground  so 
thin  that  the  nielallic  surface  appears  golden-yellow.  The 
rovering  ground  is  next  blackened  by  means  of  a  wax  torch* 
tnd  the  outlines  of  the  picture  to  be  made  are  then  sketched. 

Now  commences  the  work  which  shows  the  artistic  talent  of 
the  engraver.     With   a  fine  etching-needle,  he  scratches  ihe 
tontours  of  the  picture  into  the  covering  ground,  without,  how- 
'er,  injuring  the  metal,  and  finishes  his  work  by  narrower  and 
rider  hues  until  the  desired  effect  is  believed  to  be  produced. 
However,  to  make   this  work  fit  to  be  printed,  the  lines  of 
le  picture  must  lie  depressed  in  the  metal  plate.     For  this 
irpose  the  plate  is  surrounded  with  a  wax  rim  and  subjected 
\o  etching  with  nitric  acid  or,  more  recently,  with  ferric  chlor- 
ide.    After  the  at  first  weak  acid  has  acted  for  a  short  time,  the 
Inest  lines  have  attained  the  required  depth.     The  fluid  is  then 
loured  off  and  the  fine  lines  are  stopped  off*  when  etching  is 
icommenced.     Thus  progressing,  a  picture  with  lines  becom- 
ing constantly  deeper,  as  well  as  broader,  is  formed,  the  result 
finally  showing  the  artistic  talent  of  the  engraver.     The  plate 
is  cleansed  and   handed  lo  the  printer,  or  it  may  be  steeled  or 
manifolded  by  galvanoplasty. 
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While  speaking  of  this  process  of  copper-engraving,  our  at- 
tention is  involuntarily  directed  to  a  very  interesting  achieve- 
ment, which  deserves  mention  in  connection  with  the  work  ol 
the  etcher  and  of  the  operator  in  galvanoplasty.     The  process  is 

Photo  engraving,  by  means  of  which  copper  plates,  as  well  as 
small  and  also  very  extensive  pictures,  of  such  high  artistic 
value  can  be  produced  that  they  form  at  present  an  important 
branch  of  the  art  business. 

Former  investigators  have  shown  : 

1.  That  of  all  the  varieties  of  glue,  gelatine  possesses 
greatest  swelling  capacity. 

2.  That  when   mixed  with   potassium   dichromate  and  ex 
posed  to  the  action  of  light,  gelatine  becomes  insoluble^  i.  r, 
it  loses  entirely  its  power  ol  swelling. 

Upon  this  is  based  the  following  process :  Take  a  sheet  of 
well-sized  paper  and  make  a  rim  around  it,  about  0,39  inch 
high,  by  turning  up  the  sides.  The  paper  thus  prepared, 
which  now  forms  a  sort  of  dish,  is  placed  upon  a  perfectly 
level  surface  and  a  solution,  consisting  mostly  of  gelatine  col- 
ored black,  is  poured  over  it.  Such  paper  is  found  in  com- 
merce under  the  name  of  black  pigmtnt  paper.  It  is  immersed 
in  solution  of  ammonium  dichromate.  dried  in  a  dark  room  and 
stored  for  use. 

A  perfect  diapositive  of  the  original  is  placed  in  a  copyiiig 
frame  and,  after  covering  it  with  the  prepared  pigment  paptr. 
the  frame  is  closed. 

By  the  rays  of  light  which  strike  the  prepared  paper  through 
the  diapositive,  the  layer  of  chromium  and  gelatine  is  hardened 
in  the  same  gradations  of  tone  as  conditioned  by  the  diaposi- 
tive. When  sufficiently  exposed  to  the  light,  the  pigment 
paper  is  placed  in  a  water-bath,  and  a  quite  perceptible  picture 
in  relief  will  in  a  short  time  appear.  The  portions,  which  bad 
not  been  exposed  to  the  light,  swell  up  very  much  and  lose  the 
greater  part  of  the  coloring  matter  mixed  with  the  gelalioc. 
The  result  is,  therefore,  the  reverse  of  the  diapositive  used* 

By  means  of  an  ingenious  contrivance,  a  layer  of  impalpable 
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asphalt  powder  has  in  the  meanwhile  been  applied  to  a  finely 
round  copper-plate,  and  melted  upon  it.  The  above- nacn- 
ioned  chrome- gelatine  picture  is  now  placed  upon  the  plate 
nd  is  made  to  adhere  by  rubbing.  The  paper  can  now  be 
adily  detached,  while  the  picture  adheres  to  the  copper-plate, 
he  gelatine-layer  forms  the  protection  from  the  effect  of  the 
tching  with  ferric  chloride. 

It  will  be  readily  understood  that  for  this,  and  all  the  preced- 
ng  manipulations,  great  skill  and  years  of  experience  are 
equired  in  order  to  produce  such  results  as  we  have  occasion 
o  admire  in  the  art  stores. 

If  galvanoplasty  is  to  be  employed  for  the  production  of  such 

opper-plates,  a  glass  or  metal   plate  is   used  and   coated  with 

he  chrome-gelatine   above  described.     It  is  then   exposed  to 

the  light  under  a  photographic  glass  negative,  allowed  to  swell 

up,  and  for  a  short  time  laid  in  a  weak  chrome  alum  solution. 

The  layer  is  then  so  hard  as  to  allow  of  making  a  wax  mould 

nd  an  electrotype.   The  process  is  called  ffhoto-gaivanogral^hy. 

The  swelling  power  of  gelatine,  as  well  as  its  insolubility,  has 

cd  to  the  production  of  collographic  printing.     The  manipula- 

ions  for  the  preparation  of  the  printing  plates  required  for  this 

urpose  differ  but  little  from  those  for  photo-galvanography. 

Pour  over  a  glass  plate,  0,19  to  0.27  inch  thick,  a  layer  of 

hrome-gelatine,  which,   however,  must   not   be   colored,  and 

lace  the  plate  in  a  drying-oven  heated  to  113°  F.     The  plate 

then  exposed  to  the  light  under  a  photographic  negative  and 

the  layer  of  gelatine  allowed  to  swell  up, 

Another  property  shown  by  chrome-gelatine  is  that  the  por* 
ions  which   have  become  insoluble  by  exposure  to  light  are 
cry  susceptible  to  fat  colors.     If  now  such  a  glass  plate  be 
'%ipcd  over  with  a  moist  sponge  and  then  blackened  al!  over  by 
means  of  a  suitable  color  with  the  use  of  a  roller,  a  picture 
showing  all  the  details  of  the  negative  used  appears  upon  the 
lass  plate.     By  placing  upon  this  picture  a  sheet  of  printing- 
aper,  and  drawing   both   through   the  collographic   printing- 
press,  the  color  adheres  to  the  paper. 


604 


ELECTRO-nKPOKITION   OF  METALS. 


An  etching  process  which  includes  all  the  improvements  made 
in  metal  etching,  and  which,  by  reason  of  the  great  progress 
made  in  photography,  has  won  a  great  field  of  activity,  is 

Zincography^ — All  plates  produced  by  this  process  are  in- 
tended for  book  printing,  and  must  show  all  the  lines  and 
points  of  the  picture  in  relief,  ^vhile  the  parts  w^hich  in  printing 
Result  in  the  white  portions  of  the  picture  should  be  as  deep  as 

isstblc.  It  is  obvious  that  this  requirement  makes  the  high- 
est demands  on  the  etching  process,  and  that  long  experience 
and  perseverance  are  required  to  achieve  excellency^  in  this 
respect. 

All  former  experiments  will  here  be  omilled,  and  only  the 
process  which  has  proved  of  practical  value  will  be  described. 

Freshly-made  impressions  are  reprinted  upon  fine  zinc  plates 
ground  .perfectly  level,  drawings  executed  with  suitable  ink 
upon  prepared  paper  being  used  in  the  same  manner. 

When  the  reprints  have  been  successfully  made  and  any  de- 
fects removed  by  retouching,  very  finely  powdered  rosin  is 
poured  upon  the  metal  plate  and  rubbed  with  a  brush  into  the 
points  and  lines  of  the  drawing.  Since  no  rosin  powder  ad- 
heres to  the  portions  of  the  plate  not  printed  on,  the  plate  may 
at  onc€  be  laid  upon  the  hot- plate  and  highly  heated.  The 
rosin  pow^der  combines  intimately  with  the  printing  ink,  a  layer 
which  well  resists  weak  nitric  acid  being  thus  formed. 

After  etching  for  a  short  time  with  dilute  nitric  acid»  6ne 
silvery  edges  produced  by  the  washing  away  of  the  dissolved 
metal  appear  on  all  the  lines  and  points  of  the  reprint.  H 
etching  would  now  be  continued^  the  lines  and  points  would 
also  be  laterally  attacked  by  the  acid.  Over-etching  would 
thus  take  place,  and  all  the  fine  portions  of  the  picture  disap- 
pear. Hence  a  fresh  protecting  cover  has  to  be  applied,  which 
protects  from  corrosion,  not  only  the  surfaces  of  the  lines  and 
points,  but  also  the  above-mentioned  silvery  edges.  For  this 
purpose,  the  etcher  uses  a  lithographic  roller  and  a  suitable 
etching  color.  The  drawing  is  then  dusted  over,  and  the  plate 
heated    as  previous  to  the    first  etching.     Proceeding   in   the 
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manner,  the  manipulations  are  repeated  until  the   plate 
has  the  necessary  depth  for  printing.     Finally,  all  unnecessary 

» metal  is  cut  away  with  a  fret-saw,  and  the  etching  having  been 
mounted  on  wood,  is  ready  to  be  given  to  the  printer. 
H.  however,  the  original  handed  in  for  reproduction,  is  to  be 
enlarged  or  reduced,  a  photographic  negative  of  it  is  first  made 
and  copied  directly  upon  the  zinc  plate.     For  this  purpose,  a 
coating  of  asphalt  solution,  or  of  a  mixture  of  egg  or  glue  with 
ammonium  dichromate,  is  applied   to  the  zinc  plate,  and  the 
^-negative  having  been  placed  upon  the  latter,  it  is  exposed  to 
^pthe  light.     The  result  is  the  same  as  has  been  described  under 
photo-engraving,  a    picture  being  obtained  which   is  exactly 

I  treated  as  the  reprinted  drawings,  /.  r..  powdered*  heated,  and 
etched. 
Another  process  of  transferring  is  effected  by  reprinting: 
A  sheet  of  paper  coated  with  chrome-gelatine  is  dried   in  a 

I  dark  room,  placed  in  a  copying  frame  under  a  negative  and 
exposed  to  the  light  until  a  beautiful,  cheslnut-brow^n  picture 
18  perceptible.  The  chromium  salt  is  dissolved  in  the  water 
bath,  the  picture  tnkcd  with  reprinting  ink  and,  after  drying, 
transferred  to  the  metal  plate. 
Up  till  now  we  have  only  s{lokcn  of  points  and  lines,  because 
the  originals  have  to  be  composed  of  such  to  be  suitable  for 
the  reproduction  process.  Photography;  however,  makes  it 
also  possible  to  transform  water-color  paintings,  photographs, 
India-ink  sketches,  etc.,  into  book-printing  plates. 

For  this  purpose  the  photographer  uses  a  glass  plate  pro- 
vided with  a  network  of  veiy  fine  lines,  places  it  between  the 
sensitive  glass  plate  and  the  original,  and  thus  produces  a  neg- 
ative, which,  though  composed  of  millions  of  small  points, 
^^nevertheless  gives  all  the  shadings  of  the  original  This  pro- 
^■eess  is  called  autotypy,  and  is  at  present  used  to  such  an  extent 
and  has  been  brought  to  such  a  state  of  perfection,  as  to  make 
it  difficult  to  say  when  the  limit  of  what  can  be  done  by  the 
etching  process  in  connection  with  photography  may  be 
reached. 
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The  achievements  in  photography  widen  almost  daily  the 
field  of  activity  of  the  etcher,  and  it  may  be  anticipated  that 
printing  plates  will  in  this  manner  be  produced  which,  when 
printed  in  three  colors,  will  yield  impressions  such  as  could 
formerly  only  be  attained  by  the  lithographer  with  the  use  of 
many  stones.  It  is  by  no  means  impossible  that  the  electric 
current  may  before  long  be  utilized  in  the  execution  of  the 
►ve*mcntioned  etching  processes,  and  for  this  reason  a  few 
iinls  will  here  be  jiiven  which  may  be  of  use  to  the  galvano- 
plastic  operator. 

In  etching  steel,  copper  or  zinc  plates,  in  the  ordinary  way, 
f covering  ground,  as  previously  mentioned,  is  applied  to  the 
Inte  to  be  etched.  The  drawing  is  then  transferred  to  the 
covering  ground  and  traced  with  the  graver,  taking  care  that 
the  tool  lays  bare  the  metal  in  all  the  lines.  A  rim  of  wax  is 
then  made  around  the  plate,  and  dilute  nitric  acid  or  another 
solution  poured  over  it.  The  basis-metal  is  attacked  by  ihc 
acid  and  the  drawing  is  thus  etched. 

The  injurious  acid  vapors  evolved  thereby  and  the  lateral 
corrosion  of  the  lines,  as  well  as  other  drawbacks,  have  brought 
about  the  execution  of  etching  with  the  assistance  of  the  elec- 
tric current,  the  above-mentioned  drawbacks  being  thereby  ob- 
viated, and  more  rapid  and  reliable  working  rendered  possible. 
The  plate  is  treated  m  exactly  the  same  manner  as  for  ordinary' 
etching,  but  instead  of  furnishing  it  with  a  wax  rim  and  pour- 
ing  acid  over  it,  it  is  suspended  in  a  suitable  solution  as  anode 
— hence  connected  with  the  positive  pole — a  metal  plate  of  the 
same  size  connected  with  the  negative  pole  being  suspended 
parallel  to  it.  The  metal  is  dissolved  by  the  acid-residue  ap- 
pearing on  the  positive  pole. 

For  coppe r- folates  \\'\\\ch  are  to  be  etched,  the  ordinar>' acid 
copper  bath  is  used  ;  for  zinc-plates,  solution  ol  zinc  sulphate, 
for  sttt'i-pfates,  solution  of  copperas  or  of  ammonium  chloride; 
for  brass,  solution  of  ferric  chloride.  In  place  of  the  baths  of 
metallic  salts,  pure  water  slightly  acidulated  with  sulphuric, 
hydrochloric,  or  nitric  acid  may  be  used. 
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As  covering  or  etching  ground »  the  previously  mentioned 
ixture  of  rosin  and  wax.  or  the  acid-proof  varnish  \s  used. 
Since  the  current-strength  is  under  perfect  control,  the  etch- 
ing may  be  carried  to  any  depth  desired.     Some  portions  may 
►e  less  etched  than  others  by  taking  the  plate  from  the  bath, 
md^  after  washing  and  drying,  coating  the  portions  which  are 
•not  to  be  further  etched  with  lacquer,  and  returning  the  plate 
to  the  bath. 

Printing  plates  in  relief  may  in  this  manner  be  prepared   by 

slightly  etching  the  bared   design  of  a  copper-plate  in  the  gal- 

^anoplaslic  copper  bath,  and   then  bringing  the  plate  as  object 

in  contact  with  the  negative  pole,  while  a  plate  of  chemicaUy 

fure    copper   serves  as  anode.     The   deposited  copper  unites 

irmly  with  the  rough  copper  of  the  etched  plates^  and  after  re- 

loving  the  etching- ground  with  benzine  or  oil  of  turpentine. 

the  design  appears  in  relief. 

Heliography. — ^The  helrographic  process,  invented  by  Pretsch, 
ind  improved  by  Scamoni,  consists  in  taking  by  photography 
good  negative  of  the  engraving  or  other  object  to  be  repro- 
[duced,  developing  with  green  vitriol,  reinforcing  with  pyrogalHc 
tcid  and  silver  solution,  and  then  fixing  with  sodium  hyposul- 
►hite  solution  in  the  same  manner  as  customary  for    photo- 
graphic negatives.     A   further  reinforcement    with  chloride  of 
lercury  solution  then  takes  place  until  the  layer  appears  light 
[ray.     Now  wash  thoroughly,  and   intensely  blacken  the  light 
portions  by  pouring  upon  them  dilute  potassium  cyanide  solu- 

I^on.  As  in  the  photographic  process,  the  solution  must  be 
gpplied  in  abundance  and  without  stopping,  as  otherwise 
btreaks  and  stains  arc  formed.  After  washing,  the  plate  is 
iJricd,  further  reinforced,  and  finally  coated  with  a  colorless 
negative  varnish.  From  this  negative  a  positive  collodion 
picture  is  taken,  which  is  in  the  same  manner  developed,  re- 
^ftpforced  and  fixed,  the  reinforcement  with  pyrogallic  acid 
^^)eing  continued  until  the  picture  is  quite  perceptibly  raised. 
After  careful  washing,  pour  upon  the  plate  quite  concentrated 
chloride  of  mercury  solution,  which  has  to  be  frequently  re- 
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ncwed,  until  the  (>icture,  at  first  deep  black,  acquires  a  aemriy 
white  color,  and  the  lines  are  perceptibly  strengthened.  Now 
wash  with  distilled  water,  next  with  dilute  potassium  iodide 
solution,  and  finally  with  ammontacal  water,  whereby  the  pic- 
ture acquires  first  a  greenish,  then  a  brown,  and  finally  a  viokt- 
brown,  color.  After  draining,  the  plate  may  be  progre»tvcty 
treated  with  solutions  of  platinum  chloride,  gold  chloride, 
g^cen  vitriol  and  pyrogallic  acid,  the  latter  exerting  a  soh'dilf 
ing  effect  upon  the  pulverulent  metallic  deposits.  The  roc 
relief  is  now  ready ;  the  layer  is  slowly  dried  over  alcohol, 
the  plate,  when  nearly  cold,  quickly  coated  with  a  thin 
varnish,  which,  after  momentary  drying,  remains  sufilcieatl}' 
sticky  to  retain  a  thin  layer  of  black  lead,  which  is  applied  with 
a  tuft  of  cotton.  The  edge  of  the  plate  is  finally  surrounded 
with  wax,  and,  after  being  wired,  the  plate  is  brought  into  the 
galvanoplastic  copper  bath  to  be  reproduced, 

Eict'lra-etigraviHg. — Below  an  outline  of  Ricder*s  patented 
process  is  given,  it  being  supposed  that  the  subject  under  dis- 
cussion is  the  production  of  a  die  by  means  of  which  reliefs  arc 
to  be  stamped  in  metal  plates. 

The  relief  is  first  produced  in  a  material  readily  worked,  for 
instance,  wood,  wax,  etc.,  and  a  copy  of  it  made  in  piaster  ol 
I'aris.     The  plaster  of  Paris  plate,  which  is  about  |^  lo  f^  inch 
or  more  thick,  Is  placed  in  a  metal  cylinder  in  such  a  manner     i 
that  a  plaster  of  Paris  surface  of  o.u  to  0.15  inch  depth  pro-fl 
jccts  above  the  edge  of  the  cylinder.     This  cylinder  containing  " 
the  plaster  of   Paris    model  is  secured  in  a  vessel  caotaiaiog 
solution  of  ammonium  chloride  and  a  metal  spiral  connected 
with  the  negative  pole  of  the  source  of  current.     By  a  susiabk 
mechanical  contrivance  the  vessel,  together  with  th>'    ^  '  -Icr 
containing  the  model,  is  pressed  against  the  steel   ^  -n- 

nectcd  with  the  positive  pole. 

The  process  is  now  as  follows:   The  porous  plaster  of   i 
absorbs  to  saturation   ammonium  chloride  solution.     The 
plate  first  comes  in  contact  with  the  highest  points  o4 
and  the  current  becoming  active*  dissolves  th^ 
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point  of  contact.  The  ferrous  chloride  solution  which  is  formed 
penetrates  downwards  into  the  capillaries  of  the  plaster  of  Paris, 
so  that  fresh  quantities  of  the  electroiyte  constantly  act  upon 
the  steel  plate.  Etching  thus  progresses,  and  gradually  every 
portion  of  the  plaster  of  Paris  model  comes  in  contact  with  the 
steel  plate,  when  etching  is  finished. 

However,  the  practical  execution  of  the  work  is  not  so  simple 
as  the  theoretical  process  above  described.  The  carbon  in  the 
steel  and  other  admixtures,  such  as  silicon,  etc-,  prevent  uniform 
etching  and  must,  therefore,  from  time  to  time,  be  mechanically 
removed  from  the  etching  surface.  For  this  purpose  the  ves- 
sel containing  the  electrolyte,  together  with  the  model,  has  to 
be  lowered,  the  steel  plate  taken  from  the  apparatus  and 
cleansed.     It  will,  therefore,  be  readily  understood  that  accu- 

^?atc  etching  corresponding  to  the  metal  can  only  take  place 
when  the  principal  parts,  namely,  the  steel  plate  and  model, 

[after  cleansing,  mathematically  occupy  exactly  the  same  place 
and  position  as  before,  so  that  the  model  presses  accurately 

lagainst  the  same  parts  of  the  steel  plate  as  in  the  beginning  of 

jthe  etching  operation. 

Conjointly  with  Dr.  Geo.  Langbein  &  Co.,  Rieder  has  con- 
structed an  apparatus  which  works  with  such  precision  as  to 
fulfill  all  the  above-mentioned  conditions,  and  may  be  briefly 

[described  as  follows :  *  The  plaster  mould   is  secured  by  two 
:onical  wedges  to  a  cast-iron  frame  upon  a  vertically  moving 

[table,  the  latter  being  set  in  motion  by  an  eccentric.     Above 

tthis  table  is  the  clamping  plate  for  the  steel  anode  to  be  etched. 

[This  clamping  plate  is  also  adjustable,  and  by  a  suitable  con- 
ivance  can  be  set  exactly  parallel  to  the  model.     Cleansing 
►f  the  steel  plate  is  effected  by  means  of  a  carriage  carrying  a 
revolving  brush  and  worked  by  an  eccentric ;  the  brush  receives 

[water  through  a  perforated  pipe,  and  in  addition  a  sponge  roller 

fts  carried  over  the  model  for  the   purpose  of  acidulating  the 
itter. 


I  '  Pfiuhauser,  Die  IlersteUuug  von  Mciallgegen«t!ladcn  auf  elcktrolylbchen  Wege 

und  die  Elektrogravure,  1903. 
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The  machine  works  as  follows:  By  means  of  the  movable 
table  the  model  is  without  shock  and  as  elastically  as  possib^ 
placed  against  the  plate  to  be  etched.  After  the  plate  and 
model  have  been  in  contact  for  15  seconds,  the  model  Is  lifted 
ofif  and  the  cleaning  process  by  brushing,  etc,,  is  effected.  As 
soon  as  the  cleaning  carriage  is  withdrawn,  the  model  it  again 
brought  against  the  steel -plate  and  the  operation  repeated. 

Each  electro-engraving  is  supplied  with  a  model  casting 
arrangement,  the  frames  of  the  machine  being  utilized  for  the 
purpose. 

The  dynamo  used  has  an  impressed  electro- motive  force  of 
12  to  15  volts,  and  the  current*strength  for  a  plate  of  200  x  300 
millimeters  is  about  50  amperes,  when  the  whole  surfaces  of  the 
plaster  model  has  been  brought  in  contact  with  the  steel-plalc* 
An  electro- engraving  plant  of  this  kind  was  exhibited  at  the 
Paris  Exposition  in  1900. 

The  depth  of  the  etching  depends  on  the  time  of  contact*  bat 
it  may  be  laid  down  as  a  rule  that,  according  to  the  ftneness  of 
the  model  4  or  5  hours  are  required  for  a  depth  of  1  milB'^ 
meter.  The  cleaning  process  above  described  may  eventually 
be  effected  with  the  assistance  of  an  air  compressor*  Allowing 
12  seconds  as  the  duration  of  etching,  about  600  to  800  etch- 
ing periods  must  take  place  in  order  to  etch  to  the  depth  of  T 
millimeter.  Experiments  made  on  a  large  scale  have  proved 
this  method  to  be  very  suitable  for  many  purposes,  even  if  it 
does  not  make  hand-engravers  superfluous.  For  the  latter^ 
however,  it  is  an  excellent  auxiliary  for  the  purpose  of  obtaijl* 
ing  engravings  absolutely  true  to  nature  from  models  in  wax, 
tc,  and  it  allows  of  the  preparation  in  a  very  short  time  of 
^«figraved  dies,  plates,  etc.  The  last  retouching  and  -^  '  '"*ng 
have  to  be  done  by  the  hand  of  the  engraver,  becai  .c- 

cordance  with  the  nature  of  the  porous  pi aster*ol> Paris  model* 
the  etched    surface   shows    but    little    luster.     Further    rieti 
would  not  come  within  the  compass  of  this  work«  and  inKr. 
parties    are    referred    to  the   firm   "  Elektrognivnn:, 
Saxony,  Germany,  who  has  secured  the  patents  and  Cva 
the  electro-engraving  machines. 
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B.  Galvanoplasttc  Reproduction  of  PLAsmc  Objects. 
The  reproduction  of  busis,  vases,  etc.,  requires  an  entirely 

lifferent  process  of  preparing  the  moylds  than  that  described 
as  applied  in  the  graphic  arts»  the  material  for  moulding  de- 
pending on  the  nature  of  the  original.     Besides  gutta-percha 

md  wax,  readily  fusible  metals,  oil  gutta-percha,  plaster  of 
[Paris,  and  glue  will  have  to  be  considered.  If  the  original 
Ibears  heating  to  about  230°  F.,  a  copy  in  one  of  the  readily 
fusible  alloys  given  later  on  may  be  made.  If  it  will  stand  heat 
and  pressure,  it  is  best  to  mould  in  gutta-percha,  but  if  no  pres- 
sure and  only  slight  heat  can  be  used,  recourse  may  be  had  to 
oil  gutta-percha.  If  neither  heat  nor  pressure  can  be  applied, 
the  moulds  will  have  to  be  executed  in  plaster  of  Paris  or  in 
glue.  The  manner  of  moulding  and  the  material  to  be  chosen 
furthermore  depend  on  whether  surfaces  in  high  relief  or  round 
plastic  bodies  are  to  be  copied,  whether  projecting  portions  are 
undercut,  and  whether  the  mould  can  be  directly  detached,  or, 
if  this  is  not  the  case^  whether  the  original  has  to  be  dissected 
and  moulded  in  separate  parts. 

Regarding  the  practice  of  moulding,  the  reader  is  referred  to 
^special  works  on  that  subject.  Only  the  main  points  for  the 
most  frequently  occurring  reproductions  will  here  be  given. 

Surfaces  in  relief  and  not  undercut  are  readily  moulded  in  an 
'clastic  mass,  such  as  gutta-percha  or  wax;  however,  undercut 
reliefs,  and  especially  round  plastic  objects,  mostly  require  a 

ilaster-of- Paris  mould  and  are  generally  dissected.     The  dis- 

jection.  of  course,  is  not  carried  further  than  absolutely  neces- 
sary»  because  the  separate  parts  must  be  united  by  a  soldering 
seam,  which  requires  careful  work,  and  the  seam  itself  must  be 

worked  over  and  made  invisible.  Hence  the  section  should  as 
much  as  possible  be  made  through  smooth  surfaces,  edges, 
etc.,  w^here  the  subsequent  union  by  a  soldering  seam  will 
prove  least  troublesome ;  cutting  through  ornaments  or  through 
portions,  the  accurate  reproduction  of  which  is  of  the  utmost 
importance,  should  be  avoided.  Heads  and  busts  are  always 
^^xecuted  in  a  core  mould   and  in  portions,  unless  the  entire 
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figure  is  to  be  deposited  in  one  piece  in  a^loscd  mould. 

action  is  made  either  through  the  center  line  of  the  ficad 
through  the  nose,  which,  however,  makes  the  subsequent  union 
very  troublesome,  if  the  copy  is  to  be  an  exact  reproduction  of 
the  originaU  or  the  mould  is  divided  from  ear  to  ear,  which  has 
the  disadvantage  that  the  deepest  part  of  the  mould  correspond- 
ing to  the  nose  receives  the  thinnest  deposit.  It  has»  tliereforc. 
been  proposed  to  make  two  cuts  so  that  three  portions  are 
formed ;  one  cut  from  one  ear  at  the  commencement  of  the 
growth  of  hair  to  the  other  ear ;  and  the  second  cut  from  one 
ear  in  a  downward  direction  below  the  lower  jaw  in  the  joint  ol 
the  head  and  neck,  through  this  joint  below  the  chin,  and  then 
upwards  to  the  other  ear,  and  in  front  of  it  to  where  the  hair 
begins.  In  bearded  male  heads  the  cut  follows  the  contour  of 
the  beard  and  not  the  joint  on  the  neck  behind  the  beard. 

Moulding  with  oil  gutta-percha, — Oil  gutta-percha  has  the 
advantage  of  allowing  moulding  without  any  pressure  of  the 
largest  shield-shaped  orsemi-circular  objects  with  all  the  under- 
cuts, which  otherwise  can  only  be  accomplished  with  glue* 
The  mould  can  be  readily  detached  from  the  original  as  well 
as  from  the  deposit^  which  is  of  great  advantage.  But,  on  the 
other  hand,  oil  gutta-percha  deteriorates  by  frequent  use,  and 
sticks  to  the  moidd  when  w^orked  too  hot,  the  result  being  that 
it  is  difHcult  to  detach  from  the  original,  and  besides  air  bubbles 
are  formed.  However,  the  heat  must  neither  be  too  slight. 
otherwise  the  sharpness  of  the  impression  would  suffer* 

Oil  gutta-percha  is  prepared  by  heating  in  the  water  bath 
I  GO  parts  of  gutta-percha,  lO  parts  of  olive  oil  and  2  parts  of 
stearine. 

The  original,  preferably  of  copper,  should  be  slightly  oiled. 
It  is  laid  upon  an  iron  plate  and  the  latter  heated  by  a  flame 
until  the  original  can  be  just  lor  a  moment  retained  in  the  hand. 
The  oil  gutta-percha,  previously  heated  in  a  sand  bath  and 
thoroughly  stirred,  is  then  brought  in  a  slow  stream  upon  the 
original.  After  allowing  the  oil  gutta-percha  to  congeal  super- 
ficially, the  original,  together  w^ith  the  heating  plate,  is  brought 
into  cold  water,  where  complete  congealing  soon  takes  place. 
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For  moulding  in  the  press  or  by  hand  with  oil  gutta-percha, 
[the  heated  mass  is  poured  into  cold  water  and  then  kneaded  to 
the  consistency  of  stiff  dough. 

MouUing  with  gutta-percha, — To  mould  round   articles  in 

gutta-percha»  the  softened   gutta-percha  is  kneaded  with  wet 

hands  upon  the  oiled  original,  or,  in  order  to  avoid  some  por- 

[tions  receiving  a  stronger  pressure  than  others,  and  to  insure  a 

(layer  of    gutta-percha  of   uniform    thickness   upon    all    parts, 

[moulding  may  also  be  executed  in  a  ring  or  frame  of  iron  or 

rinc  under  a  press.     For  the  rest,  all  that  has  been  previously 

[said   in  regard  to  moulding  in  gutta*percha  is  also  applicable. 

Metallic  moulds, — The  following  metallic  alloys  have  been 

[proposed  for  the  preparation  of  moulds: 

L   Lead  2  parts»  tin  3,  bismuth  5;    fusible  at  212*^  F. 
IL  Lead  5,  tin  3,  bismuth  8;   fusible  at  183*^  F. 
in.  Lead  2,  tin  2,  bismuth  5,  mercury  i ;    fusible  at   158"^  F. 
IV-  Lead  5,  tin  3,  bismuth  5,  mercury  2  ;  fusible  at  127.5^  Fj 
The  advantage  of  metallic  moulds  consists  in  the  metal  being 
good  conductor  of  electricity,  in  consequence  of  which  heavy 
leposits  of  greater  uniformity  can  be  produced  than  with  non- 
tetallic   moulds  which   have  been  made  conductive  by  black 
rad.     Nevertheless,  they  are  but  seldom  employed,  on  account 
►f  the  crystalline  structure  of  the  alloys  and   the  difficulty  of 
avoiding  the   presence  of  air  bubbles,     Buttger  claims  that  a 
mixture  of  lead  8  parts,  tin  3,  and  bismuth  8,  which  is  fusible 
at  227^  F.,  shows  a  less  coarse-grained  structxire. 

Fusible   alloys  containing  mercury  should   not   be   used   for 

iking  casts  of  metallic  objects — iron  excepted — as  these  will 

amalgamate    w^ith    the    mercury    and    be    injured.     Moreover, 

^^fopper  deposits  obtained   upon   such  alloys  are  very  brittle, 

^Bwhich  is  due  to  the  combination  of  the  mercury  with  the  de- 

^■posited  copper. 

^H     For  moulding  with  metallic  alloys,  place  the  oiled  object  at 

^^he  bottom  of  a  shallow  veissel  and  pour  the  liquid  metal  upon 

it;   or  pour  the  liquid  metal  into  a  box,  remove  the  layer  of 

oxide  with  a  piece  of  stout  paper,  and  when  the  metal  is  just 

^ginning  to  congeal,  firmly  press  the  object  in  it. 
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Plaster-of' Paris  moulds  are  used  for  making  casts  of  portions 
from  originals  which  are  so  strongly  undercut  that  a  mould 
consisting  of  one  piece  could  not  be  well  detached  from  them. 
For  taking  casts  from  metallic  coins  and  medals  or  from  small 
plaster  reliefs,  it  is  a  very  convenient  materiaL  The  mode  of 
procedure  is  as  follows:  After  the  original  model,  say  a  medal, 
has  been  thoroughly  soaped  or  black*leaded,  wrap  round  the 
rim  a  piece  of  sufficiently  stout  paper  or  thin  lead  foil,  and 
bind  it  in  such  a  manner  by  means  of  sealing-wax  that  the 
face  of  the  medal  is  at  the  bottom  of  the  receptacle  thus  formed- 
Then  place  the  whole  to  a  certain  depth  in  a  layer  of  fine  sand, 
which  prevents  the  escape  of  the  semi-fluid  plaster  of  Paris 
between  the  rim  of  the  medal  and  the  paper.  Now  mix  plaster 
of  Paris  with  water  to  a  thin  paste,  take  up  a  small  quantity  ol 
this  paste  with  a  pencil  or  brush  and  spread  it  in  a  thin  film 
carefully  and  smoothly  over  the  face  of  the  medal,  then  pour 
on  the  remainder  of  the  paste  up  to  a  proper  height,  and  allow 
it  to  set.  After  a  few  minutes  the  plaster  heats  and  solidifies. 
Then  remove  the  surrounding  paper,  scrape  oflf  with  a  knife 
what  has  run  between  the  paper  and  the  rim  of  the  medal,  and 
carefully  separate  the  plaster  cast  from  the  modeL  If,  instead 
of  applying  the  first  layer  with  a  brush,  the  whole  of  the  plaster 
were  run  at  once  into  the  receptacle,  there  would  be  great  risk 
of  imprisoning  air  bubbles  between  the  mode!  and  the  mould. 
which  would  consequently  be  worthless.  The  mould  is  finally 
made  impervious  and  coYiductive  according  to  one  of  the 
methods  to  be  described  later  on. 

The  moulding  in  plaster  of  Paris  in  portions,  when  casts  from 
large  plastic  objects  with  undercut  surfaces  and  reliefs  are  to  be 
taken,  is  troublesome  work,  because  each  separate  mould  must 
not  only  be  so  that  it  can  be  readily  separated  without  injury 
to  the  original,  but  must  also  fit  closely  to  its  neighbors. 
Hence  thought  and  judgment  are  required  to  sec  of  which  parts 
separate  moulds  arc  to  be  made,  or,  in  other  words,  in  how 
many  parts  the  mould  is  to  be  made.  After  determining  on 
the  plan  of  the  work,  the  mode  of  procedure  is  as  foUows:  Oil 
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a  portion  of  the  object,  if  it  consists  of  metal,  or  soap  it,  if  of 
plaster  of  Paris,  marble,  wood,  etc.,  and  apply  by  means  of  a 
brush  a  thtnly-fluid  paste  of  plaster  of  Paris,  taking  care  that 
no  air  bubbles  are  formed  by  the  strokes  of  the  brush.  When 
this  thin  coat  is  hard,  continue  the  application  of  plaster  of 
Paris  with  a  horn  spatula  until  the  coat  has  acquired  a  thick- 
ness of  3^  to  I  inch,  and  allow  it  to  harden.  Then  separate  the 
mould,  and  after  cutting  or  sawing  the  edges  square  and 
-smooth,  replace  it  upon  the  portion  of  the  original  model  cor- 
responding to  it,  Now  oil  or  soap  the  neighboring  portions  of 
the  model,  and  at  the  same  time  the  smooth  edges  of  the  first 
mould  which  come  in  contact  with  the  mould  now  to  be  made, 
and  then  proceed  to  make  the  second  mould  in  precisely  the 
same  manner  as  the  first.  When  the  second  mould  is  hard, 
trim  the  edges  and  replace  it  upon  the  model;  the  same  pro- 
cess being  continued  until  the  entire  original  model  is  repro- 
xiuccd  in  moulds  fitting  well  together.  To  prevent  the  finished 
moulds  from  falling  off,  and  to  retain  them  in  a  firm  position 
upon  the  original  model,  they  are  tied  with  lead  wire  or  secured 
with  catches  of  brass  wire  or  sheet.  When  the  moulds  of  the 
^larger  portion  of  the  model,  for  instance,  one- half  of  a  statue, 
are  finished,  the  so-called  case  or  shell  is  made,  i.  f.,  the  backs 
[«of  all  the  moulds  are  coated  with  a  layer  of  plaster  of  Paris 
'-which  holds  them  together.  This  case  is  best  made  not  too 
•Ihin  in  order  to  attain  a  better  resisting  power. 

The  entire  model  having  been  cast  in  the  manner  above  de- 
l-scribed, and  the  moulds  provided  with  the  case,  the  whole  is 
^<ompletely  dried  in  an  oven, 

Rifidcring  piaster-af- Paris  moulds  impervious. — The  next 
[-operation  is  to  make  the  plaster  of  Paris  impervious  to  fluids, 
as  otherwise  by  the  moulds  absorbing  the  acid  copper  bath, 
copper  would  be  deposited  in  the  pores  of  the  plaster  and  the 
moulds  be  spoiled,  while  the  copy  would  turn  out  rough  in- 
stead of  having  the  smooth  exterior  of  the  model.  To  render 
plaster  of  Paris  and  other  porous  substances  impervious,  they 
arc  saturated  with  wax  or  stearine,  or  covered  with  a  coat  of 
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varnish,  the  latter  process  being  generally  employed  for  large 
tnoulds.  Apply  a  coat  of  thick  linseed  oil  varnish  to  the  face 
of  the  mould,  and,  after  drying,  repeat  the  process  until  the 
onould  is  considered  to  be  sufficiently  impervious. 

Rendering  the  mould  impervious  with  wax  or  stearine  is  a 
better  and  more  complete  method.  For  this  purpose  place 
the  heated  mould  in  a  vat  filled  with  melted  wax  or  stearine,  so 
that  the  face  does  not  come  in  contact  with  the  wax  but  ab- 
sorbs it  by  capillarity  from  the  bath.  However,  as  this  cannot 
be  done  in  every  case,  the  mould,  if  necessary,  may  be  entirely 
submerged  in  the  melted  wax  until  no  more  air-bubbles  escape. 
It  is  then  taken  from  the  bath  and  laid,  face  up,  fn  a  drying 
oven,  whereby  the  wax  in  melting  oozes  down,  in  consequence 
of  its  gravity,  the  face  of  the  mould  being  thus  freed  from  an 
excess  of  wax. 

To  prevent  the  removal  of  too  much  wax  from  the  face,  the 
mould  is  cooled  off  with  cold  water  the  moment  the  excess  oC 
wax  is  noticed  to  have  penetrated  from  the  face  into  the  in- 
terior. After  drying  the  mould,  the  face  is  coated  with  gutia- 
p^rcha  lacquer^  in  order  to  make  the  high  reliefs,  which  may 
have  been  too  much  freed  from  wax,  impervious.  Gutta- 
percha  lacquer  is  prepared  as  follows : 

Bring  into  a  wide-mouthed  glass  bottle  provided  with  a  glass- 
stopper,  gutta-percha  cut  up  in  small  pieces,  and  fill  the  bottle 
with  a  mixture  of  equal  parts  by  volume  of  ether  and  benzoL 
The  bottle  is  allowed  to  stand  for  several  weeks  in  a  moder- 
ately warm  room,  the  contents  being  frequently  shaken,  la 
this  time  as  much  gutta-percha  as  the  solvent  can  absorb  will 
be  dissolved. 

For  rendering  impervious  porous,  non-metallic  moulds  upon 
which  copper  is  later  on  to  be  deposited,  Grcif  has  obtained  a 
patent  on  the  following  process  :  The  impregnating  agent  con- 
sists of  about  70  parts  coal-tar  pitch.  20  parts  retene  (methyl- 
propyl  phenanthrene),  and  10  parts  naphthalene.  The  mix- 
ture of  the  ingredients  having  been  melted  by  steam,  the  body 
to  be  impregnated  is  !mmersed  in  the  liquid  mass,  and  allowed 
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o  remain  in  it  a  short  time  to  become  throughout  impregnated; 
An  excess  of  the  impregnating  agent  is  readily  removed  by 
allowing  it  to  drain  off. 

Rendering  the  moulds  conductwe,  or  metallisation  by  the  dry 
way, — The  moulds  thus  coated  with  varnish  or  impregnated 
with  wax  are  now  rendered  conductive  with  black-lead,  this 
operation  being  the  same  as  that  for  moulds  for  the  graphic 
arts. 

In  some  cases  metallization  by  metallic  powders  is.  however^ 

o  be  preferred  to  black-leading  or  metallizing  by  the  wet  way. 

Metallic  or  bronze   powders  are  metals  in  an  exceedingly  fine 

state  of  division,  of   which,  for   galvanoplastic  purposes,  pure 

opper  and   brass   powders  only  are  of  interest.     Since  such 

etallic   powders  adhere   badly  to  waxed  surfaces,  the  mould 

must  be  provided  with  a  quick-drying  coat  of  lacquer,  upon 

hich,  before  it  is  completely  dry,  the  powder  is  scattered  or 

ifted.     When  the  lacquer  is  hard  a  smooth  surface  is  produced 

y  going  over  the  mould  with  a  soft  brush  dipped  in  the  mctal- 

ic  powder,  an  excess  being  removed  by  a  thin  jet  of  water. 

For  many  undercut  or  very  deep  portions  which  cannot  be 

oroughly    manipulated    with    the    brush,    metallization    with 

lack-lead   proves   insufficient,  and   recourse   will   have  to   be 

ad  to 

Metallisation  by  the  wet  zvay. — This  method  consists  in  the 
eposition  of  certain  metallic  salts  upon  the  moulds  and  their 
eduction  to  metal  or  conversion  to  conductiv^e  sulphur  combi- 
tions.  The  process  in  general  use  is  as  follows:  Apply  with 
brush  upon  the  mould  a  not  too  concentrated  solution  of 
liver  nitrate  in  a  mixture  of  equal  parts  of  distilled  water  and 
per  cent,  alcohol.  When  the  coat  is  dry  expose  it  in  a 
losed  box  to  an  atmosphere  of  solphuretled  hydrogen.  The 
tter  converts  the  silver  nitrate  into  silver  sulphide,  which  is  a 
ood  conductor  of  the  current.  For  the  production  of  the 
Iphu retted  hydrogen,  place  in  the  box,  which  contains  the 
ould  to  be  metallized,  a  porcelain  plate  or  dish  filled  with 
ilute  sulphuric  acid  (i  acid  to  8  water),  and  add   five  or  six 
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pieces  of  iron  pyrites  the  size  of  a  hazel-nut.  The  developmeat 
of  the  gas  begins  immediately,  and  the  box  should  be  closed 
with  a  well-fitting  cover  to  prevent  inhaling  the  poisonous  gas; 
if  possible,  the  work  should  be  done  in  the  open  air  or  under  a 
well-drawing  chimney.  The  formation  of  the  layer  of  silver 
sulphide  requires  but  a  few  minutes,  and  if  not  many  moulds 
have  to  be  successfully  treated,  the  acid  is  poured  of^'  from  the 
iron  pyrites  and  clean  water  poured  upon  the  latter  so  as  not 
to  cause  useless  development  of  gas. 

It  has  also  been  recommended  to  decompose  the  silver  salt 
by  vapors  of  phosphorus  and  to  convert  it  into  silver  phosphide, 
a  solution  of  phosphorus  in  carbon  disulphide  being  used  for 
the  purpose.  The  layer  of  silver  salt  is  moistened  with  the 
solution  or  exposed  to  its  vapors.  This  method  possesses, 
however,  no  advantage  over  the  preceding,  because,  on  the  one 
hand,  the  phosphorus  solution  takes  fire  spontaneously;  and, 
on  the  other,  the  odor  of  the  carbon  disulphide  is  still  more 
offensive  than  that  of  sulphuretted  hydrogen. 

A  somewhat  modified  $nethod  is  given  by  Parkcs  as  follows: 
Three  solutions,  A,  B,  C,  are  required.  Solution  A  is  prepared 
by  dissolving  0.5  part  of  caoutchouc  cut  up  in  fine  pieces  in  10 
parts  of  carbon  disulphide  and  adding  4  parts  of  melted  wax: 
stir  thoroughly,  then  add  a  solution  of  5  parts  of  phosphorus  in 
60  of  carbon  disulphide  together  with  5  of  oil  of  turpentmc 
and  4  of  pulverized  asphalt ;  then  thoroughly  shake  this  mix- 
ture^ A,  Solution  B  consists  of  2  parts  by  weight  of  silver 
nitrate  in  600  of  water;  and  solution  C  of  10  parts  of  gold 
chloride  in  600  of  water.  The  mould  to  be  metallized  is  first 
provided  with  wires  and  then  brushed  over  with^  or  immersed 
in,  solution  A^  and  after  draining  off,  dried.  The  dry  mould  is 
then  poured  over  with  the  silver  solution  (B)  and  suspended 
free  for  a  few  minutes  until  the  surface  shows  a  dark  luster.  It 
is  then  rinsed  in  water  and  treated  in  the  same  manner  with  the 
chloride  of  gold  solution  (C).  whereby  it  acquires  a  yellowish 
tone,  when,  after  drying,  it  is  sufficiently  prepared  for  the  re- 
ception of  the  deposit.     Care  must  be  taken  in  preparing  solu- 
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tion^A,  carbon  disulphide  which  contains  phosphorus  readily 
iking  fire. 

It  must,  however,  be  confessed  that  in  some  cases,  either  one 

>f  the  above-mentioned  methods  may  leave  the  operator  in  the 

lurch.     On  the  one  hand,  a  small   accumulation  of  silver-salt 

solution  in   the   deeper   places    cannot    be    well    prevented,  a 

"slightly  crystalline  layer  of  salt  being  thus  formed,  and  on  the 

other,  it  has  happened,  that  the  layer  of  silver  sulphide  has 

r'ithout  discernible  reason  become  detached  from  the  mould 
n    the   copper   bath,    thus    necessitating  a    repetition   of   the 
process. 

In  many  cases  the  following  method  has  been  successfully 

tsed :    Dilute  iodized  collodion  solution*  such  as  is  used  for 

fhotographic  purposes,  with  an  equal  volume  ol  ether-alcohol, 

md  pour  this  solution  quickly  and  without  intermission  over 

le  mould,  the  latter  being  inclined  so  that  all  portions  of  it 

tome  in  contact  with  the  collodion  solution,  when  the  mould  is 

irned  face  down  to  allow  an  excess  to  run  otT.     By  manipulat- 

rg  with  sufficient  rapidity  a  film  of  collodion  solution  remains 

ipon  the  mould.     This   film,  at  the  moment  of  congealing,  is 

txposed  for  2  to  3  minutes  to  the  action  of  a  weak  solution  of 

ttlver  nitrate  in  water,  the  operation  being  best  effected  in  a 

larkened   room.     The  collodion   containing  potassium  iodide 

irms  with  the  silver  bath,  silver  iodide,  the  previously  clear 

Jlodion  layer  becoming  yellowish.     In  this  state  the  mould  is 

iken  from  the  silver  bath,  washed  with  a  weak  jet  of  water  to 

remove  an  excess  of  silver  solution,  and  then  for  a  few  minutes 

^exposed  to  the  sun.     By  this  means  a  reduction  of  the  silver 

^Balt  takes  place,  which  is  rendered  still  more  intense  by  laying 

^Hie  mould  in  a  solution  of  copperas  in  water,  alcohol  and  glacial 

^^cetic  acid,  in  the  proportion  of  1,76  ozs.  copperas,  i  oz.  glacial 

acetic  acid,  0.7  oz.  alcohol  per  quart  of  water.     The  mould  is 

then  rinsed  in  water  and  immediately  brought  into  the  copper 

bath,  the  conduction  of  the  current  to  the  layer  of  silver  having 

>een  first  effected  by  means  of  a  few  feelers. 

In  using  this  method  it  must  be  borne  in  mind  that  the  col- 
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lodion  layer  will  not  bear  rough  handling,  and  injury  of  it*  by 
touching  it  with  the  hands  or  a  strong  jet  of  water,  or  by  careless 
application  of  the  conducting  wires  (feelers),  must  be  avoided. 
When  operating  wilh  the  care  required,  the  results  are  very 
satisfactory  and  sure. 

In  place  of  iodized  collodion,  a  mixture  of  equal  parts  of  white 
of  egg  and  saturated  common  salt  solution  may  be  used,  the 
process  for  the  rest  being  the  same  as  above  described, 

Lenoir  s  process — Gahanoplasiic  method  for  originals  in  high 
relief. — Lenoir's  method  for  reproducing  statues  in  a  manner 
approaches  in  principle  to  that  of  the  foundry.  He  begins  by 
making  with  gutta-percha  a  mould  in  several  pieces,  which  arc 
united  together  so  as  to  form  a  perfect  hollow  mould  of  the 
original.  This  having  been  done,  cover  all  the  parts  carefully 
with  black-lead.  Make  a  skeleton  with  platinum  wire,  follow- 
ing the  general  outline  of  the  model,  but  smaller  than  the 
mould,  since  it  must  be  suspended  in  it  without  any  point  o( 
contact.  If  the  skeleton  thus  prepared  is  enclosed  in  the 
metallized  gutta-percha  mould,  and  the  whole  immersed  in  the 
galvanoplastic  bath,  it  will  be  sufficient  to  connect  the  inner 
surface  of  the  mould  with  the  negative  pole  of  the  battery,  and 
the  skeleton  of  platinum  wires  (which  should  have  no  points 
of  contact  with  the  metallized  surfaces  of  tlie  mould)  with  the 
positive  pole,  in  .order  to  decompose  the  solution  of  sulphate 
of  copper  which  fills  the  mould.  When  the  metallic  deposit 
has  reached  the  proper  thickness  the  gutta*pcrcha  mould  is 
removed  by  any  convenient  process,  and  a  faithful  copy  of  the 
original  will  be  produced.  Lead  wires  may  be  substituted  for 
the  expensive  platinum  wires.  This  method  requires  a  knowl- 
edge of  the  moulder's  art.  so  that  good  results  can  only  be 
obtained  by  an  experienced  hand. 

Gelatine  moulds. — 'Under  certain  conditions  the  elasticity  of 
gelatine  allows  of  the  possibility  of  its  removal  from  undercut 
or  highly-wrought  portions  of  the  model,  when  it  reassumcs 
the  shape  and  position  it  had  before  removal  therefrom.  Hut 
gelatine  requires  that  the  deposit  shall  be  made  rapidly,  other- 
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'ise  it  will  swell  and  be  partially  dissolved  by  too  long  an 
linmersion  in  the  copper  bath. 

To  make  a  good  gelatine  mould,  proceed  as  follows:   Allow 

rhite  gelatine  (cabinet-maker's  glue)  to  swell  for  about  24 
hours  in  cold  water,  then  drain  off  the  water,  and  heat  the 

swollen     mass    in    a    water-bath     until     completely   dissolved. 

Compound  the  glue  solution  with  pure  glycerine  in  the  pro- 
portion of  5  to  10  cubic  centimeters  (0,24  to  0.3  cubic  inch) 

4  glycerine   to   30  grammes    (1,05    ozs.)   of   gelatine,   which 

irevents  the  gelatine  from  shrinking  in  cooling.  When  some- 
'what  cooled  off,  apply  the  gelatine  to  the  oiled  original,  which 
must  be  surrounded  with  a  rim  of  plaster  of  Paris  or  wax,  to 
prevent  the  gelatine  from  running  off;  when  cold,  lift  the  gela- 
tine mould  from  the  model.  Before  metallizing  and  suspend- 
ing in  the  copper  bath,  the  mould  has  to  be  prepared  to  resist 
the  action  of  the  latter,  as  otherwise  it  would  at  once  swell  and 
be  partially  dissolved  before  being  covered  with  the  deposit. 
This  is  effected  by  placing  the  mould  in  a  highly  concentrated 

►lution   of  tannin,  which    possesses  the   property  of  making 

relatine  insoluble, 

Brandley  gives  the  following  directions  for  preparing  gelatine 
solution  with  an  addition  of  tannin,  which  renders  the  moulds 
impervious  to  water:  Dissolve  20  parts  of  the  best  gelatine  in 
100  of  hot  water,  add  J/i  part  of  tannic  acid  and  the  same  quan- 
tity of  rock  candy,  then  mix  the  whole  thoroughly,  and  pour  it 
upon  the  model 

The  same  object  is  attained  by  the  use  of  potassium  dichro- 

Imate  solution  in  place  of  tannin  solution.  In  this  case,  the 
botassium  dichromate  solution  must  be  allowed  to  act  in  a 
Bark  room,  the  mould  being  then  for  some  time  exposed  to  the 
action  of  the  sun.  The  chrome-gelatine  layer  formed  upon  the 
surface  does  not  swell  up,  and  is  insoluble,  at  least  for  the  time 
required  to  cover  the  mould  with  copper.  Rendering  glue 
loulds  conductive  by  means  of  black  lead  is,  as  a  rule,  imprac- 
[cable,  and  metallization  has  to  be  accomplished  by  the  wet 
way    in  order    to    effect    a   rapid    formation    of   the   deposit* 
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Moulds  rendered  conductive  by  black  lead  should  be  rapidly 
covered  with  copper  while  the  bath  is  being  agitated,  because 
a  bath  in  which  a  considerable  quantity  of  gelatine  has  been 
dissolved,  yields  brittle  copper,  while  by  a  very  small  quantity 
of  it,  the  density  of  the  deposit  is  increased. 

Special  Applications  of  Galvanoplasty. 

Nature  printings  so  named  by  Mr.  v.  Aucr,  Director  of  the 
Imperial  Printing  Office  at  Vienna^  has  for  its  object  the  gaU 
vanoplastic  reproduction  of  leaves  and  other  similar  bodies. 
The  leaf  is  placed  between  two  plates,  one  of  polished  steel, 
the  other  of  soft  lead,  and  is  then  passed  between  rollers,  which 
exert  a  considerable  pressure.  The  leaf  thus  imparts  an  exact 
impression  of  itself  and  of  all  its  veins  and  markings  to  tJie 
lead,  and  this  impression  may  be  electrotyped,  and  the  copper 
plate  produced  used  for  printing  in  the  ordinary  way.  Instead 
of  taking  the  impression  in  lead,  it  is  advisable  to  use  gutta- 
percha or  wax  for  delicate  objects,  which  should  previously  be 
black-leaded  or  oiled.  In  the  same  manner  gal  vanoplastic 
copies  of  laces,  etc.,  may  be  obtained. 

Elmore  produces  capper  tubes  by  galvanoplastic  depositioa 
by  allowing  the  metallic  core-bar  to  revolve  slowly  betweei 
the  anodes*  while  a  polishing  steel  is  by  means  of  a  mechanical 
contrivance  carried  with  strong  pressure  over  the  deposit* 
whereby  the  latter  is  made  dense  and  any  roughness  removed. 

It  would  seem  that  the  process  for  the  production  of  copper 
tubes,  profiled  hollow  copper  bodies,  etc.,  patented  by  Ignaz 
Klein,  is  better  than  Elmore's  method.  The  black* leaded  or 
metallic  core- bars  are  allowed  to  roll  to  and  fro  upon  smooth 
or  profiled  plates,  the  so-called  milling  plates,  or  the  core-bars 
arc  concentrically  arranged  around  a  cylindrical  anode  and 
allowed  with  pressure  to  roll  on  an  exterior  round  milling  sur- 
face. According  to  this  method,  the  space  in  the  baths  can  be 
better  utilized  than  in  the  Elmore  process,  and  the  deposit 
shows  excellent  properties  as  regards  uniform  density  and 
power  of  resistance. 
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According  to  Dicffenbach  and  Limpricht*s  method  (German 
it  125404)  tubes  and  hollow  bodies  of  copper  of  great 
mghness  and  strength  are  obtained  by  allowing  the  metal 
sores,  or  other  cores  rendered  conductive  in  a  suitable  manner, 
to  revolve  in  an  acid  bath  to  which  fine  sand  or,  better,  infuso- 
rial earth  has  been  added.  The  infusorial  earth  exerts  a  scour- 
ing effect  and  removes  any  hydrogen  bubbles  which  may  have 
been  separated.  Experiments  made  with  this  process  yielded 
copper  tubes  which  on  being  tested  showed  excellent  values  as 
regards  strength. 

Corttins  niello, — -Corvin  has  invented  a  process  of  producing 
ilaid  work  by  galvanoplasty.     The  process  is  as  follows:   A 
latrice  of  metal  whose  surface  is  finely  polished  is  first  made. 
lis  matrice  may  be  used  for  the  production  of  numerous  dup- 
:ates  of  the  same  kind  c»f  object.     The  incrustations  (mother- 
rf-pearl,  glass,  ivory,  amber,  etc.)  are  then  shaped  by  means 
a  saw,  files  and  other  tools  to  the  form  corresponding  to 
lat  which  they  are  to  occupy  in  the  design.     The  side  of  the 
tcrustation  which  is  laid  upon  the  matrice  is,  as  a  rule,  smooth., 
'he  shaped  incrustations,  smooth  side  down,  are  pasted  on  to 
the  parts  of  the  mode!  they  are  to  occupy  in  the  design.     The 
latter  being    thus    produced,   the    backs    of    the    non-metallic 
laminae  are   metallized,  and   the  portions  of  the  metallic  plate 
ileft  free  are  slightly  oiled.     By  now  placing  the  matrice  thus 
prepared  in  the  galvanoplastic  bath,  the  copper  is  deposited, 
not  only  upon  the  metallic  matrice*  but  also  upon  the  back  of 
le  inlaid  pieces,  the  latter  being  firmly  inclosed  by  the  depos- 
ted  metal.     When  the  deposited  metal  has  acquired  the  de- 
sired thickness,  it  is  detached  from  the  matrice,  and  incrustations 
^Bj^ith  the  right  side  polished  are  thus  obtained.     The  lamina 
^■M'e  more  accurately  and  evenly  laid  in  than  would  be  possible 
^pby  the  most  skilled  hand-work. 

Plates  for  the  production  of  imitations  of  leather  are  now  lr©» 

kuently    prepared.      The   demand    for   alligator    and    similar 
jathers  is   at  the  present  time  greater  than   the  supply,  and* 
therefore,  imitations  are  made  by  pressing  ox-leather,  the  fiisK 
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being  prepared  by  galvanoplasty,  as  follows:  A  large  piece  of 
the  natural  skin  or  leather  is  made  impervious  to  the  bath  by 
repeated  coatings  with  lacquer,  and,  when  completely  dry» 
secured  with  asphalt  lacquer  to  a  copper  or  brass  plate.  The 
leather  is  then  bfack-leaded,  and,  after  being  made  conductive 
by  copper  wire  or  small  lead  plates,  brought  into  the  copper 
bath.  When  the  copper  deposit  has  acquired  the  desired 
thickness,  the  plate  is  further  strengthened  by  backing  with 
stereotype  metal. 

Incrusting  gahfanopiasty, — ^^This  term  may  be  applied  to  the 
process  by  which  a  thick  coat  of  copper,  or  of  another  metal, 
is  deposited  upon  an  article.  This  deposit,  however,  is  not 
detached  from  the  original,  as  in  reproduction-galvanoplast}', 
but  remains  upon  it,  the  object  being,  as  a  rule,  to  embellish 
the  article  or  to  give  non- metallic  articles  the  appearance  of 
metallic  ones. 

Non -metal  lie  objects  to  be  coated  have  also  to  be  rendered 
impervious  to  the  electrolyte,  great  care  being  required  in  this 
respect,  since  in  case  the  acid  copper  bath  penetrates  into  the 
article  to  be  coated,  the  deposit  would  later  on  effloresce  and 
peel  off. 

The  objects  may  be  rendered  impervious  by  one  of  the 
methods  mentioned  above,  it  being  best,  however,  first  to  heat 
them,  as  for  instance,  terra-cotta  busts,  and  then  place  them  in 
melted  wax,  or  mixtures  ol  wax  and  paraffine.  By  heating, 
the  greater  portion  of  the  air  is  expelled  from  the  pores, 
the  wax  thus  penetrating  better  and  closing  the  pores.  An 
excess  of  wax  is  removed  byclraining  oflTin  a  warm  room  (air- 
bath),  and  when  cold  the  objects  are  coated  with  gutta-percha 
lacquer  and  metallized  with  black-lead. 

However,  it  will  frequently  be  impracticable  to  reach  every 
portion  with  the  black-lead  brush,  and  in  this  case  it  is  recom* 
mended  to  effect  metallization  by  the  wet  way,  as  follows : 

Coat  the  articles,  previously  rendered  impervious,  with  a 
thickly-fiuid  solution  of  shellac  in  alcohol,  and  allow  them  to 
become  thoroughly  dry.     Then  immerse  them  for  one  minute 
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in  saturated  silver-nitrate  solution  in  4  parts  of  water  and  6 
parts  of  alcohol,  and  allow  them  to  drain  off.  Bring  the  articles, 
while  still  moist,  into  a  vessel  which  can  be^rlosed  air-tight,  and 
introduce  sulphuretted  hydrogen.  A  thin  layer  of  silver  sul- 
phide will  in  a  few  minntesbe  formed  when  the  articles  are  taken 
from  the  vessel  and  allowed  to  dry,  the  same  manipulations  be- 
ing once  or  twice  repeated.  By  operating  in  this  manner,  non- 
success  is  next  to  impossible,  because  when  the  object  is  im- 
mersed in  the  alcoholic  silver-nitrate  solution,  the  coat  of 
lacquer  is  superficially  softened  and  absorbs  silver  nitrate,  which 
after  its  conversion  into  silver  sulphide  adheres  very^  firmly  after 
dryings  so  that  the  layer  of  it  becomes  very  seldom  detached 
in  the  bath.  Should  this  nevertheless  happen,  it  is  generally 
caused  by  the  objects  not  having  been  thoroughly  dried  be- 
tween the  separate  operati  ons. 

Large  objects  which  cannot  be  immersed  will  have  to  be 
carefully  brushed  over  with  the  solutions,  or  the  latter  be 
poured  over  them.  According  to  the  nature  of  the  objects  lo 
be  coated,  the  process  may  have  to  be  somewhat  modified,  or 
one  of  the  methods  already  described  will  have  to  be  employed. 
This  will  soon  be  learned  by  experience. 

Copper  tath  and  current  eondftians^-r-Deposits  for  incrusting 
galvanoplasty  should  be  effected  with  very  slight  current- 
densities  in  order  to  avoid  roughness  and  a  coarsely  crystal- 
line structure  of  the  deposit.  For  many  delicate  objects  to  be 
coated  with  copper,  the  use  of  the  cell-apparatus  is  therefore 
advisable* 

Neubcck  has  recently  investigated  the  work  in  the  cell- 
apparatus  and  its  application  to  encrusting  galvanoplasty,  and 
has  found  a  copper  bath  which  contains  in  ICX)  quarts.  44  lbs. 
of  crystallized  blue  vitriol  and  13.2  lbs.  of  sulphuric  acid  of  66** 
Be.,  to  be  especially  valuable  for  the  purpose. 

In  place  of  sEincs,  he  used  iron  plates  or  iron  tubes*  and  as 
solution,  one  of  sodium  Milphatc  with  the  addition  of  a  few 
drops  of  sulphuric  acid.  The  current  generated  by  this  ar- 
rangement produces  a  very  finely  crystalline  deposit  free  from 
roughness  and  efflorescences. 
40 


626 


ELECTRO-DEPOSITION   OF   METALS, 


Additional  manipulation  of  the  deposits, — ^The  deposits  af 
copper  produced  by  one  or  the  other  method  require,  as  a 
rule,  additional  mechanical  manipulation  to  give  the  outlines 
greater  sharpness,  and  to  the  whole  a  more  pleasing  appear* 
ance.  This  is  done  by  chiseling  to  make,  for  instance,  with 
busts,  the  eyes,  nose,  cars,  etc.,  more  prominent.  Scratch- 
brushing,  brushing,  and  polishing  are  applied  if  luster  is  to  be 
imparted  to  the  deposits  as  is  required  for  sufficiently  effective 
nickeling,  gilding,  etc. 

Laces  and  tissues  are,  according  to  Philip,  impregnated  with 
melted  wax,  and  after  removing  an  excess  with  blotting-paper, 
they  are  made  conductive  by  black-leading  with  a  brush.  It 
is,  however,  preferable  to  metallize  such  delicate  objects  by  the 
wet  way,  employing  one  of  the  methods  previously  described. 

Grasses,  leaves,  flowers,  ete.,  are  first  dried  and  their  former 
shape  and  elasticity  restored  by  placing  them  for  a  considerable 
time  in  glycerine.  They  are  then  several  times  immersed  in 
gutta-percha  lacquer,  and  metallized  with  silver  nitrate  solution 
and  sulphuretted  hydrogen,  or  according  to  one  of  the  other 
processes  described. 

Wooden  handles  of  surgieal  instruments  are  provided  with  a 
galvanoplastic  copper  deposit  to  adapt  them  to  the  antiseptic 
rules.  The  wood  has  to  be  protected  from  the  bath-fluid  pen- 
etrating into  it,  by  remaining  for  a  considerable  time  in  melted 
wax,  as  otherwise  the  coppcr-deposit  formed  will  be  broken  by 
the  swelling  wood.  Metallization  may  be  efTectcd  by  black- 
lead,  bronze  powder  or  by  the  wet  way,  though  black-leading 
is  the  most  simple  method.  The  deposit  is,  as  a  rule,  ground, 
polished,  and  then  nickeled. 

Busts  and  other  objects  of  terra- cotta,  stoneware ^  clay,  ftc\^  arc 
immersed  in  melted  wax  and,  after  removing  an  excess  of  wax» 
coated  with  gutta-percha  lacquer.  If  there  is  no  obstacle  to 
black-leading,  this  method  maybe  used  for  metallization,  otllcr> 
wise  recourse  will  have  to  be  had  to  one  of  the  processes  pre- 
viously described. 

When  the  copper  deposit  is  finished  the  objects  should  be 
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thoroug^hly  soaked  in  water,  and  then  for  a  few  hours  placed  in 
a  5  per  cent,  yellow  prussiate  of  potash  solution  for  the  neu- 
tralization of  any  bath-residue  which  may  still  remain  in  some 
of  the  pores. 

To  bring  out  sharp  outlines,  especially  when  the  deposit  is 
quite  thick,  the  coppered  busts  and  other  objects  are  chiseled, 
scratch-brushed,  and  polished.  They  receive,  as  a  rule,  a 
patina,  according  to  one  of  the  methods  given  in  Chapter  XIV, 
or  are  brassed,  silvered,  or  gilded. 

Tkc  mercury  vessels  of  thermometers  [oi  vacuum  and  distilling 
apparatus  are  as  a  protection  given  a  galvanoplastic  deposit  of 
copper.  This  is  effected  in  the  most  simple  manner  by  coating 
the  glass  with  copal  lacquer  and  black-leading  the  layer  of 
lacquer,  or  applying  bronze  powder.  The  glass  may  also  be 
matted  by  the  sand  blasti  or  with  fluoric  acid,  and  directly 
black-leaded,  the  black-lead  adhering  well  to  the  matted  glass 
surface. 

Mirrors  are  coppered  to  protect  the  thin  layer  of  silver  from 
tnjury.  For  the  success  of  coppering  in  the  acid  copper  bath 
thout  danger  of  the  film  of  silver  becoming  detached,  it  is 
rccssary  to  use  a  weaker  bath  of  at  the  utmost  8°  to  10*^  Be. 
fith  T  per  cent,  of  free  sulphuric  acid,  and  to  deposit  with  a 
ry  slight  current-density. 

Glass  a$td  ponelain  ware,  for  instance,  tumblers,  bowls,  coffee 
r</  tea  sets^  w^hen  furnished  with  galvanoplastic  decorations  in 
>pper  or  silver,  produce  beautiful  effects.  However,  metalli- 
ition  by  one  of  the  processes  thus  far  described  is  not  practi- 
ible,  the  high  reliefs  having  to  adhere  firmly  to  the  base,  so  as 
not  to  become  detached  by  cleansing  or  wear. 

Metallization  of  the  portions  to  be  coated  is  effected  by 
Linting  the  arabesques,  flowers,  monograms,  etc.,  with  solution 
Dutch  gold,  factitious  silver,  or  platinum,  and  after  drying, 
t^urnini;  in  a  muffle  at  a  dark  red  heat.  A  lustrous  layer  of 
metal  firmly  fused  together  with  the  glaze  is  thus  obtained  and 
is  without  further  i>rcparation  fit  for  coppering  or  silvering* 
Slill  greater  solidity'  is  attained  by  triturating  conducting  silver 
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enamel  with  lavender  oil  upon  a  palette  to  a  mass  of  the  con- 
sistency of  paint»  applying  the  latter  with  a  brush  and  burning- 
in  the  muffle.  In  addition  to  pure  silver,  the  enamel  contains 
fluxing  agents  which  effect  a  firm  union  of  the  silver  with  the 
porcelain  or  glass.  After  burning  in,  the  decorations  arc  gone 
over  with  a  fine  copper  brush  and,  the  conduction  of  the  cur- 
rent to  the  metallized  portions  having  been  effected  by  roeaos 
of  fine  copper  wires,  the  objects  are  brought  into. the  galvano- 
plastic  bath. 

Ihnbrclla  and  cane  handles  of  celluloid  are  decorated  with  a 
metalhc  deposit  by  means  of  galvanoplasty.  The  simplest 
mode  of  metallizing  them  is  to  paint  the  decorations  with  a 
mixture  of  bronze  powder  and  acetone.  On  the  point  of  con- 
tact, the  acetone  dissolves  a  small  quantity  of  celluloid,  the 
latter  thus  becoming  quite  firmly  united  with  the  bronze  pow- 
der. After  drying*  an  excess  of  non-adhering  powder  is  re- 
moved with  a  brush,  and  the  objects  are  then  brought  into  the 
copper  bath. 

Baby-shoes  for  a  keep-sake,  are  coppered  by  galvanoplasty, 
and  the  deposit  is  patinized  or  silvered.  Metallization  is  best 
effected  by  applying  several  coats  of  copal  lacquer»  and  black- 
leading  the  layer  of  lacquer  on  the  outside,  while  the  inside, 
which  is  more  difficult  of  access,  is  made  conductive  by  ineaos 
of  bronze  powder  or  by  the  wet  way. 

Carbon  pins  and  carbon  blocks  for  electro-technical  purposes 
are  frequently  coated  with  copper  in  order  to  effect  a  more 
sure  metallic  contact  in  their  mountings.  The  carbons  are 
impregnated  with  wax  so  as  to  prevent  the  blue  vitriol  solution 
from  penetrating.  They  are  then  brushed  wnth  quick  lime  and 
without  further  preparation  brought  into  the  bath. 

Rolls  of  steel  and  cast-iron,  pump-pistons^  ctc.^  arc  first  pro- 
vided with  as  thick  a  deposit  as  possible  in  the  cyanide  cop- 
per bath,  and  then  brought  into  the  galvanoplastic  acid  copper 
bath.  With  a  bath  at  rest  the  current  density  fhoufd  not  ex- 
ceed 30  amperes  per  square  meter,  but  with  an  agitated  bath 
up  to  120  amperes  may  be  used. 
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Steei  gUN  barrels  for  marine  purposes  are  treated  in  the  same 
anner,  after  all  the  portions  which  are  not  to  receive  a  de- 
posit of  copper,  have  been  thoroughly  covered  with  a  mixture 
of  wax,  mastic  and  red  lead. 

Candelabra,  stairs  and  structural  parts  af  bnildings  of  rough 

astings  require  a  somewhat  modified  treatment.     While  the 

oils  and  steel  gun  barrels  previously  referred  to  are  always 

rned  smooth,  rough   iron  castings  are  used   for  the  above- 

entioned  purposes,  and  the  production  in  the  potassium  cya- 

ide   bath    of  a   copper  deposit  of  such    thickness   as  not  to 

orrode  the  basis-metal  in  the  acid  copper  bath  is  frequently 

onnected  with  difficulties.     In  a   plant  recently  furnished   by 

r:  Geo.  Langbein  &  Co.  for  coppering  rust-proof,  and  then 

rassing  structural  parts  of  a  post  office  building  in  Mexico, 

e  following  plan  was  adopted :  The  rough  castings  were  first 

arcfully  cleaned   by  means  of  a  sand  blast  and  then  heavily 

■nickeled  ;  upon  this  nickel  coating  the  i  millimeter  thick  copper 

deposit  could  without  risk  be  produced  in  the  acid  copper  bath. 

The  parts  were  then  thoroughly  rinsed,  dried,  brightened  with 

brush  and  emery  and,  after  carefully  freeing  from   grease, 

lectrolytically  provided  with   a   heavy  deposit  of  bronze,  and 

patinized. 

It  is  believed  that  sufficient  examples  of  the  uses  of  galvano- 
lasty  have  here  been  given.     It  allows  of  the  most  varied  ap- 
lications.   and    by  studying   the  special  processes   described 
above,  the  reader  will  be  in  a  position  to   find  out  the  most 
uitable  method  for  every  other  contingency. 


m 

^B  IL  G\LVAN0pj-Asrv  in  Iron  (Steel). 

^H    Under   *'  Deposition   of    Iron.**   the    galvanoplastic    produc- 
^^on  of   heavy  detachable  deposits  of  iron   has  already  been 

referred  to.' 

^^    Serviceable  iron  electrotypes  were  first  produced  about  1870, 

^"by  Klein,  of  St.  Petersburg,  and  used  for  printing  Russian  bank 

notes.     Their  preparation  was,  and   is  still,  very  troublesome, 

success  depending  on  the  fulhllment  of    many  conditions,  so 
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that,  notwithstanding  continued  experiments  and  the  expense 
of  much  labor,  the  former  expectation  of  entirely  supplanting 
electrotypes  in  copper  by  cliches  in  steel  has  thus  far  not  been 
realized- 

The  bath  used  by  Klein,  and  still  employed  for  this  purpose* 
consists  of  a  lo  per  cent,  solution  of  a  mixture  of  equal  parts 
of  ferrous  sulphate  (green  vitriol)  and  magnesium  sulphate 
(Epsom  salt).  The  solution  has  a  specific  gravity  of  1. 05,  To 
obtain  successfully  a  serviceable  electrotype  from  an  original, 
for  instance,  from  a  copper  plate,  which  should  previously  be 
silvered  and  coated  with  a  thin  layer  of  silver  sulphide  by 
means  of  sulphuretted  hydrogen,  the  following  conditions  have 
to  be  fulfilled,  according  to  Klein's  statement:  The  bath  must 
be  kept  absolutely  neutral,  which  is  effected  by  suspending  in 
it  linen  bags  filled  with  magnesium  carbonate,  and  the  current- 
strength  must  be  so  regulated  that  absolutely  no  evolution  of 
hydrogen  is  perceptible  on  the  anodes.  Further,  the  plates 
are  every  half  hour  to  be  taken  from  the  bath  and  rinsed  with 
a  powerful  jet  of  water  to  remove  any  adhering  gas-bubbles. 
Care  must  be  taken  during  this  process  that  the  plates  do  not 
become  dry,  since  fresh  layers  do  not  adhere  well  upon  plates 
which  have  become  dry. 

For  the  removal  of  adhering  gas-bubbles,  it  has  also  been 
proposed  frequently  to  pass  a  feather  over  the  plates. 

It  may  here  be  mentioned  that  Lenz  found  a  not  inconsider- 
able content  of  hydrogen  in  iron  deposits,  and  also  carbonic 
acid,  carbonic  oxide,  and  nitrogen  in  varying  quantities.  How- 
ever, examinations  made  by  Dr.  Geo.  Langbein  established 
positively  only  a  content  of  hydrogen,  and  it  would  seem  that 
this  hydrogen,  which  is  absorbed  and  tenaciously  retained  by 
the  deposit,  is  the  cause  of  all  the  difficulties  encountered  in 
the  production  of  heavy  iron  deposits. 

If,  however,  the  occlusion  of  hydrogen  is  regarded  as  the 
cause  of  the  mischief,  ways  and  means  to  counteract  it  as  much 
as  possible  may  be  found  in  the  fact  that  iron  deposited  with 
greater  currentdensity  is  more  brittle,  shows  a  greater  tendency 
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to  peel  off  in  the  bath,  and  contains  a  larger  quantity  of  hydro- 
gen than  a  deposit  produced  with  slighter  current-density. 

In  this  respect  experience  gained  in  the  electrolytic  rehning 
of  copper  shows  os  the  way  in  so  far  that  for  the  production 
'of  heavy  deposits  of  iron,  the  bath  must  be  kept  in  constant, 
^^igorous  agitation*  to  remove,  on  the  one  hand,  layers  of  fluid 
poorer  in  metal  from  the  cathode,  and,  on  the  other,  to  force, 
by  the  agitation,  the  gas- bubbles  adhering  to  the  cathode  to 
-escape.  Further,  deposition  must  be  effected  with  so  slight  a 
current-density  that  no  evolution  of  hydrogen  is  perceptible 
on  the  cathode,  and  a  current-density  of  0.25  ampere  may  be 
designated  as  the  maximum  per  isH  square  inches,  with  which 
heavy  deposits  of  iron  can  be  produced. 

•  To  counteract  the  spoiling  of  the  deposits,  further  precau- 
tionary measures  are,  however,  necessary,  especially  heating 
the  electrolyte,  and  from  time  to  time  interrupting  the  current 
'In  heated  baths  the  escape  of  the  gas  is  facilitated,  especially 
"when  the  electrolyte  is  agitated,  and  hence  adhering  gas- 
bubbles  cannot  remain  long  in  one  place.  A  constantly* re- 
peated interruption  of  the  current  is  of  advantage  and  effective, 
'because  metallic  parts  covered  with  a  minimum  quantity  of 
hydrogen  cannot  be  coated  with  a  fresh  deposit  until  the  hy- 
drogen is  removed  by  the  agitation  of  ihe  heated  electrolyte. 
Hence  the  interruption  of  the  process  of  deposition  would  give 
opportunity  and  time  for  the  removal  of  the  gas  molecules 
before  further  deposition  takes  place,  and  without  a  knowledge 
^_  of  the  more  intimate  processes,  Klein  succeeded  in  affecting  the 
^K  interruption  of  the  deposit,  by  taking  the  plates  at  short  inter- 
^Kvals  from  the  bath  and  removing  the  adhering  gas  by  a  power- 
^^  ful  jet  of  water. 

With  the  present  state  of  galvanoplasty  it  is  not  necessary  to 

I        follow  Klein's  primitive  method,  and  it  would  be  more  practical 

to  provide  the  positive  conducting  rod  of  the  bath  with  a  con- 

^_.  trivance  which  mechanically  effects  the  interruption  of  the  cur- 

^^  rent     Suppose  upon  such  a  metallic  conducting  rod  is  mounted 

a  copper  or  brass  wheel,  which  is  secured  to  a  pulley  and  re- 


►32 


EXECTRO-DEPOSmON   OF    METAl 


volves  around  the  conducting  rod,  and  half  of  the  periphery 
of  which  is  insulated,  and  that  upon  the  rod  drags  a  metallic 
brush  which  effects  the  transmission  of  the  positive  currenL 
Now,  it  will  be  seen  that  while  the  contact-wheel  is  revolving, 
current  is  introduced  only  one-half  the  time  and  not  during 
the  other  half,  and  that  by  the  rapidity  of  revolution  of  the 
contact- wheel,  the  number  of  interruptions  of  the  current  can 
be  varied  at  will. 

Since  Neubeck  has  in  a  relatively  very  short  time  produced 
in  hot  baths »  deposits  i  to  2  milliineters  thick,  of  coherent 
form  and  good  quality,  the  possibility  is  presented  of  making 
steel  electrotypes  in  an  indirect  way  by  obtaining  first  from  the 
impression  a  copper  electrotype,  from  this  a  negative  in  copper, 
and  after  silvering  the  latter,  producing  a  heavy  deposit  of  steel 
upon  it. 

It  may  also  be  expected  that  by  complying  with  the  above- 
mentioned  conditions  and  the  discovery  of  new  methods,  it  will 
be  possible  directly  to  produce  steel  electrotypes  upon  moulds 
of  gutta-percha  or  wax  as  is  now  successfully  done  with  nickel. 

It  is  well  known  that  electrolytically  deposited  iron  possesscji 
great  hardness,  and  that  such  deposits  well  deserve  the  name 
of  steel  deposits,  their  hardness  being  greater  than  that  of  iron, 
and  approaching  that  of  steel  This  feature  cannot  be  ex- 
plained otherwise  than  by  the  hydrogen  absorbed  by  the  de- 
posit. Hence  it  will  be  seen  that,  on  the  one  hand,  this  absorp- 
tion of  hydrogen  has  an  injurious  effect  upon  the  separation  of 
iron,  while,  on  the  other,  it  imparts  to  the  deposits  the  most 
valuable  property  of  great  hardness.  It  would  seem  that  the 
quantities  of  iron  first  deposited  upon  the  mould  are.  and  can 
be,  richer  in  hydrogen  in  order  to  impart  to  tl;ic  printing  sur- 
face the  utmost  possible  hardness.  However,  in  further  strength- 
ening and  augmenting  the  deposit,  our  efforts  must  be  directed, 
by  the  reduction  of  the  current,  to  deposit  strengthening  layers 
as  free  from  hydrogen  as  possible. 

The  question  now  arises,  whether  it  is  of  greater  advantage 
to  steel  a  copper  electrotype  in  order  to  increase  its  power  of 
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resistance,  or  whether  it  is  better  to  produce  an  iron  electrotype 
ind  to  strengthen  its  back  in  the  acid  copper  bath.     If  the 

abo\'e-expressed  view  that  the  layers  of  iron  first  deposited  are 

richer  in  hydrogen,  and  therefore  harder,  is  correct,  the  prefer- 
mce  must  be  given  to  iron  electrotypes,  because  with  steeled 
ropper  electrotypes  the  softer  layers  are  exposed  to  wear, 
'hile  the  harder  layers  lie  upon  the  copper  plate.    The  reverse 

Ms  the  case  with  an  iron  electrotype,  the  first  deposit,  rich  in 
lydrogen,  forming  the  printing  face. 

However,  on  the  other  hand,  steeled  copper  electrotypes 
lavc  the  advantage  that,  when  worn,  the  old  deposit  of  iron 
:an  be  readily  removed  by  dilute  sulphuric  acid,  and  the  elec- 

'trotypes   resteeled,  while  worn   iron   electrotypes   have  to  be 

[renewed. 

II L  Galvanoplastv  in  Nickei- 
Although    by  the  electro-deposition  of    nickel,  electrotypes 

[are  rendered  fit  for  printing  with  metallic  colors,  which  attack 

copper,  and  their  power  of  resisting  wear  is  increased,  the  latter 

[advantage  can  to  the  fullest  extent  be  obtained  only  by  a  thick 
leposit-  However,  this  always  alters  the  design  somewhat, 
rspccially  the  fine  hatchings,  this  being  the  reason  why  in 
lickel-plating  electrotypes  a  deposit  of  medium  thickness  is,  as 
rule,  not  exceeded.  If  a  hard  nickel  surface  is  desired,  with- 
mt  injury  to  the  fine  lines  of  the  design,  the  layer  of  nickel  has 

to  be  produced  by  galvanoplasty,  and  the  deposit  of  nickel 
jtrengthened  in  the  copper  bath. 

But  upon  black  leaded  gutta-percha  or  wax  moulds  a  nickel 
leposit  can  only  be  obtained  in  fresh  baths.  The  deposit, 
lowever,  is  faultless  only  in  rare  cases,  it  generally  showing 
loles  in  the  depressions.     Hence  the  object  has  to  be  attained 

[in  a  round  about  way,  the  mode  of  procedure  being  as  follows: 
,n  impression  of  the  original  is  taken  in  gutta-percha  or  wax> 
md  from  this  impression  a  positive  cliche  in  copper  is  made. , 

The  latter  is  then  silvered,  the  silvering  iodized  as  previously 
lescribed,  and  a  negative  in  copper  is  then  prepared  from  this 
>sitive.     The   negative   is  again   silvered,  iodized,  and   then 
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brought  into  a  nickel  bath,  where  it  receives  a  deposit  of  the 
thickness  of  stout  writing  paper.  It  is  then  rinsed  in  water,  and 
the  deposit  immediately  strengthened  in  the  acid  copper  bath. 
For  the  rest,  it  is  treated  like  ordinary  copper  deposits. 

If  for  the  production  of  the  nickel  electrotype,  a  nickel  bath 

A  the  composition  given  on  p.  264  and  heated  to  between  185^ 

id  194*^  F,  is  used,  deposition  may  be  made  with  high  current- 

densities^5  amperes  and  eventually  more — so  that  a  thickness 

of  0.2  millimeter  is  in  about  2J^  hours  attained.     This  deposit 

Is  slightly  coppered  iti  the  acid  copper  bath  and  backed. 

In  this  manner  nickel  electrotypes  of  15.74x11.81  inches 
have  been  produced,  but  as  will  be  seen  for  th^  purposes  of 
printing  houses,  the  process  is  too  troublesome  and  time-con- 
suming, by  reason  of  the  necessary  production  of  the  copper 
matrices.  Hence  the  direct  method  of  deposition  upon  black- 
leaded  gutta-percha  or  wax  moulds  is  decidedly  to  be  prejerred. 

This  direct  method  requires  a  cold  nickel  bath,  which  yields 
heavy  deposits  without  the  nickel  rolling  off,  and  for  deposits 
of  a  thickness  suitable  for  printing,  a  few  contrivances  to  pre- 
vent spontaneous  detachment  of  the  nickel  from  the  matrix. 
The  electrolyte,  according  to  patent  No.  134736  given  on  page 
264  is  applicable  to  this  purpose.  With  this  electrolyte,  de- 
posits of  6  millimeters'  thickness  were  without  trouble  produced 
at  the  ordinary  temperature  upon  gutta-percha.  In  testing 
other  nickel  baths  described  or  patented,  not  a  single  one  was 
found  which  allowed  of  obtaining  useful  nickel  depiosits  directly 
upon  the  matrices,  the  nickel  always  rolling  off,  and  when  the 
latter  drawback  was  prevented  by  suitable  means,  it  was  im- 
possible to  obtain  a  deposit  of  more  than  0.05  millimeter  thick- 
ness, cracks  being  formed  in  the  center.' 

In  working  with  this  direct  process  of  deposition,  it  is  abso- 
lutely necessary  always  to  keep  the  nickel  bath  slightly  actdu- 
laled,  because  in  a  neutral  or  alkaline  electrolyte  the  deposit 
becomes  readily  rough  and  forms  with  a  dark  color*  which  is 
an  indication  of  the  formation  of  sponge.  It  is  also  of  advim- 
tagc  to  keep  the  electrolyte  constantly  agitated.     By  reason  of 
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le  oxidation  of  the  ethyl-sulpho  combinations  which  takes 
place,  agitation,  however,  must  not  be  effected  by  blowing  in 
air,  but  by  mechanical  means,  or  eventyally  by  blowing  in  car- 
bonic acid. 

I  An  electro- motive  force  of  2.2  volts  and  a  current- density  of 
>.2  to  0.3  ampere  proved  most  suitable  for  the  production  of 
he  above-mentioned  nickel  electrotypes  of  6  millimeters  in 
hickness.  The  current  output — about  70  per  cent. — was  not 
particularly  favorable,  this  being,  however,  of  little  importance 
IS  compared  with  the  advantages  ofiercd  by  the  use  of  this 
dectrolyte. 
It  has  previously  been  mentioned  that  in  order  to  obtain  de- 
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sits  of  greater  thickness  upon  gutta-percha  or  wax,  a  few 
ontrivances  are  required  to  prevent  the  deposit  from  rolling 
off.  With  the  use  of  gutta-percha  matrices  there  is  less  danger 
of  rolling  off  than  with  that  of  wax  moulds,  the  tendency  to 
rolling  off  being  much  earlier  shown  by  the  latter.  However, 
in  order  to  prevent  failures,  it  is  advisable  not  to  omit  these 
devices  even  when  working  with  gutta-percha  matrices. 

According  to  the  patent  specihcation,  a  groove  undercut 
towards  the  design  and  at  a  distance  of  about  3  millimeters 
from  it,  is  made  all  round,  and  another  such  groove  at  a  further 
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distance  of  about  3  miHimeters.  as  shown  in  Fig.  159  to  ircct 

view,  and  in  Fig.  160  in  section. 

The  object  of  this  contrivance  is  that  opon  the 

leaded  grooves,  nickel  continuous  uith  the  nidcd   opcm  tfcr 

design  is  also  deposited,  and  by  reason  ol  the  omtecuttnig 

towards  the  design  the  nickel  is  thus  prevented  from  rolfiapoff 

or  becoming  detached  if,  in  consequence  of  the  ocdnsio* 

hydrogen*  the  deposit  shows  a  tendency  to  bend  op. 

According  to  the  above  mentioned  patent,  the  som^ 
may  also  be  attained  by  firmly  securing  a  metallic  edge 
round  the  design.  While  the  nickel  deposit  cannot  tiod  m 
firm  hold  upon  the  black-leaded,  but  otherwise  oon-metillk 
surfaces  of  the  gutta-percha  or  wax  matrices*  it  adheres  veiy 
firmly  to  the  metallic  edge,  rolling  off  being  thus  prevented. 
Dr  Langbein  used  thin  brass  strips,  0.1  millimeter  thidc  aad  5 
millimeters  wide  which,  as  shown  in  Figs.  161  and  161.  wcfc 
secured  by  smalt  pins  either  to  the  impressed  surface  or  to  die 
sides.  Wires  wound  round  the  four  sides  of  the  matrbc  sod 
lying  everywhere  closely  upon  its  black-leaded  surface*  may  be 
used  in  place  of  metal  strips.  It  is  advisable  to  place  Che 
metal  strips  in  a  heated  state  upon  the  matrix  and  press  then 
gently  into  the  matrix-material  so  that  their  surfaces  lie  per- 
fectly level  with  the  surface  of  the  impression.  The  matrix  and 
the  metal  edge  having  been  carefully  black-Icaded»  the  outside 
of  the  latter  is  brushed  over  with  a  rag  moistened  with  p(K»* 
sium  cyanide  solution,  care  being  taken  not  to  damage  the 
black-leading  of  the  metal  towards  the  design.  Then  rinse  the 
matrix  with  alcohol  and  suspend  it  at  once  in  the  nickel  balh. 
the  latter  being  kept  at  rest  until  the  matrix  is  covered*  and 
then  agitated, 

Nickei  matrices. — ^In  casting  type  from  copper  mu*....  ,  .... 
latter  oxidize  quite  rapidly,  in  consequence  of  which  the  f^^^r^ 
and  lines  especially  lose  sharpness,  while  the  tiirfaccs 
scarred,  As  early  as  1883,  Weston  mr  '  — -  -  ' 
patent  4784,  the  possibility  of  obtaining  I 
nickel,  and  that  this  invention  is  valuable  for  the 
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electrotypes,  which  without  doubt  includes  ekctrolytically  pre- 
pared matrices  for  casting  type,  the  influence  of  the  temperature 
of  the  liquid  metal  upon  such  nickel  matrices  being  so  slight 

II       that  they  do  not  warp,  etc. 

Wk  Notwithstanding  the  fact  that  thus  the  employmept  of  an 
elcctrolytically-produced  casting  matrix  of  nickel  was  known, 
the  "  Aktien-Gesellschalt  fur  Schriftgiesserei  "  obtained  a  patent, 

H  the  characteristic  feature  of  which  is  that  zinc  can  be  directly 
cast  around  the  face  *' without  further  galvanoplastic  reinforce- 

Iment/' 
Hence   the    above-mentioned    patent    cannot    include   such 
nickel  matrices  in  which  by  the  deposition  of  nickel  the  face  is 
produced  of  a  thickness  which  by  itself  is  insufficient  to  allow 
of  the  deposit  being  detached  from  the  original  without  fear  of 
bending  or  breaking,  the  deposit  requiring  absolutely  to  be  re- 
inforced to  the  customary  thickness  by  a  galvanoplastic  deposit 
of  copper,     it  is  obvious  that  a  thickness  of  0.1  to  0.25  milli- 
1^       meter  of  nickel  suffices  to  withstand   the  effect  of  temperature 
^K  and,  when  reinforced  by  copper,  also  the  pressure  in  casting  in 
^^the  machine.     Reinforcement  of  the  casing  of  the  back  with 
copper  has,  however,  the  further  advantage  that  in  casting  zinc 
around  the  face,  the  zinc  alloys  to  a  certain  degree  with  the 
copper  casting,  thus  uniting  firmly  with  it,  which  is  not  the 
case  when  zinc  is  cast  around  the  pore  nickel  face  not  envel- 
oped by  copper,  nickel  not  entering  into  a  solid  combination 
with  zinc. 

P      Matrices  electrolyticatly  produced  from  cobalt  also  cannot 
be  claimed  under  the  above-mentioned  patent.     In  hardness, 
cobalt  is  equal  to  nickel  and  resists  the  hot- type  metal  as  well, 
possessing  therefore  all    the  properties   required    for   casting 
\       matrices, 

^B  The  most  suitable  material  for  such  matrices  would  be  an 
^K  alloy  of  nickel  and  cobalt  such  as  has  been  described  on  p>  307 
^"  ^s  hard  nickel  alloy. 

In  order  to  cfifect  an  intimate  union  of  the  copper  casing 
with  the  nickel,  the  nickel  deposit  when  taken  from  the  nickel 
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bath  has  to  be  brushed  over  with  nitric  acid,  rinsed,  and  with- 
out delay  brought  into  the  copper  bath. 

The  omission  of  these  manipulations,  which  require  dexterity, 
lay  have  been  the  cause  why  no  more  favorable  results  were 
obtained  by  former  experiments  to  reinforce  thinner  nrcket 
deposits  by  copper  to  a  thickness  of  2  mi[limeters»  the  nickel 
deposit  becoming  detached  from  the  copper  when  the  matrix 
was  in  use.  If.  however,  in  accordance  with  the  suggestions 
given  above,  the  nickel  deposit  is  made  o,i  to  0.25  millimeter 
thick,  and  the  back,  which  is  to  be  reinforced,  cleansed  with 
nitric  acid  and  rinsed,  and  then  as  rapidly  as  possible  brought 
into  the  copper  bath  to  be  reinforced  to  2.5  or  3  millimeters  in 
thickness,  the  copper  will  adhere  firmly  and  a  durable  matrix 
will  be  obtained. 

By  means  of  galvanoplasty  matrices  of  massive  nickel  or 
cobalt  lor  use  in  the  casting  machine  may  even  be  produced. 
However,  by  reason  of  their  hardness,  such  massive  nickel 
matrices  are  justified  with  difficulty,  and  besides  they  are  too 
expensive. 

While  no  experiments  for  the  production  of  nickel  matrices 
have  been  made  with  Weston's  baths,  nickel  deposits  several 
mWrneters  in  thickness  can  without  doubt  be  made  with  them 
by  sK^htly  changing  their  composition  and  heating  them  to 
between  176°  and  194°  F.  In  the  experiments  made  baths  of 
the  composition  given  on  p,  263  were  used.  They  contained 
in  100  quartSi  77  lbs,  of  nickel  sulphate  and  39.6  lbs.  of  mag- 
nesium sulphate,  and  were  always  kept  slightly  acid  with  acetic 
icid,  the  temperature  during  deposition  being  as  constantly  as^ 
powible  maintained  at  194^  F. 

The  originals  have  to  be  prepared  in  a  manner  different  frot 
Xh^X  lor  matrices  in  copper.  In  place  of  wax  for  insulating  the 
'twr laces  which  arc  to  receive  no  deposit,  a  material  which  does 
IK>t  «olten  at  194*^  F.  has  to  be  used.  For  this  purpose,  it  was 
ImHiji  HUK^t  suitable  to  cast  plaster  of  Paris  around  the  original^ 
9rik  fML^tc  of  asbestos  meal  and  water  glass.  By  treatment  for 
iv^  Hc^ur^  in  the  hot  nickel  bath,  during  which  time  the  current 
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must  in  no  wise  be  interrupted,  and  the  original,  especially  in 
the  beginning,  be  vigorously  shaken,  a  nickel  deposit  about  0,25 
millimeter  in  thickness  is  obtained.  This  deposit,  as  previously 
described,  is  reinforced  in  the  acid  copper  bath  to  about  1.75  to 
2.25  millimeters  in  thickness,  and  zinc  having  in  the  usual 
manner  been  cast  around  it,  is  justified  for  the  casting  machine. 
The  production  oi  nickel  matrices  may  also  be  efiected  with 
the  use  of  the  cold  nickel  bath  described  on  p.  264.  but  much 
more  lime  is  required.  In  this  case  the  originals  may  of  course 
be  insulated  with  wax. 

IV,  Galvanopla&ty  in  Silver  and  Goij). 

The  preparation  of  reproductions  in  silver  and  gold  presents 
many  difficulties.  While  copper  is  reducible  in  a  compact  state 
fi*om  its  sulphate  solution,  silver  and  gold  have  to  be  reduced 
from  their  double  salt  solutions — potassium  silver  cyanide  and 
potassium  gold  cyanide.  However,  these  alkaline  solutions 
attack  moulds  of  fatty  substances,  such  as  wax  and  stearine, 
consequently  also,  plaster-of-Paris  moulds  impregnated  with 
these  substances,  as  well  as  gutta-percha  and  gelatine.  Hence, 
only  metallic  moulds  can  be  advantageously  used,  unless  the 
end  is  to  be  attained  in  a  round-about  way;  that  is,  by  first 
coating  the  mould  with  a  thin  film  oJ  copper,  reinforcing  this 
in  the  silver  or  gold  bath,  and  finally  dissolving  the  film  of 
copper  with  dilute  nitric  acid. 

The  double  salt  solutions  mentioned  above  require  a  well* 
conducting  surface  such  as  cannot  be  readily  prepared  by 
black-leading,  a  further  reason  why  metallic  moulds  are  to  be 
preferred. 

The  simplest  way  for  the  galvanoplastic  reproduction  in  gold 
or  silver  of  surfaces  not  in  too  high  relief  or  too  much  under- 
cut, is  to  cover  the  object  with  lead,  silver  or  gold  foil,  and 
pressing  softened  gutta-percha  upon  it.  The  foil  yields  to  the 
pressure  without  tearing,  and  adheres  to  the  gutt^-percha  so 
firmly  that  it  can  be  readily  separated  together  with  it.  This 
method  is  of  course  only  applicable  if  the  originals  to  be 
moulded  can  bear  the  pressure  of  the  press. 
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With  originals  which  cannot  stand  pressure,  or  have  portions 
in  very  high  relief,  or  much  onderctit,  oil  gutta-percha  may  be 
used.  The  original  secured  to  a  brass  plate,  having  been 
heated  to  betw^een  122^  and  140*^  F.  and  slightly  oiled,  the  oil 
gutta-percha  in  small  cubes  is  applied  so  that  one  cube  is  first 
placed  upon  the  original  and  when  soft,  pressed  firmly  down 
with  tlie  moistened  finger,  other  cubes  being  then  in  the  same 
manner  applied  until  the  entire  surface  of  the  original  is  cov- 
ered, when  the  whole  is  allowed  to  cool,  which  may  be  accel* 
erated  by  placing  it  in  very  cold  water.  This  impression  can 
be  detached  in  good  shape  from  the  original  by  the  use  of 
gentle  force,  the  oil  gutta-percha  being  in  a  hardened  slate  suf- 
ficiently pliable  to  allow  of  its  being  readily  taken  out  from  the 
undercut  portions.  The  face  of  the  mould  is  next  freed  from 
oil  by  means  of  alcohol,  or  by  brushing  with  liquid  ammonia, 
and  then  dried.  Now  powder  the  mould  with  fine  silver  pow- 
der, thoroughly  rubbing  the  latter  with  a  brush  into  the  de- 
pressions, so  that  it  adheres  firmly  to  the  gutta-percha  and  after 
blowing  off  an  excess,  bring  the  mould  into  the  silver  bath. 

The  most  suitable  composition  of  the  gah>anoplastic  silver 
bath  is  as  follows : 

Fine  silver  (in  the  form  of  silver  cyanide)  \%  02s.,  99  per' 
cent,  potassium  cyanide  4\{  ozs.,  water  I  quart. 

Maximum  cnrrcnt'dinsity^  0.3  ampere. 

A  slighter  current-density  than  that  given  above  can  only  be 
beneficial,  and  the  electro-motive  force  should  be  as  low  as 
possible,  the  best  deposits  haying  been  obtained  with  0.5  volt 
and  an  electrode-distance  of   lO  centimeters. 

For  gaivanoplasty  in  gold^  the  same  process  as  described 
above  is  used.  Good  results  are  obtained  with  a  bath  com- 
posed as  follows: 

Fine  gold  (in  the  form  of  neutral  chloride  of  gold  or  fulmin- 
ating gold)  !  oz,,  99  per  cent,  potassium  cyanide  3)^  ozs,, 
water  I  quart. 

Current- den nt}\  0.1  ampere* 

Electro-motive  force  at  10  cm.  electrode-distance,  0.4  volL 


CHAPTER  XVII. 

•CHEMICALS  USED  IN  ELECTRO-PLATING  AND  GALVANO PLASTY. 

Below  the  characteristic  properties  of  the  chemical  products 
employed  in  the  workshop  will  be  briefly  discussed,  and  the 
reactions  indicated  which  allow  of  their  recognition.  It  fre- 
quently happens  that  the  labels  become  detached  from  the 
bottles  and  boxes,  thus  rendering  the  determination  of  their 
contents  necessary. 

I.  Acids, 

I.  Sulphuric  acid  {oil  of  vitriol). — Two  varieties  of  this  acid 
are  found  in  commerce,  viz.,  fuming  sulphuric  acid  (disulphuric 
acid)  and  ordinary  sulphuric  acid.  The  first  is  a  thick  oily 
fluid,  generally  colored  yellowish  by  organic  substances,  and 
emits  dense,  white  vapors  in  the  air.  Its  specific  gravity  is 
1.87  to  1.89.  The  only  fHirpose  for  which  fuming,  sulphuric 
acid  is  used  in  the  electro-plating  art,  is  as  a  mixture  with  nitric 
acid  for  stripping  silvered  objects. 

Ordinary  sulphuric  acid  has  a  specific  gravity  of  1.84. 
Diluted  with  water  it  serves  for  filling  the  Bunsen  elements  and 
as  a  pickle  for  iron;  in  a  concentrated  state  it  is  used  in  the 
preparation  of  pickles  and  as  an  addition  to  the  galvanoplastic 
copper  bath.  The  crude  commercial  acid  generally  contains 
arsenic,  hence  care  must  be  had  to  procure  a  pure  article.  In 
diluting  the  acid  with  water,  it  should  in  all  cases  be  added  to 
the  water  in  a  very  gentle  stream  and  with  constant  stirring,  as 
otherwise  a  sudden  generation  of  steam  of  explosive  violence 
might  result,  and  the  dangerous  corrosive  liquid  be  scattered  in 
all  directions.  Concentrated  sulphuric  acid  vigorously  attacks 
all  organic  substance,  and  hence  has  to  be  kept  in  bottles  with 
41  (  641  ) 
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glass  stoppers,  and  bringing  it  in  contact  with  the  skin  should 
be  carefully  avoided. 

Recognition^ — One  part  of  the  acid  mixed  with  25  parts  of 
distilled  water  gives,  when  compounded  with  a  few  drops  of 
barium  chloride  solution,  a  white  precipitate  of  barium  sulphate. 

2.  Nitric  acid  {aqua  fortis,  spint  of  nitre), — It  is  found  in 
trade  of  various  degrees  of  strength.  For  our  purposes,  add 
of  40°  and  30°  Be  is  generally  used.  The  acid  is  usually  a 
more  or  less  deep  yellow,  and  frequently  contains  chlorine. 
The  vapors  emitted  by  nitric  acid  are  poisonous  and  of  a  char- 
acteristic odor,  by  which  the  concentrated  actd  is  readily  dis^ 
tinguished  from  other  acids.  It  is  used  for  filling  the  Bunsen 
elements  (carbon  in  nitric  acid),  and  for  pickling  in  combina- 
tion with  sulphuric  acid  and  chlorine.  On  coming  in  contact 
with  the  skin  it  produces  yellow  stains. 

Recognition. — By  heating  the  not  too  dilute  acid  with  copper, 
brown-red  vapors  are  evolved.  For  the  determination  of  dilute 
nitric  acid,  add  a  few  drops  of  it  to  green  vitriol  solution,  when 
a  black-brown  coloration  will  be  produced  on  the  point  of 
contact. 

5.  Hydrochloric  acid  {muriatic  acid). — The  pure  acid  is  a 
colorless  fluid  which  emits  abundant  fumes  in  contact  with  the 
air,  and  has  a  pungent  odor  by  which  it  is  readily  distinguished 
from  other  acids.  The  specific  gravity  of  the  strongest  hydro- 
chloric acid  is  1.2,  The  crude  acid  of  commerce  has  a  yellow 
color,  due  to  iron,  and  contains  arsenic.  Dilute  hydrochloric 
acid  is  used  for  pickling  iron  and  zinc. 

Recognition, — On  adding  to  the  acid,  very  much  diluted  with 
distilled  water,  a  few  drops  of  solution  of  nitrate  of  silver  in  dis* 
tilled  water,  a  heavy  white  precipitate  is  formed,  which  becomes 
black  by  exposure  to  the  light. 

4.  Hydrocyanic  acid  {firussic  acid), — ^This  extremely  poi- 
sonous acid  exists  in  nature  only  in  a  state  of  combination  in 
certain  vegetables  and  fruits,  and  especially  in  the  kernels  of 
the  latter,  as,  for  instance,  in  the  peach,  the  berries  of  the 
cherry   laurel,   bitter  almonds,  the  stones   of   the  apricot,  of 
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plums,  cherries,  etc.  It  may  be  obtained  anhydrous,  but  in 
this  state  it  is  useless,  and  very  difficult  to  preserve  from  de- 
composition. Diluted  hydrocyanic  acid  is  colorless,  with  a 
bitter  taste  and  the  characteristic  smell  of  bitter  almonds.  It  is 
employed  in  the  preparation  of  gold  immersion  baths,  and  lor 
the  decomposition  of  the  potassa  in  old  silver  baths.  The  inha- 
lation of  the  vapors  of  this  acid  may  have  a  fatal  effect,  as  also 
its  coming  in  contact  with  wounds. 

Recognition, — By  its  characteristic  smell  of  bitter  almonds. 
Or  mix  it  with  potash  lye  until  blue  litmus  paper  is  no  longer 
reddened,  then  add  solution  of  green  vitriol  which  has  been 
partially  oxidized  by  standing  in  the  air,  and  acidulate  with 
hydrochloric  acid.      A  precipitate  of  Berlin  blue  is  formed. 

5.  Citric  acid. — Clear  colorless  crystals  of  1.542  specific 
gravity,  which  dissolve  with  great  ease  in  both  hot  and  cold 
water.  It  is  frequently  employed  for  acidulating  nickel  baths, 
and,  combined  with  sodium  citrate,  in  the  preparation  of  plati- 
num baths. 

Recognition, —  Lime-water  compounded  with  aqueous  solution 
of  citric  acid  remains  clear  in  the  cold,  but  on  boiling  deposits 
a  precipitate  of  calcium  citrate.  The  precipitate  is  soluble  in 
ammonium  chloride,  but  on  boiling  is  again  precipitated,  and 
is  then  insoluble  in  sal  ammoniac. 

6.  Boric  acid  [boracic  acid). — This  acid  is  found  in  commerce 
in  the  shape  of  scales  with  nacreous  luster  and  greasy  to  the 
touch;  when  obtained  from  solutions  by  evaporation,  it  forms 
colorless  prisms.  Its  specific  gravity  is  1.435;  '*  dissolves 
with  difficulty  in  cold  water  (i  part  01  acid  requiring  at  64.4*^  F. 
28  of  water),  but  is  more  rapidly  solublein  boiling  water  (1  part 
of  acid  requiring  3  of  water  at  212*^  F.  According  to  Wcston*s 
proposition,  bone  acid  is  employed  as  an  addition  to  nickel 
baths,  etc. 

Recognition, — ^By  mixing  solution  of  boric  acid  in  water  with 
some  hydrochloric  acid  and  dipping  turmeric  paper  in  the  solu- 
tion, the  latter  acquires  a  brown  color,  the  color  becoming 
more  intense  on  drying.     Alkalies  impart  to  turmeric  paper  a 
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similar  coloration*  which,  however,  disappears  on   immersing 
the  paper  in  dilute  hydrochloric  acid. 

7.  ArscnioHS  acid  {white  arsenic y  arsenic,  ratsbane), — It  gen- 
erally occurs  in  the  shape  of  a  white  powder,  and  sometimes  in 
vitreous-like  lumps,  resembling  porcelain.  For  our  purposes 
the  while  powder  is  almost  exclusively  used.  It  is  slightly  soK 
uble  in  cold  water,  and  more  readily  so  in  hot  water  and  hy- 
drochloric acid»  Notwithstanding  its  greater  specific  gravity 
(3.7)1  only  a  portion  of  the  powder  sinks  to  the  bottom  on 
mixing  it  with  water^  another  portion  being  retained  on  the 
surface  by  air  bubbles  adhering  to  it.  It  is  employed  as  an 
addition  to  brass  baths,  further,  in  the  preparation  of  arsenic 
baths,  for  blacking  copper  alloys,  and  in  certain  silver  whitening 
baths. 

Recognition^ — When  a  small  quantity  of  arsenious  acid  is 
thrown  upon  glowing  coals  an  odor  resembling  that  of  garlic  is 
perceptible.  By  mixing  solution  of  arsenious  acid,  prepared  by 
boiling  with  water,  with  a  few  drops  of  ammoniacal  solution  t>i 
nitrate  of  silver,  a  yellow  precipitate  of  arsenate  of  silver  is  ob- 
tained. The  ammoniacal  solution  of  nitrate  of  silver  is  pre- 
pared by  adding  ammonia  to  solution  of  nitrate  of  silver  until 
the  precipitate  at  first  formed  disappears, 

8.  Chromic  acid. — It  forms  crimson* red  needles,  and  also 
occurs  in  commerce  in  the  shape  of  a  red  powder.  It  is  read- 
ily soluble  in  water,  forming  a  red  fluid,  which  serves  for  filling 
batteries. 

Recognition.  —Chromic  acid  can  scarcely  be  mistaken  for  any 
other  chemical  product  employed  by  the  electro-plater,  A 
very  much  diluted  solution  of  it  gives,  after  neutralization  with 
caustic  alkali  and  adding  a  few  drops  of  nitrate  of  silver  solution. 
a  crimson-red  precipitate  of  chromate  of  silver, 

9.  Hydrofluoric  acid.—h  colorless,  corrosive,  very  mobile 
liquid  of  a  sharp,  pungent  odor.  The  anhydrous  acid  fumes 
strongly  in  the  air  and  attracts  moisture  with  avidity.  Hydro- 
fluoric acid  is  used  for  etching  glass  and  for  pickling  aluminium 
dead  white.     Great  care  must  be  observed  in  working  with  the 
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acid,  since  not  only  the  aqueous  solution,  but  also  the  vapors, 
have  an  extremely  corrosive  effect  upon  the  skin  and  respira- 
tory organs. 

Rccogtiitiojt. — By  covering  a  small  platinum  dish  containing 
hydrofluoric  acid  with  a  glass  plate  free  from  grease,  the  latter 
in  half  an  hour  appears  etched. 

11.  Alkalies  and  Alkaline  Earths, 

TO.  Potassium  hydrate  {caustic  potash), — It  is  found  in  com- 
merce  in  various  degrees  of  purity,  either  in  sticks  or  cakes. 
It  is  very  deliquescent,  and  dissolves  readily  in  water  and  alcOb 
hoi ;  by  absorbing  carbonic  acid  from  the  air  it  rapidly  becomes 
converted  into  the  carbonate,  and  thus  loses  its  caustic  proper- 
ties. It  should,  therefore,  be  kept  in  well-closed  vessels.  Sub^ 
stances  moistened  with  solution  of  caustic  potash  give  rise  to  a 
peculiar  soapy  sensation  of  the  skin  when  touched.  It  should 
never  be  allowed  to  enter  the  mouth,  as  even  dilute  solutions 
almost  instantaneously  remove  the  lining  of  tender  skin. 
Should  such  an  accident  happen,  the  mouth  should  at  once 
be  rinsed  several  times  with  water  and  then  with  very  dilute 
acetic  acid.  Pure  caustic  potash  serves  as  an  addition  to  zinc 
baths,  gold  baths,  etc,  For  the  purpose  of  freeing  objects  from 
grease  the  more  impure  commercial  article  is  used. 

11.  Sodium  hydrate  (caustic  soda). — It  also  occurs,  in  com- 
merce in  various  degrees  of  purity,  either  in  sticks  or  lumps. 
It  is  of  a  highly  caustic  character,  resembling  potassium  hydrate 
(sec  above)  in  properties  and  effects,  It  is  employed  for  free- 
ing objects  from  grease,  for  the  preparation  of  alkaline  tin  and 
zinc  baths,  etc. 

12.  Ammonium  hydrate  {ammonia  or  spirits  of  hartshorn), — 
It  is  simply  water  saturated  with  ammonia  gas.  By  exposure 
ammonia  gas  is  gradually  evolved,  so  that  it  must  be  kept  in 
closely-stoppered  bottles,  in  order  to  preserve  the  strength  of 
the  solution  unimpaired.  Four  qualities  are  generally  found 
In  commerce,  viz.,  ammonia  of  0.910  specific  gravity  (contain- 
ing 24.2  per  cent,  of  ammonia  gas);  of  0.920  specific  gravity 
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(with  21,2  per  cent,  of  ammonia  gas)  ;  of  0.940  specific  gravity 
with  15.2  per  cent,  of  ammonia  gas);  and  0960  specific  grar- 
ity  (with  9,75  per  cent,  of  ammonia  gas).  It  is  employed  lor 
neutralizing  nickel  and  cobalt  baths  when  too  acid,  in  the  pre- 
paration of  fulminating  gold,  and  as  an  addition  to  some  cop^ 
per  and  brass  baths, 

Recognitien, — By  the  odor, 

13.  Calcium  hydratt  [burnt  0r  quUk  limi\. — It  forms  hard, 
white  to  gray  pieces,  which  on  moistening  with  water  crumble 
to  a  tight  white  powder,  evolving  thereby  much  heat.  Vleiua 
lime  is  burnt  lime  containing  magnesia.  Lime  serves  for  free* 
ing  objects  from  grease,  and  for  this  purpose  is  made  into  t 
thinly-fiuid  paste  with  chalk  and  water  with  which  the  objecti 
to  be  freed  from  grease  are  brushed.  Vienna  lime  is  much  usol 
as  a  polishing  agent. 

III.  Sulphur  Combinations, 

14.  Sulphuretted  hydrogen  (sulpkydrie  aeid^  kydrosulpkmrie 
acid), — A  very  poisonous,  colorless  gas  with  a  fetid  smell  re- 
sembling that  of  rotten  eggs.  Ignited  in  the  air,  it  bums  with 
a  blue  flame,  sulphurous  acid  and  water  being  formed.  At  the 
ordinary  temperature  water  absorbs  about  three  times  its  own 
volume  of  the  gas,  and  then  acquires  the  same  proper  *  the 

gas  itself.     Sulphuretted  hydrogen  serves  for  the  mci ^  of 

moulds^  as  described  in  the  preceding  chapter,  where  the  maoncr 
of  generating  it  is  also  given.  It  is  sometimes  employed  for  the 
production  of  *'  oxidized  *'  silver.  Care  should  be  taken  not  to 
bring  metallic  salts,  gilt  or  silvered  articles,  or  pure  gold  axid 
silver  in  contact  with  sulphuretted  hydrogen,  they  being  rapidly 
sulphurised  by  it. 

Recognitian, — By  its  penetrating  smell ;  further,  by  a  strip  of 
paper  moistened  with  sugar  of  lead  solution  becoming  black 
when  brought  into  a  solution  of  sulphuretted  hydroger. 
atmosphere  containing  it. 

15.  Potassium  sulphide  {liver  of  sulpkHr\,-^\\  forms  a  bud 
green-yellow  to  pale-brown  mass,  with  conchoidal  iract 
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Readily  absorbs  moisture,  whereby  it  deliquesces  and  smells  of 
sulphuretted  hydrogen.  It  is  employed  for  coloring  copper 
and  silver  black. 

t  Recognition, — On  pouring  an  acid  over  liver  of  sulphur,  sut- 
huretted  hydrogen  is  evolved  with  efTervescence,  sulphur  being 
t  the  same  time  separated. 
1 6.  Ammonium  sulphide  { sulpkydratc  or  hydrosulpftate  of  am- 
tenia), — When  freshly  prepared  it  forms  a  clear  and  colorless 
iiuid,  with  an  odor  of  ammonia  and  sulphuretted  hydrogen ;  by 
standing  it  becomes  yellow,  and,  later  on,  precipitates  sulphur. 
It  is  used  for  the  same  purpose  as  liver  of  sulphur. 

17.  Carbon  disulpkide  or  bisulphide. — ^Pure  carbon  disulphide 
is  a  colorless  and  transparent  liquid  which  is  very  dense»  and 
exhibits  the  property  of  double  refraction.  Its  smell  is  charac- 
teristic and  most  disgusting,  and  may  be  compared  to  that  of 
rotten  turnips.  It  burns  with  a  blue  flame  of  sulphurous  acid, 
carbonic  acid  being  at  the  same  time  produced.  It  is  used  as 
a  solvent  lor  phosphorus  and  rubber  in  metallizing  moulds 
according  to  Pa  rices'  method.  This  solution  should  be  very 
carefully  handled. 

18.  Antimony  sulphide, — a.  Black  sulphide  of  antimony  {sti- 
bium  sulfuratnm  nigrum^  is  found  in  commerce  in  heavy,  gray 
and  lustcrless  pieces  or  as  a  fine  black-gray  powder,  with  slight 
luster.  It  serves  for  the  preparation  of  antimony  baths,  and 
for  coloring  copper  alloys  black. 

b.  Red  sulphide  of  antimony  {stibium  sulfuratum  aurantia- 
cum)  forms  a  delicate  orange-red  powder  without  taste  or  odor; 
it  is  insoluble  in  water,  but  soluble  in  ammonium  sulphide, 
spirits  of  hartshorn  and  alkaline  lyes.  In  connection  with  am- 
monium sulphide  or  ammonia  it  serves  for  coloring  brass 
brown. 
^  19.  Arsenic  trisulphide  or  arsenious  sulphide  {orpiment). — It 
is  found  in  commerce  in  the  natural,  as  well  as  artificial,  state, 
the  former  occurring  mostly  in  kidney-shaped  masses  of  a  lemon 
color,  and  the  latter  in  more  orange-red  masses,  or  as  a  dull 
yellow  powder.  Specific  gravity  3,46,  It  is  soluble  in  the 
dkalies  and  spirits  of  sal  ammoniac* 
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20.  Ferric  sulphide , — Hard,  black  masses  generally  in  flat 
plates,  which  arc  only  used  for  the  generation  of  sulphuretted 
hydrogen. 

IV.   Chlorine  Combinations, 

21.  Sodium  chloride  {common  salt,  rock  salt). — ^The  pure  salt 
should  form  white,  cubical  crystals,  of  which  iOO  parts  of  cold 
water  dissolve  36,  hot  water  dissolving  slightly  more.  The 
specific  gravity  of  sodium  chloride  is  2.2.  In  electroplating 
sodium  chloride  is  employed  as  a  conducting  salt  for  some  gold 
baths,  as  a  constituent  of  argentiferous  pastes,  and  for  precipi- 
tating the  silver  as  chloride  from  argentiferous  solutions. 

Recognition. — An  aqueous  solution  of  sodium  chloride  on 
being  mixed  with  a  few  drops  of  lunar  caustic  solution,  yields  a 
white  caseous  precipitate,  which  becomes  black  by  exposure  to 
light,  and  does  not  disappear  by  the  addition  of  nitric  acid,  but 
is  dissolved  by  ammonia  in  excess. 

22.  Ammonium  chloride  {sal  ammoniac). — A  white  substance 
found  in  commerce  in  the  shape  of  tough  fibrous  crystals.  It 
has  asharp  saline  taste,  and  is  soluble  in  ly^  parts  of  cold»  and 
in  a  much  smaller  quantity  of  hot  water.  By  heat  it  is  sub- 
limed without  decomposition.  It  serves  for  soldering  and  tin- 
ning, and  as  a  conducting  salt  for  many  baths* 

Recognition, — -By  sublimation  on  heating.  By  adding  to  a 
saturated  solution  of  the  salt  a  few  drops  of  solution  of  platinum 
chloride,  a  yellow  precipitate  of  platoso-ammonium  chloride  is 
termed. 

23.  Antimony  trichloride  (du/ter  of  antimofty), — A  crystalline 
mass  which  readily  deliquesces  in  the  air.  Its  solution  in  hydi 
chloric  acid  yields  the  liquor  stibii  chlorati,  also  called  Hqui 
butter  of  antimony.  It  has  a  yellowish  color,  and  on  mixing 
with  water  yields  an  abundant  white  precipitate,  soluble  in  pot* 
ash  lye.  The  solution  serves  for  coloring  brass  steel-gray,  and 
for  browning  gun  barrels. 

24*  Arsffiious  chloride, — A  thick,  oily  fluid,  which  evaporates 
in  the  air  with  the  emission  of  white  vapors. 
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green 


25.   Copper  chloride. — I 

ter.  The  concentrated  solution  i?  green,  and  the  dilute  solu- 
^  tion  blue.  On  evaporating^  to  dryness,  brown-yellow  copper 
H  chloride  is  formed.     It  is  employed  in  copper  and  brass  baths 

as  well  as  for  patini^ing. 
^H       26,    Tin  chloride, — a.  Stannous  chloride  or  tin  salt.     A  white 
B  crystalline  salt  readily  soluble  in  water,  but  its  solution  on  ex- 
posure to  the  air  becomes  turbid;  by  adding,  however,  hydro- 
I  chloric  acid,  it  again  becomes  clear.     On  fusing  the  crystallized 
salt  loses  its  water  of  crystallization,  and   forms  a  solid  non- 
transparent  mass  of  a  pale  yellow  color — the  fused  tin  salt. 
The  crystallized,  as  well  as  the  fused,  salt  serves  for  the  prepa- 
,       ration  of  brass,  bronze  and  tin  baths. 

Recognition .*^\\y  pouring  hydrochloric  acid  over  a  small 
H  quantity  of  tin  salt  and  adding  potassium  chromate  sblutionp 
the  solution  acquires  a  green  color.  By  mixing  dilute  tin  salt 
^^  solution  with  some  chlorine  water  and  adding  a  few  drops  of 
^■gold  chloride  solution,  purple  of  Cassius  is  precipitated;  vefy 
^■dilute  solutions  acquire  a  purple  color. 

^B      b.  Stannic  chloride  occurs  in  commerce  in  colorless  crystals. 
^pin  the  anhydrous  state  it  forms  a  yellowish,  strongly  fuming 

caustic  liquid  known  as  the  '*  fuming  liquor  of  Libadius." 

^^      27.  Zinc  chloride  (hydrochlorate  or  muriate  of  zinc  ;  butter  of 

^msinc), — A  white  crystalline  or  fused  ma^s  which  is  very  soluble 

and  deliquescent.     The  salt  prepared  by  evaporation  generally 

contains  some  zinc  oxychloride^  and   hence  does  not  yield  an 

r-_  entirely  clear  solution.     It  serves  for  preparing  brass  and  zinc 

baths,  and  its  solution  in  nickeling  by  immersion,  soldering,  etc. 

Recognition. — Solution  of  caustic  potash  separates  a  volumi- 

flious  precipitate  of  zinc  oxyhydrate,  which  redissolves  in  an 

ixcess   of   the   caustic    potash  solution.     By  conducting    sul- 

ihuretted  hydrogen   into  a  solution  of  a  zinc  salt  acidulated 

with  acetic  acid,  a  precipitate  of  white  zinc  sulphide  is  formed. 

^H      28.   Chloride  of  zinc  and  ammonia. — This  salt  is  a  combina- 

^Btton  of  zinc  chloride  and  ammonium  chloride,  and  forms  very 

deliquescent  crystals.     Its  solution  in  water  serves  for  soldering, 

and  zincking  by  contact. 


650 


ELECTRO-DEPOSITION   OF  METALS. 


29.  Nickel  chloride, — ^It  is  found  in  commerce  in  the  shape 
of  deep  green  crystals  and  of  a  pale  green  powder.  The  latter 
contains  considerably  less  water  and  less  free  acid  than  the 
crystallized  article,  and  is  to  be  preferred  for  electro-plating 
purposes.  The  crystallized  salt  dissolves  readily  in  water,  and 
the  powder  somewhat  more  slowly.  Should  the  solution  of  the 
latter  deposit  a  yellow  precipitate,  consisting  of  basic  nickel 
chloride*  it  has  to  be  brought  into  solution  by  the  addition  of 
a  small  quantity  of  hydrochloric  acid.  Nickel  chloride  is  cm- 
ployed  for  nickel  baths. 

Recognition, — By  mixing  the  green  solution  of  the  salt  with 
some  spirits  of  sal  ammoniac,  a  precipitate  is  formed,  which 
dissolves  in  an  excess  of  spirits  of  sal  ammoniac,  the  solution 
showing  a  deep  blue  color. 

30.  Cobaltous  chloride. — It  forms  small  rose-colored  crystals, 
which,  on  heating,  yield  their  water  of  crystallization,  and  arc 
converted  into  a  blue  mass.  The  crystals  are  readily  soluble 
in  water,  while  the  anhydrous  blue  powder  dissolves  slowly- 
Cobalt  chloride  is  employed  for  the  preparation  of  cobalt  baths. 

Recognition. — Caustic  potash  precipitates  from  a  solution  of 
cobalt  chloride  a  blue  basic  salt  which  is  gradually  converted 
into  a  rose-colored  hydrate,  and,  with  the  access  of  air»  into 
green-brown  cobaltous  hydrate.  The  aqueous  solution  yields 
with  solution  of  yellow  prussiate  of  potash,  a  pale  gray-green 
precipitate. 

31.  Silver  chloride, — ^A  heavy  white  powder  which  by  ex- 
posure to  light  becomes  gradually  blue-gray,  then  violet,  and 
finally  black.  When  precipitated  from  silver  solutions,  a  case- 
ous precipitate  is  separated.  At  500^  F,  it  fuses,  without  being 
decomposed,  to  a  yellowish  fluid  which,  on  cooling,  congeals 
to  a  transparent,  tenacious,  horn-like  mass.  Silver  chloride  Is 
practically  insoluble  in  water,  but  dissolves  with  ease  in  liquid 
ammonia  and  in  potassium  cyanide  solution.  It  is  employed 
in  the  preparation  of  baths  for  silver-plating,  for  silvering  by 
boiling,  and  in  the  pastes  for  silvering  by  friction. 

Recognition, — By    its    solubility    in    ammonia,    pulverulent 
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metallic  silver  being  separated  from  the  solution  by  dipping  in 
it  bright  ribands  of  copper. 

32.  Gold  chloride  {terchloride  of  gold,  muriate  of  gold ^  auric 
Chloride), — This  salt  occurs  in  commerce  as  crystallized  gold 
chloride  of  an  orange-yellow  color,  and  as  a  brown  crystalline 
mass  which  is  designated  as  neutral  gold  chloride,  or  as  gold 
chloride  free  from  acid^  while  the  crystallized  article  always 
contains  acid»  and,  hence,  should  not  be  used  for  gold  baths. 
Gold  chloride  absorbs  atmospheric  moisture  and  becomes  re- 
solved into  a  liquid  of  a  fine  gold  color.  On  being  moder- 
atel}'  heated,  yellowish- white  aurous  chloride  is  formed,  and  on 
being  subjected  to  stronger  heat,  it  is  decomposed  to  metallic 
gold  and  chlorine  gas.  By  mixing  its  aqueous  solution  with 
ammonia,  a  yellow-brown  powder  consisting  of  fulminating 
yld  is  fbrmed.  In  a  dry  state  this  powder  is  highly  explosive, 
and,  hence,  when  precipitating  it  from  gold  chloride  solution 

I  for  the  preparation  of  gold  baths,  it  must  be  used  while  still 
moist. 
Recognition . — By  the  formation  of  the  precipitate  of  fulmi- 
nating gold  on  mixing  the  gold  chloride  solution  with  ammo- 
nia. Further,  by  the  precipitation  of  brown  metallic  gold 
powder  on  mixing  the  gold  chloride  solution  with  green  vitriol 
solution. 
33.  Platinic  chloride. — The  substance  usually  known  by  this 
name  is  hydroplatinic  chloride.  It  forms  red-brown,  very  soluble 
-^and  in  fact  deliquescent — crystals.  With  ammonium  chloride 
it  forms  platoso-ammonium  chloride.  Both  combinations  are 
I  used  in  the  preparation  of  platinum  baths*  The  solution  of 
^V^latinic  chloride  also  serves  lor  coloring  silver,  tin,  brass  and 
^^  -other  metals. 

Recognition, — By  the    formation    of  a   precipitate  of  yellow 
platoso-ammonium   chloride  on   mixing   concentrated    platinic 
chloride  solution  with  a  few  drops  of  saturated  sal  ammoniac 
^solution. 
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V*   Cyanieies. 

34.  Potassium  cyanide  {white  prussiate  of  potash^, — For 
electro-plating  purposes  pure  potassium  cyanide  with  9H  to  99 
per  cent.,  as  welt  as  that  containing  80,  70  and  60  per  cent.,  is 
used,  whilst  for  pickling  the  preparation  with  45  per  cent,  is 
employed.  For  the  preparation  of  alkaline  copper  and  brass 
baths,  as  well  as  silver  baths,  the  pure  98  to  99  per  cent,  pro- 
duct is  generally  employed.  However,  for  preparing  gold 
baths  the  60  per  cent,  article  is  mostly  preferred,  because  the 
potash  present  in  all  potassium  cyanide  varieties  with  a  lower 
content  renders  fresh  baths  more  conductive.  However,  gold 
baths  may  also  be  prepared  with  98  per  cent  potassium  cyanide 
without  fear  of  injury  to  the  efficiency  of  the  baths,  while,  under 
ordinary  circumstances,  a  preparation  with  less  than  98  per 
cent,  may  safely  be  used  for  the  rest  of  the  baths.  However^ 
when  potassium  cyanide  has  to  be  added  to  the  baths,  as  b 
from  time  to  time  necessary,  only  the  pure  preparation  free 
from  potash  should  be  used,  because  the  potash  contained  in 
the  inferior  qualities  gradually  thickens  the  bath  too  much. 

No  product  is  more  important  to  the  electro-plater  than 
potassium  cyanide.  The  pure  98  to  99  per  cent  product  is  a 
white,  transparent,  crystalline  mass,  the  crystalline  structure 
being  plainly  perceptible  upon  the  fracture.  In  a  dry  state  it 
is  odorless,  but  when  it  has  absorbed  some  moisture  it  has  a 
strong  smell  of  prussic  acid.  It  is  readily  soluble  in  water,  and 
should  be  dissolved  in  cold  water  only,  since  when  poured  into 
hot  water  it  is  partially  decomposed,  which  is  recognized  by  the 
appearance  of  an  odor  of  ammonia.  Potassium  cyanide  solution 
in  cold  water  ma}',  however,  be  boiled  for  a  short  time  without 
suffering  essential  decomposition.  Potassium  cyanide  must  be 
kept  in  well-closed  vessels,  since  when  exposed  to  the  air  it 
becomes  deliquescent,  and  is  decomposed  by  the  carbonic  acid 
of  the  air,  whereby  potassium  carbonate  is  formed  while  prussic 
acid  escapes.  It  is  a  deadly  poison  and  must  be  used  with  the 
utmost  caution. 

While  pure  fused  potassium  cyanide  of  98  to  99  per  cent. 
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could  formerly  be  everywhere  obtained  in  commerce,  the  pres- 
ent commercial  product  consists,  as  a  rule,  of  a  mixture  oi 
potassium  cyanide  and  sodium  cyanide.  The  reason  for  this  is 
that  the  dried  yellow  prussiate  of  potash  was  formerly  fused  by 
itself,  whereby  one-third  of  its  content  of  cyanogen  was  lost, 
"while,  for  the  purpose  of  fixing  this  quantity  of  cyanogen,  it  is 
now^  fused  with  metallic  sodium.  The  resulting  product  con- 
tains 78  per  cent,  potassium  cyanide  and  21  per  cent*  sodium 
cyanide. 

While  for  many  electro-plating  purposes,  this  mixture  may 
take  the  place  ol  pure  potassium  cyanide,  its  use  for  some  pro- 
cesses, for  instance,  in  the  preparation  of  more  concentrated 
gold  baths,  is  connected  with  certain  drawbacks.  While  the 
double  salt — potassium-gold  cyanide — dissolves  very  readily, 
sodium-gold  cyanide  is  less  soluble  and  separates  in  the  form 
of  a  pale-yellow  powder.  Sodium-copper  cyanide  shows  a  simi- 
lar behavior,  it  being  less  soluble  than  the  potassium  double, 
salt  and  as  the  electro- motive  forces  for  decomposing  the  potas- 
sium and  sodium  double  salts  vary,  the  use  of  a  mixture  of 
potassium  cyanide  and  sodium  cyanide  is,  to  say  the  least,  not 
rational.  For  certain  purposes  the  electro- plater  should  de- 
mand from  his  dealer  pore  potassium  cyanide  free  from  sodium 
cyanide. 

Potassium  cyanide  with  80,  70,  60  or  45  per  cent,  forms  a 
gray-white  to  white  mass  with  a  porcelain-like  fracture.  A  pale 
gray  coloration  is  not  a  proof  of  impurities,  being  due  to  some- 
what too  high  a  temperature  in  fusing.  These  varieties  arc. 
found  in  commerce  in  irregular  lumps  or  in  sticks,  the  use  of 
the  latter  offering  no  advantage.  Their  behavior  towards  the 
air  and  in  dissolving  is  the  same  as  that  of  the  pure  product. 

Recognition. — By  the  bitler^almond  smell  of  the  solution. 
By  mixing  potassium  cyanide  solution  with  ferric  chloride  and 
then  with  hydrochloric  acid  until  the  latter  strongly  predomi- 
nates, a  precipitate  of  Berlin  blue  is  formed. 

The  pure  salt  free  from  potash  does  not  effervesce  on  add- 
ing dilute  acid,  which  is,  however,  the  case  with  the  inferior 
qualities. 


654 


ELECTRO-DEPOSITION  OF  METALS. 


To  facilitate  the  use  of  potassium  cyanide  with  a  difTerent 
content  than  that  given  in  a  formula  for  preparing  a  bath,  the 
following  table  is  here  given: 

PotoMiutn  cyanide  with 


g&  per  cent.  80  per  ceat. 


70  per  cent. 


60  per  cent.         45  per  cent 


By  weight. 
1  part 

0.820  part 
0,714  part 
0.615  part 
0460  pait 


By  weight, 
]  .230  parts 
part 
0.875  PB"^^ 
0.740  pan 
0.562  part 


By  weight. 
1.400  parts 
1.143  P^^^ 
I  part 
0.857  part 
0.643  P»'^ 


By  weight. 
t.66o  parts 
»'333  P*rt» 
1.170  parts 
I  part 
0.750  part 


By  weight. 
3.180  parti. 
1.780  parts. 

1.550  parts. 
1450  parts. 
t         part 


35.  Copper  cyanide. — There  is  a  cuprous  and  a  cupric  cya- 
nide; that  used  for  electro-plating  purposes  being  a  mixture  of 
both.  It  is  a  green-brown  powder,  which  should  not  be  en- 
tirely dried,  since  in  the  moist  state  it  dissolves  with  greater 
ease  in  potassium  cyanide  than  the  dried  product 

It  is  chiefly  used  in  the  form  of  a  double  salt  potassium-cop- 
per cyanide^  1,  e,,  a  combinatfon  of  copper  cyanide  with  potas- 
sium cyanide,  in  the  preparation  of  copper,  brass,  tombac,  and 
red  gold  baths. 

Recognition, — By  evaporating  a  piece  of  copper  cyanide  the 
size  of  a  pea,  or  its  solution,  in  hydrochloric  acid,  to  dryness  In 
a  water- bath,  wherein  care  must  be  taken  not  to  inhale  the 
vapors,  and  dissolving  the  residue  in  water,  a  green-bluc  sola* 
tion  is  obtained  which  acquires  a  deep  blue  color  by  the  addi- 
tion of  ammonia  in  excess. 

36.  Zinc  cyanide  [hydrocyanate  of  sine,  ptussiaie  of  wine). — 
A  white  powder  insoluble  in  water,  but  soluble  in  potassium 
cyanide,  ammonia  and  the  alkaline  sulphites.  The  fresher  it 
is,  the  more  readily  it  dissolves,  the  dried  product  dissolving 
with  difficulty.  Its  solution  in  potassium  cyanide  forms  potas- 
sium-zinc cyanide,  which  is  used  for  brass  baths. 
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Recognition, — By  evaporating  zinc  cyanide,  or  its  solution, 
with  an  excess  of  hydrochloric  acid  in  the  water-bath,  zinc 
chloride  remains  behind,  which  is  recog:nizcd  by  the  same  re- 
action given  under  zinc  chloride. 

37.  Silver  cyanide  (prussiate  or  hydrocyanate  of  silver), — A 
white  powder  which  slowly  becomes  black  when  exposed  to 
light.  It  is  insoluble  in  water  and  cold  acids,  which,  however, 
will  dissolve  it  with  the  aid  of  heat.  At  750°  F,  it  melts  to  a 
dark  red  fluid,  which^  on  cooling,  forms  a  yellow  mass  with  a 
granular  structure.  It  is  readily  dissolved  by  potassium  cya- 
nide, but  is  only  slightly  soluble  in  ammonia,  differing  in  this 
(respect  from  silver  chloride.  It  forms  a  double  salt  with  potas- 
sium cyanide— potassium-silver  cyanide — and  as  such  is  em- 
ployed in  the  preparation  of  silver  baths. 

38.  Potassium  ferro-cyanide  {yellow  prussiate  of  potash), — 
Jt  occurs  in  the  shape  of  yellow  semi-translucent  crystals  with 
•inothcr-of-pearl  luster,  which  break  without  noise.  Exposed 
to  heat  they  effloresce,  losing  their  water  of  crystallization,  and 
crumbling  to  a  yellowish- white  powder.  For  the  solution  of  i 
part  of  the  salt,  4  of  water  of  medium  temperature  are  required. 

[the  solution  exhibiting  a  pale  yellow  color.  It  precipitates 
rtiearly  al!  the  metallic  salts  from  their  solutions,  some  of  the 
[precipitates  being  soluble  in  an  excess  of  the  precipitating 
agent.  This  salt  is  not  poisonous.  It  serves  for  the  prepara- 
tion of  silver  and  gold  baths ;  its  employment,  however,  ofTer* 
ing  over  potassium  cyanide  no  advantages,  except  the  non- 
poisonous  properties  be  considered  as  such. 

Recognition, — When  the  yellow  solution  is  mixed  with  ferric 
chloride,  a  precipitate  of  Berlin  blue  is  formed ;  by  blue  vitriol 
solution  a  brown-red  precipitate  is  obtained. 


I 


VI.  Carbonates, 


39.  Potassium  carbonate  (potash). — It  is  found  in  commerce 
in  gray-white,  bluish,  yellowish  pieces,  the  colorations  being 
due  to  admixtures  of  small  quantities  of  various  metallic  oxides. 
When  pure  it  is  in  the  form  of  a  white  powder,  or  in  pieces  the 
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size  of  a  pea.  The  salt,  being  very  deliquescent,  has  to  be  kept 
in  well-closed  receptacles.  It  is  readily  soluble*  and  if  pure* 
the  solution  in  distilled  water  should  be  clear.  It  serves  as  an 
addition  to  some  baths,  and  in  an  impure  state  for  freeing  ob- 
jects from  grease. 

Recognition, — The  solution  effervesces  on  the  addition  ol 
hydrochloric  acid.  When  neutralized  with  hydrochloric  acid 
it  gives  with  platinum  chloride  a  heavy  yellow  precipitate  of 
platinic  potassium  chloride,  provided  it  be  not  too  dilute 

40.  Acid  potassium  carbonate  or  monopotassic  carbonate,  cvm* 
moiily  called  bicarbonate  of  potash, — Colorless,  transparent  crys- 
tals, which  at  a  medium  temperature  dissolve  to  a  clear  solution 
in  4  parts  of  water.  It  is  not  deliquescent;  however,  on  boil- 
ing its  solution  it  loses  carbonic  acid,  and  contains  then  only 
potassium  carbonate.  It  is  employed  for  the  preparation  of 
certain  baths  for  gilding  by  simple  immersion. 

41.  Sodium  carbonate  {washing  soda). — ^It  occurs  in  com- 
merce as  crystallized  or  calcined  soda  of  various  degrees  of 
purity •  The  crystallized  product  forms  colorless  crystals  or 
masses  of  crystals,  which^  on  exposure  to  air,  rapidly  effloresce 
and  crumble  to  a  white  powder.  By  heating,  the  crystals  also 
lose  their  water,  a  white  powder,  the  so-called  calcined  soda, 
remaining  behind.  Soda  dissolves  readily  in  water,  and  serves 
as  an  addition  to  copper  and  brass  baths^  for  the  preparation  of 
metallic  carbonates,  and  for  freeing  objects  from  grease,  the 
ordinary  impure  soda  being  used  for  the  latter  purpose. 

The  directions  for  additions  of  sodium  carbonate  to  baths 
generally  refer  to  the  crystallized  salt.  If  calcined  soda  is  to 
be  ysed  instead,  0.4  part  of  it  will  have  to  be  taken  for  1  part 
of  the  crystallized  product. 

42.  Sodinm  bicarbonate  {baking  powder). — A  dull  white 
powder  soluble  in  10  parts  of  water  of  68*^  F,  On  boiling,  the 
solution  loses  one*half  of  its  carbonic  acid,  and  then  contains 
sodium  carbonate  only. 

43.  Calcium  carbonate  (marble^  chalk). — When  pure  it  forms 
a  snow-white  crystalline  powder,  a  yellowish  color  indicating  a 
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content  of  iron.  It  is  insoluble  in  water,  but  soluble,  with 
effervescence,  in  hydrochloric,  nitric  and  acetic  acids.  In 
nature,  cakium  carbonate  occurs  as  marble,  limestone,  chalk. 

In  the  form  of  W/iVj>i^{  ground  chalk  carefully  freed  from  alf 
stony  matter)  it  is  used  for  the  removal  of  an  excess  of  acid  in 
acid  copper  baths,  and  mixed  with  burnt  lime,  as  an  agent  for 
freeing  objects  from  grease. 

44.  Copper  carbonate. — Occurs  in  nature  as  malachite  and 
allied  minerals*  The  artificial  carbonate  is  an  azure-blue  sub- 
stance, insoluble  in  water,  but  soluble,  with  effervescence,  in 
acids.  Copper  carbonate  precipitated  from  copper  solution  by 
alkaline  carbonates  has  a  greenish  color.  Copper  carbonate  is 
employed  for  copper  and  brass  baths  and  for  the  removal  of  an 
^excess  of  acid  in  acid  copper  baths. 

^^ftf^«Vi^w,— Dissolves  in  acids  with  effervescence ;  on  dip- 
ping a  riband  of  bright  sheet- iron  in  the  solution,  copper  sepa- 
rates   upon    the    iron.     On    compounding    the   solution    with 
mmonia  in  excess,  a  deep  blue  coloration  is  obtained. 

45.  Zinc  carbonate, — A  white  powder,  insoluble  in  water. 
The  product  obtained  by  precipitating  a  zinc  salt  with  alkaline 

arbonate   is  a  combination  of  zinc  carbonate  with  zinc  oxy-' 
hydrate.     It  serves  for  brass  baths  in  connection  with  potassium 

yanide. 

Recognition. -^In  a  solution  in  hydrochloric  acid,  which  is 
iormed  with   effervescence,  according  to   the   i*eactions  given 

nder  zinc  chloride  (27). 

46.  Nickel  carbonate. — A  pale  apple-green  powder,  insoluble 
1  water,  but  soluble,  with  effervescence,  in  acids.  It  is  em- 
loyed  for  neutralizing  nickel  baths  which  have  become  acid. 

Recognition. -^An  hydrochloric  acid,  it  dissolves,  with  effer- 
vescence, to  a  green  fluid.  By  the  addition  of  a  small  quantity 
of  ammonia,  nickel  oxyhydrate  is  precipitated,  which»  by  add- 
ing ammonia  in  excess,  is  redissolved,  the  solution  showing  a 
blue  color. 

47.  Cobaltoui  carbonate. — A  reddish  powder,  insoluble  in 
water,  but  soluble  in  acids,  the  solution  forming  a  red  Buid. 

42 
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VII.  Sulphatts  and  Sulphites. 

48.  Sodium  sulphate  [Glauber's  salt). — Clear  crystals  of  a 
slightly  bitter  taste,  which  effloresce  by  exposure  to  the  air. 
They  are  readily  soluble  in  water.  On  heating,  the  crystals 
melt  jn  their  water  of  crystallization,  and  when  subjected  to  a 
red  heat,  calcined  Glauber's  salt  rcmams  behind.  It  is  used  as 
an  addition  to  some  baths. 

49.  Ammonium  sulphate. — -It  forms  a  neutral,  colorless  salt^ 
which  is  constant  in  the  air^  readily  dissolves  in  water,  and 
evaporates  on  heating.  It  serves  as  a  conducting  salt  for 
nickel,  cobalt  and  zinc  baths. 

Recognition, — By  its  evaporating  on  heating.  A  concen- 
trated solution  compounded  with  platinic  chloride  gives  a  yellow 
precipitate  of  platoso-ammonium  chloride,  w*hile  a  solution 
mixed  with  a  lew  drops  of  hydrochloric  acid  gives  with  barium 
chloride  a  precipitate  of  barium  sulphate. 

50.  Potassium  aluminium  sulphate  (potash-alum), — Colorless 
crystals  or  pieces  of  crystals  with  an  astringent  taste.  It  is 
soluble  in  water,  12  parts  of  it  dissolving  in  100  parts  of  water 
at  the  ordinary  temperature.  On  heating,  the  crystals  melt» 
and  are  converted  into  a  white,  spong>'  mass,  the  so-called 
burnt  ahim.  Potash-alum  serves  for  the .  preparation  of  zinc 
baths  and  for  brightening  the  color  of  gold. 

Recognition, — On  adding  sodium  phosphate  to  the  solution 
of  this  salt  a  jelly-like  precipitate  of  aluminium  phosphate  is 
formed,  which  is  soluble  in  caustic  potash,  but  insoluble  id 
acetic  acid. 

51.  Ammonium'alum  is  exactly  analogous  to  the  above,  the 
potassium  sulphate  being  simply  replaced  by  ammonium  sul- 
phate. It  is  for  most  purposes  interchangeable  with  potash- 
alum.  On  exposing  ammonium-alum  to  a  red  heat,  the  ammo- 
nium sulphate  is  lost,  pure  alumina  remaining  behind.  Ammo- 
nium-alum is  used  for  preparing  a  bath  for  zincking  iron  and 
steel  by  immersion. 

Recognition, — The  same  as  potash-alum.  On  heating  the 
comminuted  ammonium-alum  with  potash-lyc,  an  odor  of  am- 
monia becomes  perceptible,  • 
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52.  Ferrous  sulphate  {sulphate  of  ir&n,  protosulphaU  of  iron ^ 
copperas y  green  vitriol), — Pure  ferrous  sulphate  forms  bluish- 
green,  transparent  crystals  of  a  sweetish  astringent  taste,  which 
readily  dissolve  in  water,  and  effloresce  and  oxidize  in  the  air. 
The  crude  article  forms  green  fragments  frequently  coated  with 
a  yellow  powder.  It  generally  contains,  besides  ferrous  sul- 
phate, the  sulphate  of  copper  and  of  zinc,  as  well  as  ferric  sul- 
phate. Ferrous  sulphate  is  employed  in  the  preparation  of 
iron  baths,  and  for  the  reduction  ol  gold  from  its  solutions. 

Recognition. — By  compounding  the  green  solution  with  a  few 
drops  of  concentrated  nitric  acid,  a  black-blue  ring  is  formed 
on  the  point  of  contact.  On  mixing  the  lukewarm  solution 
with  gold  chloride,  gold  is  separated  as  a  brown  powder,  which 
by  rubbing  acquires  the  luster  of  gold. 

53.  Iron-ammonium  sulphate, — Green  crystals  which  are  con- 
stant in  the  air  and  do  not  oxidize  as  readily  as  green  vitriol. 
100  parts  of  water  dissolve  16  parts  of  this  salt.  It  is  used  for 
the  same  purposes  as  green  vitriol. 

54.  Copper  sulphate  {cupric  sulphate y  blue  vitriol,  or  blue  cop- 
peras), — It  forms  large,  blue  crystals,  of  which  190  parts  of  cold 
water  dissolve  about  forty  parts,  and  the  same  volume  of  hot 
water  about  200  parts.  Blue  vitriol  which  does  not  possess  a 
pure  blue  color  but  shows  a  greenish  luster,  is  contaminated 
with  green  vitriol,  and  should  not  be  used  for  electro-plating 
purposes.  Blue  vitriol  serves  for  the  preparation  of  alkaline 
copper  and  brass  baths,  acid  copper  baths,  etc. 

Recognition . — By  its  appearance,  as  it  can  scarcely  be  mis- 
taken for  anything  else.  A  content  of  iron  is  recognized  by 
boiling  blue  vitriol  solution  with  a  small  quantity  of  nitric  acid> 
and  adding  ammonia  in  excess;   brown  flakes  indicate  iron, 

55.  Zinc  sulphate  {white  vitriol). — It  forms  small  colorless 
prisms  oi  a  harsh  metallic  taste,  which  readily  oxidize  on  ex- 
posure to  the  air.  By  heating  the  crystals  melt,  and  by  heat- 
ing to  a  red  heat  they  are  decomposed  into  sulphurous  acid 
and  oxygen,  which  escape,  while  zinc  oxide  remains  behind  as 
residue.      lOO  parts  of  water  dissolve  about  50  parts  of  zinc 
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sulphate  in  the  cold,  and  nearly  lOO  parts  at  the  boiltag-point. 
Zinc  sulphate  iseniployed  for  the  preparation  of  brass  and  zinc 
baths,  as  well  as  for  matt  pickHng. 

Recognition. — By  mixing  zinc  sulphate  solution  with  acetic 
acid  and  conducting  sulphuretted  hydrogen  into  the  mixture,  a 
white  precipitate  of  zinc  sulphide  is  formed.  A  slight  content 
of  iron  is  recognized  by  the  zinc  sulphate  solution,  made  alka- 
line by  ammonia^  giving  with  ammonia  sulphide  a  somewhat 
colored  precipitate  instead  of  a  pure  white  one.  However,  a 
slight  content  of  iron  does  no  harm. 

56.  Nickel  sulphate. — Beautiful  dark  green  crystals,  readily 
soluble  in  water,  the  solution  exhibiting  a  green  color.  On 
heating  the  crystals  to  above  536°  F,,  yellow  anhydrous  nickel 
sulphate  remains  behind.  Like  the  double  salt  described  be- 
low, it  serves  for  the  preparation  of  nickel  baths  and  for  coloring 
zinc. 

Recognition^ — ^By  compounding  the  solution  with  ammonia 
the  green  color  passes  into  blue.  Potassium  carbonate  pre- 
cipitates pale  green  basic  nickel  carbonate,  which  dissolves  on 
adding  ammonia  in  excess^  the  solution  showing  a  blue  color. 
A  content  of  copper  is  recognized  by  the  separation  of  black- 
brown  copper  sulphide  on  introducmg  sulphuretted  hydrogen 
into  a  heated  solution  previously  strongly  acidulated  with 
hydrochloric  acid* 

57.  Nickel-ammonium  sulphate, — It  forms  green  crystals  of  a 
somewhat  paler  color  than  nickel  sulphate.  This  salt  dissolves 
with  more  difficulty  than  the  preceding,  100  parts  of  water  dis- 
solving only  5.5  parts  of  it.  It  is  used  for  the  same  purposes  as 
the  nickel  sulphate,  and  is  also  recognized  in  the  same  manner^ 
The  following  reaction  serves  for  distinguishing  it  from  nickel 
sulphate:  By  heating  nickel  sulphate  in  concentrated  solution 
with  the  same  volume  of  strong  potash  or  soda  lye,  no  odor 
of  ammonia  is  perceptible,  while  nickel  ammonium  sulphate 
evolves  ammoniacal  gas  which  forms  dense  clouds  on  a  glass 
rod  moistened  with  hydrochloric  acid. 

$8,  Cobaltous  sulphate, — Crimson  crystals  of  a  sharp  metallic 
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taste.  The>'  are  constant  in  the  air  and  readily  dissolve  in 
water,  the  solution  showing  a  red  color.  By  heatnig  the  crys- 
tals lose  their  water  of  crystallization  without,  howev^er,  niclttng. 
and  become  thereby  transparent  and  rose-colored.  The  salt  is 
used  for  cobalt  baths  for  the  electro- deposition  of  cobalt  and 
for  cobalting  by  contact. 

Recogrtition. — In  the  presence  of  ammoniacal  salts,  caustic 
potash  precipitates  a  blue  basic  salt,  which  on  heating  changes 
to  a  rose-colored  hydrate  and,  by  standing  for  some  time  ill 
the  air,  to  a  green-brown  hydrate.  By  mixing  a  concentrated 
solution  of  the  salt  strongly  acidulated  with  hydrochloric  acid, 
with  solution  of  potassium  nitrate,  a  reddish-yellow  precipitate 
is  formed. 

59.  Cobalt-ammonium  sulphate. — This  salt  forms  crystals  of 
the  same  color  as  cobalt  sulphate,  which,  however,  dissolve 
more  readily  in  water. 

60.  Sodium  sulphite  and  bisulphite, — a.  Sodium  sulphite. 
Clear,  colorless,  and  odorless  crystals,  which  are  rapidly  trans- 
formed into  an  amorphous  powder  by  efflorescence^  The  salt 
readily  dissolves  in  water,  the  solution  showing  a  slight  alkaline 
reaction  due  to  a  small  content  of  sodium  carbonate.  It  is  em- 
ployed in  the  preparation  of  gold,  brass,  and  copper  baths,  fof 
silvering  by  immersion,  etc. 

Recognition. — The  solution  when  mixed  with  dilute  sulphuric 
acid  has  an  odor  of  burning  sulphur. 

b.  Sodium  bisulphite, — ^Small  crystals,  or  more  frequently  in 
the  shape  of  a  pale  yellow  powder  with  a  stron.g  odor  of  sul- 
phurous acid  and  readily  soluble  in  water.  Trte  solution  shows 
a  strong  acid  reaction  and  loses  sulphurous  acid  in  the  air<  It 
is  employed  in  the  preparation  of  alkaline  copper  and  brass 
baths. 

Both  the  sulphite  and  bisulphite  must  be  kept  in  well -closed 
receptacles,  as  by  the  absorption  of  atmospheric  oxygen  they 
are  converted  to  sulphate. 

61.  Cuprous  sulphite, — A  brownish-red  crystalline  powder 
formed  by  treating  cuprous  hydrate  with  sulphurous  acid  soiu- 
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ttori.  It  is  insoluble  in  water;  but  readily  soluble  in  potassium 
cyanide,  with  only  slight  evolution  of  cyanogen.  It  serves  for 
the  preparation  of  alkaline  copper  baths  in  place  of  basic 
acetate  of  copper  (verdigris),  blue  vitriol,  or  cuprous  oxide. 

VIII.  Nitrates. 

62.  Potassium  nitrate  {saltpetre,  nitre). — It  forms  large,  pris- 
matic crystals,  generally  hollow,  but  also  occurs  in  commerce 
in  the  form  of  a  coarse  powder,  soluble  in  4  parts  of  water  at  a 
medium  temperature.  The  solution  has  a  bitter,  saline  taste 
and  shows  a  neutral  reaction.  Potassium  nitrate  melts  at  a  red 
heat,  and  on  cooling  congeals  to  an  opaque,  crystalline  mass. 
It  is  employed  in  the  preparation  of  desilvering  pickle  and  for 
producing  a  matt  luster  upon  gold  and  gilding.  For  these 
purposes  it  may,  however,  be  replaced  by  the  cheaper  sodium 
nitrate,  sometimes  called  cubic  nitre  or  Chile  saltpetre. 

Recognition  .—A  small  piece  of  coal  when  thrown  upon  melt- 
ing saltpetre  burns  fiercely.  When  a  not  too  dilute  solution  of 
saltpetre  is  compounded  with  solution  of  potassium  bitartrate 
saturated  at  the  ordinary  temperature,  a  crystalline  precipitate 
of  tartar  is  formed. 

63.  Sadium  nitrate  {cubic  nitre  or  Chile  saltpetre). —  Color- 
less crystals,  deliquescent  and  very  soluble  in  water;  the  solu- 
tion shows  a  neutral  reaction.  It  is  used  for  the  same  purposes 
as  potassium  nitrate. 

64.  Metcurous  nitrate. — It  forms  small,  colorless  crystals, 
which  are  quite  transparent  and  slightly  effloresce  in  the  air. 
On  heating,  they  melt  and  are  transformed,  with  the  evolution 
of  yellow-red  vapors,  into  yellow-red  mercuric  oxide,  which, 
on  further  heatinj^,  entirely  evaporates.  With  a  small  quantity 
of  water,  mercurous  nitrate  yields  a  clear  solution*  By  the 
further  addition  of  water  it  sHows  a  milky  turbidity,  which, 
however,  disappears  on  adding  nitric  acid.  It  is  employed  for 
quicking  the  zincs  of  the  cells,  and  the  objects  previous  to 
silvering,  and  for  brightening  (with  subsequent  healing)  gilding. 
For  the  same  purpose  is  also  used: 
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65,  Mercuric  nitrate  {nitrate  of  mercury), — ^This  salt  is  ob- 
tained with  difficulty  in  a  crystallized  form.  It  is  generally 
•sold  in  the  form  of  an  oily,  colorless  liquid  which,  in  contact 
with  water,  separates  a  basic  salt.  This  precipitate  disappears 
upon  the  addition  of  a  few  drops  of  nitric  acid,  and  the  liquid 
becomes  clear. 

Recognition. — A  bright  riband  of  copper  dipped  in  solution 
of  mercurous  or  mercuric  nitrate  becomes  coated  with  a  white 
amalgam,  which  disappears  upon  heating. 

66.  Silver  nitrate  {innar  caustic). — This  salt  is  found  in  com- 
merce in  three  forms:  Either  as  crystallized  nitrate  of  silver 
in  thin,  rhombic,  and  transparent  plates ;  or  in  amorphous, 
opaque,  and  white  plates  of  fused  nitrate;  or  in  small  cylinders 
of  a  white,  or  gray,  or  black  color,  according  to  the  nature  of 
the  mould  employed,  in  which  form  it  constitutes  the  lunar 
caustic  for  surgical  uses.  For  our  purposes  only  the  pure* 
crystallized  product,  free  from  acid,  should  be  employed.  The 
crystals  dissolve  readily  in  water.  In  making  solutions  of  this 
and  other  silver  salts,  only  distilled  water  should  be  used ;  all 
other  waters,  owing  to  the  presence  of  chlorine,  produce  a 
cloudiness  or  even  a  distinct  precipitate  of  silver  chloride. 
When  subjected  to  heat  the  crystals  melt  to  a  colorless,  oily 
fluid,  which,  on  cooling,  congeals  to  a  crystalline  mass.  Silver 
nitrate  is  employed  in  the  preparation  of  chloride  and  cyanide 
of  silver  for  silver  baths*  The  solution  in  potassium  cyanide 
may  also  be  used  for  silver  baths.  The  alcohohc  solution  is 
employed  for  metallizing  non-conductive  moulds  for  galvao- 
oplastic  deposits. 

Recognition. — Hydrochloric  acid  and  common  salt  solution 
precipitate  from  silver  nitrate  solution  silver  chloride,  which 
becomes  black  on  exposure  to  the  light,  and  Is  soluble  in  am- 
monia. 


IX.  Phosphates  and  Pyrophosphates, 

67.  Sodium  phosphate. — ^^Large,  clear  crystals,  which  readily 
effloresce,  and  whose  solution  in  water  shows  an  alkaline  reac- 
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tion*  It  is  employed  in  the  preparation  of  gold  baths  and  for 
the  production  of  metallic  phosphates  for  soldering. 

Recognition, — ^The  dilute  solution  compounded  with  stiver 
nitrate  yields  a  yellow  precipitate  of  silver  phosphate. 

^,  Sodium  pyrophosphate, — It  forms  white  crystals,  which 
are  not  subject  to  efflorescence,  and  arc  soluble  in  6  parts  of 
water  at  a  medium  temperature ;  the  solution  shows  an  alkaline 
reaction.  Sodium  pyrophosphate  also  occurs  in  commerce  in 
the  form  of  an  anhydrous  white  powder,  though  it  may  here  be 
said  that  the  directions  for  preparing  baths  refer  to  the  crystal- 
lized salt.  It  is  employed  in  the  preparation  of  gold,  nickel, 
bronze,  and  tin  baths. 

Recognition. — The  dilute  solution  compounded  with  silver 
nitrate  yields  a  white  instead  of  a  yellow  precipitate. 

69.  Ammonium  phosphate, — A  colorless  crystalline  powder 
quite  readily  soluble  in  water ;  the  solution  should  be  as  neutral 
as  possible.  A  salt  smelling  of  ammonia,  as  well  as  one  show- 
ing an  acid  reaction,  should  be  rejected.  It  is  employed  in  the 
preparation  of  platinum  baths. 

X.  Salts  of  Organic  Acids, 

70.  Potassium  bitartrate  {erf am  of  tartar^. — ^Thc  pure  salt 
forms  small  transparent  crystals,  which  have  an  acid  taste,  and 
arc  slightly  soluble  in  water.  The  commercial  crude  tartar  or 
srgiil,  which  is  a  by"^-product  in  the  wine-industry,  forms  gray 
or  dirty- red  crystalline  crusts.  In  a  finely  powdered  state,  puri- 
fied tartar  is  called  cream  of  tartar.  It  is  employed  for  the 
preparation  of  the  whitening  silver  baths,  for  those  of  tin,  and 
lor  the  silvering  paste  for  silvering  by  friction*  and  in  scratch- 
briiiUiing  di^crcnt  deposits. 

^1.  Potassium- sodium  tartrate  {Rochelle  or  SeigneUe  salt), — 
Clear  colorless  crystals,  constant  in  the  air,  of  a  cooling,  bitter, 
saline  taste,  and  soluble  in  2.5  parts  of  water  of  a  medium  tem- 
perature. The  solution  shows  a  neutral  reaction.  This  salt  i 
employed  in  the  preparation  of  copper  baths  free  from  cyanide, 
as 'Well  as  of  nickel  and  cobalt  baths,  which  are  to  be  decom- 
posed in  the  single  cell  apparatus. 
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Recognition. — By  the  addition  of  acetic  acid  the  solution 
yields  an  abundant  precipitate  of  tartar. 

72.  Antimony-potassium  tartrate  {tartar  emetic), — A  white 
crystalline  substance,  of  which  100  parts  of  cold  water  dissolve 
5  parts,  while  a  like  volume  of  hot  water  dissolves  50  parts. 
The  solution  shows  a  slightly  acid  reaction.     The  only  use  of 

is  salt  is  for  the  preparation  of  antimony  baths. 

Recogttition, — The  solution  of  the  salt  compounded  with  sul- 
phuric, nitric,  or  oxalic  acid  yields  a  white  precipitate,  insoluble 
in  an  excess  of  the  cold  acid.  Sulphurretted  hydrqgen  imparts 
to  the  dilute  solution  a  red  color.  Hydrochloric  acid  effects  a 
precipitate,  which  is  redissolved  by  the  acid  in  excess. 

75.  Copper  acetate  {verdigris), — It  is  found  in  the  market  in 
the  form  of  dark  green  crystals  showing  an  acid  reaction,  or  as 
a  neutral  bright  green  powder. 

The  crystallized  copper  acetate  forms  opaque  dark  green 
risms,  which  readily  effloresce,  becoming  thereby  coated  with  a 
pale  green  powder.  They  dissolve  with  difficulty  in  water,  but 
readily  in  ammonia,  forming  a  solution  of  a  blue  color.  They 
dissolve  readily  also  in  potassium  cyanide  and  alkaline  sulphites. 

The  neutral  copper  acetate  forms  a  blue-green  crystalline 
powder,   imperfectly  soluble   in  water,  but  readily  soluble   in 
mmonia,  forming  a  solution  of  a  blue  color. 

Copper  acetate  is  used  for  preparing  copper  and  brass  baths, 
for  the  production  of  artificial  patinas,  for  coloring,  gilding,  etc. 

Recognition, — On  pouring  sulphuric  acid  over  copper  acetate, 
a  strong  odor  of  acetic  acid  is  noticed  ;  with  ammonia  it  yields 
a  blue  solution. 

I  74.  Lead  acetate  {sugar  of  lead). — Colorless  lustrous  prisms 
or  needles  of  a  nauseous  sweet  taste,  and  poisonous.  The  crys- 
tals effloresce  in  the  air,  melt  at  104^  F.,  and  are  readily  soluble 
in  water,  yielding  a  slightly  turbid  solution.  Lead  acetate  is 
employed  for  preparing  lead  baths  (Nobili's  rings)  and  for 
coloring  copper  and  brass. 

Recognition. — By  compounding    lead    acetate    solution  with 
otassium  chromate    solution,  a  heavy  yellow    precipitate  .oi 
lead  chromate  is  formed. 
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75.  Sodium  citrate, — Colorless  crystals,  presenting  a  moist 
appearance,  which  are  readily  soluble  in  water;  the  solution 
should  show  a  neutral  reaction.  This  salt  is  employed  in  the 
preparation  of  the  platinum  bath  according  to  Bottger's  for- 
mula, and  as  conducting  salt  for  nickel  and  zinc  baths. 


APPENDIX. 
Contents  of  Vessels. 

To  find  the  number  of  gallons  a  tank  or  other  vessel  will 
hold,  divide  the  number  of  cubic  inches  it  contains  by  231. 

If  rectangular,  multiply  together  the  length,  breadth  and 
depth. 

If  cylindrical,  multiply  the  square  of  the  diameter  by  0.7854, 
and  the  product  by  the  depth. 

If  conical,  add  together  squares  of  diameters  of  top  and 
bottom,  and  the  product  of  the  two  diameters.  Multiply  their 
sum  by  0.7854,  and  the  resulting  product  by  the  depth. 
Divide  the  product  by  3. 

If  hemispherical,  to  three  times  the  square  of  the  radius  at 
top  add  the  square  of  the  depth.  Multiply  this  sum  by  the 
depth  and  the  product  by  0.5236. 

Avoirdupois  Weight. 


I  Pound 
I  Ounce 
I  Dram* 


Ounces. 


16 
I 
0.063 


Drams. 


16 


=  Grains. 


7,000 

437.5 
27-34 


Grams. 


453-25 

2«.33 

1.77 


Troy  Weight, 

\ 
=  Ounces.     '        =  Dwt. 

=  Grains. 

=  Grams. 

J  Pound  ••••••• 

I  Ounce 

J  Pennyweight.. 

0.05 

240 
20 

5.760 

372.96 
'.55 

(667) 
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iMferuU  Fluid  Me 


1  1  ?i 

iJ 

1 

1 

1 

fi 

^ 

i 

1 

d 

:ar.::::::::: 
JSSaS^::: 

1.     :    !s 

t 

I 

1, 

■a 

To^i^  i/  C/jb^  Numerical  Data, 


M37«> 
39.37000 


1000  " 

{      35-«75}m^ 


I  tray  poMid 
I 


I  troy 

I 


I  tray  pciiBjfwci|pl 


(ori6ofl«id1        ^       ^j^   I  kilofrMi  eqiMli 
Muices)eqiub    /        ^  ii  liter  of 

ifilkm  "  ^7-276  cttbk  ins.    I  cubic  iodi  of  water 


ipiat  (or  ao  fl«d>     ^^^^       , 

1.733       " 
61^24       ** 


\)  equali 
I  fluid  ounce    ** 
ilitcr  ** 

I  aToifdupoM  poundf  \ 


I  cubic  centimeter  of ' 

water  equab 
I  kilogram  cqaab 


7000. 


5760. 
437'S 


«7-3* 

M- 

«M3 
IS432. 
■543a- 

I. 
35-a74 
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m 


M    »^   M    V    n  ^<lO    tS-  *!% 


srrs*^ 


5 

I 


J 

i 


•? 


mi ' 

S^"-s  I 


M    H    H    •< 


dOCOOOOOOOb  GO  M  M  H  4  «  n  (*  tnoD  M  T  r^  E  m  «nS  r^^O  «n  ^to 
****'■ *•  *•'  M*  «i  ft  (I  n  iftw  w  ■«■* 


5^5 


M     M     H      M     ^<C  00      »•     tn   I 


fw  a  m  rw  •»  tA  o  »a  »  m  •-.  o  •*  »^  >*  Y«a  ••  ♦  »  •♦oe  -5r».«  K-t0  H  r*.-^  aw 


tft  tf  I*.*©   ^  1*1  *•   O   ^  ^^l*   »*«  ▼O   irtM  *^rt  »■•  «B  «^iO  3 
h  »^  M  »<nMCO  'r-i  t^m<Nw  »ft  ^  »n  ti  o  ■♦<©  ti.  »^  ^  e  tA 


t:K2^«  R^i?$,8  S>8  ^8  S.8  S.S  0  8  8  ?y  y^^t -* '•?* 

».   a    H   m  ■*iii    »*.  0»  0    M    m«At»iQ   At^^^oe    -TCT'SiB    ?VQ   *»H 


O  ••  «^'*<t  r*»0 


606^00^00^  -MM  f^^  ♦  *o  trk'^  S  ^^  S  GO  vn  -  ep  ^  »  rn<£ 


sU 


«i  n  mMftvs—  M» 


s*??!: 


-ill 


0^  n   M   f^  «f  iri«<k   »«.«>   9>  0 


M  9  m  «  My«  »sae  >  o 


ss^^Aj^  as  21^111 


ea 
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Imperial  Fluid  Measure. 


CO 


t  V^MR X  a  40 

V  ^tt.     Okj  r  -  ao 

■^4B$  a.05  t 

a^j«9Jt  OAote       Oi.ta5 

•akjeoaj  0.0001  j     o.ooat 


1^ 

:i 

CQ 

as 

1 

laSo 

76,800 

3ao 

i9,aoo 

x6o 

9,600 

8 

480 

t 

60 

0.0167 

' 

d 


70,000  977.»76 
69.|io 
34.6S9 


8,750 


437-5 
54.7 
0.91 


«.733 

0.9Z7 


4.54« 
x.r 

O.J 

o.oa8 
0.0035 


.0184 


0.0036  0.00006 


"il 


4.S4X 
I.I35- 


SS-5 

0.59 


e|Mli 


t 

I  « 

tl 
t  M 


I  (gttttfa  **  377.276  cubic  ins. 


-03937' 

inches. 

.39370 

M 

3-93700 

<« 

39.37000 

M 

I             grmm. 

1000 

M 

v.Hmce*'  <\{Udu» 


I  iu«*  *  61.024       ** 


Table  of  Useful  Numerical  Data, 

I  troy  poond  equals 
I  avoirdupois  ounce) 

equals  / 

I  troy  ounce  eqnab 
'  avoirdupois  dnn.  \ 

equals  J 

I  troy   pennyweight  1 

equals  J 

I  gram  equals 
I  kilogram  equals 
I  liter  of  water  equals 
I  cubic  inch  of  water  ) 

equals  / 

I  cubic  centimeter  of  \ 

water  equals       / 
I  kilogram  equals 


{   3s.»7s}:z:j:' 


7000. 


grains. 


57^- 
437.5 
480. 
27.34 


15-43 
1543a. 
»5432. 

252.5 


grams. 


I.        gram. 

35.274  avoir- 
dupois  Off. 
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H}J 


Jit 

^  V  S 

-     o 


n5?1|f??H^??S«5H::H|?iHi4iHI5 


I 

i 


■5 


J 

J 


'^  m  m  **  *h 


Pa 

o 


8  8l?isS§?irH 
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III 
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^1 


-«!>•* 


„-3      C 
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d  ^   <*)  ■*'^  OB    d^  •^    I 


4>oe  ti.iA* I 


r>  M  **  a^  m  ««  00  4^  ••  r^  <#40  n 


3  l-t 


!::S2^'g  SSJS'^SS.g  ag  &8  5,8  S,S  3  8  B  S"?  Jf  S^'*  n-S  yr»« 


ti^ 


ri 


o  8  &  0  o  a  q  q  O  o  0  •*  <*  n  k>  «^  *  *^  ■^•c  nq>>nAaa«ri»*oB'vCh  x^oS  n  ttt 

ta   »  I*  f>M9 


=  C4 


ii 
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h 


u«| 


o'm  ei  jfi  »  wo  t>%oo  &  a 
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From  the  above  table  any  ordinary  conversions  up  to  2ocx>  units  may  be  readilf 
made.  For  example:  It  is  required  to  find  the  number  of  cubic  centimeters  equ^l 
to  Z728  cubic  incbcs. 

172S  =  1000  -i-  700  4-  20  -j-  8  cubic  inches. 
But  a  reference  to  the  sixth  column  abows  that 

1000  cubic  inches  ^^^  16,385.92  cubic  ccnttmeters, 
700  "  =  1 1,470,10      "  ♦♦ 

20  "  =       327.72      **  •• 

8         "  —       131.09      "  " 


Add  together,,  and  1728 


=  28.314.S3     ** 


Table  of  Solubilities  of  Chemical  Compounds  Commonly  Used  in 
Electro-  Technics, 


Names. 


Acid  potassium  carbonate  (bicarbonate  of 
potash) 

Aluminmm  chloride 

AlumiRium  sulphate  (calculated  to  anhydroui 
salt) 

Ammonium  alum .,...,.,, * 

Ammonium  chloride 

Ammonium  sulphate > *..* 

Atitimany  potassium  tartrate  (tartar  emetic)  . 

Arsenious  acid ••... *..*.. 

Boric  acid  • 

Cadmium  chloride,  crystallized 

Cavimium  sulphate 

Chromic  acid .., 

Citric  acid  - 

Cobalt  ammonium  sulphate  (calculated  to  an* 
hydrous  salt) .,,... 

Cobalt  sulphate  (calculated  to  anhydrous  salt") 

Copper  aceiate  (verdignsj  neutral  .......... 

Copper  chloride 

Copper  sulphate  (blue  vitriol)  crystalli/ed . . . . 

Ferrous  sulphate  (green  vitriol,  copperas) 

(jold  chloride 

Gold  cyanide 

Lead  acetate  (sugar  of  lead) 

Lead  nitrate.  >..... 

Magnesium  sulphate  (  Epsom  salt) 

Mercuric  cblohdc  (corrosive  sublimate) 

Mercuric  nitrate 

Mercuric  sulphate 


Soluble  in  100  parts  by  weight  of 
water  at 


50°  F. 
Parts  by  weight. 


33 
400 

35 
9 

73-6 

4 

140 

95 
very  soluble 


21 2«*  F. 
Farts  by  weight 


45  at  icS^*  F. 
very  soluble. 

4*2 

73 

-       97-5 
28  at  167'  F. 

9.5 
29 
149 

ao 

▼cry  solttl 

very  lolubtc. 


ohn^^^ 


1 1.6 

43.3  *t  v(,f  r. 

63,7  at  158^  F. 

30.5 

7-4 

20 

soluble 

very  stiluble. 

37 

«03 

t)i 
soluble 

J^. 

very  soluble 

very  soluble. 

r' 

very  soluble. 

'39 

3;.5 

7»'S 

6.57 

54 

dccompoiable 

decomposable. 

decomposable 

decomposable. 
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Tahie  of  SoiubiHties  of  Chemical  Compounds  Commonly  Used  in 
Electro-Technics, — Continued, 


Names. 


Mercurous  nitrate 

MercurouB  iulphate. 

Nickel-ammonium  iolphate  (calciJated  to  an- 
hydrous salt) ^ 

Nickel  chloride,  crystallized 

Nickel  nitrate,  crystaUlzed. 

Nickel    sulphate    (calculated    to    anhydrous 
salt) 

Platinic  chloride 

Platoso-ammoniuni  chloride 

I        Potassiumalummium  sulphate  ^potash  alum), 

cryslalliicd 

I       Potassium  bitartrate  (cream  of  tartar). 

^^^otaasium  carbonate  ( potash  J 

^^Motassium-copper  cyanide  ....*•.......■•.. 

^^^Dtaisium  cyanide 

'      Potassium  dichromatc 

Potassium  ferrocyaoide  (yellow  prusdate  of 
potash) ..•«••«•••■«.• 

Fotassium-gold  cyanide  ...••>••••■••««■... 

Pota^fiitm)  nitrate  (saltpetre) .».•••••*, 

Potassium  permanganate...*.*    •.* 

Potassiura'siWcr  cyanide 

Potaudttio^'iodium  tartrate  (RocheHe  or  Seig- 
oette  salt) 

PotasBiiuD  sulphide  (liver  of  sulphur)  ....... 

Potasaiuni-iinc  cyanide 

Silver  nitrate  (lunar  caustic) I 

SodiutD  bisulphite 

Sodium  carbonate,  anhydrous  (calcined  soda) 
Sodium  carbonate  (crystallized  soda)  ....... 

Sodium  chloride  (common  salt) 

Sodium  dicbromate 

Si.dium  hydrate  (caustic  sotfa) 

I        Solium     hyposulphite,    sodium    thiosulphatc 

(^diibydrous  salt) 

Sodiam  phosphate * .* 

SodiUm  pyrophosphate  .................... 

Sodium  Kulphitc  ( Glauber's  salt) 

Sodium  sulphite  (neutral),  crystalli;tc<l  *..... 
' ^c  chloriile  .  «•< .. « «•■•••••••■«•*•  « «» 

iiis  chloride  (tin  salt)  ■••••»>•» 

tI 


Soluble  in  100  parts  by  weight  of 
water  at 


50OF. 
Parts  by  weight. 


21 2°  F. 
Parts  by  weight. 


slightly  soluble        slightly  soluble, 
very  slightly  soluble    decomposable. 


ic  (white  vitriol),  crystalliied 


3-2 

28.6 

50  to  66 
slightly  soluble 

very  soluble. 

slightly  soluble. 

374 

62  at  158^  F. 

soluble 

very  soluble. 

a65 

i,aS 

9.8 

357-5 

0.4 

6.9 

109 

156 

94 

»S4 

soluble 

decomposable. 

8^ 

98 

as 

5° 

soluble 

soluble. 

21. t 

247 

6.4S 

very  soluble. 

12.5 

100 

58 

very  soluble. 

very  soluble 

very  soluble. 

*^         or. 

7«"5    .. 

122  at  32^  F. 

714  at  185''  F. 

227  at  67^  F. 

1 1 1 1  at  230°  F. 

very  soluble 

very  soluble. 

12 

^^           r   «. 

40 

540  at  319.2=^  F. 

36 

40.7  at  215.6"^  F. 

ioS>3 

163 

96.1 

213 

65 

102  at  140^  F. 

20 

150 

6.8 

93 

9 

42.5 

i^fuble 

100 

soluble. 

271 

dect»raposable. 

125.7 

343.3 

300 

very  soluble. 

138.2 

653.6 
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Cant$nt  of  MHal  in  iki  M^st  Commonly  Used  Mttalik  Salts. 


Metallic  Combination. 


Cobalt-ammonium  sQlphate^  crystatltzed . . 

C  obalt  chloride 

Cobalt  sulphate,  crystanired ..«.*. 

Copper  acetate,  crystaUued  (verdigris)  ••  < 

Capper  carbonate ...*. 

Copper  chloride,  crystailif ed •< 

Copper  cyanide .# •  —  ............ 

Copper  oxide,  black 

Copper  sulphate  (blue  vitriol),  crystallited 

Cuproui  oxide  ....» 

Ferrous  tutphale  (green  vitriol),   crytUj 

li/cd •, 

CJold  chloride  (brown),  technical. •  • 

Gold  chloride  (orange), technical > 

Iron-ammonium  sulphate,  co'staJUied .  *  <  < 
Lead  acetate  (sugar  of  lead),  crjstalliicd. 

Lead  nitrate,  crystallized ••-•••••», 

Mercuric  chloride. .  ......«••*•••« 

Blercurous  nitrate • 

Nkkel-ammonium  sulphate,  crystallized  .. 
Mickel     carbonate,   basic     (separated    at 

212°   F.) 

Nickel  chloride,  crystallized >  • 

Nickel  chloride,  anhydrous ••■•« 


-ZBi 


FOKMVLJl. 


(NH,),Co(SO;),  ^  6H,0 
CoCt^6H,0 


Cn(< 
aCu 


I  o 

> 
l.O 


CuO 


Nickel  hydiatc - - 

Nickel  nitrate,  crystallized 

Nickel  oxide •. 

Nickel  sulphate,  crystallized • 

Platinic  chloride 

Platosoaromonium  chlonde 

Putassium<€opper     cyanide,     crysialltsedy 

technical * 

Potasatum  mercuric  cyanide 

Potaisium'silvcr  cyanide,  crystallized. ..  • 
Potassium-zinc  cyanide,  crystallized . . .  •  • 

Silver  chloride 

Silver  cyanide •• 

Silver  nitrate,  crystallized .•••■•,••   •••, 

Stannous  chloride  (tin>«alt)  ^c** 

Zinc-ammooium  chloride*. .«•*••**••  •• 

Zinc  carbonate «•«.««••••»**««.• 

Zinc  chloride... .»•••••••••••• 

Zinc  cyanide •  . 

Zmc  sulphate  (white  vitriol),  crystallu«d* 


CuSO,+5H,0 
Cu,0 

FeSO,  +  7H,0 

AuClj^  xag 

AttO^-f »  ag 

(Nn,)FerS(3J,^6H,0 

Fb(C,H,0,),  *  3H/j 

Pb(N6,}, 

HkCI, 

Hg,(NO.), 

CNH,),Ni(SO,|,+6H/D 

NiCO,4NiO,  cHjO 

NiCl-f6lLO 

NiCL 

Ni(0H)«4H,0  (sepnmteai 
at  212°  FO  / 

Ni(N<%),-FMi,0 
N,,0, 
NiS<\-i  711,0 
PtCl,4cH,0 
(NH,\hCl. 

K 
K 

K  /tp  lN  I 
■  Ag<..l 
AgCN 
AvKn. 

Srv  '  '     ■ 

NH, 


Zii50 


i'niitO 


1'^ 


14.6s 
24-68 
30.9a 
31.87 

ao.14 

Isotos* 

481049 

14.63 

54.S7 

62.51 

79*36 

57-87 
34^1 
4S-P 

*W4 

•8^7 
71.00 

45.^ 
4J.9" 

38J1 
53.56 

t& 

52-45 

4744 
12.73 


I 
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Table  Showing  the  Electrical  Resistance  of  Pute  Copper  Wire 
of  Various  Diameters, 


Number  of 

No.  of 

No.  of  wire. 

feet  required 

No.  of  wire, 

feet  re()ttired 

Binningbam 

Resistance  of 

to  give 

Birmingham 

Resisunce  ol 

to  give 

wire  gauge. 

I  foot  in  ohms. 

resiiitance 

wire  gauge. 

t  foot  in  ohms. 

resistance 

of  I  ohm. 

;i 

of  X  ohm. 

0.0000516 

19358 

0.00316 

316.I 

000 

0.0000589 

16964 

0.00443 

225.5 

00 
0 

0.0000737 
0.0000922 

13J62 
10857 

19 
20 

0.00603 
0.00869 

165.7 

I 

O.COOII8 

8452.6 

21 

0.01040 

2 

0.000132 

7575-1 

22 

0.01358 

73.6 

3 

0.000159 
0.000188 

6300.1 

23 

0.01703 

58.7 

4 

53'9.9 

24 

0.02200 

45-5 

5 

0.000220 

4545-9 
3»70-3 

25 

ox>266i 

37-6 

6 

0.000258 

26 

0.03286 

30.4 

\ 

0.000329 

3043-4 

% 

0.04159 

24.0 

0.000391 

2557.1 

0.05432 

184 

9 

0.000486 

r^. 

29 

0.06300 

15-9 

10 

0.000593 

30 

0.07393 

13.5 

II 

12 

0^1^ 

'352-5 
II  16.0 

3< 
32 

0.10646 
0.13144 

9-4 
7.6 

13 

O.OOI180 

847.7 

33 

0.16634 

6.0 

14 

0.001546 

647.0 

34 

0.21727 

4.6 

;i 

0.002053 

487.0 

li 

042583 

2.4 

0.002520 

396.8 

0.66537 

1-5 

Resistance  and  Conductivity  of  Pure  Copper  at  Different 
Temperatures. 


Centigrade 
temperature. 

ResisUnce. 

Conductivity. 

Centigrade 
temperature. 

[ 
Resistance.      '    Conductivity. 

0-^ 

1.00000 

1.00000 

16° 

1.06168        1 

94190 

I 

1. 0038 1 

.99624 

17 

1.06563 

93841 

2 

1.00756 

•99250 

18 

1.06959 

93494 

3 

IOII35 

.98878 

19 

1.07356 

93148 

4 

1-01515 
1. 01 896 

.98508 

20 

1.07742 
1. 081 64 

92814 

5 

.98139 

21 

92452 

6 

1.02280 

•97771 

22 

'-C8553 

92121 

\ 

1.02663 
1.03048 

.97406 
.97042 

23 
24 

1.08954 
1.09365 

91782 
91445 

9 

103435 

.96679 

25 

1.09763 

91 1 10 

10 

1.03822 

.96319 

26 

i.ioi6i 

90776 

II 

1.04199 

•95970 

^l 

1. 10567 

.90443 

12 

1.04599 

.95603 

28 

::;:ii^ 

.90113 

13 

1.04990 

-95247 

29 

89784 

14 

1.05406 

.94893 

30 

1.11782 

.89457 

15 

1.05774 

.94541 

43 
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^^k 

Weight  of  Iran,  Copper,  and  Brass  Wire  and  Plates 

^H 

^^^f 

(Diameters  and  thickness  delermincd  by  American  gauge.) 

J 

^^^^^ 

WeiCKT  OF  WIRE  PKR  looo 

WaicHT  uF  ruATss  rmM           ^^^| 

^^^^^^HMo«of 

Siic  of 
each 
No. 

UKKAL  FE8T. 

SQUAKC  FOrvr. 

__^_^H 

Wro'l 
iron. 

Steel. 

Copper. 

Brasi, 

iron. 

1 
Sted.    1  Capper. 

tnm^^ 

Inch. 

Um, 

Um. 

IM. 

Lht, 

L64, 

Lit,     1     IM, 

~u.~ 

^^^^^^^^^fiOGO 

.46000 

J^a 

566.03       640.5* 

605.18 

17,35 

17.48 

30.8J8 

>,.M^ 

^^^^V 

.409^ 

448.  B8        507.9s 

479-91 

15.3615 

15.5665 

18.557 

•im^H 

^^^^H 

.3<^8o 

359  66 

355,99        403.83        38067 

13.68 

tj.B6l4 

i6.5»S 

<s«q^| 

^^^^^H 

.39486 

279.67 

283.30 

319.45       301.82 

13,1833 

i».3447 

M^7'6 

n.'H^m 

^^^^^B 

.38930 

iai.|9       393.89 

aS3-14 

r4:K 

10.84B8 
9.6611 
86033 
7,66iS 

10.9934 

13.105 

"'•S 

^^^^^B 

■a5763   ' 

t/sio 

177-5S 
•  40.&0 

300,91 

87899 
i.7180 

11.671 

u.aay^" 

^^^H 

.»»94a 

139.48 
no  6a 

159.33 

150.53 

10.393 

o.8i9» 
87445 

^^^^H 

.90431 

111.66 

» 36.35 

119.3B 

7.7638 

9-»55a 
8.3419 

^^^H 

.««194 

87,790 

88.543 

100.30 

94.666 

6,8338 

6.9137 

7.78? 

^^^H 

,tfi«ka 

69-565 

To.aai 

79.46a 

7507s 

6,0758 

?::j2 

73395 

6.9345 

^H 

.14438 

55.165 

55.685 

63.013 

59  545 

4.8184 

tus 

6.l75» 

.iv»849 

437S> 

44.164 

49-976 

47,319 

4.88*6 

S.4W4 

^^^^B 

"441, 

34.699 

35.oa6 

39.636 

5J:Ji; 

4.3911 

JiJJi 

5.1837 

4^ 

^^^^H 

.101B9 

97.5" 

»7  77" 

31.436 

3.8*39 

♦.6156 

»^ 

^^^^B 
^^^^B 

XUJ 

ai.8« 
17-304 

>».036 

17  468 
13851 
10.989 

19. 7S 

;i;i;i 

3.40.8 

30303 

3.448« 
3.0707 

♦.1106 
3.6606 

!lP 

^^^H 
^^^^B 

S 

.■IIU 

»S.674 

14.809 
11.746 

3.6985 
a.  4033 

a.7345 
343« 

3.3598 
3.9030 

i;3 

^^^H 

8.631 

8.71* 

9.3*5 

3.1401 

s.t686 

3.585a 

•.44»5 

^^H 

.osoa»o 

6-845 

t!^ 

7.B<9 
6.199 

?:is; 

1.9058 

1.93" 

9.3031 

»-i75> 

^m 

.045*57 

5.4<7 

1.6971 

1.7198 

S.050I 

^n 

.040303 

4304     1     4  344 

X 

t:aj 

1  5114 

«.S3»S 

i8»57 

1.735 

^^^^B 

.0358^ 

1:5:1 

3.445 

::f5iS 

1.363B 

1.6358 

1.5361 

^^^^H 

.©3*961 

a.734 

3.094 

a.9»o 

U14S 

1.4478 

136,9 

^^^^H 

.038469 

a.147 

a.167 

•.4S» 

■I'l 

t.0673 

1.0816 

x.aSo3 

usi8a 

^^^^^K 

,085347 

1.703 

1.719 

I.94S 

t.l3§ 

.95051 
.84641 

if 

1.148a 

*iJ2« 

^^^H 

.o»jjyi 

t  350 

1.363 

t.S4a 

1.457 

i.oeas 

^S 

^^^H 
^^^H 

.090100 

.©17900 

1.071 
0.8491 

1,081 

0.857J 

'5i 

0.9163 

75375 
.67135 

■vm 

.A6a«^ 

.J«t3 

^^^H 

.015941 

0.6734 

0.67W 

$ 

07367 

59775 

.6o57» 

.73308 

.68»a3 

^H 

.014195 

0.5540 

o.S39« 

0.57^3 

.53*3* 

:5I^ 

•*i^ 

.60755 

.012641 

0.4335 

0.4375 

"♦!37 

0.4570 

•47404 

*57s<^ 

■Sfo? 

^^^H 

.011*57 

C.3358 

.3835 

0.3634 

.43314 

.42n7 

.50994 

.48180 

^^^H 

.«10O35 

o.a663 

.3*4» 

ow»874 

.37$»« 

.3809* 

•4$4«3 

4»9«»r 

^^^H 

.oa89«8 

o.aiij 

0.9138 

.84»3 

0.3980 

:??J?3 

.319I6 

.40444 

.llti. 

^^^H 

.007950 

01675 
0.13*8 
0.1053 
0.08366 

0.1691 

.1913 

o,i8o« 

.joot 

-36014 

-34«* 

^^^H 
^^^H 

:SS 

O.I3JI 
0.C063 

.iSt7 

.ItOA 

0.1434 
0.1137 

■f^ 

•690t 
.»39SS 

.3«07a 
.38557 

•^ 

^^^1 

.005614 

0.0B445 

.09:6       0,1015 

.910S3 

■"333 

.aS43» 

.340* 

^^H 

.005000 

.066*5 

.06687 

.0757         .07*5 
.00003       .05671 

.1875 

itS^at 

.«e5 

^4^ 

^m     ^ 

.oo44|3 
.005965 

.05355 

.05304 

.16699 

.•0173 

:3S 

.04166 

."4SW5 

.04758 

.04496 

.14869 

.»SofiT 

,1796* 

^^^^r 

,003531 

.03305 

.03336 
.03644 

.05755 

.03566 

.»394t 

.134*8 1       '«59VS 

•ifli 

^^^^           40 

.003144 

.o»6jo 

.D«99a 

.0.837 

•"79 

.XS947 

•t4US 

.IHS^ 

^^B                      Specific 

7-7747 

7.847         8.880 

8.336 

7.>ao 

7'*f8 

t.1i9B 

8L«tt 

^H                         cubic 

root..... 

'85.874 

90-4$      |S$4.9M 

S«4««6 

450. 

4J6-           l54».6 

S>3J6 

L  ^^^J 

USEFUL  TABLES, 
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Table  of  Hydrometer  Degrees  according  to  Baumt,  at  6j,f 
and  their  Weights  by  volume. 


K 


/ 

Degrees 

Weight 

by 
volume. 

0 

1.0600 

I 

1.0068 

2 

1. 01 38 

3 

1.020S 

4 

1.0280 

5 

1.0353 

6 

1.0426 

\ 

1. 0501 

1.0576 

9 

1.0653 

10 

1. 073 1 

II 

1. 0810 

12 

1.0890 

"3 

1.0972 

H 

1.1054 

15 

I.I  138 

16 

1. 1224 

W 

1.1310 

1.1398 

Degrees 
B6. 


19 
20 
21 
22 
23 
24 

^I 
26 

27 

28 

29 

30 

31 

32 

34 


37 


Weight 

by 
volume. 

1 
Degrees 

1 

1.1487 

38 

1.1578 

39      ' 

1. 1670 

40 

1.1763 
1. 1858 

41 

42 

i>955 

43 

1.2053 

44 

1.2153 

% 

1.2254 

1-2357 

%   . 

1.2462 

1.2569 

.     49 

1.2677 

50 

1.2788 

5'       1 

1. 2901 

52 

1.3015 

53 

^'l^l^ 

54 

1.3250 

55 

1.3370 

56 

Weight 
by 
I     volume. 


volume. 


B^. 


".3494 
1.3619 
1.3746 
1.3876 
1.4009 

M143 
1. 428 1 
14421 
1.4564 
14710 
1.4860 
1.5012 
1.5167 

1.5325 
1.5487 
1.5652 
1.5820 

".5993 
1.6169 


61 
62 
63 
64 

U 
tl 

69 

70 

7» 
72 


1.6349 
1.6533 
1. 6721 
1.6914 
1.7111 

i.73»3 
1.7520 

«-773i 
1.7948 
1.8171 
1.8398 
1.8632 
1.8871 
1.9117 
1.9370 
1.9629 


Comparison  of  the  Scales  of  the  Fahrenheit,  Centigrade  and 
Reaumur  Thermometers,  and  Rules  for  Converting  one  Scale 
into  another. 

These  three  thermometers  are  graduated  so  that  the  range 
of  temperature  between  the  freezing  and  boiling  points  of  water 
is  divided  b)' Fahrenheit's  scale  into  180  from  32°  to  212°) 
by  the  Centigrade  into  100  (from  o  "  to  100°),  and  by  that  of 
Reaumur  into  80  (from  oP  to  80°)  portions  or  degrees. 

The  spaces  occupied  by  a  degree  of  each  scale  are  conse- 
quently as  i,  J-,  and  {  respectively,  or  as  i,  1.8,  and  2.25  ;  and 
the  number  of  degrees  denoting  the  same  temperature,  by  the 
three  scales,  when  reduced  to  a  common  point  of  departure  by 
subtracting  32  from  Fahrenheit's,  are  as  9.  5,  and  4.  Hence, 
we  derive  the  following  equivalents: — 

A  degree  of  Fahrenheit's  is  equal  to  0.5  of  the  Centigrade  or 
to  0.4  of  Reaumur's;   a   degree  of  Centigrade  is  equal  to   1.8 
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of  Fahrenheit's  or  to  0.8  of  Reaumur's ;  and  a  degree  of 
Reaumur's  is  equal  to  2.25  of  Fahrenheit's,  or  to  1.25  of  the 
Centigrade. 

To  convert  degrees  of  Fahrenheit  into  the  Centigrade  or 
Reaumur's,  subtract  32  and  multiply  the  remainder  by  f  for 
the  Centigrade,  or  ^  for  Reaumur's. 

To  convert  degrees  of  the  Centigrade  or  Reaumur's  into 
Fahrenheit,  multiply  the  Centigrade  by  f ,  or  Reaumur's  by 
J,  as  the  case  may  be,  and  add  32  to  the  product. 


HP^^^^^  INDEX.    ^^^^^1 

1 

"accumulator,    chemical     pro- 
/\    cesses  in  the.  115-120 

'  Alliance  machine,  7 

^1 

Alloys,  lead  and  tiu»  sofi,  nickeling 

^^^ 

^_         Gotnmon  form  of,  119 

^m        niaf^nitude  of  ihe  performance  of. 

of.  306,  3n7 

^^H 

metallic,  first  deposition  of,  6 
for  moulds,  613 

^1 

plant,  1S4,  1S5 

Aluminum,  addition  ofj  to  zinc  l>aths, 

^^H 

Accumulators,  114-121 

447 

^^^1 

^a          and  dynamo,  combint-d.  galvano- 

-contact  for  nickeling,  482 

^^H 

^H              plastic  operattous  MTJth  551,  552 

deposition  oC  470  471 

^^H 

^m         coupling  of,  121 

depositions  upon,  471-474 

^^^1 

■         installation  with,  182-185 

-magnesium  alloy,  addition  of.  to 

^^^M 

^m         mainteaatice  of,  120,  121 

zinc  baths,  449 

^^H 

Acid,  artenious,  644 

Amalgamating  articles  to  be   silver- 

■ 

boric.  643.  644 

plated,  376 

1 

^L        chromic,  644 

Amalgamation,  69,  70 

^H 

^M        citric,  643 

Amalgams,  potassium  and  sodium,  4 

1 

^H         copper    baths,    exam  in  alio  a    of. 

Ammeter,  147 

^^fl 

■                                571-574 

Amnjonia,  645,  646 

^^H 

^M                          heating;  of,  56S 

Ariimonium-alum,  658 

^^H 

^B                            tanks  for,  565 

chlori.k,  64S 

^^^1 

^m        detcrm  inatton  of,  3  u  -3  •  3 

hydrate.  645.  f^6 

^^^H 

■         bydrocbloric,  642 

pliosphaie,  664 

'id^^^l 

^H         hydrocyanic,  6]2,  643 

Bulnhate,  658 

^^^^^1 

^M        bydroOuoric,  644,  645 

sulphide,  647 

^m         mixtures,  recovery  of  silver  from, 

Ampere,  20 

■            403 

-meter,  147 

^M       mariatic.  642 

-turn  number,  12 

^H        oilric,  642 

Ampere's  rule,  1 1 

^m        potassium  carboQale,  ^6 

theory  of  molecules,  10 

^1         prussic,  642,  643 

Analytical  chemical  process,  33 

H         pump.  232,  233 

Anions,  46 

^m        ref^aniiti)?  of,  from  dipping  baths^ 

Anode,  46 

■            227.  228 

hooks,  162 

H        residue,  53 

Anotles,  arrangement  of,  in  the  bath, 

H        salts,  44 

160-163 

^_ 

^B       sulphuric,  641,  642 

brass.  349.  350 

^^H 

^H        vapors,  absorbiug  plant  for,  226, 

cast  and   rolled,    proportion   of, 

^^H 

■            227 

a7«>.  371 

^^^1 

^Kcids,  40,  641-645 

choice  of,  242 

_^^H 

H^        bases,  salts,  39-45 

copper,  331 

^^H 

^p        formation  of  sails  from.  43,  44 

cover  for,  162,  163 

^^^1 

organic,  salts  of,  664-666 

dimensions  of.  161,  162 

^^H 

Aggregate,  double,  548 

elliptic,  266-268 

faulty  arrangement  of,  27S 

^^^1 

Albert,  Dr..  on  metal  matrices,  580- 

^^H 

587 

for  zalvauoplastic  bath,  564,  565 

^^^ 

Alexander's  patents,  447,  448 

nickeling  sheet-/.inc,  300 

^^H 

Alkalies  and  alkaline  earths,  645,646 

gas-carbon,  269 

^^^M 

i              poisoning  by,  535 

gold,  410-413 

^^H 

^                                                         (  677  ) 

J 

^^B^67s        ^^^^^^  INDEX.     ^^BBp^^^^H 

^^^H         Atiodes.  insoluble.  268^270 

Bath,   arrangement  of   object*   Ami 

^^^^K                nickel,  265-372 

anodes  in 

^^^^B               silver,  364-369 

the.     160- 

^^^^H                silverite,  26S 

163 

^^^^H                supply  of.  i6t 

switch -l^oard 

^^^^H                suspension  oC  162 

and      am- 

^^^^V                tineveo  wear  or,  257 

meter  with 

^^^B                zinc,  452-454 

a,  150 

^^^^1         Antimony  baths.  467.  468 

electro-motive  force  in  the,  131- 

^^^^1                 deposition  of,  467,  468 

'33 

^^^^H                                       by  inioiersioa,  503 

suspension  of  anodes  in  the,  162 

^^^^B                •polassium  tartrate,  665 

Baths,  233-245 

^^^^H                pro}>erties  of,  467 

agitation  of,  23^239 

^^^^H                sulphick.  647 

boiling  of,  240,  241 

^^^^P                iricbloricte,  648 

concentration  of,  235,  23d 

^^^^          Aqua  forlis.  642 

containing    potassium    cyanide. 

^H                Areas  silver-plalin>?.  373-375 

holders  for.  159 

^H                Ar|»eutifcroiis  paste,  composition  of, 

coupling  of,    for    galvanoptagtic  ^ 

^B                    49  V  494 

deposition,  54S-551 

^^^^          Argol,  664 

electro-chemical    cleaning,    230* 

^^^^H         Annalure,  96,  98-102 

231 

^^^^B                 windings,  roi,  103 

filtering  the,  241,  242 

^^^^H         A rrbenius's  investigations,  50 

for  rapid  galvanoplasty.  567.  56}* 

^^^^B         Arsenic  baths,  468.  469 

gaivanoplasty.  '    current- 

^^^B    •           deposition  of,  468-470 

density  for,  569 

^^^^H                                       by  immersion,  503 

galvanoplastic,  agitation  of*  SSo- 

^^^H                deposits,  defective,  469.  470 

5*^4     .         ,             ... 

^^^^1                poisoning  by.  53S 

prevention  of  impnntics  in«  242 

^^^^H                proi^>ertit.'i>  of«  46S 

reaction  of,  245 

^^^^1                trisulphide.  647 

temperature  of,  239.  240 
working  of.  with  the  current,  W 

^^^^^P                white,  644 

^^^^m         Arsenious  acid.  644 

Battery,  30 

^^^1                  chloride,  64S 

;^'ah-anopla8tic    deposition   with. 

^^^H                 sulphide,  647 

546 

^^^H          Artificial  carbon,  73,  74 

Baum^  by dranieter  degrees,  and  their 

^^^^          Astatic  galvanometer,  n,  12 

weights  ^y  volume,  675 

^V               Atomic  weights,  33 

Bell-metal,  343 

^H                Atoms,  33 

BelL-attachnient     combined    with    a 

^^M               Auric  chloride.  651 

grinding  lathe.  201 

^^^^^         Autotypes,  acid  copper  bath  for,  568 

or  endle!ss  belt  machine^  211. 

^^^^H         Autot>  py,  605 

2t2 

^^^H         Autovolt  batbs.  482 

Bicarbonate  of  potash.  656 

^^^^          AvoKrado's  law,  50 

BJchromate  cell,  bottle-fonii  of,  85 

^H^                Avoirdupois  weight,  667 

Bicycle     frames,    removal     of    hard 

solder  from,  221,  222 

^H                 OABV   shoes,   galvanoplastic    cop- 
^K                 L)     perin^  of,  628 

Bicycles,  nickeling  parta  of,  274 

Bimetal  for  rods,  159 

^H                Baccos  copper  bath.  485 

Binding  posts,  t6o 

^H                 Backing  ileposits  or  shells.  595 

Bird,  production  of  amalgams  of  po- 

^H                      -metal.  595 

tassium  and  s*)ilium  by,  4 

^^B                Baking  powder.  656 

Bivalent  and  Irivalent  efemcnls.  37 

^V                Balance,  nietallome trie.  380-383 

elements,  37                                    ^m 

^H                        voltanietric,  383,  384 

Black  lead,  gilt  or  silvered,  591       ^^H 

^H                 Barium  cyanide,  calculation  of,  400. 

-leading,  588-590                         ^^B 

^B                   401 

first  ajjpljcntion  of.  5                 1 

^H                Bases,  40 

macbmea,  5S8.  589              ^^B 

^H                Basket  tray,  289,  290 

nickel  bath.  258,  259                  ^^M 

^^^^         Baskets,  dipping,  288,  289 

sulphide  of  antiniouv,  647       ^^M 

^^^^^^^^^^^^^^^^  INDEX.          '^^^^^^^^^^OT^^^H 

M      nine  copperas.  659 

Brass,  spurious  gilding  of,  515                    ^H 

■              vilnol.  659 

steel-gray  on,  511,  512                   ^^^^H 

K                      copper  batbs  with,  126 

straw  color  on,  512                         ^^^^H 

B                     solulioTi,    elTect    of   organic 

tin  bath  for,  440                            ^^^^H 

■                                 additions  to.  557.  s$H 

tinning  solution  for,  502              ^^^^H 

m                               electrolysis  of,  55 

varieties  of,  343                            ^^^^H 

■       Bobs,  205 

various  colors  on.  5  to                    ^^^^^B 

const rucli on  of,  294.  295 

violet  on,  514,  515                                  ^H 

Boeltger,  Prof.,  discoveries  of.  6 

wire  and  plates,  weight  of,  674     ^^^H 

Boric  acid,  643,  644 

zincking  of.  503                               fl^^^l 

addition  of.  to  uickel  baths, 

Brassing  by  contact,  487,  4S8              ^^^^H 

^^K                249 

execution  of,  350-355                    ^^^^H 

^■W            tiickel  batlis  containing,  254- 

Bright  dipping  bath,  223,  224             ^^^^H 

r^        256 

t^ilver-plating.  371,  372                 ^^^H 

■       Bower-Barff.  <lcad  black  lacqner  as  a 

Britannia,  cleansing  of,  232                 ^^^^H 

■          substitute  for,  527,  528 

silver  plating  of,  392                      ^^^M 

■       Bowls,  galvanoplaiitic  decoralions  on, 

Bronze  baths.  357,  358                                ^H 

W       637. 63S 

Barb^dieune  on  brass,  513,  514           ^H 

Boxwood  sawdust,  217 

cleansing  of,  232  ^H 
dead  yellow  or  gray  yellow   to        ^H 

Branch  conductors,  155,  156 

wires,  26 

dark  brown  color  on,  514                  ^H 

branching  the  current,  26 

deposition  of,  357,  35S                           ^H 

■       Brass  and  bronzes,  colorinK  of.  511- 

pickling  of,  223                                      ^H 

■                  516 

Bronzer,  brushes  used  by  the,  190             ^H 

■             anodes,  349.  350 

BroD7.es,  343                                                ^H 

■             baths,  343-349 

and  brass,  coloring  of,  511-5^6            ^H 

^^^^                    boillDJ^  of.   240 

Brugnatelli,  first  practical  rcsultfl  in       ^H 

^^^L           examination  of,  355^357 

electro- gilding  attained  by,  3                 ^H 

^^^P            lead-lined  tanks  for,  [58,  159 

Bunsen  cell,  73-So                                       ^H 

^^^^             tanks  for,  349 

processes  in  the,  74                    ^H 

H             brouxc  Barb^dienne  on,  513,  514 

celts,  treatment  of,  79,  80                    ^^H 

H            brown  on,  513,  514 

Brush-coppenng,  486,  4H7  ^^^^H 
-bolrlcrs,  103                                   ^^^^^H 

^M             castings,  grinding  of.  204 

H             cleansing  of,  232 

-rocker,  loj,  104                             ^^^^H 

B             cornflower-bhie  on.  514,  515 

Brushes,  J 02,  103,  J 90                            ^^^H 

H              dark  red  brown  on.  514 

adjustment  of,  167                          ^^^^H 

■            deposit,   sluggish    formation   of, 

proper  position  of  the  tips  of,  167       ^H 

■                351^352 

Brushing  and  grinding,  execution  of,        ^H 

H            deposition  of,  343-357 

202-205                                                         ^M 

■           deposits,  polishing  of,  218 

Btiff,  triplex,  205,  206                                   ^H 

^m                    showing  a   tone   resembling 

Buffing,  flexible  shaft  for,  212-214             ^* 

■                         Kold,  353 

lathes,  209-211 

■             Ebermayer's  experiments  in  col- 

Burgess  and    Hanibuechen's  process 

■                oring,  515,  516 

for  depositions  upon  alnmin 

■            etching  of.  606,  607 

ium,  473 

H            gold  color  on,  512,  513 

experiments  by,  regarding  zinck-       ^m 

V             gray  color  with  bluish  tint  on, 

ing  by  the  hot  and  cold  pro-        ^H 

■                 5^2 

cess,  444-446                                     ^^1 

■             lustrous  black  on,  511 

Bumisbers,  218,  219                                 ^^H 

■             nickel  bath  for.  258 

Buruishing,  314.  215                             ^^^^M 

K            nielling  upon,  395 

operation  of,  218,  219                    ^^^^H 

^^1           pickling  of.  223 

Burnt  lime,  646                                      ^^^^H 

^^^L      salts,  prepared,  349 

Busts,  reproduction  of,  611.  612                 ^^M 

^^^f      scratch  brushes  for,  2\$ 

terra  colla,     galvanoplastic    de-^^H 

^^^  •    sheeU,  brushing  of,  204,  205 

posit  of  copper  on,  626.  627     ^^^H 

H                     nickeling  of.  3or.  302 

Butter  of  antimony.  64S                       ^^^^M 

^ft            silver  color  on,  5(2                                            zinc»  649                                 ^^^^H 

^^^     680                                                   ^^^^^^^^^^^B 

^^^^        /^ADMIl'M  silver  bath,  374,  375           Chemical   elemenU,    table    of,    with      1 
^H               \j    Calcium  carbooaie.  656,  657                                     their     symbols      and      | 

^^1                             hydrate.  646 

atomic  weights,  33.  54      1 

^^M              Caddelabra,  galvaaoplastic  copperitig 

valence  of,  35  37                   1 

^^M                  of,  629 

energy,  conversion  of,  into  elec-     1 

^H              Cane  handles,  galvanoplastic  decora- 

trical  energy,  68                                1 

^H                   tioosoa,  62S                                           1          formulas,  ^4.  .15                                     1 

^K              Carbohydrates^  addilion  of,   to   zinc 

processes,  illustrations  of,  31,  32 

^m                  baths,  449.  45o 

treatmeut  of  objects,  220-233 

^^^^H         Carbon  anodes  for  gilding,  412 

Chemicals,  poisoning  by,  534-536 

^^^^H               arttticial,  7^,  74 

purity  of.  233-235 

^^^^^               blocks,  galvanoplaetic  coppering 

used  in  electro-plating  and  gal- 

^^^B 

vanoplasty,  641-66S 

^^^^^^       disulphide,  647 

Chemistry,    fundamental    principles 

^^^^^K             addition  of,  lo  nickel  baths, 

ofi  31-45 

^^^^r                 261 

Chili  saltpetre,  662 

^^^^^^^        pins,    galvanoplaatic    coppering 

Chloride  of  zinc  and  ammonia,  649 

^^^P 

Chlorine  combinations,  64S-651 

^^^^"         Carbonates,  655-657 

poisoning  by,  536 

^^r              Castings,    cop]>ered,    prevention    of 

ChristofTle  &  Co.,  early  use  of  mig- 

^H                          stains  on,  ^^34 

neto  electrical  machines  by,  7 

^^B                     dip  lacquer  for,  525,  526 

Chrome  gelatine,  61*5 

^H                      rough  galvanoplastic  coppering 
^^K                         or,  629 

Chromic  acid,  644 

solution,  aubstitnte  for,  S6„ 

^^L             Cast'iron,  hath  for  hronzing,  357 

87 

^^^^v                      brass  bath  for,  34S 

Chromium  combination,  soluble,  7S 

^^^^B                      pickling  of,  220 

Circuit,  electric  resistance  of  the,  21 

^^^^"                       rolls,  gah'anoplastic  copper- 

Citric  acid,  643 

^^f                               ing  of,  62H 

Claniond's  thermo  electric  pile,  92 

^m              Cathode,  46 

Clausius,  theory  of.  49 

^H              Caustic  potash,  645 

Clay  objects,  galvanoplastic  deposit 

^H                      soda,  645 

of  copper  on,  626,  627 

^H              Cell  apparatus,  540-543 

Cleansing    and    rinsing    appar«tuB. 

^H                             copper  bath  for,  543,  544 

163-165 

^^B                             electro  motive  force  in,  544, 

polished  objects.  219,  220 

^H                                545 

Cliches,  nickeling  of,  307-309 

^^^_^                      galvanoplastic  deposition  in. 

Cloth  bobs.  205 

^^^H 

Cobalt-ammonium  sulphate,  661 

^^^^H              determination  of  electro-motive 

baths,  319 

^^^^H                  force  of  a,  65 

deposition  of,  318-330                   ^^M 

^^^^^P              galvanic,  30 

properties  of.  318                            ^^M 

^^^^               voltaic.  30 

Cobalting   by  contact    atid    boiling. 

^^1              Cells,  coupling  of,  87*89,  135-137 

483.  484 

^^^^v               form  of,  540-^54^ 

Cobaltous  carbonate,  657 

^^^^H               installation  with,  135-165 

chloride,  65^ 

^^^^"                secondary:  rr4-t2i 

sulphate,  660,  661 

^H                     voltaic,  68-.S9 

Coefficient  of  temperature*  15,  26 

^H              Celluloid      articles,      galvanoplastic 

Coffee    sets,   galvanoplastic    decon> 

^H                 decoratiouB  on,  628 

tions  on,  627»  628 

^H              Centigrade,  Fahrenheit  and  Reaumur 

Coleothar,  214 

^H                 thermometers,  comparison   of  the 

Cold  silvering  with  paste,  493*  4^ 

^H                 scales  of,  and  rules  for  converting 

Coloring,  patinizing,  oxidixmg.  etc.. 

^B                 one  scale  into  another,  675,  676 

of  metals.  504-521                              ^h 

^H              Centrifugal  driers,  217 

Commutator,  103                                    ^^H 

^K              Chalk,  656,  657 

Compound  wound  dynamo,  105        ^^1 

^H             Chemical  compounds,  table  of  soln- 

ConcentrHtton  cells,  64                        ^^H 

^^^^^                  biliiies  of,  670,  671                       1 

Conducting  fixtures.  159, 160             ^^H 

^^^K             elements,  33 

rods.  159,  160                               ^H 
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id  dK  fint  clai^  45 

KGoad  ctefli^  4S  > 

CotmectiiMi  of  main  conductors  and 

ttnaeli  edPDdnctors,  156,  157 
Cooarrvwlioo  of  force  and  work,  52 
Coostant  cells.  68 
Cootacl  and   boiling,  cobaliing  by. 

rL  483, 4S4 

I  nickeling    by,   479- 

I  4r% 

I  tinning  by,  500-503 

'  dipping,   coppering  by. 

4^4-487 
bramng  by.  4S7,  488 
-electric Jiy,  2%  30 
discovery  of,  I 
immefsioo  and  friction,  gilding 
,by,  497-5«> 
silvering  by. 
488-467 
-metals,  417 
platinizing  by,  500 
tinning  by.  500,  501 
zinckiog  by,  503 
Contacts,  155 

CoDtinaous-current  wound  dynamos, 
104,  105 
^^Copper  acetate,  665 
^M        alloy's,  nickel  bath  for,  257,  158, 

anodes,  331 

batb,  acid,  current  conditions  for, 

554-557 
heating  of,  56.S 
for  cell  apparatus.  543,  544 
incni^Ling  galvanoplasty,^ 

635 
baths,  321-328 

acid,   examination    of,    571- 

574 
tanks  for,  565 
boiling  of,  240 

containing  potassium  cyatt> 
ide.  examination  of,  337- 

343 
for     galvanoplasttc     deposi- 
tions    with      a     separate 
source  of  current,  552-554 
leatl-Iined  tanks  for,  158,  159 
without   potassium  cyanide, 

329 
wooden  tanks  for,  157,  158 

black  on,  50? 
blue- black  on,  507 


Copper,  blue-gray  shades  oil,  507 
bronzing  of.  506 
brown  on,  505,  506 
carbooatet  t>57 
castings,  grinding  of,  204 
cleaaatng  of,  232 
coloring  of,  505-510 
cyanide.  654 

baths,  preparation  of,  321 
tanks  for,  330 
detemiinaliou  of  34C^>43.  355*  35^ 
deposited,  properties  of,  554 
deposilion  of.  321-345 
deposits,    brittle,   caase  of,   557, 
55H 

from  metallic  surfaces,  597- 

599 

polishing  of  218 

removal  of  hydrochloric  acid 
from  the  pores  of,  334 
early  re<l  action  of.  i 
electrolytic     tletemiination     of, 

573»  574 
clectroiypes,  steeled,  633 
engravings  600.  6ot 
faulty  deposition  of,  33 1,  JJJ 
galvanoplasty  in.  53^-^29 
matt  black  00,  507,  508 
metallic,  regeneration  of,  8j 
nickel  bath  for,  257.  358 
pickling  of,  223 
plates,  cobalting  of,  318,  3J9 

etching  of,  606,  607 
-plating,  execution  of,  33*~337 
printing  plates,  bath  for,  554 
properties  of.  321 
pare,  resisUnce  and  conductivity 

of.  673 
red -brown  on,  506 
salts,  jxMsoning  by,  535 
satiily  *leposit*i  of,  539 
scratih  brushes  for,  215 
sheets,  brushing  of.  204,  205 

nickeling  of,  301.  3t>2 
spongy  deposits  of.  539 
steel-grey  on,  510 
sulphate.  659 

copper  balbs  with,  526 
tin  batb  for,  440 
tinninj:  solution  for,  s^2 
tubes,  622,  623 
various  colors  on.  5'° 
voltameter,  383,  3S4     , 
volumetric  determination  or,  571^ 

wire  and  plates,  weighi  of.  674 
pure,  table  of  cleolncal    r<.. 
si  stance  of,  673 
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^H               Copper  wire,  silvering  of,  .-^93.  394 

Current-density.  127-131 

^^1                         zinc  alloy,  solution  for  trausfer- 

dependence   of,    on    elccUo- 

^M                          ring,  348,  349 

molive  force,  154,  155 

^B                      zinckmg  of,  503 

effect  of,  243,  244 

^^1               Copperas,  659 

for  baths  for  rapid  galvano- 

^^M               Coppered  arucastinga,  inlaying  of  de- 

plasty,  569 

^^^__                    pressions  of,  336,  337 

galvanic,  30 

^^^H                articles,  formation  of  stains  on, 

hydro-electric,  30 

^^^V 

indicator,   141-150 

^^^^B                 castings,  prevention  ofstaios  on, 

osmotic  theory  of  the  production 

^^V 

of.  61-64 

^               Coppering   by  contact   and   dipping, 

-output,  244,  245 

H                            484-4^7 

primary,  inducing,  or  main,  16 

^^K                        matrices,  569 

recognttioii   of  polarity  of,  146. 

^^1                        salts,  prepared,  328,  329 

147 

^^^^_                  small  articles  in  quantities,  336 

regulation,  137-14 1 

^^^^^B                stereotypes,  599 

regulator,  138-140 

^^^^r                2inc  plates,  599 

secondary,    induced,    or    induc- 

^              Cords,  zinckiog  of,  457-459 

tion,  16 

^^B               Cork  waste  grinding  wheels,  197 

sources  of,  6S-T2I    - 

^^m               Corvin's  niello,  623 

-strength,     calculation      of    the 

^^1                Coulomb.  30 

weight   of    the    silver  de- 

^^B              Counter-current,  65 

posit  from  the,  390,  391 

^^M                       -force, 

unit  of,  20 

^^^^^        Coupling  accumulators,  121 

working  baths  with  th«,  241 

^^^^^H                baths  for  galvanoplastic   deposi- 

Currents,  induced,  law  followed  bv. 

^^^H                    54^551 

iH 

^^^H               cells,  S7-89.  J35-I37 

Cyanide   combinations  of  gold  and 

^^^^H                dynamos,  173-176 

silver,  5 

^^^^^H                of   main   object  wire   an<l   main 

Cyanides,  652-655 

^^^^^P                     ancNie  wire   tO}>ether  with   the 

tiietullic,  first  use  of,  ofsolntioos 

^^^^"                    resistance    boards,    voltmeter, 

of,  iu  potassium  cyanide,  5 

^^B                          switch  and  two  baths,  151-134 

poisoning  by,  534,  535 

^H                Covering  ground,  601 

^^1                Cowper-Coles.   investigations  of  the 

pJANIELLcell.  71,  72 
1  IJ     chemical  processes  in  the*  63,  64 

^H                   electrolysis  of  zinc  by,  448,  449 

^^B               Cream  of  tartar,  6:4 

Darlay's  brassing  bath,  4S7,  488 

^^m               Cruikahank's  investigations.  3 

copper  bath,  485.  486 

^H                       trough  battery,  3 

nickeling  bath,  483,  483 

^H^               Cubic  nitre.  662 

silvering  bath,  489 

^^^^^         Cuivrc  fum^,  507 

tinning  bath,  50T 

^^^^h         Cupric  nitrate  baths.  559,  560 

zincking  bath,  503 

^^^H                 oxide  cell.  80-82 

Davy,  Sir  H.,  discovery  of  the  metals 

^^^^B                 sulphate,  659 

sodium  and  potassium  by,  3 

^^^^P                         solution,  electrolysis  of,  55 

Deconipasition-pressure,  66 

^^^i               Cupro-cupric  sulphate,  copper  baths 

•values  of  solutions,  66              ^^1 

^H                   with,  327 

Depolari/:aliun,  74                              ^^H 

^H                Cupron  cell,  82,  83 

Deposit,  abfiorption  of  the,  243       ^" 

^H^               Cuprous   cyanide,   formation   of,   on 

backing  the,  595 

^^^^_                     copper  anoiles.  331 

detaching  the,  from  moulds,  593, 

^^^^H               oxide,  regeneration  of,  82 

594 

^^^^F                sulphite,  66r,  662 

formation  of,  186,  187 

^^f              Current,    branching    or   distributing 

Deposition    by   contact,    by    lioitiog. 

^^^                      the.  26 

and  by  friction,  473-503 

^^^^L              conditions  for  acid  copper  bath, 

galvanoplastic,  dnmlion  of,  55S, 

^^H 

r^^?      ^   . 

^^^^^^^B                                   encrusting        gal- 

of  aluminium,  470,  471 

^^^^^^^B                                     vaiioplasty, 

antimony.  467,  46S 

F                   mi.    -      <              •     ^.. ^,.    ..  .JM—^^^^^B 
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^catsmtzr.a  oc  inczmoixT.  jirsenu:.  alu- 
aimicm.   467-47^ 

^•rstos*  ^1^  ^"*  ^^  ^ 
iricjie,  5.f7.  j?.> 
■.:i?calt.  ;:S-i^.» 

bn*>  ac'i  bronzir.  3^1 -j;^ 
««:M.  4C4-4V 
:r»:n.  arjj-ar* 
leaii.  iff: -4.^ 

il *oy>.  ;:■?.    ;:: 

rai'i'tiam.  j,:;*.  i;> 
pLitrncni.  431-15 

*:Iver,  55C--4C  ; 

zinc,  lej.'.:,  »=d  iroc.  i-i- 

:i::nbao.  357 
zinc,  MT-ir>i 
upon  alutniriuci.  i~:--fi 
Depofti:?.  c-^cu^Ation  of  '.iine  re-^uir*'.: 
:or  &  certain  :hickrt:s>  of.  :rNi.  :  30 
Dextrose.  aiiJ:tion  of.  :•>  z\v.^:  *-a*.V.#. 

Dip  lacq'-er  for  o.isr^sii:*.  5-5-  5-^ 
Dtppins  and  t:okl:::jj.  22l.^22^ 
baskets.  2>.'*.  jvj 
bath,  bnjiht.  221.  22^ 
baths,  re^air.in);  acid  aiui  nietnl 

from.  22',  22S 
vat,  163 
Distributing  the  currcrnt.  26 
DisnlphaHc  acitl.  b4i 
Donbie  connection.  160 
Dners.  centnfu>!al,  217 
Dmin  annatnre.  100 
Drjing  glated  objects,  217,  21S 
Dynamo     an*!     accumulatv^rs.     com 
hine<l,  galvanoplastic  operation 
with.  551.  552 
choice  of  a.  ibS- 1 7.; 
electric  machine,  frame  of,  g7  102 
machines,  95-114 

dassiticalion  of.  07 
fundamental     principles 

of.  ^5-97 
installation  with,  ihs-  1S5 
parallel  and  series  cou]^ 

linjj  of,  175-176 
separate  parts  of,  97-104 
various  constructions  of, 
S 
foundation  for,  166 
jralvanoplastic    deijosition   with, 
547-551 


Dynamo.  location  of.  165.  r66 

settinjE  up  acd  nxnning  a.  165-16S 
croublV*  with  a,  165 

EBER.MAYERS    experimettt*    in 
color  nji  b  »<<<>.  515.  516 
s:' ver-t=:n:er»:os  bath.  493 
EjTvr'.tin  LjLoqaerMACQtactcringCo.. 

lAc^uers  rid'.ic  by.  525-5^:2 
E*.'.  '*  theory  or' chemical  processes  in 

the  acvmrnalAtor.  ;  15-:  ;S 
Electric  current  lines,  scattering  of, 
'>t.  135 
propertie*.    eifects    and 
vAlse     o:'.     compared 
•A  :-h  a  J -rrt::".  of  water. 
:>-2c 
rts-.*ta=cr  to  the.  14,  15 
e-.er*:^.  crrvTrsi'iti  of  chemical 

e~rr.;v  :e:o.  -5* 
he  if.  35  :*  r-.K-kcI  '^'.fcs,  :24 
reluct:.::,  ■.•■jcvcrv  .>f.  4 
n^istaiicv  cf  :':;r  cirv::::':.  21 

untt  of.  22 
units,  :>  24 
wv^rk.  unit  of.  2: 
E'ectTically-drix-en     po'.i$h:ng     and 

boiKnc  ..ithes.  211 
ElectTic'.ty.  ft:oiional.  25,  >j 
kinds  of.  2M 
state  of  motion  of.  3 
unit  of  the  ou;«mitv  of.  2v» 
KleclT\"»  chemical  cleaniuv:.  -^  231 
l^;uu  Aleut.  50 
pivHx-Nsc*,    nuesiijsators 
of.  S 
-cheur.sijx.    sundnmeiual  prince 

plrN  of.    .In     x**' 

-chromv.  joi    n\\ 

-enumvini;,  ckvS  (»io 

-eicbmjs,  ckv  ix^j 

-jjildei's  ^nl^h,  i*» 

-);iUh«>;.  liisi  practical refaih»:r.  3 

-mH^netic  alternatiag  acricnia.  ^^ 

intluction  machTsc.  -nrse^  ^ 
•niay^netism,  11-15 
•magnets,  12 

.metallurgy,  tint  jgixilisaiim    o 

the  tcfm.  t^ 

historical  Tmrw  p        ? 

motive  cooBleMam  JeirTsr.-.aj- 

:■   :    r.      v 

o         :  .■  isr-.jif 
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^H              Electro-motive  force,  differeuce  of,  ir  )  Energfv,  St-53                                               1 

^^^^                                        in  the  bath.    J31-133 

Eyes  and  hooks,  tinning  solution  for. 

^^^^L                                                          appara- 

502 

^^^B 

Excitation,  98 

^^^^^H                              series  of,  30 

^^^^^H 

PAHRENHEIT.     Centigrade    and 
1        Reaumur    thermometers,   com- 

^^^H             -plating  apparatus,    mechauical, 

^^■^ 

piirison   of    the   scales  of,    and 

^^^^^^^               arrangements  in  particular. 

rules  for  converting  one  scale 

^^^^^ 

into  another.  675,  676 

^^^^^^H            chemicals  u^^ed  in,  641-666       Faraday,  discovery  of  eleclric  lodoc-       I 

^^^^^^^m            establishments,  arrangement  1             tion  by,  4                                           J 

^^^^^^^K                 oC  in  general,  122-185 

laws  of,  56-59                                        ■ 

^^^^^^^m              mechanical  treatment  during 

Feelers,  590                                          ^^M 

^^^^^^^B 

Fein's  plunge  battery,  83,  84            ^^H 

^^^^^^B 

Felt  wheels,  197,  198                           ^^M 

^^^^^^^B                                                  to. 

Ferric  oxide,  214                                   ^^H 

^^^^^H 

sulphide.  648                                  ^^^H 

^^^^^^^B            plant  with  dynnino,  groand- 

Ferrous  sulphate,  659                         ^^H 

^^^^^^^^P                plans  of,  176,  181 

Fibers.  203                                               ^^^| 

^^^^^^              solutions,  333-245 

Field,  magnetic,  ii^  13                       ^^H 

^^^H              -tecbnics,    fundamental    prioci- 

winding,  97                                 ^^H 

^^^                  pies  of,  18-28 

Fire-gilder's  bnuh,  190                       ^^ 

^^m             Blectrodes.  46 

-gilding,    combination    of,    with 

^H                     processed  on  the,  53-56 

electro  deposition,  420 

^H              Electrolysis,  46 

Flexible  shafts,  212-214 

^^^^^               determination  of  copper  by,  340, 

Floors  of  plating  room".  124.  125 

^^^k 

Flowers,    galvanoplastic    deposit    of 

^^^^H              Faraday^a  laws  of.  56-59 

copper  on,  626 

^^^^H              liberation  of  secondary  products 

Foot-power  grinding  and  polishing 

^^^P 

lathe,  208,  209 

^^^^"               review  uf  the  history  of  the  de- 

Force,  51 

^^r                         velopment  of,  i  8 

Foreign  excitation,  .98 

^m              Electrolyte,    calcttlaling    the  resist- 

Forks,  calculating  the  time  for  de- 

^H                          ance  of  the.  131-133 

positing  a  determined  weight 

^^1                     dissociation  of  the  moleculea  of 

of  silver  on,  1 29-131 

^H 

extra  heavy  coating  of  stiver  on^ 

^H              Electrolytes,  45,  46,  233-245 

.        377,  378 

^H                     effect  of  current -density  on.  243, 

Forster,  investigations  by,  558 

^m               ^-^^ 

Four  polar  dynamo,  98 

^H              Electrolytic  analysis,  314-316 

Frame  of  dynamo-electric  machine. 

^H                      determination  of  copper,  573,  574 

97-102 

^H                       dissociation,  49  5^ 

French  form  of  cell  apparatus,  511,. 

^^1                      pickling.  220,  221 

542 

^H              Eleclropoion,  77 

Frictional  electricity,  28,  29 

^H              Electrotvpes,  duration  of  deposition 

work,  52                                        ^^1 

^K                        for.  559 

^^^M 

^^^H               finishing  of.  595,  596 

PALLONS.  to  find  the  numbered 
U     a  tank  will  hold,  667 

^^^H             iron,  629,  630 

^^^■^             nickel.  637  639 

Galvani,   discovery  of  contact  clec- 

^^r              Klectrolypy,  539-610 

Iricily  by.  i 

^^^^         Elements,  chemical,  33 

GalVMnic  cell,  30 

^^^^ft                                 table    of.    with     their 

current,  30 

^^^^f                                      symbols  and  atomic 

Galvanizing,  cold,  advantages  of,  444 

^^^^                                      weights,  33,  34 

del enai nation  of  the 

^H                                         valence  of,  35-37 

pi>wer     of    resist^ 

^H               Elliptic  anodes,  266-26S 

ance  of  coating  of 

^H              Eisner's  tinning  batb.  502 

xinc  obtaiucd  l*y 

^H               Bmery,  qualities  of»  198                          '                                    445.  44^                         ■ 

^m                                                  INDEX.                                             685           ^1 

^VCalvanizing,    bot,    Helena itiatioti  o( 

Gilder*8  wax.  422.  423                                        ^^M 

^^                               Ibickness    of    nnc 

Gilding  baihs,  498.  499                                    ^^M 

^B                                obtaiDcd  by,  445 

by  contact.  407,  49S                                     ^^H 

^V                            disadvantages  of,  444 

immersion     and     friction,             ^^H 

Galvanometer,  4,  11 

497-500                                 ^H 

coupling  of,  14 1 

friction  or  with  the  rag,  thumb            ^^H 

^          honzoDtal,  142 

or  cork.  49^500                                ^^H 

^ft          indications  made  by  the,  144- 147 

immersion,  498                                      ^^H 

^H^      vcrticaK  142 

carbon  anodes  for.  412                                 ^^H 

^MDalvanopIastic    balhs^    agitation  of,  1          coloring  of.  472.  423                                      ^^^| 

H                              560-564 

genuine,  determinnlion  of,  42S                 ^^^H 

^B                                     anodes  for,  564, 

^een,  420                                                        ^H 

B 

improving  bad  tones  of,  414                      ^^H 

^m        deposition       by      battery      and 

inner  surfaces  of  hollow  ware.             ^^H 

H                      dytiamo.  545-571 

^H 

^m                duration  of,  558.  559 

matt,  421                                                    ^^M 

^H              dynamos  for,547-55i 

metallic  wire  and  ganze,  424-426            ^^H 

^B               in   the  cell  apparatus.  540- 

platinum  anodes  for.  410                          ^^H 

■ 

preparation  of  articles  for,  415,             ^^H 

^^^^_         i»ith  a  separate  source  of  cur-               416                                                               ^^H 

^^^H           rent,     copper    baths    for,           red,  41  S»  419                                                 ^^| 

^■r         557-554 

reddish,  499                                                 ^^H 

^w        metbod  for  originals  in  high  re- 

rose-color,  420                                                         V 

^m                    lief,  620 

spurious.  5:5                                                          fl 

^B        operation,   combined,   with    dy- 

steel  an^ides  for,  410-412                                   ■ 

^B                  namo    and    accnmnlatoV, 

vith4mt  battery,  415                                              H 

■                    55 T,  553 

Girders,   wrougbl-iron,   xincking  of,                   1 

^M        process,  discovery  of,  4.  5 

457                                                                            i 

^H        reproduction    for    graphic    pnr- 

Glass,  galvanoplastic  decorations  on.              ^J 

^1                    poses,  539-610 

^F                of  plastic  objects.  6[  i  -622 

627.  62S                                                            ^H 

Glauber*6  salt,  658                                             ^^H 

Galvanoptasty,  537-640 

Glycerin,  substitution  of,  for  water.                   ■ 

chemicals  used  in.  641-666 

250                                                                          ■ 

definition  of,  537 

Goblet  scratch  brush,  187                                      ■ 

for  graphic  purposes,  operations 

Gold  anodes,  410-413                                                 ■ 

^            in.  574-622 

baths.  405-409                                              ^^fl 

^B        in  copper,  538  629 

ezauiinitioo  of.  42S.  429                    ^^H 

^H             iron,  629-633 

management  of,  4 >o-4i5                    ^^H 

^1             nickel,  633-639 

recovery  of  gold  from,  429,             ^^H 

^H              silver  and  gold,  639,  640 

^^M 

^m        in  crusting,  624-626 

tanks  for,  411,  4M                              ^^1 

^P         rapid.  565--568 

chloride,  651                                                 ^^H 

^                 baths  for.  567.  568 

cyanide  combinations  of,  5                       ^^H 

apectal  applications  of,  622-629 

dt^termination  of,  42S,  429                          ^^H 

^^Galvanoscope,  4,  11,  t2 

deposition  of,  404-430                                 ^^H 

^^gas-carbon  anodes,  209 

deposits,  coloring  of.  412,  413                    ^^H 

^HDauduin's  copper  batb,  330 

polishing  of,  2 ttS,  219,  418                  ^^H 
ezprei^sion  of  fineness  of,  404                     ^^H 
^fvanoplasty  in,  639,  b^o                          ^^H 
mcrustations  with,  3c;4                                 ^^H 

^^pauze,  metallic,  gitdin}^;  of.  424-426 

^P&elatine  moulds,  620-622 

German  form  of  cell  apparatus,  54a, 

543 

plating,  execution  of,  415-41 8                 ^^H 

^m         silver,  cleansing  of,  23a 

properties  of,  404                                        *  ^^H 

^H                deposit  of,  310,  311 

scratch  brushes  for,  216                            ^^H 

^H                pickling  of,  323 

stripping  of,  from  gilded  articles,             ^^H 

^H               sheets,  brushing  of,  204 

437                                      ^H 

^H^,            silver-plating  of,  392 

Graining.  494-497                                              ^^M 

^^Cilded  articles*   giving  a   beautiful, 

preparation  used  in,  495                             ^^H 

^Hl  rich  appearance  to,  433                         Gramme-equivalent,  59                                    ^^H 

OfDEX, 


M^^3 

▼itziol.  6i9 
Grille  «ork«  tooqser  lor,  525 
Griading,  196-19S 

Aod  broshiag,  exccatioci  oft  ao8— 
«5 

loais,  125,  126 
lie  ilisft  for,  af  2-314 
btlicss  200-acn 
motDrs,  201,  302 
wheels,  196-198 

treatmeat  of,  19^200 
Group  coupling.  89 
Grove  cell,  73 

Gulcher's  thetmo-electric  pile,  93,  94 
GtiD-baiTels,  browning  of,  51^ 

coftling    of,   with   lead    per- 
oxide, 461 
■metal.  313 
Gulia-percba,  introdaction  of,  5 
nouldiog  in,  575 

with,  613 
moulds,  detaching  the  de- 
posit or  shell  from, 

595 
electrical   contact  for, 

590*  59* 


HALOID  acids,  40 
Haod^anode,  279 
Hanson  &  Van  Winkle  Co.,  elliptic  j 
anodes,      pat' 
en  ted  by,  266- 
368 

tnecfiRnical 
clectro-plaling 
apparatus  pat- 
ented by,  291, 
392 

plan  of  a  platiug 
room  fitted  up 
by,  180,  181 

polishing  and 
huffing  lathes, 
manufactured 


by,  209-211 


&  Yam 


fftctv  red  by, 

types  of  dsrsa- 
mos        COB- 
stnicted      bj, 
iC9t.  I  to 
iypeaof  iMtof- 
gcoerators 
coaacrticted 
bjr»  m,  lit 
voltBietef  xaita- 
uftctared    by, 
I49»   »50 
Hard  nkkeliiif,  307.  joS 
Hauck*s  thermo-electric  pale,  93 
Heatlog  of  plaiiiig  rooms.  123,  124 
Hefner  A teiieck*s  macbtne,  7 
Heliography,  607,  608 
Helios  dtp  lacquer,  526 
Hrttorf^s  mvcstigatiotis,  67 
Hooks  and  eyes,  silvering  of,  492, 495 
Horizontal  gnlmnometer,  141 
Ho^aoer^s  copper  bath,  323 
Hiibt,  investigations  by,  538,  539 
Hydranlic  pros,  579 
Hydrochiorate  of  zinc,  649 
Hydrochloric  acid.  643 

dilute,  electrolyaisof, 

54 
removal  of,  from  the 
pores     of    copper 
deposits,  334 
Hydrocyanate  of  silver,  655 

jtinc,  654,  655 
Hydrocyanic  acid,  642,  643  _ 

poisoning  by,  534,  535 
Hydro  electric  current.  30 
Hydrofluoric  acid,  644,  645 
Hydrogen-gas,  46,  47 

-ion,  46,  47 
Hydrometer     degrees    acconiiog    to 
Baum<5,  and  their  weights  by  vol- 
ume, 675 
Hydroplatinic  chloride,  651 
Hydrosulphale  of  ammonium,  6*7 
Hydrosulphuric  acid,  646 
Hydroxy!  groups,  40 
Hygienic    rules    for    the    workshop. 

Hyponitric  gas,  poisonmg  by,  536 

I DIO  ELECTRICS.  28 

1     Imperial  fluid  measure*  668 


|HH                                                  INDEX,                                                       687             ^H 

Inconstant  cells,  68 

Iron    wire    and     plates,    weight    of,              ^^H 

Incrustations   with   silver,  gold  and 

^B 

other  metals,  394 

IncrustiDg  galvaaoplasiy,  624-626 

lACOBY,  Prof.,  discovery  of  the  ^J 
J     galvanoplaslic  proce^  by.  4.  5                   ^^H 

Induced  current,    hand-rule   for  the 

direction  of,  18 

Jordan,  C.  J.,  claim  of,  5                                   ^^H 

K                         law  followed  by,  iS 
PP        or  induction  current,  16 
"  Inducing  currcni,  16 

Joule's  law,  27,  28                                                ^^M 

r^ATHIONS.46  ^^ 
l\     Keiser  &  Scbmidt*s  plange  bat-                    ■ 

Induction.  15-18 

electric,  discovery  of,  4 

ter> ,  S4                                                    ^J 

Inductor,  98-102 

Kirchhoff*s  law,  26.  27                                       ^^M 

Inlaying  of  depressions  of  coppered 

Knife  blades,  nickeling  of,  305,  306                 ^^M 

E^  art-casling».  ^36,  337 

Knight's  black-leading  process,  590               ^^H 

^Bnstallatiou  with  accuniulatorB.  iSa- 
^m                       cells,  135-165 

process  of  coppering  matrices,  ^^H 
Knives,  calculating  the  time  for  de>            ^^M 

^"                            dynamo-electric     ma- 

positing   a  determined   weight   ot             ^^H 

chines,  165-185 

silver  on,  129-131                                                ^^H 

^Jons,  46,  47 

Kristalline,  523,  524                                              ^^M 

^m        migration  of,  51 

^r        transport  values  of,  67 

T  ACES,  galvanoplaslic  deposit  of  ^^M 
L     copper  on,  626                                                  V 

velocity  of,  66,  67 

Iridescent  colore,  461-463 

Lacqner,  application  of,  531                                 ^^H 

first  production  of,  4 

for  grille  work,  525                                       ^^H 

Iron-ammonium  sulphate,  659 

making,  development  in,  523,  523             ^^H 

^m         I>ad1y  rusted,  cleaning  of,  230 

satin  finish,  525                                             ^H 

^m        bath  for  bronzing.  357 

Lacquering.  5^1-532                                            ^^M 

^m                   coppering    of,    by   immer- 

Lacquers,  dead  black.  526-52S                           ^^M 

B                        Mon.  4iiS 

spraying  of,  52^530                                    ^^H 

H       baths,  464.  465 

water-dip,  and  theimse.  530-537             ^^H 

^B               management  of,  465,  466 

Lamp  feet,  nickeling  of,  286                              ^^B 

^m       black  on,  5rii-520 

Langbein  &  Co.'s  plunge  battcrv*.  86,                    ■ 

^1       blue  on.  520 

87                                                 1 

^m       brass  baths  for,  346.  348 

types    of    dyuamoft                    1 

^H        brown-black  coaling  on,  520 

constructed  by,  98,              ^^M 

^H        castings,  unground,  brassing  of, 

^^H 

■           554.  355 

Lathe  goblet  scratch-brush.  1S7                      ^^M 

^H       cleansing  of,  252 

Lathes,  grinding,  2(x>-202                                  ^^^| 

^H       coating  of,  with  lead  peroxide,46i 

polishing,  209-211                                         ^^H 

^m        coloring  of.  518-520 

Law  of  loule,  27,  28                                          ^^M 

^1        copper  baths  for,  323.  324 

Kirchhoff,  26,  37                                       ^^M 

^"         depoaitiou  of,  464-466 

Ohm,  4.  21-24                                            ^^M 

eleclrolypes,  629.  630 

Laws  of  Faradav,  56-59                                      ^^M 

galvanoplasty  in,  629-633 

Lead  acetate.  665                                                    ^^M 

grinding  of,  304 

and  tin  alloys,  soft,  nickeling  of,             ^^H 

nickel  f>ath  for,  258,  259 

306.  307                                                      ^^1 

pickle  for,  220 

baths.  461                                                        ^^M 

1              pickling  of.  220 

cleansing  of.  232                                          ^^H 

^m        sheet,  coppering  of,  335 

deposition  of.  461-464                                   ^^H 

^H                nickeling  of  302,  303 

.lined  tanks,  15S,  159                                 ^^M 

^B               zinc  king  of.  455,  456 

properties  of,  461                                          ^^H 

^H        silver-plating  of,  393 

salts,  poisoning  by,  5,^                                 i^^^J 

^m       silvering  balh  for,  489 

Leather,  plates  for  the  production  of            ^^H 

^B        silvery  color  an,  520 

imitations.  623.  624                                        ^^M 

^B        tinning  solution  for,  501,  502 

Leaves,  galvanoplastic  deposit  of  cop>             ^^M 

^H       treatment  of,   in    the    tumbling 

peron.  6i6                                                      ^^1 

^H          barrel,  195 

Leclancb^  cell,  80                                                ^H 

^^^^^^11$                                       index!                                        ^^M 

^^^H          Leiman    Bros.,    sacd-blast    designed    Measure,  imperial  ftuid,  66S                    1 

^^B                              193 

1  Measures  and  weights,  table  for  the 

^^^^1          Lenoir's  process.  630 

1      inter 'Conversion  of  certain  atand* 

^^^^H           hiebenow's  theory  of  chemical  pro- 

ards.  669,  670 

^^^^H               cesses  in  ibe  accumulator,  liS»  119 

Measuring  instruments^  147-150 

^^^^1          Light  iu  platinf^-rooms,  121 

Mechanical  electro  plating  apparatus. 

^^^^1 

294>-293 

^^^^1          Liver  of  sulphur.  646,  647 

treatment  during  and  after  elec- 

^^^^V          Loadstone.  9 

iro-plaling.  215-220 

^^^^H          Ltidersfloijff's  solution  for  coppering 

previous    to  electro-platiug. 

^^^^B               by  contact.  484 

1S6-215                              _^^ 

^^m                Lunar  caustic,  663 

work.  53                                       ^^H 

^^^^«        Luster,  hiyh,  production  of,  aiS,  219 

Meidioger  cell,  72.  73                       ^M 

Mercuric  nitrate,  663 

^^^H         \H  ACHINES,  distance  between,  126 

^^^V          IVl     Ma}<nal]um.     addition     of,     to 

Mercurous  nitrate,  662 

Mercurj-  salts,  poisoning  by,  535 

^^^^H                                  baths,  449 

vessels  of  thermometers,  galYaa- 

^^^^B          Maj^esiatD,  addition  of,  lo  zinc  baths, 

oplastic  deposit  of  copper  on, 

^^^H 

037 

^^^^H          Magnet  v^inding^  97 

Meridian,  magnetic,  10 

^^^^H          Ma^^etic  lield,  1 1.  13 

Metal  matrices,  580-587 

^^^^B                 induction,  magnitude  of,  14 

detaching    the  deposit  of 

^^^^K                        ore^  9 

shell  from,  594 

^^^^H                 lines  of  force,  13,  t4 

regaining  of,  f*-om  dipping  bath». 

^^^^^1                meridian. 

227,  am 

^^^^H                 needle,   discovery  of  the  deUec- 

table  of  content  of,  in    meUllic 

^^^^V                                    3 

salts,  672 

^^^^1 

Metallic  moulds,  613 

^^^^B          Ma>{netism.  9-11 

objects,  preparation  of,  186-245 

^^^H                and  electricity,  9-67 

salts,  table  of  content  of  metal 

^^^^1                 remanetit.  98 

in,  672 

^^^^m         Magneto^electrical    tnnchines,    early 

surfaces,   copper  depoiiits   from, 

^^^^B             use 

597-599 

^^^^          Magnets^  9 

Metallization  by  dry  way,  617          ^m 

^^B                Habitude  of  magnetic  induction,  14 

by  metallic  powders.  617            ^^H 

^^^^^         Main  conductors,  155,  156 

wet  way,  617-620                    ^^M 

^^^^B                                and  branch   couductors, 

Matalloids.  38,  39                               ^^M 

^^^^B                                    connection  of,  ]56,  157 

Metallo-chromes,  461-463                 ^^H 

^^^^H 

Meiallonietric  balance,  380-38^3 

^^^^B 

Metals,  38,  39 

^^^^          Mannesman  Pipe  Works,  production 

coloring,    pattniziog,    oxidiziog, 

^^1                    of  deposits   upon    alummium   by, 

etc..  of,  S^M-SSt 

^H                    17 3 «  474 

deposition  of  several,  from  acorn* 

^H               Marble,  656,  657 

nion  solution,  353 

^^B                Marino's  patent,  350 

early  reduction  of,  i 

^H                Matrices,  coppering  of,  569 

incrustations  with,  394 

^^^^^                 in   plastic  material,  preparation 

patina  for  the  protection  of,  518 

^^^L                   oi\  574-57^ 

series  of  electro-motive  force  of, 

^^^V               metal,  580-587 

50 

^^^^K                       detaching     the     deposit    or 

solution -pressure  of,  60,  61 

^^^^V                           shell  from.  394 

specific  resistance  of,  25 

^^^^"                 nickel,  636-639 

Mirrors,  coppering  of.  627                 ^ 

^^m               Malt- dipping,  224-326 

Mixed  coupling,  89                              ^H 

^m                        gilding,  421 

Moir<f  m^Ullique,  439                         ^^H 

^H                        silver,  391 

Molecular  conductivity,  50                     V 

^^^^         Matting,  224-226 

weight     of     dissolved      bodic^   ■ 

^^^^              by  chemical  or  electro-chemical 

method  of  determioing,  49*  5*^  1 

^^^^H                   meansi  421,  422                               Molecule^  33                                              M 

^                                                    INDEX.                                                     689          ^H 

Molecules,  Ampere's  theory  of,  10 

Nickel  anodes,  reddish  tinge  on,  371,          ^^M 

dissociaLioo  of,  49 

272                           ^m 

Monopota&sic  carbonate,  656 

rolled.  271                                       ^^B 

Montgomery,    Dr,    introduction    of 

bath,  normal  current-density  for          ^^1 

gutta-percha  by»  5 

127,  12S                                      ^H 

Motor-generators,  iii,  112 

polarization  in  the,  281                    ^^H 

Motors,  grinding,  201,  202 

without  nickel  salt,  261,  262           ^^H 

Mould-holder,  591 

baths,  additions  to,  24S-250                    ^^B 

njaking  the,  conductive,  5S8-590 

cold,  thick  deposits  in,  264*           ^^M 

Moulding  in  gutta-percha,  575 

265                                                        1 

^^^^^u  plaster  of  Paris,  614,  615 

correction  of  the  reaction  of,           ^^M 

^^B      wax.  575-573 

^H 

^^^^■with  gutta-percha,  613 

effect  of  current-density  on,           ^^H 

^^^^1           metallic  alloys,  613 

251                                                    ^H 

^H^f           oil  guttapercha,  6t2,  613 

electro-motive  force  for,  251            ^^H 

^P^fouJds,    dtlacbmK    the    deposit   or 

examination  of,  31 1-3 iS                  ^^B 

H              shell  from,  593,  594 

formulas  for,  252-260                        ^^H 

^B          electrical  contact  for,  591-593 
^m          further  manipulation  of,  587 

heating  of,  124                                     ^^H 

hot,  thick  deposits  in,  263^           ^^H 

^m          gelatine,  620-622 

264                                                    ^M 

H          in  plastic   material,  preparation 
■              of.  574-5?8 

old,  recovery  of  nickel  from.           ^^H 

^H 

^B          metallic,  613 

proportion  of  cast  to  rolled           ^^^H 

^B^^  plaster  of  Paris,  614 

anodes  for,  270,  271                         ^^^| 

^^^^  rendering  the,  conductive,  6x7- 

reaction  of,  251                                    ^^H 

^^K    620 

refreshing,  286                                   ^^H 

^^^^'^■uspending  the,  in  the  bath,  592, 

wooden  tanks  for,  157,  158              ^^H 

593 

-bronze,  310                                                    ^^H 

^^ilnlti  pliers,  11 

carbonate,  657                                             ^^B 

^B  Jduriate  of  gold,  651 

chloride,  650                                                  ^^H 

^B         of  zinc,  649 

-copper-zinc    alloy,    deposit    of,           ^^H 

^B>Iuriatic  acid,  642 

310.311                                         ^H 

^B  Murray,  discovery  by,  5 

deposition  of,  246-318                                  ^^H 

1 

deposiUs,    contrivances   for    the           ^^M 

\ TAILS,  zincktug  of,  459,  460 
^  rS     Nature  printing,  622 
^BUeedles'  eyes,  coppering  of,  487 
^B^ees,   Prof.,  process  for  depositions 

prevention  of,  rolling  off,            ^^H 

635. 636                                 ^H 

polishing  of.  31S,  286,  287                 ^^B 

test    for  sufficiently   heavy.            ^^M 

upon  aluminium  by,  472,  473 

27S                                                     ^1 

Negative  electricity,  29 

very  thick,  bath  for,  260                   ^^B 

electrode,  46 

electrotypes,  657-639                                  ^^M 

Ncmst,  osmotic   theory  of  the  pro- 
duction   of  the  current  according 

baih  for  production  of,  634               ^^H 

galvanoplasty  iu,  633-639                          ^^H 

to,  61-64 

matrices,  636-639                                           ^^H 

^^Neubeck's  investigations,  625 

normal  deposition  of,  276                         ^^^| 

^KKeutral  base,  41 

properties  of,  246,  247                                ^^H 

^B         line  or  zone,  10 

salts.  347.  248                                              ^H 

■        salts,  33 

prepared,  262                                         ^^^H 

^f         zone,  TO,  100 

tolution  of,  240,  241                            ^^M 

IJeutraliMtion,  41 

scratch  brushes  for,  215                           ^^M 

Nicholson  and   Carlisle,  decompmi- 

sulphate,  660                                               ^^H 

tion  of  water  by,  3 

various  colors  on,  510                               ^^H 

Nickel  alloys,  deposition  of,  310,  31 1 

very  thick  deposits  of,  277                        ^^H 

1^^         .ammonium  sulphate,  660 

Nickeled    objects,    freeing   of,   from           ^^B 

^B         and  cobalt,  deposition  of,  246-320 

moisture,  317,  21S              ^^H 

^B        anodes.  265-272 

polished,  cleansing  of»           ^^H 

^B              cast,  270,  271 

2B7                             ^M 

^^L^         faulty  arrangement  of,  278 

zinc  sheet,  iridescent^  463,  464              ^^M 

^^B        44 

.1 

^m            690                                                     INDEX.                                                         ^^M 

^H             Nickeliog,   alumioium    contact    for, 

Oil  gutta-percha,  moulding  with«  611,       1 

^H 

6>3                                   _^M 

^^B                     by  cotitact  aud  boilin)^,  479-4^5 

preparation  of,  613           ^^^H 

^^B                    cavities  and  profiled  objects,  278- 

of  vitriol,  641,  642                         ^^^1 

H                         2S1 

Organic  acida,  salts  of,  664-666                 S 

^H                    copper  sheets,  301.  302 
^^B                     defective,  resume  of,  284-286 

Orpimenl,  647                                                 ■ 

Osmotic  pressure,  48,  49                              ■ 

^H                             fttrippttig  of,  282-284 

theory  of  the  production  of  the       ■ 

^^m                    harfl,  307.  30S 

current.  6T-64                                        ■ 

^H                     kuife  blades,  305,  306 

Oswald's  designation   of  a  galvanic       ■ 

^^B                     lamp- feet,  2S0 

battery,  63                                                  ■ 

^^m                     most  suitable  current-density  for^ 

Over-nickeling.  275                                       fl 

^H                   276-278 

Oxidized  silver,  396.  397                      ^^M 

^H                    operation,  calculation  of  the,  287, 

Oxy  acids.  40                                          ^^^| 

^m              288 

Oxygen,  33                                           ^^M 

^^H                    printing  plates.  307-309 
^^M                     process  of,  27?.  273 

^                                 ^m 

DACINOTTrS  ring,  iovealioa  of,       ■ 

^^H                     quick,  263,  264 

^^H                    security  aj^ainst  rust  in^  273-275      Painter's  gold,  405                                         B 

^^B                   sheeuirou,  302,  303 

Palladium  baths.  437,  43*                    ^^M 

^^B                    sheet-steel.  302,  303 

deposition  of,  437,  438                 ^^H 

^^H                    small  and  cheap  objects  in  large 

properties  of,  437                            ^^^^ 

^^m                        quantities,  2^293 
^H                    solid,  277 

Paracelsus,  i                                           ^^^ 

Paracyanide,  formation    of,  on   cop-       ■ 

^^B                    surgical  instrutnenta,  305,  306 

per  anodes,  331                                          ■ 

^H                      tin-plate,  301 

Parallel  coupling,  89                                    ■ 

^H                     treatment  of  articles  after,   286, 

Parkes  process  of  metallixation,  618,      ■ 

■ 

619                                                              ■ 

^B                     wire,  303-305 

Pasteboard  grinding  wbecU^  iq?              B 
Patina,  artificial,  508,  509                            ■ 

^H                     yellowish  tone  of.  283,  384 

^^B                     7.inc  sheet,  293-301 

definition  of,  504                              ^^M 

^H             Niel,  initiation  of.  394,  395 

for  the  protection  of  metal^  Slft^^H 

^^B             Niello,  Corvin's.  623 

genuine  green,  imitation  of,  ^of^^H 

^^B             Nitrate  of  mercury,  663 

Permeability,  14                                   ^^H 

^H             Nitrates.  662,  663' 

Pfanhauser's    voltametric    b^Uuied^^H 

^H              Nitre,  662 

383. 384                             ^^M 

^^B             Nitric  acid,  642 

Phosphates  and  pyrophosphate!,  66>       ■ 

^^B             Nitrous  ^as,  poisoninji  by,  536 

664                                                             ■ 

^V             Nobili,  production  of  iridescent  colors 

Photo-engraving.  603-604                    ^^H 

H             ..^/-^     • 

galvanography,  603,  604             ^^^^ 

^^M             Nobiirs  rings,  461-463 

Pickle,  preliminary,  223                       ^^^| 

^^B             Noe's  thermo-electric  pile,  90,  91 

Pickling  and  dipping,  330-338           ^^^| 

^H             Nomenclature,  of  salts,  44,  45 

duration  of,  ,23a  333                      ^^^H 

^^B             Non  conductors,  45 

^^^H 

^H                      electrics,  28 

Pile  of  \'olta,  3                                       ^^M 

^H                     -metals,  38,  39 

Pins,  nickeling  of.  288                          ^^H 

^H            North  pole,  10 

tinning  solution  fnr   <^d2              ^^^H 

^H             Numerical  daU,  useful,  table  of.  668 

silvering  of,                                      ^^H 

^H             Nuts,  zincking  of,  459,  460 

Pipes,  /incking  r>                                       ^^H 

Pijtii.  first  eleclr.    nmv  1. 1.  c  iRtliirttOC^^H 

^H             Ci^^  {^rinding  wheels,  196,  197 
^H             \J    sawdust,  217 

machine  cohm!  i  u  .i-;'.  h\ ,  4                      ^fl 

Pla*"- ^:)ty                       ^^^B 

^H             Objects,     arrangement    of,    in    the 

pill                                                                                    ^^^H 

^H                        bath,  160-163 

^^M 

^^B                    chemical  treatment  of,  220-333 

i^^^M 

^^m                   metallic,  preparation  of,  186-345 

--.^^H 

^^B             Oersted,  Prof.,  discoveries  of,  3,  4 

^^^B 

^H            Ohm,  law  of,  4,  22-34                             '  Plated  objccu,  dryfn^                           ^^M 

^^^H                                                                                               691           ^H 

^BPlAtinic  chloride,  651 

Potassium,  discovery  of.  3                                 ^^M 

^VFlatiDixing  by  contacti  ^x> 
^■PlatiDg  baths,  healing  of,  133,  124 

disulpbate  solution,  electrolyiM             ^^H 

ofa,  53.  54                                                ^H 

^F       rooms,  floors  of,  124,  125 

ferro-cyanide,  655                                        ^^H 

H               heating  of,  123,  124 

hvdrate,  645                                                  ^^H 

^^               light  io,  122 

nitrate.  662                                                  ^^H 

^H               renewal  of  watef  in,  134 

-sodium  tartrate,  6641  665                           ^^H 

^P              size  of,  125 

sulphide,  646,  647                                       ^^H 

veolilaiioQ  io,  i»2,  123 

Potential,  29                                                      *^^| 

PUtioum  anodes  for  gilding,  4  ro 

difference  of,  21,  29                                    ^^H 

^         baths,  43t-435            i 

Prcece's  test,  445                                               ^^H 

^M                management  of,  4J5.  43^ 

Presses.  578-580                                                     ^^H 

^1         deposition  of.  411-457 

Prime  &  Sou,  perfection  of  the  depo-             ^^H 

^M        deposits,  polishing  of,  218,  219 

sition  of  metals  by,  6,  7                                   ^^^| 

^m         •plating,  execution  of,  436,  437 

Primary  current.  16                                            ^^H 

properties  of,  431 

Printing- plates,  nickeling  of,  307-309             ^^H 

recovery  of,  437 

Proctor,  C,  H,,  on  electrochemical             ^^H 

Plunge  batteries,  »3^7 

cleaning  baths  and  their  applica^             ^^H 

Poisoning  by  chetuicals,  534-536 

tion,  230,  231                                                     ^^1 

^^Polarity   of  current,  recognition  of, 

Protosulphate  of  iron,  659                               ^^H 

■      146.  U7 

Prussiate  of  potash,  white,  652-654                 ^^H 

■  Polarization,  64-66,  281,  2S2 

yellow,  655                                ^^M 

^B          -current.  65 

of  silver,  655                                                         ■ 

^K        electro  motive  counter-force  of, 

zinc,  654,  655                                           ^M 

H            ^^^T»35      ^ 

Pmssic  add,  642.  643                                        ^^H 

^H        magnitude  of.  133,  134 

poisoning  by.  534,  535                    ^H 

^potes,  attraction  and  repulsion  of,  10 

Pump  pistons,  galvanoplastic  copper-            ^^H 

^F       magnetic,  9 

ing  of,  628                                                          ^^H 

^"^Polisbed   objects,   cleansing   of,  219, 

Pyridine,  addition  of,  to  zinc  baths.             ^^H 

220 

450                                                  ^H 

Polishing,  205-214 

Pyrophosphates  and  phosphates,  663,             ^^H 

and  grinding  rooms,  125,  136 

664                                                                    ^^M 

flexible  shaft  for.  212-214 

PyroxyHne  lacquer,  523,  524                           ^^B 

^L        in  the  tumbling  barrel,  194-196 

^^H 

^P        lathes,  209-211 

/QUADRIVALENT  elements.  37  ^H 
\J     Quick  lime,  646                                           ^^H 

^^         machines  for  zinc  sheet,  296,  297 

materials,  214,  215 

Quickiog  articles  to  be  silver-plated,                    m 

Porcelain,      galvanoplastic     decora- 

^M 

tions  on,  627,  628 

Positive  electricity,  19 

p  AOULT'S  method  of  determining  ^^H 
|\     the  molecular  weights  of  dia-            ^^H 

electrode,  46 

Potash.  655,  656 

solved  bodies,  49,  50                                 ^^^| 

^K        -alum,  658 

Ratsbane,  644                                                       ^^H 

^M        bicarbonate  of,  656 

Reagent  papers,  41                                                ^^H 

^fc      caustic,  645 

Reaumur.  Centigrade    and    Fabren*             ^^H 

^■■iSyMiium'aluminium  sulphate,  65S 

heit  tbermometent,  comparison  of            ^^H 

^■'^      amalgam.  4 

the  scales  of.  and  rules  for  convert-             ^^M 

bitartrate.  664 

iug  one  scale  into  another,  675,  676            ^^H 

^^         carbonate,  655,  656 

Recovery  of  gold  from   gold    baths.             ^^H 

^^                 determination  of,  399,  400 

439*  430                                       ^H 

^M        cyanide,  652-654 

of  uickel  from  old  baths,  309                     ^^M 

^K              determination  of,  33S,   339, 

platinum  from  platinum  sola-            ^^H 

^m           355. 356 

tions,  437                                            ^^M 

^H              Grst  use  of  solutions  of  me- 

silver  from  old  silver  baths,            ^^M 

^H                    tallic  cyanides  in,  5 

403                                               ^^M 

^m              poisoning  by,  534.  535 
^H              parity  of.  234 

Red  brass,  343                                                      ^^H 

gilding^.  41 S,  419                                          ^^1 

^^^^        use  of,  for  pickling,  224 

sulphide  of  antimony,  647                       ^^H 

^^^I^^iit                                                                   ^^^^^^1 

Selfexdtetion,  ^                           ^^H 
Separate  excitattou,  98                    ^^H 

^^^H        KtpirtliK,  proeBB  oitmnsfMring 

Series-wound  dynamos,  104           ^^H 

Shafts,  flexible.  212-214                   ^^1 

^H        RmpSMta. 

Shaviog  machines.  595.  596                    1 

^^^^H        RuIbuiu  dettiKRj,  19 

Sheets,  large,  polishing  lathe  for.  iQft_i 
Shell-gold.  405                                    JH 

^H      it««<w_^    ^ 

hacking  the.  595                         f^H 

^^H                               fsomfka^  oC  140.  141 

detaching  the,  from  Uie  mould, 

593.  594 

^^H              etecCHc.9t 

Sherardizing,  449 

^^^H                    «ftito^»i 

Shunt-wound  dynamos^  I04,  105 

^^^H             ipccific.  u.  n 

Siemens*  machine,  7 

Siemens  tS:  Halske  machine.  S 
SUver  alloys,  deposition  of,  373-375 

^^^^^m               rwttm\  \  auenrnicfftt  145 

^^^H                «|vrcUU  143.  t44 

anodes,  364-3<j9 

^^^H        Rx4rr  *s  pnxvas  of  eleetfo-€iigraTing, 

baths,  360-364 

^^H           tei(-^« 

addition     of     organic     s-nb- 

^^^H        Rt^tanMtvte,  9^100 

stances  to,  370-372 

^^H       K>ii«i^  ptatteg  of.  with  r«d  gold,  419* 

agitation  of.  369,  370 

^^^1                 4^ 

current  density  for.  128 

^^^B               tcnlidicit  aao^Uiiitg  and  poii&b- 

determination  of  proper  pro- 

^^H                  utg  of.  4*7 

portions     of     ailver     and 

^^^^^^  Rit5^ik<    and    deMAing    appar*ta% 

potaasium  cyanide  iu,  \6iL 
electrolysis  of,  56                 ^^M 

^^^^■k               kdmgoC  3d8 

^^^^^         iiaci^tof  of,  459^  A^ 

examination  of,  39iii-4o2 

old,  recovery  of  silrer  from. 

^^B       |RMk«tl.N8 

40a.  403 

^^m       RoAk  ««mI«S^  159.  t<K> 

steel  sheets  as  anodes   for, 

366,  367 

^^^1        Rli£'<m   «lM»oMtion  of   EueUllic 

thickening  of,  368 
treatment  of,  364-369 

^^H           dllo7»  b7«  6 

calculating  the  time  for  depOHt- 

ing  a  determined    weight  of« 

^^^         vT    *      * '  MONt  AC.  ^8 

129-131 

^■^                                              OflllBOII.  64$ 

chloride,  650,  651 

^H                      .    tfbi 

cyanide,  655 

^H           .^«  ^ 

combtualions  of,  5 

^^^_                 &w>'/U44 

deposit,  calculation  of  the  weight 

^^^^            lonaMloa  of,  from  the  acids,  43, 

of.      from     the      current' 

^^V 

streuKlh,  390,  391 

^^^B             aooMacljitiiTe  of.  44.  45 

.    determination   of  weight  of. 

^^^H             tttntiml  4\ 

37*^-390 

^^m        oro<K^«        '  664-666 

deposition  of.  359~4oj 

^^m      aHvlbla»i 

deposits,  polishing  of,  JlS^  219, 

^^^      diM,  «^i  ..-^      V  ^  561 
^V             ^wftuai  for  drylag,  2 1 7 

determtutttion  of,  401,  402 

H               ^MMttMe.  VK 

extra  heavy  coating  of.  377,  378 

^H               ;»cWr                  vationik5 

first  maf^uetic  machine  for  the 

^^^         $chlKv               Umc.  8 

deposition  of,  7                                  , 

^^^^       dcmtch  bxiuhcjk  187.  ^15*  >i6 

l^alvanopldjity  »«»  639,  640 

^^^m             hmiliiug^  1S7- 1 90,  a  [ 5-3 1 7 
^^^^b     >titii%  tmching  of,  459>  4^ 

incrustations  with,  394 

matt,  39  T                                        ^H 

^^^^■|,^|9CMI«Im7  ce)bw  lU-t^t 

nitrate,  663                                    ^^H 

^^^^^^^p                  ^fv^i^t      tr. 

.platin(T   hrfirht    371,  373            ^^H 

^^^^B       Rtthu                  Uflcoverv  oC  9<3 

^y                   7  5-393               ^H 
del'                 >n  of,  393           ^^H 

^^^^^^^^^^^^^^                                                ^H 

^BSilver-plating,  execution  of.  375*593 

Spoons,  calculating  the  time  for  de-             ^^H 

^H                 prt-pftralion   of    objects    for, 

positing  a   detcmnned  weight             ^^H 

H                     375*  3:6 

of  silver  on,  129- I3r                                       V 

H         oxidized,  396,  397 

extra  heavy  coating  of  silver  on,             ^^J 

^m         properties  of,  359 

377<  37H                                                     ^H 

^M         recovery  of,  from  old  silver  baths, 

Spraying  lacquers.  528-530                                   ^^M 

H         402, 403 

Statinic  chloride,  649                            i              ^^^M 

^B         scrutch  brushes  for,  216 

Stannous  chloride.  649                                      ^^^| 

^■Bilvered  articles,  slrii)ptn|(of.  397.  398 

Steel  anodes  for  gilding,  4 10-412                     ^^H 

^B                       yellow  color  o»«  397 

baths,  464.  465                                              ^^M 

^■SilverinK,  aotique,  395,  396 

brass  bath  for.  348                                      ^^H 

^m         baths,  4S.S-490 

cleaniiing  of,  232                                           ^^^| 

^1         by  coutact.  488,  489 

coating  of,  with   lead  peroxide.            j^^B 

^B                   immersion     and     frictioUf 

461                                                             ^M 

^V                       4^^497 

copper  baths  for,  333,  324                           ^^1 

^H            itnmersion,  489-493 

galvano]>lasty  in,  629-633                           ^^H 

^1         cold,  with  |>aste.  493,  494 

gold  bath  for,  409                                          ^^H 

^H        nielled,  imitation  of,  394,  395 

grinding  of,  204                                          ^^H 

^B         yellow  tone  of.  372,  373 

gun  barrels,  galvanoplastic  cop-             ^^^^ 

^BSilverite  atiodes.  368 

pering  of.  629                                          ^^H 

■l^imilor,  343 

nickeling  of,  by  contact,  481                    ^^^| 

■  sine  galvanometer,  la 

pens,  cop]iering  of,  487                             ^^H 

^■^ize  of  plating  rooniB,  (25 

plates,  etching  of,  606,  607                       ^^H 

^VSUtigin};  wires,  162 

rolls,    galvanoplastic    coppering             ^^H 

^■Slotted  armature,  102 

of.  628                                                          ^H 

^BjBmee  cell,  70,  7r 

sheets,  nickeling  of,  302,  303                   ^^M 

^K  8mee,  discoveries  by,  6 

use  of,  AS  anodes  for  silver             ^^H 

Soda,  caustic,  645 

baths.  366,  367                                    ^^H 

Sodium  amalgam.  4 

silvering  bath  for,  489                                ^^H 

^^        bicarbonate,  656 

silver-plating  of.  393                                   ^^H 

^H        bisulphite,  661 

t&pefi.  zincking  of,  457'-459                        ^^M 

^B        carbonate,  656 

tinning  solution  for,  5D[,  502                    ^^^^ 

■         chloride,  648 

irefttment  of,    in    the    tumbling            ^^H 

^1         citrate,  666 

barrel,  195                                                  ^^H 

^H        discovery  of.  3 

Steeling,  464-466                                             ^^H 

^H        hydrate,  645 

execution  of,  466                                        ^^H 

^H        hydroxide,  electrolysis  of,  54 

Stereotypes,  coppering  of.  599                         ^^H 

■        nitrate.  662 

nickeling  of,  307^3^*9                                ^^M 

^H         phosphate,  663,  664 

Stirring  contrivances,  561^563                        ^^H 

^H         pyrophosphate,  664 

Stockroeier's  copper  biith,  325                         ^^H 

^m        sulphate,  658 

Stoehrer's  plunge  battery.  85,  86                   ^^M 

^H         sulphite,  preparation  of,  491,  493 

Stolba's  method  of  tinning.  502,  503               ^^H 

^»                purity  of,  234 

Solder,    hard,    removal   of,   from   bi- 

process of  nickeling  by  contact,             ^^H 

479-481                                                            W 

cycle  frames,  221,  222 

Stoneware  objects,  galvauoplastic  de-             ^^M 

Solubilities  of  chemical  compounds, 

posit  of  copper  on,  626,  627                         ^^M 

table  of,  670,  671 

Stopping'otf,  193                                               ^^M 
Stripping   defective   nickeling,    282-            ^^H 

SolulioH'pressure  of  metals,  60,  6r 

Solutions,  decompo.sitiot'valucs  of,66 

^H 

theory  of,  47,  48 

gold  from  gilded  articles,  427                   ^^H 

Solvents,  233 

silvered  articles,  397,  39S                           ^^M 

S<mth  pole,  lo 

Sugar  of  lead,  665                                                  ^^H 

Spaeth's  machine  for    gilding  wire 

Sulphate  of  iron,  659                                        ^^H 

1           and  gaiue,  425,  426 

Sulphates  and  sulphites,  658-662                    ^^H 

^^^peciEc  resistances,  24,  25 

Sulphur  combination:*,  646-648                       ^^^| 

^^Bpencer,  T,,  clniui  of.  5 

Sulphuretted  hydrogen,  646                              ^^H 

^^pirit  of  hartshorn,  645,  646 

poisoning  by,  535*            ^^H 

nitre.  643                                                                         536                                  ^^H 

^^p       694                                     ^^^^^^^^^^^^^^B 

^H              Sulphuric  acid.  641,  642 

Terchloride  of  gold,  651 

^H                                    tree,    detemiination    oU 

Terra-colta    otyects,    galvanoplaitic 

^H                           573 

deposit  of  copper  on.  626,  627               J 

^^M              Sulphurous  acid,  poiaontng  by.  536 

Thermo-electric  couple,  90                       ■ 

^H               Sulpbydrate  of  amtnouium,  647 

piles.  9C^S                             m 

^^m               Snlphydric  acid.  646 

-electricity,  90                                     fl 

^H                Surgical  instruments,  galvatioplaaiic 

Thermometers,    comparison    of   the     ^ 

^H                                            deposit  of  copper  on 

scales  of,  and  niles  for  convertittg     ■ 

^H                                              wooden   handlci  of, 

one  scale  into  another,  675.  676           ■ 

^K                                            626 

Tin  baths,  439-441                                     ■ 

^H                                        nickeling  of,  305,  506 

management  of,  441                    1 

^^H               Swiss  matt.  520 

chloride,  549                                           H 

^B               Switchboards,  181,  182 

coloring  of,  521                                    ■ 

^H               Symbol*,  33,  34 

dark  coloration  on,  521               ^^^H 

^^B              Synthetic  chemical  process,  33 

deposition  of,  439-442                ^^^| 

-plate,  nickeling  of,  301             ^^^H 

^H               'T'ABLE    for   freeing  objecU    from 
^^m                i      grease,  164,  165 

-plating,  process  of.  44 1,  443            V 

properties  of,  439                                 ■ 

^^B               Table  for  intercouversion  of  certain 

ftalt,  649                                                ■ 

^^H                          standard    weights    and    uieaa- 

sepia  brown  on,  511                     ^^^B 

^H                          nres,  669,  670 

silver  plating  of.  391                   ^^^M 

^^m                    of  chemical  elements  with  their 

Tinning  by  boiling,  502,  $0^            ^^H 

^^V                             symbols  and  atomic  weighlB» 

contact^  500,  501             ^^^ 

^m                   53. 34 

and  by  boiling^  500-    ■ 

^H                           content  of  metal  in  metallic 

5<>3                                 ■ 

^H                              salts,  672 

zinc  contact,  500 

^H                          electrical    resistance    of   pure 

Tissues,    galvanoplaslic    depoait    of 

^H                              copper  wire,  673 

copper  on.  626                                       M 

^H                           electro-chemical     equivalents. 

Toggle  press,  578,  579                         M 

^^m                         hydrometer  degrees  according 

Tombac,  343                                         ^^H 

bath,  357                                        ^H 

^^B                             to  Baume  and  their  weighu 

cleansing  of,  232                          ^^^H 

^^V                            bj  volume,  675 

deposition  of.  357                         ^^H 

^H                          lesifltance  and  conductivity  of 

pickling  of.  223                             ^^^B 

^^m                             pure  copper  at  different  tern- 

spurious  gilding  of,  515 

^H                               peratures,  673 

^H                          solubilities  of  chemical  com 

of  gold  by,  404,  405                                 M 

^^H                              pounds    commonly   used    in 

Transmission,  126,  t27                                 ■ 

^^B                              electro-tech tiics,  670,  671 

Triplex  buff.  205,  206                                  V 

^^m                          useful  numerical  data,  66S 

Tripoli,  214                                                     1 

^^H                          weight    of    iron,  copper,    and 

Trivalent    and    quInquiTaleitt     c^^^ 

^H                               brass  wire  and  plates,  674 

ments,  37                                |^H 

^H               Tacks,  zincktng  of,  459,  460 

elements,  37                                 ^^H 

^H               Tampico  brush,  203 

Trough  battery,  69                               ^^^B 

^^^               Tangent  gaU'anometer^  ]  2 

Troy  weight,  667                                ^^H 

^^B              Tank,  to  And  the  number  of  gallons 

Tumblers,  galvanoplaatic  decormtiost^B 

^m                   a,  will  hold,  667 

on,  627,  628                                             H 

^B               Tanks,  rS/'^SQ 

Ti               barrel  or  drum,  191-196         ■ 

^H                      for  cooper  cynnide  hatha,  330 
^^m                            galvanoplastic  baths.  565 

T                  Wnftmo.  98                              ■ 

Tvr    '"^  I  ces.   prepuntSon  of,   $99r    ^ 

^^B                             gold  baths,  413,  414 

6rMj 

^^B                              sheet  zinc.  299 

tnealmetil  of  v^ry  deci^  forrn^  rf,      j 

^^B                             silver  baths,  364 

59a                                                    i 

^^B                           xinc  baths,  454 

■ 

^^B              Tartar  emetic,  665 

U     ticder                                      ^H 

^H              Tea  sets,  galvauoplastic  decormtioas 

^H                  on,  627,  djH 

UnioQ  caaviLN  wbecl,  juo,  iu;            ^^^H 

1         1 

^Hj^^^^^^^^^^TNDEX^^^^^^^^^^I^       ^H 

\  ^APORS,  acid,  absorbing:  plant  for, 
\       726,  227 

Weights  and  measures,  table  for  the          ^^H 

inter-conversion  of  certain   stand-         ^^H 

Varnish,  stopping  off,  393 

ard,  669,  670                                                  ^^H 

[          Vases,  reproduction  of,  6n,  612 

Weirs  bath  for  coppering  by  conUct,          ^^H 

^ft    Ventilation    in    plating    rooms,    132, 

^H 

■ 

copper  bath,  329.  3^                              ^^M 

^^    Verdigris,  665 

Weston  Hmmeter,  150                                  ^^^M 

Vertical  galvanometer,  142 

nickel  bath,  254                                       ^^^| 

Vessels,  content  of,  667 

Wlieatstone's  machine,  7                               ^^H 

Victoria  white  polish,  218 

Whip  brush,  187                                              ^H 

Vienna  lime,  icjg,  214 

White  arsenic,  644                                         ^^H 

Vitreous  electticity,  29 

prussiate  of  potash,  652-654                          V 

Volt,  20 

vitriol.  659,  660                                           ^^H 

Volt -ampere,  21 

Wilde  machine,  7                                            ^^^t 

Voita,  discovery  by,  2,  3 

Wire,  gilding  of.  424-426                               ^^H 

Voluic  cell,  30,  68,  69 

main,  26                                                   ^^H 

pile,  2 

nickeling  of,  302-305                               ^^H 

^—    Voltameter,  copper,  383,  384 
H    Voltametric  balance,  383,  384 

zincking  of,  457-459                                  ^^M 

Wires,  branch,  26                                              ^^H 

^V           controlling  apparatus,  387-390 

Wollaston,  discovery  by.  3                            ^^H 

'          Voltmeter  switch,  rso.  151 

Wood-cuts,  acid  copper  bath  for.  568          ^^H 
Wooden  grinding  wheels.  196.  197                ^^^| 

1         Voltmeters,  14S,  149 

^^  Volumetric  analysis,  313.  314 

tanks,  157                                                    ^^H 

^B           determination    of   copper,    341- 

Woolrych,  first  magnetic  machine  for                 H 
the  deposition  of  silver  by,  7                            H 

^B                     343.  573.  S73 

^m                of  zinc,  356,  357 

Work,  frictional,  52                                                 H 

mechanical,  5^                                                H 

^    \17AHL,  Dr.  W.  H..  directions  by, 
VV      for  preparing  platinum  baths, 

Workshop,   hygienic  rules   for    the,                 ■ 

5^3-536                                                           ■ 

433-435 

Wnght,  first  use  of  solutions  of  me-          ^^M 
tallic    cyanides    in  potassium   cy-          ^^M 

Walenn's  copper  bath,  330 
Walnut  grinding  wheels,  196,  197 

anide  by,  5                                                      ^^M 

Walrine  wheel,  207,  208 

Wrought-iron   articles,    pickling   of,                ^ 

Warren's  cobalt  solution,  319,  320 

22t:>                                                     ■ 

s          Washing  soda,  (156 

bath  for  bronzing,  357                      ■ 

1 Watch  cases,  matt  black  coating  on. 

brass  bath  for,  348                        ^^B 

girders,  zincking  of,  457         ^^H 

^H          chains,  platmg  of,  with  red  gold. 

^m         4191 430 

VELLOW  brass,  343                                  ^| 
I          prussiate  of  potash,  655                    ^^H 

^H         -movementftf  palladium  bath  for. 

■ 

^H          *work8,  brush  for  gilding.  190 

7APON,  523,  524                                          ^1 
/y     Zilken's  linuinjsj  bath,  SOI                      ^^M 

^™    Watches,  graining  parts  of,  494,  495 

Water,  233 

Zinc  alloys,  deposition  of,  460,  461                    V 

^^          decomposition  of,  3 

amalgamation  of,  69,  70                                 ■ 

^K          'dip  lacquers  and  their  use,  530- 

and  ammonia,  chloride  of,  649                      ■ 

^1 

anodes,  452-454                                             M 

^H         renewal    of,  In    plating    rooms, 

baths.  446-453                                             ^^M 

^m         124 

tanks  for,  454                                  ^^H 

^^         substitution  of  glycerine  for,  250 

blue- black  coating  on,  517                    ^^^| 

Watt,  21 

brass  bath  for,  348                                    ^^H 

L^  Wax- melting  kettles.  576 

bronzing  on,  518                                      ^^H 

^B          moulding  in,  575-578 

carbonate,  657                                             ^^H 

^^^^  moulds,  detaching  the  deposit  or 

castings,  nickel  bath  for,  25$                ^^H 

^^^K             shell  from.  593,  594 

chloride,  649                                            ^^H 

^■■P         electrical  contact  for,  591 

qualities  of,  234                                 ^^H 

^^^^^ght,  avoirdupois,  667 

solution,   electrolysis   of    a,         ^^H 

^1          troy,  667 

65.  66                                             ^H 

69S 


INDEX, 


Ziac,  ootoring  of,  516-518 
•contact,  tinning  by,  500 
coppering  of,  by  immenion,  485 
cyanide,  $54.  655 
deposition  of>  442-461 
determination  of,  356,  557 
etchings,  nickeling  of,  309 
gray  coating  on,  517,  518 

yellow,  Drown  to  black  colors 

00,517 
investigationa  regarding  the  elec- 
trolysis of,  448,  449 
nickel  bath  for,  257,  258 
objects,  copper  baths  for,  327, 

338,329 
pickling  of,  223 
plates*  coppering  of,  599 
etching  of,  006,  607 
properties  01,  44^ 
*  red-lurown  shades  on,  518 
scratch  brushes  for,  215 
sheet,  brawing  of,  298,  299 
oopperinff  of,  299,  335 
freeing  of,  from  grease,  297 
nickel  baUi  for,  258 
nickeling  of,  293-301 
nickeled  iridescent,  463, 464 
peeling  off  of  the  nickel  de- 
posit from,  298,  299 
polishing  of,  205 

macnines  for,  296,  297 
preliminary  polishing  of,  295, 

tanks  for,  299 
sulphate,  659,  660 
tin  bath  for,  440 
yellow-brown  shades  on,  518 


Zincking  brass,  503 
by  contact,  503 
copper,  503 

cords,  457-459 
execution  of,  454-460 
naila,  459,  460 
nuts,  459,  460 

rivets,  459,  460 
screws,  459,  460 
sheetpiron,  455»  456 
steel  Upes,  457-^9 
tacks,  459.  46o 
wire,  457-459 
Zincography,  604,  605 
Zone,  neutral,  10,  100 
Zozimus,  reduction  of  copper  by,  i 
Zucker  &  Levett  &  Loeb  Co.,  mechan- 
ical electro- 
plating appara- 
tus    manufac- 
tured by,  293 
patented    triplex 
buff  manufac- 
tured  by,  205, 
206 
silverite    anodes^ 
manufactored 
by.  268 
types  of  dynamos 
constructed  by, 
io7-i(m 
types   of  motor- 
generators  con- 
structed  by,. 
112 


iriHff  Co,,  XeiV  Tork  aty. 


LACQUERS. 


IN  33   YEARS  OF  LACQUER  EXFERIKNCE  WE 
HAVE   LEARNED: 

That    Lac<iuer  should    preserve    the    eietal    fiiiiKh 

from  what  is  hnrtfuL 
That  Lacquer  should  ward  off  decay  iu  the  uietal 

fluinh  and  prevent  its  disease. 
That  a  Lacf|uer  gootl  for  Silver    may  be  poor  for 

Builders'  Hardware,  Nickel,  Bronze,  Spelter, 

etc.,  etc. 
That  a  wise  manufacturer  uses  Lacciuer  iiiaile  liy  a 

Lacquer  Specialist* 


WE  ARE  THE  ONLY 


Manufacturiog  Lacquer  Specialists. 

THE   LATE8T   SPECIAL   LAIQIERS    INTRO- 
DUCED  BY  US  ARE: 


EGYPTIAN  GAS  AND  ELECTRIC  FIXTURE  LAC- 
r  QUERS    (dip   and    brush)^ — the    Standard    Grades    for 

P  Fixture  Work. 

EGYPTIAN   BLACK  NICKEL  LACQUER 

which  increases  the  depths  of  the  color  of  the  Black 
Nickel  finish  and  prevents  the  formation  of  iridescent 
discoloration. 

JGYPTIAN  WATER  DIP  LACQUER 

The  work  while  wet— whether  plated  or  acid -dipped — is 
dipped  directly  into  the  Lacquer^  ensuring  a  great  saving 
of  time. 


LACQUERS. 


The  Effyptian  Ltiffffter  Mannfartnring  €V>,,  Sett*  Ywrk  City, 


LACQUERS. 


THE   LATEST  SPECIAL,   LACQUERS   lyTKCK 
IWCED  BY  IS  ARE: 


EGYPTIAN  LACQUERS  to  Produce  an  imitation  Bower 

BarfT  Finish.  M 

EGYPTIAN  BLACK  LACQUERS  for  Electrical  Apparatus. 

EGYPTIAN  LACQUERS  LOR  SILVER  PLATE 

Guaranteed    to    prevent   pink»   yellow   or    reddish 
Method  of  lacquering  silver  plate  described  in  sej 
article. 


araius. 

^  J 

tints,  m 
rpar^^H 


EGY1»TIAN  BEDSTEAD  LACQUER:   A   dose   dupli- 

cate  to  the  Standard  English  Lacquer. 
EGYPTI^VN  SPRAYING  LACQUERS 

Adapted  for  use  with  pneumatic  spraying  machine  or  air 

brush. 

EGYPTIAN  BRUSH  BRASS  GAS  FIXTURE  I-AC- 
QUER  used  as  a  dip  Lacquer. 

EGYPTIAN  DIP  LACQUER  FOR  ROSE  GOLD 

the  only  Lacquer  which  will  preserve  the  dcUcalc 
supersensitive  rose  gold  tint. 


THE  EGYPTIAN  LACQUER  MANUFACTyRINQ  CO.. 

0£NERAL  OFnOBS: 

152  FRONT  STREET,  NEW  YORK  CITY 

Orders  may   also  be   filled   from  our  Chicago  warcr< 
No.  170  South  Clinton  Btreett  Chicago,  IlL 


LACQUERS. 


Zurker  S  Levett  S  iMt  Co.,  JVew  York^  U.  H,  A, 


-WE  MANUFACTURE  .  *  . 

H  A  COMPLETE  LINE  OF 

^P        ELIICTRO-PLATING 
r^POLISHING  AND  GRINDING 

V 


SUPPLIES  AND    MACHINERY, 

Likewise 

VARIOUS  CLEANING  COMPOUNDS 

FOR  ALL  METALS. 


ESTIMATES  FURNISHED  ON 

Plating  and  Polishing  Outfits 

For 
HICKEL,  BRASS,  COPPEE,  BE0N2E,  SILVER,  GOLD,  ETC. 


Electro=QaIvanizing  Plants 

FURNISHED  FREE  OF  ROYALTIES. 


I"  SEND  FOR  CATALOGUE. 

ZUCKER  &  LEVETT  &  LOEB  CO., 
KEW  YORK,  U.S.  A. 


X.  B,— for  UluitrmtloiLi  and  detcrlptloiit  of  lome  of  our  Electro- plAlJBg  DsroAjnot  aodo^er 
Appaxatiu,  tee  p^g^  m,  iOt,  113,  206,  Afi4  267  of  t]Us  work. 


S££  NEXT  PAGE. 


Zueher  ,f  Lerett  iP  Loeh  Co..  Xeiv  York,  (\  S.  ,t. 

We  are  building 

GENERATORS 

BOTH  STANDARD  AND  THREE-WIRE  SYSTEM 

and  havti  ccniHtniered  tbeni  up  Ut  12,5<X)  ainpcres  at  7  volU,  whleli  i*  the 
largest  low-vrjJ laitfe  genemtor  builf  in  tint*  coiujtry,  Wt»  huvt*  lieeii 
Rfnvialj/,ihg  in  thene  nirtcliines  for  a  nuiiilM^r  of  \'  i   lK»lleve  we 

have  perfet'lcMl  one  which  gives  the  liigheat  poaniblr  <  s   t%jf  Hk  low 

voltage  generator. 


TWO-BAR  SILVERITE  ANODE. 

ThiB  niakt's  a  light  sound  anode  which  cun  tie  rcndily  handled  And 
rleanf*d  by  n  lM>y,  and  poKw^sst^  all  the  advantages  of  the  wider  and 
heavier  four-bar  fe>Uveritt*.  The  Two- Bar  Silverile  Is  made  stnudnnS  34 
liieiies  \vi<ie  and  in  various  lengthw. 

We  a])pend  hea'with  a  table  giving  appruxlniatt*  weigh  in  of  Two  Bar 
Silverite  Anodes  of  di^brent  lengths. 

Weight  Table  for  Two  Bar  Silverite  Nickel  Anodea. 

Si''  wieii*  8'''  long about   6  pnundu  each 

Ol  11  pt  it  it  ^  M  H 

34        **     .    .        .       14         "  iit 

dj      *' i(j       "  11 

S|        *'..,..  IS        ".,..."      I'j 

si  '  :"■>  ••      H 

»i  ♦•       IT 


VICTOR  WHITE  POLISH. 

Our  Vielor  Wliite  tN)liHh  la  n  line   lime  etMnjiOttttiou  «f  .. 
faeture  pffniuce*!  after  long  and  careful  rxpeiritnmt.    Tld* 
made  ill   three  gnwle** :  Grade  **  U"  whieli  Ih  uur  r> 
**  N  "  which  h  grea!*y,  nnil  Omde  *'NN"  which   i 
elaiin  for  nur  Victttr  Wliile  I*ulii<h  that   it  givi.t*  thf   . 
Ulster  In  the  sViortest  |MM4siblf  spnoenf  time  ;  iu  other  W«m 
ertieleney  and  oconomy,     Kacii  ^tlek  in  paolLeil  In  a  ^jwir:* 
hermetlealiy  aealinl,  which  doer*  awji3'  with   the  diiJi|nT  of 
common  fault  with  the  ordinary  Vienna  Iduie  CcMnpcadUoo^ 
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The  Hanson  <t  Vttn  Winkle  Co,,  Newark,  X.  r/.,  r.  S,  A. 
MULTIPOLAR   TYPE  DYNAMOS. 


We  are  i>re pared  to 
furnish  this  type  dy- 
nanm  in  sixes  running: 
from  800  to  6,UO0  ani- 
pi^reg,  either  shunt  or 
roiiqioLiiid  wound,  or 
with  fields  wound  for 
sepumle  excitation.  We 
cau  uijsolytely  recom- 
mend tliifl  type  muelvine 
OS  being  tlie  most  com- 
plete plu  ting  dynamo  on 
the  liuirket. 


We  <An  aapply  loMr-voItage  dynftmoa  cttreet  connected  tn  ft  motor  of  sQlLftblo  size,  the 
whole  tmttit  mounted  on  a  iUbsCiiuUaJ  irnit  sub-baMc.  Motors  ciin  ))6  furnished  In  miy  volt- 
Bge  lo  Ault  condltioQfl.  « 


THE  HANSON  &  VAN  WINKLE  CO., 

REWASEp  N.  J.p  tr.  S.  A.  CmCAGQ,  ILL., 

SI 9  Market  St.  iB  S.  Canal  St. 
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The  Hantion  «l'  Vun  Winkle  CV>.,  Newark.  N.  J.,  V,  S,  A. 


THE  H.  k  V.  W. 
PATENTED  UNDERWRITERS  RHEOSTATS, 


MADE  IN  ALL  SIZES  TO  SUIT  REQUIREMENTS. 


WE  MANUFACTURE 

Multipolar  dynamos,  in  various  sizes^  giving  5  and  10  Volte  and 
ranging  from  800  to  5,000  Amperes  on  three-wire  systom,  ako 
dynamos  from  50  to  8,0W  Amperes  on  two-wiro  Bystcm. 


RHEOSTATS, 

VOLTMETERS, 
AMMETERS, 

CONNECTIONS, 


ANODES,  ALL   KINDS, 

POLISHING  MACHINERY, 
POLISHING  SUPPLIES, 

POLISHING  COMPOSITIDll, 


Everything  Used  in  tlie  Plating  and  Polishing  Shop. 

S[)c'<Mal  it^'tnized  estinttitt^s  fiirnlHluti  for  cr«ropU't<»  plants, 
WriU«  for  dyrirtmo  irjf(»riimti«ij. 


THE   HANSON  &  VAN  WFNlvIiE  CO. 

MAIH  OFFICE  kWD  FACTORT, 

NEWARK,  N.  J„  U,  «,  A. 

WS9TEBN  BRANOH.  38  8.  CANAL  8T  .  0810400 


The  Hathson  ti-  Van  Winkle  Co.,  Newark,  N,  J.^  U^  S,  A^ 

United  SUtes  PatentB  June  ai,  1897 — Feb.  24,  1933— Oct.  11,  1904, 

March  24,  igoS^May  ig^  1908. 

Canadiaa  Patents  No.  5^^305  and  97,85a. 

OTHER  PATENTS   PENDING. 


IMPEOVED  MECHANICAL  ELECTRO-FLATma  APPARATUS. 

TYPB  B 

For  electro-plating  (luiintities  of  email  work  in  bulk,  saving' 
time,  labor  and  expense.  More  than  five  hundred  of  these  ma- 
chinee  are  in  daily  use,  giving  excellent  results  in  plating  Nickel» 
Copper,  Brass,  Bronze  and  Zinc» 

EVERYTHING  USED  IN  THE  PLATING 
AND  POLISHING  SHOP. 

8}K'cial  itt-jui/eil  e«ttlniate8  furnii*hed  for  complete  plantit. 


THE   HANSON  &  VAN  WINKLE  CO.. 

MAIN  OrnCB  AKD  FACTORIT. 

NEWARK*  K.  J.,  V,  8.  A., 

WEftTERU  BRANCH.  28  8    CANAL  BT  .  CHICAGO 


The  Hanson  tV  Van  Ulnkle  Co,,  Xewarkf  N,  J"»,  V,  S,  A. 


NICKEL  ANODES. 


With  the  iHlvtinoos  niaile  in 
nickel  phittiig  ill  thfc'  ]ut-sl  year's 
the  tendi'iiey  tias  been  U)  use 
larger  cont:ii'neii"s,  which  natur- 
ally require  anodes  of  iiierea.HtMj 
dinieiisioiiH.  To  meet  thiw 
iieca^sity  vnriou.^  devices  liave 
lKn:?n  tried  in  the  way  of  crowd- 
ing a  iart^er  number  of  [dates 
into  the  tank  «>r  n>iiiijtr  irre>^uhir 
shnimH,  Hoinetinies  wiiheunilior- 
sonie  uttiichinentj?!.  After  ex- 
haustive exnerinientH  we  have 
at  liwt  solved  the  <iue8tioii,  nud 
innv  offer  to  the  trade  our 
pa t e 1 1 1 ed  Ell! p t i e  A  i \ i w  1  e . 

For  niuny  .^ears  it  has  l>oeTi 
customary  to  use  Mat  niekel 
Anode,'*,  oidy  fu'eausc  there  vvu>« 
iiotliJn}<  vlHi'  obtaiiuihlt^  anil 
tlYene  tlat  fdaten  are  still  iu 
^neral  uw  l»y  many  large 
et^lahlishnientH,  which  Iiave 
not  taken  lime  to  inve8tigate 
the  decided  ailvnnta^fe  and 
economy  iu  our  lute  develop- 
ment**. 

The  patented  Klliptfc  Anodes 
poKHCHs  many  poiirtH  of  n-al 
merit  ;  tht^y  are  the  result  of 
eareful  expertnientM  coViTJn^ 
8«"vcral  yearH,  ami  they  over- 
come the  dii^ud vantages  iu  all 
other  sha|>eH. 

K 1 1  i I kt i e  An rni t «  a i\*  2 A  i n c h en 
wide  hy  1^  iiU'hes  tiiick,  and 
aw  east  iu  any  ordinary 
lenjjrt!i. 

ExiK-rieur-e  shows  that  all 
Anodes  work  more  from  the 
^nlgcH  than  from  tlie  center, 
showing  eoncluHively  that  cir- 
culation around  (lie  Anode  is 
neceH.sary  to  get  the  great  cm.  t 
amount  "of  corrosion  or  disinte- 
gmtioii. 


THE  HANSON  &  VAN  WINKLE  COm 

NEWARK,  W.  J.,  U,  S.  A,  CHICAGO,  ttt., 

319  Market  St.  a8  S.  Caoal  St 
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The  Hatistm  S  Van  Winklt-  Co.,  licit  ark,  K,  J,,  U,  S*  A. 


ELECTRO-GALVANIZING. 


COLD  PROCESS. 


NO  ROYALTIES. 


COMPLETE  OUTFITS  FURNISHED. 


Samples  Furnished  without  Charge,  Estimates  and 
Information  Furniihed  on  Request. 


AN  ECONOMICAL  AND  PRACTICAL  SUBSTITUTE 
FOR  HOT  GALVANIZING. 

We  have  fitted  up  a  number  of  plants  which  are  opemting  pro- 
fitably at  an  increased  economy  over  the  old  method.  The  Elec- 
tro-depoeition  of  Zinc  has  been  attempted  for  many  years,  but 
within  a  short  period  only  have  practical  comniercial  results  been 
J  obtained.  With  the  advantages  secured  by  the  use  of  our  Com- 
Ipound  Wound  Dynamos  as  a  source  of  current,  we  are  now  pre- 
pared to  fit  up  complete  plants  for  galvanizing  all  iron  or  steel 
lurtides,  from  small  castings  to  a  ship's  anchor  and  chain. 


A  Plant  for  Electro-Oalvanizlng  Comprises: 

Special  Low  Voltage  Compound  Wound  Dynamo. 

Electrical  Measuring  Instruments. 

Electrical  Connections. 

Tank  or  Tanks  for  Solution,  with  Fittings. 

Solution  or  Material  for  Solution. 

Cast  Anodes  of  superior  quality  and  absolutely  without  Waste. 

Cleaning  Outfit  for  preparing  work,  including  all  tanks 

and  supplies  necessary. 

When  Required  We  Send  Our  Expert  for 
Large  Installations. 


THE  HAKSON  &  VAN  WINKLE  CO., 

MAUI  OPFICB  Aim  PACTOBT, 

NEWARK,  N.  J.,  U*  8.  A. 

WBSTKRH  BRABCH.  21  8.  CAJIAL  ST.,  CHICAGO. 


f%m  Mmtmm  S  Tan  Winlde  Co*,  Ketoark,  N.  J.,  U*  8.  A. 


ALUMINUM  DIPPING  BASKETS 

Made  in  Any  Size  or  Shape. 


We  wanl  especially  to  call  your  attention  to  Baskets  made 
of  AlaminuiD  as  being  particularly  adapted  for  use  in  wash- 
ing axid  dipping  (except  in  potash)  as  the  acids  have  practi* 
eftOj  oo  ofieei  on  them. 

Aflar  tborough  test  we  do  not  hesitate  to  recommend  them* 
Thmj  an  Tery  light,  very  durable,  and  will  outlast  the  ordi- 
^pping  basket. 


I 


THE  HANSON  &  VAN  WINKLE  CO., 

«lWAltK«  H.  J.,  U.  a.  A.  CHICAGO,  ILL., 

uf  IbAet  St.  as  S,  CuuJ  St. 


O-A-TJ^riOa-TTS 

OF 

practical  and  pcienlific  Bm\$ 

PUBLISHED  BY 

Henry  Carey  Baird  &  Co. 


(NOUSTRIAL  PUBLISHERS.  BOOKSELLERS  AND  IMPORTERS 

810  Walnut  Street,  f  hiladelphia. 


49-  Any  of  tbfl  Booki  camprU»d  La  tbii  OftUlogne  will  1m  «mt  by  aafl*  bm0 
poctaget  to  Miy  adireei  b  the  world,  at  tli«  pnbUoitiaB  ptUm, 

i^  k  DworiptiTe  Oaukgie,  90  pa^ii  8to,,  will  be  i«nt  free  snd  frM  of  portig^ 

to  any  ouo  Iq  tnj  part  of  Uie  world,  wbo  will  foroisb  his  Addrais. 

i9~  Wbv*  oot  otherwUe  stated,  all  of  the  BiKika  in  thii  Cfrtalq^at  tn  bonMt 
itt  moallii* 


AMATEUR  MECHANICS'  WORKSHOP; 

A  trealiie  containing  plain  and  concise  directions  for  the  fnanipulfi-^ 
lion  of  Wood  and  Mclah,  inclutlmg  Cnsling,  Forging,  Brawling. 
Soldering  and  Carpentry.  By  the  author,  of  ihc  "  Lethe  and  lit 
Uses."     Seventh  edition.     Illustrnted.     Svo.     .         .         .         M-S* 

AtlDBS.^Anitnal  Fata  and  Oils: 
Their  Traclical  Pro«iuciion,  Purlficatioii  and  Uses;  their  Propeitie^ 
Falsilicatton  and  Examination.     62  illiistiaiions.     8vo.        ,        II4.09 

ANDES  —Vegetable  Fats  and  Oils  : 
Their    Practical    Picparalion,  runfication  And    Employment ;  iheir 
Froperties,  AduUeration  and    Examinalioa,     94  illustrations.     ^Tfk 

l|.oo 

ARLOT.— A  Complete  Guide  for  Coach  Painters : 

Translated  from  the  Frendi  o''  M.  Arlot,  Coach  Painter,  fot 
eleven  years  Foreman  of  Pair..<ng  to  M.  Ehcrler,  Co»ch  Maker, 
Par!%,  By  A.  A,  FtSQUET,  Chemist  and  Engineer.  To  which  n 
added  an  Appendix,  containing  Infomiatinf  *-<SDecting  the  Matetiahr 
and  the  Practice  of  Coach  and  Car  Painting  wjd  Varoishmg  in  ifat 
United  States  and  Great  Britain      tzmo.  •        •        »        (i.^S 


HEUKV  CARSY  ftAlRO  ft  CO/S  CATALOGUE. 


4RMENGAUD.  AJfOROUX.  AND  JOHNSON.— The  Practi^ 

cal  Dsaof^tsmaa't  Book  of   Industnal  Design,  and    Ma* 

clMiMai*s  Hid  BngiBKer's  Drawing  Companion : 

Forvi*^ a  OlHpte«  Coaive  of  Mechinicil   Knj;tuctfjiig  ainl  Arehi 

tectmnl  Dnwiaf,     Ftcv  «^^  I'.nr!  of  M   Arnitrngaud  ihe  elder, 

VfuL  oi  Dcsi^  isi  tlir  Cor.  r  Arts  and  Indastry.  Vifis,  and 

IDC  AvaK«c>*(i^y<>*^^^  \Ticroux,  Ci^il  Ivie'"^<:r*      R«?- 

wiincA  aai  afiaaged  wiri>aiLt*titfftal  matter  and  plates,  sekdions  from 
amd  naaniri  of  llle  ttuM  asefbl  and  generatlly  employrd  mechanism 
•f  die  te.  Bf  WfU4AM  JuiiXSoJi,  Asoc.  Inst,  C.  E.  lllusUated 
hf  §fkj  mma  tfed  pitttat  and  fiilj  wood-cuu.     A  new  ediiiun,  ^to  , 

4«k. I6.CO 

^ftllSTRONG. — Tbe  Coostruction  and  MaQagemeni  of  Steam 


By  R.  AaicsmoMC,  C  E.    With  an  Appendix  by  Robert  Mallet, 
C  E^.  r  R.  S.     ScTcnUi  EdiUon.     lUuUrated.     i  vol.  i2mo.       jte 

ilRROWSMITH. — Tbe  Pap^-Hanger'a  CoropanioQ  t 

Tool^  i^siaiv  Fnepontoty  Work  ;  Selection  and  H&ngiD|r 
DtalciBper  Puatiag  and  Cornice-Ttnting  ;  Stencil 
X  Sft^-Cord  and  Broken  Window  Pane<  ;  and 
Uscfid  Wrinkles  aad  R«oenila»  By  Tames  Arrowsmith.  A  New, 
Tbo«o«gM}r  Revised*  and  Medi  EoJafged  Edition.  Illostiated  bf 
J$  ei^raTt'nss^  l6a  paeei.     (l^^S)  ....         ^loo 

4SHTON.— Tbe  Theory  and  Practice  of  tbe  An  of  Designing 
Fancy  Cotton  and  Woollen  Clotba  ^m  Sample  : 
Gluing  loll  instructions  for  reducing  draits.  as  well  as  the  methods  Af 
apooiii^  and  makiiv  oat  haracss  for  cross  diafts  and  v  fe- 

qairedrerd;  villi  caJculaiiona  and  tables  of  yam.     i:  T. 

AsKTOJC,  Designer,  Wcsi  Piltsfield,  Mass.   With  fifty-1%%  *  ■  i > i u -tr^t lona. 

Oi»e  w»l  Wio  *5  oo 

HSKINSON  —Perfumes  and  tbetr  Preparation : 
A   Comprehensive    TreAlisc    on    Pcrtumen',    ct.ntaining   Complete 
fb;,..r;.r_    Tr    MiVt^.T     u  ' r. , T,  r  r^h Icf    I'erfumes,   Smclli»g-S»lta, 

;ions  for  the  Care  of  the  Skin, 
t  '  Hair  Dyes,  and  other  Toilcl 
Articles,  £iy  *.i.W.  AsitiNSON,  Tniusiatjed  from  the  German  by  Isinoft 
FuasT,  Rcvisedby  Charles  Rice.  32  nimtrationa.  Svo.  Ijjcm 
0IONGN I  ART. ^-Coloring  and  Decoration  of  Ceramic  Ware. 
S  c ^1.50 

BAIRD— The  American  Cotton  Spinner,  anc  Manager's  and 
Carder's  Guide: 
A  Pracli  al  Treatise  on  Cotton  Spinnin^j;  giving  the  Dimcn*i*jn*  *nd 
Speed  of  Machinery^  Draught  and  Twi^i  Ca!cul»iK>ii&,  elt. ;  with 
notices  of  recent  Improvements:  together  with  Rule*  ami  Ex&mples 
lor  making  changes  in  the  siie*  and  numbers  ol  Roving  and  Yam. 
Compiled  from  thf  paf«,Ti  »f  the  bie  RoacRT  H.  Baird.      l^mo. 


HENRY  CAREY  BAIRD  &  CO.'S  CATALOGUE. 


BAKER. — Long-Span  Railway  Bridges  : 

Comprisiag  Investigations  of  die  Comparative  Theoretical  and 
Practical  Advantages  of  the  various  Adopted  or  Proposed  Type 
Systems  of  Construction  ;  with  numerous  Formulic  and  Tables.  By 
B.  Baker.     i2mo ^i.oo 

BRAN  NT. ->A  Practical  Treatise  on  Distillation  and  Rec- 
tification of  Alcohol : 
Comprising  Raw  Materials  ;  Production  of  Malt,  Preparation  of 
Mashes  and  uf  Yeast;  Fermentation  ;  Distillation  and  Rectification 
and  Purification  of  Alcohol  ;  Preparation  of  Alcoholic  Liquors, 
Liqueurs,  Cordials,  Bitters,  Fruit  Essences,  Vinegar,  etc. ;  Examina- 
tion of  Materials  for  the  Preparation  of  Malt  as  well  as  of  the  Malt 
itself;  Examination  of  Mashes  before  and  after  Fermentation  ;  Alco« 
holometry,  with  Numerous  Comprehensive  Tables  ;  and  an  Appendix 
on  the  Manufacture  of  Compressed  Veost  and  the  Examination  of 
Alcohol  and  Alcoholic  Liquors  for  Fusel  Oil  and  other  Impurities. 
By  William  T.  Brannt,  Editor  of  "  The  Tech  no-Chemical  Receipt 
Book."  Second  Edition.  Entirely  Rewritten.  Illustrated  by  105 
engravings.    460  pages,  8vo.    (Dec,  1903)     .         .         .         $4.00 

BAKR.^A  Practicid  Treatise  on  the  Combustion  of  Coal : 
Including  descriptions  of  various  mechanical  devices  for  the  Eco- 
nomic Generation  of  Heat  by  the  Combustion  of  Fuel,  whether  solid, 
liquid  or  gaseous    8vo.   .......         ^2.50 

B  ARR. — A  Practical  Treatise  on  High  Pressure  Steam  Boilers: 
Including  Results  of  Recent  Experimental  Tests  of  Boiler  Materials, 
together  with  a  description  of  Approved  Safety  Apparatus,  Steam 
Pumps,  Injectors  and  Economizers  in  actual  use.  By  Wm.  M.  Barr. 
204  Illustrations.    8vo. ^300 

BAUER  MAN.— A  Treatise  on  the  Metallurgy  of  Iron  : 

Containing  Outlines  of  the  History  of  Iron  Manufacture,  Methods  of 
Assay,  and  Analysis  of  Iron  Ores,  Processes  of  Manufacture  of  Iron 
and  Steel,  etc.,  etc.  By  H.  Bauerman,  F.  G.  S.,  Associate  of  the 
Royal  School  of  Mines.  Fifth  Edition,  Revised  and  Enlarged. 
Illustrated  with  numerous  Wood  Engravings  from  Drawings  by  j.  B. 
Jordan.    i2mo, ^2.00 

BRANNT.— The  Metallic  Alloys  :  A  Practical  Guide 

For  the  Manufacture  of  all  kinds  of  Alloys,  Amalgams,  and  Solders, 
used  hy  Metal-Workers  :  together  with  their  Chemical  and  Physical 
Properties  and  their  Application  in  the  Arts  and  the  Industries  ;  with 
an  Appendix  on  the  Coloring  of  Alloys  and  the  Recovery  of  Waste 
Metals.  By  William  T.  Brannt.  45  Engravings.  Third,  Re- 
vised, and  Enlaiged  Edition.     570  pages.     8vo.         .         Net,  $5  00 

BRANNT.— The  Soap  Maker's  Hand- Book  of  Materials,  Processes 
and  Receipts  for  Every  Description  of  Soap.  Illustrated.  8vo.  (In 
preparation.) 

BEANS. — A  Treatise  on  Railway  Curves  and  Location  of 
Railroads  : 
By  E.  W.  Beans,  C.  E.     Illustrated.     i2mo.    Tucks.     .        $1.50 


HENRY  CAREY  BAIRD  ft  OO.'S  CATAIjOGUB. 


BBLL. — Caipentry  Made  Easy : 

Or,  The  Science  and  Art  of  .Framing  on  a  New  and  liBp«Ofe4 
System.  With  Specific  Instructions  for  Building  BalkxMi  Frames,  Bu« 
Frames,  Mill  Frames,  Warehouses,  Church  Spires,  etc.  Compriifaig 
also  a  System  of  Bridge  Building,  with  Bills,  Estimates  of  Oi«,  ana 
valuable  Tables.  Illustrated  by  forty-four  plates,  comprising  JttuH 
TOO  figures.    By  William  E.  B|£LL,  Architect  and  Practical  Builder. 

8vo .....        S5joa 

SBMROSE.— Fret-Cutting  and  Perforated  Carving : 
With  fifty-three  practical  Ulusiraiions.     By  W.  UtsiKiniK.  Jr.     i  voL 

auarto S2.9» 
IMROSE.— Manual  of  Buhl-work  and  Marquetry: 
With  Practical  Instructions  for  learners,  and  ninety  colored  design^ 
By  W.  Bemrose,  Jr.     i  vol.  quarto          ....        S^xr 
SBMROSE.— Manual  of  Wood  Carving : 
With  Practical  Illustrations  for  ILeamcrs  of  the  Art,  r«jid  Original  jud 
Selected  Designs.    By  Wiluam  Bemrose,  Jst.     With  an  Intru 
duction  by  Llewellyn  jEWiTTi  F.  S.  A.,  etc.    With  128  iliu»iM 

tions,4to.  . <a.y» 

BBRSCH.— Cellulose,  Celluloae  Products,  and  Rubber  Si:^  - 
atitutes : 
Comprising    the    I'reparation    of   Cellulose,    Parcfamrnt  CHlitlose, 
Methods  of  Obtainma  2>ugar,  Alcohol  and  Oxalic  Acid  fn»m  Wood- 
Cellulose;    Producuon  of  Nitro-Cellulose    and  Cellulose  Esters; 
Mairafiicture  of  ArtiHcial  Silk,  Viscose,  Celluloid,  Rubber  Substi- 
tutes, Oil-Rubber,  and  Faktis.     By  Dr.  Joseph  Bersch.     Trans- 
lated by  Wiluam  T.  Brannt.     41  illustrations.      (1904.)     Ij.OO 
BILLINQS.— Tobacco: 
Its  History,  Variety,  Culture,  Maniificture,  Commerce,  and  Varioos 
Modes  of  Use.     By  E.   R.   Bilungs.      lllustratcfl  by  nearly  200 

engravings.     8vo $300 

BIRD.— The  American  Practical  Dyera'  Comranion  : 

Comprising  a  Description  of  the  Principal  Dye- Stuffs  and  Chemicals 
used  in  Dyeing,  their  Natures  and  Uses  ;  Mordants  and  How  Made  : 
with  the  best  American,  English,  French  and  (German  processes  for 
lileacliing  and  Dyeing  Silk,  WoM,  Cotton,  Linen,  Flannel,  Fell. 
DressGocxls,  .Mixed  and  Hosiery  Yarns,  Feailiers,  (Irass,  Fell,  Fur, 
Wo  )1,  and  Straw  Hats,  Jute  Yarn,  Vegetable  Ivory,  Mats,  Skins, 
Fur>4,  I-eather,  etc.,  etc.  By  Woo<l  Aniline,  and  other  Processes. 
together  with  Remarks  on  Finishing  Agents,  and  instructions  in  ilie 
Finishing  of  Fabrics,  Substitutes  for  Indigo,  Water- Prootlnp  of 
MiUerials,  Tests  and  Purification  o{  Water,  Manufacture  of  Aniline 
and  <»ther  New  Dye  Wares,  Harmonizing  Colors,  etc.,  etc,  ;  embrac- 
ing ill  ill  oveT  Soo  Receipts  for  Colors  and  Shades,  acrompanird  by 
1  :<)  Dv,  f  S}'nf>/rs  of  Raio  Afaterinis  ami  Fabrics.  By  F.  J.  BiRCi, 
Practical  I)vcr,  Author  of  "  The  Dyers'  Hand-Book."    Svo.     ^5.00 


HENRY  CAKEY  BAIRD  fir  CO.'S  CATAlXiGUE 


BLINN.— A  Practical  Workshop  Companion  for  Tin,  Sheet- 
Iron,  and  Copper-plate  Workers: 
Containing  Rules  Tor  describing  various  kinds  of  Patterns  used  by 
Tim,  Sheet-Iron  and  Copper-plate  Workers;  Practical  Geometiys 
Mensuration  of  Surfaces  and  Solids;  Tables  of  the  Weights  of 
Metals,  Lead-pipe,  etc.;  Tables  of  Areas  and  Circumferencei 
of  Circles;  Japan,  Varnishes,  Lackers,  Cements,  Comiv  sitions,  etc.. 
etc.  By  Leroy  J.  Blinn,  Master  Mechanic.  With  One  Hundred 
and  Seventy  lllu:»tratiuns.     lamo. #3 .SO 

BOOTH.— Marble  Worker's  Manual: 

Containing  Practical  Inlormation  respecting  Marbles  in  general,  theil 
Cutting,  Working  and  Polishing ;  Veneering  of  Marble  ;  Mosaics ; 
Composition  and  Use  of  Artificial  Marble,  Siuccos,  Cements,  Receipts, 
Secrets,  etc.,  etc.  Translated  from  the  French  by  M.  L.  Booth. 
With  an  Appendix  concerning  American  Marbles.  i2mo.,  cloth  ^1.50 

BRANNT.— A   Practical  Treatise  on  Anhnal  and  Vegeublf 
Fats  and  Oils  - 

Comprising  both  Fixed  and  Volatile  Oils,  their  Physical  and  Chem- 
ical Properties  and  Uses,  the  Manner  of  Extracting  and  Refining 
them,  and  Practical  Rules  lor  Testing  them ;  as  well  as  the  Manuiac- 
ture  of  Artificial  Butter  and  Lubricants,  etc.,  with  lists  of  American 
Patents  relating  to  the  Extraction,  Rendering;,  Refining,  Decomposing, 
and  Bleaching  of  Fats  and  Oils.  By  William  T.  Brannt,  Editor 
of  the  "  Techno  Chemical  Receipt  Book."  Second  Edition,  Revised 
and  in  a  great  part  Rewritten.     Illustrated  by  302  Engravings.     In 

Two  Volumes.     1304  pp.     8vo ^10.00 

BRANNT.— A  Practical  Treatise  on  the  Manufacture  of  Soap 
and  Candles : 
Based  upon  the  most  Recent  Experiences  in  the  Practice  and  Science; 
comprising  the  Chemistry,  Raw  Materials,  Machinery,  and  Utensili 
and  Various  Processes  of  Manufacture,  including  a  great  variety  of 
formulas.  Edited  chiefly  from  the  German  of  Dr.  C.  Deite,  A. 
Engelhardt,  Dr.  C.  Schaedler  and  others;  with  additions  and  list? 
of  American  Patents  relating  to  these  subiects.  By  Wm.  T.  Brannt. 
Illustrated  by  163  engravings.     677  pages.     8vo.      •         •     ^12.50 

BRANNT  —India  Rubber,  Gutta-Percha  and  Balata  : 

Occurrence,  Geographical  Distribution,  and  Cultivation,  Obtaining 
and  Preparing  the  Raw  Materials,  Modes  of  Working  and  Utilizing 
them,  Including  Washing,  Maceration,  Mixing,  Vulcanizing, Rubber 
and  Gulta-Percha  Compounds,  Utilization  of  Waste,  etc.  By  Will- 
iam T.  Brannt.     Illustrated.     i2mo.     (1900.)         .        .       ^3.00 


HEXB.T  rj^KEY  BAIRD  &  CO.'S  CATALOGUE. 


TechoO'Chemlca]  Receipt  Book: 

Receipts  covenng  the  latest,  moi-t  im- 

dncnTCTtes  in  Chemical  'technology^  and 

in  the  Arts  and  ihe  Industries.      Kditcd 

of  Drs.  Winckler,  Eisner,  Hcinize,  Mier* 

flod  lleinieriing,  with  additions  by  Wm.  T. 

Wifc  iL  Wa»L,  Fh.  D,      Illustrated  by  78  engravings. 

Wfe^  $2.00 

^np« liKiidiedi  snd  Seven  Mecbanical  Movetnents  : 

wfaicli  «re  mo^t  iinpurtant  in  D\nnmk5^  Hy- 

itics.  Steam  Engines,  Mill  and  other 

f,  mnd  Miscellaneous  Machinery  ;  and  in- 

never  before  puhlisbed,  and  several  of 

receetly  c^tnc  into  use      Hy  Hknky  T,  Brown. 

^1^00 

—The  Elements  of  Mechanical  Physics : 

IIlu<rtraied    with    nutnerotts   eugravin^ 

Ii.oo 

Cottage  Builder : 
D.=s^ns  Flaas  and  Sf>cciticAtiuns.  from  ^300  to  |lao,ooo, 
«Br  liie  Peopl«i   together    with   Warminf;,   Vetitibiion, 
aiui  Landicipe  Gardening,     By  John  Builijck, 
mmA   E^itc*-    of    "  'f lie    Rudiments    of    Architecture    and 
f^C  etc.     niu<»ii.iicd  hy  75  engravings.     Sv.». 
•Tbe  Rudiments  of  Architecture  and  Building : 
fif  Archstccts,  Buildcr-i,   Draughtsmen,   Machiiii!*ts»  En* 
MccluoiCi.     Edited  by  John  Buli-ock,  oiiihor  of  "The 
Cim^^t  niiitrlri  "   Illustrated  by  250  Engravings.  8vo.i2.50 
Rules    for    the   Proportions  of     Modem 
and  Boilers  for  Land  and  Marine  Purposes, 
r.  fc71t<:H.  Engineer,      iinin.  $1$^ 

of    Free    Trade  and   Popular    Political 
my  Sxacnined. 

B^  a  KautJSTia  <Sir  Jouk  Barnard  Byles,  Judge  of  CiL>n3n  on 
IflMa).  Amh  tke  Ninth  English  Edition,  as  published  by  the 
Redprocity  Associati(  n.  i^mo.  .  ,  .  fi.25 
.—  The  Structure  of  the  Wool  Fibre  in  its  Relation 
Us*  of  Wool  for  Technical  Purposes: 
t  ^albacance,  with  additions^  of  Five  lectures,  delivered  at 
«f  dbe  C»>uncd,  to  the  members  of  the  Bradford  Technic»l 
CbttM.  SAd  tike  Society  of  Dyers  and  Colorisls.  By  F.  H.  Bov%- 
MmO^  Sc»  Vm  R.  S.  K.p  ¥.  L.  S.     Illustrated  by  32  engravings. 

^^^ '«> 

PYStNS.— llaad>6ook  for  the  Artisan,  Mechanic,  and  Engi. 


f^i^n 


X 


CtaM|>tiMag  the  Grinding  and  Sharpenrng  of  Cutting  Toots,  Abraf-ive 
|ki9Caiac^  Lapidary  Wr*rk,  Gem  and  Glass  Engraving,  Varnishing 
§tA  Lackarii^,  Apparatus,  Matenals  and  Processes  for  Grtoding  and 


HENRV  CAKEV  BAIRD  &  CO/3  CATALDGUli, 


Polishing,  etc.  By  Oliver  Byrne,  Illustrated  by  185  wood  en- 
j^vings.     8vo.  ........         $5.00 

SYRNE.— Pocket-Book  for  Railroad  and  Civil  En^neers : 
Containing  New,  Exact  and  Concise  Mctliuds  fur  l^ayiiig  oul  kailro4d 
Curves,  Swiichc>.,  Frog  Angles  and  Crossings;  the  Striking  out  of 
work;  Levelling;  the  Cakutauon  of  Cutiinjjs:  Embankmenis ;  Earih* 
work,  etc  By  Oliver  Byrne.  i8mo.,  full  bound,  pocket-book 
fonn  $l^So 

tYRNE.— Tfte  Practical  Metal- Worker's  Assistant: 

Comprising  Metallurgic  Chcmi'»lry;  ihe  Aru  of  Working  all  Meiali 
and  Alloys;  Forging  of  Iron  and  .Steel ;  Hardening  and  Tempering; 
Melting  and  Mixnig;  Cabling  and  Founding;  Works  in  Sheet  Metal; 
the  Processes  Uependenl  on  ihe  Ductility  of  ihe  Mcials;  Soldering; 
and  ihc  most  Improved  Processes  and  Tools  employed  by  Metal< 
Workers.  With  the  Application  of  ihe  Art  of  Electro  Metallurgy  to 
Manufacturing  Processes ;  collccied  from  Original  Sources,  and  from 
the  works  of  HoUzapfifel,  Bergeron,  Lcupold,  Piumier»  Napier, 
Scoffcrn,  Clay,  Fairbairn  and  other?.  By  Oliver  Bvrne.  A  new, 
revised  and  improved  edition,  to  which  is  added  an  Appendix,  con* 
taining  The  Manufacture  uf  Ru'^^'^iart  Sheet-Iron.  By  Jmhn  Pejlcy, 
M.  D.,  F.  R.  S.  The  Manufacture  of  Malleable  Itun  Castings,  bnd 
Improvements  in  Beiisemer  Steel,  By  A.  A.  Fesquet,  ChcmiM  ^nd 
Engineer.  With  over  Six  Hundred  Engravings,  lllui^tniling  every 
Branch  of  the  Subject.     Svo.      ......        f5.QG 

BYRNE.— The  Practical  Model  Calculator: 

For  the  Engineer,  Mechamc,  Manufacturer  of  Engine  Work,  NaTEt 
Archkcct,  .Miner  and  Millwr«ghl.  By  Oliver  Byrne.  Svo.,  ncarlf 
600  pagt5  . (Scarce.) 

r^R'NET  MAKER'S  ALBUM  OF  FURNITURE. 

Comprising  a  Collection  of  Designs  for  various!  Styles  of  Fumftura. 
Illastraied  hy  Forty-cighi  Large  and  Beautifully  Engrai-d  Plate*. 
Of>i'>ng,  Svo,      ........  $t.^o 

CALLINGHAM.— Sigrn  Writing  jind  Glass  Embossing: 

A  C'mfil<!e  Pr.iciical  Illustrated  Mnnital  of  the  Art.  By  James 
CALL! NGHAM.  To  which  ttfc  added  Nuineroua  Alphabets  and  the 
Art  of  Lciter  Painting  Made  Easy.  By  James  C.  Badenoch,  258 
pages,     121D0 |i  50 

•^AMPIN.— A  Practical  Treatise  on  Mechanical  Engineenng; 
Comprising  Metallurgy,  Moulding,  Casting,  Forging,  Tools,  Work, 
shop  Machinery,  Mechanical  Manipulation,  Mnnuf>cturc  of  Steam- 
Engines,  etc.  With  an  Appendix  on  the  Analysis  of  Iron  and  Iron 
Ores.  By  Fpancis  Campin,  C.  E.  To  which  ore  added.  Oliservationi 
00  the  Construction  of  Steam  Boilers,  and  Rcmrirks  upon  Furnacci 
used  for  Smoke  Prevention;  with  a  Chapter  on  Expli^iniis  By  R, 
Armstrong,  C.  E.,  and  John  Bolirne.  {Ticmtee} 
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CAREY.— A  Memoir  of  Henry  C.  Carey, 

By  Dk.  Wm.  ELLitk.     With  a  porirail.     8vo.,  doth         ,         .         75 

CAREY— The  Works  of  Henry  C.  Carey : 

Harmony  of  Interests:    Agricultural,  Manufacturing  and  Coinroef 
ciaL     Svo.  ,         .         .         .         <  .         .         $^.15 

ftlanual  of  Social  Science,  Condensed  from  Carey'*  *'  Principles 
of  Social  Science."  By  Kate  McKean.  t  voU  t2nio,  .  ^2.00 
Miscellaneous  Works,     With  a  Portrait.    3  vols.    8vo.         #1000 

Past,  Present  and  Future.     8vo $3.50 

Principles  of  Social  Science.  3  volumes,  Svo.  .  .  |i  10.00 
The  Slavc-Tradc,  Domestic  and  Foreign;  Why  it  Exists,  and 
How  it  mjy  be  Extinguished  (1853).     Svo.        ,         ,  .         ^2,00 

The  Unity  of  Law:  A>  Exhibited  in  the  Relations  of  Physical, 
Social,  Mental  nnd  Moml  ScicJicc  (1872).     Svo.         .         .         $2.^0 

CLARK.— Tramways^  their  Construction  and  Working:: 

Embracing  a  Cnmprchensivc  History  of  the  System*  With  an  ex- 
haustive analysis  uf  the  vArious  nioc9c<i  of  traction,  tncludiitg  horse- 
power, Siteam,  heated  water  and  compressed  air;  a  description  of  the 
varieties  of  Rolling  slock,  and  ample  details  of  cost  and  working  ex- 
penses. By  D.  KiNNEAR  C^.ARK,  Illustrated  by  over  aoo  wood 
engravings,  and  thirie<^n  folding  plates.      t  vol.     8vo.         .       $5.00 

COLBURN,— The  Locomotive  Engine  : 

Including  a  Description  of  its  Structure,  Rules  for  Estimating  Us 
Capabiluies,  and  Practical  0^t«.ervations  on  its  Construction  and  Man 
agemenl.     By  Zeram  CoLBURN.    Illustrated.     i2rno.         .         $t.oo 

?OLLENS.— The  Eden  of  Labor;  or,  the  Christian  Utopia. 
By  T.  Wharton  Collens,  author  of  "  Huroanics,"   "The  Historj 
of  Charity/*  etc.     l2mo.     Paper  cover,  $i. 00;  Cloth  .         #1.25 

COOLEY'— A  Complete  Practical  Treatise  on  Perfiitrvef y : 
Being  a  Hand-baok  of  Perfumes,  Cosmetics  and  other  Toilet  Article! 
With    a   Comprehensive    Collection   of  Formulae.     By   AaNOLD   ] 
Cooi.EY.    i2rao 5t.50 

COOPER.— A  Treatise  on  the  use  of  Belting  for  the  Trma^ 
mission  of  Power. 
With  numerous  iliu<»trations  of  approved  and  actual  methods  of  ar 
ranging  Main  Driving  and  Quarter  Twist  Belts,  and  of  Belt  Fasten 
ings.  Examples  and  Rules  in  great  number  for  exhibiting  aad  cal* 
culating  the  siie  and  driving  power  of  Belts.  Plain,  Particular  and 
Practical  Directions  for  the  Treatment,  Care  and  Manigemcnt  o' 
Belts.  Descriptions  of  many  varieties  of  Beltings,  together  wilfl 
chapters  on  the  Transmission  oi  Power  by  Ropes;  by  Iron  nnd 
Wood  Frictional  Gearing;  on  the  Strength  of  Belting  leather;  and 
on  the  £x{)erimental  Investigations  of  M urin,  Briggs,  aud  others.  Bf 
JjoirN  H,  Cooper,  M.  E.  Svo Sj<5* 

CKAIK.— The  Practical  American  Millwright  and  M^Ier. 

By  David  Craik,  MillwrighL  Illustrated  by  numerous  wooa  eo 
^ravings  and  two  folding  plates.     &vo.       ...  (ScarceJ 
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CROSS. — The  Cotton  Yarn  Spinner: 

Showing  how  ihe  Preparation  shoulil  be  arriinged  for  DiflTerent 
Counts  of  Yarns  by  a  System  more  uniform  than  has  hilherto  been 
practiced:  by  having  a  Standard  Schedule  from  which  we  make  oil 
our  Changes.     By  Richard  Cross.     122  pp.     ismo.        .  75 

CRISTtANL— A  Technical  Treatise  on  Soap  and  Candles: 
Wiih  a  Glance  at  ihe  Industry  of  Fats  and  Oils.     I3y  R,  S.  Cris* 
TIAM,  Chemist.     Author  of  "  Perfumery  and  Kindred  Arts."     Ilbs- 
tratcd  by  176  engravings.     581  pages,  8vo.  ^tq.OO 

COURTNEY— The    Boiler   Maker's  Assistant   in   Drawing. 
TempUting,  and    Calculating    Boiler  Work    and    Tank 
Work,  etc. 
Revised  by  D    K   CLARK.     I02  ills.     Fifth  edition.      .         .         80 
COURTNEY.— The  Boiler  Maker's  Ready  Reckoner: 

With  Examples  of  Practical  Gconvelty  and  Templalmij.  Revised  by 
D,  K.  Clark,  C.  E,     37  lUasiraiioni.     Fifth  edition.        .        |l.60 

DAVIDSON.— A  Practical  Manual  of  House  Paiming»  Grain- 
ingt  Marbling,  and  Sign> Writing: 
Containhij^  full  informaiion  on  the  processes  of  IIoubc  Painting  it 
Oil  and  Distemper,  the  Fonnalion  of  Letters  and  Practice  of  Sign- 
Writing,  the  P*rinciples  of  Decorative  An,  a  Cowrse  of  Elementary 
Drawing  for  House  F^ainiers,  Writers,  etc..  ami  a  Collection  of  Useful 
Receipts.  With  nine  colored  inus^irations  of  Woods  and  Marbles, 
and  numerous  wood  engravings.     By  Ellis  A    Davidson,     i2mo. 

$2JOO 

DAVIES.— A  Treatise  on  Earthy  and  Other    Minerals  and 
Mining: 
By  1».  C.  Davies,  F.  G.  S.,  Mining  Eiiijinecr,  etc.     Illustrated  by 
76  Engravings.     l2mo.         .......    ^5  oo 

DAVIES.— A  Treatise  on  Metalliferous  Minerals  and  Mining: 
By  D.  C.  Davies,  F.  G.  S  ,  Mining  Engineer,  Examiner  of  Mines, 
Quarries  and  Collicnea.  Illustrated  by  1 48  engravings  of  Geological 
Formations,  Mining  Operations  and  Machineiy,  drawn  from  the 
practice  of  all  parts  of  the  world.  Fifth  Edition,  thoroughly  Revised 
and  much  Enlarged  by  his  son,  E.  Henry  Davies.  i2ino,  524 
pages .        .        15.00 

DIETERICHS.  — A  Treatise  on  Friction,  Lubrication,  Oils 
and  Fats : 
The  Manufacture  of  Lubricating  Oils,  Paint  Oils,  and  of  Grease,  and 
the  Testing  of  Oils.  By  E  F.  Dieterichs,  Member  of  the  Franklin 
Institute;  Member  National  Association  of  Stationary  Engineers; 
Inveotorof  Dieterichs' Vahe-Olemn  LubnctlingOils.  I2mo.  (1906  ) 
A praitiiiif  hook  by  it  ptaitital  man.  .         ,         ,        $1.2'^ 

DAVIS.— A  Practical  Treatise  on  the  Manufacture  of  Brick, 

Tiles  and  Terra-Cotta : 

Including  Stiff  Clay,  Dry  Clay,  Hand  Made,  Pressed  or  Front,  aad 

Roadway  Pnvintr  Brick,  Enamelled  Brick,  with  Glaies  and  Cokn, 

Fire  Brick  and  Blocks.  Silica  Brick,  Carbon  Bhck,  Glas»  Pots,  R» 
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lorts,  Archilccioral  TeiTa-Colt«,  Scwcr  Pipe,  Drain  Tile,  Glazed  and 
Unglazeil  Rooting  Tile,  Art  Tile,  Mosaics,  and  Imiiatjun  of  In(;iisU 
or  InUiil  Surfaces.  Comprising  every  product  of  Clay  employed  in 
Architecture,  Engineering,  and  the  Blast  Furnace.  Wiih  a  DetAiteit 
Descripiion  of  the  DitTcrent  Clays  employed,  ihc  Most  Mrv  em 
Macliiuery,  Tools,  and  Kilns  used,  and  the  Processes  for  IJandlmg^ 
Disintegrating,  Tempering,  and  Moulding  the  Clay  imo  Shajje,  Dty- 
i«g.  Selling,  and  Burning.  By  Chailes  Thomas  Davis.  Third  E*h- 
lion.  Heviscd  and  in  great  part  rewritten.  Illustrated  by  261 
ent^ravings.     662  pages #20,00 

DAVIS. — A  Treatise  on  Steam-Boilcr  Incrustation  and  Weih* 
ods  for  Preventing  Corrosion  and  the  Formation  of  Scale: 
By  Chakle^  1,  Davis      lllusirited  by  65  engjavings.     8vo, 

DAVIS.— The  Manufacture  of  Paper: 

Being  a  Description  of  the  various  Processes  for  the  Fabric3i(ina« 
Coloring  and  Finishing  of  every  kind  of  Paper,  Including  the  Dtf> 
ferent  Raw  Matciia's  and  the  Methods  lor  Detcrminmg  their  Values, 
the  TiXils.  Machine*,  and  rraitical  Details  connected  with  an  inielli* 
gem  and  a  profitahle  prosecution  of  the  art,  with  s(>ecial  reference  to 
ihe  lievi  American  Practice*  To  which  aic  added  a  Hi*^t«>ry  of  Pa- 
per, complete  Lists  of  Paper  Making  Materials,  List  of  Anuticaj* 
Machines,  Tool.^  and  Proces-.es  used  in  treating  the  Raw  Mnttrrials, 
and  in  Making,  Coloring  and  Finishing  Pa|^icr.  Dy  Charles  T. 
Davis.     Illustrated  by  156  engravings.    608  pages,  8vo.  $6.00 

DAVIS,— The  Manufacture  of  Leather: 

Being  x  Dcicnptiun  of  all  the  Processes  for  the  Tanning  and  Tawing 
»fith  Bark,  Extracts,  Chrome  and  all  Mmlem  Tannages  in  General 
Use,  and  the  Currying.  Finishing  and  Dyeing  of  E%*cr>'  Kin«l  of  Learhef ; 
Includii>g  the  Various  Raw  M,iterlals,  the  Tools,  Machines,  mil  .ill 
DetdiU  oi  |ii4X)rtancc  Connected  with  an  lnlcllii;ent  ami  Pr<.tiMlile 
Prosectitton  of  the  Art.  with  S|>cci,'»l  Reference  lo  tl»e  Best  Sntencan 
Practice.  To  which  ai e  added  Lists  of  .^ merican  Patents  ( 1884-1807) 
foe  Mfttciiols.  Processes,  Tools  nnd  Mnchines  for  Tannim^,  Curryini;, 
etc.  By  CHAKLr^  Thomas  Davis.  Second  Edition,  Keviisctl.  and 
in  great  part  Rewritten.  Illusttated  hy  147  engravings  an<l  14  Sim- 
ples of  Quebracho  Tinned  and  Aniline  Dyed  Leathers.  Svo,  cloth, 
712  pages.     Price 1^12.50 

DAWIDOWSKY— BRANNT.— A  Practical  Treatise  on  the 

Raw  Materials  and  Fabrication  of  Glue,  Gelatiiie.  Gelatine 

Veneers  and  Foils,  Isinglass,  Cements,  Pastes,  Mucilages, 

etc. : 

Eased  upon  Actual  Experience.     By  F.  Dawipowsky.  Tcchnicjil 

Chemist,     Translated  from  the  German,  with  extensive  addition-. 

including  a  desciiiiltoh  of  the  most  Recent  American  ProcesMr^,  l<y 

Wlil.lA.vi  T.    BkANNT.       ad  revised  edition,  350  pages.       (1905.) 

Price  .......       5j,ao 

DB  GRAFF.— The  Oeotnetticml  Stftlr-BuUders*  Guide? 

being  a  Plain  Prticiical  System  of  Hand  Railing,  embracing  %l\  iu 
necessary  Details,  and  Geometrically  Illuslr.ited  by  iweniy-tw.'>  Stcei 
Engrfiving<>;  together  with  the  use  of  the  most  approved  fruacipl«t 
•^  Practical  Geomietry      By  Simon  De  Graff.  Archnect   (^mmvo^ 
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DE  KONINCK— DIETZ.— A  Practical  Manual  of  Chemical 
AfiAlysit  and  Assaying : 
As  applied  to  the  Manufacture  of  Iron  from  its  Ores,  and  to  Cast  Tro% 
Wrought  iron,  and  Steel,  as  foun^l  m  Commerce.  By  L.  U  Di 
KONINCK,  Dr,  Sc.,  and  E.  Dietz,  Engineer,  Edited  with  Notes,  by 
Robert  Mallet,  F.  R.  S.»  F.  S.  G.,  M.  I.  C.  E.,  etc.  Araericaa 
Edition,  Edited  wiih  Notes  and  an  Appendix  on  Iron  Ores,  by  A.  A* 
Fesquet,  Chemist  and  Engineer.     Umo.  »        «         ,         |I.OO 

DUNCAN.— Practical  Surveyor's  Guide: 
Containing  the  necessary  information  to  make  any  person  of  cooni 
mon  capacity,  a  finished  Und  surveyor  without  the  aid  of  a  teacher, 
By  Ani>REW  DfNrAN.     Revised.  72  engraving?;,  ?f  4  pp  I2rao.  #1.50 

DUPLAIS. — A  Treatise  on  the  Manufacture  and  Distillatioo 
of  Alcoholic  Liquors : 
Comprijnng  Accurate  and  Complete  Details  in  Regard  to  Alcohol 
from  Wine,  Molasiies,  Beets,  Grain,  Rice,  Potatoes,  Sorghum,  Aspha 
del,  Fruits,  etc, ;  with  the  Distillation  and  Rectification  of  Brandj^ 
Whiskey,  Rum,  Gin,  Swiss  Absinthe,  etc.,  the  Prt'par:"tion  of  Aro. 
■atic  Waters.  Volatile  Oils  or  Essences,  Sugnr>,  Syrups,  Aroviatit 
Tinctures,  Liqueurs,  Cordial  Wines,  Efferve>cing  Wines,  etc.,  At 
Ageing  of  Brandy  and  the  improvement  of  Spirits,  with  Copioal 
Directions  and  Tables  for  Testing  and  Reducing  Spirituous  LiqaoTl» 
etc^  cic.  Translated  and  Edilcii  froin  the  French  of  MM.  DuFIJllS, 
By  M.  McKennie,  M.  D.     Illustrated      743  pp.     Svo.        I15.0O 

OYER  AND  COLOR-MAKER'S  COMPANION: 

CoQlaining  upwards  of  two  hundred!  Receipts  for  making  Colors,  oH 
the  most  approved  principles,  for  ;dl  the  vpi  ious  ^yles  and  fabrics  nov 
Inevistence;  with  llie  Scouring  Pnxie*^,  and  plain  Directions  fof 
preparing,  Washtng-off.  and  Finij*lHtig  ilie  Go^mIs       iinio.         $1  oO 

BIDHERR.~The  Techno-Chennical  Guide  to  Disiillation: 
A  lland-Biiok  for  tlie  Manufmcture 'H  Alcobirl  at\>\  Alcoholic  Liquor% 
inclading  ihe  Preparation  t>f  Mali   antl  Compressed  Yeast.     Edited 
from  the  (itrraanof  Etl.  Eidhen". 

EDWARDS.— A  Catechism  of  the  Marine  Steam. Engine, 
For  the  use  of  Engineers.  Fnemei>.  anil  Mechanics.  A  Practical 
Work  for  lYaciicnl  Mrn.  By  Emory  Edwards,  Mechanical  Engi- 
nccr.  Illustrated  by  smty  three  Engravmgs,  including  examples  of 
the  most  unjderii  Engines.  Third  ediliun,  thoroughly  revised,  with 
much  additi'iml  iii.iitt-r.     ijmo.  414  pages  .  5^  00 

EDWARDS.— Modern  American  Locomotive  Engines, 
Their  Design,  Con^Li  uctiuii  and  Management.     By  Em  jRY  EdWAJLH* 
TUustrated  i2mo •        •        •        #2.0O 

EDWARDS.— The  American  Steam  Engineer: 
Theofftical  and  F*raclical,  with  exnnipjcs  of  the  late.:  and  most  ap- 
proved American  practice  in  ihe  design  and  construction  of  Steam 
Ecgines  and  Boilers.  For  the  use  of  engineers,  machinists,  boiler* 
makers,  and  engineering  students.  By  Emory  Edwardc.  Fully 
ciluiirated,  4 1')  pages.      l2mo.  .         *         *         IAQO 
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OftEOORT. — Matbemfttics  for  Practical  Men  t 

Adapted  to  the  Pursuits  of  Surveyors,  Architects,  Mechanics,  and 
Civil  Engineers.  By  Olinthus  GregoRV.  Svo.,  plates  f  j.oo 
GRISWOLD. — Railroad  Engineer's  Pocket  Companion  Tor  tb* 
Field: 
Comprising  Rules  for  Calculaling  Deflection  Distances  and  Angles 
Tangential  Dis'.nnces  and  Anplcs,  and  all  Necessary  Tables  for  Ki\ 
gineer*;  also  the  Art  of  Levelling  from  Prtliminary  Survey  to  th« 
Construction  of  Railioads,  inlcmlcd  Expressly  for  the  Young  Fiv* 
gineer,  together  with  Numerous  Valuable  Rules  and   Examples     Jijr 

W.  GaibWOLD.     i2mo..  tucks $150 

ORUNER. — Studies  of  Blast  Furnace  Phenomena; 

By   M,  L.  Grvnek,   President  of  the  General   Conncil  of  Mine 
France,  and  lately  Piofc&Nor  of  Metallurgy  at  the  Ecolc  dcs  Mine^ 
Translated,  with  the  author's  sanction,  with  an  /\ppendtx,  by  L.  D 
B.  Gordon,  F.  R.  S,  E„  F,  G.  S.     8vo.  .        .        .        $2  $<o 

Hand -Book  of  Useful  Tablas  for  the  Lumberman,  Farmei  and 
Mechanic: 
Containing  Accarate  Tables  of  Logs  Reduced  to  loch  Board  Meas- 
ure, Plank,  Scantling  and  Timber  Measure;  Wages  and  Rent,  by 
Week  or  Month;  Capacity  of  Granaries  Bins  and  Cisiems;  Land 
Measure,  Interest  Tables,  with  Directions  for  Finding  the  IntereU  on 
any  sum  at  4.  5,  6,  j  and  8  per  cent.,  and  many  other  Useful  Tablet 

33  mo.,  boards.     106  pages ^f 

BASE  RICK.— The  Secrets  of  the  Art  of  Dyeing  Wool,  Cotton 
and  Linen, 
Including  BleachvTJg  ajvi  Coloring  Wool  and  Cotton  Hosiery  ind 
Random  Yams.  A  Treatise  based  on  Economy  and  Practice.  B* 
E,  C.  Haserick.  lilHstraitii  by  323  Dyed  Paiitms  of  tiu  Yatm 
or  Fabrics.  Svo.  ..»..,,.  fS-OO 
HATS  AND  FELTING: 

A  Practical  Treatise  on   their  Manufacture.     By  a  Practical  Hat>CE 

Illustrated  by  Drawings  of  Machinery,  etc.     Svo.       »        .       $[.00 

HERMANN.— Painting  on  Glass  and  Porcelain,  and  Enamel 

Painting: 

A  Complcle  InircKluciion  to  the  Preparation  of  all  the  Colors  and 

Fluxes  Ijsed  for  Painting  on  Glass,  Porcelain,  Ennmcl,  Faience  and 

Stoneware,  the  Color  Pastes  and  Colored  Glasses,  together  with  • 

Minute    Description  ot  the  Firing  ot  Colors  and    Enamels  on  th« 

Basis  of  Personal  Practical  Experience  of  the  An  tip  to  Date.     iS 

illustjaUons.     Second  edition.  ...  *4«oo 

HAUPT.— Street  Railway  Motors: 

With  Descriptions  and  Cost  of  Plants  and  Operation  of  the  Varioui 
Systems  now  in  Use.     17^*^  ...        *I75 
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HAUPT— A  Manual  of  Engineering  Specifie«tio;is  and  Coo* 
tracts. 
By    Lewis   M,  Haltt,  C    E.     lUusualed  with  numerous  maps. 

328pp.    8vo I3  00 

HAUPT.— The  Topographer,  His  Instruments  and  Methods. 
By  Lewis  M.  Haupt,  A.  M.,  C.  E.    Illustniled   with  numerous 
plates,  maps  aod  engravings.     247  pp.    8vo.     .        .        •        $3^00 
HUGHES.— American  Miller  and  Millwright's  Assistant: 

By  William  Carter  Hi'GHEs.    I3mn Ipi-So 

HULME.— Worked  Examination  Questions  in  Plane  Geomet- 
ricai  Drawing  : 
For  the  Use  of  Candidates  for  tJie  Royal  Military  Acarletny,  Wool- 
wich; the  Royal  Military  College,  Sandhurst  ;  ihc  Indian  Civil  Er,. 
pneering  College,  Cooper's  Hill  ;  Indi.in  Public  Works  and  Te!c* 
gmph  DepartrnenlH ;  Royal  Marine  Lijj;ht  Infanlryj  ihe  Onfurd  and 
Cambridge  Local  Examinations,  elc.  By  F,  EdwaRP  lIui.Mh:,  F.  L, 
S*,  F.  S.  A.,  Art'Mastcr  Marlborough  College.  IJ^ustratcd  by  300 
examples.     Small  quartc  •         •         *        *         *         .it  00 

JERVIS.— Railroad  Property: 

A  Treatise  on  the  Con'itnic:ion  and  Management  of  Railways; 
des*t;ncd  lo  afford  useful  knowledge,  in  the  popubr  styJe,  lo  the 
holders  of  this  class  of  properly  ;  as  well  as  Railway  Managers,  *')fli- 
cers,  ai!d  Agenls.  By  John  B.  JfcRVls,  late  Civil  Engineer  of  the 
liudnnn  River  Railroad,  Croton  Aqueduct,  etc,  ijmo,  cloth  li.e;© 
KEEN E.— A  Hand-Book  of  Practical  Gauging: 
For  the  Use  of  Beginners^  to  which  i-i  added  a  Chapter  on  DtJjtilla 
tion,  descriViing  the  process  in  operation  at  the  Custom! louse  fof 
ascertaining  the  Strength  of  Wines,     By  James  B.  Keene.  of  IL  M. 

Custom^i,     Svo.  .         , It  oc 

KELLEY.— Speeches.  Addresses,  and  Letters  on  Industrial  and 
Financial  Questions: 
By  Hon.  Wiluam  I).  Kelley,  M.  C.  544  pages,  8vo.  .  12*50 
KOENIG— Chemistry  Simplified: 
A  Course  of  Lectures  on  ihe  Nun-Metals  Based  upon  the  Natural 
Evolution  of  Chemistry.  Designed  Primarily  for  Engit^ecrs,  By 
George  Augustus  Koenig,  PhD,  A.  M.,  E,  M,,  Professor  of 
Chemistry,  Michigan  College  of  Mines,  Hougliton.  Illustrated  by 
103  Original  Drawings.     449  pp      lanio.,  (1906).  ,     I2.25 

tCEMLC— Watch' Repairer's  Hand-Book: 
Being  a  Complete  Guide  to  the  Young  Beginner,  in  Taking  Apan 
Pulling  Together,  and  Thoroughly  Cleaning  the  English  Lever  and 
other  Foreign  Watches,  and  all  American  Watches.     By  F.  Kemlii^ 
^nciical  W^&tchmAker*     With  lUnsLraliona,     i2mo.  $1-2$ 
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KBNTtSH.— A  Treause  on  a  Box  of  InstrumentSt 

Aad  die  S!^(\c  Ru>e;  vruh  ihc  Theory  of  Trigonometry  &i>ii  Ixfgp 
^Ams^  iikchiding  Praciicai  Geoniieir>%  Surveying,  Measuring  «»!  Tiia 
ter,  C*sk  and  Malt  Gauging,  UctghU,  and  Diiitances.  By  Thomv 
tCntTtSH.     In  ofie  volume.      i2mo.  .         ,         .         JrOC 

KBRL.— The  Assayer's  Manual: 

As  Abrkiffedl  Treatise  on  the  Docimastic  Examination  of  Ores,  aod 


tram 
In  C 
Will 


Asen 


6^vi. 


cr  Artitici  .1  Proilucu.     By  Bruno  KtaLi  Professor 
iiool  of  Mines.     Translated  from  the  German   Yif 
\NNT.     Second  American  edition,  edited  with  Ex- 
^  by   F.   LYNW4Kin  Garrison,   M^mhcr  of  the 
I'c  of  Mining  Engmeers,  etc     lUustraled  by  87  en< 
f  Third  Edition  tn  preparation. ) 
dCJC.— Floor  Manufacture. 
A  Tr«aifc«e  am  XJillin^  Science  and  Prsctice,     By  Frm^derick  Kici 
Inpcrial  Reg:lcnings.n»th»  Pr-Jes-ior  of  Mechanical  Technology  in  tin 
^pmai  Gcman  IVV     -*     -   '       •   r      ^r  Transited  from 

IIk aro«iil  ealvged  .  p|)1ement  hy  II.  H 

V  f>'«uti.  A-^^ucMl    -  -,  ...     ...  L.i^uiceis,    lllustiated 

»Lh  aS  Fb^'S.  and  itj;  UcwmJ  cuts.     367  pages,     Svo.      .      flo.OO 
HiNGZETT,— The  History,  Producta,  and   Processes  of  the 
T^de: 

the  most  Recent  Improvements.  By  Cha»i.£S  TuoitAk 
v**^T.»fTr  i-..-v.,h.n,'Ch€mt^,  With  aj  illustrations.  8vo.  |3.jft 
KTRK  <->The  Cupola  Furnace: 
A  riacncii  1  reainc  an  the  ^  •^•Mxtiction  fint\  Managemettt  of  Foundry 
t^M^  By  ^smAiiD  KiJtK^  Practical  Moulder  and  Mehcr,  Coo< 
s^**-  E^T<n  10  Mekiii^:.  lllustr.ned  by  jiJ  cngraviugs.  S«;cund 
fc  ;  '  r-  -cl  a»dcnk»g«*l.  450  pages,  8vo,  1903*  I3-50 
lANDKIN.— A  Ttreatiae  on  Steel : 

!»H  Tiic-ct,  McLiUjir^v.  Ptopertie?,  Practiial  WorVing, 
I  -^      tr  M.  U.  6.  I-ANDRIN,  Jr.     From  the  French,  by  A.  A. 

ts»o li^SC 

___iH— A  Ccmplete  Treatise  on  the  Electro.Deposi 
oi  Metals: 

tjcCTO-rhiiftg  and  Galvanoplwtic  Operationf,  the  De- 

l^:  .uiucl  and  Iramersion  lYocescs,  the  Color- 

^  of  Giindit>^  and  Poli^iung,  as  well  as 

Cclb,  Dynamo  Electric  Maclnnc^.  Thcf- 

i*f  tbe  Materials  and   Pioccs>c5  U^^l   ui  Every  Depart- 

4j,tcd    hoax  ihe   Fit'lli  Gcinian   Edilioa  ot 

I  iopiietor  of  a  Manufacloty  for  Chemical 

1  lus  jind  Uiensih  for  Elcciro-Plater?.  and 

E>inl>li!-lunent  in  Leiptig.     Wiih  Additions  liy 

r.  Editoi   of  "The  Techno- Chemical   Receipt 

n.  Kevi&cd  and  Enlarged.     Illustrated  by  163 

;  p.igrs(i9^9) Moo 

T^e  Manufacture  of  Ink: 

tike  Raw  Materiala,  and  the  Preparation  *f  Waiting, 

^  HAnc^ph  inks.  Safety  Inks,  Ink  Exiracli  and   Pow- 

Xiaadiair  ^  from  tbe  German  of  Sigmund  Lehner,  with 

^^^  „  ;^  WlUJAM  T.  Brannt.    lUusirated,     lamo.  iuaa 
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I^ARKIN^ — The  Prscticai  Britsfi  and  Iron  Foynder's  QtsSdej 

A  Concise  Treatise  on  Bra^i  Foun<ling,  Mtmliirig,  the  Metals  and 
their  Alloys,  trie;  to  wmch  arc  added  Recent  Improvement*  in  the 
Manufacture  of  Iron,  Steel  by  the  Bessemer  Process,  etc.,  etc.     By 

JAMES  Larkin,  late  Conductor  of  llie  Brass  Foundry  Department  i« 
Leany,  Neafic  &  Co/*  Pcnn  Works,  Pluhidclphia.     New  edition, 
revised,  with  exlensi^re  additions.    414  pages,     lamo.         .         5 '..50 

LEROUX.— A  Practical  Treatise  on  the  Manufactun  of 
Worsteds  and  Carded  Yarns : 
Comprising  Practical  Mechajuc^,  with  Rules  and  Calculations  applied 
lo  Spinning;  Sorting.  Cleaning,  and  Scouring  Wools;  the  English 
and  French  Methods  of  Comhing,  Drawing,  and  Spinning  Worsteds, 
and  Manufacturing  Carded  Yams.  Translated  from  the  French  of 
Charles  Leroux,  Mechanical  Engineer  and  Superintendent  of  • 
Spinning-Mill,  by  Horatio  Paine,  M.  D.,  and  A.  A.  Fesquet, 
Cbemi«-l  and  Engineer.  Illustrated  by  twelve  large  Plates,  To  which 
n  added  an  Appemlix^  containing  Extracts  from  the  Reports  of  thfi 
IntemationnI  Jury,  and  of  the  Artisans  selected  by  the  Commklei 
app^Ttinted  by  the  Council  of  the  Society  of  Arts,  London,  on  Woolet 
and  Worsted  Machinery  and  Fabrics,  as  exhibited  in  the  Paris  Uni 
versa!  Exp^tion,  1S67.    Svo.  .         .         •        •         .         |>4<'00 

«.BPF£L.~The  Construction  of  MilUDama: 

Comprising  also  the  Building  of  Race  and  Reservoir  Eaibanknient* 
And  Head>Gat&^,  the  Measurement  of  Streams,  Gauging  of  Watei 
Supply,  etc.  By  James  Leffel  &  Co.  Illustrated  by  58  cng^aviJ^^:s 
8vo (Scarce) 

UESLIE.— Complete  Cookery: 
Directions  for  C*x>kery  in  it*  Various  Branches.     By  Miss  Leslii. 
Sixtieth  thoasand.     Thonmghly  revised,  with  the  additkra  of  New 
Receipt*.     i2mo,      .         »  ,         |l  50 

LE  VAN  —The  Steam  Engine  and  the  Indicator: 

Their  Origin  and  Progrcfsivc  Development;  including  the  Musi 
•  Recent  Examples  of  Sieam  and  Gas  Motor*,  together  with  the  l(uli 
Cfttor,  its  Principles,  its  Utility,  and  its  Application.  By  William 
Barnet  Le  Van.  Illustrated  by  205  Engravings,  chi-fly  of  IikU 
cator-Cards.     469  pp,     Svo.     ......       $2,00 

LIEBER.— Assayer's  Guide : 
Or,  Practical  Directions  to  Ai-sayers.  Miners,  and  Smelters,  for  the 
Test*  and  Assays,  by  Heal  and  by  Wet  Processes,  for  the  Ores  of  a^I 
t^     principal  Metals, of  Gold  and  Silver  Coins  aad  Alloys,  and  of 
<>al,  etc.     By  OjiCAR  M.  LJEI^ER.      Revised.  283  pp.  I2m.  .     51.50 

OKkwood's  Dictionary  of  Terms  : 

Used  in  the  I'racticc  of  Mechanical  Engineering,  embracing  those 
Current  in  the  Drawing  Office,  Pattern  Shop,  Foundry,  Fitting.  Turn- 
ing, Smiths  ftnd  Boiler  Shop^.  etc,  etc.,  compria»ng  upwards  of  Six 
Thousand  l^-finition&.  Edited  hy  a  Foreman  Pattern  Maker,  author 
jf  "paltirr  Alaking/'     4*7  PP-     l^xno.  .  .        |J7S 
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I^UKIN.— The  Lathe  and  Its  Uses  : 

Or  Insuuciirui  in  »!ie  Art  of  Turning  Wood  and  McUl.  Including 
*  Ue^cripliou  of  tl»c  Most  MoJcrw  Ajipli.iiicc*  for  the  Omanicntution 
of  ['Jane  and  Curved  Surfaces,  ati  tfilirdy  ^ovcl  I'omi  of  Liitlic 
fof  Eccentric  and  Knsc^Engine  Turning j  A  Lnlhc  and  l*Uniu^ 
Miiciiir>e  Combined;  and  Oiher  Vatuahlc  Matter  Reiattn|;  lo  rh« 
Art.     lUiiiitraieil  by  462  engravings.     Sevenlh  edition.     315 


Svo.  ......*.•        *4  IS 

ttAlN  and  BROWN.— Questions  on  Subjects  Connected  with 

the  Marine  Steam -Engine; 

And     Exnmin.ition     l*a|UM>:    with     llinu    for    iheir   S<.i>lation.     B). 

Thomas  J    Mms.  IVdftssor  of  MiUhcmatics,  Koyal    \.ivfll  Conqgr, 

and  THmma-  liRoWN,  Chitf  Eii;;ineer,  R.  N,     |2n>r.  ,  cImIH  ,        ^1.00 

MAIN  and  BROWN.— The  Indicator  and  Dynamometeri 
With  their  Tracucal  Applications  lo  the  Steam- Ent^iiic.     Uy  Thomaj 
I    Mais.    M.    A.   F.  R.,    Ass't    S.    Professor    Royal    Naval    Collegr. 
PbrismouEh,  nnil  Thomas  Brii\vn\  Assoc.  Insi,  C.  E.,  Chtcf  Engineet 
R.  N  ,  aiMclit-d  lo  rhe  R,  N.  College.     Illuviraicd.     Sv.i.  . 

MAIN  and  BROWN.-The  Marine  Stcam-F"- : - 
By  Th.^m vi  ).  Main,  F.  R.  A^s't  S.  Mnthcm  ^r  at  ib« 

Roy^l    ^'av.il    College,   Porti^mouth.  and   Tw  \v?<»  Assoc 

in»t.  C.  K.,  Chief   Engineer  R.  N.     Attached  10  the  Ro|'sl  Navai 
College.     With  numcfniis  illustraiions.     Svo. 

MAKINS.— A  Manual  of  Metallurgy: 
Ky  Gtc^iKGE  H<H;AHrH  Makins      too  rngravin^.     Second  edftifw 
rewiittcn  and  much  cularjjcd-      t2ino.    592  jmgcs. 

tAARTlN.— Scxew.Cuttiog  Tabks.  for  the  Use  jf  Meehafilei» 

is^ng^ineers ; 
ShowiH^i  ihc  rr«>|.>rr  Arr;tngctnent  of  A^heels  for  Cuflirif;  the  Threa*i» 
of  Screws  of  nny  Re^juired  Pilch;  with  a  Tabic  for  M  '1 

Ycrsal  Ga«  Tipc  Thread  and  Taps.     By  \V.  A    >t  - 
l*vo.  ..,•,..,  .-^ 

h  iCHELb.-  Mine  Drainages 

Be  ng  .1  Compkie  and  iVactical  Treatise  on   Dircci- ArimL* 

fT<  imd  Steam  Pumping  Machinery.     With  a  1 

niMiber  of  the  be>i  known   Engines,  their  G>. 

JSpecUl  Sphere  **(  ihcir  Action,  the  Mode  of  ilicii  * 

thttr  Mcrit"^  coinpircd  with  oUicr  Pumping'  M.ichiiur 

MtcHPlL.     Itl«M(ajc«niy  247  en^TJirlngv    Svo.,  ^ft<>  r 'U  »      .-i;-i 

MO. .ESVVORTH —Pocket-Book    of    Useful     Formtilje    and 
Memoranda  for  Ctvii  .,r,,i  m^,  1,  .r,--..!  Rn.-ir.r-rr. 
Jty  Gl'lLKUKp  L    M 

Engineers,  Chief  K- 

boimd  in  Fuckeidiouk  fuiii fiuO 
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IIOORB.^Tbe  Universal  Assisum  and  tha  Comptolt  Hi 


Containing  over  one  million  Industrial  Facts,  Calculations,  ReceipUb 
Processes,  Trades  Secrets,  Rules,  Business  Forms,  Legal  Items,  tUCt 
in  every  occupation,  from  the  Household  to  the  Manufactory.  B| 
R.  Moore,     lllusiraied  by  500  Engravings.     i2nio.  .         ^2.50 

MORRIS.— Easy  Rules  for  the  Measurement  of  Earthworks: 
By  means  of  the  Frismoidal  Formula.  lllusiraied  with  Nuroeroti 
Wot^-Cuts,  Problems,  and  Examples,  and  cuncluded  by  an  Exten- 
sive Table  for  finding  the  Solidity  in  cubic  yards  from  Mean  AreaSti 
The  whole  being  adapted  for  convenient  use  by  Engineers,  Surveyor^ 
Contractors,  and  others  needing  Correct  Measurements  of  Eaithwoxlc 
By  Elwooo  MoRkis,  C.  E.    Ivo I1.50 

MAUCHLINE.— The  Mine  Foreman's  Hand.Book 
01  Practical  and  Theoretical  I-^.formaiion  on  ihe  Opening,  Venti- 
lating, and  Working  of  Collieries.  Questional  and  Answers  on  Prac. 
tical  and  Theoretical  Coal  Mining.  Designed  to  Assist  Students  and 
Others  in  Passing  Examinations  for  Mine  Foremanships.  By 
Robert  Mauchune.  3d  Edition.  Thoroughly  Revised  and  En- 
larged by  F.  Ernest  Brackett.  134  engravings,  8vo.  378  pages. 
(1905) 13.75 

HAPIER«— A  Ssrstem  of  Chemistry  Applied  to  Dyeing. 
By  James  Napier,  F.  C.  S.  A  New  and  Thoroughly  Revised  Edi 
tion.  Completely  brought  up  to  the  present  state  of  the  Science, 
mcluding  the  Giemistry  of  Coal  Tar  Colors,  by  A.  A.  FesqueT. 
Chemist  and  Engineer.  With  an  Appendix  o.i  Dyeing  and  Caiicc 
Printing,  as  shown  at  the  Universal  Exposition,  Paris,  1867.  Illus 
irated.  8vo.  422  pages S2.50 

NBVILLB.— Hydraulic  Tables,  Coefficients,  and  Pormulte,  to* 
finding  the  Discharge  of  Water  from  Orifices,  Notches 
Weirs,  Pipes,  and  Rivers : 
Third  Edition,  witli  Addicions,  consisting  of  New  Formulae  for  the 
)ischarge  from  Ti<lal  and  Flood  Sluices  and  Siphons;  genera!  infor 
nation  on  Rainfall,  Catchment- Basins,  Drainage,  Sewerage,  Wa*.ei 
Supply  for  Towns  and  Mill  Power.  Bv  John  Nrvim.k.  C.  E.  M  R 
L  A. ;  Fellow  of  the  Royal  Geological  Society  of  Ireland.    Thid 

l2mo. Scarce 

lEWBERY. -Gleanings  from  Ornamental  Art  of  evei^ 
style : 
Drawn  from  Examples  in  the  British,  South  Kensington,  Indian, 
Cry.sial  Palace,  and  other  Museums,  the  Exhibitions  of  1 85 1  and 
1862,  and  the  i>est  Knglish  and  Foreign  works.  In  a  series  of  100 
exquisitely  drawn  Plates,  containing  many  hundred  examples.  B| 
Robert  Nkwukrv.   410. (Scarce  j 

NICHOLLS.  -The  Theoretical  and  Practical  Boiler-Malccr  Vii 
Engineer's  Reference  Book: 
Containing  a  variety  of  Useful  Infonnation  for  Employers  of  Labor 
Vwemen  avi  Working  Boiler- Makers.  Itob,  Copper,  aivd  Tinamithft 
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I>ranghtsmen,  Kugincers,  the  General  Stcamuang  Public^  and  Tor  iM 
Vtc  o(  Scienct*  SclmuU  aiul  Classes.  By  Sami^^l  Nicholas.  lUut 
traled  by  sixteen  plaics,  I2mi>»  ....  $2.y 

i^lCHOLSON.— A  Manual  of  the  Art  of  Bookbinding: 
CjoUinmg  full  instructions  in  llic  <iilTcrcivt   Branches  of  horwaroing^ 
Gilding,  and  Kimshinjj,     Also,  the  Art  of  Marbling  llookedg**  and 
Faper,     Bv  jAMfi>  B,  NiCHOLiiON.     lUusiratcd.  i2ino.,  cloih     ^2.25 

NICOLLS.'— The  Railway  Builder: 
A  Hand- Book  fur  Estnnuing  Hie   IVobable  Cost  of  American  Rail* 
way  Constaiction  and   Equipment.     By  Wiu.iAM  J.  NlcOLLS,  Civi 
Engineer.    Illustiaicl,  full  bound,  pockel-lK>ok  form  .        i>Ci»rce 

NORMANDY.^The  Commercial  Handbook  of  Chemical  Att» 
jjysis: 
Or  lYaciical  Instructions  for  the  Determination  of  the  Intrinsic  en 
Ccnunercial  Value  of  Substances  used  in  Manufactures,  in  Tmdcs^ 
and  in  ihe  Arti.  By  A.  Normandy.  New  Editioii,  Enlatged.  nn«i 
to  a  grwu  extent  rewritten.  By  HtNRir  M.  NoAD,  Ph.D.,  F.R.S.. 
thick  l2nio Scarce 

NORRIS. — A  Handbook  for  Locomotive   Eni^ineers  and  Ma 


OMnfvioils  lh<  IVoiportions  and  Calculations  for  Constructing  I.x>co 
■kHIVCs;  HaOfiKr  of  Setting  Valves;  Tables  cf  S(]uarc5,  Cubeii.  Areai^ 
ttc,  etc    Djf  S^mMiTs  NoKRis,  M.  E.    New  edition.     Illustrated 

l*»^ #»Sc 

NY8TR0M. — A  New  Treatise  on  Elements  of  Mechanics : 
^tsbftbl^i  n  the   Meaning  of  Dynamical  Term* 

decov|tti  x  on   Duodenal  Arithmetic  and   Me 

^ohg^.     .  •    .    ^'   '<-  -Vi  -  ii^'tM,  C.  E.     Illustrated.     8vo. 
IIY8TROM.— On  Terbnological  Education  and  the  Consti^c 
OC  ;>hip$  and  Screw  Propellers : 

bival  and  lUrine  Engineers.     By  John  W.  Nystrom.  (*»* 
>  GUcf  Engtneer,  U.  S.  N.     Second  edition,  revised,  with  addl 
iJkivirAicd  by  seven  engravings,      latno.     ,         ^1.2) 
. — A  Dictionary  of  Dyeing  and  Calico  Printing : 
Ig  a  bnd^  account  of  all  rhc   Substances  and   l*roccN     -* 
mlk^Axtoi  Dyeinji  and  Printing  TexUlc  Fabric^  ;  with  Pi. 
RBCdjp* Md  Scimtihc  Infonuaiton.     By  CHARLES  O'Neill,  Aik..., 
^^^  Ottnte.     To  «  hvch  is  added  an  Essay  on  Coal  Tar  Colors  anct 
ikcir  afflkalioti  to  Dyeing  and  Calico  Printing.     By  A.  A.  Fesqukt. 
CV««t  aad  Engineer.     With  au   appendix  on  Dyeing  and  Calic* 
rtiMtMi^.  *s  shown  at  the  Universal  Exposition,  Paris,   1S67      Svo.. 
*9M  p*k:r»  .  .  I2.00 

ORTON.^UndergTound  Treasures  1 

How  ftft-.l  Where  ivi  I'uM  Them.  A  Key  for  the  Ready  Uctcfniin»lit.a 
«l  ail  1^  t'ietul  .Minerals  within  the  United  Stale*.  By  jAMfc* 
,»wa.  A.M.,  Late  I^^fcssor  of  Natural  H^^tory  in  Vassal  College, 
N.  V;««|Ihm  of  the  ♦' Andes  and  the  Amazon/'  etc.  A  New  EdU 
Inoo,  ttUh  Ai«  Api«ndix  on  Ore  Deposits  and  Testing  Mincrafs  ( 1901 1 
*'  "         * *I  50 
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OSBORN— The  Prospector's  Field  Book  and  Guide. 

In  tlic  hcarcii  For  and  ihe  Easv  Determiiiatmii  of  Oics  and  Other 
Useful  MincraLs.  By  FroL  H.  S.  QiiUORN,  LL.  U.  llluslraied  by  66 
Engraving^s.  Seventh  Editioo.   Revised  and  Enlari^ed.     379  }>«geSf 

i2mo,     (March,  1907) I1.50 

DSBORN— A  Practical  Manual  of  MincrmU.  Mines  and  Min- 
ing: 
Comprising  the  Physical  Froperties,  Geologic  Posiiions,  Local  Occur- 
rence and   Aisocialioiis  of  the  Useful  MmeraJs;  their  Methods  of 
Chemical  Analysis  nnd  Assay  ;  logclljcr  with  Various  Systems  of  Ex- 
cavating and  limbering.  Brick  and  Masonry  \Votk»  during  Driving, 
Lining,  Bracing  and  other  Operations,  etc.     Hy  Fcol.  H.  S.  OsaaRN, 
LL.  D,f  Author  of  '*  The  Prospector's  Field- Book  and  Guide."     1 71 
engravings.     Second  Edition,  revised.     Svo.      .         ,        ,         ^50 
OVERMAN.— The  Manufacture  of  Steel ! 
Containing  the  Practice  and  Principles  of  Working  and  Making  Steel. 
A  Handliook  for  Blncksmiihs  and  Workers  in  Steel  and  Iron.Wago© 
Makers,  Die  Sinkcre,  Cutleis,  and  Manufacturers  of  Files  and  Hard- 
ware, of  S4«!el  and    Iron,  and  for    Men  of  Science  and   Art.     By 
Frederick  Overman,  Mining  Engineer,  Author  of  the  *•  Manu- 
facture of  Iton/*  etc.     A  new,  enlarged,  and  revised  Edition.     By 
A.  A.  FE>SQUgT»  Chemist  and  Engineer.     l2mo,         .         .         ll-SO 
OVERMAN.~The  Moulder's  and  Founder's  Pocket  Guide  ; 
A  Treatise  on  Mouldingand  Founding  in  Green-sand,  Dry-sand,  Loami 
ind  Cement  t  tbc  Moulding  of  Machine  Frames,  Mill-gear^  Hollow* 
ware,  Om  ana  en  ts,  Trinkets,  Bells,  and  Statues  ■»  Description  of  Mould* 
for  Iron,  Brcnte,  Bra^is,  and  olhcr  Metals;   Plaster  of  Paria,  Sulphur. 
Wax,  etc. ;  the  Construction  of  Melting  Furnaces,  (he  Melting  and 
Founding  of  Metals ;  the  ComjK>siti<>n  oi  Alloys  and  Iheir  Nature, 
etc.,  etc.    By  Frederick  Overman,  M.  E,    A   new  Edition,  to 
which  IS  added  a  Supplctnctui  on  St^Uuary  ^^ivrl  Ornamental  Mouldings 
Ordnance,  Malleable  Iron  Castings,  etc.     By  A.  A,  FesqUET,  Chei* 
in  and  Engineer.     Illustrated  by  44  engravings.     i2mo.   .        $ZAM 
PAINTER,  GILDER,  AND  VARNISHER'S  COMPANION. 
Compnsing  the  Manufacture  and  Test  of  Pigmenis,  the  Aria  of  Paint 
ing.  Graining,  Marbling,  Siaming,  Sign  writing.  Varnishing,  Glas* 
flaining,  and  Gilding  on  Glass;   together  with  Coach  Painting  and 
Varnishing,  and  tiie    Principles    of   the  Marmony  and  Contrast  of 
Colors.     Twenly-seveoih  Edition,     k'vevised.  Enlarged,  and  in  great 
part  Rewritten.     By  William  T.  Brannt,  Editor  of  ••  Varnishes, 
Lacquers,  Printing  Inks  and  Sealing  Waxes."     Illustrated.     395  pp. 

r2mo.      , $1.50 

PALLETT— The  Miller's,  Minwright*8,and  Enginetr's  Guide. 
By  Hknry  PALLtTT.    Itlustrate<l.     12010.       .        .        .        |3,oo 
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PERCY  —The  Mftnutacttire  of  Russian  Sh^et>lran 

Bv  John  Perc^^  M   D  ,  F,  R.  S      pij)cf  25  eHk 

PERKlNS.-^Gas  mnd  Venlilation ; 

PricticalTreaiiicoaGjUiajid  Vcniilaiion  lllusiratcd.  i2mo.  $tt$ 
PERKINS  AND  STOWE.— A  New  Guide  to  the  Sheeuiron 
and  BoilcT  Plate  Roller : 
ConiAinin^'  a  Scricii  ••!  Tahk's  ^hnwin};  the  Wei|{l'.i  of  SIa^<%  and  PkJci 
to  Produce  B^Jilcr  f1atc^,  ahd  *>r  lht^  Wci^jlu  of  Pile*  nnd  ihc  Sixctof 
Bar*  to  produce  Sheet  item;  the  Tlncknr-«6  of  the  Bit  (i^u^ 
in  deciinaU;  the  Weight  ]ier  fen  l,  and  the  Thicknrs*  on  the  Bar  or 
Wire  Gauge  of  the  frictumal  pin*  t><'  an  inch;  l!ie  Wei^td  pet 
iheet,  and  the  Thickness  on  the  Wire  Gauge  of  Sh ret  iron  of  vaHout 
dimensiofu  to  weigh  112  Ibsu  per  bundle;  und  the  cofiver&ioii  0/ 
Short  Weight  into   Long   Weight,  and    Long   Weight    into   Shout 

Ir.jo 
POSSELT. — Recent  Improvements  in  Textile  Machinery  R«* 
lating  to  Weaving : 
Giving  tlic  Most  Mo^iern  Foinu  on  the  Cufi&irucii«ni  of  ail  KlmU 
d  Looms.  War^^iers,  Beamerf,  SlasSers,  Wirt^lers*  Spoolers,  Reedi^ 
Temples,  Shuiiles,  Bobbins.  Meddles.  Iledt^le  Frames.  Picice*^ 
Jacqiiards,  Card  Sumpera,  Elc.  Etc.  By  E.  V  P^>^^p|  f .  4)0. 
Part  J  ,  6co  ilk  ;  Part  IL,  60c  ills.     Each  part  .     l>oo 

I'nrt  Iir,  615  ills .     $750 

POSSELT.— Technology  of  Textile  Design: 
The  Mo*i  Complete  Treatise  on  the  0»ns«iiictinn  and  Applicitiiw 
of  Weaves  for  all  Textile  Fabrics  and  ihe  Analysis  of  Cloik     By  E 

A.  Pofoett.     1,500  illustrations.     410 $5^00 

POSSELT.— Textile  Calculations: 

A  Guide  to  Calculatioiti^   Relating  to  the  Manuraciuic  of  all  Kindi 
of  Yarn-i  and  Fabrics,  the  Analysis  of  Cloth,  Speed,  Power  »m»I  Bell 


410. 
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Calculations,     By  E.  A.  Po&seLT*     Illustrated, 

REGNAULT.— Elements  of  Chemistry: 

By  M.  v..  RegnauI-T.  Tran«wkted   from  the   French   ' 
Beiton,  M.  D  ,  and  edited,  with  Notes,  by  Jamijs  C 
and  RefinefU   S.  Mint,  and  Wit.u^M  L.  Faiskr,  A' 
Mining  Engineer.    IlbiStratcd  by  ne^rjy  700  wooti  en; 
prising  nearly  1,500  prtge^.     In  two  volumes,  IJvm.,  tin 

RICHARDS.— Aluminium : 

Us    History.  Occurrrncc,    Properties,    Metallurgy   sn^l 

including  its  Alloy*,     By  JoskpM  W,  RlciiAk[R»,  A  < 

Practical  M did lurgixt,  Member  of  the  Deutsche  Ch- 

scbaft.     Illust.     Thtfd  edition,  enlarged  and  revised  (I S95]    ,    ;fJi,oO 

klFFAULT,  VERGNAUD.  and  TOUSSAJIIT.— A  PraaicAl 
Treatise  on  the  Manufacture  of  CoUm 
Comprising  the  Ori,;«n.  hrfoution,  and   C  the 

Treatment  of  the  Rv*  M,it*:ri:il       '^     '  •»«* 

processes  for  the   Picj>.iraTi.-n  -  *«4 

the   Ncce«5iv    ATimralus  an<l    1  1^ 

Testing,  .   and    Qualities  ui    P*mli,  etc.,  etc.     I7    MM* 

R IPFAUL I .  Li,  and  ToussAlin.     R«rta*4  a«rf  Edited  bv  U 
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F.  MALEPKYRt.    lYan^iated  from  the  French,  by  A.  A- 

Chemi^  and  Engmecr.     lUustraled  by  Eighty  engravings.     In  oorf 

vol..  8vo ,  659  pages Is**** 

HOPKR.— Catechism  for  Steam  Bng^ineers  and  Electricians: 

Including  the  Co  11  struct  ion  and  Management  of  Sleam  Ejigines, 
Sleam  Boilers  and  Electric  Plants.  By  STEPHEN  Roper.  Tvitniy. 
first  ediiion,  rewntten  and  greally  cidaiged  by  E.  R.  Keller  and 
C.W.Pike.     365  pages,     1 1  lustrations.     iSmo,,  tucksp  gilt,    fi.oo 

ROPER.— Engineer's  Handy  Bouk: 

Containing  Facts,  Foraiul.^,  Tables  and  Questions  on  Powrfr,  U* 
Generation,  Transmission  and  Measurement;  Heat,  Fuel,  and  Steamy 
The  Steam  Doder  and  Accessories;  Steam  Engines  and  their  Parts | 
Steam  Engine  hidicalor;  iias  and  Gasoline  Engines j  Malerialst 
their  Properties  and  Strength  ;  Together  with  a  Discussion  of  the  Fun- 
damental Experiments  in  Electricity,  and  an  ExpUmation  of  Dynamcc^ 
Motors,  Batteries,  etc^aiid  Rules  for  Calculating  Siies  of  Wires.  By 
Stephen  Roper,  ISlh  edition,  Revised  and  enlarged  by  E.  R. 
KeLLer»  M.  E.  and  C.  W,  PiKii,  B.  S.  (1899),  with  rmmeious  illua* 
traiioos.     Pocket  book  form.     Leather.     ,         ,         .        .         |j-5* 

KOPER. ^Hand-Book  of  Land  and  Marine  Engines  : 
Including  the   Mixlellmg,  Construction,   Running,  and   Managemcnl 
of  Lam'  and  Marine  Engines  and  Boilers,     With  iPustrations.     Bj 
Stephkn  RorER,  Engineer.    Sixth  edition.     l2mo.,licks,  gilt  edge. 

ROPER.— Hand- Book  of  the  Locomotive : 

Incluiing  the  Constructioi>  of  Engines  and  Bodcrs,  and  the  Construe- 
tion,  Management,  and  Running  of  Locomotives.  By  STtPllBN 
Rot'ER.      Eleventh  edition.     l8mo.,  tucks,  gilt  edge  .         $2.^9 

ROPER.-'Hand-Book  of  Modem  Steam  Fir«. Engines. 

With  i!lus(raiion<i.  By  STEPHEN  RopER,  Engineer,  Fourth  edition, 
i2mo.,  (vick-;,  j^iU  edge       ..♦..,.         ^3<50 

ROPER. — QueBtions  and  Answers  for  Engineers. 
This  little  IhjoU  containi»  all  the  Questions  that  Engineers  will  be 
asked  when  undergoing  an  EKamination  for  the  purpose  of  procuring 
Licenses  and  ihey  arc  so  plain  thit  any  Engineer  or  Fireman  of  or- 
dinary intelligi'-ncc  miy  commit  ihcnni  to  memory  in  a  short  time.  By 
Sti-:phen  Roper,  Enj^incer.     Third  t-dttion        .         .         ,         5^.00 

ROPER.— Use  and  Abuse  of  the  Steam  Boiler. 

By  Stephen  [^iri,R,  Engineer.  Eighth  edition,  with  i.'Justrnlionj. 
iKmo.,  tuck^,  yilt  dice |2.oa 

ROSE.— The  Complele  Practical  Machinist: 

Embracing  Lnihe  Work,  Vise  Wt>rk,  Drills  and  Drilhng,  Tnps  and 
Dies,  Hardening  and  Tempering^  the  Making  and  Use  of  Tool* 
Tool  Gfindini^,  Marking  out  Work,  Machine  TooK,  etc.  By  Jf>SHlfA 
Rose.  30^  Engravings.  Ninetcertih  Edition  greatly  Enlarged  with 
New  .Hid  ValnaUIe  M»itter.     12mo.,  504  paqcs.  .         .         $3  50 

ROSE— Mechanical  Drawing  Self-Taughl: 

Cnmjinsing  Iii'-lrvtcli'tn*!  in  the  Sidrction  and  Prepnrifition  of  Drnnjng 
'ii5frnmcntf;,  FJ  m  marv  TnMr«ction  in  Practical  Mechanical  Draw. 
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ingf  together  with  Examples  in  Simple  Geometry  and  Elementary 
Mechanism,  including  Screw  Threads^  Gear  Wheels,  Mechanical 
Motions,  Engtnes  and  Boilers,  By  Joshua  Rose,  M.  £.  Illustrated 
by  ^JO  cngiaf  ings,     8vo  ,  313  pages  ,         ,         .         .         ^.oo 

ROSE.— The  Slide- Valve  Practically  ExpUined: 

Embracing  simple  and  complete  Pmctical  Demonstrations  of  Uu 
operation  of  each  element  in  a  Slide-valve  Movemeui,  and  illustrate 
ing  the  effects  of  Variations  in  their  Proportions  by  examples  car^ 
fully  selected  from  the  moat  recent  and  iiuccessful  piractioe.  By 
Joshua  Rose,  M.  E.     Illustrated  by  35  engravings  .        $r.oo 

ROSS. — The  Blowpipe  in  Chemistry,  Mineralogy  and  Gcolo^i 
Containing  all  Known  Methods  of  Anhydrous  Analysis,  many  Work- 
ing Examples,  and  Instructions  for  Making  Apparatus.  By  LiEUT«- 
Colonel  W.  A.  Ross,  R.  A.,  F.  G.  S.  With  lao  IllustnitloMb 
timo.  fl.OO 

SHAW.— Civil  Architecture : 

Being  a  Complete  Theoretical  and  Practical  System  of  Building,  cob. 
laining  the  Fundamental  Principles  of  the  Art.  By  Edward  Shaw. 
Architect.  To  which  is  added  a  Treatise  on  Gothic  Archilecture,  etc 
By  Thomas  W.  Silijoway  and  George  M,  Harding,  Architects. 
The  whole  illustrated  by  102  quarto  pbtei  finely  engraved  on  copper 
Eleventh  edition.     4to f6x)0 

8HUNK.— A  Practical  Treatise  on  Railway  Curves  and  Lqc«* 

tion,  for  Young  Engineers 
By  W.  F-  Shunk,  C.  E      l2inK    Full  bound  pocket-book  form  $Z.cm 

SLATER-~Thc  Manual  of  Colors  and  Dye  Wares. 

By  J- W.  Si.ATKR.      i2mo I^J'OO 

SLOAN. — American  Houses: 

A  variety  of  Original  Dcsij^ns  for  Rural  Buildings.  Illustrated  bf 
76  colored  engraving*;,  with  descri^itive  references^  By  Samukl 
Sloan,  Architect.     8vo. ,75 

SLOAN, — Homestead  Architecture: 

CMntami*:^  Forty  Designs  for  Villas,  Cottages,  and  Fvm-houses,  with 
EiSiys  on  Styl*-,  Construction,  Landscape  Gardening,  Furniture,  etc., 
etc.  JUjstrated  by  up'*ards  of  200  engravings.  By  Samuel  Sloan, 
Archileci.     8vo. lU  50 

BLOANE.^HOiTe  Experiments  m  Science. 
,  By  T.  OCoNOR  Slcvne,  E.M.,  A.M.,  rh.  O.     Illustrated  by  91 
engravings.     i2mo. It.oo 

SM EATON.— Builder's  Pockt.:  ^Companion : 

Containing  the  Flemcnts  t)f  Building,  Surveying,  and  ArchHectarev 
widi  Praclicnl  Rules  and  Instructions  co.;*iccted  with  the  subject. 
By  A.  C.  Smeaton,  Civil  Engineer,  etc,     lamo. 

OMITH.—A  Manual  of  Political  Economy. 

By  K  Peshine  Smeth.  A  New  Edition,  to  which  li  added  a  fall 
Index.     i2ino  .         .  f  i  15 
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SMITH,— Parka  and  Pleaaure-GrouBds : 

Or  Practical  Noics  on  Country  Residences,  Villas,  Public  Parktf  and 
Gardens.  By  Charles  H.  j.  Smith,  Landi^cape  Gardener  and 
Gafflen  AidntfCt,  etc.,  cic,      i'2mo.  ....         |2.00 

SMITH.— The  Dyer's  Instructor: 

Comprising  Practjcai  Instnictions  in  the  Art  of  Dyeing  Silk.  Cotton, 
Wool,  nnd  WorslCil,  nnd  '.Voolen  Goods;  containing  nearly  8o(1i 
ReccijtU.  To  which  i^.  added  a  Treatise  o<»  ihe  An  of  Padding;  and 
I'le  Prmliiig  of  Silk  Wiirp",  Skein".,  and  Handkerihiefs,  and  tbv 
vwious  Mordants  and  Cnlors  for  the  diflTcreiil  styles  of  such  work, 
li^  David  Smith,  Paticru  Dyer.     i2mo.  .         .         .        $l.OO 

S>AYTH.--A  Ruiim;ntary  Treatise  on  Coal  and  CoaUMinmg. 
By  WARRiNr.roN  VV.  SMYTH,  M.  A„  F.  R.  G.,  PreiidcBt  R.  G.  S, 
of  Cnrn^vaJl.  Fifth  cdiuon,  revised  and  corrected.  Wiih  AUiner* 
ous  ill uit rations.     l2mo.  ......         ^1*4^ 

SNIVELY.— Tables  for  Systeinalic  Qualitative  Chemical  Anal, 
ysis. 
By  John  H.  Snively.  Phr.  D.     8vf>.  $i.oq 

SNIVELY.— The  El2ments  of  Systematic  QualiUtive  v^hemica] 
Analysis : 
A  Hajidbook  for  Bci;inncrs.    By  John  H.  Snively,  Phr.  D.    x6iiio. 

$l,OQ 

STOKES.— The  Cabinet  Maker  and  Upholsterer's  Companion; 
Comi-irising  the  .A.rt  of  Drawing,  as  applicable  lo  Cabinet  Work,* 
Veneering,  Inlaying,  and  Buhl- Work  ;  the  An  of  Dyeing  and  Stain 
ing  Wood,  Ivory,  Bone,  Tortoise-Shell,  etc.  Directions  for  Lacker 
ing,  Japanning,  and  Varnishing;  to  make  French  Poli'ih,  Glues 
Cemenls,  ami  Crtm|>os'..<  iis;  with  numerous  Receipts,  useful  to  work 
men  generally.  Bv  Stokes.  Illustralcd.  A  New  Edition,  with 
an  Appendix  upor  .ench  Polishing,  Staining,  Itnitating.  Varnishing, 
etc.,  etc.    l2nio $t'iS 

STRENGTH  AND  OTHER  PROPERTIES  OF  METALS; 
Reports  of  Ex|>crimenls  on  the  blrcnglh  and  other  Pro|>ertics  of 
Mctal&  for  Cannon.  With  a  Dcscriptiur*  of  the  Machines  for  Testing 
Metals,  and  uf  the  Clas^iiticalion  of  Cannon  in  service.  By  Officer! 
of  the  Ordnance  Department^  U,  S.  yvrmy.  By  authority  of  the  Sccre. 
laryofWar.     Illustrate^]  hy  25  Large  >tecl  plates.    Quarto  .        #5,00 

fULLI VAN. —Protection  to  Native  Industry. 

By  Sir  EDWARt)  Sullivan.  Darouei,  author  of  "Ten  Chapters  0*1 
Social  Reforms."     Svo, $1  QO 

8HERRATT.— The  Elements  of  Hand-RatHng  : 

Simplified  and  Exphined  iJt  Concise  Problems  ihnt  are  Fasily  Lender- 
stood,  The  whole  dlustrated  with  Ihirty-eight  Accurate  an<l  Origi- 
nal Platen,  Founded  on  Geometrical  Principles,  .iml  Showing  how  to 
Make  Rail  Wuliout  Centre  Juints,  Making  Keller  Kail  of  the  Same 
Material,  with  Half  the  Lalior,  und  Showing  How  to  Lay  Out  Stairs 
of  all  Kinds.     By  R.  J.  Siii^RRAn\     Folio.      .         ,         .         I2.50 
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8YME. -Outlines  of  mn  Industrial  Science 

By  Davik  SvviK.      I2iiv» 
TABLES     SHOWING     THE     WEIGHT     OF     ROUH& 
SQUARE,  AND  FLAT  BAR  IRON.  STBEL,  ETC.. 

By  Nk-asureniciii.     Cloih  .*...•  ij 

THALLNER,— Tool-Steel: 
A  Concise  Hari<JI)ook  on  loo)  St<*«l  In  GenenL    K»  Tr 
the  Opcraiioii       '    '  *      ^  '         "      '■-iting^  T« 

FMLLKDU 
-      -..c,  GcffSiD?. 
tSKANNT.     lUtistralcil  by  69  ef^rmdi^i^ 

TEMPLETON.— The  Practical  Examioator  *»  8«eaai  sod  tb4 

Steam- Engine: 
Wiih  Ixistru^tivc  References  reUtive  thcrcta,  arruiged  lor  the  t^  of 

LIAX   Tg 


and  the  Ap 
Chief  of  the 
GenriAn  by 
194  ^ayes. 


William   r 
8v.j.     1932 
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Engineers,  StudetiLs.  and  iHhen.     By  WiLLlAX  Texflitoiii*  Eft> 
ginfcr.      t2TT>o.  .......         $^J0O> 

rHAUSING.— The  Theory  and  Practice  of  the  PteptratiOB  otf 
^•„t.  ^^A  .v^  F-^-Hcation  of  Beer: 
Wr  to  the  Vienna  Process  of  Bcewiv*  Eb^ 
or.!  j/cricncc  by  jrLius  E.  THAVsrieo,  Pta6sat 
M  the  tkhooi  lor  brewers,  .uid  ai  the  A>;nculturaJ  In^i'^ute,  M5dli|i^ 
ae«r  Vicrniu  Translated  from  the  German  by  Willtak  T.  BeAMIIIV 
Thoroughly  and  clnboraicly  editciU  with  mucli  fUACier,«i4 

liCCOrding  to  the  lalcsl   Jtml  mn%t  Sckcntitic    Vi .  \,  SCHWaU 

And  Dr.  A.  H.  Hai  ».r,     IIIu^iauo  hv  J40  tiii:^>jtirr^,    8^..  9i;e 
p«C^» fiooo 

THOMPSON.— Political  Economy.     With  Especial  Rcfaftac* 
to  the  Industrial  History  of  Nations  : 
By  RotitKT  E.  TH<>.Ml'^'^\.  M.  A  .  Protcs^ot  of  Social  Sdeiioe  ia  die 
University  ol    PcniiM  Ivjiiia,      J^jno,  ...         fl.519 

THOMSON.— Freight  Charges  Calculator; 

By  AJiDltEW  Thomson;  I  rciijlit  Aj^ent,     241110.         .         .         I1.J5 

rURNER^S  (THE)  COMPANION: 
Coniaimng  lostniciions  in  Concentric,  EUipttc^  and  Eccentric  Ttr^ 
iig;    alio  %-arioiJS   Pbles  of  Oiucks»  Tcili,  and   In^frtrtr^tit^-;   mtj 
Direciions  for  using  the  Eccentric  Cutter.  Drill,  V»  ^ 
Circular   Rest;    with   Patterns   and    Iiistmctions    i<. 
|;mo. $1  ui> 

TURNING:  Specimens  of  Fancy  Turning  Executed  on  tJM 

Hand  or  Foot*  Lathe : 

With  Gcomciric,  Oval,  and  Eccentric  Chucks,  artd  £ni|4t£^t  Caitii^ 

Fiojue,     By  an  Amateur.     Illustrated  by  30  exf|ui%ite  Phntognplifc 

410* (Scart*  ) 
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ITAILE.^GAiv&nUed-Iron  Cornice -Wofker'a  Manual: 
ConUinimg   Instructions    in    Laying   out   the   DiBcrent    Mitres,    an<£ 
Making  Patterns  for  ali  kinds  of  Plain   and  Cireutar  Work.     Alsoj 
Tallies  of  Wei^^lus,  Areas  and  Circumferences  of  Circles,  and  olhcr 
Matter  caJculaied  lo  Benefit  the  Trade.     By  Charles  A.   VArLE^ 
lUuslratcd  by  twenty -one  plates.    4I0,         ,  .         .  (Scarce.  > 

VlLi'E  — On  Artificial  Manures  : 
Their  Chemical  Selection  and  Scientific  Applicition  to  Agriculnure^ 
A  series  of  I>cclure5,  given  ni  the  ExperiTrental*  Farm  at  Vincenticv 
during  1867  and  1874-75.     By  M.  Georges  Ville.     Translated  anc6 
Edited  by  Wil.UAM  Crookes,  F.  R.  S.     Illustrated  by  ihirtyonc- 
engravin!>s.    8vo.,  450  pages      ......         |6.oo 

VILLE.— The  School  of  Chemical  Manure*  : 
Or,  Elementary  Principles  in  the  Use  of  Fertilizing  Agents.     Fronk 
the  French  of  M.  Geo.  Ville,  by  A,  A.  Fesquet»  Chemiit  and  En^ 
ginecr.     With  Illustrations.     12010.  ....        $1.25, 

VOODBS.— The  Architect's  and  Builder's  Pocket-CompanJon 
and  Price- Book : 
Conaistin^  of  a  Shoit  but  Coinpreheiisive  Epitome  of  Decimals^  Din> 
decimals,  Geometry  and  Mensuration  ;  with  Tables  of  United  States* 
Measures,  Sizes,  Weights,  Strengths,  etc.,  of  Iron,  Wood,  Slone,. 
Brick,  Cement  and  Concretes,  Quantities  of  Materials  in  given  Sizev 
and  Dimensions  of  Wood,  Brick  and  Stone;  and  full  and  complete- 
Dills  of  Prices  for  Carpenter's  Work  and  Painting;  also,  Rules  foa 
Computing  and  Valuing  Brick  and  Brick  W'ork,  Stone  Work,  Paint- 
ing, Plastering,  with  a  Vocabulary  of  Technical  Terms»  etc.  Bj^ 
F»ANK  W.  VoGi>ES,  Architect,  Indiana{)Olis,  Ind.  Enlarged,  revised^ 
and  corrected.  In  one  volume,  jdS  pagca^  full-bound,  pocket-boofi 
form,  gilt  edges  .*.....»        $2,QfL 

Cloth  , 1.5* 

VAN  CI.EVE.— The  English  and  American  Mechanic: 
Cum|>nsiiig  a  CoUcctiot*  of  Over  Three  Thousand  Receipt'*,  Rules^. 
and  T.ibles,  designed  for  (he  Ut^e  of  every  Mechanic  and  Manufac*- 
turer.  By  B.  Frank  Van  Cleve.  Illustrated.  500  pp.  lamo.  $x.OQ 
VAN  DER  BURG.— School  of  Painting  for  the  Imitation  dt 
Woods  and  Marbles: 
A  Complete,  Practical  Treatise  on  the  Art  and  Craft  of  Graining  am^ 
Marbling  with  the  Tools  and  Appliances.     36  plates.     Folio,  13  x  20 

inches |6.0(» 

WAHNSCHAFPB.— A  Guide  to  the  Scientific  Examitiat^oet 
of  Soils: 
Comprising  Select  Methods  of  Mechanical  and  Chemical  A  lalysir 
and  Physical  Investigation.  Transbted  from  the  German  of  Dr.  P 
Wahnschaffr.  With  additions  by  WiLUAM  T.  Brannt.  Illu*. 
Irated  by  25  engravings,     lamo,     177  [lages     .  .         |l.^ 

UfALTON.— Coal-Mining  Described  and  Illustrated: 
By  Thomas  H.  Walton-.  Ntining  Engineer.     inu«itrated  by  14  !m^ 
and  i:labtirate  Plates*  after  Actyal  Wurkings  and  Apparataa.     |2.oo 
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WARE,— The  Sugar  Beet. 

Iticluding  a  History  or  the  Beet  Sugar  Industry  in  Europe,  Vaneoa 
of  the  Sugar  lieet,  Exainiiiaiion,  SuiU,  Tillable,  Seeds  and  Sowing 
Yield  and  Co*t  of  (JuUivaiion,  l!anc:>iing,  Transjx>rt4Uon,  Conserve 
tion,  Feeding  Qualities  of  the  Bed  and  of  the  I*u)p,  elc.  By  L&wi| 
S.  Ware,  C.  E.,  M;  E.     Illustrated  by  ninety  engraving*,    kvo, 

WARN.— The  Sbeet>Metal  Worker's  Instructor r 

For  ZinCr  Sheet-Iron,  Copper,  and  Tin-PlaU  Workers,  etc.  Contaiti* 
int*  a  selection  uf  iJcoiiieiriwal  ProHcm-*;  also,  Practical  and  Simpte 
Rules  for  EJestribing  ihc  various  i'allerns  required  in  the  dtflertnl 
branches  of  ihe  above  Trader.  By  Reuben  H.  Warn,  f'r.iciic«l 
Tin-Plaic  Worker.  To  whiwh  is  addi:d  an  Appendix,  conuinuig 
Inslructions  (or  Boiler  M diking,  Mensuration  of  Surfaces  and  Solidt, 
Rules  for  Calculating  ihe  Weighis  of  differenl  Figures  of  Iron  and 
Steel.  Tables  of  the  Weights  of  Iron,  Steel,  etc.  Illunlralcd  by  ihirty- 
two  Pl.iles  and  "hirty-scvcn  Wood  Engravings.     8vo,  .         IS2.5O 

WARNER.— New  Theorems,  Tables,  and  Diagrams,  for  tfa| 
Compulation  of  Earth-work : 
Designed  for  ihe  u^e  of  Engineers  in  Preliminary  and  Final  E!>(imates. 
©f  Sludt-rit^  in  Eni;inccring,  nnd  (jf  Contmclors  and  oihnr  non-profes> 
sional  Cominiicrs.  In  two  pans,  with  an  Appendix.  Port  I.  A  Prac- 
tical Treatise;  Pari  IL  A  Theorelical  Treatise,  and  the  Appendix 
Coijiainiiig  Noies  10  ihc  Kules  and  Examples  of  Part  I.;  Explaua 
lions  of  the  Conatruciioiv  uf  Scale",  T.^bk-,  aoil  Di:igram'»,  and  f 
Treatise  upon  Equivalent  Square  Basca  and  Equivalent  l,cvcl  Heights 
By  John  Warner,  A.  M,  Mining  and  Mechanical  Engineer.  Illus- 
i  aled  by  14  Plaies.     8vo.  $pOQ 

WILSON.— Carpentry  and  Joinery  : 

By  John  Wilson,  Lecturer  on  Building  Construction,  Carpentry  and 
Joinery,  etc.,  in  the  Manchester  Tecbnicnl  School.  Third  Edition, 
with  65  fiiU-page  plates,  in  flexible  cover,  oblong.    .         *  (Scarce*) 

WATSON  —A  Matiual  of  the  Hand.Lathe  : 

Comprising  Concise  Directions  for  Wnrkjnc;  Metals  of  alt  kinds, 
Ivc»ry,  Bone,  and  Precious  Woods  ;  Dyeing,  Coloring,  and  French 
polishing ;  Inlaying  by  Veneer*,  and  various  methods  practised  to 
produce  Elaborate  work  with  Dispatch,  atid  at  Small  Expense.  By 
Egbert  P.  Watson.  Author  of  "The  Modem  Practice  of  American 
Machinists  and  Engineers  "     Illustrated  by  78  engravings.       ^1.50 

WATSON.^Tbe  Modem    Practice  of  American  Machinists 
and   Engineers  : 

Including  the  Construction,  Application,  and  Use  of  Drills,  Lathe 
Tools,  Culler*  for  Boring  Cylinders,  and  Hollow-work  generally,  with 
the  most  Economical  Speed  for  the  same  ;  Ihc  Results  verified  l<y 
Actual  Practice  at  the  Lathe,  the  Vise,  and  on  the  floor.     Togethci 
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wiiii  Workshop  Management,  Economy  of  Manufacture,  the  Siean 
Engine,  Boilers,  Gears,  Behing,  etc.,  etc.  By  Egbert  P.  V\  atson. 
Illustra'ed  l»y  eighty-six  engravings.     l2mo.      .         .  ^2.50 

WATT.— The  Art  of  Soap  Making  : 

A  Practical  Hand-Book  of  the  Manufacture  of  Hard  and  Soft  Soaps, 
Toilet  S«>a{)s,  etc.  Fifth  Edition,  Revised,  to  which  is  added  an 
Appendix  on  Moilern  Candle  Making.  By  Alexandf.r  Watt. 
111.     l2nio $3.00 

WEATHERLY.— Treatise  on  the  Art  of  Boiling  Sugar,  Crys- 
tallizing, Lozenge-making,  Comfits,  Gum  Goods, 
And  other  processes  for  Confectionery,  including  Methods  for  Mana- 
fecturing  every  Description  of  Raw  and  Refined  Sugar  Goods.  A 
New  and  Enlarged  Edition,  with  an  Appendix  on  Cocoa,  Chocolate, 
Chocolate  Confections,  etc.     196  pages,  1 2mo.     (1903)      .      $1.50 

WILL.— Tables  of  Qualitative  Chemical  Analysis  * 

With  an  Introductory  Chapter  on  the  Course  of  Analysis.  By  Pro- 
fessor Heinrich  Will,  of  Giessen,  Germany.  Third  American, 
from  the  eleventh  German  edition.  Edited  by  Charles  F.  Himes, 
Ph.  D.,  Professor  of  Natural  Science,  Dickinson  College,  Carlisle, 
Pa.     8vo I1.50 

WILLIAMS.— On  Heat  and  Steam  : 

Embracing  New  Views  of  Vaporization,  Condensation  and  Explo- 
sion.    By  Charles  Wye  Williams,  A.  I.  C.  E.    Illustrated.    8vo. 

$2.50 

V^^ILSON — First  Principles  of  Political  Economy: 

With  Reference  to  Statesmanship  and  the  Progress  of  Civilization. 
By  Professor  W.  D.  Wilson,  of  the  Cornell  University.  A  new  and 
revised  edition.     i2mo.  $1-^^ 

WILSON. — The  Practical  Tool-Maker  and  Designer: 

A  Treatise  upon  the  Designing  of  Tools  and  Fixtures  for  Machine 
Tools  and  Metal  Working  Machinery,  Comprising  Modern  Examples 
of  Machines  with  Fundamental  Designs  for  Tools  for  the  Actual  Pro- 
duction of  the  work;  Together  with  Special  Reference  to  a  Set  of 
Tools  for  Machining  the  Various  Parts  of  a  Bicycle.  Illustrated  by 
189  engravings.     1898. $2.50 

CONTENTS  :  Introductory.  Chapter  1.  Modem  Tool  Room  and  Kquipmem. 
IT.  Files,  Their  Use  and  Abuse.  111.  Steel  and  Tempering.  IV.  Making  Jigi^ 
V.  Milling  Machine  Fixtures.  VI.  Tools  and  Fixtures  for  Screw  Machines.  Vll. 
Broaching.  VIII.  Punches  and  Dies  for  Cutting  and  Drop  Press.  IX.TooIsfor 
Hollow-Ware.  X.  Embossing:  Metal,  Coin,  and  St.-'mpcd  Sheet-Metal  Orna- 
ments.  XI.  Drop  Forging.  Xll.  Solid  Drawn  Shells  or  Ferrules;  Cupping  or 
Cutting,  and  Drawing ;  Breaking  Down  Shells.  XIII.  Annealing,  Pickling,  and 
Cleaning,  XiV.  Tools  for  Draw  Bench.  XV.  Cutting  and  Assembling  Piccci 
by  Means  of  Ratchet  Dial  Plates  at  One  Operation.     XVI.  The  Header.     XVIl 


Cleaning,  XiV.  Tools  for  Draw  Bench.  XV.  Cutting  and  Assembling  Piccci 
by  Means  of  Ratchet  Dial  Plates  at  One  Operation.  XVI.  The  Header.  XVIl 
Tools  for  Fox  Lathe.  XVIII.  Suggestions  for  a  Set  of  Tools  for  Machining  the 
Various  Parts  of  a  Bicycle.  XIX.  The  Plater's  Dynamo.  XX.  Conclusion— 
With  a  Few  Random  Ideas.    Appendix.     Index. 

WOODS  —Compound  Locomotives : 

By  Arthur  Tannatt  Woods.  Second  edition,  revised  and  enlarged 
by  David  Leonard  Barnes,  A.  M.,  C.  E,    8vo.    330  pp.     I3.00 
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VTOHLER.— A  Hand-Bookof  Mtneral  AnalyalBs 

By  y.  WiVHlJtii.  IVjfei^r  of  Chemistry  in  the  Univcriity  of  G4llti»* 
^n,  Edite<l  by  HCNRY  B.  Nak)N.  Professor  of  Chemistry  in  th« 
Reottftlaer  Polytechiiic  InOitutc^  Troy,  New  York.  ll)iMiral*4. 
ismo.  $z.yi 

^VORSSAM.— On  Mechanical  Saws: 

From  the  Transactions  of  the  Society  of  Engineer&,  1869.  By  S.  W. 
WoRJSAMfJR.     lUostratcd  by  eighteen  iar^e  plates.    Svo.         I1.50 


RECENT   ADDITIONS. 

BRANNT.'VamiBhea,  Lacquers,  Printing  Inki  and  Sealing- 

Waxes : 
Thru  Raw   Materials  and  ihcir  Mjinufacturc,  to  which  it  added  the 
An  of  Varnishing  and  Lacquering,  incttidtng  the  Prejjarition  of  Txn- 
tics  and  of  Stains  for  Wood,  Ivory^  Bone*  Horn»  and  LcaJhcr      Hy 
William  T.  Brannt,     lUu&trated   by  39  Engravings.  jjS  pag cv. 

l2mo Ij.w* 

BRAN  NT. —The  Practical   Dry  Clemner*  Scourtt,  mnd  Gar* 
ment  Dyer: 
Compnsine  Dry  or  Chemical  Oeaning;  Purification  of  Benxine;  Re^ 
iXi(A        ■  ■• '  '-'         "'  '  '"'.  r  i'  '  '       ■'■■         '  r--  ■  . 

Ci. 

Dyeing   Uioves ;   Uarmem   Dyeink;  . 

Fabrics.     Edited  by  William  I .  Ji 

Cberoical    Receipt   Book.*     Third  ir-dition,  Kevucd  atiti 

lUu&( ruled  by  Twenty-Three  Engravings,     , 
BRANNT —Petroleum. 

ili  Misiory,  Origin,  t.'ccurrence.  Production.  Phy*»r  ' 

Constitution,  Technology,   j^x       ■    *  -       ^    ^-^ 

ihc  (.>cctlrrenee  ami  V^c&  vi  I 

Oerman  of  Prof.  Hans  Hocl-^-   -^_  1^:    ..  _  ,  „  :., 

T.  HtLAVHT.    Illustrated  by  3  PUtet  and  2^4  J^graviop.    74J  1  p 

8va  ^^o 

BRAN  NT.— A  Practical  Trcatiae  on  the  Manufacture  of  Viae* 
gar  and  Acetate»«  Cider,  and  Fruit-Wines 

Prcscrvjiliort  of  Fruits  and  Vc|;tl.ibl«  l»^ 

Prc|>aralion  of  Frinl-Huttert*,  Ic'^iT''.  M"" 

Mustards   etc.     EUiiled    frniv  u^t*,     iiy    WiU-JAM    i 

BaASST.     llluvtraletl  by  79   1  47^^??     8i'o.        I5.00 

BRAN  NT,— The  Metal  Worker's    Uandjr-Book   of  Rt^ii>t> 

and  Processes : 
Being  a  Collection  of  Clicmical  Koru»til 
tion-;  for  the  working  of  all   MetaU  ;  int 
VaiiMfyiiiji  of  Articles   M an ufjc tared  iluKiro;-'.  cl%  v. 
Pfe*irvafioii,      E-iiled     from     various    sources.     By     U 
fiaANNT.     Illustrated.     l3mo.  i*^ 
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DBITE. — A  Practical  Treatise  on  the  Manufacture  of  Per- 
fumery: 
Comprising  directions  Tor  making  all  Rinds  of  Perfumes,  Sachet 
Powders,  Fumigatin*;  Materials,  Dentifrices,  Cosmetics,  etc.,  with  a 
full  account  of  the  Volatile  Oils,  Balsams,  Resins,  and  other  Natural 
and  Artificial  Perfume-substances,  including  the  Manufacture  of 
Fruit  Ethers,  and  tests  of  their  purity.  By  Dr.  C.  Deitk,  assisted 
by  L.  BoRCHERr,  F.  Eichbaum,  E.  Kugler,  H.  Toeffner,  and 
other  eicperts.  From  the  German,  by  Wm.  T.  Brannt.  28  Engrav 
ings.    358  pages.    Svo.  •        •       .       •       .        .       I300 

BDWARDS. — American  Marine  Engineer,   Theoretical  and 
Practical  : 
With  Examples  of  the  latest  and  most  approved  American  Practice. 
By  Emory  Edwards.    85  illustrations.     i2mo.  .        |2.oo 

EDWARDS. — 900   Examination  Questions  and  Answers: 
For  Engineers  and  Firemen  (Land  and  Marine)  who  desire  to  ob- 
tain a  United  States  Government  or  State  License.     Pocket-book 
form,  gilt  edge $i-So 

FLEMMINQ.— Practical  Tanning: 

A  Handbook  of  Modem  Processes,  Receipts,  and  Suggestions  for  the 
Treatment  of  Hides,  Skins,  and  Pelts  of  Every  Description.  By 
Lewis  A.  Fltmming.  American  Tanner.  472  pp.  8vo.  (1903)  ^..00. 

POSSELT. — ^The  Jacquard  Machine  Analysed  and  Explained} 
With  an  Appendix  on  the  Prepar.ition  of  Jacquard  Cards,  and 
Practical  Hints  to  Learners  of  Jacquard  Designing.  By  E.  A. 
PossELT.  With  230  illustrations  and  numerous  diagrams.  127  |^. 
4to $3<» 

P08SBLT. — Recent  Improvements  in  Textile  Machinery, 
Part  III: 
Processes  Required  for  Converting  Wool,  Cotton,  Silk,  from  Fibre 
to  Finished  Fabric,  Covering  both  Woven  and  Knit  Goods ;  Con- 
struction of  the  most  Modern  Improvements  in  Preparatory  Machin- 
ery, Carding,  Combing,  Drawing,  and  Spinning  Machinery,  Winding, 
Wiuping,  Slashing  Machinery  I^ooms,  Machinery  for  Knit  Goods, 
Dye  Stuffs,  Chemicals,  Soaps,  Latest  Improved  Accessories  Relat- 
ing to  Construction  and  t>|uipment  of  Modem  TeMile  Manufactur- 
ing Plants.     By  E.  A.  Possfi.t.     Completel-  Illustrated.     4to. 

$7  SO 

RICH.— Artistic  Horse-Shoeing: 

A  l^ractical  and  Scientific  Treatise,  giving  Improved  Methods  of 
Shoeing,  with  Sj^cial  Directions  fo«  Shaping  Shoes  to  Cure  Different 
Diseases  of  the  Foot,  and  for  the  Correcti'>n  of  Faulty  Action  in 
Trotters.  By  GEt)RGE  E  "^  m  f  t  Ill;isti..iioi:*.  153  paues 
lemo       ...  ''a.oo 
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RICH  ARDSON.  -Praclical  BUcksrolthmgr : 

licction  of  Article*  Contributed  at  DifTcrent  Times  by  SViTI«d 
Si  kmcn  to  ihc  columns  of  "The  BLicksinith  and  VVbeelwri^tt,'* 
and  Covering  neatly  the  Whole  Range  of  BlacksmitMng,  fnxn  tNt 
Simplest  Job  of  Work  ti)  some  of  the  Mosl  CoiEiplat  Forgrogs* 
Cmpiled  and  Pxiited  by  M.  T.  Richardson. 

Vol,  r.     2IO  IlJustra'ions.     224  pJigcs.     i2mo.  .         .         |roa 

\'jL  If.  230  llio- r.i  (L,  262  pages.  l2mo«  ,  ,  |i  00 
Vol,  III,     390  I  307  pages,     limo.     .         .         |l  00 

Vol.  IV,     2261  s.     276pagea.     l2mo,      ,        .        |t.oo 

ftlCHARDSON— The  Practical  Horseahocrs 

Aeirig  a  Collection  of  Articles  on  H<-irse&hoeing  ta  all  it»  Brsochfli 
which  have  appcnred  from  lime  lo  time  in  the  columns  of  *'lhf 
Blacksmith  and  Wheelwright."  etc  Compiled  and  edited  by  M.  T, 
Richardson.     174  illustrarion>. $%joo 

ROP£R.— lostnictions    and   Suggestioaa  for   Engineera  and 
Firemen : 
By  SfKFUiLX   RoPEK.  Engineer.     iSmo.     Moroeoo        ,        fa.00 

ROPER. — The  Steam  Boiler:  Ita  Care  and  Managemeot; 
By  STE.PHES  RfiPER.  Engineer      l2mo.,  lack,  gill  edge*,         ^a.00 

ROPER,— The  Young  Engineer's  Own  Book : 

Containing  an  Explanation  of  ihe  Principle  and  Theories  on  vUck 
the  Steam  Engine  as  a  Prime  Mover  is  Based.  By  SJH-fUeji  ROPOI. 
Engineer.     160  illustrafions,  363  pages.     tSlDO.*  tuck       .         fX-SO 

ROSE.— Modern  Steam -Engines: 

An  Elementary  Treatise  upon  the  Steam-Engine,  written  in  FWs 
language ;  for  U^e  in  the  Workshop  as  well  a»  in  the  Diawing  Ofllee. 
Giving  Full  Explanation  i  of  the  Construction  of  Modem  Steao^ 
Engines:  Inciudiitg  Diagrams  «howin;:7  < heir  ActuaJoperatioa.  To> 
gether  with  Complete  but  >-  ions  of  the  CMpcntlootaf 

Variotis  Kinds  of   Valves.  :U)d  Link  Motions,  ett^ 

thereby  Enablic^  the  Ordui^rv  ^  n^m'' r  to  clearly  Undentaad  the 
Principles  Involved  in  their  Construction  and  Use*  and  (o  Plot  ool 
tficir  Movements  upon  the  Drawing  Board.  By  JoatltJA  RoscM.  E. 
Illustrated  by  422  engravings.     Revised.  558  pp.      .        •        #6.00 

ROSE,— Steam  Boilerv: 
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